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30-Day Rolling Averages

(Log 10)
Equipment ID:______________________________________________________________

	Operator
	30-day Period
	Averages

	Initials
	Start Date
	End Date
	lbs/MMBtu
	lbs/day
	tons/day

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


This log must be kept for at least five years and be available for inspection upon request to any representative of the TCEQ, EPA, or local air pollution control agency having jurisdiction.
30-day Rolling Average Calculation
(Log 10a)

If your emission limit is enforced on a rolling 30-day average, you must calculate your average every day, using the emissions for that day plus the previous 29 days.

Equipment ID: __________________________________________________________

Name of person doing calculation: __________________________________________

Date calculation is for: ____________________________________________________

	Day
	Date
	lb/MMBtu
	lbs/day or tons/day
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