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This information is maintained by the Chemical NSR Section and is subject to change. Last update was made September 2015. These special conditions represent current NSR boilerplate guidelines and are provided for informational purposes only. The special conditions for any permit or amendment are subject to change through TCEQ case-by-case evaluation procedures [30 TAC 116.111(a)]. Please contact the appropriate Chemical NSR Section management if there are questions related to the boilerplate guidelines.
Fugitives
28PI (Physical Inspections)
Piping, Valves, Pumps, and Compressors in VOC Service
Except as may be provided for in the special conditions of this permit, the following requirements apply to the above-referenced equipment:
Construction of new and reworked piping, valves, pump systems, and compressor systems shall conform to applicable American National Standards Institute (ANSI), American Petroleum Institute (API), American Society of Mechanical Engineers (ASME), or equivalent codes.
New and reworked underground process pipelines shall contain no buried valves such that fugitive emission monitoring is rendered impractical.
To the extent that good engineering practice will permit, new and reworked valves and piping connections shall be so located to be reasonably accessible for leak‑checking during plant operation. Non-accessible valves, as defined in Title 30 Texas Administrative Code (TAC) Chapter 115, shall be identified in a list to be made available upon request.
New and reworked piping connections shall be welded or flanged. Screwed connections are permissible only on piping smaller than two-inch diameter.
Each open-ended valve or line shall be equipped with a cap, blind flange, plug, or a second valve. Except during sampling, the second valve shall be closed.
All piping components shall be inspected by visual, audible, and/or olfactory means at least weekly by operating personnel walk-through.
Damaged or leaking valves, connectors, compressor seals, and pump seals found by visual inspection to be leaking (e.g., dripping process fluids) shall be tagged and replaced or repaired. A leaking component shall be repaired as soon as practicable, but no later than 15 days after the leak is found. If the repair of a component would require a unit shutdown, the repair may be delayed until the next scheduled shutdown. All leaking components which cannot be repaired until a scheduled shutdown shall be identified for such repair by tagging. At the discretion of the TCEQ 

Executive Director or designated representative, early unit shutdown or other appropriate action may be required based on the number and severity of tagged leaks awaiting shutdown.
Date and time of each inspection shall be noted in the operator's log or equivalent. Records shall be maintained at the plant site of all repairs and replacements made due to leaks. These records shall be made available to representatives of the Texas Commission on Environmental Quality (TCEQ) upon request.
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