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Source Type Pollutant Minimum Acceptable Control Control Efficiency or Details 

Gas-Fired 

Turbine 

Simple Cycle 
(Reduced operation units 
such as peakers may have 
higher NOx, CO, and/or 
VOC limits and will require 
a case-by-case analysis.) 
 

 

NOx 5.0 - 9.0 ppmvd at 15% O2 Dry Low NOx burner, water, or steam, SCR 

CO 9 – 25 ppmvd at 15% O2 Detailed BACT 
proposed 

Analysis may be needed if > 9 ppmvd CO 

VOC 2 ppmvd at 15% O2  

NH3 7 – 10 ppmvd at 15% O2  

 

Source Type Pollutant Minimum Acceptable Control Control Efficiency or Details 

Gas-Fired 

Turbine 

Combined Cycle 

 

NOx 2.0 ppmvd at 15% O2, 24-hr average Dry Low NOx burner, water, or steam, SCR 

CO 2 – 4 ppmvd at 15% O2 Detailed BACT Analysis needed if > 4 ppmvd CO proposed 

VOC 2 ppmvd at 15% O2  

NH3 7 - 10 ppmvd at 15% O2  

 

Source Type Pollutant Minimum Acceptable Control Control Efficiency or Details 

Gas-Fired 

Turbine 

Combined Cycle  
with Duct Burner 

 

NOx 2.0 ppmvd at 15% O2, 24-hr average Dry Low NOx burner, water, or steam, SCR 

CO 2 – 4 ppmvd at 15% O2 Detailed BACT Analysis needed if > 4 ppmvd CO proposed 

VOC 4 ppmvd at 15% O2  

NH3 7 – 10 ppmvd at 15% O2  
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BACT changed 04/12. 
Electric Generating Units may be authorized by Standard Permit (if no Prevention of Significant Deterioration (PSD) or Nonattainment (NA) 
permitting is required).  The Standard Permit limits are listed below: 
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Source Type Pollutant Minimum Acceptable Control Control Efficiency or Details 

Electric Generating Units 

Greater than 10MW 

NOx 

 

0.14 lb/MW-hr (over 300 hr/yr) 

0.38 lb/MW-hr (under300 hr/yr) 

 

 

Electric Generating 

Less than 10MW 

East Texas 

 

 

 

 

Units 
NOx 

 

1.90 lb/MW-hr  

 

Fuel ≥ 75% volume 
renewable gas 

 

landfill, digester, stranded oilfield, or 

NOx 

 

0.47 lb/MW-hr (over 300 hr/yr) 

1.65 lb/MW-hr (under 300 hr/yr) 

Units installed 

 

before 1/1/2005 

NOx 

 

 

0.14 lb/MW-hr (over 300 hr/yr) 

0.47 lb/MW-hr (under 300 hr/yr) 

0.47 lb/MW-hr (if ≤ 250 kW only) 

Units installed on or after 1/1/2005 

 

 

Electric Generating 

Less than 10MW 
West Texas 

Units NOx 

 

3.11 lb/MW-hr (over 300 hr/yr) 

21 lb/MW-hr (under 300 hr/yr) 

 

 

Electric Generating 

 

 

Units SO2 

 

 

10 grains S per 100 dscf – natural gas 

30 grains S per 100 dscf – landfill, 
digester, stranded oilfield, renewable 

Gaseous fuel 

 

0.05 wt % sulfur Liquid fuel 
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