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This information is maintained by the Chemical NSR Section and is subject to change. Last update was made September 2015. These special conditions represent current NSR boilerplate guidelines and are provided for informational purposes only. The special conditions for any permit or amendment are subject to change through TCEQ case-by-case evaluation procedures [30 TAC 116.111(a)]. Please contact the appropriate Chemical NSR Section management if there are questions related to the boilerplate guidelines.
Fugitives
28CNTQ (Connectors Inspected Quarterly)
In addition to the weekly physical inspection required by Item E of Special Condition (XX), all accessible connectors in gas\vapor and light liquid service shall be monitored quarterly with an approved gas analyzer in accordance with Items F thru J of Special Condition (XX). (28CNTQ)
Connectors may be monitored on a semiannual basis if the percent of connectors leaking for two consecutive quarterly monitoring periods is less than 0.5 percent.
Connectors may be monitored on an annual basis if the percent of connectors leaking for two consecutive semiannual monitoring periods is less than 0.5 percent.
If the percent of connectors leaking for any semiannual or annual monitoring period is 0.5 percent or greater, the facility shall revert to quarterly monitoring until the facility again qualifies for the alternative monitoring schedules previously outlined in this paragraph.
The percent of connectors leaking used in paragraph A shall be determined using the following formula:
(Cl + Cs) x 100/Ct = Cp
Where:
Cl =	the number of connectors found leaking by the end of the monitoring period, either by Method 21 or sight, sound, and smell.
Cs =	the number of connectors for which repair has been delayed and are listed on the facility shutdown log.
Ct =	the total number of connectors in the facility subject to the monitoring requirements, as of the last day of the monitoring period, not including nonaccessible and unsafe-to-monitor connectors.
Cp =	the percentage of leaking connectors for the monitoring period.
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