
Below is a flowchart describing 40 CFR Part 60, Subpart Ka.  
 For the text of the statute/rule, please go to 
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Start
Was

construction, reconstruction
 or modification of the storage

vessel commenced after
5/18/78 ?

Was construction,
reconstruction or modification

of the storage vessel commenced
prior to 7/23/84 ?

Is the vessel
used for storage of petroleum

liquids?

Yes

Yes

No

End

NSPS, Subpart Ka
does not apply.

§60.110a(a)

No

§60.110a(a)

No

Is the storage capacity
of the vessel > 151,416 liters

(40,000 gallons)?

§60.110a(a)

Yes

1

§60.110a(a)

Yes

No
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Is the
storage capacity of

the vessel < 1,589,873 liters
(420,000 gallons) AND used for
petroleum or condensate stored,

processed, or treated
prior to custody

transfer?

1

§60.110a(b)

2

Is the vessel storing
a petroleum liquid with a

Reid vapor pressure < 6.9 kPa AND
maximum tvp < 6.9 kPa

(1.0 psia)?

Is the
vessel equipped

with a vapor recovery
and return or disposal system

in accordance with
§60.112a(a)(3)?

§60.115a(d)(1) §60.115a(d)(2)

Comply with the following:
Standard

§60.110a(a)
Monitoring/Testing

§60.115a(a), (b)
Recordkeeping

§60.115a(a)

NoNo

No

6

End

NSPS, Subpart Ka
does not apply

Yes
Yes

Is the tvp
 of the petroleum
liquid > 10.3 kPa

(1.5 psia)?

§60.112a(a)

No

EndYes

Yes

NSPS, Subpart
Ka does not

apply.
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Is the tvp
of the petroleum
liquid >76.6 kPa

(11.1psia)?

§60.112a(a)

3

Comply with the following:
Standards

[G]§60.114a
§60.112a(a)(4)

Is the
vessel equipped

with a pontoon-type or
double-deck-type
external floating

 roof?
§60.112a(a)(1)

Comply with the following:
Standards

§60.112a(a)(1)
§60.112a(a)(1)(i), (a)(1)(i)(D)

§60.112a(a)(1)(ii)(A)-(D)
§60.112a(a)(1)(iii)-(iv)

Monitoring/Testing
§60.113a(a)(1), (a)(1)(i)

[T]§60.113a(a)(1)(i)(A), (a)(1)(i)(B)
[T]§60.113a(a)(1)(i)(C), (a)(1)(i)(D)-(E)
§60.113a(a)(1)(ii)(A)-(C), (a)(1)(iii)-(iv)

Recordkeeping
§60.113a(a)(1)(i)(D)

Reporting
§60.113a(a)(1)(i)(E), (a)(1)(iv)

No

4

Yes

Yes

Is the
vessel operating

under an alternate means
of emission limitation

as provided for in
§60.114a?

§60.114a

Yes

No

No

2 Comply with the following:
Standard

§60.112a(b)
Monitoring/Testing
[G]§60.113a(a)(2)

Reporting
[G]§60.113a(a)(2)

End
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Is the
vessel equipped

with a fixed roof and
internal floating

cover?

Comply with the following:
Standard

§60.112a(a)(3)
Monitoring/Testing
[G]§60.113a(a)(2)

Reporting
[G]§60.113a(a)(2)

End

Comply with the following:
Standard

§60.112a(a)(2)

3

Yes

§60.112a(a)(2)

No

Comply with the following:
Standard

§60.112a(a)(1)(i)(B)

Is the
primary seal a
liquid-mounted

 seal?

Comply with the following:
Standard

§60.112a(a)(1)(i)(A)
Yes

4

§60.112a(a)(1)(i)(A)

5

No

Comply with the following:
Standard

§60.112a(a)(1)(i)(A)
§60.112a(a)(1)(i)(C)

§60.112a(a)(1)(i)(A)
No

Yes

Is the
primary seal a
metallic shoe

 seal?
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Is the
estimated tvp of the
crude oil > 6.9 kPa

(1.0 psia)?

§60.115a(c)

Comply with the following:
Monitoring/Testing

§60.115a(c)
Recordkeeping

§60.115a(c)

5

Yes

Is the
vessel storing

crude oil with a Reid vapor
pressure < 13.8 kPa (2.0 psia) OR
whose physical properties preclude

determination by the
recommended

method?

§60.115a(c)

End

§60.115a(d)(2)

No

Yes

Yes

No

6

Comply with the following:
Monitoring/Testing
[G]§60.113a(a)(2)

Reporting
[G]§60.113a(a)(2)

Is the
vessel equipped

with a vapor recovery and
return or disposal system in

accordance with
§60.112a(a)(3)?

End

Comply with the following:
Monitoring/Testing

§60.115a(a),(b)
Recordkeeping

§60.115a(a)

No
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