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Texas Commission on Environmental Quality 
Air Permits Division 

New Source Review (NSR) Boilerplate Special Conditions 

This information is maintained by the Chemical NSR Section and is subject to change. Last 
update was made September 2015. These special conditions represent current NSR 
boilerplate guidelines and are provided for informational purposes only. The special conditions 
for any permit or amendment are subject to change through TCEQ case-by-case evaluation 
procedures [30 TAC 116.111(a)]. Please contact the appropriate Chemical NSR Section 
management if there are questions related to the boilerplate guidelines. 

Fugitives 

28CNTA (Connectors Inspected Annually) 

1. In addition to the weekly physical inspection required by Item E of Special Condition (XX), 
all connectors in gas\vapor and light liquid service shall be monitored annually with an 
approved gas analyzer in accordance with Items F thru J of Special Condition (XX). 
Alternative monitoring frequency schedules (“skip options”) of Title 40 Code of Federal 
Regulations Part 63, Subpart H, National Emission Standards for Organic Hazardous Air 
Pollutants for Equipment Leaks, may be used in lieu of the monitoring frequency required 
by this permit condition. Compliance with this condition does not assure compliance with 
requirements of applicable state or federal regulation and does not constitute approval of 
alternative standards for these regulations. (28CNTA) 
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