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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 
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clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the 
alignment of the Sewage Collection System and manholes should be staked at the time the application is 
submitted. If the site is not marked the application may be returned. 

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of 
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two 
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the 
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to 
the second notice is not received, is incomplete or inadequate, or provides new information that is 
incomplete or inadequate, the application must be withdrawn or will be denied.  Please note that because the 
technical review is underway, whether the application is withdrawn or denied the application fee will be 
forfeited. 

4. The program has 90 calendar days to complete the technical review of the application.  If the application is 
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards 
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated 
activity may not begin until an approval is issued. 

Mid-Review Modifications 

It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays. 

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your 
Edwards Aquifer application has been deemed administratively complete by TCEQ.  This is considered a “Mid-
Review Modification”.  Mid-Review Modifications may require redistribution of an application that includes the 
proposed modifications for public comment.   

If you are proposing a Mid-Review Modification, two options are available: 

 If the technical review has begun your application can be denied/withdrawn, your fees will be forfeited, 
and the plan will have to be resubmitted.  

 TCEQ can continue the technical review of the application as it was submitted, and a modification 
application can be submitted at a later time. 

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and 
technical review processes and will be treated as a new application. The application will be redistributed to the 
affected jurisdictions. 

Please contact the regional office if you have questions.  If your project is located in Williamson, Travis, or Hays 
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina, 
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096 

Please fill out all required fields below and submit with your application. 

1. Regulated Entity Name: Liberty Hill Bypass 2. Regulated Entity No.:  

3. Customer Name: Williamson County 4. Customer No.: 600897888 

5. Project Type: 
(Please circle/check one) 

New Modification Extension Exception  

6. Plan Type: 
(Please circle/check one) WPAP CZP SCS UST AST EXP EXT Technical 

Clarification 
Optional Enhanced 
Measures 

7. Land Use: 
(Please circle/check one) 

Residential Non-residential 8. Site (acres):  61.81 acres 

9. Application Fee: $8,000 10. Permanent BMP(s): Yes, Vegetative Filter Strips 

11. SCS (Linear Ft.):  12. AST/UST (No. Tanks):  

13. County: Williamson 14. Watershed: South Fork San Gabriel River 
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ _1_ 

Region (1 req.) __ __ _1_ 

County(ies) __ __ _1_ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 

__Hays Trinity 

__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer 

NA 

City(ies) Jurisdiction 

 

__Austin 

__Buda 

__Dripping Springs 

__Kyle 

__Mountain City 

__San Marcos 

__Wimberley 

__Woodcreek 

__Austin 
__Bee Cave 

__Pflugerville 

__Rollingwood 

__Round Rock 

__Sunset Valley 

__West Lake Hills 

__Austin 

__Cedar Park 

__Florence 

__Georgetown 

__Jerrell 

__Leander 

_1_Liberty Hill 

__Pflugerville 

__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 

County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority 

__Kinney __EAA 
__Medina 

__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 

__Fair Oaks Ranch 

__Helotes 

__Hill Country  Village 

__Hollywood Park 

__San Antonio (SAWS) 

__Shavano Park 

__Bulverde 

__Fair Oaks Ranch 

__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

 

Print Name of Customer/Authorized Agent  
 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 
Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 

Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 

 

Riley Sladek

7/11/2023



Edwards Aquifer Protection Program Roadway Checklist 

− Edwards Aquifer Application Cover Page (TCEQ-20705) 

− Edwards Aquifer Protection Program Roadway Application (TCEQ-20872) 

Attachment A - Road Map 

Attachment B - USGS Quadrangle 

Attachment C - Project Description 

Attachment D - Factors Affecting Surface Water Quality 

Attachment E - BMPs for Upgradient (Offsite) Stormwater 

Attachment F - BMPs for On-site Stormwater 

Attachment G - Construction Plans 

Attachment H - Inspection, Maintenance, Repair and Retrofit Plan 

Attachment I - Pilot-Scale Field Testing Plan 

Attachment J - Measures for Minimizing Surface Stream Contamination 

Attachment K - Volume and Character of Stormwater 

− Geologic Assessment Form (TCEQ-0585) 

• Required for site over the Recharge zone 

Attachment A - Geologic Assessment Table (TCEQ-0585-Table) 

Attachment B - Stratigraphic Column 

Attachment C - Site Geology 

Attachment D - Site Geologic Map(s) 

− Temporary Stormwater Section (TCEQ-0602) 

• Review Item 37 on Roadway Application for applicability 

Attachment A - Spill Response Actions 

Attachment B - Potential Sources of Contamination 

Attachment C - Sequence of Major Activities 

Attachment D - Temporary Best Management Practices and Measures 

Attachment E - Request to Temporarily Seal a Feature (if requested) 

Attachment F - Structural Practices 

Attachment G - Drainage Area Map 

Attachment H - Temporary Sediment Pond(s) Plans and Calculations 

Attachment I - Inspection and Maintenance for BMPs 

Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices 

− Agent Authorization Form (TCEQ-0599) 

• Only if application is submitted by an authorized agent 

− Application Fee Form (TCEQ-0574) 

• Do not submit for TxDOT roadways 

− Core Data Form (TCEQ-10400) 
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12.  Attachment C - Project Description.  A detailed narrative description of the proposed project 
is attached.  The project description is consistent throughout the application and contains, at a 
minimum, the following details: 

 Complete site area [Acres] 

 Offsite upgradient stormwater areas to be captured  
 Impervious area [Acres] 

 Permanent BMP(s)  

 Proposed site use  
 Existing roadway (paved and/or unpaved)  

 Structures to be demolished [Include demo phase] 
 Major interim phases  

13. Existing project site conditions are noted below: 

 Existing paved and/or unpaved 

roads 
 Undeveloped (Cleared) 

 Undeveloped (Undisturbed/Not 
cleared) 

 Existing commercial site 

 Existing industrial site 
 Existing residential site 

 Other:       

14.  Attachment D - Factors Affecting Surface Water Quality.  A detailed description of all 
factors that could affect surface water quality is attached. 

15.  Only inert materials as defined by 30 TAC §330.3 will be used as fill material. 

16. Type of pavement or road surface to be used: 

 Concrete 

 Asphaltic concrete pavement 
 Permeable Friction Course (PFC) 

 Other:       

17. Right of Way (R.O.W.) and Pavement Area: 

R.O.W. for project: 61.81 (ac.) 
Length: 12,000 ft. 
Width: varies from 100 ft. to 300 ft. 
Impervious cover (IC):  12.64 (ac.)  

Total of Pavement area 12.64 (ac.) ÷ R.O.W. area 61.81 (ac.) x 100 = 20.4% IC. 
 

 CAD program was used to determine areas. 
 Number of travel lanes: proposed: 2, existing:       

 Typical widths of lanes: 12 (ft.) 
 Are intersections also being improved? (Y/N) Y 
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Site Plan Requirements 
Items 18 - 28 must be included on the Site Plan. 

18.  The Site Plan must have a minimum scale of 1" = 400'. 
Site Plan Scale: 1" = 100' 

19. 100-year floodplain boundaries: 

 Some part(s) of the project site is located within the 100-year floodplain.  The 
floodplain is shown and labeled.  The 100-year floodplain boundaries are based on the 
following specific (including date of material) source(s):FEMA NFHL 2020. 

 

 No part of the project site is located within the 100-year floodplain. 

20.  A layout of the development with existing and finished contours at appropriate, but not 
greater than ten-foot contour intervals is shown. Sensitive features, lots, wells, buildings, 
roads, culverts, etc. are shown on the site plan. 

21.  A figure (map) indicating all paths of drainage from the site to surface waters. 
 Name all stream crossings:      South Fork San Gabriel River                
 Drainage patterns and approximate slopes. 
 There will be no discharge to surface waters. 

22.  Distinguish between areas of soil disturbance and areas which will not be disturbed. 

23.  Show locations of major structural and nonstructural controls.  These are the temporary 
and permanent best management practices. Include the following: 

 Show design and location of any hazardous materials traps. 
 Show design at outfalls of major control structures and conveyances. 
 A description of the BMPs and measures that prevent pollutants from entering surface 

streams. 

24. Show locations of staging areas or project specific locations (PSL).  Are they: 

 Onsite, within project R.O.W. 
 Offsite. 
 Not yet determined. (Requires future authorization) 

25.  Show locations where soil stabilization practices are expected to occur. 

26.  Show surface waters (including wetlands). 

27. Temporary aboveground storage tank facilities: 
 Temporary aboveground storage tank facilities will be located on this site.  Show on site 

plan. 
 Temporary aboveground storage tank facilities will not be located on this site. 

28.  Plan(s) also include: 

 Sidewalks    Shared-use paths 
 Related turn lanes   Off-site improvements and staging areas 
 Demolition plans   Utility relocations 
 Other improved areas:                           
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Permanent Best Management Practices (BMPs) 
Description of practices and measures that will be used after construction is completed. 

29.  Permanent BMPs and measures have been designed, and will be constructed, operated, 
and maintained to ensure that 80% of the incremental increase in the annual mass loading of 
total suspended solids (TSS) from the site caused by the regulated activity is removed.  These 
quantities have been calculated in accordance with technical guidance accepted by the 
executive director. 

 The TCEQ Technical Guidance Manual (TGM) was used to design permanent BMPs and 
measures for this site. 

 A technical guidance other than the TCEQ TGM was used to design permanent BMPs 
and measures for this site.  The complete citation for the technical guidance that was 
used:                                                

30.  Attachment E - BMPs for Upgradient (Offsite) Stormwater. 

 A description of the BMPs and measures that will be used to prevent pollution of 
surface water, groundwater, or stormwater that originates upgradient from the site 
and flows across the site is attached. 

 No surface water, groundwater or stormwater originates upgradient from the site and 
flows across the site, and an explanation is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface water, 
groundwater, or stormwater that originates upgradient from the site and flows across 
the site, and an explanation is attached. 

31.  Attachment F - BMPs for On-site Stormwater. 

 A description of the BMPs and measures that will be used to prevent pollution of 
surface water or groundwater that originates on-site or flows off the site, including 
pollution caused by contaminated stormwater runoff from the site is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface water or 
groundwater that originates on-site or flows off the site, including pollution caused by 
contaminated stormwater runoff, and an explanation is attached. 

32.  Attachment G - Construction Plans.  Construction plans and design calculations for the 
proposed permanent BMPs and measures have been prepared by or under the direct 
supervision of a Texas Licensed Professional Engineer, and are signed, sealed, and dated.  
Construction plans for the proposed permanent BMPs and measures are attached and include 
all proposed structural plans and specifications, and appropriate details. 

 Major bridge cross-sections, and roadway plan and profiles 

 BMP plans and details    Design calculations 

 Erosion control     TCEQ Construction Notes 

 SW3P      EPIC, as necessary 
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33.  Attachment H - Inspection, Maintenance, Repair and Retrofit Plan.  A site and BMP 
specific plan for the inspection, maintenance, repair, and, if necessary, retrofit of the 
permanent BMPs and measures is attached.  The plan fulfills all the following: 

 Prepared and certified by the engineer designing the permanent BMPs and measures. 
 Signed by the owner or responsible party. 
 Outlines specific procedures for documenting inspections, maintenance, repairs, and, if 

necessary, retrofit. 
 Contains a discussion of recordkeeping procedures. 

34.  Attachment I - Pilot-Scale Field Testing Plan.  Pilot studies for BMPs that are not 
recognized by the Executive Director require prior approval from the TCEQ.  A plan for pilot-
scale field testing is attached. 

 N/A 

35.  Attachment J - Measures for Minimizing Surface Stream Contamination.  A description of 
the measures that will be used to avoid or minimize surface stream contamination and 
changes in the way in which water enters a stream as a result of the construction and 
development is attached.  The measures address increased stream flashing, the creation of 
stronger flows, and in-stream effects caused by the regulated activity which increase erosion 
or may result in water quality degradation. 

 Include permanent spill measures used to contain hydrocarbons or hazardous 
substances by way of traps, or response contingencies. 

36. The applicant is responsible for maintaining the permanent BMPs after construction until such 
time as the maintenance obligation is either assumed in writing by another entity. 

If the applicant intends to transfer responsibility, check the box below. 

 Yes 

A copy of the transfer of responsibility must be filed with the executive director at the 
appropriate regional office within 30 days. 
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Stormwater to be generated by the Proposed Project 
Description of practices and measures that will be used during construction. 

37.  The site description, controls, maintenance, and inspection requirements for the Storm 
Water Pollution Prevention Plan (SWPPP or SW3P) developed under the Texas Pollutant 
Discharge Elimination System (TPDES) general permits for stormwater discharges have been 
submitted to fulfill paragraphs 30 TAC §213.24(1-5) & §213.5(b) of the technical report. 

 The Temporary Stormwater Section (TCEQ-0602) is included with the application. 
 The SWPPP (SW3P) will serve as the Temporary Stormwater Section (TCEQ-0602). 

38.  Attachment K - Volume and Character of Stormwater.  A detailed description of the 
volume (quantity) and character (quality) of the stormwater runoff expected to occur from the 
proposed project is attached.  The estimates of stormwater runoff quality and quantity are 
based on area and type of impervious cover. 

 Include the pre-construction runoff coefficient. 
 Include the post-construction runoff coefficient. 

Administrative Information 

39.  Submit one (1) original and one (1) copy of the application, plus one electronic copy as 
needed, for each affected incorporated city, groundwater conservation district, and county in 
which the project will be located.  The TCEQ is required to distribute the additional copies to 
these jurisdictions. 

40. The fee for the plan(s) is based on: 

 The total R.O.W. (as in Item 17). 

 TxDOT roadway project. 

 



 

 

 

 

 

 

 

 

 

 

EDWARDS AQUIFER PROTECTION PROGRAM ROADWAY 

APPLICATION – TCEQ-20872 

ATTACHMENT A – ROAD MAP 

 


	01_COVERSHEET
	02_F-20705_EDWARDS_AQUIFER_APPLICATION_COVER
	03_checklist_roadway
	04_f-20872_eapp_roadway_application
	05_f-20872_AttachA_Road Map Cover Page

