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7. Customer (Applicant): 

Contact Person: Julie Ward 
Entity: PDC WILLIAMS PLAZA LTD 
Mailing Address: 1313 Williams Drive
City, State: Georgetown, TX Zip: 78628
Telephone: 713-822-1758 FAX: N/A
Email Address: julie.ward@partnersrealestate.com 

8. Agent/Representative (If any): 

Contact Person: Hollis Scheffler, P.E. 
Entity: Westwood Professional Services 
Mailing Address: 8701 N. Mopac Expw., Ste. 320
City, State: Austin, TX Zip:  78759
Telephone: 512-485-0831 FAX: N/A
Email Address: hollis.scheffler@westwoodps.com 

9. Project Location: 

 The project site is located inside the city limits of Georgetown. 
 The project site is located outside the city limits but inside the ETJ (extra-territorial 
jurisdiction) of      . 

 The project site is not located within any city’s limits or ETJ. 

10.  The location of the project site is described below.  The description provides sufficient 
detail and clarity so that the TCEQ’s Regional staff can easily locate the project and site 
boundaries for a field investigation.  

The property is located at the NE corner of Williams Drive and Rivery Boulevard 

11.  Attachment A – Road Map.  A road map showing directions to and the location of the 
project site is attached. The project location and site boundaries are clearly shown on 
the map. 

12.  Attachment B - USGS / Edwards Recharge Zone Map.  A copy of the official 7 ½ minute 
USGS Quadrangle Map (Scale: 1" = 2000') of the Edwards Recharge Zone is attached.  
The map(s) clearly show: 

 Project site boundaries. 
 USGS Quadrangle Name(s). 
 Boundaries of the Recharge Zone (and Transition Zone, if applicable). 
 Drainage path from the project site to the boundary of the Recharge Zone. 

13.  The TCEQ must be able to inspect the project site or the application will be returned.  
Sufficient survey staking is provided on the project to allow TCEQ regional staff to locate 
the boundaries and alignment of the regulated activities and the geologic or manmade 
features noted in the Geologic Assessment.   

 Survey staking will be completed by this date: 1/1/2023 
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14.  Attachment C – Project Description.  Attached at the end of this form is a detailed 
narrative description of the proposed project.  The project description is consistent 
throughout the application and contains, at a minimum, the following details: 

 Area of the site 
 Offsite areas 
 Impervious cover 
 Permanent BMP(s) 
 Proposed site use 
 Site history 
 Previous development 
 Area(s) to be demolished 

15. Existing project site conditions are noted below:   

 Existing commercial site 
 Existing industrial site 
 Existing residential site 
 Existing paved and/or unpaved roads 
 Undeveloped (Cleared) 
 Undeveloped (Undisturbed/Uncleared) 
 Other:       

Prohibited Activities 

16.  I am aware that the following activities are prohibited on the Recharge Zone and are not 
proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to 
Underground Injection Control); 

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3; 

(3) Land disposal of Class I wastes, as defined in 30 TAC §335.1; 

(4) The use of sewage holding tanks as parts of organized collection systems; and 

(5) New municipal solid waste landfill facilities required to meet and comply with Type I 
standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types 
of Municipal Solid Waste Facilities). 

(6) New municipal and industrial wastewater discharges into or adjacent to water in the 
state that would create additional pollutant loading. 

17.  I am aware that the following activities are prohibited on the Transition Zone and are 
not proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground 
Injection Control); 

(2) Land disposal of Class I wastes, as defined in 30 TAC §335.1; and 
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Attachment B – USGS / Edwards Recharge Zone Map   
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Attachment A – Spill Response Actions 

 
In accordance with the Edwards Aquifer Technical Guidance on Best Management Practices 

Operators, the following actions will be followed to ensure appropriate measures are taken in the 

case of a spill: 

 

Education 

• Be aware that different materials pollute in different amounts. Make sure that each 

employee knows what a “significant spill” is for each material they use, and what is the 

appropriate response for “significant” and “insignificant” spills. Employees should also be 

aware of when spill must be reported to the TCEQ. Information available in 30 TAC 327.4 

and 40 CFR 302.4. 

• Educate employees and subcontractors on potential dangers to humans and the 

environment from spills and leaks. 

• Hold regular meetings to discuss and reinforce appropriate disposal procedures 

(incorporate into regular safety meetings). 

• Establish a continuing education program to indoctrinate new employees. 

• Have contractor’s superintendent or representative oversee and enforce proper spill 

prevention and control measures. 

 

General Measures 

• To the extent that the work can be accomplished safely, spills of oil, petroleum products, 

substances listed under 40 CFR parts 110,117, and 302, and sanitary and septic wastes 

should be contained and cleaned up immediately. 

• Store hazardous materials and wastes in covered containers and protect from vandalism. 

• Place a stockpile of spill cleanup materials where it will be readily accessible. 

• Train employees in spill prevention and cleanup. 

• Designate responsible individuals to oversee and enforce control measures. 

• Spills should be covered and protected from stormwater run on during rainfall to the extent 

that it doesn’t compromise cleanup activities. 

• Do not bury or wash spills with water. 

• Store and dispose of used clean up materials, contaminated materials, and recovered spill 

material that is no longer suitable for the intended purpose in conformance with the 

provisions in applicable BMPs. 

• Do not allow water used for cleaning and decontamination to enter storm drains or 

watercourses. Collect and dispose of contaminated water in accordance with applicable 

regulations. 

• Contain water overflow or minor water spillage and do not allow it to discharge into 

drainage facilities or watercourses. 

• Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, and spill 

reporting instructions for hazardous materials stored or used on the project site in an open, 

conspicuous, and accessible location. 

• Keep waste storage areas clean, well-organized, and equipped with ample cleanup 

supplies as appropriate for the materials being stored. Perimeter controls, containment 

structures, covers, and liners should be repaired or replaced as needed to maintain proper 

function. 
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Cleanup 

• Clean up leaks and spills immediately. 

• Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and 

absorbent material for larger spills. If the spilled material is hazardous, then the used 

cleanup materials are also hazardous and must be disposed of as hazardous waste. 

• Never hose down or bury dry material spills. Clean up as much of the material as possible 

and dispose of properly. See the waste management BMPs in this section for specific 

information. 

 

Minor Spills 

• Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be 

controlled by the first responder at the discovery of the spill. 

• Use absorbent materials on small spills rather than hosing down or burying the spill. 

• Absorbent materials should be promptly removed and disposed of properly. 

• Follow the practice below for a minor spill: 

• Contain the spread of the spill. 

• Recover spilled materials. 

• Clean the contaminated area and properly dispose of contaminated materials. 

 

Semi-Significant Spills 

• Contain spread of the spill. 

• Notify the project foreman immediately. 

• If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods 

(absorbent materials, cat litter and/or rags). Contain the spill by encircling with absorbent 

materials and do not let the spill spread widely. 

• If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen 

dike. Dig up and properly dispose of contaminated soil. 

• If the spill occurs during rain, cover spill with tarps or other material to prevent 

contaminating runoff. 

 

Significant/Hazardous Spills 

• Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 

(Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact the 

Environmental Release Hotline at 1-800-832-8224. It is the contractor's responsibility to have 

all emergency phone numbers at the construction site. 

• For spills of federal reportable quantities, in conformance with the requirements in 40 CFR 

parts 110,119, and 302, the contractor should notify the National Response Center at (800) 

424-8802. 

• Notification should first be made by telephone and followed up with a written report. 

• The services of a spills contractor or a Haz-Mat team should be obtained immediately. 

Construction personnel should not attempt to clean up until the appropriate and qualified 

staffs have arrived at the job site. 

• Other agencies which may need to be consulted include, but are not limited to, the City 

Police Department, County Sheriff Office, Fire Departments, etc. 
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Spills, Discharges, and Releases 

• Report an environmental emergency, discharge, spill, or air release. Links to rules, law, 

technical assistance, waste management, State Emergency Response Commission.  

• Please contact TCEQ emergencies for reportable quantities using the link below: 

https://www.tceq.texas.gov/response/spills/spill_rq.html 

 

To report and environmental emergency, discharge, spill, or air release, control: 

 

State 

 

• State of Texas Spill-Reporting Hotline and the SERC: 1-800-832-8224 --- 24 hours a day 

 

• TCEQ Regional Office, Monday-Friday, 8 a.m. – 5 p.m. 

 

 

Federal 

 

• National Response Center: 1-800-424-8802 (notifying the NRC does not constitute to the 

state) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.tceq.texas.gov/response/spills/spill_rq.html
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Attachment B – Potential Sources of Contamination 

 
The following are potential sources of surface and groundwater contamination from construction 

activities: 

• Clearing and grubbing 

• Grading and site excavation  

• Vehicle tracking 

• Topsoil stripping and stockpiling 

• Landscaping operations 

• Staging and storage area 

• Paving (including curb and gutter) 

• Building Construction 

• Concrete washout area  
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Attachment C – Sequence of Major Activities 

 
The following sequence of construction is included in the construction plans: 

 

1. Temporary erosion controls, silt fencing and tree protection fencing to be installed.  

Estimated area disturbed = 12.69 ac 

Estimated timing = 1 week 

 

2. Pre-construction meeting to be held on-site. 

Estimated area disturbed = n/a ac 

Estimated timing = 1 day 

 

3. Demolition of existing materials. 

Estimated area disturbed = 12.69 ac 

Estimated timing = 6 weeks 

 

4. Site staking and rough grading. 

Estimated area disturbed = 12.69 ac 

Estimated timing = 6 weeks 

 

5. Storm sewers to be installed. 

Estimated area disturbed = 12.69 ac 

Estimated timing = 8 weeks 

 

6. Water, wastewater and paving improvements to begin. 

Estimated area disturbed = 12.69 ac 

Estimated timing = 8 weeks 

 

7. Temporary erosion control measures to be inspected on a regular basis; any sediment 

buildup to be removed. 

Estimated area disturbed = n/a 

Estimated timing = 1 week 

 

8. Site to be cleaned up and revegetated. 

Estimated area disturbed = 12.69 ac 

Estimated timing = 6 weeks 

 

9. Temporary erosion controls to be removed after permanent restoration of site is 

established. 

Estimated area disturbed = n/a 

Estimated timing = 1 week 
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Attachment D – Temporary Best Management Practices and 

Measures 
 

The following temporary best management practices will be conducted to prevent pollution of 

surface water, groundwater, and stormwater in accordance with the Edwards Aquifer Technical 

Guidance on Best Management Practices.  

 

Temporary Vegetation 

Vegetation will be used as a temporary stabilization technique for areas disturbed by construction, 

but not covered by pavement, buildings, or other structures. As a temporary control, vegetation 

will be used to stabilize stockpiles and barren areas that are inactive for long periods of time. 

 

Dust Control 

Dust control will prevent blowing and movement of dust from exposed soil surfaces, reduce on 

and off-site damage, health hazards and improve traffic safety. This practice is applicable to 

areas subject to dust blowing and movement where on and off-site damage is likely without 

treatment. 

 

Temporary Construction Entrance/Exit 

The temporary gravel construction entrance will provide a stable entrance/exit condition from the 

construction site and keep mud and sediment off public roads. A stabilized construction entrance 

is a stabilized pad of crushed stone located at any point traffic will be entering or leaving the 

construction site from a public right-of way, street, alley, sidewalk or parking area. The stabilized 

construction entrance will reduce or eliminate the tracking or flowing of sediment onto public 

rights of-way. This practice should be used at all points of construction ingress and egress.  

 

Silt Fence 

A silt fence is a barrier consisting of geotextile fabric supported by metal posts to prevent soil and 

sediment loss from a site. Proposed silt fences will be highly effective at controlling sediment from 

disturbed areas. They cause runoff to pond, allowing heavier solids to settle out.  

 

Inlet Protection 

All proposed inlets that may receive storm runoff from disturbed areas should be protected. 

Temporary inlet protection is a series of different measures that provide protection against silt 

transport or accumulation in storm sewer systems. This clogging can greatly reduce or completely 

stop the flow in the pipes. The different measures are used for different site conditions and inlet 

types. Filter barrier protection using silt fence is appropriate when the drainage area is less than 

one acre, and the basin slope is less than five percent. This type of protection is not applicable in 

paved areas. Block and gravel protection is used when flows exceed 0.5 cubic feet per second, 

and it is necessary to allow for overtopping to prevent flooding. This form of protection is also useful 

for curb type inlets as it works well in paved areas. Wire mesh and gravel protection is used when 

flows exceed 0.5 cubic feet per second and construction traffic may occur over the inlet. This form 

of protection may be used with both curb and drop inlets. 
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Concrete Washout Area 

The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants to 

stormwater from concrete waste by conducting washout offsite, performing onsite washout in a 

designated area, and training employees and subcontractors.  

 

The following steps will help reduce stormwater pollution from concrete wastes: • Incorporate 

requirements for concrete waste management into material supplier and subcontractor 

agreements.  

• Avoid mixing excess amounts of fresh concrete.  

• Perform washout of concrete trucks in designated areas only.  

• Do not wash out concrete trucks into storm drains, open ditches, streets, or streams.  

• Do not allow excess concrete to be dumped onsite, except in designated areas.  

 

For onsite washout:  

• Locate washout area at least 50 feet from sensitive features, storm drains, open ditches, or 

water bodies. Do not allow runoff from this area by constructing a temporary pit or bermed 

area large enough for liquid and solid waste. 

• Wash out wastes into the temporary pit where the concrete can set, be broken up, and 

then disposed properly. 
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Attachment F – Structural Practices 
 

Stormwater will be routed through the proposed silt fence and inlet protection for pollutant 

removal. The proposed permanent BMP is to be constructed as to intercept stormwater flowing 

from the parking lots, streets, building roofs, and other impervious areas. The flow proposed with 

this WPAP can bypass the water quality treatment due to the fact that the site has 

predevelopment impervious cover that has negated the requirement for treatment. The silt fence 

will provide temporary sedimentation control during construction prior to the permanent BMP 

being finalized. No part of the site or placement of the structural practices will be encumbered by 

floodplain as shown on FEMA #48491C0293F.   
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Attachment G – Drainage Area Map 
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Attachment H – Temporary Sediment Pond Plans and 

Calculations 

 
A rough-cut water quality pond will be utilized for the temporary sedimentation removal on-site 

and is to be graded in accordance with the following plan sheet provided. Revegetation or 

placement of underdrain piping shall not be carried out until the site construction phase is 

complete.  
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Attachment I – Inspection and Maintenance for BMPs 

 
The following inspection and maintenance guidelines for the temporary best management 

practices will be followed in accordance with the Edwards Aquifer Technical Guidance on Best 

Management Practices. Inspections of the Temporary BMPs will be documented in an inspection 

report. Inspection reports will document maintenance activities, sediment removal and 

modifications to the sediment and erosion controls.  

 

Temporary Vegetation 

1. Temporary vegetation should be inspected weekly and after each rain event to locate 

and repair any erosion. 

2. Erosion from storms or other damage should be repaired as soon as practical by regrading 

the area and applying new seed. 

3. If the vegetated cover is less than 80%, the area should be reseeded. 

 

Dust Control 

1. When dust is evident during dry weather, reapply dust control BMPs. 

 

Temporary Construction Entrance/Exit 

1. The entrance should be maintained in a condition, which will prevent tracking or 

flowing of sediment onto public rights-of-way. This may require periodic top 

dressing with additional stone as conditions demand and repair and/or cleanout of 

any measures used to trap sediment. 

2. All sediment spilled, dropped, washed, or tracked onto public rights-of-way should 

be removed immediately by contractor. 

3. When necessary, wheels should be cleaned to remove sediment prior to entrance 

onto public right-of-way. 

4. When washing is required, it should be done on an area stabilized with crushed 

stone that drains into an approved sediment trap or sediment basin. 

5. All sediment should be prevented from entering any storm drain, ditch or water 

course by using approved methods. 

 

Silt Fence 

1. Inspect all fencing weekly, and after any rainfall. 

2. Remove sediment when buildup reaches 6 inches. 

3. Replace any torn fabric or install a second line of fencing parallel to the torn section. 

4. Replace or repair any sections crushed or collapsed in the course of construction activity. 

If a section of fence is obstructing vehicular access, consider relocating it to a spot where 

it will provide equal protection, but will not obstruct vehicles. A triangular filter dike may be 

preferable to a silt fence at common vehicle access points. 

5. When construction is complete, the sediment should be disposed of in a manner that will 

not cause additional siltation and the prior location of the silt fence should be 

revegetated. The fence itself should be disposed of in an approved landfill. 

 

Inlet Protection 

1. Inspection should be made weekly and after each rainfall. Repair or replacement should 

be made promptly as needed by the contractor. 

2. Remove sediment when buildup reaches a depth of 3 inches. Removed sediment should 

be deposited in a suitable area and in such a manner that it will not erode. 

3. Check placement of device to prevent gaps between device and curb. 
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4. Inspect filter fabric and patch or replace if torn or missing. 

5. Structures should be removed and the area stabilized only after the remaining drainage 

area has been properly stabilized. 

 

Concrete Washout Area 

When temporary concrete washout facilities are no longer required for the work, the hardened 

concrete should be removed and disposed of. Materials used to construct temporary concrete 

washout facilities should be removed from the site of the work and disposed of. Holes, depressions 

or other ground disturbance caused by the removal of the temporary concrete washout facilities 

should be backfilled and repaired. 
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Inspection / Maintenance Completion - Summary 

Company Name:    

Company Address:                                                                 

City/State/Zip:   

Phone:  

Engineer:  

Engineers Address:    

City/State/Zip:  

Phone:  

Property Owner:   

Batch Detention Pond 

 Monitoring / Maintenance Table 

 Jan Feb Mar Apr May Jun July Aug Sep Oct Nov Dec 

Structural 

Repairs and 

Replacement 

            

Seasonal 

Mowing and 

Lawn Care (in) 

            

Debris and 

Litter Removal 

            

Sediment 
Removal 

            

Logic Controller             

Erosion Control             

Nuisance 

Control 

            

Completed By             

Date             

 

I hereby certify that the monitoring and maintenance of the Batch Detention Pond unit was 

completed in accordance with the directions of Batch Detention Pond inspection and 

maintenance plan. 

 

 

(Signed by property owner or designee) 
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Attachment J – Schedule of Interim and Permanent Soil 

Stabilization Practices 

 
Seeding of the disturbed areas will be on-going after completion of the rough grading process. 

Temporary seeding will be utilized until permanent landscaping is installed. Seeding will occur on 

any areas that are undisturbed for a period of 14 days. If construction progress is stopped for a 

period of 14 days, soil stabilization practices must be initiated by the contractor. Permanent 

landscaping will be provided as soon as final grades are achieved and the final paving and 

building operations are completed. Bare soils should be seeded or otherwise stabilized within 14 

calendar days after final grading or where construction activity has temporarily ceased for more 

than 21 days.  











2/28/2023
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