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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 

http://texreg.sos.state.tx.us/public/readtac$ext.ViewTAC?tac_view=4&ti=30&pt=1&ch=213
http://www.tceq.texas.gov/field/eapp/apps.html
http://www.tceq.texas.gov/goto/eapp-plan
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clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the 
alignment of the Sewage Collection System and manholes should be staked at the time the application is 
submitted. If the site is not marked the application may be returned. 

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of 
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two 
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the 
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to 
the second notice is not received, is incomplete or inadequate, or provides new information that is 
incomplete or inadequate, the application must be withdrawn or will be denied.  Please note that because the 
technical review is underway, whether the application is withdrawn or denied the application fee will be 
forfeited. 

4. The program has 90 calendar days to complete the technical review of the application.  If the application is 
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards 
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated 
activity may not begin until an approval is issued. 

Mid-Review Modifications 

It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays. 

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your 
Edwards Aquifer application has been deemed administratively complete by TCEQ.  This is considered a “Mid-
Review Modification”.  Mid-Review Modifications may require redistribution of an application that includes the 
proposed modifications for public comment.   

If you are proposing a Mid-Review Modification, two options are available: 

• If the technical review has begun your application can be denied/withdrawn, your fees will be forfeited, 
and the plan will have to be resubmitted.  

• TCEQ can continue the technical review of the application as it was submitted, and a modification 
application can be submitted at a later time. 

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and 
technical review processes and will be treated as a new application. The application will be redistributed to the 
affected jurisdictions. 

Please contact the regional office if you have questions.  If your project is located in Williamson, Travis, or Hays 
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina, 
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096 

Please fill out all required fields below and submit with your application. 

1. Regulated Entity Name: 2. Regulated Entity No.: 

3. Customer Name: 4. Customer No.: 

5. Project Type: 
(Please circle/check one) New Modification Extension Exception  

6. Plan Type: 
(Please circle/check one) WPAP CZP SCS UST AST EXP EXT Technical 

Clarification 
Optional Enhanced 
Measures 

7. Land Use: 
(Please circle/check one) Residential Non-residential 8. Site (acres):   

9. Application Fee:  10. Permanent BMP(s):  

11. SCS (Linear Ft.):  12. AST/UST (No. Tanks):  

13. County:  14. Watershed:  
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ __ 

Region (1 req.) __ __ __ 

County(ies) __ __ __ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 
__Hays Trinity 
__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer NA 

City(ies) Jurisdiction 
 

__Austin 
__Buda 
__Dripping Springs 
__Kyle 
__Mountain City 
__San Marcos 
__Wimberley 
__Woodcreek 

__Austin 
__Bee Cave 
__Pflugerville 
__Rollingwood 
__Round Rock 
__Sunset Valley 
__West Lake Hills 

__Austin 
__Cedar Park 
__Florence 
__Georgetown 
__Jerrell 
__Leander 
__Liberty Hill 
__Pflugerville 
__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 
County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority __Kinney __EAA 

__Medina 
__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 
__Fair Oaks Ranch 
__Helotes 
__Hill Country  Village 
__Hollywood Park 
__San Antonio (SAWS) 
__Shavano Park 

__Bulverde 
__Fair Oaks Ranch 
__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf
Meagan.Costey
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

 

Print Name of Customer/Authorized Agent  
 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

   Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 
Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 
Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 
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General Information Form 
Texas Commission on Environmental Quality 

For Regulated Activities on the Edwards Aquifer Recharge and Transition Zones and Relating to 
30 TAC §213.4(b) & §213.5(b)(2)(A), (B) Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer. This General Information Form is hereby submitted for TCEQ review.  The application 
was prepared by: 

Print Name of Customer/Agent:       

Date:       

Signature of Customer/Agent: 

 

_______________________________ 
 
Project Information 
1. Regulated Entity Name:       

2. County:       

3. Stream Basin:       

4. Groundwater Conservation District (If applicable):       

5. Edwards Aquifer Zone: 

 Recharge Zone 
 Transition Zone   

6. Plan Type: 

 WPAP 
 SCS 
 Modification 

 AST 
 UST 
 Exception Request
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7. Customer (Applicant): 

Contact Person:       
Entity:       
Mailing Address:      
City, State:       Zip:      
Telephone:       FAX:      
Email Address:       

8. Agent/Representative (If any): 

Contact Person:       
Entity:       
Mailing Address:      
City, State:       Zip:       
Telephone:       FAX:      
Email Address:       

9. Project Location: 

 The project site is located inside the city limits of      . 
 The project site is located outside the city limits but inside the ETJ (extra-territorial 
jurisdiction) of      . 

 The project site is not located within any city’s limits or ETJ. 

10.  The location of the project site is described below.  The description provides sufficient 
detail and clarity so that the TCEQ’s Regional staff can easily locate the project and site 
boundaries for a field investigation.  

      

11.  Attachment A – Road Map.  A road map showing directions to and the location of the 
project site is attached. The project location and site boundaries are clearly shown on 
the map. 

12.  Attachment B - USGS / Edwards Recharge Zone Map.  A copy of the official 7 ½ minute 
USGS Quadrangle Map (Scale: 1" = 2000') of the Edwards Recharge Zone is attached.  
The map(s) clearly show: 

 Project site boundaries. 
 USGS Quadrangle Name(s). 
 Boundaries of the Recharge Zone (and Transition Zone, if applicable). 
 Drainage path from the project site to the boundary of the Recharge Zone. 

13.  The TCEQ must be able to inspect the project site or the application will be returned.  
Sufficient survey staking is provided on the project to allow TCEQ regional staff to locate 
the boundaries and alignment of the regulated activities and the geologic or manmade 
features noted in the Geologic Assessment.   

 Survey staking will be completed by this date:       
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14.  Attachment C – Project Description.  Attached at the end of this form is a detailed 
narrative description of the proposed project.  The project description is consistent 
throughout the application and contains, at a minimum, the following details: 

 Area of the site 
 Offsite areas 
 Impervious cover 
 Permanent BMP(s) 
 Proposed site use 
 Site history 
 Previous development 
 Area(s) to be demolished 

15. Existing project site conditions are noted below:   

 Existing commercial site 
 Existing industrial site 
 Existing residential site 
 Existing paved and/or unpaved roads 
 Undeveloped (Cleared) 
 Undeveloped (Undisturbed/Uncleared) 
 Other:       

Prohibited Activities 
16.  I am aware that the following activities are prohibited on the Recharge Zone and are not 

proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to 
Underground Injection Control); 

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3; 

(3) Land disposal of Class I wastes, as defined in 30 TAC §335.1; 

(4) The use of sewage holding tanks as parts of organized collection systems; and 

(5) New municipal solid waste landfill facilities required to meet and comply with Type I 
standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types 
of Municipal Solid Waste Facilities). 

(6) New municipal and industrial wastewater discharges into or adjacent to water in the 
state that would create additional pollutant loading. 

17.  I am aware that the following activities are prohibited on the Transition Zone and are 
not proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground 
Injection Control); 

(2) Land disposal of Class I wastes, as defined in 30 TAC §335.1; and 
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(3) New municipal solid waste landfill facilities required to meet and comply with Type I 
standards which are defined in §330.41 (b), (c), and (d) of this title. 

Administrative Information 
18. The fee for the plan(s) is based on: 

 For a Water Pollution Abatement Plan or Modification, the total acreage of the site 
where regulated activities will occur. 

 For an Organized Sewage Collection System Plan or Modification, the total linear 
footage of all collection system lines. 

 For a UST Facility Plan or Modification or an AST Facility Plan or Modification, the total 
number of tanks or piping systems. 

 A request for an exception to any substantive portion of the regulations related to the 
protection of water quality. 

 A request for an extension to a previously approved plan. 

19.  Application fees are due and payable at the time the application is filed.  If the correct 
fee is not submitted, the TCEQ is not required to consider the application until the 
correct fee is submitted.  Both the fee and the Edwards Aquifer Fee Form have been 
sent to the Commission's: 

 TCEQ cashier 
 Austin Regional Office (for projects in Hays, Travis, and Williamson Counties) 
 San Antonio Regional Office (for projects in Bexar, Comal, Kinney, Medina, and 
Uvalde Counties) 

20.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office. 

21.  No person shall commence any regulated activity until the Edwards Aquifer Protection 
Plan(s) for the activity has been filed with and approved by the Executive Director.  
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ATTACHMENT A - ROAD MAP 
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ATTACHMENT B - USGS QUADRANGLE MAP 
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ATTACHMENT C - PROJECT DESCRIPTION 

Floor & Décor Georgetown is located at 1101 S I-35 Frontage Road in the City of Georgetown, Williamson 
County, Texas on approximately 10.29 acres. The existing site is a fully developed retail parcel that was 
occupied by H-E-B. Floor & Décor is repurposing the existing building for their use. With the exception of 
maintenance to the existing site, the regulated construction activity shall solely consist of 275 sqft of 
impervious cover increase between existing pavement and existing building. This small increase in 
impervious cover is to provide a loading area for customers to back up their vehicles for material pick up. 
There are no proposed changes to the existing Permanent Best Management Practices (BMPs), however 
temporary BMPs will be provided during construction in the form of a concrete washout area and silt fencing.  

 

The site is located in the South Fork San Gabriel Watershed and located in the Edwards Aquifer Recharge 
Zone. A portion of this site is located within the 100-year floodplain as shown on FIRM PANEL NO. 
48491C0290E Williamson County, Texas, dated 09.26.2008.  
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Geologic Assessment 
Texas Commission on Environmental Quality 

For Regulated Activities on The Edwards Aquifer Recharge/transition Zones and Relating to 30 
TAC §213.5(b)(3), Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer.  My signature certifies that I am qualified as a geologist as defined by 30 TAC Chapter 
213. 

Print Name of Geologist:       

Date:       

Telephone:       

Fax:      

Representing:       (Name of Company and TBPG or TBPE registration number) 

Signature of Geologist:  

_____________________________ 

Regulated Entity Name:       

Project Information 
1. Date(s) Geologic Assessment was performed:       

2. Type of Project: 

 WPAP 
 SCS 

 AST 
 UST 

3. Location of Project: 

 Recharge Zone 
 Transition Zone 
 Contributing Zone within the Transition Zone 
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4.  Attachment A - Geologic Assessment Table. Completed Geologic Assessment Table 
(Form TCEQ-0585-Table) is attached. 

5.  Soil cover on the project site is summarized in the table below and uses the SCS 
Hydrologic Soil Groups* (Urban Hydrology for Small Watersheds, Technical Release No. 
55, Appendix A, Soil Conservation Service, 1986).  If there is more than one soil type on 
the project site, show each soil type on the site Geologic Map or a separate soils map. 

Table 1 - Soil Units, Infiltration 
Characteristics and Thickness 

Soil Name Group* Thickness(feet) 

                  

                  

                  

                  

                  

 
* Soil Group Definitions (Abbreviated) 

A. Soils having a high infiltration 
rate when thoroughly wetted. 

B. Soils having a moderate 
infiltration rate when thoroughly 
wetted. 

C. Soils having a slow infiltration 
rate when thoroughly wetted. 

D. Soils having a very slow 
infiltration rate when thoroughly 
wetted. 

 

6.  Attachment B – Stratigraphic Column. A stratigraphic column showing formations, 
members, and thicknesses is attached. The outcropping unit, if present, should be at the 
top of the stratigraphic column.  Otherwise, the uppermost unit should be at the top of 
the stratigraphic column. 

7.  Attachment C – Site Geology. A narrative description of the site specific geology 
including any features identified in the Geologic Assessment Table, a discussion of the 
potential for fluid movement to the Edwards Aquifer, stratigraphy, structure(s), and 
karst characteristics is attached. 

8.  Attachment D – Site Geologic Map(s). The Site Geologic Map must be the same scale as 
the applicant's Site Plan.  The minimum scale is 1”: 400'   

Applicant's Site Plan Scale: 1" =      ' 
Site Geologic Map Scale: 1" =      ' 
Site Soils Map Scale (if more than 1 soil type): 1" =      ' 

9. Method of collecting positional data: 

 Global Positioning System (GPS) technology. 
 Other method(s). Please describe method of data collection:       

10.  The project site and boundaries are clearly shown and labeled on the Site Geologic Map. 

11.  Surface geologic units are shown and labeled on the Site Geologic Map. 
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12.  Geologic or manmade features were discovered on the project site during the field 
investigation.  They are shown and labeled on the Site Geologic Map and are described 
in the attached Geologic Assessment Table. 

 Geologic or manmade features were not discovered on the project site during the field 
investigation. 

13.  The Recharge Zone boundary is shown and labeled, if appropriate. 

14. All known wells (test holes, water, oil, unplugged, capped and/or abandoned, etc.): If 
applicable, the information must agree with Item No. 20 of the WPAP Application Section. 

 There are       (#) wells present on the project site and the locations are shown and 
labeled.  (Check all of the following that apply.) 

 The wells are not in use and have been properly abandoned. 
 The wells are not in use and will be properly abandoned. 
 The wells are in use and comply with 16 TAC Chapter 76. 

 There are no wells or test holes of any kind known to exist on the project site. 

Administrative Information 
15.  Submit one (1) original and one (1) copy of the application, plus additional copies as 

needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office.  
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ATTACHMENT A – GEOLOGIC ASSESSMENT TABLE  
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PHYSICAL SETTINGEVALUATIONFEATURE CHARACTERISTICSLOCATION
1110

(ACRES)
CATCHMENT AREA

SENSITIVITY

8A INFILLING2B POINTSTYPE

12 TOPOGRAPHY

PROJECT NAME:GEOLOGIC ASSESSMENT TABLE

1298B8A765A5432B2A1C*1B *1A

TOPOGRAPHYTOTAL
RATE

INFILTRATION
RELATIVE

INFILL(FEET)
APERTURE

(NO/FT)
DENSITY

DOM(DEGREES)
TREND

DIMENSIONS (FEET)FORMATIONPOINTSTYPE
FEATURE

LONGITUDE LATITUDE FEATURE ID

>1.6<1.6>40<4010ZYX

* DATUM:___________________

2A TYPE

None, exposed bedrockN30Cave C

Coarse - cobbles, breakdown, sand, gravel C20Solution cavitySC

Loose or soft mud or soil, organics, leaves, sticks, dark colorsO20Solution-enlarged fracture(s)SF

Fines, compacted clay-rich sediment, soil profile, gray or red colorsF20FaultF

Vegetation. Give details in narrative descriptionV5Other natural bedrock featuresO

Flowstone, cements, cave depositsFS30Manmade feature in bedrock MB

Other materialsX30Swallow hole SW

20SinkholeSH

5Non-karst closed depressionCD

 Cliff, Hilltop, Hillside, Drainage, Floodplain, Streambed30Zone, clustered or aligned featuresZ

I have read, I understood, and I have followed the Texas Commission on Environmental Quality's Instructions to Geologists.  The

information presented here complies with that document and is a true representation of the conditions observed in the field.

My signature certifies that I am qualified as a geologist as defined by 30 TAC Chapter 213.

Date___________________________________________

Sheet   ______   of   ______

TCEQ-0585-Table (Rev. 10-01-04)
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ATTACHMENT B – SOIL PROFILE AND NARRATIVE 

OF SOIL UNITS 
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ATTACHMENT C – STRATIGRAPHIC COLUMN 
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ATTACHMENT D – NARRATIVE OF SITE-SPECIFIC 

GEOLOGY 
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ATTACHMENT E – SITE GEOLOGIC MAPS 
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ATTACHMENT F – TABLE OF THE POSITION OF 

FEATURES’ 
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Recharge and Transition Zone Exception 
Request Form 
Texas Commission on Environmental Quality 
30 TAC §213.9 Effective June 1, 1999 
To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  
Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer.  This Recharge and Transition Zone Exception Request Form is hereby submitted for 
TCEQ review and executive director approval. The request was prepared by:  

Print Name of Customer/Agent:       
Date:       
Signature of Customer/Agent: 

 

______________________________ 

Regulated Entity Name:       

Exception Request 
1.  Attachment A - Nature of Exception.  A narrative description of the nature of each 

exception requested is attached.  All provisions of 30 TAC §213 Subchapter A for which 
an exception is being requested have been identified in the description. 

2.  Attachment B - Documentation of Equivalent Water Quality Protection.  
Documentation demonstrating equivalent water quality protection for the Edwards 
Aquifer is attached.  

Administrative Information 
3.  Submit one (1) original and one (1) copy of the application, plus additional copies as 

needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office. 

4.  The applicant understands that no exception will be granted for a prohibited activity in 
Chapter 213. 

5.  The applicant understands that prior approval under this section must be obtained from 
the executive director for the exception to be authorized. 
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Temporary Stormwater Section 
Texas Commission on Environmental Quality 

for Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC 
§213.5(b)(4)(A), (B), (D)(I) and (G); Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer.  This Temporary Stormwater Section is hereby submitted for TCEQ review and 
executive director approval.  The application was prepared by: 

Print Name of Customer/Agent:       

Date:       

Signature of Customer/Agent: 

 

_____________________________________ 

Regulated Entity Name:       

Project Information 

Potential Sources of Contamination 
Examples: Fuel storage and use, chemical storage and use, use of asphaltic products, 
construction vehicles tracking onto public roads, and existing solid waste. 

1. Fuels for construction equipment and hazardous substances which will be used during 
construction:  

 The following fuels and/or hazardous substances will be stored on the site:        

These fuels and/or hazardous substances will be stored in: 

 Aboveground storage tanks with a cumulative storage capacity of less than 250 
gallons will be stored on the site for less than one (1) year.  
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 Aboveground storage tanks with a cumulative storage capacity between 250 
gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 
more will be stored on the site.  An Aboveground Storage Tank Facility Plan 
application must be submitted to the appropriate regional office of the TCEQ 
prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 
taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 
storage capacity must be located a minimum horizontal distance of 150 feet from any 
domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 
processes which may be a potential source of contamination affecting surface water 
quality is attached. 

Sequence of Construction 
5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 

activities which will disturb soils for major portions of the site (grubbing, excavation, 
grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 
disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 
measures and the general timing (or sequence) during the construction process that 
the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 
receive discharges from disturbed areas of the project:       

Temporary Best Management Practices (TBMPs) 
Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 
stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 
construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 
basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 
structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 
measures will prevent pollution of surface water, groundwater, and stormwater.  The 
construction-phase BMPs for erosion and sediment controls have been designed to 
retain sediment on site to the extent practicable.  The following information is attached: 

 

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Count Measurement
8

Meagan.Costey
Text Box
SAN GABRIEL RIVER

Meagan.Costey
Count Measurement
1



3 of 5 
TCEQ-0602 (Rev. 02-11-15) 
 

 A description of how BMPs and measures will prevent pollution of surface water, 
groundwater or stormwater that originates upgradient from the site and flows 
across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 
groundwater that originates on-site or flows off site, including pollution caused by 
contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 
surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 
maintain flow to naturally-occurring sensitive features identified in either the 
geologic assessment, TCEQ inspections, or during excavation, blasting, or 
construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 
to the Edwards Aquifer as a temporary pollution abatement measure during active 
construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 
seal a feature is attached.  The request includes justification as to why no reasonable 
and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 
site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 
used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 
discharge of pollutants from exposed areas of the site is attached.  Placement of 
structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 
requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 
used. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin or other equivalent controls are not 
attainable, but other TBMPs and measures will be used in combination to protect 
down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 
used in combination with other erosion and sediment controls within each disturbed 
drainage area. 
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 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  Erosion and sediment controls other than sediment basins or 
sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 
sediment pond or basin construction plans and design calculations for a proposed 
temporary BMP or measure have been prepared by or under the direct supervision of a 
Texas Licensed Professional Engineer.  All construction plans and design information 
must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  
Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 
temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 
necessary, retrofit is attached.  A description of the documentation procedures, 
recordkeeping practices, and inspection frequency are included in the plan and are 
specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 
with the manufacturer’s specifications and good engineering practices.  If periodic 
inspections by the applicant or the executive director, or other information indicate a 
control has been used inappropriately, or incorrectly, the applicant must replace or 
modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 
fugitive sediment in street being washed into surface streams or sensitive features by 
the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 
when design capacity has been reduced by 50%.  A permanent stake will be provided 
that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 
prevented from becoming a pollutant source for stormwater discharges (e.g., screening 
outfalls, picked up daily). 

Soil Stabilization Practices 
Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 
mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 
preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 
schedule of the interim and permanent soil stabilization practices for the site is 
attached. 
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18.  Records must be kept at the site of the dates when major grading activities occur, the 
dates when construction activities temporarily or permanently cease on a portion of the 
site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 
activities have temporarily or permanently ceased. 

Administrative Information 
20.  All structural controls will be inspected and maintained according to the submitted and 

approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 
discovered, all regulated activities near the feature will be immediately suspended.  The 
appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 
must cease and not continue until the TCEQ has reviewed and approved the methods 
proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 
constructed and maintained as appropriate to prevent pollutants from entering 
sensitive features discovered during construction. 
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ATTACHMENT A – SPILL RESPONSE ACTIONS 

If there is an accidental spill on site, the contractor shall respond with appropriate action.  The 
contractor will be required to contact the owner and in turn the owner will contact the TCEQ in the 
event of a spill on site.  In addition to the following guidance, reference the latest version of 
TCEQ’s Technical Guidance Manual (TGM) RG-348 Section 1.4.16. 

Cleanup 
• Clean up leaks and spills immediately. 

• Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and absorbent 
material for larger spills. If the spilled material is hazardous, then the used cleanup materials are 
also hazardous and must be disposed of as hazardous waste. 

• Never hose down or bury dry material spills. Clean up as much of the material as possible and 
dispose of properly. See the waste management BMPs in this section for specific information. 

Minor Spills 
• Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be controlled 

by the first responder at the discovery of the spill. 

• Use absorbent materials on small spills rather than hosing down or burying the spill. 

• Absorbent materials should be promptly removed and disposed of properly. 

• Follow the practice below for a minor spill: 

 Contain the spread of the spill. 

 Recover spilled materials. 

 Clean the contaminated area and properly dispose of contaminated materials. 

Semi-Significant Spills 
Semi-significant spills still can be controlled by the first responder along with the aid of other 
personnel such as laborers and the foreman, etc. This response may require the cessation of all 
other activities. 

Spills should be cleaned up immediately: 

• Contain spread of the spill. 

• Notify the project foreman immediately. 

• If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods (absorbent 
materials, cat litter and/or rags). Contain the spill by encircling with absorbent materials and do 
not let the spill spread widely. 

• If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen dike. Dig 
up and properly dispose of contaminated soil. 

• If the spill occurs during rain, cover spill with tarps or other material to prevent contaminating 
runoff. 

Significant/Hazardous Spills 
For significant or hazardous spills that are in reportable quantities: 

• Notify the TCEQ by telephone as soon as possible and within 24 hours at (512)339-2929 (Austin) 
or 210-490-3096 (San Antonio) between 8 AM and 5 PM.  After hours, contact the Environmental 
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Release Hotline at 1-800-832-8224. It is the contractor's responsibility to have all emergency 
phone numbers at the construction site. 

• For spills of federal reportable quantities, in conformance with the requirements in 40 CFR parts 
110,119, and 302, the contractor should notify the National Response Center at (800) 424-8802.  

• Notification should first be made by telephone and followed up with a written report. 

• The services of a spills contractor or a Haz-Mat team should be obtained immediately. 
Construction personnel should not attempt to clean up until the appropriate and qualified staffs 
have arrived at the job site. 

• Other agencies which may need to be consulted include, but not limited to, the City Police 
Department, County Sheriff Office, Fire Departments, etc. 
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ATTACHMENT B – POTENTIAL SOURCES OF 

CONTAMINATION 

Potential Source: Oil, grease, fuel, and hydraulic fluid contamination from construction equipment 
and vehicle dripping. 

Preventative Measures: Vehicle maintenance will be performed within the construction staging 
area or a local maintenance shop. 

Potential Source: Miscellaneous trash and litter from construction workers and material 
wrappings. 

Preventative Measures: Trash containers will be placed throughout the site to encourage proper 
disposal of trash. 

Potential Source:  Silt leaving the site. 

Preventative Measures: Contractor will install all temporary best management practices prior to 
start of construction including the stabilized construction entrance to prevent tracking onto 
adjoining streets. 

Potential Source:  Construction Debris. 

Preventative Measures: Construction debris will be monitored daily by contractor. Debris will be 
collected weekly and placed in disposal bins. Situations requiring immediate attention will be 
addressed on a case by case basis. 

Potential Source:  Soil and Mud from Construction Vehicle tires as they leave the site.  

Preventative Measures: A stabilized construction exit shall be utilized as vehicles leave the site. 
Any soil, mud, etc. carried from the project onto public roads shall be cleaned up within 24 hours. 

Potential Source:  Sediment from soil, sand, gravel and excavated materials stock piled on site. 

Preventative Measures: Silt fence shall be installed on the down gradient side of the stock piled 
materials. Reinforced rock berms shall be installed at all downstream discharge locations. 

Potential Source:  Portable toilet spill. 

Preventative Measures: Toilets on the site will be emptied on a regular basis by the contracted 
toilet company. 
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ATTACHMENT C – SEQUENCE OF MAJOR 

ACTIVITIES 

The installation of erosion and sedimentation controls shall occur prior to any excavation of 
materials or major disturbances on the site.  The sequence of major construction activities will be 
as follows.  Approximate acreage to be disturbed is listed in parentheses next to each activity. 

Intended Schedule or Sequence of Major Activities: 

 
1. Construct Access (N/A   Acres) 
2. Installation of Temporary BMPs ( 60   LF Silt Fencing) 
3. Initiate Grubbing and Topsoil Stripping of Site ( 275   SQFT) 
4. Rough Subgrade Preparation (earthwork, grading, street and drainage excavation and 

embankment) ( 275   SQFT) 
5. Wet and Dry Utility Construction (  N/A  Acres) 
6. Final Subgrade Preparation ( 275   SQFT) 
7. Installation of Base Materials ( 275   SQFT) 
8. Concrete (foundations, curbs, flatwork) ( N/A   Acres) 
9. Building Construction (  N/A  Acres) 
10. Paving Activities ( 275   SQFT) 
11. Topsoil, Irrigation and Landscaping ( N/A   Acres) 
12. Site cleanup and Removal of Temporary BMPs ( 60   LF Silt Fencing) 

Maximum total construction time is not expected to exceed 2 weeks. 
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ATTACHMENT D – TEMPORARY BEST MANAGEMENT 

PRACTICES AND MEASURES 

A. There is no storm water that originates up gradient from the site that will flow across the site. 
 

B. Temporary BMPs will be installed prior to soil disturbing construction activity. Silt fencing will be 
placed along the down-gradient sides of the 275 sqft regulated construction area to prevent silt 
from escaping. No temporary construction entrance will be required as the site is currently fully 
developed. A concrete washout pit will be used to collect all excess concrete during construction. 
 
BMPs for this project will protect surface water or groundwater from turbid water, phosphorus, 
sediment, oil, and other contaminants, which may mobilize in storm water flows by slowing the 
flow of runoff to allow sediment and suspended solids to settle out of the runoff. 
 
Practices may also be implemented on site for interim and permanent stabilization. Stabilization 
practices may include but are not limited to: establishment of temporary vegetation, establishment 
of permanent vegetation, mulching, geotextiles, sod stabilization, vegetative buffer strips, 
protection of existing trees and vegetation, and other similar measures. 
 

C. There are no sensitive features or surface streams within the boundaries of the project. The 
temporary onsite BMPs will be used to treat stormwater runoff before it leaves the project and 
prevent pollutants from entering into surface streams or any sensitive features down-gradient of 
the site. 
 

D. A geologic assessment was not performed per TCEQ’s confirmation. This application does include 
a letter from a geologist confirming no regulated construction is to be performed in sensitive 
features. The BMPs for this project are designed to allow water to pass through after 
sedimentation has occurred. Existing flow patterns will be maintained to any naturally-occurring 
sensitive features that are discovered during construction. 
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ATTACHMENT E – REQUEST TO TEMPORARILY 

SEAL A FEATURE (IF SEALING A FEATURE) 

Naturally-occurring features will not be sealed on the site. 
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ATTACHMENT F – STRUCTURAL PRACTICES 

Structural BMPs will be used to limit runoff discharge of pollutants from exposed areas of the site. 
BMPs will be installed prior to soil disturbing construction activity.  Silt fencing will be placed along 
the down-gradient sides of the property to prevent silt from escaping the construction area.  A 
temporary construction entrance will be placed at the site entry/exit point to reduce tracking onto 
adjoining streets.  No construction staging area will be used onsite to perform all vehicle 
maintenance and for equipment and material storage as the project is already fully developed. A 
concrete truck washout pit will be placed on site to provide containment and easier cleanup of 
waste from concrete operations.  The location of all structural temporary BMP’s are shown on the 
erosion control plan sheet and details and specifications are provided on the erosion control 
details sheet which can be found at the end of this report under Section 8.  

Description of Temporary BMPs 

Temporary Construction Entrance/Exit 

The purpose of a temporary gravel construction entrance is to provide a stable entrance/exit 
condition from the construction site and keep mud and sediment off public roads. A stabilized 
construction entrance is a stabilized pad of crushed stone located at any point traffic will be 
entering or leaving the construction site from a public right-of-way, street, alley, sidewalk or 
parking area. The purpose of a stabilized construction entrance is to reduce or eliminate the 
tracking or flowing of sediment onto public rights-of-way. This practice should be used at all points 
of construction ingress and egress. 
 
Excessive amounts of mud can also present a safety hazard to roadway users. To minimize the 
amount of sediment loss to nearby roads, access to the construction site should be limited to as 
few points as possible and vegetation around the perimeter should be protected were access is 
not necessary. A rock stabilized construction entrance should be used at all designated access 
points. 
 

Silt Fence 

The purpose of a silt fence is to intercept and detain water-borne sediment from unprotected 
areas of a limited extent. Silt fence is used during the period of construction near the perimeter of 
a disturbed area to intercept sediment while allowing water to percolate through. This fence 
should remain in place until the disturbed area is permanently stabilized. Silt fence should not be 
used where there is a concentration of water in a channel or drainage way. If concentrated flow 
occurs after installation, corrective action must be taken such as placing a rock berm in the areas 
of concentrated flow. 
 
Silt fencing within the site may be temporarily moved during the day to allow construction activity 
provided it is replaced and properly anchored to the ground at the end of the day. Silt fences on 
the perimeter of the site or around drainage ways should not be moved at any time. 
 

Concrete Washout Area 

The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants to 
stormwater from concrete waste by conducting washout offsite, performing onsite washout in a 
designated area, and training employees and subcontractors.  
The following steps will help reduce stormwater pollution from concrete wastes:  

• Incorporate requirements for concrete waste management into material supplier and 
subcontractor agreements.  

• Avoid mixing excess amounts of fresh concrete.  

Meagan.Costey
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• Perform washout of concrete trucks in designated areas only.  

• Do not wash out concrete trucks into storm drains, open ditches, streets, or streams.  

• Do not allow excess concrete to be dumped onsite, except in designated areas.  

•  For onsite washout:  

• Locate washout area at least 50 feet from sensitive features, storm drains, open ditches, or water 
bodies. Do not allow runoff from this area by constructing a temporary pit or bermed area large 
enough for liquid and solid waste.  

• Wash out wastes into the temporary pit where the concrete can set, be broken up, and then 
disposed properly.  

  
Below grade concrete washout facilities are typical. These consist of a lined excavation sufficiently 
large to hold expected volume of washout material.  Above grade facilities are used if excavation 
is not practical. Temporary concrete washout facility (type above grade) should be constructed 
as shown on the details at the end of this section, with sufficient quantity and volume to contain 
all liquid and concrete waste generated by washout operations. Plastic lining material should be 
a minimum of 10 mil in polyethylene sheeting and should be free of holes, tears, or other defects 
that compromise the impermeability of the material.  
 
When temporary concrete washout facilities are no longer required for the work, the hardened 
concrete should be removed and disposed of.  Materials used to construct temporary concrete 
washout facilities should be removed from the site of the work and disposed of. Holes, 
depressions or other ground disturbance caused by the removal of the temporary concrete 
washout facilities should be backfilled and repaired. 
 

Rock Berm 

The purpose of a rock berm is to serve as a check dam in areas of concentrated flow, to intercept 
sediment-laden runoff, detain the sediment and release the water in sheet flow. The rock berm 
should be used when the contributing drainage area is less than 5 acres. Rock berms are used 
in areas where the volume of runoff is too great for a silt fence to contain. They are less effective 
for sediment removal than silt fences, particularly for fine particles, but are able to withstand higher 
flows than a silt fence. As such, rock berms are often used in areas of channel flows (ditches, 
gullies, etc.). Rock berms are most effective at reducing bed load in channels and should not be 
substituted for other erosion and sediment control measures further up the watershed. 
 

Mulch Sock  

The purpose of a mulch sock is to intercept sheet flow and pond runoff, filtering sediment and 
allowing it to fall out of suspension. 12 to 18-inch diameter socks are suitable for all control 
applications and may be filled with mulch material manufactured on or off the project site. Do not 
place on slopes steeper than 2:1 or in areas where flow will become concentrated. Place so water 
flows perpendicular to the mulch sock at impact. Rebar stakes, wood stakes, or earth anchors 
may be used to hold the mulch sock in place and should be drove to a minimum depth of 24-
inches leaving less than 12-inches of post above the exposed mulch socks. To prevent movement 
of the mulch log install stakes on the front side placed on 4-foot centers. If vegetated the mulch 
sock may be left in place, otherwise it should be cut open when the project is completed with the 
mulch spread evenly over the site. Because of this, mulch socks are used as cost effective and 
environmentally friendly alternatives to sediment fence. 
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ATTACHMENT G – DRAINAGE AREA MAP 

Note: There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time. The drainage area provided for the subject site is only the portion of the 
site where paving has been introduced. All other drainage routing has remained the same.  
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ATTACHMENT H – TEMPORARY SEDIMENT POND(S) 

PLANS AND CALCULATIONS 

The proposed development will not disturb areas over 10 acres. Please note the existing site does 
not include water quality controls due to local regulations at the time of original development. 
Therefore, temporary sediment ponds are not required. Silt fence and a concrete washout are 
proposed as erosion control features.  
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ATTACHMENT I – INSPECTION AND MAINTENANCE 

FOR BPMS 

Personnel Responsible for Inspections 
The agent that performs the inspections should be knowledgeable of this general permit, familiar 
with the construction site, and knowledgeable of the SWPPP for the site.   The contractor is to 
provide an inspector with a CPESC, CESSWI, or CISEC certification.  Documentation of the 
inspector's qualifications is to be included in the attached Inspector Qualifications Log. 
 

Inspection Schedule 
The primary operator is required to choose one of the two inspections listed below. 
 

   Option 1:  Once every seven calendar days. If this alternative schedule is 
developed, then the inspection must occur regardless of whether or not there 
has been a rainfall event since the previous inspection. 

   Option 2:  Once every 14 calendar days and within 24 hours of the end of a 
storm event of two inches or greater. 

 
The inspections may occur on either schedule provided that documentation reflects the current 
schedule and that any changes to the schedule are conducted in accordance with the following 
provisions: the schedule may be changed a maximum of one time each month, the schedule 
change must be implemented at the beginning of a calendar month, and the reason for the 
schedule change must be documented (e.g., end of “dry” season and beginning of “wet” season). 
 
If option 2 is the chosen frequency of inspections a rain gauge must be properly maintained on 
site or the storm event information from a weather station that is representative of the site location.  
For any day of rainfall during normal business hours that measures 0.25 inches or greater, proper 
documentation of the total rainfall measured for that day must be recorded.  
Personnel provided by the permittee must inspect:  
 

• disturbed areas of the construction site that have not been finally stabilized;  

• areas used for storage of materials that are exposed to precipitation;  

• structural controls (for evidence of, or the potential for, pollutants entering the drainage system);  

• sediment and erosion control measures identified in the SWP3 (to ensure they are operating 
correctly); and  

• locations where vehicles enter or exit the site (for evidence of off-site sediment tracking). 

Reductions in Inspection Frequency 
Where sites have been finally or temporarily stabilized or where runoff is unlikely due to winter 
conditions (e.g. site is covered with snow, ice, or frozen ground exists), inspections must be 
conducted at least once every month.  In arid, semi-arid, or drought-stricken areas, inspections 
must be conducted at least once every month and within 24 hours after the end of a storm event 
of 0.5 inches or greater.  A record of the total rainfall measured, as well as the approximate 
beginning and ending dates of winter or drought conditions resulting in monthly frequency of 
inspections in the attached Rain Gauge Log. 

Meagan.Costey
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In the event of flooding or other uncontrollable situations which prohibit access to the inspection 
sites, inspections must be conducted as soon as access is practicable. 
 

Inspection Report Forms 
Use the Inspection Report Forms given as a checklist to ensure that all required areas of the 
construction site are addressed. There is space to document the inspector’s name as well as 
when the inspections regularly take place. The tables will document that the required area was 
inspected. (If there were any areas of concern, briefly describe them in this space with a more 
detailed description in the narrative section. Use the last table to document any discharges found 
during the inspections). 
Describe how effective the installed BMPs are performing. Describe any BMP failures that were 
noted during the investigation and describe any maintenance required due to the failure. If new 
BMPs are needed as the construction site changes, the inspector can use the space at the bottom 
of the section to list BMPs to be implemented before the next inspection. 
 
Describe the inspector’s qualifications, how the inspection was conducted, and describe any 
areas of non-compliance in detail. If an inspection report does not identify any incidents of non-
compliance, then it must contain a certifying signature stating that the facility or site is in 
compliance. The report must be signed by a person and in a manner required by 30 TAC 305.128. 
There is space at the end of the form to allow for this certifying signature. 
 
Whenever an inspection shows that BMP modifications are needed to better control pollutants in 
runoff, the changes must be completed within seven calendar days following the inspection. If 
existing BMPs are modified or if additional BMPs are needed, you must describe your 
implementation schedule, and wherever possible, make the required BMP changes before the 
next storm event. 
 
The Inspection Report Form functions as the required report and must be signed in accordance 
with TCEQ rules at 30 TAC 305.128. 

Corrective Action  
Personnel Responsible for Corrective Actions 
Both Primary and Secondary Operators are responsible for maintaining all necessary Corrective 
Actions.  If an individual is specifically identified as the responsible party for modifying the contact 
information for that individual should be documented in the attached Inspector Qualifications Log. 

Corrective Action Forms 
The Temporary BMPs must be modified based on the results of inspections, as necessary, to 
better control pollutants in runoff.  Revisions must be completed within seven (7) calendar days 
following the inspection.  If existing BMPs are modified or if additional BMPs are necessary, an 
implementation schedule must be described in the attached forms and wherever possible those 
changes implemented before the next storm event.  If implementation before the next anticipated 
storm event is impracticable, these changes must be implemented as soon as practicable.  
Actions taken as a result of inspections must be properly documented by completing the 
corrective action forms given. 

 

Schedule of Interim and Permanent Soil Stabilization 
Construction practices shall disturb the minimal amount of existing ground cover as required for 
land clearing, grading, and construction activity for the shortest amount of time possible to 
minimize the potential of erosion and sedimentation from the site.  Existing vegetation shall be 
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maintained and left in place until it is necessary to disturb for construction activity.  For this project 
the following stabilization practices will be implemented: 

1. Hydraulic Mulch and Seeding:  Disturbed areas subject to erosion shall be stabilized with 
hydraulic mulch and/or seeded and watered to provide interim stabilization.  For areas that 
are not to be sodded as per the project landscaping plan, a minimum of 85% vegetative 
cover will be established to provide permanent stabilization. 

2. Sodding and Wood Mulch:  As per the project landscaping plan, Sodding and wood mulch 
will be applied to landscaped areas to provide permanent stabilization prior to project 
completion.  

Records of the following shall be maintained: 
a) The dates when major grading activities occur; 
b) The dates when construction activities temporarily or permanently cease on a 

portion of the site; and 
c) The dates when stabilization measures are initiated. 

Stabilization measures must be initiated as soon as practical in portions of the site where 
construction activities have temporarily or permanently ceased, and except as provided in the 
following, must be initiated no more that fourteen (14) days after the construction activity in that 
portion of the site has temporarily or permanently ceased: 
 
Where the initiation of stabilization measures by the 14th day after construction activity temporarily 
or permanently ceased is precluded by snow cover or frozen ground conditions, stabilization 
measures must be initiated as soon as practical. 
 
Where construction activity on a portion of the site is temporarily ceased and earth disturbing 
activities will be resumed within twenty-one (21) days, temporary stabilization measures do not 
have to be initiated on that portion of the site. 
 
In arid areas (areas with an average rainfall of 0-10 inches), semiarid areas (areas with an 
average annual rainfall of 10 to 20 inches), and areas experiencing droughts where the initiation 
of stabilization measures by the 14th day after construction activity has temporarily or permanently 
ceased is precluded by seasonably arid conditions, stabilization measures must be initiated as 
soon as practical. 

 

Maintenance 
Below are some maintenance practices to be used to maintain erosion and sediment controls: 

• All measures will be maintained in good working order.  The operator should correct any damage 
or deficiencies as soon as practicable after the inspection, but in no case later than seven (7) 
calendar days after the inspection. 

• BMP Maintenance (as applicable) 

• Sediment must be removed from sediment traps and sedimentation ponds no later than the time 
that design capacity has been reduced by 50%.  For perimeter controls such as silt fences, berms, 
etc., the trapped sediment must be removed before it reaches 50% of the above-ground height. 

• Silt fence will be inspected for depth of sediment, tears, to see of the fabric is securely attached to 
the fence posts, and to see that the fence posts are firmly in the ground. 

• Drainage swale will be inspected and repaired as necessary. 

• Inlet control will be inspected and repaired as necessary. 

• Check dam will be inspected and repaired as necessary. 
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• Straw bale dike will be inspected and repaired as necessary. 

• Diversion dike will be inspected and any breaches promptly repaired. 

• Temporary and permanent seeding and planting will be inspected for bare spots, washouts, and 
healthy growth. 

• If sediment escapes the site, accumulations must be removed at a frequency that minimizes off-
site impacts, and prior to the next rain event, if feasible.  If the permittee does not own or operate 
the off-site conveyance, then the permittee must to work with the owner or operator of the 
property to remove the sediment. 

• Locations where vehicles enter or exit the site must be inspected for evidence of off-site sediment 
tracking. 

To maintain the above practices, the following will be performed: 
• Maintenance and repairs will be conducted before the next anticipated storm event or as 

necessary to maintain the continued effectiveness of storm water controls.  Following an 
inspection, deficiencies should be corrected no later than seven (7) calendar days after the 
inspection. 

Biofiltration Media 

The biofiltration medium shall meet the following performance criteria:  
Percent Organic Matter (by weight) of 0.5 - 5.0%  
Texture Analysis (particle size distribution):  

a. Percent Sand 70 - 90%  
b. Percent Clay 3 - 10%  
c. Percent Silt plus Clay < 27%  

Suppliers of biofiltration media must have laboratory testing conducted at a minimum of six month 
intervals to verify percent organic matter and texture analysis. The medium must not contain any 
contaminated soils and be free of any household or hazardous waste. It must be free of stones, 
trash, and other undesirable material, and should not contain weeds or weed seeds. A saturated 
hydraulic conductivity of k ³ 2.0 in/hr can be presumed if the organic matter and texture analysis 
criteria are met.  
The hydraulic conductivity needs to be high enough to provide adequate drainage, support 
healthy plant growth, and prevent nuisance conditions.  
The criteria is intended to meet the NRCS definition of soils with "moderate" to "high" available 
water capacity. The criteria should ensure that the medium has sufficient water holding capacity 
to support vigorous plant growth, enhancing the ability for plants to survive during dry periods. It 
should also sustain a healthy microorganism population which, in concert with the plants, should 
enhance biological removal of pollutants in stormwater.  
The percent organic matter criterion is needed to ensure healthy vegetation. Most native soils in 
the Austin area have less than 4% organic matter, and native plants in the area have adapted to 
surviving in these types of soils. A higher organic matter content is not desirable as nutrients may 
be exported from the medium, which is counter to the removal that is intended in this type of 
device. Immature compost, manure, compost derived from animal or human sources, and 
unstable forms of organic matter that may export nutrients should not be included in the 
biofiltration medium. Recommended sources of organic matter include that found naturally in 
native topsoil, humus, coconut coir fiber, and mature plant-derived composts with an established 
fungal component. The biofiltration medium must be certified by the project engineer or their 
designee (e.g. contractor, soil supplier, or appropriate qualified alternative individual) as meeting 
the above performance criteria (based on submittal of delivery tickets, test results, etc.) before 
acceptance by the City (see Biofiltration Sequence of Construction requirements in Section 
1.6.3.C.6).  
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1. Creating Biofiltration Mixture  
The biofiltration media should be a mixture of sand and other ingredients. Recognizing the 
difficulty in determining the correct types and proportions of various ingredients, the City has 
tested various media in order to characterize physical and chemical properties. The 
recommendations below reflect the test results and research conducted by the City and other 
stormwater professionals.  
The following mixture (% by volume) should create an appropriate biofiltration media, subject to 
specific characteristics of the topsoil and compost ingredients, which may exhibit considerable 
variability:  

• 70-80% concrete sand and/or screened decomposed granite sand  

• 20-30% screened bulk topsoil (chocolate loam is also acceptable)  

• The source materials must be free of stones, roots, or other similar objects larger 
than two inches. Additionally, it should be free of trash, other undesirable material, 
and should not contain weeds or weed seeds.  

• The ingredients must be well-mixed to create a homogenous media.  

A commercially available fill material that should not be used is typically marketed as "sandy 
loam." This product is often referred to by landscapers as "red death", which refers to the color of 
the material, and is an infertile fill material that has poor drainage characteristics.  
Some shrinkage of the media is to be expected after installation, in the range of 5-15%. As a 
general recommendation, about 20 inches of media should be installed to achieve the required 
depth of 18 inches. Wetting of the media at the time of installation is needed in order to determine 
actual shrinkage and amount of "make-up" material needed 
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Inspector Qualifications Log* 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  
 

Inspector Name: 
 

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 
 
* The agent that performs the inspections should be knowledgeable of this general permit, familiar 

with the construction site, and knowledgeable of the SWPPP for the site.   The contractor is to 
provide an inspector with a CPESC, CESSWI, or CISEC certification.   
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Amendment Log 

No. Description of the Amendment 
Date of 

Amendment 
Amendment Prepared by 

[Name(s) and Title] 
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Construction Activity Sequence Log 

Name of Operator 
Projected dates 

Month/year 
Activity Disturbing Soil clearing, excavation, etc. 

Location on-site where 

activity will be conducted 

Acreage being 

disturbed 

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

     

*Construction activity sequences for linear projects may be conducted on a rolling basis. As a result, construction activities may be at different stages at different locations 
in the project area.  The Contractor is required to complete and update the schedule and adjust as necessary. 
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Stormwater Control Installation and Removal Log 

 
Stormwater Control Location On-Site Installation Date Removal Date 
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Stabilization Activities Log 

Stabilization and erosion control practices may include, but are not limited to: establishing temporary or permanent vegetation, mulching, geotextiles, sod stabilization, 
vegetative buffer strips, and protecting existing trees and vegetation. List practices used where they are located, when they will be implemented, and whether they 
are temporary (interim) or permanent. 

Date Activity 
Initiated 

Description of Activity 
Description of Stabilization Measure and 

Location 

Date Activity Ceased 
(Indicate Temporary 

or Permanent) 

Date When 
Stabilization 

Measures 
Initiated 
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Inspection Frequency Log 

Date Frequency Schedule and Reason for Change 
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Rain Gauge Log 

Date Location of Rain Gauge Gauge Reading 
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General Information 

Name of Project  Tracking No.  Inspection Date  

Inspector  Name, Title & Contact 
Information 

 

Present Phase of Construction  

Inspection Location (if multiple 
inspections are required, specify 
location where this inspection is 
being conducted) 

 
 
 
 
 

Inspection Frequency 
Standard Frequency:      Weekly           Every 14 days and within 24 hours of a 0.25” rain           
Increased Frequency:        Every 7 days and within 24 hours of a 0.25” rain 
Reduced Frequency: 

-  Once per month (for stabilized areas) 

-  Once per month and within 24 hours of a 0.25” rain (for arid, semi-arid, or drought-stricken areas during seasonally dry periods or during drought)       

-  Once per month (for frozen conditions where earth-disturbing activities are being conducted) 

Was this inspection triggered by a 0.25” storm event?    Yes     No 
If yes, how did you determined whether a 0.25” storm event has occurred? 

  Rain gauge on site             Weather station representative of site. Specify weather station source:    
 
Total rainfall amount that triggered the inspection (in inches):  
 
 

Unsafe Conditions for Inspection 
Did you determine that any portion of your site was unsafe for inspection?    Yes     No 

If “yes”, complete the following: 

- Describe the conditions that prevented you from conducting the inspection in this location:   
 

 
 

- Location(s) where conditions were found:  
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Condition and Effectiveness of Erosion and Sediment (E&S) Controls 

Type/Location of E&S 
Control 

Repairs or 
Other 

Maintenance 
Needed? 

Corrective 
Action 

Required? 

Date on Which 
Maintenance or 

Corrective Action 
First Identified? 

Notes 

1.   Yes    No Yes    No   

2.   Yes    No Yes    No   

3.  Yes    No Yes    No   

4.   Yes    No Yes    No   

5.  Yes    No Yes    No   

6.   Yes    No Yes    No   

7.  Yes    No Yes    No   

8.   Yes    No Yes    No   

9.  Yes    No Yes    No   

10.   Yes    No Yes    No   



 

 kimley-horn.com 10814 Jollyville Road, Avallon IV, Suite 300, Austin, TX 78759 512 418 1771 

Condition and Effectiveness of Pollution Prevention (P2) Practices 

Type/Location of P2 
Practices 

Repairs or 
Other 

Maintenance 
Needed? 

Corrective 
Action 

Required? 

Identification 
Date 

Notes 

1.   Yes    No Yes    No   

2.   Yes    No Yes    No   

3.  Yes    No Yes    No   

4.   Yes    No Yes    No   

5.  Yes    No Yes    No   

6.   Yes    No Yes    No   

7.  Yes    No Yes    No   

8.   Yes    No Yes    No   

9.  Yes    No Yes    No   

10.   Yes    No Yes    No   
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Stabilization of Exposed Soil 

Stabilization Area Stabilization Method Have You Initiated Stabilization? Notes 

1.  

 
 YES  NO    

If yes, provide date: 
  

2.  

 
 YES  NO    

If yes, provide date: 
 

3.  

 
 YES  NO    

If yes, provide date: 
 

4.  

 
 YES  NO    

If yes, provide date: 
 

5.  

 
 YES  NO    

If yes, provide date: 
 

Description of Discharges 

Was a stormwater discharge or other discharge occurring from any part of your site at the time of the inspection?    Yes     No 
If “yes”, provide the following information for each point of discharge: 

Discharge Location Observations 

1.  

 

Describe the discharge:  
 
At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible 
signs of erosion and/or sediment accumulation that can be attributed to your discharge?     Yes     No 
If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether 
modification, maintenance, or corrective action is needed to resolve the issue:  
 

2.  

 

Describe the discharge:  

At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible 
signs of erosion and/or sediment accumulation that can be attributed to your discharge?     Yes     No 
If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether 
modification, maintenance, or corrective action is needed to resolve the issue:  
 

3.  

 

Describe the discharge:  

At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible 
signs of erosion and/or sediment accumulation that can be attributed to your discharge?     Yes     No 
If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether 
modification, maintenance, or corrective action is needed to resolve the issue:  
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Contractor or Subcontractor Certification and Signature 

 
“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to 
assure that qualified personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or persons who manage the 
system, or those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, 
and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations.” 

Signature of Contractor or Subcontractor:    ________________________________________________    Date:    
 
Printed Name and Affiliation:    ________________________________________________ 
 
 

Certification and Signature by Permittee 

 
“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to 
assure that qualified personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or persons who manage the 
system, or those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, 
and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations.” 

Signature of Permittee or  
“Duly Authorized Representative”:    ________________________________________________    Date:    
 
Printed Name and Affiliation:    ________________________________________________ 
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Section A – Initial Report 
(Complete this section within 24 hours of discovering the condition that triggered corrective action) 

Name of Project  Tracking No.  Today’s Date  

Date Problem First Discovered Time Problem First Discovered 

Name and Contact Information of Individual Completing this 
Form 

 

What site conditions triggered the requirement to conduct corrective action:    
  A required stormwater control was never installed, was installed incorrectly, or not in accordance with the requirements in Part 2 and/or 3 
  The stormwater controls that have been installed and maintained are not effective enough for the discharge to meet applicable water quality standards 
  A prohibited discharge has occurred or is occurring 

 
Provide a description of the problem:   
 
 
Deadline for completing corrective action (Enter date that is either:  (1) no more than 7 calendar days after the date you discovered the problem, or (2) if it is 
infeasible to complete work within the first 7 days, enter the date that is as soon as practicable following the 7th day): 
 
 
If your estimated date of completion falls after the 7-day deadline, explain (1) why you believe it is infeasible to complete work within 7 days, and (2) why the 
date you have established for making the new or modified stormwater control operational is the soonest practicable timeframe:   
 
 

Section B – Corrective Action Progress 
(Complete this section no later than 7 calendar days after discovering the condition that triggered corrective action) 

Section B.1 – Why the Problem Occurred 

Cause(s) of Problem (Add an additional sheet if necessary) How This Was Determined and the Date You Determined the Cause 

1.  
 

1.  
 

2.  
 

2.  
 

3. 
 

3. 
 

Section B.2 – Stormwater Control Modifications to be Implemented to Correct the Problem 

List of Stormwater Control Modification(s) Needed to Correct 
Problem (Add an additional sheet if necessary) 

Completion 
Date 

SWPPP Update 
Necessary? 

Notes 

1.  
 

 
 

Yes    No  
Date:  

 
 

2.  
 

 
 

Yes    No 
 Date: 

 
 

3.  
 

 
 

Yes    No 
 Date: 
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Contractor or Subcontractor Certification and Signature 

 
“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to 
assure that qualified personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or persons who manage the 
system, or those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, 
and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations.” 

Signature of Contractor or Subcontractor:    ________________________________________________    Date:    
 
Printed Name and Affiliation:    ________________________________________________ 
 
 

Certification and Signature by Permittee 

 
“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to 
assure that qualified personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or persons who manage the 
system, or those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, 
and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations.” 

Signature of Permittee or  
“Duly Authorized Representative”:    ________________________________________________    Date:    
 
Printed Name and Affiliation:    ________________________________________________ 
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ATTACHMENT J – SCHEDULE OF INTERIM AND 

PERMANENT SOIL STABILIZATION PRACTICES 

Construction practices shall disturb the minimal amount of existing ground cover as required for 
land clearing, grading, and construction activity for the shortest amount of time possible to 
minimize the potential of erosion and sedimentation from the site.  Existing vegetation shall be 
maintained and left in place until it is necessary to disturb for construction activity.  For this project 
the following stabilization practices will be implemented: 

3. Hydraulic Mulch and Seeding:  Disturbed areas subject to erosion shall be stabilized with 
hydraulic mulch and/or seeded and watered to provide interim stabilization.  For areas that 
are not to be sodded as per the project landscaping plan, a minimum of 85% vegetative 
cover will be established to provide permanent stabilization. 

4. Sodding and Wood Mulch:  As per the project landscaping plan, Sodding and wood mulch 
will be applied to landscaped areas to provide permanent stabilization prior to project 
completion.  

Records of the following shall be maintained: 
d) The dates when major grading activities occur; 
e) The dates when construction activities temporarily or permanently cease on a 

portion of the site; and 
f) The dates when stabilization measures are initiated. 

Stabilization measures must be initiated as soon as practical in portions of the site where 
construction activities have temporarily or permanently ceased, and except as provided in the 
following, must be initiated no more that fourteen (14) days after the construction activity in that 
portion of the site has temporarily or permanently ceased: 
 
Where the initiation of stabilization measures by the 14th day after construction activity temporarily 
or permanently ceased is precluded by snow cover or frozen ground conditions, stabilization 
measures must be initiated as soon as practical. 
 
Where construction activity on a portion of the site is temporarily ceased and earth disturbing 
activities will be resumed within twenty-one (21) days, temporary stabilization measures do not 
have to be initiated on that portion of the site. 
 
In arid areas (areas with an average rainfall of 0-10 inches), semiarid areas (areas with an 
average annual rainfall of 10 to 20 inches), and areas experiencing droughts where the initiation 
of stabilization measures by the 14th day after construction activity has temporarily or permanently 
ceased is precluded by seasonably arid conditions, stabilization measures must be initiated as 
soon as practical. 
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SECTION 6:  

PERMANENT STORMWATER 
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ATTACHMENT A – 20% OR LESS IMPERVIOUS 

COVER WAIVER 
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SECTION 7:  

ADDITIONAL FORMS 



1 of 2 
TCEQ-0574 (Rev. 02-24-15) 
 

Application Fee Form 
Texas Commission on Environmental Quality 
Name of Proposed Regulated Entity:        
Regulated Entity Location:       
Name of Customer:      
Contact Person:       Phone:      
Customer Reference Number (if issued):CN       
Regulated Entity Reference Number (if issued):RN       
Austin Regional Office (3373) 

 Hays  Travis  Williamson 
San Antonio Regional Office (3362) 

 Bexar 
 Comal 

 Medina 
 Kinney 

 Uvalde 

Application fees must be paid by check, certified check, or money order, payable to the Texas 
Commission on Environmental Quality.  Your canceled check will serve as your receipt.  This 
form must be submitted with your fee payment.  This payment is being submitted to:  

 Austin Regional Office  San Antonio Regional Office   
 Mailed to: TCEQ - Cashier   
Revenues Section   
Mail Code 214   
P.O. Box 13088   
Austin, TX 78711-3088   

 Overnight Delivery to: TCEQ - Cashier 
12100 Park 35 Circle 
Building A, 3rd Floor 
Austin, TX 78753 
(512)239-0357 

Site Location (Check All That Apply): 

 Recharge Zone  Contributing Zone  Transition Zone 

Type of Plan Size Fee Due 
Water Pollution Abatement Plan, Contributing Zone 
Plan: One Single Family Residential Dwelling       Acres $        
Water Pollution Abatement Plan, Contributing Zone 
Plan: Multiple Single Family Residential and Parks        Acres $       
Water Pollution Abatement Plan, Contributing Zone 
Plan: Non-residential       Acres $       
Sewage Collection System        L.F. $       
Lift Stations without sewer lines       Acres $       
Underground or Aboveground Storage Tank Facility       Tanks $       
Piping System(s)(only)       Each $       
Exception       Each $       
Extension of Time       Each $       
 

Signature: ___________________________ 

 

Date:      
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