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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 

http://texreg.sos.state.tx.us/public/readtac$ext.ViewTAC?tac_view=4&ti=30&pt=1&ch=213
http://www.tceq.texas.gov/field/eapp/apps.html
http://www.tceq.texas.gov/goto/eapp-plan
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ _X_ 

Region (1 req.) __ __ _X_ 

County(ies) __ __ _X_ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 

__Hays Trinity 

__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer 

NA 

City(ies) Jurisdiction 

 

__Austin 

__Buda 

__Dripping Springs 

__Kyle 

__Mountain City 

__San Marcos 

__Wimberley 

__Woodcreek 

__Austin 
__Bee Cave 

__Pflugerville 

__Rollingwood 

__Round Rock 

__Sunset Valley 

__West Lake Hills 

__Austin 

__Cedar Park 

__Florence 

__Georgetown 

__Jerrell 

__Leander 

__Liberty Hill 

__Pflugerville 

__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 

County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority 

__Kinney 
__EAA 
__Medina 

__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 

__Fair Oaks Ranch 

__Helotes 

__Hill Country  Village 

__Hollywood Park 

__San Antonio (SAWS) 

__Shavano Park 

__Bulverde 

__Fair Oaks Ranch 

__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf
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ATTACHMENT A: LOCATION MAP
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Attachment D – Factors Affecting Surface Water Quality 
Multiple factors have the potential of affecting surface water quality during construction. These 

include: oil, grease, gas, transmission fluids, and/or other vehicular fluids, as well as shifts in 

sediment that will occur during excavation and fill operations. Upon completion of construction, 

normal traffic on the site could be responsible for many of these same pollutants, as well as 

everyday activities, such as car washing and lawn watering. 
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Attachment E – Volume and Character of Stormwater 
A majority of the runoff from Phase 3 drains to on-site BMPs where it will be treated. The total 

drainage area accounted for by Phase 3 BMPs is 26.99 acres of runoff with 16.97 acres of 

impervious cover. Resultant runoff is conveyed to one (1) proposed batch detention pond via 

proposed storm system improvements, one (1) proposed vegetative filter strip, and one (1) 

temporary grassy swale. BMPs shown in the construction plans have been adequately sized to 

account for all proposed flows. 

The overall proposed drainage area map and water quality calculations are shown in the 

construction plans included with this submittal. This project lies within the North Fork San 

Gabriel River Detention Exempt Stream Reach as defined by Williamson County and drains 

directly to the North Fork San Gabriel River. 
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Attachment F – Suitability Letter from Authorized Agent 
Not applicable to this project. 
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Attachment G – Alternative Secondary Containment 

Methods 
Not applicable to this project. 
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Attachment H – AST Containment Structure Drawings 
Not applicable to this project. 
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Attachment I – 20% or Less Impervious Cover Declaration 
Not applicable to this project. 
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Attachment J – BMPs for Upgradient Stormwater 
Upgradient stormwater can be characterized as runoff from previous phases of construction that 

are to be treated by the proposed BMPs in Phase 3. The upgradient stormwater is being 

captured by inlets placed with the existing phases of the Cascade development. 
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Attachment L – BMPs for Surface Streams 
No BMPs are proposed specifically for surface streams. Proposed on-site BMPs and drainage 

systems are designed to maintain existing flow patterns. 
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Attachment M – Construction Plans 
Construction sheets for BMPs, proposed storm improvements, and erosion controls are 

attached with this submittal. 
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Attachment O – Pilot-Scale Field Testing Plan 
Not applicable to this project. 
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Attachment P – Measures for Minimizing Surface Stream 

Contamination 
The site will be stabilized using silt fence; all stabilization will be installed prior to construction 

and will be removed after construction has been completed. These methods will minimize any 

increases in erosion caused by construction. Additionally, the proposed permanent BMPs will 

treat any stormwater passing through the site prior to that stormwater’s returning to existing 

drainage patterns and eventually flowing to surface streams. 
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Attachment A – Spill Response Action 
No spills of hydrocarbons or hazardous substances are expected. However, in the event that 

such an incident does occur, the contractor should carefully follow the following TCEQ 

guidelines: 

Cleanup: 

1. Onsite personnel must be trained in spill prevention and spill cleanup. 

2. Clean up leaks and spills immediately 

3. Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and 

absorbent material for larger spills. If the spilled material is hazardous, then the used 

cleanup materials are also hazardous and must be disposed of as hazardous waste. 

4. Never hose down or bury dry material spills. Clean up as much of the material as 

possible and dispose of properly. 

Minor Spills: 

1. Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be 

controlled by the first responder at the discovery of the spill. 

2. Use absorbent materials on small spills rather than hosing down or burying the spill. 

3. Absorbent materials should be promptly removed and disposed of properly. 

4. Follow the practice below for a minor spill: 

a. Contain the spread of the spill. 

b. Recover spilled materials. 

c. Clean the contaminated area and properly dispose of contaminated materials. 

Semi-Significant Spills: 

Semi-significant spills can still be controlled by the first responder along with the aid of other 

personnel such as laborers and the foreman, etc. this response may require the cessation of all 

other activities. Spills should be cleaned up immediately, using the following practices: 

1. Contain spread of the spill. 

2. Notify the project foreman immediately. 

3. If the spill occurs on paved or impermeable surfaces, clean up using “dry” methods 

(absorbent materials, cat litter, and/or rags). Contain the spill by encircling with 

absorbent materials and do not let the spill spread widely. 

4. If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen 

dike. Dig up and properly dispose of contaminated soil. 

5. If the spill occurs during rain, cover spill with tarps or other material to prevent 

contaminating runoff. 
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Significant/Hazardous Spills: 

For highly toxic materials, the Reportable Quantity (RQ) > 25 gallons. For 

petroleum/hydrocarbon liquids, RQ> 250 gallons (on land) or any amount which creates a 

“sheen” on water.  Only certified Haz-Mat teams will be responsible for handling the material at 

the site. 

For significant or hazardous spills that are in reportable quantities: 

1. Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 

(Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact 

the Environmental Release Hotline at 1-800-832-8224. It is the contractor’s responsibility 

to have all emergency phone numbers at the construction site. Additionally, in the event 

of a hazardous material spill, local Williamson County and/or city of Liberty Hill police, 

fire, and potentially EMS should be contacted in order to initiate the hazardous material 

response team. 

2. For spills of federal reportable quantities, in conformance with the requirements in 40 

CFR parts 110,191, and 302, the contractor should notify the National Response Center 

at (800) 424-8802. 

3. Notification should first be made by telephone and followed up with a written report of 

which one copy is to be kept on-site in the report binder and one copy is to be provided 

to the TCEQ. 

4. The services of a spill contractor or a Haz-Mat team should be obtained immediately. 

Construction personnel should not attempt to clean up until the appropriate and qualified 

staffs have arrived at the job site. 

5. Other agencies which may need to be consulted include, but are not limited to, the City 

Police Department, County Sheriff’s Office, Fire Department, etc. 

More information on spill rules and appropriate responses is available on the TCEQ website at: 

http://www.tceq.state.tx.us/response/spills.html 
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Attachment B – Potential Sources of Contamination 
No particular activity or process during construction of the project is anticipated to present a 

significant risk of being a potential source of contamination. However, during regular 

construction operations, several common and minor risks of contamination are anticipated. 

Should any unforeseen mishaps occur during construction, the contractor shall follow the 

guidelines set forth in “Attachment A – Spill Response Plan.” 

Potential Sources of Sediment to Stormwater Runoff: 

• Clearing and grubbing 

• Grading and excavation 

• Vehicle tracking 

• Topsoil stripping and stockpiling 

• Landscaping 

Potential Pollutants and Sources, other than Sediment, to Stormwater Runoff: 

• Combined Staging Area – small fueling, minor equipment maintenance, sanitary facility. 

• Materials Staging Area – solvents, adhesives, paving materials, aggregate, trash, etc. 

• Construction Activities – paving, concrete pouring 

• Concrete washout areas 

Potential On-Site Pollutants: 

• Fertilizer 

• Concrete 

• Glue, adhesives 

• Gasoline, diesel fuel, hydraulic fluids, antifreeze 

• Sanitary toilets 
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Attachment C – Sequence of Major Activities 
1. Temporary erosion and sedimentation controls are to be installed as indicated on the 

approved subdivision construction plans and in accordance with the stormwater pollution 

prevention plan (SWPPP) that is required to be posted on the site. Install tree protection 

and initiate tree mitigation measures. 

2. The environmental project manager, and/or site supervisor, and/or designated 

responsible party, and the general contractor will follow the storm water pollution 

prevention plan (SWPPP) posted on the site. Temporary erosion and sedimentation 

controls will be revised, if needed to comply with city inspectors’ directives, and revised 

construction schedule relative to the water quality plan requirements and the erosion and 

sedimentation plan. 

3. Temporary erosion and sedimentation controls will be inspected maintained in 

accordance with the storm water pollution prevention plan (SWPPP) posted on the site. 

4. A sequence of major construction activities, as well as an estimated area of disturbance 

for each, is listed below: 

o Clearing and grubbing – 23.87 acres 

o Rough Cut BMPs – 0.68 acres 

o Grading and excavation for roadway and lots – 21.70 acres 

o Excavation for utilities and storm sewer – 1.26 acres 

o Install Final BMPs and stabilize – 0.68 acres 

o Construction of utilities and storm sewer system – 1.26 acres 

o Paving, striping, etc. – 3.57 acres 

o Revegetation – 6.90 acres 

o Landscaping – 0.00 acres 

5. Upon completion of construction and revegetation, the design engineer shall submit an 

engineer’s letter of concurrence to Williamson County and the M.U.D. indicating that 

construction, including revegetation, is complete and in substantial conformity with the 

approved plans. After receiving this letter, a final inspection will be scheduled by the 

appropriate inspector. 

6. After construction is complete and all disturbed areas have been revegetated per plan to 

at least 90 percent established, remove the temporary erosion and sedimentation 

controls and complete any necessary final revegetation resulting from removal of the 

controls. Conduct any maintenance and rehabilitation of the permanent BMPs. 
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Attachment D – Temporary Best Management Practices 

and Measures 
Prior to the commencement of any construction activity, the contractor shall install silt fence, and 

construction entrances, per the Erosion and Sedimentation Control Plan. Once inlets are 

installed, inlet protection shall be installed. All temporary BMPs are to be installed per TCEQ 

and local requirements. 

As surface water flows from and through disturbed areas, the proposed temporary BMPs will 

prevent pollution by filtering the increased sediment loads and other pollutant sources (listed in 

“Attachment B – Potential Sources of Contamination”) prior to any runoff leaving the site. As 

shown in attached construction plans, silt fence will be utilized downstream of any grading and 

construction activities to remove debris and sediment from runoff in the area (activities here will 

primarily involve road grading and storm sewer excavation). Inlet protection will prevent 

sediment laden runoff from entering the storm sewer system during construction. Concrete 

washout basins will contain pollutants discharged when concrete trucks are washed out, and 

stabilized construction entrances will prevent the transport of sediment off-site. 

In using these treatment methods and maintaining natural drainage patterns downgradient of 

the proposed site, any flow to naturally occurring sensitive features, both know and unknown, 

will be maintained. 
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Attachment E – Request to Temporarily Seal a Feature 
Not applicable to this project. 
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Attachment F – Structural Practices 
The following temporary BMPs structural practices will be employed on the site: 

• Silt Fence – used for sediment filtration along the downslope perimeter of portions of the 

project, as well as to prevent runoff from storage to excavated materials during utility 

construction. The fence retains sediment primarily by retarding flow and promoting 

deposition of sediment on the uphill side of the slope. Runoff is filtered as it passes 

through the geotextile. 

• Inlet Protection – to be provided around all proposed storm sewer inlets during 

construction. Locations are indicated on the attached site plan. The measures will trap 

and settle out sediment and debris prior to runoff entering the proposed storm sewer 

system. 

• Construction Entrance – stone pads will be constructed at entrances and exists to the 

project to prevent off-site transport of sediment by construction vehicles. They will be 

graded to prevent runoff from leaving the site. 
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Attachment G – Drainage Area Map 
Drainage area maps are shown in the attached construction plans and an overall BMP map 

showing interim and final condition drainage area designations is included with this submittal. 
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Attachment H – Temporary Sediment Ponds Plan and 

Calculations 
As part of managing erosion control, the contractor will construct Batch Detention Pond C to be 

a temporary sedimentation pond prior to the installation of any stormwater networks. The 

temporary sedimentation pond will then be converted into a batch detention pond for permanent 

stormwater management. 
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Attachment I – Inspection and Maintenance for BMPs 
The inspection and maintenance of temporary BMPs will be made according to TCEQ RG-348, 

“Complying with the Edwards Aquifer Rules: technical Guidance on Best Management 

Practices.” 

 

Inspection Personnel: 

Inspections shall be conducted by qualified representatives of the contractor acting on behalf of 

the owner or a designated party, if hired separately by the owner. Each operator must delegate 

authority to the specifically described position or person performing inspections, as provided by 

30 TAC 305.128, as an authorized person for signing reports and performing certain activities 

requested by  the director or required by TPDES general permit. This delegation of authority 

must be provided to the director of TCEQ in writing and a copy shall be kept along with the 

signed effective copy of the SWPPP. 

 

Inspection Schedule and Procedures: 

An inspection shall occur weekly and after any rain event. 

The authorized party shall inspect all disturbed areas of the site, areas used for storage of 

materials that are exposed to precipitation, structural control measures, and locations where 

vehicles enter or exit the site. 

Disturbed areas and areas used for storage of materials that are exposed to precipitation or 

within the limits of the 1% annual chance (100 year) floodplain must be inspected for evidence 

of, or the potential for, pollutants entering the runoff from the site. Erosion and sediment control 

measures identified in the plan must be observed to ensure that they are operating correctly. 

Observations can be made during wet or dry weather conditions. Where discharge locations or 

points are accessible, they must be inspected to ascertain whether erosion control measures 

are effective in preventing significant impacts to receiving waters. This can be done by 

inspecting receiving waters to see where vehicles enter or exit the site must be inspected for 

evidence of off-site sediment tracking. 

Based on the results of the inspection, the site description and the pollution prevention 

measures identified in the plan must be revised as soon as possible after an inspection tat 

reveals inadequacies. The inspection and plan review process must provide for timely 

implementation of any changes to the plan within 7 calendar days of the inspection. 

An inspection report shall be completed, which summarizes the scope of the inspection, 

name(s) and qualifications of personnel conducting the inspection, the date(s) of the inspection, 

and major observations relating to the implementation of the SWPPP. Major observations shall 

include, at a minimum, location of discharges of sediment or other pollutants from the site, 

location of BMPs that need to be maintained, location of BMPs that failed to operate as 

designed or proved inadequate for a particular location, and locations where BMPs are needed. 



Contributing Zone Plan  Cascade – Phase 3 

 

Actions taken as a result of the insp3ecctions must be described within, and retained as a part 

of, the SWPPP. Reports must identify any incidents of non-compliance. Where a report does not 

identify any incidents of non-compliance, the preort must contain a certification that the facility or 

site is in compliance with the SWPPP and the TPDES general permit. The report must be 

signed by the authorized representative delegated by the operators in accordance with TAC 

305.128. 

 

Maintenance and Corrective Actions: 

Maintenance of erosion control facilities shall consist of the minimum requirements as follows: 

• In ongoing construction areas, inspect erosion control improvements to confirm facilities 

are in place and operable. Where facilities have been temporarily set aside or damaged 

due to construction activity, place facilities in service before leaving job site. 

• If weather forecast predicts possibility of rain, check entire facilities throughout site to 

ensure that they are in place and operable. If job site weather conditions indicate high 

probability of rain, make special inspection of erosion control facilities. 

• After rainfall events, review erosion control facilities as soon as site is accessible. Clean 

rock berms, construction entrances, and other structural facilities. Determine where 

additional facilities or alternative techniques are needed to control sediment leaving site. 

• After portions of site have been seeded, review these areas on regular basis in 

accordance with project specifications to assure proper watering until gras is 

established. Re-seed areas where grass is not well-established. 

• Spills are to be handled as specified by the manufacturer of the product in a timely and 

safe manner by qualified personnel. The site superintendent will be responsible for 

coordinating spill prevention and cleanup operations. 

• Concrete trucks will discharge extra concrete or wash out drum only at an approved 

location on site. Residual product shall be properly disposed of. 

• Inspect vehicle entrance and exits for evidence of off-site tracking and correct as 

needed. 

• Remove sediment from traps/ponds no later than when the design capacity has been 

reduced by 50%. 

• If sediment escapes the site, the contractor, where feasible and where access is 

available, shall collect and remove sedimentation material by appropriate non-damaging 

methods. Additionally, the contractor shall correct the condition causing discharges. 

• If inspections or other information sources reveal a control that has been used 

incorrectly, or that control is performing inadequately, the contractor must replace, 

correct, or modify the control as soon as practical after discovery of the deficiency. 



Contributing Zone Plan  Cascade – Phase 3 

 

Attachment J – Schedule of Interim and Permanent Soil 

Stabilization Practices 
Silt fence will be used during the period of construction near the perimeter of the disturbed area 

to intercept sediment while allowing water to percolate through. Silt fencing will be installed prior 

to any site clearing. This silt fence will remain in place until the disturbed area is permanently 

stabilized. Tree protection fencing will be installed around all protected trees. A stabilized pad of 

crushed stone will be placed at the point where traffic will be entering and leaving the 

construction site to eliminate the tracking or flowing of sediment onto public rights-of-way. Once 

all site grading activities and landscaping plantings have been completed, all disturbed areas 

and exposed soil will be revegetated with hydro-mulch as needed. All controls will remain in 

place until the revegetated areas are permanently stabilized.   

If portions of the site will have a temporary or permanent cease in construction activity lasting 

longer than 14 days, soil stabilization (via hydro-mulch revegetation) in those areas shall be 

initiated as soon as possible prior to the 14th day of inactivity.  If activity will resume prior to the 

21st day, stabilization measures are not required. If drought conditions or inclement weather 

prevent action by the 14th day, stabilization measures shall be initiated as soon as possible.  

Should construction activities be interrupted for a period of at least 4 weeks of non-activity, 

Contractor shall revegetate all disturbed areas as required for permanent revegetation. 

Contractor shall keep all temporary BMPs in place until the disturbed areas become 

permanently stabilized.   
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Extension of Time Requests 

Project Fee 

Extension of Time Request $150 

 


