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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ _x_ 

Region (1 req.) __ __ _x_ 

County(ies) __ __ _x_ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 

__Hays Trinity 

__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer 

NA 

City(ies) Jurisdiction 

 

__Austin 

__Buda 

__Dripping Springs 

__Kyle 

__Mountain City 

__San Marcos 

__Wimberley 

__Woodcreek 

__Austin 
__Bee Cave 

__Pflugerville 

__Rollingwood 

__Round Rock 

__Sunset Valley 

__West Lake Hills 

__Austin 

__Cedar Park 

__Florence 

_x_Georgetown 

__Jerrell 

__Leander 

__Liberty Hill 

__Pflugerville 

__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 

County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority 

__Kinney 
__EAA 
__Medina 

__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 

__Fair Oaks Ranch 

__Helotes 

__Hill Country  Village 

__Hollywood Park 

__San Antonio (SAWS) 

__Shavano Park 

__Bulverde 

__Fair Oaks Ranch 

__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

 

                  Hollis Scheffler, P.E. 

Print Name of Customer/Authorized Agent  
 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 

Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 

Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 
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14.  Attachment C – Project Description.  Attached at the end of this form is a detailed 

narrative description of the proposed project.  The project description is consistent 

throughout the application and contains, at a minimum, the following details: 

 Area of the site 

 Offsite areas 

 Impervious cover 

 Permanent BMP(s) 

 Proposed site use 

 Site history 

 Previous development 

 Area(s) to be demolished 

15. Existing project site conditions are noted below:   

 Existing commercial site 

 Existing industrial site 

 Existing residential site 

 Existing paved and/or unpaved roads 

 Undeveloped (Cleared) 

 Undeveloped (Undisturbed/Uncleared) 

 Other:       

Prohibited Activities 

16.  I am aware that the following activities are prohibited on the Recharge Zone and are not 

proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to 

Underground Injection Control); 

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3; 

(3) Land disposal of Class I wastes, as defined in 30 TAC §335.1; 

(4) The use of sewage holding tanks as parts of organized collection systems; and 

(5) New municipal solid waste landfill facilities required to meet and comply with Type I 

standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types 

of Municipal Solid Waste Facilities). 

(6) New municipal and industrial wastewater discharges into or adjacent to water in the 

state that would create additional pollutant loading. 

17.  I am aware that the following activities are prohibited on the Transition Zone and are 

not proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground 

Injection Control); 

(2) Land disposal of Class I wastes, as defined in 30 TAC §335.1; and 
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(3) New municipal solid waste landfill facilities required to meet and comply with Type I 

standards which are defined in §330.41 (b), (c), and (d) of this title. 

Administrative Information 

18. The fee for the plan(s) is based on: 

 For a Water Pollution Abatement Plan or Modification, the total acreage of the site 

where regulated activities will occur. 

 For an Organized Sewage Collection System Plan or Modification, the total linear 

footage of all collection system lines. 

 For a UST Facility Plan or Modification or an AST Facility Plan or Modification, the total 

number of tanks or piping systems. 

 A request for an exception to any substantive portion of the regulations related to the 

protection of water quality. 

 A request for an extension to a previously approved plan. 

19.  Application fees are due and payable at the time the application is filed.  If the correct 

fee is not submitted, the TCEQ is not required to consider the application until the 

correct fee is submitted.  Both the fee and the Edwards Aquifer Fee Form have been 

sent to the Commission's: 

 TCEQ cashier 

 Austin Regional Office (for projects in Hays, Travis, and Williamson Counties) 

 San Antonio Regional Office (for projects in Bexar, Comal, Kinney, Medina, and 

Uvalde Counties) 

20.  Submit one (1) original and one (1) copy of the application, plus additional copies as 

needed for each affected incorporated city, groundwater conservation district, and 

county in which the project will be located.  The TCEQ will distribute the additional 

copies to these jurisdictions.  The copies must be submitted to the appropriate regional 

office. 

21.  No person shall commence any regulated activity until the Edwards Aquifer Protection 

Plan(s) for the activity has been filed with and approved by the Executive Director.  



Titan NorthPark 35 Town Center – General Information Form 8/23/2024 
City of Georgetown, Williamson County, Texas 

 

 

 

Attachment B – USGS / Edwards Recharge Zone Map   
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Organized Sewage Collection System 

Application 
Texas Commission on Environmental Quality 

For Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC 

§213.5(c), Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 

are complete, verify that all requested information is provided, consistently reference the 

same site and contact person in all forms in the application, and ensure forms are signed by 

the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 

more streamlined technical reviews. 

Regulated Entity Name:  Titan NorthPark35 Town Center 

1.  Attachment A – SCS Engineering Design Report.  This Engineering Design Report is 

provided to fulfill the requirements of 30 TAC Chapter 217, including 217.10 of 

Subchapter A, §§217.51 – 217.70 of Subchapter C, and Subchapter D as applicable, and 

is required to be submitted with this SCS Application Form. 

Customer Information 

2. The entity and contact person responsible for providing the required engineering 

certification of testing for this sewage collection system upon completion (including private 

service connections) and every five years thereafter to the appropriate TCEQ region office 

pursuant to 30 TAC §213.5(c) is: 

Contact Person: Joe Iannacone 

Entity: Titan NP35 Phase II, LLC 

Mailing Address: 4903 Woodrow Avenue 

City, State: Austin, Texas  Zip: 78756 

Telephone: 210-388-5220 Fax: n/a 

Email Address: jiannacone@titan-development.com 

The appropriate regional office must be informed of any changes in this information 

within 30 days of the change. 

3. The engineer responsible for the design of this sewage collection system is: 

Contact Person: Hollis Scheffler, P.E. 

Texas Licensed Professional Engineer's Number: 136049 

Entity: Westwood Professional Services 

Mailing Address: 8701 N. Mopac Expy. Ste. 320

City, State:Austin, Texas Zip: 78759 

Telephone:512-485-0831 Fax:n/a 

Email Address:hollis.scheffler@westwoodps.com 
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21. Location of existing and proposed water lines: 

 The entire water distribution system for this project is shown and labeled. 

 If not shown on the Site Plan, a Utility Plan is provided showing the entire water and 

sewer systems. 

 There will be no water lines associated with this project. 

22. 100-year floodplain: 

 After construction is complete, no part of this project will be in or cross a 100-year 

floodplain, either naturally occurring or manmade.  (Do not include streets or concrete-

lined channels constructed above of sewer lines.) 

 After construction is complete, all sections located within the 100-year floodplain will 

have water-tight manholes.  These locations are listed in the table below and are shown 

and labeled on the Site Plan.  (Do not include streets or concrete-lined channels 

constructed above sewer lines.) 

Table 3 - 100-Year Floodplain 

Line Sheet Station 

            of             to       

            of             to       

            of             to       

            of             to       

23. 5-year floodplain: 

 After construction is complete, no part of this project will be in or cross a 5-year 

floodplain, either naturally occurring or man-made.  (Do not include streets or concrete-

lined channels constructed above sewer lines.) 

 After construction is complete, all sections located within the 5-year floodplain will be 

encased in concrete or capped with concrete.  These locations are listed in the table 

below and are shown and labeled on the Site Plan.  (Do not include streets or concrete-

lined channels constructed above sewer lines.) 

Table 4 - 5-Year Floodplain 

Line Sheet Station 

            of             to       

            of             to       

            of             to       

            of             to       

 

24.  Legal boundaries of the site are shown. 

25.  The final plans and technical specifications are submitted for the TCEQ’s review.  Each 

sheet of the construction plans and specifications are dated, signed, and sealed by the 

Texas Licensed Professional Engineer responsible for the design on each sheet. 
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Line Manhole Station Sheet 

                        

28. Drop manholes: 

There are no drop manholes associated with this project. 

 Sewer lines which enter new or existing manholes or "manhole structures" higher than 

24 inches above the manhole invert are listed in the table below and labeled on the 

appropriate profile sheets.  These lines meet the requirements of 30 TAC 

§217.55(l)(2)(H). 

Table 7 - Drop Manholes 

Line Manhole Station Sheet 

                        

                        

                        

                        

                        

                        

29. Sewer line stub-outs (For proposed extensions): 

 The placement and markings of all sewer line stub-outs are shown and labeled. 

 No sewer line stub-outs are to be installed during the construction of this sewage 

collection system. 

30. Lateral stub-outs (For proposed private service connections): 

 The placement and markings of all lateral stub-outs are shown and labeled. 

 No lateral stub-outs are to be installed during the construction of this sewage collection 

system. 

31. Minimum flow velocity (From Appendix A) 

 Assuming pipes are flowing full; all slopes are designed to produce flows equal to or 

greater than 2.0 feet per second for this system/line. 

32. Maximum flow velocity/slopes (From Appendix A) 

 Assuming pipes are flowing full, all slopes are designed to produce maximum flows of 

less than or equal to 10 feet per second for this system/line. 

 Attachment D – Calculations for Slopes for Flows Greater Than 10.0 Feet per Second.  

Assuming pipes are flowing full, some slopes produce flows which are greater than 10 

feet per second.  These locations are listed in the table below. Calculations are attached. 
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Appendix A-Flow Velocity Table 

Flow Velocity (Flowing Full) All gravity sewer lines on the Edwards Aquifer Recharge Zone shall 

be designed and constructed with hydraulic slopes sufficient to give a velocity when flowing full 

of not less than 2.0 feet per second, and not greater than 10 feet per second.  The grades 

shown in the following table are based on Manning's formula and an n factor of 0.013 and shall 

be the minimum and maximum acceptable slopes unless provisions are made otherwise. 

Table 10 - Slope Velocity 

Pipe Diameter(Inches) 

% Slope required for 

minimum flow velocity of 2.0 

fps 

% Slope which produces flow 

velocity of 10.0 fps 

6 0.50 12.35 

8 0.33 8.40 

10 0.25 6.23 

12 0.20 4.88 

15 0.15 3.62 

18 0.11 2.83 

21 0.09 2.30 

24 0.08 1.93 

27 0.06 1.65 

30 0.055 1.43 

33 0.05 1.26 

36 0.045 1.12 

39 0.04 1.01 

>39 * * 

*For lines larger than 39 inches in diameter, the slope may be determined by Manning's formula 

(as shown below) to maintain a minimum velocity greater than 2.0 feet per second when 

flowing full and a maximum velocity less than 10 feet per second when flowing full. 

 

 

Figure 1 - Manning's Formula 

 

 

 

Where:  

v =  velocity (ft/sec)  

n =  Manning's roughness coefficient 

(0.013) 

Rh =  hydraulic radius (ft)  

S =  slope (ft/ft) 
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Attachment A – Spill Response Actions 

 
In accordance with the Edwards Aquifer Technical Guidance on Best Management Practices 

Operators, the following actions will be followed to ensure appropriate measures are taken in 

the case of a spill: 

 

Education 

• Be aware that different materials pollute in different amounts. Make sure that each 

employee knows what a “significant spill” is for each material they use, and what is the 

appropriate response for “significant” and “insignificant” spills. Employees should also be 

aware of when spill must be reported to the TCEQ. Information available in 30 TAC 327.4 

and 40 CFR 302.4. 

• Educate employees and subcontractors on potential dangers to humans and the 

environment from spills and leaks. 

• Hold regular meetings to discuss and reinforce appropriate disposal procedures 

(incorporate into regular safety meetings). 

• Establish a continuing education program to indoctrinate new employees. 

• Have contractor’s superintendent or representative oversee and enforce proper spill 

prevention and control measures. 

 

General Measures 

• To the extent that the work can be accomplished safely, spills of oil, petroleum products, 

substances listed under 40 CFR parts 110,117, and 302, and sanitary and septic wastes 

should be contained and cleaned up immediately. 

• Store hazardous materials and wastes in covered containers and protect from 

vandalism. 

• Place a stockpile of spill cleanup materials where it will be readily accessible. 

• Train employees in spill prevention and cleanup. 

• Designate responsible individuals to oversee and enforce control measures. 

• Spills should be covered and protected from stormwater runon during rainfall to the 

extent that it doesn’t compromise clean up activities. 

• Do not bury or wash spills with water. 

• Store and dispose of used clean up materials, contaminated materials, and recovered 

spill material that is no longer suitable for the intended purpose in conformance with the 

provisions in applicable BMPs. 

• Do not allow water used for cleaning and decontamination to enter storm drains or 

watercourses. Collect and dispose of contaminated water in accordance with 

applicable regulations. 

• Contain water overflow or minor water spillage and do not allow it to discharge into 

drainage facilities or watercourses. 

• Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, and spill 

reporting instructions for hazardous materials stored or used on the project site in an 

open, conspicuous, and accessible location. 

• Keep waste storage areas clean, well organized, and equipped with ample cleanup 

supplies as appropriate for the materials being stored. Perimeter controls, containment 

structures, covers, and liners should be repaired or replaced as needed to maintain 

proper function. 
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Cleanup 

• Clean up leaks and spills immediately. 

• Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and 

absorbent material for larger spills. If the spilled material is hazardous, then the used 

cleanup materials are also hazardous and must be disposed of as hazardous waste. 

• Never hose down or bury dry material spills. Clean up as much of the material as possible 

and dispose of properly. See the waste management BMPs in this section for specific 

information. 

 

Minor Spills 

• Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be 

controlled by the first responder at the discovery of the spill. 

• Use absorbent materials on small spills rather than hosing down or burying the spill. 

• Absorbent materials should be promptly removed and disposed of properly. 

• Follow the practice below for a minor spill: 

• Contain the spread of the spill. 

• Recover spilled materials. 

• Clean the contaminated area and properly dispose of contaminated materials. 

 

Semi-Significant Spills 

• Contain spread of the spill. 

• Notify the project foreman immediately. 

• If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods 

(absorbent materials, cat litter and/or rags). Contain the spill by encircling with 

absorbent materials and do not let the spill spread widely. 

• If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen 

dike. Dig up and properly dispose of contaminated soil. 

• If the spill occurs during rain, cover spill with tarps or other material to prevent 

contaminating runoff. 

 

Significant/Hazardous Spills 

• Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 

(Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact the 

Environmental Release Hotline at 1-800-832-8224. It is the contractor's responsibility to 

have all emergency phone numbers at the construction site. 

• For spills of federal reportable quantities, in conformance with the requirements in 40 CFR 

parts 110,119, and 302, the contractor should notify the National Response Center at 

(800) 424-8802. 

• Notification should first be made by telephone and followed up with a written report. 

• The services of a spills contractor or a Haz-Mat team should be obtained immediately. 

Construction personnel should not attempt to clean up until the appropriate and 

qualified staffs have arrived at the job site. 

• Other agencies which may need to be consulted include, but are not limited to, the City 

Police Department, County Sheriff Office, Fire Departments, etc. 
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Attachment B – Potential Sources of Contamination 

 
The following are potential sources of surface and groundwater contamination from 

construction activities: 

• Clearing and grubbing 

• Grading and site excavation  

• Vehicle tracking 

• Topsoil stripping and stockpiling 

• Landscaping operations 

• Staging and storage area 

• Paving (including curb and gutter) 

• Building Construction 

• Concrete washout area  
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Attachment D – Temporary Best Management Practices and 

Measures 
 

The following temporary best management practices will be conducted to prevent pollution of 

surface water, groundwater, and stormwater in accordance with the Edwards Aquifer Technical 

Guidance on Best Management Practices.  

 

Temporary Vegetation 

Vegetation will be used as a temporary stabilization technique for areas disturbed by 

construction, but not covered by pavement, buildings, or other structures. As a temporary 

control, vegetation will be used to stabilize stockpiles and barren areas that are inactive for long 

periods of time. 

 

Dust Control 

Dust control will prevent blowing and movement of dust from exposed soil surfaces, reduce on 

and off-site damage, health hazards and improve traffic safety. This practice is applicable to 

areas subject to dust blowing and movement where on and off-site damage is likely without 

treatment. 

 

Temporary Construction Entrance/Exit 

The temporary gravel construction entrance will provide a stable entrance/exit condition from 

the construction site and keep mud and sediment off public roads. A stabilized construction 

entrance is a stabilized pad of crushed stone located at any point traffic will be entering or 

leaving the construction site from a public right-of way, street, alley, sidewalk or parking area. 

The stabilized construction entrance will reduce or eliminate the tracking or flowing of sediment 

onto public rights of-way. This practice should be used at all points of construction ingress and 

egress.  

 

Silt Fence 

A silt fence is a barrier consisting of geotextile fabric supported by metal posts to prevent soil 

and sediment loss from a site. Proposed silt fences will be highly effective at controlling sediment 

from disturbed areas. They cause runoff to pond, allowing heavier solids to settle out.  

 

Inlet Protection 

All proposed inlets that may receive storm runoff from disturbed areas should be protected. 

Temporary inlet protection is a series of different measures that provide protection against silt 

transport or accumulation in storm sewer systems. This clogging can greatly reduce or 

completely stop the flow in the pipes. The different measures are used for different site 

conditions and inlet types. Filter barrier protection using silt fence is appropriate when the 

drainage area is less than one acre and the basin slope is less than five percent. This type of 

protection is not applicable in paved areas. Block and gravel protection is used when flows 

exceed 0.5 cubic feet per second and it is necessary to allow for overtopping to prevent 

flooding. This form of protection is also useful for curb type inlets as it works well in paved areas. 

Wire mesh and gravel protection is used when flows exceed 0.5 cubic feet per second and 

construction traffic may occur over the inlet. This form of protection may be used with both curb 

and drop inlets. 
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Concrete Washout Area 

The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants to 

stormwater from concrete waste by conducting washout offsite, performing onsite washout in a 

designated area, and training employees and subcontractors.  

 

The following steps will help reduce stormwater pollution from concrete wastes: • Incorporate 

requirements for concrete waste management into material supplier and subcontractor 

agreements.  

• Avoid mixing excess amounts of fresh concrete.  

• Perform washout of concrete trucks in designated areas only.  

• Do not wash out concrete trucks into storm drains, open ditches, streets, or streams.  

• Do not allow excess concrete to be dumped onsite, except in designated areas.  

 

For onsite washout:  

• Locate washout area at least 50 feet from sensitive features, storm drains, open ditches, 

or water bodies. Do not allow runoff from this area by constructing a temporary pit or 

bermed area large enough for liquid and solid waste. 

• Wash out wastes into the temporary pit where the concrete can set, be broken up, and 

then disposed properly. 
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Attachment F – Structural Practices 
 

Stormwater will be routed through the proposed silt fence and inlet protection for pollutant 

removal. The proposed permanent BMPs are to be constructed as to intercept stormwater 

flowing from the roadway and other impervious areas. The silt fence will provide temporary 

sedimentation control during construction prior to the permanent BMPs being finalized. No part 

of the site or placement of the structural practices will be encumbered by floodplain as shown 

on FEMA #48491C0283F & 48491C0291F.   
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Attachment G – Drainage Area Map 
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Attachment I – Inspection and Maintenance for BMPs 

 
The following inspection and maintenance guidelines for the temporary best management 

practices will be followed in accordance with the Edwards Aquifer Technical Guidance on Best 

Management Practices. Inspections of the Temporary BMPs will be documented in an inspection 

report. Inspection reports will document maintenance activities, sediment removal and 

modifications to the sediment and erosion controls.  

 

Temporary Vegetation 

1. Temporary vegetation should be inspected weekly and after each rain event to locate 

and repair any erosion. 

2. Erosion from storms or other damage should be repaired as soon as practical by 

regrading the area and applying new seed. 

3. If the vegetated cover is less than 80%, the area should be reseeded. 

 

Dust Control 

1. When dust is evident during dry weather, reapply dust control BMPs. 

 

Temporary Construction Entrance/Exit 

1. Inspect all fencing weekly, and after any rainfall.  

2. Remove sediment when buildup reaches 6 inches. 

3. Replace any torn fabric or install a second line of fencing parallel to the torn section. (4) 

Replace or repair any sections crushed or collapsed in the course of construction 

activity. If a section of fence is obstructing vehicular access, consider relocating it to a 

spot where it will provide equal protection, but will not obstruct vehicles. A triangular filter 

dike may be preferable to a silt fence at common vehicle access points. 

4. When construction is complete, the sediment should be disposed of in a manner that will 

not cause additional siltation and the prior location of the silt fence should be 

revegetated. The fence itself should be disposed of in an approved landfill. 

 

Silt Fence 

1. Inspect all fencing weekly, and after any rainfall. 

2. Remove sediment when buildup reaches 6 inches. 

3. Replace any torn fabric or install a second line of fencing parallel to the torn section. 

4. Replace or repair any sections crushed or collapsed in the course of construction 

activity. If a section of fence is obstructing vehicular access, consider relocating it to a 

spot where it will provide equal protection, but will not obstruct vehicles. A triangular filter 

dike may be preferable to a silt fence at common vehicle access points. 

5. When construction is complete, the sediment should be disposed of in a manner that will 

not cause additional siltation and the prior location of the silt fence should be 

revegetated. The fence itself should be disposed of in an approved landfill. 

 

Inlet Protection 

1. Inspection should be made weekly and after each rainfall. Repair or replacement should 

be made promptly as needed by the contractor. 

2. Remove sediment when buildup reaches a depth of 3 inches. Removed sediment should 

be deposited in a suitable area and in such a manner that it will not erode. 

3. Check placement of device to prevent gaps between device and curb. 

4. Inspect filter fabric and patch or replace if torn or missing. 

5. Structures should be removed and the area stabilized only after the remaining drainage 

area has been properly stabilized. 
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Concrete Washout Area 

When temporary concrete washout facilities are no longer required for the work, the hardened 

concrete should be removed and disposed of. Materials used to construct temporary concrete 

washout facilities should be removed from the site of the work and disposed of. Holes, 

depressions or other ground disturbance caused by the removal of the temporary concrete 

washout facilities should be backfilled and repaired. 
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Attachment J – Schedule of Interim and Permanent Soil 

Stabilization Practices 

 
Seeding of the disturbed areas will be on-going after completion of the rough grading process. 

Temporary seeding will be utilized until permanent landscaping is installed. Seeding will occur on 

any areas that are undisturbed for a period of 14 days. If construction progress is stopped for a 

period of 14 days, soil stabilization practices must be initiated by the contractor. Permanent 

landscaping will be provided as soon as final grades are achieved and the final paving and 

building operations are completed.  
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 Date: 8/22/24

Application Fee Schedule 

Texas Commission on Environmental Quality 

Edwards Aquifer Protection Program 30 TAC Chapter 213 (effective 05/01/2008) 

Water Pollution Abatement Plans and Modifications 

Contributing Zone Plans and Modifications 

Project 

Project Area in 

Acres Fee 

One Single Family Residential Dwelling < 5 $650 

Multiple Single Family Residential and Parks < 5 

5 < 10 

10 < 40 

40 < 100 

100 < 500 

≥ 500 

$1,500 

$3,000 

$4,000 

$6,500 

$8,000 

$10,000 

Non-residential (Commercial, industrial, 

institutional, multi-family residential, schools, and 

other sites where regulated activities will occur) 

< 1 

1 < 5 

5 < 10 

10 < 40 

40 < 100 

≥ 100 

$3,000 

$4,000 

$5,000 

$6,500 

$8,000 

$10,000 

Organized Sewage Collection Systems and Modifications 

Project 

Cost per Linear 

Foot 

Minimum Fee-

Maximum Fee 

Sewage Collection Systems $0.50 $650 - $6,500 

Underground and Aboveground Storage Tank System Facility Plans and 
Modifications 

Project 

Cost per Tank or 

Piping System 

Minimum Fee-

Maximum Fee 

Underground and Aboveground Storage Tank 

Facility $650 $650 - $6,500 

Exception Requests 

Project Fee 

Exception Request $500 
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Extension of Time Requests 

Project Fee 

Extension of Time Request $150 
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 TCEQ Core Data Form  

 

For detailed instructions regarding completion of this form, please read the Core Data Form Instructions or call 512-239-5175. 

SECTION I: General Information 
 

1. Reason for Submission (If other is checked please describe in space provided.) 

 New Permit, Registration or Authorization (Core Data Form should be submitted with the program application.) 

 Renewal (Core Data Form should be submitted with the renewal form)    Other       

2. Customer Reference Number (if issued) Follow this link to search 
for CN or RN numbers in  

Central Registry** 

3. Regulated Entity Reference Number (if issued) 

  CN 605948462   RN N/A 
 

SECTION II: Customer Information 
 

4. General Customer Information                                      5. Effective Date for Customer Information Updates (mm/dd/yyyy)        
 

 

 New Customer                                                   Update to Customer Information                       Change in Regulated Entity Ownership 

Change in Legal Name (Verifiable with the Texas Secretary of State or Texas Comptroller of Public Accounts)                                           

The Customer Name submitted here may be updated automatically based on what is current and active with the 

Texas Secretary of State (SOS) or Texas Comptroller of Public Accounts (CPA). 

6. Customer Legal Name (If an individual, print last name first: eg: Doe, John) If new Customer, enter previous Customer below:   

Titan NP35 Phase II, LLC       

7. TX SOS/CPA Filing Number 

85-1714807 

8. TX State Tax ID (11 digits) 

      

9. Federal Tax ID (9 digits) 

      

10. DUNS Number (if applicable) 

      

11. Type of Customer:    Corporation   Individual     Partnership:  General  Limited 

Government:  City  County  Federal  State  Other          Sole Proprietorship  Other:       

12. Number of Employees 
 0-20      21-100       101-250       251-500       501 and higher 

13. Independently Owned and Operated? 
 Yes                   No 

14. Customer Role (Proposed or Actual) – as it relates to the Regulated Entity listed on this form. Please check one of the following 

Owner                                                       Operator                                   Owner & Operator 

Occupational Licensee        Responsible Party                Voluntary Cleanup Applicant                      

 

Other:                                                                                                       

15. Mailing  
Address:  

4903 Woodrow Ave 

      

City  Austin State  TX ZIP  78756 ZIP + 4       

16. Country Mailing Information (if outside USA) 17. E-Mail Address (if applicable) 

      jiannacone@titan-development.com 

18. Telephone Number 19. Extension or Code 20. Fax Number (if applicable) 

(  210  ) 338-5220            (       )     -       
 

SECTION III: Regulated Entity Information 
 

21. General Regulated Entity Information (If ‘New Regulated Entity” is selected below this form should be accompanied by a permit application)                              

 New Regulated Entity       Update to Regulated Entity Name       Update to Regulated Entity Information         

The Regulated Entity Name submitted may be updated in order to meet TCEQ Agency Data Standards (removal 
of organizational endings such as Inc, LP, or LLC). 

22. Regulated Entity Name (Enter name of the site where the regulated action is taking place.)  

Titan NP35 Phase II LLC 

 TCEQ Use Only 
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23. Street Address of 
the Regulated Entity:            
(No PO Boxes) 

Siena Peak Drive 

      

City  Georgetown State  TX ZIP  78728 ZIP + 4       

24. County Williamson 

Enter Physical Location Description if no street address is provided. 

25. Description to  
Physical Location: 

The property is located northwest of the Aviation Drive & IH35 intersection in 

Georgetown, Texas. 

26. Nearest City    State Nearest ZIP Code 

               

27. Latitude (N) In Decimal:  30.68297°N 28. Longitude (W) In Decimal:  97.66901°W 
Degrees Minutes Seconds Degrees Minutes Seconds 

30 40 58.68 97 40 8.42 

29. Primary SIC Code (4 digits) 30. Secondary SIC Code (4 digits) 
31. Primary NAICS Code 
 (5 or 6 digits) 

32. Secondary NAICS Code 
(5 or 6 digits) 

                      

33. What is the Primary Business of this entity?    (Do not repeat the SIC or NAICS description.) 

Industrial 

34. Mailing  

Address:  

6901 McAllister Fwy, Ste. 1120 

      

City  San Antonio State  TX ZIP  78216 ZIP + 4       

35. E-Mail Address:  jiannacone@titan-development.com 

36. Telephone Number 37. Extension or Code 38. Fax Number (if applicable) 

( 210 ) 338-5220          (     )    -       
 

39. TCEQ Programs and ID Numbers Check all Programs and write in the permits/registration numbers that will be affected by the updates submitted on this 

form. See the Core Data Form instructions for additional guidance.   
 

 

 

SECTION IV: Preparer Information 
 

 

SECTION V:  Authorized Signature 
 

46.  By my signature below, I certify, to the best of my knowledge, that the information provided in this form is true and complete, and that I have 

signature authority to submit this form on behalf of the entity specified in Section II, Field 6 and/or as required for the updates to the ID numbers 

identified in field 39.  
 

 Dam Safety  Districts   Edwards Aquifer   Emissions Inventory Air  Industrial Hazardous Waste 

                               

 Municipal Solid Waste   New Source Review Air   OSSF   Petroleum Storage Tank   PWS 

                                

 Sludge  Storm Water  Title V Air   Tires  Used Oil 

                                 

 Voluntary Cleanup   Waste Water    Wastewater Agriculture   Water Rights  Other:       

                                 

40. 
Name:  

Hollis Scheffler, P.E. 41. Title:  Project Manager 

42. Telephone 
Number 

43. Ext./Code 44. Fax Number 45. E-Mail Address 

( 512 ) 485-0831         (     )    -          hollis.scheffler@westwoodps.com 

Company: Westwood PS Job Title: Senior Project Manager 

Name (In Print): Hollis Scheffler Phone: ( 512 ) 485- 831 
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Signature:  Date:  
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