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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 
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I certify that to the best of my knowledge, that the application is complete and accurate. This application 
is hereby submitted to TCEQ for administrative review and technical review.  

 

Ross Corder, PE 

Print Name of Customer/Authorized Agent  

 08-15-2025 

 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 
Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 

Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 
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Modification of a Previously Approved Contributing Zone Plan 
  



Jon Niermann, Chairman 

Emily Lindley, Commissioner 

Bobby Janecka, Commissioner 

Erin E. Chancellor, Interim Executive Director 

TEXAS COMMISSION ON ENVIRONMENTAL QUALITY 
Protecting Texas by Reducing and Preventing Pollution 

TCEQ Region 11  •  P.O. Box 13087  •  Austin, Texas 78711-3087  •  512-339-2929  •  Fax 512-339-3795 

Austin Headquarters: 512-239-1000  •  tceq.texas.gov  •  How is our customer service?  tceq.texas.gov/customersurvey 
printed on recycled paper 

May 19, 2023 

Mr. Blake Rue 
Oryx HW Mixed, Inc.  
P.O. Box 302663 
Austin, Texas 787003 

 
Re: Approval of a Contributing Zone Plan with Optional Enhanced Measures (CZP-OEM)  

Headwaters Commercial East Phase 1; Located at the intersection of Flathead Dr. and 
Headwaters Blvd.; Dripping Springs, Hays County, Texas 
Edwards Aquifer Protection Program ID: 11003491, Regulated Entity No. RN109921833 

 
 
Dear Mr. Rue: 

The Texas Commission on Environmental Quality (TCEQ) has completed its review on the 
application for the above-referenced project submitted to the Edwards Aquifer Protection 
Program (EAPP) by Malone Wheeler, Inc. on behalf of the applicant, Oryx HW Mixed, Inc. on 
February 15, 2023. Final review of the application was completed after additional material was 
received on May 17, 2023. 

As presented to the TCEQ, the application was prepared in general compliance with the 
requirements of 30 Texas Administrative Codes (TAC) Chapter §213. The permanent best 
management practices (BMPs) and measures represented in the application were prepared by a 
Texas licensed professional engineer (PE). All construction plans and design information were 
sealed, signed, and dated by a Texas licensed PE. Therefore, the application for the construction 
of the proposed project and methods to protect the Edwards Aquifer are approved, subject to 
applicable state rules and the conditions in this letter.  

This approval expires two years from the date of this letter, unless, prior to the expiration 
date, more than 10 percent of the construction has commenced on the project or an extension 
of time has been officially requested. This approval or extension will expire, and no extension 
will be granted if more than 50 percent of the project has not been completed within ten years 
from the date of this letter.  

The applicant or a person affected may file with the chief clerk a motion for reconsideration of 
the executive director's final action on this Edwards Aquifer protection plan. A motion for 
reconsideration must be filed in accordance with 30 TAC §50.139.  

 

PROJECT DESCRIPTION 

The proposed non-residential project will have an area of approximately 5.8 acres.  The project 
will include the construction of one building, parking, sidewalks, a water quality facility, 
utilities, and associated appurtenances. The impervious cover will be 1.3 acres (22.3 percent). 
Project wastewater will be disposed of by conveyance to the existing Headwaters Water 
Reclamation Plant.  
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PERMANENT POLLUTION ABATEMENT MEASURES 

To prevent the pollution of stormwater runoff originating on-site or upgradient of the site and 
potentially flowing across and off the site after construction, one batch detention basin, 
designed using the TCEQ technical guidance, RG-348, Complying with the Edwards Aquifer 
Rules: Technical Guidance on Best Management Practices and RG-348A Optional Enhanced 
Measures for the Protection of Water Quality in the Edward Aquifer (Revised), will be 
constructed/implemented to treat stormwater runoff. The required total suspended solids (TSS) 
treatment for this project is 1,188 pounds of TSS generated from the 1.3 acres of impervious 
cover. The approved permanent BMPs and measures meet the required 80 percent removal of 
the increased load in TSS caused by the project.  

The permanent BMP shall be operational prior to occupancy or use of the proposed project. 
Inspection, maintenance, repair, and retrofit of the permanent BMPs shall be in accordance with 
the approved application.  

 
GEOLOGY 

According to the Geologic Assessment (GA) included with the application, the surficial unit of 
the site is the Glen Rose Formation. No sensitive geologic features were identified in the GA. 
The site assessment conducted on April 18, 2023, by TCEQ staff determined the site to be 
generally as described by the GA.   

 

STANDARD CONDITIONS 

1. The plan holder (applicant) must comply with all provisions of 30 TAC Chapter §213 and all 
technical specifications in the approved plan. The plan holder should also acquire and 
comply with additional and separate approvals, permits, registrations or authorizations 
from other TCEQ Programs (i.e., Stormwater, Water Rights, Dam Safety, Underground 
Injection Control) as required based on the specifics of the plan. 

2. In addition to the rules of the Commission, the plan holder must also comply with state and 
local ordinances and regulations providing for the protection of water quality as applicable. 

Prior to Commencement of Construction: 

3. The plan holder of any approved Edwards Aquifer protection plan must notify the EAPP and 
obtain approval from the executive director prior to initiating any modification to the 
activities described in the referenced application following the date of the approval.  

4. The plan holder must provide written notification of intent to commence construction, 
replacement, or rehabilitation of the referenced project. Notification must be submitted to 
the EAPP no later than 48 hours prior to commencement of the regulated activity. 
Notification must include the date on which the regulated activity will commence, the name 
of the approved plan and program ID number for the regulated activity, and the name of 
the prime contractor with the name and telephone number of the contact person.  

5. Temporary erosion and sedimentation (E&S) controls as described in the referenced 
application, must be installed prior to construction, and maintained during construction. 
Temporary E&S controls may be removed when vegetation is established, and the 
construction area is stabilized. The TCEQ may monitor stormwater discharges from the site 
to evaluate the adequacy of temporary E&S control measures. Additional controls may be 
necessary if excessive solids are being discharged from the site. 
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During Construction: 

6. The application must indicate the placement of permanent aboveground storage tanks 
facilities for static hydrocarbons and hazardous substances with cumulative storage 
capacity of 500 gallons or more. Subsequent permanent storage tanks on this project site 
require a modification to be submitted and approved prior to installation. 

7. If sediment escapes the construction site, the sediment must be removed at a frequency 
sufficient to minimize offsite impacts to water quality (e.g., fugitive sediment in street being 
washed into surface streams or sensitive features by the next rain). Sediment must be 
removed from sediment traps or sedimentation ponds not later than when design capacity 
has been reduced by 50 percent. Litter, construction debris, and construction chemicals 
shall be prevented from becoming stormwater discharge pollutants. 

8. Intentional discharges of sediment laden water are not allowed. If dewatering becomes 
necessary, the discharge must be filtered through appropriately selected BMPs.  

9. The following records shall be maintained and made available to the executive director 
upon request: the dates when major grading activities occur, the dates when construction 
activities temporarily or permanently cease on a portion of the site, and the dates when 
stabilization measures are initiated. 

10. Stabilization measures shall be initiated as soon as practicable in portions of the site where 
construction activities have temporarily or permanently ceased, and construction activities 
will not resume within 21 days. When the initiation of stabilization measures by the 14th 
day is precluded by weather conditions, stabilization measures shall be initiated as soon as 
practicable. 

After Completion of Construction:  

11. Owners of permanent BMPs and temporary measures must ensure that the BMPs and 
measures are constructed and function as designed. A Texas licensed PE must certify in 
writing that the permanent BMPs or measures were constructed as designed. The 
certification letter must be submitted to the EAPP within 30 days of site completion.  

12. The applicant shall be responsible for maintaining the permanent BMPs after construction 
until such time as the maintenance obligation is either assumed in writing by another entity 
having ownership or control of the property or the ownership of the property is transferred 
to the entity. A copy of the transfer of responsibility must be filed with the executive 
director through the EAPP within 30 days of the transfer. TCEQ form, Change in 
Responsibility for Maintenance on Permanent BMPs and Measures (TCEQ-10263), may be 
used.  

 

The holder of the approved Edwards Aquifer protection plan is responsible for compliance with 
Chapter §213 and any condition of the approved plan through all phases of plan 
implementation. Failure to comply with any condition within this approval letter is a violation 
of Chapter §213 and is subject to administrative rule or orders and penalties as provided under 
§213.10 of this title (relating to Enforcement). Such violations may also be subject to civil 
penalties and injunction. Upon legal transfer of this property, the new owner is required to 
comply with all terms of the approved Edwards Aquifer protection plan.  
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This action is taken as delegated by the executive director of the Texas Commission on 
Environmental Quality. If you have any questions or require additional information, please 
contact Mr. James “Bo” Slone, P.G. of the Edwards Aquifer Protection Program at (512) 239-5711 
or the regional office at 512-339-2929.  

 
 
Sincerely, 
 
 
Lillian Butler, Section Manager 
Edwards Aquifer Protection Program  
Texas Commission on Environmental Quality 
 
LIB/jcs 
 
cc: Mr. Landon McClellan, P.E., Malone Wheeler, Inc. 
 
 
 
 

r p 7 d f 
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Attachment C: Current Site Plan of Approval Project 
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18. Type of project: 

 TXDOT road project. 
 County road or roads built to county specifications. 
 City thoroughfare or roads to be dedicated to a municipality. 
 Street or road providing access to private driveways. 

19. Type of pavement or road surface to be used: 

 Concrete 
 Asphaltic concrete pavement 
 Other:       

20. Right of Way (R.O.W.): 

Length of R.O.W.:       feet. 
Width of R.O.W.:       feet. 
L x W =      Ft² ÷ 43,560 Ft²/Acre =       acres. 

21. Pavement Area: 

Length of pavement area:       feet. 
Width of pavement area:       feet. 
L x W =      Ft² ÷ 43,560 Ft²/Acre =       acres. 
Pavement area       acres ÷ R.O.W. area       acres x 100 =      % impervious cover. 

22.  A rest stop will be included in this project. 

 A rest stop will not be included in this project. 

23.  Maintenance and repair of existing roadways that do not require approval from the 
TCEQ Executive Director. Modifications to existing roadways such as widening 
roads/adding shoulders totaling more than one-half (1/2) the width of one (1) existing 
lane require prior approval from the  TCEQ. 

Stormwater to be generated by the Proposed Project 

24.  Attachment E - Volume and Character of Stormwater.  A detailed description of the 
volume (quantity) and character (quality) of the stormwater runoff which is expected to 
occur from the proposed project is attached.  The estimates of stormwater runoff 
quality and quantity are based on area and type of impervious cover.  Include the runoff 
coefficient of the site for both pre-construction and post-construction conditions. 

Wastewater to be generated by the Proposed Project 

25.  Wastewater is to be discharged in the contributing zone. Requirements under 30 TAC 
§213.6(c) relating to Wastewater Treatment and Disposal Systems have been satisfied. 

 N/A 
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one tank system, the containment structure is sized to capture one and one-half (1 1/2) 
times the cumulative storage capacity of all systems. 

 Attachment G - Alternative Secondary Containment Methods.   Alternative methods 
for providing secondary containment are proposed.  Specifications showing equivalent 
protection for the Edwards Aquifer are attached. 

29. Inside dimensions and capacity of containment structure(s): 

Table 3 - Secondary Containment 

Length (L)(Ft.) Width(W)(Ft.) Height (H)(Ft.) L x W x H = (Ft3) Gallons 

                              

                              

                              

                              

Total:       Gallons 

30. Piping:  

 All piping, hoses, and dispensers will be located inside the containment structure. 
 Some of the piping to dispensers or equipment will extend outside the containment 
structure. 

 The piping will be aboveground 
 The piping will be underground 

31.  The containment area must be constructed of and in a material impervious to the 
substance(s) being stored.  The proposed containment structure will be constructed of: 
     . 

32.  Attachment H - AST Containment Structure Drawings.  A scaled drawing of the 
containment structure is attached that shows the following: 

 Interior dimensions (length, width, depth and wall and floor thickness). 
 Internal drainage to a point convenient for the collection of any spillage. 
Tanks clearly labeled 
 Piping clearly labeled 
 Dispenser clearly labeled 

33.  Any spills must be directed to a point convenient for collection and recovery. Spills from 
storage tank facilities must be removed from the controlled drainage area for disposal 
within 24 hours of the spill. 

 In the event of a spill, any spillage will be removed from the containment structure 
within 24 hours of the spill and disposed of properly. 
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 In the event of a spill, any spillage will be drained from the containment structure 
through a drain and valve within 24 hours of the spill and disposed of properly.  The 
drain and valve system are shown in detail on the scaled drawing. 

Site Plan Requirements 
Items 34 - 46 must be included on the Site Plan. 

34.  The Site Plan must have a minimum scale of 1" = 400'. 

Site Plan Scale: 1" = 30'. 

35. 100-year floodplain boundaries:  

 Some part(s) of the project site is located within the 100-year floodplain. The floodplain 
is shown and labeled. 

 No part of the project site is located within the 100-year floodplain. 
The 100-year floodplain boundaries are based on the following specific (including date of 
material) sources(s): 48209C0108G dated 01/17/2025. 

36.  The layout of the development is shown with existing and finished contours at 
appropriate, but not greater than ten-foot contour intervals.  Lots, recreation centers, 
buildings, roads, etc. are shown on the site plan. 

 The layout of the development is shown with existing contours at appropriate, but not 
greater than ten-foot contour intervals.  Finished topographic contours will not differ 
from the existing topographic configuration and are not shown.  Lots, recreation 
centers, buildings, roads, etc. are shown on the site plan. 

37.  A drainage plan showing all paths of drainage from the site to surface streams. 

38.  The drainage patterns and approximate slopes anticipated after major grading activities. 

39.  Areas of soil disturbance and areas which will not be disturbed. 

40.  Locations of major structural and nonstructural controls.  These are the temporary and 
permanent best management practices. 

41.  Locations where soil stabilization practices are expected to occur. 

42.  Surface waters (including wetlands).  

 N/A 

43.  Locations where stormwater discharges to surface water. 

 There will be no discharges to surface water. 

44.  Temporary aboveground storage tank facilities.  

 Temporary aboveground storage tank facilities will not be located on this site. 
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45.  Permanent aboveground storage tank facilities.  

 Permanent aboveground storage tank facilities will not be located on this site. 

46.  Legal boundaries of the site are shown. 

Permanent Best Management Practices (BMPs)  
Practices and measures that will be used during and after construction is completed. 

47.  Permanent BMPs and measures must be implemented to control the discharge of 
pollution from regulated activities after the completion of construction.  

 N/A 

48.  These practices and measures have been designed, and will be constructed, operated, 
and maintained to insure that 80% of the incremental increase in the annual mass 
loading of total suspended solids (TSS) from the site caused by the regulated activity is 
removed.  These quantities have been calculated in accordance with technical guidance 
prepared or accepted by the executive director. 

 The TCEQ Technical Guidance Manual (TGM) was used to design permanent BMPs 
and measures for this site. 

 A technical guidance other than the TCEQ TGM was used to design permanent BMPs 
and measures for this site.  The complete citation for the technical guidance that 
was used is:      . 

 N/A 

49.  Owners must insure that permanent BMPs and measures are constructed and function 
as designed.  A Texas Licensed Professional Engineer must certify in writing that the 
permanent BMPs or measures were constructed as designed.  The certification letter 
must be submitted to the appropriate regional office within 30 days of site completion. 

 N/A 

50. Where a site is used for low density single-family residential development and has 20 % or 
less impervious cover, other permanent BMPs are not required.  This exemption from 
permanent BMPs must be recorded in the county deed records, with a notice that if the 
percent impervious cover increases above 20% or land use changes, the exemption for the 
whole site as described in the property boundaries required by 30 TAC §213.4(g) (relating to 
Application Processing and Approval), may no longer apply and the property owner must 
notify the appropriate regional office of these changes. 

The site will be used for low density single-family residential development and has 
20% or less impervious cover. 

The site will be used for low density single-family residential development but has 
more than 20% impervious cover. 

The site will not be used for low density single-family residential development. 
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51. The executive director may waive the requirement for other permanent BMPs for multi-
family residential developments, schools, or small business sites where 20% or less 
impervious cover is used at the site.  This exemption from permanent BMPs must be 
recorded in the county deed records, with a notice that if the percent impervious cover 
increases above 20% or land use changes, the exemption for the whole site as described in 
the property boundaries required by 30 TAC §213.4(g) (relating to Application Processing 
and Approval), may no longer apply and the property owner must notify the appropriate 
regional office of these changes. 

 Attachment I - 20% or Less Impervious Cover Waiver.  The site will be used for 
multi-family residential developments, schools, or small business sites and has 20% 
or less impervious cover.  A request to waive the requirements for other permanent 
BMPs and measures is attached. 

 The site will be used for multi-family residential developments, schools, or small 
business sites but has more than 20% impervious cover. 

 The site will not be used for multi-family residential developments, schools, or small 
business sites. 

52.  Attachment J - BMPs for Upgradient Stormwater. 

 A description of the BMPs and measures that will be used to prevent pollution of 
surface water, groundwater, or stormwater that originates upgradient from the site 
and flows across the site is attached.  

 No surface water, groundwater or stormwater originates upgradient from the site 
and flows across the site, and an explanation is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface 
water, groundwater, or stormwater that originates upgradient from the site and 
flows across the site, and an explanation is attached. 

53.  Attachment K - BMPs for On-site Stormwater. 

 A description of the BMPs and measures that will be used to prevent pollution of 
surface water or groundwater that originates on-site or flows off the site, including 
pollution caused by contaminated stormwater runoff from the site is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface water 
or groundwater that originates on-site or flows off the site, including pollution 
caused by contaminated stormwater runoff, and an explanation is attached. 

54.  Attachment L - BMPs for Surface Streams.  A description of the BMPs and measures 
that prevent pollutants from entering surface streams is attached.  

 N/A 

55.  Attachment M - Construction Plans.  Construction plans and design calculations for the 
proposed permanent BMPs and measures have been prepared by or under the direct 
supervision of a Texas Licensed Professional Engineer, and are signed, sealed, and 
dated.  Construction plans for the proposed permanent BMPs and measures are 
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or a non-residential development such as commercial, industrial, institutional, schools, 
and other sites where regulated activities occur. 

Administrative Information 

61.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.   

62.  Any modification of this Contributing Zone Plan may require TCEQ review and Executive 
Director approval prior to construction, and may require submission of a revised 
application, with appropriate fees. 

63.  The site description, controls, maintenance, and inspection requirements for the storm 
water pollution prevention plan (SWPPP) developed under the EPA NPDES general 
permits for stormwater discharges have been submitted to fulfill paragraphs 30 TAC 
§213.24(1-5) of the technical report.  All requirements of 30 TAC §213.24(1-5) have 
been met by the SWPPP document. 

 The Temporary Stormwater Section (TCEQ-0602) is included with the application.  
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Attachment A: Road Map 
  



Headwaters Fire Station CZP Application Section  

 

 

Attachment A: Road Map 

 

TCEQ 
12100 Park 35 Cir, Austin, TX 78753 
Get on I-35 S from S I-35 Frontage Rd 
2 min (1.0 mi) 
Continue on I-35 S. Take US-183 N, TX-1 Loop S/MoPac, N Mopac Expy and TX-1 Loop S to TX-71 W/US-
290W. Take exit US-290 from TX-1 Loop S 
19 min (19.4 mi) 
Follow US-290W to Headwaters Blvd in Dripping Springs 
21min (14.0 mi) 
404 Headwaters BLVD, Dripping Springs 
Texas 78620 
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Attachment B: USGS Quad Map 
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Attachment C: Project Narrative 
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Attachment D: Factors Affecting Surface Water Quality 
  



Headwaters Fire Station CZP Application Section  

 

 

Attachment D: Factors Affecting Surface Water Quality 

The list below are potential sources of pollution that may be reasonably expected to impact the 
quality of stormwater runoff from the site during construction.   

 Hydrocarbons from asphalt paving construction 
 Oil, fuel, grease and hydraulic fluid from construction equipment and automobiles 
 Soil erosion due to site clearing, grading and demolition activities 
 Trash, litter and construction debris from workers and construction activities 
 Concrete truck washout 
 Concrete/masonry  
 Fertilizers 
 Cleaning solvents 

The list below are potential sources of pollution that may be reasonably expected to impact the 
quality of stormwater runoff from the site after construction or after development.  

 Trash and litter typical of daily use from customers and tenants 
 Oil, fuel, grease and hydraulic fluid from vehicles parked/traveling onsite 
 Dirt and dust from landscape areas and vehicles 
 Fertilizers 
 Cleaning solvents 
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Attachment E: Volume and Character of Stormwater 
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Attachment G: Alternative Secondary Containment Methods 
*(NOT APPLICABLE)* 
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Attachment H: AST Containment Structure Drawings (If AST) 
*(NOT APPLICABLE)* 
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Attachment I: 20% or Less Impervious Cover Waiver 
*(NOT APPLICABLE)* 
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Attachment J: BMPs for Upgradient Stormwater 
  



Headwaters Fire Station CZP Application Section  

 

 

Attachment J: BMPs for Upgradient Stormwater 

There are no existing offsite flows onto the site. No permanent BMPs are required to prevent 
pollution. 

All temporary BMPs are shown on the plan set and are described more fully in the SWPP in 
Section 3 of this application. 
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Attachment K: BMPs for On-Site Stormwater 
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Attachment N: Inspection, Maintenance, Repair, Retrofit Plan 
  


