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Texas Commission on Environmental Quality

Edwards Aquifer Application Cover Page

Our Review of Your Application

The Edwards Aquifer Program staff conducts an administrative and technical review of all

applications. The turnaround time for administrative review can be up to 30 days as outlined in
30 TAC 213.4(e). Generally administrative completeness is determined during the intake
meeting or within a few days of receipt. The turnaround time for technical review of an
administratively complete Edwards Aquifer application is 9o days as outlined in 30 TAC
213.4(e). Please know that the review and approval time is directly impacted by the quality and
completeness of the initial application that is received. In order to conduct a timely review, it is
imperative that the information provided in an Edwards Aquifer application include final plans,
be accurate, complete, and in compliance with 30 TAC 213. Administrative Review

1.

Edwards Aquifer applications must be deemed administratively complete before a technical review can
begin. To be considered administratively complete, the application must contain completed forms and
attachments, provide the requested information, and meet all the site plan requirements. The submitted
application and plan sheets should be final plans. Please submit one full-size set of plan sheets with the
original application, and half-size sets with the additional copies.

To ensure that all applicable documents are included in the application, the program has developed tools to
guide you and web pages to provide all forms, checklists, and guidance. Please visit the below website for
assistance: http://www.tceq.texas.gov/field/eapp.

This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in
the application and brought to the administrative review meeting.

Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their
authorized agent should call the appropriate regional office, according to the county in which the project is
located, to schedule a review. The average meeting time is one hour.

In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after.
Administrative deficiencies will cause the application to be deemed incomplete and returned.

An appointment should be made to resubmit the application. The application is re-examined to ensure all
deficiencies are resolved. The application will only be deemed administratively complete when all
administrative deficiencies are addressed.

If an application is received by mail, courier service, or otherwise submitted without a review meeting, the
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the
results of the administrative review. If the application is found to be administratively incomplete, it can be
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may
require arrangements for return shipping.

If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive”
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585
Instructions).

Technical Review

1.

When an application is deemed administratively complete, the technical review period begins. The regional
office will distribute copies of the application to the identified affected city, county, and groundwater
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ.
A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be
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clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the
alignment of the Sewage Collection System and manholes should be staked at the time the application is
submitted. If the site is not marked the application may be returned.

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to
the second notice is not received, is incomplete or inadequate, or provides new information that is
incomplete or inadequate, the application must be withdrawn or will be denied. Please note that because the
technical review is underway, whether the application is withdrawn or denied the application fee will be
forfeited.

4. The program has 9o calendar days to complete the technical review of the application. If the application is
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated
activity may not begin until an approval is issued.

Mid-Review Modifications
It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays.

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your
Edwards Aquifer application has been deemed administratively complete by TCEQ. This is considered a
“MidReview Modification”. Mid-Review Modifications may require redistribution of an application that includes
the proposed modifications for public comment.

If you are proposing a Mid-Review Modification, two options are available:

» Ifthe technical review has begun your application can be denied/withdrawn, your fees will be forfeited,
and the plan will have to be resubmitted.

»  TCEQ can continue the technical review of the application as it was submitted, and a modification
application can be submitted at a later time.

If the application is denied /withdrawn, the resubmitted application will be subject to the administrative and
technical review processes and will be treated as a new application. The application will be redistributed to the
affected jurisdictions.

Please contact the regional office if you have questions. If your project is located in Williamson, Travis, or Hays
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina,
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096 Please

fill out all required fields below and submit with your application.

1. Regulated Entity Name: Dripping Springs ISD 2. Regulated Entity No.: RN108296708

Elementary and Middle School

3. Customer Name: Dripping Springs ISD 4. Customer No.: CN 601259435

5. Project Type:| New Modification Extension | Exception

(Please circle/check one) =

6. Plan Type: WPAP | CZP [ SCS |UST | AST | EXP [ EXT |Technical Optional Enhanced

(Please circle/check one) X Clarification Measures

7. Land Use: Residential | Non-residential 8. Site (acres): 49.103 acres

(Please circle/check one) X

9. Application Fee: | $8,000 10. Permanent BMP(s): (2) Sand Filtration Ponds (ENHANCED
MEASURES)

11. SCS (Linear Ft.): | N/A 12. AST/UST (No. Tanks): | N/A

13. County: Hays 14. Watershed: Spring Branch of Bear Creek
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Application Distribution

Instructions: Use the table below to determine the number of applications required. One original and one copy
of the application, plus additional copies (as needed) for each affected incorporated city, county, and

groundwater conservation district are required. Linear projects or large projects, which cross into multiple

jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the
EAPP Boundaries” map found at:

http://www.tceq.texas.gov/assets/public/compliance/field ops/eapp/EAPP%20GWCD%20map.pdf For

more detailed boundaries, please contact the conservation district directly.

Austin Region
County: Hays Travis Williamson
Original (1 req.) X _ —
Region (1 req.) X S S
County(ies) X s —
___Edwards Aquifer
Authority
Groundwater Conservation |__ Barton Springs/ .
District(s) Edwards Aquifer 'E—dv]\?;réozsl) ;;gs/ NA
_X_Hays Trinity S Aqu
__Plum Creek
___Austin
. Cedar Park
Austi . —
_BEZan ___Austin __ Florence
e .. . __BeeCave G 1
_X_Dripping Springs Pflugerville — 3 erorie own
City(ies) Jurisdiction  |__ Kyle —oto8 — ITe
B = __Rollingwood Leander
___Mountain City == .
__Round Rock Liberty Hill
__San Marcos . .
. __ Sunset Valley __ Pflugerville
— Wimberley West Lake Hills Round Rock
___Woodcreek i ——round roc
San Antonio Region
County: Bexar Comal Kinney Medina Uvalde
Original (1 req.) — - — — s
Region (1 req.) _ — —— — —
County(ies) - — S p—_— -
Groundwater dward 3
Conservation |— E;l;':ﬁ;ﬁst;}quer __Edwards Aquifer FSRTEy __EAA __EAA
District(s) __Trinity-Glen Rose Authority — __Medina __Uvalde
__Castle Hills
__Fair Oaks Ranch
___Helotes __Bulverde
City(ies) __Hill Country Village |__Fair Oaks Ranch __San
Jurisdiction __ Hollywood Park __Garden Ridge NA Antonio ETJ | NA
__San Antonio (SAWS)|__ New Braunfels (SAWS)
__Shavano Park ___Schertz
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A\t\&rc_\ A ‘T\)C.rc?.. SN

I certify that to the best of my knowledge, that the application is complete and accurate. This
application is hereby submitted to TCEQ for administrative review and technical review.

Print Name of Cpstomer/Authorized Agert

12/19/25

er/AﬁT;orized Agent

/Date

FI

**FOR TCEQ INTERNAL USE ON.Y**

Date(s)Reviewed:

Date Administratively Complete:

Received From:

Correct Number of Copies:

Received By: Distribution Date: |
I EAPP File Number: Complex:
Admin. Review(s) (No.): No. AR Rounds:

Delinquent Fees (Y/N):

Review Time Spent:

Lat./Long. Verified:

SOS Customer Verification:

Agent Authorization
Complete/Notarized (Y/N):

Core Data Form Complete (Y/N):

Core Data Form Incomplete Nos.:

Fee

Check: Payable to TCEQ (Y/N):

Signed (Y/N):

Less than 9o days old (Y/N):

TCEQ-20705 (Rev. 02-17-17)
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TCEQ Use Only

TCEQ Core Data Form

For detailed instructions on completing this form, please read the Core Data Form Instructions or call 512-239-5175.

SECTION I: General Information

1. Reason for Submission (If other is checked please describe in space provided.)

[0 New Permit, Registration or Authorization (Core Data Form should be submitted with the program application.)

[C] Renewal (Core Data Form should be submitted with the renewal form) X other Contributing Zone Plan Modification

2. Customer Reference Number (if issued) Follow this link to search 3. Regulated Entity Reference Number (if issued)

for CN or RN humbers in

CN 601259435 Central Registry** RN 108296708

SECTION I1I: Customer Information

4. General Customer Information 5. Effective Date for Customer Information Updates (mm/dd/yyyy) 12/19/2025
[] New customer Update to Customer Information [1 change in Regulated Entity Ownership

[change in Legal Name (Verifiable with the Texas Secretary of State or Texas Comptroller of Public Accounts)

The Customer Name submitted here may be updated automatically based on what is current and active with the Texas Secretary of State
(SOS) or Texas Comptroller of Public Accounts (CPA).

6. Customer Legal Name (If an individual, print last name first: eg: Doe, John) If new Customer, enter previous Customer below:
Dripping Springs ISD
7. TX SOS/CPA Filing Number 8. TX State Tax ID (11 digits) 9. Federal Tax ID 10. DUNS Number (if
applicable)

(9 digits)

74-600309
11. Type of Customer: [7] Corporation [1 individual Partnership: [ ] General [] Limited
Government: [ City [] County [ ] Federal [ ] Local [] state [X] Other [ sole Proprietorship [ other:
12. Number of Employees 13. Independently Owned and Operated?
o220 [J21-100 [J101-250 []251-500 [X] 501 and higher X ves O no

14. Customer Role (Proposed or Actual) — as it relates to the Regulated Entity listed on this form. Please check one of the following

[Jowner [ operator X] owner & Operator Coth
er:

[Joccupational Licensee [ Responsible Party [ vcr/BsA Applicant

300 Sportsplex Drive
15. Mailing
Address:

City Dripping Springs State X ZIP 78620 ZIP +4
16. Country Mailing Information (if outside USA) 17. E-Mail Address (if applicable)

TCEQ-10400 (11/22) Page 1 of 3



18. Telephone Number

( 512 ) 858-3000

19. Extension or Code

20. Fax Number (if applicable)

( 512 ) 858-3099

SECTION III: Regulated Entity Information

[[] New Regulated Entity

[ update to Regulated Entity Name

21. General Regulated Entity Information (If ‘New Regulated Entity” is selected, a new permit application is also required.)

[] update to Regulated Entity Information

as Inc, LP, or LLC).

The Regulated Entity Name submitted may be updated, in order to meet TCEQ Core Data Standards {removal of organizational endings such

22, Regulated Entity Name (Enter name of the site where the regulated action is taking place.)

Dripping Springs I1SD

23, Street Address of

1000 Sawyer Ranch Road

the Regulated Entity:
{No PO Boxes) i ]

o PO Boxes, City Dripping Springs State TX ZIP 78620 ZIP +4
24, County Hays

If no Street Address is provided, fields 25-28 are required.

25. Description to

Physical Location:

Rachels Canyon Drive

East side of Sawyer Ranch Road, south of Hwy 290, south of White Washington Way, and north of Cool Springs Way and adjacent to

26. Nearest City

State Nearest ZIP Code

Dripping Springs

X 78620

Latitude/Longitude are required and may be added/updated to meet TCEQ Core Data Standards. (Geocoding of the Physical Address may be
used to supply coordinates where none have been provided or to gain accuracy).

27. Latitude (N) In Decimal:

30.181341

28. Longitude (W) In Decimal:

97.998133

Degrees

Minutes

Seconds

Degrees

Minutes Seconds

30

10

52.8276

97 59 53.2788

29. Primary SIC Code

30. Secondary SIC Code

31. Primary NAICS Code

32. Secondary NAICS Code

(4 digits) (4 digits) (5 or 6 digits) (5 or 6 digits)
8211 611110
33. What is the Primary Business of this entity? (Do not repeat the SIC or NAICS description.)
K-8 Educational Institution

300 Sportsplex Drive
34. Mailing
Address:

City Dripping Springs State ™ ZIP 78620 ZIP+4

35. E-Mail Address:

elaine.cogburn@dsisd.txed.net

36. Telephone Number

37. Extension or Code

38. Fax Number (if applicable)

(512) 858-3000

{512 ) 858-3099

TCEQ-10400 (11/22)
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39. TCEQ Programs and ID Numbers Check all Programs and write in the permits/registration numbers that will be affected by the updates submitted on this
form. See the Core Data Form instructions for additional guidance.

] bam safety

[ pistricts

[1 Edwards Aquifer

[C] Emissions Inventory Air

] Industrial Hazardous Waste

] New Source

[ Municipal Solid Waste X . [ ossF [ petroleum Storage Tank O pws
Review Air
] sludge ] storm water ] Title v Air ] Tires [ used oil
] voluntary Cleanup [] wastewater ] wastewater Agriculture [ water Rights X other: Edwards Aquifer

Contributing Zone

SECTION 1IV: Preparer Information

40. Name:

Andres M. Juarez, P.E.

41, Title:

Vice President-DIG Engineers

42. Telephone Number

43, Ext./Code

44, Fax Number

45, E-Mail Address

(713 ) 965-0608

andres.juarez@digengineers.com

SECTION V: Authorized Si

nature

46. By my signature below, | certify, to the best of my knowledge, that the information provided in this form is true and complete, and that | have signature authority
to submit this form on behalf of the entity specified in Section II, Field 6 and/or as required for the updates to the ID numbers identified in field 39.

TCEQ-10400 (11/22)

Company: PBK Architects Job Title: Vice President - DIG Engineers
Name (In Print): Andres M. Juarez, P.E. Phone: {713 ) 965- 608
o !
Signature: “\ Date: /
oL - (2/15for
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Contributing Zone Plan Application

Texas Commission on Environmental Quality for Regulated Activities on the Contributing Zone
to the Edwards Aquifer and Relating to 30 TAC §213.24(1), Effective June 1, 1999

To ensure that the application is administratively complete, confirm that all fields in the form
are complete, verify that all requested information is provided, consistently reference the
same site and contact person in all forms in the application, and ensure forms are signed by
the appropriate party.

Note: Including all the information requested in the form and attachments contributes to
more streamlined technical reviews.

Signature

To the best of my knowledge, the responses to this form accurately reflect all information
requested concerning the proposed regulated activities and methods to protect the Edwards
Aquifer. This Contributing Zone Plan Application is hereby submitted for TCEQ review and
Executive Director approval. The application was prepared by:

Print Name of Customer/Agent: Andres M. Juarez, P.E. AR

20 11
SNEETE
Date: f; /IQ/;( '{3"*%.-?\ ﬁ*«-{f@f{?
Signature of Customer/Agent: dﬂ&.@ ‘“j/ gxi N .*?;
% JNDRES M. JUAREZ &
‘Al b LLCCL LU I
_ % o, 118530 ;o 2
Regulated Entity Name: {“Zzo”-' "‘-{9{5_@_@ eO\‘\‘i;‘-‘:"
NsSionaL NS
Dripping Springs 1.S.D. Mipnee™
Project Information
1. County: ___ Hays County
24 Stream Basin: __ Bear Creak
3. Groundwater Conservation District (if applicable): __ Hays Trinity Groundwater
Conservation District
4. Customer (Applicant):
Contact Person: ___Elaine Cogburn, CPA, RTSBA
Entity: ___ Dripping Springs 1.5.D.
Mailing Address: __ 300 Sportsplex Drive
City, State: __ Dripping Springs, TX Zip: 78620
Telephone: _(512)858-3002 Fax: _ (512)858-3099
Email Address: ___elaine.cogburn@dsisd.txed.net
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5.

10.

Agent/Representative (If any):

Contact Person: ___Andres M. Juarez, P.E.

Entity: ___DIG Engineers

Mailing Address:  ___ 24275 Katy Fwy

City, State: __Katy, TX___ Zip: 77494
Telephone: __(713)965-0608 Fax:

Email Address: andres.juarez@digengineers.com

Project Location:

EI The project site is located inside the city limits of __.

The project site is located outside the city limits but inside the ETJ (extra-territorial
jurisdiction) of City of Dripping Springs
The project site is not located within any city’s limits or ETJ.

The location of the project site is described below. Sufficient detail and clarity has been
provided so that the TCEQ'’s Regional staff can easily locate the project and site
boundaries for a field investigation.

The project site is located on the east side of Sawyer Ranch Road, south of Highway 290.
The site is south of White Washington Way, north of Cool Spring Way, and adjacent to
Rachels Canyon Drive.

| Attachment A - Road Map. A road map showing directions to and the location of the
project site is attached. The map clearly shows the boundary of the project site.

. Attachment B - USGS Quadrangle Map. A copy of the official 7 2 minute USGS
Quadrangle Map (Scale: 1" = 2000') is attached. The map(s) clearly shows:

. Project site boundaries.
- USGS Quadrangle Name(s).

H Attachment C - Project Narrative. A detailed narrative description of the proposed
project is attached. The project description is consistent throughout the application and
contains, at a minimum, the following details:

Area of the site

Offsite areas

Impervious cover
Permanent BMP(s)
Proposed site use

Site history

Previous development
Area(s) to be demolished
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11. Existing project site conditions are noted below:

Existing industrial site

ERENnN

Other:

12.  The type of project is:
Residential: # of Lots:

Commercial
Industrial

_ e

Existing residential site

Existing paved and/or unpaved roads
Undeveloped (Cleared)

Undeveloped (Undisturbed/Not cleared)

Existing commercial site

Residential: # of Living Unit Equivalents:

Other: Educational Institution

13. Total project area (size of site): 50.554  Acres Total disturbed area: 38.34  Acres

14, Estimated projected population: N/A

15. The amount and type of impervious cover expected after construction is complete is

shown below:

Table 1 - Impervious Cover

Impervious Cover of
Proposed Project Sq. Ft. Sq. Ft./Acre Acres
Structures/Rooftops 210,749 +43,560 = 4.84
Parking 310,230 + 43,560 = 7.12
Other paved surfaces 266,405 + 43,560 = 6.12
+ Paving in Sawyer
Ranch Road
Total Impervious
Cover 787,384 + 43,560 = 18.08

Total Impervious Cover 18.08

+ Total Acreage 50.554 X 100 =35.76__ % Impervious Cover
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16. L] Attachment D - Factors Affecting Surface Water Quality. A detailed description of all
factors that could affect surface water quality is attached. If applicable, this includes the
location and description of any discharge associated with industrial activity other than
construction.

17. [} Only inert materials as defined by 30 TAC 330.2 will be used as fill material.

For Road Projects Only
Complete questions 18 - 23 if this application is exclusively for a road project. |:|

N/A

18.  Type of project:

[ ] txDOT road project.
County road or roads built to county specifications.
City thoroughfare or roads to be dedicated to a municipality.
Street or road providing access to private driveways.

19. Type of pavement or road surface to be used:

D Concrete
Asphaltic concrete pavement
Other:

20. Right of Way (R.O.W.):

Length of R.OW.: __ feet.
Width of R.OW.: __ feet.
Lx W= __ Ft?+ 43,560 Ft¥/Acre = __ acres.

21. Pavement Area:

Length of pavement area: __ feet.

Width of pavement area: ___ feet.

LxW=_ Ft?+ 43,560 Ft¥/Acre = __acres.

Pavement area __ acres + R.OW. area __acres x 100 = __ % impervious cover.

D 22.  Arest stop will be included in this project.
[] A rest stop will not be included in this project.

D 23. Maintenance and repair of existing roadways that do not require approval from
the TCEQ Executive Director. Modifications to existing roadways such as widening

roads/adding shoulders totaling more than one-half (1/2) the width of one (1) existing
lane require prior approval from the TCEQ.

4 of 12 TCEQ-10257 (Rev. 02-11-15)



Stormwater to be generated by the Proposed Project

24. . Attachment E - Volume and Character of Stormwater. A detailed description of the
volume (quantity) and character {quality) of the stormwater runoff which is expected to
occur from the proposed project is attached. The estimates of stormwater runoff quality
and quantity are based on area and type of impervious cover. Include the runoff
coefficient of the site for both pre-construction and post-construction conditions.

Wastewater to be generated by the Proposed Project

|:| 25. Wastewater is to be discharged in the contributing zone. Requirements under 30
TAC §213.6(c) relating to Wastewater Treatment and Disposal Systems have been
[ satisfied.

N/A
26. Wastewater will be disposed of by:
D On-Site Sewage Facility (OSSF/Septic Tank):

[_] Attachment F - Suitability Letter from Authorized Agent. An on-site sewage facility
will be used to treat and dispose of the wastewater from this site. The appropriate
licensing authority's (authorized agent) written approval is attached. It states that
the land is suitable for the use of private sewage facilities and will meet or exceed
the requirements for on-site sewage facilities as specified under 30 TAC Chapter 285
relating to On-site Sewage Facilities.

|:| Each lot in this project/development is at least one (1) acre (43,560 square feet) in
size. The system will be designed by a licensed professional engineer or registered
sanitarian and installed by a licensed installer in compliance with 30 TAC Chapter
285.

. Sewage Collection System (Sewer Lines):
The sewage collection system will convey the wastewater to the ___ (name) Treatment
Plant. The treatment facility is: High Pointe

. Existing.

Proposed.
[ ny/a

Permanent Aboveground Storage Tanks(ASTs) = 500
Gallons

Complete questions 27 - 33 if this project includes the installation of AST(s) with volume(s)
greater than or equal to 500 gallons. .N /A

27. Tanks and substance stored:
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Table 2 - Tanks and Substance Storage

Substance to be

AST Number Size (Gallons) Stored Tank Material

il

Totalx1.5=___ Gallons

28. [_IThe AST will be placed within a containment structure that is sized to capture one and
one-half (1 1/2) times the storage capacity of the system. For facilities with more than
one tank system, the containment structure is sized to capture one and one-half (1 1/2)
times the cumulative storage capacity of all systems.

[_|Attachment G - Alternative Secondary Containment Methods. Alternative methods for
providing secondary containment are proposed. Specifications showing equivalent
protection for the Edwards Aquifer are attached.

29. Inside dimensions and capacity of containment structure(s):

Table 3 - Secondary Containment

Length (L)(Ft.) Width(W)(Ft.) Height (H)(Ft.) | Lx W x H = (Ft3) Gallons

Total: __ Gallons

30. Piping:
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D All piping, hoses, and dispensers will be located inside the containment structure.
[ ] someofthe piping to dispensers or equipment will extend outside the containment
structure.

% The piping will be aboveground

[]

The piping will be underground

31. The containment area must be constructed of and in a material impervious to the
substance(s) being stored. The proposed containment structure will be constructed of:

[

32. Attachment H - AST Containment Structure Drawings. A scaled drawing
of the containment structure is attached that shows the following:

Interior dimensions (length, width, depth and wall and floor thickness).
Internal drainage to a point convenient for the collection of any spillage.
Tanks clearly labeled

Piping clearly labeled

Dispenser clearly labeled

HRRER

33. Any spills must be directed to a point convenient for collection and
recovery. Spills from storage tank facilities must be removed from the controlled
drainage area for disposal within 24 hours of the spill.

[_lin the event of a spill, any spillage will be removed from the containment structure
within 24 hours of the spill and disposed of properly.

D In the event of a spill, any spillage will be drained from the containment structure
through a drain and valve within 24 hours of the spill and disposed of properly. The
drain and valve system are shown in detail on the scaled drawing.

Site Plan Requirements
Items 34 - 46 must be included on the Site Plan.

34. . The Site Plan must have a minimum scale of 1" = 400'.
Site Plan Scale: 1" =20__".

35. 100-year floodplain boundaries:

D Some part(s) of the project site is located within the 100-year floodplain. The
floodplain is shown and labeled.
No part of the project site is located within the 100-year floodplain.
The 100-year floodplain boundaries are based on the following specific (including date of
material) sources(s): __.
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36.

37.

38.

39.

40.

41.

42,

43.

44,

45,

46.

. The layout of the development is shown with existing and finished contours at
appropriate, but not greater than ten-foot contour intervals. Lots, recreation centers,
buildings, roads, etc. are shown on the site plan.

[IThe layout of the development is shown with existing contours at appropriate, but not

greater than ten-foot contour intervals. Finished topographic contours will not differ
from the existing topographic configuration and are not shown. Lots, recreation centers,
buildings, roads, etc. are shown on the site plan.

. A drainage plan showing all paths of drainage from the site to surface streams.

| The drainage patterns and approximate slopes anticipated after major grading
activities.

. Areas of soil disturbance and areas which will not be disturbed.

| Locations of major structural and nonstructural controls. These are the temporary
and permanent best management practices.

| Locations where soil stabilization practices are expected to occur.

[] Surface waters (including wetlands). N/A

[ILocations where stormwater discharges to surface water.

.There will be no discharges to surface water.

DTemporary aboveground storage tank facilities.

. Temporary aboveground storage tank facilities will not be located on this site.
D Permanent aboveground storage tank facilities.

= Permanent aboveground storage tank facilities will not be located on this site.

- Legal boundaries of the site are shown.

Permanent Best Management Practices (BMPs)
Practices and measures that will be used during and after construction is completed.

47.

48.

| Permanent BMPs and measures must be implemented to control the discharge of
pollution from regulated activities after the completion of construction. N/A

L] These practices and measures have been designed, and will be constructed,
operated, and maintained to insure that 80% of the incremental increase in the annual
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49,

50.

51.

mass loading of total suspended solids (TSS) from the site caused by the regulated
activity is removed. These quantities have been calculated in accordance with technical
guidance prepared or accepted by the executive director.

. The TCEQ Technical Guidance Manual (TGM) was used to design permanent BMPs
and measures for this site.
A technical guidance other than the TCEQ TGM was used to design permanent

BMPs and measures for this site. The complete citation for the technical guidance that was
usedis: . N/A

[ Owners must insure that permanent BMPs and measures are constructed and
function as designed. A Texas Licensed Professional Engineer must certify in writing that
the permanent BMPs or measures were constructed as designed. The certification letter
must be submitted to the appropriate regional office within 30 days of site completion.

[ Inya

Where a site is used for low density single-family residential development and has 20 %
or less impervious cover, other permanent BMPs are not required. This exemption from
permanent BMPs must be recorded in the county deed records, with a notice that if the
percent impervious cover increases above 20% or land use changes, the exemption for
the whole site as described in the property boundaries required by 30 TAC §213.4(g)
(relating to Application Processing and Approval), may no longer apply and the property
owner must notify the appropriate regional office of these changes.

DThe site will be used for low density single-family residential development and has
20% or less impervious cover.

[_IThe site will be used for low density single-family residential development but has
more than 20% impervious cover.

| The site will not be used for low density single-family residential development.

The executive director may waive the requirement for other permanent BMPs for
multifamily residential developments, schools, or small business sites where 20% or less
impervious cover is used at the site. This exemption from permanent BMPs must be
recorded in the county deed records, with a notice that if the percent impervious cover
increases above 20% or land use changes, the exemption for the whole site as described
in the property boundaries required by 30 TAC §213.4(g) (relating to Application
Processing and Approval), may no longer apply and the property owner must notify the
appropriate regional office of these changes.

DAttachment 1 - 20% or Less Impervious Cover Waiver. The site will be used for multi-
family residential developments, schools, or small business sites and has 20% or less
impervious cover. A request to waive the requirements for other permanent BMPs
and measures is attached.
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H The site will be used for multi-family residential developments, schools, or small
business sites but has more than 20% impervious cover.
DThe site will not be used for multi-family residential developments, schools, or small
business sites.

52, Attachment J - BMPs for Upgradient Stormwater.

1A description of the BMPs and measures that will be used to prevent pollution of
surface water, groundwater, or stormwater that originates upgradient from the site and
flows across the site is attached.

- No surface water, groundwater or stormwater originates upgradient from the site and
flows across the site, and an explanation is attached.

[_]Permanent BMPs or measures are not required to prevent pollution of surface water,
groundwater, or stormwater that originates upgradient from the site and flows across the site,
and an explanation is attached.

53. Attachment K - BMPs for On-site Stormwater.

L] A description of the BMPs and measures that will be used to prevent pollution of
surface water or groundwater that originates on-site or flows off the site, including
pollution caused by contaminated stormwater runoff from the site is attached.

[_lPermanent BMPs or measures are not required to prevent pollution of surface water

or groundwater that originates on-site or flows off the site, including pollution
caused by contaminated stormwater runoff, and an explanation is attached.

54. L] Attachment L - BMPs for Surface Streams. A description of the BMPs and measures
that prevent pollutants from entering surface streams is attached. N/A

55. L] Attachment M - Construction Plans. Construction plans and design calculations for
the proposed permanent BMPs and measures have been prepared by or under the
direct supervision of a Texas Licensed Professional Engineer, and are signed, sealed, and
dated. Construction plans for the proposed permanent BMPs and measures are
attached and include: Design calculations, TCEQ Construction Notes, all proposed
structural plans and specifications, and appropriate details. N/A

56. - Attachment N - Inspection, Maintenance, Repair and Retrofit Plan. A site and BMP
specific plan for the inspection, maintenance, repair, and, if necessary, retrofit of the
permanent BMPs and measures is attached. The plan fulfills all of the following:

[] Prepared and certified by the engineer designing the permanent BMPs and
measures

] Signed by the owner or responsible party
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57.

58.

[] Outlines specific procedures for documenting inspections, maintenance, repairs,
and, if necessary, retrofit.

|:| Contains a discussion of record keeping procedures
I nya

D Attachment O - Pilot-Scale Field Testing Plan. Pilot studies for BMPs that are not
recognized by the Executive Director require prior approval from the TCEQ. A plan for
pilot-scale field testing is attached. N/A

. Attachment P - Measures for Minimizing Surface Stream Contamination. A
description of the measures that will be used to avoid or minimize surface stream
contamination and changes in the way in which water enters a stream as a result of the
construction and development is attached. The measures address increased stream
flashing, the creation of stronger flows and in-stream velocities, and other in-stream
effects caused by the regulated activity, which increase erosion that result in water
quality degradation.

Responsibility for Maintenance of Permanent BMPs and
Measures after Construction is Complete.

59.

60.

. The applicant is responsible for maintaining the permanent BMPs after construction
until such time as the maintenance obligation is either assumed in writing by another
entity having ownership or control of the property (such as without limitation, an
owner’s association, a new property owner or lessee, a district, or municipality) or the
ownership of the property is transferred to the entity. Such entity shall then be
responsible for maintenance until another entity assumes such obligations in writing or
ownership is transferred. N/A

O A copy of the transfer of responsibility must be filed with the executive director at
the appropriate regional office within 30 days of the transfer if the site is for use as a
multiple single-family residential development, a multi-family residential development,
or a non-residential development such as commercial, industrial, institutional, schools,
and other sites where regulated activities occur.

Administrative Information

61. - Submit one (1) original and one (1) copy of the application, plus additional copies as

needed for each affected incorporated city, groundwater conservation district, and county in
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which the project will be located. The TCEQ will distribute the additional copies to these
jurisdictions.

62. ] Any modification of this Contributing Zone Plan may require TCEQ review and Executive
Director approval prior to construction, and may require submission of a revised application,
with appropriate fees.

63. D The site description, controls, maintenance, and inspection requirements for the storm
water pollution prevention plan (SWPPP) developed under the EPA NPDES general permits
for stormwater discharges have been submitted to fulfill paragraphs 30 TAC §213.24(1-5) of
the technical report. All requirements of 30 TAC §213.24(1-5) have been met by the SWPPP
document.

H The Temporary Stormwater Section (TCEQ-0602) is included with the application.
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ATTACHMENT C — Project Narrative

The subject property consists of 49.103 acres located on the east side of Sawyer Ranch Road south of
Highway 290. The project site was developed in 2015 with a disturbed area of 37.410 acres and increase
of impervious cover of 17.15 acres. In addition, approximately 1.45 acres of the abutting ROW (Sawyer
Ranch Road) was improved and this area contributes flow to the tract. The owner is now proposing to
add an additional 0.93 acres of impervious cover within the 49.103 acre tract. The total project area in
the Plan is 50.554 acres. Total Site Impervious Cover is 787,384 sf (18.08 ac. — 35.76% 1.C.). The
amount of existing impervious cover in the ROW for Sawyer Ranch Road which flows onto the site is
approximately 47,750 sf. The total amount of impervious cover within the Project Area (50.554 acres) is
19.172 ac. (37.92% 1.C.)

The proposed improved conditions with this Contributing Zone Permit (CZP) application include one
existing main school building designed to accommodate a total of 2050 students (K-8) and the addition
of one separate building structure, as well as existing associated drives and parking lots, a football ficld
with running track, a practice field, tennis courts, and all associated water, wastewater, and drainage
improvements. Existing water quality controls and detention infrastructure were constructed in 2015 to
treat the storm water.

In accordance with the West Travis County Public Utility Agency Water and Sewer Service and
Development Policies, this project is required to adopt one of the alternative water quality measures
required as specified in the “Memorandum of Understanding” between LCRA and the USFWS. The
alternative water quality measures to be employed on this project are designed to comply with the TCEQ
“Optional Enhanced Measures for Protection of Water Quality in the Edwards Aquifer” (RG-348
Appendix A and Appendix B).

In accordance with the “Optional Enhanced Measures”, a Geologic Assessment was performed to identify
any sensitive features, and stream buffers were established based on drainage areas contributing flow to
the streams. No sensitive features were located in the Geologic Assessment. Temporary sediment traps
were constructed sized in accordance with RG-348 Appendix A and permanent BMP’s were sized based
off of the required TSS removal methodology as outlined in the “Optional Enhanced Measures”.

Finally, to protect area stream morphology, the project limits the peak rate of runoff for the 2-yr, 24-hour
storm to 50% of the undeveloped rate for that event and limits the 10-yr, 24-hour storm peak runoff rate
to the undeveloped rate for the same storm conditions.

Due to the site topography, the site was divided into two drainage basins. Each drainage basin is served
by a permanent structural BMP (partial sedimentation/filtration basin) and detention basin.

Water Quality Controls

The required amount of TSS removal is based on the methodology in RG-348 Appendix A which requires
the removal of 80% of the annual TSS load in the runoff from the site without regard for the level of
impervious cover. Based on the Project Area of 50.554 acres and the total (existing + proposed)
impervious cover of 19.172 acres, the required amount of TSS Load to be removed (Lw) is 17,525 lbs.

Two partial sedimentation and filtration water quality ponds are acting as Best Management Practices
(BMPs) for the project. Drainage Area ‘A1’ (14.835 acres total with 8.836 acres of impervious cover)
drains to the north east corner of the site and has the potential to remove 9,074 Ibs of TSS. Drainage Area
‘B1’ (14.561 acres total with 9.097 acres of impervious cover) drains to the southeast corner of the site
and has the potential to remove 9,331 1bs of TSS. The total available load removal by both ponds is
18,405 Ibs of TSS. These BMPs are designed to remove a minimum of 17,525 Ibs of TSS as required for
the overall site by TCEQ’s Optional Enhanced Measures, RG-348 Appendix A.
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In addition to the two partial sedimentation/filtration basins, there are two existing detention basins. In
accordance with the requirement to protect stream morphology portion of the Enhanced Measures, the
peak stormwater release rates for the 2-yr 24-hr developed condition event must be limited to 50% of the
release rates for the same event under undeveloped conditions. HEC-HMS 4.0 was used to model the
hydrology of the site.

Drainage

Drainage/grading improvements throughout the project will convey runoff to the two water quality ponds
for treatment. After flows are treated by the water quality ponds, the flows are conveyed into adjoining
detention ponds and are then released in pre-developed condition to existing natural drainageways which
run offsite into Bear Creek.

Water

Domestic water service and fire flow will be supplied by the West Travis Municipal Utility District No. 5
through connections to the existing water system constructed within the right of way of Sawyer Ranch
Road. The connections will be made to an existing 20” waterline along the east side Sawyer Ranch Road
to create a complete loop. A 12” PVC line was extended into the site with a 6” water meter, 8” pressure
reducer, and 8” backflow preventer at each connection to serve the existing buildings. A new 6” PVC
fire line and a new 2.5” domestic line will be extended to the new building construction with a meter,
pressure reducer and backflow preventers.

Wastewater

Wastewater from the existing facility is collected via gravity by 6” PVC service line and conveyed to a
proposed grinder pump/lift station south of the proposed building. Wastewater for the proposed building
addition will be collected via a separate 6” PVC service line. The effluent (about 16 GPM’s) will be
pumped through a 3” PVC force main to a proposed on-site sewer manhole and then discharged via a
new gravity 8” PVC line to the existing wastewater system belonging to the housing subdivision located
immediately south of the site.
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ATTACHMENT D - Factors Affecting Surface Water Quality

Factors affecting water quality include oils, grease, and other substances typically associated with driving areas.
Runoff will be treated as required by the TCEQ Environmental Regulations.
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ATTACHMENT E - Volume and Character of Stormwater

Water character that is expected to be generated from the project site includes a mixture of water with oil, grease,
and other substances generally associated with paved drives.

Drainage Area (DA) A has an existing area of 17.57 acres and a 25-year flow of 86.7 cfs and curve number of 84
with no impervious cover. After construction, it will have a developed area of 21.59 acres with 41.35%
impervious cover. With the use of onsite detention, the total 25-year release rate for this area will be 79.4 cfs.

Under existing conditions, DA B has an existing area of 32.98 acres and a 25-year flow of 153.7 cfs and curve
number of 84 with no impervious cover. After construction, DA B will have a developed area of 28.96 acres with
28.35% impervious cover. With the use of onsite detention, the total 25-year release rate for this area will be
139.4 cfs. Proposed DA A and DA B will both have a detention facility designed per the City of Austin Drainage
Criteria Manual. The existing overall 25-year site runoff is 239.5 cfs and the proposed overall 25-year site runoff
is 218.6 cfs.
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ATTACHMENT J - BMPs for Up Gradient Stormwater

Off-site up gradient stormwater generally consists of sheet flow from the adjacent Sawyer Ranch Road and
intermittent flow in the existing drainageway flowing across the northeast corner of the tract. Flows from the
adjacent street are small and will comingle with onsite developed flows for treatment by the onsite BMPs. The
existing drainageway across the northeast corner of the tract is generally outside of the limits of construction.
Developed onsite flows will be diverted to onsite controls prior to release to this drainageway.



Contribution Zone Plan
Dripping Springs iISD New Elementary School/Middle School
250027

ATTACHMENT K - BMPs for On-Site Stormwater
Permanent measures to capture and treat the required volumes of storm water runoff associated with

the proposed K-8 school building consist of two (2) partial sedimentation and filtration water quality
ponds designed in accordance with TCEQ'’s Optional Enhanced Measures, RG-348 Appendix A.
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ATTACHMENT L - BMPs for Surface Streams

All site developed flows will be routed via storm sewer to the partial sedimentation and filtration water quality
and detention ponds onsite. In accordance with the enhanced measures requirement, the peak 2-year release rate is
less than 50% of the peak existing 2-year release rate. This helps to minimize streambank erosion of downstream
surface streams.
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ATTACHMENT M - Construction Plans

Construction plans are included with this application.
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ATTACHMENT N:

INSPECTION SCHEDULE AND MAINTENANCE PLAN PERMANENT BEST
MANAGEMENT PRACTICE

PROJECT NAME: Dripping Springs [ISD New Elementarv & Middle School

Sand Filter System (SFS):

Inspections: BMP facilities must be inspected at least twice a vear (once during or immediately following wet weather)
to evaluate facility operation. During the first year of operation, facilities must be inspected on a quarterly basis and
after large storms. During each inspection. erosion areas inside and downstream ot the BMP must be identitied and
repaired or revegetated immediately. With each inspection, any damage to the structural elements of the system (pipes,
concrete drainage structures, retaining walls, etc.) must be identified and repaired immediately. Cracks, voids and
undermining should be patched 'filled to prevent additional structural damage. Trees and root systems should be
removed or eliminated by appropriate herbicide to prevent growth in cracks and joints that can cause structural damage.

Sediment Removal: Remove sediment from the inlet structure and sedimentation chamber when sediment buildup
reaches a depth of 6 inches or when the proper functioning of the inlet and outlet structures is impaired. Sediment
should be cleared from the inlet structure at least every year and from the sedimentation basin at least every 5 years

Media Replacement: Maintenance of the filter media is necessary when the drawdown time exceeds 48 hours. When
this occurs, the upper layer of sand should be removed and replaced with new material meeting the original
specifications. Any discolored sand should also be removed and replaced. If filters have been regularly maintained, this
should be limited to the top 2 to 3 inches.

Debris and Litter Removal: Debris and litter will accumulate near the sedimentation basin outlet device and should be
removed during regular mowing operations and inspections. Particular attention should be paid to tloating debris than
can eventually clog the control device or riser

Filter underdrain: Clean underdrain piping network to remove any sediment buildup as needed to maintain design
drawdown time. :

Mowing: Grass areas in and around sand filters must be mowed at least twice annually to limit vegetation height to 18
inches. Vegetation on the pond embankments should be mowed as appropriate to prevent the establishment of woody
vegetation

Responsible Party: Elane_ C,)Cj burn

Entity: Dripping Springs ISD New Elementary & Middle School
Mailing Address: 1000 Sawyer Ranch Road

City, State: Dripping Springs, Texas Zip: 78620
Telephone: 512-858-3000

Signature of Responsible Party: Date:
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ATTACHMENT P — Measures for Minimizing Surface Stream Contamination
In order to avoid or minimize surface stream contamination, storm water runoff from the site will be routed to the

proposed partial sedimentation and filtration water quality ponds designed in accordance with TCEQ’s RG-348.
The improvements are not expected to change the way water enters surface streams
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STORMWATER QUALITY CALCULATIONS
BASIN 'A': PARTIAM SEDIMENTATION

DRAINAGE AREA DATA

Total Impervious
Area Cover
Total 646184 sf 384878 sf
Impervious Cover 59.56 %
Rainfall Depth (per TCEQ Enhanced Treatment Calcs) = 1.874 inches
Runoff Coeff (per TCEQ Enhanced Treatment Calcs) = 0.556
WATER QUALITY CONTROL CALCULATIONS
The Water Quality Control is to be PARTIAL sedimentation/filtration
Site Area Draining to Pond 14,835 ac
Total Area Draining to Pond 14.835 ac
Design Flow Rate Q100 138.5 cfs
Q25 102.0 cfs
Required Provided
Water Quality Volume (cf) (WQV=Rp x Ry x DA) 56138 -
Storage for Sediment (cf) 11228 -
Total Capture Volume (cf) 67366 85386 cf
Filtration Pond Area (WQV/10) (sf) 5614 7848 sf
Water Quality Elevation (ft) 1148.19
Elevation of Splitter/Overflow Weir (>WQ elev) (ft) 1149.00
Height of Gabion Wall (WQ elev - 0.5 (ft) 1148.50
Length of Splitter Weir 72 ft
Weir Coefficient 3.00
Required Head to Pass Q100 0.74
Pond Freeboard Provided 1.51
STAGE SEDIMENTATION FILTRATION TOTAL
Surface Volume Surface Volume Volume
Area Area
(elev) (ft2) (ft3) (ft2) (ft3) (ft3)
1144.00 0 0 7848 0 0
1144.25 0 0 7956 1976 1976
1145.00 3876 1454 8280 8064 9518
1146.00 8439 7611 8712 16560 24171
1147.00 10713 17187 9143 25488 42675
1148.00 11780 28434 9573 34846 63279
1148.19 11984 30693 9655 36674 67366 WQ elev
1149.00 12854 40751 10004 44634 85385 Weir Elev
1150.00 13944 54150 10433 54853 109002
1151.00 15075 68659 10863 65501 134160
1151.256 15381 72466 10971 68230 140696 |Top of Box
Size splitter openings to pass Q25 where (J.'t=Cﬁ\(29H}';"s
For Qus = 102.0 cfs
Orifice Coefficient, C = 0.6
Open Area (A) = 2'x1' openings x 9, A= 16.0 sf
Required H to pass Q25 through openings, H = 1.75 ft
Available H in splitter box (to top of weir), H= 2.50 ft
Calculations for outlet orifice size:
verage Drawdown Flow (Total Pond Volume / 48 hours) Q= 0.4941 cfs
Average Available H for Drawdown Flow H= 2.50 ft
Required Orifice Area based on Orifice Eq. A= 0.0649 sf
Required Minimum Orifice Diameter D= 3.4496 in
Provided Diameter of Orifice in PVC Pipe Cap D= 3.50 in




STORMWATER QUALITY CALCULATIONS
BASIN 'B": PARTIAM SEDIMENTATION

DRAINAGE AREA DATA
Total Impervious
Area Cover
Total 634,256 sf 396,264 sf
Impervious Cover 62.48 %
Rainfall Depth (per TCEQ Enhanced Treatment Calcs) = 1.874 inches
Runoff Coeff (per TCEQ Enhanced Treatment Calcs) = 0.581
WATER QUALITY CONTROL CALCULATIONS
The Water Quality Control is to be PARTIAL sedimentation/filtration
Site Area Draining to Pond 14,561 ac
Total Area Draining to Pond 14.561 ac
Design Flow Rate Q100 128.3 cfs
Q25 94.4 cfs
Required Provided
Water Quality Volume (cf) (WQV=Rp x Ry x DA) 57554 -
Storage for Sediment (cf) 10372 -
Total Capture Volume (cf) 67926 79077 cf
Filtration Pond Area (WQV/10) (sf) 5755 7949 sf
Water Quality Efevation (ft) 1127.57
Elevation of Splitter/Overflow Weir (>WQ elev) (ft) 1128.50
Height of Gabion Wall (WQ elev - 0.5') (ft) 1128.00
Length of Splitter Weir 76 ft
Weir Coefficient 3.00
Required Head to Pass Q100 0.68
Pond Freeboard Provided 1.57
STAGE SEDIMENTATION FILTRATION TOTAL
Surface Volume Surface Volume Volume
Area Area
(elev) (ft2) (ft3) (ft2) (ft3) (ft3)
1124.00 0 0 7949 0 0
1124.25 0 0 8055 2001 2001
1125.00 4742 1778 8372 8161 9939
1126.00 9354 8826 8792 16743 25569
1127.00 11900 19453 9208 25743 45196
1127.50 12576 25572 9415 30398 55971
1127.57 12670 26470 9444 31064 57554  |WQ elev
1127.78 12956 29166 9532 33066 62232
1128.00 13251 32029 9622 35158 67186
1128.50 13953 39005 9829 40072 79077 Weir Elev
1128.00 14655 45982 10035 44986 90968
1130.00 16700 61659 10448 55228 116887
1130.25 17282 65942 10551 57852 123795 |Top of Box
Size splitter openings to pass Q25 where Q=CA(29H)° >
For Q25 = 94.4 cfs
Orifice Coefficient, C = 0.6
Open Area (A) = 2'x1' openings x 9, A= 16.0 sf
Required H to pass Q25 through openings, H= 1.5 ft
Available H in splitter box (to top of weir), H = 2.50 ft
Calculations for outlet orifice size:
fverage Drawdown Flow (Total Pond Volume / 48 hours) Q= 0.4576 cfs
Average Available H for Drawdown Flow H= 2.00 ft
Required Orifice Area based on Orifice Eq. A= 0.0571 sf
Required Minimum Orifice Diameter D= 3.2356 in
Provided Diameter of Orifice in PVC Pipe Cap D= 3.25 in
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Geologic Assessment
For Regulated Activities

on The Edwards Aquifer Recharge/transition Zones
and Relating to 30 TAC §213.5(b)(3), Effective June 1, 1999

REGULATED ENTITY NAME: 49-Acre Tract, Sawyer Ranch Road, Dripping Springs, Texas

TYPE OF PROJECT: ___WPAP  _ AST__SCS__UST

LOCATION OF PROJECT: __Recharge Zone __Transition Zone

PROJECT INFORMATION

the Transition Zone

1. _X_ Geologic or manmade features are described and evaluated using the attached GEOLOGIC
ASSESSMENT TABLE.
2. Soil cover on the project site is summarized in the table below and uses the SCS Hydrologic Soil

Groups* (Urban Hydrology for Small Watersheds, Technical Release No. 55, Appendix A, Soil
Conservation Service, 1986). If there is more than one soil type on the project site, show each soil type

on the site Geologic Map or a separate soils map.

Soil Units, Infiltration * Soil  Group Definitions
Characteristics & Thickness (Abbreviated)
. « | Thickness A. Soils having a high infiltration
Soll [ame Group (feet) rate when thoroughly wetted.
Bracket Rock Outcrop- C 1-2 B. Soils having a moderate
Comfort Series (BtD) infiltration rate when thoroughly
wetted.
Bracket Rock Outcrop- Cc 1-2
Real Series (BtG) C. Soils having a slow infiltration
rate when thoroughly wetted.
D. Soils having a very slow
infiltration rate when thoroughly
wetted.

3. _X_ A STRATIGRAPHIC COLUMN is attached at the end of this form that shows formations,
members, and thicknesses. The outcropping unit should be at the top of the stratigraphic
column.

4. X A NARRATIVE DESCRIPTION OF SITE SPECIFIC GEOLOGY is attached at the end of this

form. The description must include a discussion of the potential for fluid movement to the

Edwards Aquifer, stratigraphy, structure, and karst characteristics of the site.

5. X Appropriate SITE GEOLOGIC MAP(S) are attached:

The Site Geologic Map must be the same scale as the applicant's Site Plan. The minimum

scale is 1" : 400’

Applicant's Site Plan Scale

Site Geologic Map Scale

Site Soils Map Scale (if more than 1 soil type)

6. Method of collecting positional data:

_X_  Global Positioning System (GPS) technology.

Other method(s).

TCEQ-0585 (Rev. 10-01-10)
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7. _X_  The project site is shown and labeled on the Site Geologic Map.

8. _X_  Surface geologic units are shown and labeled on the Site Geologic Map.

9. _ Geologic or manmade features were discovered on the project site during the field investigation.
They are shown and labeled on the Site Geologic Map and are described in the attached
Geologic Assessment Table.

X Geologic or manmade features were not discovered on the project site during the field

investigation.

10. _ The Recharge Zone boundary is shown and labeled, if appropriate.

11. All known wells (test holes, water, oil, unplugged, capped and/or abandoned, etc.):

There are ___(#) wells present on the project site and the locations are shown and labeled.
(Check all of the following that apply.)

* The well is currently in use, and will be plugged during site redevelopment.

The wells are not in use and have been properly abandoned.

The wells are not in use and will be properly abandoned.

The wells are in use and comply with 16 TAC Chapter 76.

X There are no wells or test holes of any kind known to exist on the project site.

ADMINISTRATIVE INFORMATION

12. _X_  Submit one (1) original and one (1) copy of the application, plus additional copies as needed for
each affected incorporated city, groundwater conservation district, and county in which the

project will be located. The TCEQ will distribute the additional copies to these jurisdictions. The
copies must be submitted to the appropriate regional office.

Date(s) Geologic Assessment was performed: _February 13, 2015

Date(s)
To the best of my knowledge, the responses to this form accurately reflect all information requested concerning
the proposed regulated activities and methods to_psiesisiag Edwards Aquifer. My signature certifies that | am

Russell Ford, P.G. 512-442-1122

Print Name of Geologis

Telephone

512-442-1181

olizls” Fax

Signatufe of Geologist /

Representing: Terracon Consultants, Inc.
(Name of Company)

If you have questions on how to fill out this form or about the Edwards Aquifer protection program, please contact us at 210/490-
3096 for projects located in the San Antonlo Region or 512/339-2929 for projects located in the Austin Region.

Individuals are entitled to request and review their personal information that the agency gathers on its forms. They may also have any errors
in their information corrected. To review such information, contact us at 512/239-3282.

TCEQ-0585 (Rev. 10-01-10) Page 2 of 2



1lerracon

SITE-SPECIFIC GEOLOGY

The Geologic Assessment (GA) of the 49-acre Tract was performed by Mr. Russell C. Ford,
P.G., of Terracon on February 13, 2015. The site consists of approximately 49 acres of naturally
vegetated, undeveloped land located off of sawyer Ranch Road, just south of Highway 290 in
Dripping Springs, Texas. The site consists of undeveloped, ranch property. Exhibit 1 (attached)
is a site location map depicting the site in relation to the surrounding area. The site is vegetated
with mostly native grasses and areas with scattered to dense hardwoods, mostly Ashe Juniper and
Live Oak. The areas immediately surrounding the site are a combination of undeveloped and
residential properties. The site is characterized as gently sloping to the east. Site elevation
ranges from about 1200 feet above mean sea level (msl) to about 1040 feet msl.

The Geologic Site Map is provided as Exhibit 2. The site is located outside of the recharge zone
of the Edwards aquifer. The surficial geologic unit present at the site has been identified as the
Glen Rose Formation. The Glen Rose Formation forms the lower confining unit to the Edwards
aquifer and consists of a yellowish-tan, thinly bedded limestone and marl. The upper member of
the Glen Rose consists of shale and marl alternating with thin beds of limestone and dolomite.
This alternating bedding of limestone and marl forms the typical stair-step topography observed
in outcrops in the area and on the site. Thicknesses of about 350 to 400 feet are present in the
area. Table 1 (attached) is a stratigraphic column prepared for the site. The upper 100 feet is
typically heavily weathered and contains abundant porous soft dolomite and burrowed limestone
resulting in gentle slopes and many springs. The dolomitic portions of the upper member contain
water and make up part of the upper Trinity aquifer. The completed Geologic Assessment form is
attached.

Surface exposure onsite of the Glen Rose is generally obscured by the presence of soil cover and
vegetation. Several scattered small limestone outcroppings were observed throughout the site.
No evidence of any faulting was observed on the site and none is shown on any of the available
published geologic maps of the area. Additionally, a review of aerial photographs did not reveal
any lineations, which typically indicate the presence of faulting. No caves, sinkholes, or
significant solution cavities were observed on the site. The closest mapped fault is located
approximately 6 miles southwest of the site. The fault trends toward the northeast and is
associated with the Balcones fault zone, which is comprised of en echelon, normal, high-angle
faults, that are generally down thrown to the southeast and represents the dominant structural
trend of the area.

No sensitive geologlc features as deﬁned in the TCEQ s instructions to gCOIOgIStS were
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DEPARTMENT OF THE

UNITED STATES —

INTERIOR — GEOLOGICAL- SURVEY

SCALE 1:24,000
CONTQUR INTERVAL ZO‘FEEI' CONTOUR INTERVAL 20 FEET ‘
Dripping Springs, Texas Signal Hill, Texas
30098-B1-TF-024 30097-B8-TF-024
1986 1986
7.5 MINUTE SERIES (TOPOGRAPHIC) 7.5 MINUTE SERIES (TOPOGRAPHIC)

S | ™ T -l SITE LOCATION MAP FIG. No.
= oo~ meon]| 1ICIFDCON 401 Acro et
Checked By KLB 96077141 Consuiting Engineers and Scientlsts Sawyer Ranch Road 1
Approved By: - D:ebru B ;xv:l:;l:mome BLVD - #160 AU::;N‘;E:;A: z‘:"r:: Dripping Springs, Hays County, Texas




LEGEND
—-ea— Site Boundary
Kgr - Glen Rose Formation

SITE GEOLOGIC MAP

49.1 - Acre Tract
Consulting Engineers and Sclentists

AS SHOWN

Fle

™ st570m Dripping Springs, Hays County, Texas

Date: 5307 INDUSTRIAL OAKXS BLVD. - Jt60 AUSTN, TX 78735 Hays coumy, Texas
February 18, 2016 PH. (812) 421122 5




Soll Survey of Comal and Hays County

Batte, 1984 49-Acre Tract

Sawyer Ranch Road, Dripping Springs, Texas

Terracon Project No.96157071

z

SCALE: 1"=1850' Exhibit 3-Soils Map
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Temporary Stormwater Section

Texas Commission on Environmental Quality

for Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC
§213.5(b)(4)(A), (B), (D)(I) and (G); Effective June 1, 1999

To ensure that the application is administratively complete, confirm that all fields in the form
are complete, verify that all requested information is provided, consistently reference the
same site and contact person in all forms in the application, and ensure forms are signed by
the appropriate party.

Note: Including all the information requested in the form and attachments contributes to
more streamlined technical reviews.

Signature

To the best of my knowledge, the responses to this form accurately reflect all information
requested concerning the proposed regulated activities and methods to protect the Edwards
Aquifer. This Temporary Stormwater Section is hereby submitted for TCEQ review and
executive director approval. The application was prepared by:

Print Name of Customer/Agent: Andres M. Juarez, P.E.

\-\;\.\'\T\.\l
Date: 12/19/2025 ﬁf}%pﬁj&%
Ol 7ok
Signature of Customer/Agent: M :?»: % ..5‘5’*{?}
Pusen PR
Geeediacisoscnnnasonnnes s o
3...ANDRES M. JUAREZ 2
.:) . ""0--uuu.....,.!,"._f;
':}'?p",.’ 118530 fa I
(NG LSS
. - ; 0y eV CENSER S
Regulated Entity Name: Dripping Springs |.S.D. !111 SI0NAL TN
Mg

Project Information

Potential Sources of Contamination

Examples: Fuel storage and use, chemical storage and use, use of asphaltic products,
construction vehicles tracking onto public roads, and existing solid waste.

1. Fuels for construction equipment and hazardous substances which will be used during
construction:

[ ] The following fuels and/or hazardous substances will be stored on the site:
These fuels and/or hazardous substances will be stored in:

|:[ Aboveground storage tanks with a cumulative storage capacity of less than 250
gallons will be stored on the site for less than one (1) year.

1of5
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|:| Aboveground storage tanks with a cumulative storage capacity between 250
gallons and 499 gallons will be stored on the site for less than one (1) year.

I:| Aboveground storage tanks with a cumulative storage capacity of 500 gallons or
more will be stored on the site. An Aboveground Storage Tank Facility Plan
application must be submitted to the appropriate regional office of the TCEQ
prior to moving the tanks onto the project.

X] Fuels and hazardous substances will not be stored on the site.

2. [X] Attachment A - Spill Response Actions. A site specific description of the measures to be
taken to contain any spill of hydrocarbons or hazardous substances is attached.

3. D Temporary aboveground storage tank systems of 250 gallons or more cumulative
storage capacity must be located a minimum horizontal distance of 150 feet from any
domestic, industrial, irrigation, or public water supply well, or other sensitive feature.

4. IXI Attachment B - Potential Sources of Contamination. A description of any activities or
processes which may be a potential source of contamination affecting surface water
quality is attached.

Sequence of Construction

5, & Attachment C - Sequence of Major Activities. A description of the sequence of major
activities which will disturb soils for major portions of the site (grubbing, excavation,
grading, utilities, and infrastructure installation) is attached.

|:| For each activity described, an estimate (in acres) of the total area of the site to be
disturbed by each activity is given.

[X] For each activity described, include a description of appropriate temporary control
measures and the general timing (or sequence) during the construction process that
the measures will be implemented.

6. |Z Name the receiving water(s) at or near the site which will be disturbed or which will
receive discharges from disturbed areas of the project: Spring Branch of Bear Creek

Temporary Best Management Practices (TBMPs)

Erosion control examples: tree protection, interceptor swales, level spreaders, outlet
stabilization, blankets or matting, mulch, and sod. Sediment control examples: stabilized
construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment
basins. Please refer to the Technical Guidance Manual for guidelines and specifications. All
structural BMPs must be shown on the site plan.

7. |X| Attachment D — Temporary Best Management Practices and Measures. TBMPs and
measures will prevent pollution of surface water, groundwater, and stormwater. The
construction-phase BMPs for erosion and sediment controls have been designed to
retain sediment on site to the extent practicable. The following information is attached:

20of5
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|:| A description of how BMPs and measures will prevent pollution of surface water,
groundwater or stormwater that originates upgradient from the site and flows
across the site.

& A description of how BMPs and measures will prevent pollution of surface water or
groundwater that originates on-site or flows off site, including pollution caused by
contaminated stormwater runoff from the site.

|:| A description of how BMPs and measures will prevent pollutants from entering
surface streams, sensitive features, or the aquifer.

[] A description of how, to the maximum extent practicable, BMPs and measures will
maintain flow to naturally-occurring sensitive features identified in either the
geologic assessment, TCEQ inspections, or during excavation, blasting, or
construction.

8. |z| The temporary sealing of a naturally-occurring sensitive feature which accepts recharge
to the Edwards Aquifer as a temporary pollution abatement measure during active
construction should be avoided.

D Attachment E - Request to Temporarily Seal a Feature. A request to temporarily
seal a feature is attached. The request includes justification as to why no reasonable
and practicable alternative exists for each feature.

Xl There will be no temporary sealing of naturally-occurring sensitive features on the
site.

9. [X] Attachment F - Structural Practices. A description of the structural practices that will be
used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff
discharge of pollutants from exposed areas of the site is attached. Placement of
structural practices in floodplains has been avoided.

10. Attachment G - Drainage Area Map. A drainage area map supporting the following
requirements is attached:

[ ] For areas that will have more than 10 acres within a common drainage area
disturbed at one time, a sediment basin will be provided.

[ ] For areas that will have more than 10 acres within a common drainage area
disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be
used.

[_] For areas that will have more than 10 acres within a common drainage area
disturbed at one time, a sediment basin or other equivalent controls are not
attainable, but other TBMPs and measures will be used in combination to protect
down slope and side slope boundaries of the construction area.

There are no areas greater than 10 acres within a common drainage area that will be
disturbed at one time. A smaller sediment basin and/or sediment trap(s) will be
used in combination with other erosion and sediment controls within each disturbed
drainage area.

30f5
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|:| There are no areas greater than 10 acres within a common drainage area that will be
disturbed at one time. Erosion and sediment controls other than sediment basins or
sediment traps within each disturbed drainage area will be used.

11. [X] Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary
sediment pond or basin construction plans and design calculations for a proposed
temporary BMP or measure have been prepared by or under the direct supervision of a
Texas Licensed Professional Engineer. All construction plans and design information
must be signed, sealed, and dated by the Texas Licensed Professional Engineer.
Construction plans for the proposed temporary BMPs and measures are attached.

[ IN/A

12. & Attachment | - Inspection and Maintenance for BMPs. A plan for the inspection of each
temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if
necessary, retrofit is attached. A description of the documentation procedures,
recordkeeping practices, and inspection frequency are included in the plan and are
specific to the site and/or BMP.

13. Xl All control measures must be properly selected, installed, and maintained in accordance
with the manufacturer’s specifications and good engineering practices. If periodic
inspections by the applicant or the executive director, or other information indicate a
control has been used inappropriately, or incorrectly, the applicant must replace or
modify the control for site situations.

14. [X] If sediment escapes the construction site, off-site accumulations of sediment must be
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g.,
fugitive sediment in street being washed into surface streams or sensitive features by
the next rain).

15. [X] Sediment must be removed from sediment traps or sedimentation ponds not later than
when design capacity has been reduced by 50%. A permanent stake will be provided
that can indicate when the sediment occupies 50% of the basin volume.

16. & Litter, construction debris, and construction chemicals exposed to stormwater shall be
prevented from becoming a pollutant source for stormwater discharges (e.g., screening
outfalls, picked up daily).

Soil Stabilization Practices

Examples: establishment of temporary vegetation, establishment of permanent vegetation,
mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or
preservation of mature vegetation.

17. [X] Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices. A
schedule of the interim and permanent soil stabilization practices for the site is
attached.
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18. & Records must be kept at the site of the dates when major grading activities occur, the
dates when construction activities temporarily or permanently cease on a portion of the
site, and the dates when stabilization measures are initiated.

19. [X] stabilization practices must be initiated as soon as practicable where construction
activities have temporarily or permanently ceased.

Administrative Information

20. DX] All structural controls will be inspected and maintained according to the submitted and
approved operation and maintenance plan for the project.

21. If any geologic or manmade features, such as caves, faults, sinkholes, etc., are
discovered, all regulated activities near the feature will be immediately suspended. The
appropriate TCEQ Regional Office shall be immediately notified. Regulated activities
must cease and not continue until the TCEQ has reviewed and approved the methods
proposed to protect the aquifer from any adverse impacts.

22. |X] Silt fences, diversion berms, and other temporary erosion and sediment controls will be
constructed and maintained as appropriate to prevent pollutants from entering
sensitive features discovered during construction.
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ATTACHMENT A — SPILL RESPONSE ACTIONS
The following practices will be followed for spill prevention and cleanup:

Manufacturers’ recommended methods for spill cleanup will be clearly posted and site
personnel will be made aware of the procedures and the location of the information and
cleanup supplies.

Materials and equipment necessary for spill cleanup will be kept in the material storage
area on site. Equipment and materials will include, but not be limited to, brooms, dustpans,
mops, rags, gloves, goggles, sand, sawdust, and plastic and metal trash containers
specifically for this purpose.

All spill will be cleaned up immediately upon discovery.

The spill area will be kept well ventilated and personnel will wear appropriate protective
clothing to prevent injury from contact with a hazardous substance.

Spills of toxic or hazardous material will be reported to the appropriate state or local
government agency, regardless of the size.

The spill prevention plan will be adjusted to include measures to prevent the reoccurrence
of similar spills and how to clean up the spill if there is another one. A description of the
spill, what caused it, and the cleanup measures will also be included.

The Contractor will be the spill prevention and cleanup coordinator. The names of
responsible spill personnel will be posted in the material storage area and in the office
trailer on site.

The following practices are used to reduce the risks associated with hazardous materials:

Products will be kept in original containers unless they are not resealable.

Original labels and material safety data will be retained; they contain important product
information.

If surplus product must be disposed of, manufacturer or local and state recommended
methods for proper disposal will be followed.

In the event of a large spill, the following steps should be taken:

1.

Determine Reportable Discharge or Spill: A reportable discharge or spill is a discharge or
spill of oil, petroleum product, used oil, hazardous substances, industrial solid waste, or
other substances into the environment in a quantity equal to or greater than the reportable
quantity listed in TAC §327.4 in any 24-hour period.

The reportable quantities for crude oil and oil other than that defined as petroleum product
or used oil shall be:

= For spills or discharges onto land: 210 gallons (five barrels).

= For spills or discharges directly into water in the state: quantity sufficient to create
a sheen.

The reportable quantities for petroleum product and used oil shall be:

= For spills or discharges onto land: 25 gallons.
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= For spills or discharges to land from PST exempted facilities: 210 gallons (five
barrels).

= For spills or discharges directly into water in the state: quantity sufficient to create
a sheen.

2. Initial Notification: Upon the determination that a reportable or spill has occurred, a
telephone report is required by the person responsible as soon as possible but not later
than 24 hours after the discovery of the spill or discharge. The telephone report required
may be made to the TCEQ. Alternately, the TCEQ encourages calls directly to a regional
office during regular business hours (8:00 AM to 5:00 PM) or to the agency’s 24-hour
number. After hours, an answering service receives incoming calls and then an
operator/paging system notifies TCEQ staff of release reports.

TCEQ Emergency Release Hotline (24 hours a day) (800) 832-8224
TCEQ Region 11 Office (Austin) (5612) 339-2929

When making a telephone report of a spill or pollution complaint, it will be helpful if the
following information is at available:

¢ The date and time of the spill or release.

« The identity or chemical name of any material released or spilled, as well as
whether the substance is extremely hazardous.

¢ An estimate of the quantity of material released or spilled and the time or duration
of the event.

e The exact location of the spill, including the name of waters involved or threatened,
and any other media affected by the release or spill.

¢ The extent of actual and potential water pollution.
e The source of the release or spill.

¢ The name, address, and phone number of the party in charge of, or responsible
for, the facility, vessel, or activity associated with the release or spill. If that party
is not at the site, also have the name and phone number of the party at the site
who is in charge of operations.

o The steps being taken or proposed to contain and clean up the released or spilled
material and any precautions taken to minimize impacts, including evacuation.

e The extent of injuries, if any.

s Any known or anticipated health risks associated with the incident and, where
appropriate, advice regarding medical attention necessary for persons exposed.

o Possible hazards to the environment (air, soil, water, wildlife, etc.). This
assessment may include references to accepted chemical databases, material
safety data sheets, and health advisories. The TCEQ may request estimated or
measured concentrations of the contaminant for the state's hazard assessment.

e The identities of any government or private-sector representatives responding at
the scene.
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3. Abate and Contain: The responsible person shall immediately abate and contain the spill
or discharge and cooperate fully with the executive director and the local incident
command system. The responsible person shall also begin reasonable response actions,
which may include, but are not limited to, the following actions:

= Arrival of the responsible person or response personnel hired by the responsible
person at the site of the discharge or spill.

= Initiating efforts to stop the discharge or spill.

= Minimizing the impact to the public health and the environment.

= Neutralizing the effects of the incident.

= Removing the discharged or spilled substances.

= Managing the wastes.
Upon request of the local government responders or the executive director, the
responsible person shall provide a verbal or written description, or both, of the planned
response actions and all actions taken before the local governmental responders or the
executive director arrive. When the agency on-scene coordinator requests this
information, it is subject to possible additional response action requirements by the

executive director. The information will serve as a basis for the executive director to
determine the need for:

» Further response actions by the responsible person.

= [nitiating state funded actions for which the responsible person may be held liable
to the maximum extent allowed by law.

= Subsequent reports on the response actions.

4. Follow-up Report: Within 30 working days of the discovery of a reportable discharge or
spill, the person responsible must submit written information to the appropriate TCEQ
regional office describing the details and supporting the adequacy of the response. The
documentation must contain one of the following:

a. Information from the initial notification, and a statement that the response to the
discharge or spill has been completed and a description of how the action was
conducted.

b. A request for the extension of time to complete the response, along with the
reasons for the request, and a projected work schedule outlining the time required
to complete the response action. Proceed according to the projected schedule
unless otherwise notified by the appropriate TCEQ regional director.

c. A statement and explanation that the discharge or spill response has not been,
and is not expected to be, completed within the maximum allowable extension (six
months from the date of the discharge or spill), along with a projected work
schedule.

Additional information to include:

a. Response Chronology: A chronology, listing times and dates, of the responses by
the responsible person, as well as:
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the nature of the responses, along with the name, address, and phone number
of the response contractor as well as the name of a contact, if different than
the responsible person

the date and time of the first containment actions and the name of the
individuals or company conducting these activities

a detailed description of the containment equipment and personnel used and
a description of the effectiveness of the initial response actions; etc.

b. Meteorology: Describe weather conditions during the incident and include a
discussion of how the weather may have helped or hindered the cleanup.

c. Reported Injuries: Describe any injuries or fatalities.

Remediation of Contamination: Describe actions taken to remove or neutralize the

substances discharged or spilled including:

The amounts of substances recovered and contained.
The amounts of substances lost to the environment.

If soil was affected, the amounts of substances removed. Include a scaled map
indicating the lateral and vertical extent of excavation.

The disposition of any excavated substances, any recovered substances, and
any additional wastes generated from the cleanup, including any on-site or off-
site storage, processing, or treatment. If the material is stored off-site, the
responsible person must give the name, physical address, and phone number
for the storage facility.

e. Sampling and Analysis: A description of all sampling activities including:

A list of the persons collecting the samples.

A scaled map indicating the lateral and vertical location of the sampling
locations.

A tabulation of the analyses performed and the analytical methods used.
The name and address of the laboratory conducting the analytical work.
The name and address of the supplier of the sample containers.

A copy of the analytical results as reported by the laboratory to the responsible
person.

f. Waste Classification and Disposal: List the U.S. EPA and TCEQ waste-

classification and waste-code numbers, along with:

Copies of any analytical results used to obtain the waste classifications as well
as any correspondence from the TCEQ.

A list of any temporary generator or transporter numbers used, if applicable.
Copies of the manifests for the shipment of the wastes.
The name, address, and phone number of the facility receiving the waste
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ATTACHMENT B - POTENTIAL SOURCES OF CONTAMINATION
Below is a list of description of any activities or processes that may be a potential source of
contamination affecting surface water quality.

Non-Stormwater Discharges: It is expected that the following non-stormwater discharges will

occur from the site during the construction period:

Water from water line flushing.

Pavement wash waters (where no spills or leaks of toxic or hazardous materials have
occurred).

Uncontaminated groundwater (from dewatering of excavation).

All non-stormwater discharges will be directed towards erosion control structures prior to
discharge.

Material Inventory: The materials or substances listed below are expected to be present on site

during construction:

Concrete and concrete products

Metal reinforcing materials — rebar, welded wire fabric
Fertilizers

Petroleum-based products

Wood

Plastic (PVC) and metal pipe and fittings

Paints

Rock, gravel, sand, and soil
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ATTACHMENT C - SEQUENCE OF MAJOR ACTIVITIES

1.

Temporary erosion and sedimentation controls are to be installed as indicated on the
approved site plan and in accordance with the Stormwater Pollution Prevention Plan
(“SWPPP”) that is required to be posted on the site. Install tree protection and initial tree
mitigation measures. |.) Area Disturbed = 0.93 acres, II.) Description of Temporary Control
Measures = Silt Fence, Mulch Sock, Tree Fence, Inlet Protection, Ill.) General
Implementation of Temporary Control Measures Timing = Start of construction activity.

The Environmental Project Manager or Site Supervisor must contact the City of Dripping
Springs Environmental Health Department, at (512) 858-4725, 72 hours prior to the
scheduled date of the required pre-construction meeting. |.) Area Disturbed = 0.93 acres,
II.) Description of Temporary Control Measures = Silt Fence, Mulch Sock, Tree Fence,
Inlet Protection, 1ll.) General Implementation of Temporary Control Measures Timing =
Start of construction activity.

The Environmental Project Manager, and/or Site Supervisor, and/or designated
responsible party, and the General Contractor will follow the SWPPP posted on the site.
Temporary erosion and sedimentation controls will be revised, if needed, to comply with
City Inspectors’ directives, and revised construction schedule relative to the water quality
plan requirements and the erosion plan. |.) Area Disturbed = 0.93 acres, Il.) Description of
Temporary Control Measures = Silt Fence, Muich Sock, Tree Fence, Inlet Protection, lIl.)
General Implementation of Temporary Control Measures Timing = Start of construction
activity.

Temporary erosion and sedimentation controls including sedimentation basin of existing
water quality pond will be inspected and maintained in accordance with the SWPPP
posted on the site. |.) Area Disturbed = 0.93 acres, Il.) Description of Temporary Control
Measures = Silt Fence, Mulch Sock, Tree Fence, Inlet Protection, Ill.) General
Implementation of Temporary Control Measures Timing = Start of construction activity.

Begin site clearing/construction (or demolition) activities. |.) Area Disturbed = 0.93 acres,
II.) Description of Temporary Control Measures = Silt Fence, Mulch Sock, Tree Fence,
Inlet Protection, lll.) General Implementation of Temporary Control Measures Timing =
Start of construction activity.

Complete construction and start revegetation of the site and installation of landscaping. I.)
Area Disturbed = 0.93 acres, Il.) Description of Temporary Control Measures = Silt Fence,
Mulch Sock, Tree Fence, Inlet Protection, 1ll.) General Implementation of Temporary
Control Measures Timing = Near final activity of construction.

Upon completion of the site construction and revegetation of a project site, the design
engineer shall submit an engineer’s letter of concurrence to the Development Services
Department indicating that construction, including revegetation, is complete and in
substantial conformity with the approved plans. After receiving this letter, a final inspection
will be scheduled by the appropriate City Inspector. |) Area Disturbed = 0.93 acres, Il)
Description of Temporary Control Measures = None, lll) General Implementation of
Temporary Control Measures Timing = After construction is complete

Upon completion of landscape installation of a project site, the Landscape Architect shall
submit a letter of concurrence to the Development Services Department indicating that the
required landscaping is complete and in substantial conformity with the approved plans.
After receiving this letter, a final inspection will be scheduled by the appropriate City
Inspector. |.) Area Disturbed = 0.93 acre, Il.) Description of Temporary Control Measures
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= Silt Fence, Mulch Sock, Tree Fence, Inlet Protection, lll.) General Implementation of
Temporary Control Measures Timing = After construction is complete

9. After a final inspection has been conducted by the City Inspector and with approval from
the City Inspector, remove the temporary erosion and sedimentation controls and
complete any necessary final revegetation resulting from removal of the controls. Conduct
any maintenance and rehabilitation of the water quality ponds or controls. |.) Area
Disturbed = 0.93 acres, Il.) Description of Temporary Control Measures = None, lil.)
General Implementation of Temporary Control Measures Timing = After construction is
complete
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ATTACHMENT D - TEMPORARY BEST MANAGEMENT PRACTICES AND MEASURES
Spill Prevention and Cleanup Practices: The following practices will be followed for spill prevention

and cleanup.

Manufacturers’ recommended methods for spill cleanup will be clearly posted and site
personnel will be made aware of the procedures and the location of the information and
cleanup supplies.

Materials and equipment necessary for spill cleanup will be kept in the material storage
area on site. Equipment and material swill include, but not be limited to, brooms, dustpans,
mops, rags, gloves, goggles, sand, sawdust, and plastic and metal trash containers
specifically for this purpose.

All spill will be cleaned up immediately upon discovery.

The spill area will be kept well ventilated and personnel will wear appropriate protective
clothing to prevent injury from contact with a hazardous substance.

Spills of toxic or hazardous material will be reported to the appropriate state or local
government agency, regardless of the size.

The spill prevention plan will be adjusted to include measures to prevent the reoccurrence
of similar spills and how to clean up the spill if there is another one. A description of the
spill, what caused it, and the cleanup measures will also be included.

The Contractor will be the spill prevention and cleanup coordinator. The names of
responsible spill personnel will be posted in the material storage area and in the office
trailer on site.

Hazardous Materials: The following practices are used to reduce the risks associated with

hazardous materials.

Products will be kept in original containers unless they are not resealable.

Original labels and material safety data will be retained; they contain important product
information.

If surplus product must be disposed of, manufacturer or local and state recommended
methods for proper disposal will be followed.

Material Management Practices: The following are the material management practices that will

be used to reduce the risk of spills or other accidental exposure of materials and substances to
stormwater runoff.

All soil, sand, gravel, and excavated materials stockpiles on site will have appropriate
erosion and sedimentation controls placed downgradient.

An effort will be made to store only product required to do the job.

All materials stored on site will be stored in a neat, orderly manner in their appropriate
containers and, if possible, under a roof or other enclosure.

Materials will be stored in the construction staging, material storage, and temporary spoils
disposal area as shown on the construction plans.

Products will be kept in their original containers with the original manufacturer’s labels.

Whenever possible all of a product will be used before disposing of the container.
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Manufacturer's recommendations for proper use and disposal will be followed.

The Contractor will make a daily inspection to ensure the proper use and disposal of
materials on site.

Product Specific Practices: The following product specific practices will be followed on site.

Petroleum Products: All on site vehicles will be monitored for leaks and receive regular
preventive maintenance to reduce the chance of leakage. Petroleum products will be
stored in tightly sealed containers that are clearly labeled. Any asphaltic substances used
on site will be applied according to the manufacturer's recommendations.

Fertilizers: Fertilizers will be applied only in the minimum amounts recommended by the
manufacturer. Once applied, fertilizer will be worked into the soil to limit exposure to
stormwater. The contents of any partially used bags of fertilizer will be transferred to a
sealable plastic bin to avoid spills.

Paints: All containers will be tightly sealed and stored when not required for use. Excess
paint will not be discharged to the storm sewer system, but will be properly disposed of
according to manufacturer’s instructions or state and local regulations.

Concrete Trucks: Concrete trucks will not be allowed to wash out or discharge surplus
concrete or drum water on the site except in designated areas. Upon completion of the
project, the Contractor will clean up the wash-out site in accordance with state and local
reguiations.

Construction Equipment/Vehicles: Construction equipment/vehicles will be limited, as
much as possible, to the project site. Any soil, mud, etc. to be carried form the project into
public roads will be cleaned up within 24 hours.
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ATTACHMENT E - REQUEST TO TEMPORARILY SEAL A FEATURE
Not applicable.

ATTACHMENT F — STRUCTURAL PRACTICES

During construction the site will be protected by temporary structural erosion controls to trap
construction sediment on site. The controls primarily consist of silt fence, mulch sock, stabilized
construction entrance, rock berm, and inlet protection designed in accordance with COA
Environmental Criterial Standards. In addition to the proposed temporary controls, the
sedimentation basin of the existing water quality pond will act as a sediment basin as a backup if
sediment should escape the upstream temporary practices such as rock berms and silt fences.
In conjunction with the other temporary controls, the existing sediment basin will provide an
additional factor of safety.

ATTACHMENT G - DRAINAGE AREA MAP
The drainage area map for this project can be found in the site construction plans, Sheet C 205.

ATTACHMENT H —- TEMPORARY SEDIMENT POND(S) PLANS AND CALCULATIONS

The sediment basin of the existing water quality pond will be used as a temporary sediment trap
in the event sediment should escape the upstream temporary practices such as rock berm and
silt fences. Any sediment that escapes to the sediment basin will be removed prior to writing the
engineer’s concurrence letter and acceptance of the project.
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ATTACHMENT | — INSPECTION AND MAINTENANCE FOR BMPS

An Environmental Project Manager, who shall be on-site more than 80% of the time, shall be
designated to be responsible for inspection and compliance of temporary erosion sedimentation
control (“ESC”) during construction.

The following is a general schedule for installation and inspection of temporary ESC.

Install erosion controls and tree protection fencing as indicated on the approved site plan.

Environmental Project Manager shall schedule and hold an on-site pre-construction
meeting prior to start of construction. The following shall be in attendance: Environmental
Project Manager, Design Engineer, Owner, Contractor, and Inspector for the City of
Dripping Springs.

Revise ESC if necessary, per Inspector, and review construction schedule relative to water
quality plan requirements and erosion control plan.

Inspect and maintain temporary controls weekly and prior to/immediately after rainfall
events as needed.

Response within 24 hours to violations reported by the Inspector.

Have Environmental Project Manager schedule a mid-construction meeting to coordinate
changes in construction schedule and evaluate effectiveness of erosion control devices.
At this time, also identify anticipated completion date and coordinate final construction
sequence and inspection schedule. The following shall be in attendance: Environmental
Project Manager, Design Engineer, and City of Dripping Springs Inspector.

Clean out permanent controls and install/maintain filter media as necessary.

Complete construction and re-vegetate disturbed areas. Remove remaining temporary
erosion controls.

Submit engineer’s concurrence letter to City of Dripping Springs.
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ATTACHMENT J — SCHEDULE OF INTERIM AND PERMANENT SOIL STABILIZATION
PRACTICES

Periodically throughout the project all erosion controls will be re-analyzed and repaired as needed.
Upon completion of construction, the areas of disturbance will be re-vegetated. All portions of the
site that are not to be worked for more than 14 days will be treated with temporary or permanent
soil stabilization measures in accordance with the design criteria of the COA Environmental
Criteria Manual.
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Agent Authorization Form
For Required Signature
Edwards Aquifer Protection Program
Relating to 30 TAC Chapter 213
Effective June 1, 1999

E’ aind Coa buwmmn
&/ Print Name

Dept. Super Mad‘/wa

Title - Owner/President/Other

of Dripping Springs Independent School District
Corporation/Partnership/Entity Name
have authorized Andres M. Juarez, P.E.
Print Name of AgentVEngineer
of DIG Engineers

Print Name of Firm

to represent and act on the behalf of the above named Corporation, Partnership, or Entity for
the purpose of preparing and submitting this plan application to the Texas Commission on
Environmental Quality (TCEQ) for the review and approval consideration of regulated
activities.

| also understand that:

1.

The applicant is responsible for compliance with 30 Texas Administrative Code
Chapter 213 and any condition of the TCEQ's approval letter. The TCEQ is authorized
to assess administrative penalties of up to $10,000 per day per violation.

For those submitting an application who are not the property owner, but who have the
right to control and possess the property, additional authorization is required from the
owner.

Application fees are due and payable at the time the application is submitted. The
application fee must be sent to the TCEQ cashier or to the appropriate regional office.
The application will not be considered until the correct fee is received by the
commission.

A notarized copy of the Agent Authorization Form must be provided for the person
preparing the application, and this form must accompany the completed application.

No person shall commence any regulated activity on the Edwards Aquifer Recharge
Zone, Contributing Zone or Transition Zone until the appropriate application for the
activity has been filed with and approved by the Executive Director.

TCEQ-0599 (Rev.04/01/2010) Page 1 of 2



SIGNATURE PAGE:

(2, 12. 2025
Applicant's Signatur Date

THE STATE OF @2& §
County of !\‘LJ.@ §

BEFORE ME, the undersigned authority, on this day personally appeared EQ;\‘Q CQ%W*‘\ known
to me to be the person whose name is subscribed to the foregoing instrument, and acknowledged to
me that (s)he executed same for the purpose and consideration therein expressed.

GIVEN under my hand and seal of office on this_& day ofm a@ ;

TCEQ-0599 (Rev.04/01/2010)

LEM(M_ Wﬂfﬂé AAAAAAAAAAAA

{

JENNIFER EILEEN MARTINEZ

NOTRRY PUBLIC { é;‘ Notary ID #126196613
— : ‘2-!& My Commission Expires

;'_(1]- b/,‘em W December 14, 2026

Typed or Printed Name of Notary

MY COMMISSION EXPIRES: mlq ZDZ—LF
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Application Fee Form

Texas Commission on Environmental Quality

Name of Proposed Regulated Entity: Dripping Springs ISD Elementary and Middle School
Regulated Entity Location: 1000 Sawyer Ranch Road, Dripping Springs Texas, 78620
Name of Customer: Dripping Springs ISD

Contact Person: Elaine Cogburn Phone: (512)858-3006

Customer Reference Number (if issued):CN 601259435

Regulated Entity Reference Number (if issued):RN 108296708

Austin Regional Office (3373)

XI Hays [:] Travis D Williamson
San Antonio Regional Office (3362)

[ ] Bexar [ ] Medina [ ] uvalde

[ ] comal [ ] Kinney

Application fees must be paid by check, certified check, or money order, payable to the Texas
Commission on Environmental Quality. Your canceled check will serve as your receipt. This
form must be submitted with your fee payment. This payment is being submitted to:

[ ] Austin Regional Office [ ] san Antonio Regional Office
D Mailed to: TCEQ - Cashier [X] Overnight Delivery to: TCEQ - Cashier
Revenues Section 12100 Park 35 Circle
Mail Code 214 Building A, 3rd Floor
P.O. Box 13088 Austin, TX 78753
Austin, TX 78711-3088 (512)239-0357
Site Location (Check All That Apply):
D Recharge Zone & Contributing Zone D Transition Zone
Type of Plan Size Fee Due
Water Pollution Abatement Plan, Contributing Zone
Plan: One Single Family Residential Dwelling Acres | S
Water Pollution Abatement Plan, Contributing Zone
Plan: Multiple Single Family Residential and Parks Acres | S
Water Pollution Abatement Plan, Contributing Zone
Plan: Non-residential 49.10 Acres | $ 8,000
Sewage Collection System LF.|S
Lift Stations without sewer lines Acres | S
Underground or Aboveground Storage Tank Facility Tanks | S
Piping System(s)(only) Each [ S
Exception Each | S
Extension of Time Each | S

Signature: Date: Z,;_)lz:fj/&j’
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Application Fee Schedule

Texas Commission on Environmental Quality

Edwards Aquifer Protection Program 30 TAC Chapter 213 (effective 05/01/2008)
Water Pollution Abatement Plans and Modifications

Contributing Zone Plans and Modifications

Project Area in
Project Acres Fee
One Single Family Residential Dwelling <5 $650
Multiple Single Family Residential and Parks <5 $1,500
5<10 $3,000
10< 40 $4,000
40 < 100 $6,500
100 < 500 $8,000
> 500 $10,000
Non-residential (Commercial, industrial, institutional, <1 $3,000
multi-family residential, schools, and other sites 1<5 $4,000
where regulated activities will occur) 5<10 $5,000
10<40 $6,500
40< 100 $8,000
> 100 $10,000
Organized Sewage Collection Systems and Modifications
Cost per Linear | Minimum Fee-
Project Foot Maximum Fee
Sewage Collection Systems $0.50 S650 - $6,500

Underground and Aboveground Storage Tank System Facility Plans and

Modifications
Cost per Tank or | Minimum Fee-
Project Piping System | Maximum Fee
Underground and Aboveground Storage Tank Facility $650 $650 - $6,500
Exception Requests
Project Fee
Exception Request S500
Extension of Time Requests
Project Fee
Extension of Time Request $150
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