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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 

http://texreg.sos.state.tx.us/public/readtac$ext.ViewTAC?tac_view=4&ti=30&pt=1&ch=213
http://www.tceq.texas.gov/field/eapp/apps.html
http://www.tceq.texas.gov/goto/eapp-plan
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) _x_ __ __ 

Region (1 req.) __ __ __ 

County(ies) __ __ __ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 

_x_Hays Trinity 

__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer 

NA 

City(ies) Jurisdiction 

 

__Austin 

__Buda 

_x_Dripping Springs 

__Kyle 

__Mountain City 

__San Marcos 

__Wimberley 

__Woodcreek 

__Austin 
__Bee Cave 

__Pflugerville 

__Rollingwood 

__Round Rock 

__Sunset Valley 

__West Lake Hills 

__Austin 

__Cedar Park 

__Florence 

__Georgetown 

__Jerrell 

__Leander 

__Liberty Hill 

__Pflugerville 

__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 

County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority 

__Kinney 
__EAA 
__Medina 

__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 

__Fair Oaks Ranch 

__Helotes 

__Hill Country  Village 

__Hollywood Park 

__San Antonio (SAWS) 

__Shavano Park 

__Bulverde 

__Fair Oaks Ranch 

__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

                                                                                                                                                                                                                               
Lexie England 

Print Name of Customer/Authorized Agent  

                                                                  10/04/2023 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

Date Administratively Complete: Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 

Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 

Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 
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18. Type of project: 

 TXDOT road project. 
 County road or roads built to county specifications. 
 City thoroughfare or roads to be dedicated to a municipality. 
 Street or road providing access to private driveways. 

19. Type of pavement or road surface to be used: 

 Concrete 
 Asphaltic concrete pavement 
 Other:       

20. Right of Way (R.O.W.): 

Length of R.O.W.:       feet. 
Width of R.O.W.:       feet. 
L x W =      Ft² ÷ 43,560 Ft²/Acre =       acres. 

21. Pavement Area: 

Length of pavement area:       feet. 
Width of pavement area:       feet. 
L x W =      Ft² ÷ 43,560 Ft²/Acre =       acres. 
Pavement area       acres ÷ R.O.W. area       acres x 100 =      % impervious cover. 

22.  A rest stop will be included in this project. 

 A rest stop will not be included in this project. 

23.  Maintenance and repair of existing roadways that do not require approval from the 
TCEQ Executive Director. Modifications to existing roadways such as widening 
roads/adding shoulders totaling more than one-half (1/2) the width of one (1) existing 
lane require prior approval from the  TCEQ. 

Stormwater to be generated by the Proposed Project 

24.  Attachment E - Volume and Character of Stormwater.  A detailed description of the 
volume (quantity) and character (quality) of the stormwater runoff which is expected to 
occur from the proposed project is attached.  The estimates of stormwater runoff 
quality and quantity are based on area and type of impervious cover.  Include the runoff 
coefficient of the site for both pre-construction and post-construction conditions. 

Wastewater to be generated by the Proposed Project 

25.  Wastewater is to be discharged in the contributing zone. Requirements under 30 TAC 
§213.6(c) relating to Wastewater Treatment and Disposal Systems have been satisfied. 

 N/A 
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one tank system, the containment structure is sized to capture one and one-half (1 1/2) 
times the cumulative storage capacity of all systems. 

 Attachment G - Alternative Secondary Containment Methods.   Alternative methods 
for providing secondary containment are proposed.  Specifications showing equivalent 
protection for the Edwards Aquifer are attached. 

29. Inside dimensions and capacity of containment structure(s): 

Table 3 - Secondary Containment 

Length (L)(Ft.) Width(W)(Ft.) Height (H)(Ft.) L x W x H = (Ft3) Gallons 

                              

                              

                              

                              

Total:       Gallons 

30. Piping:  

 All piping, hoses, and dispensers will be located inside the containment structure. 
 Some of the piping to dispensers or equipment will extend outside the containment 
structure. 

 The piping will be aboveground 
 The piping will be underground 

31.  The containment area must be constructed of and in a material impervious to the 
substance(s) being stored.  The proposed containment structure will be constructed of: 
     . 

32.  Attachment H - AST Containment Structure Drawings.  A scaled drawing of the 
containment structure is attached that shows the following: 

 Interior dimensions (length, width, depth and wall and floor thickness). 
 Internal drainage to a point convenient for the collection of any spillage. 
Tanks clearly labeled 
 Piping clearly labeled 
 Dispenser clearly labeled 

33.  Any spills must be directed to a point convenient for collection and recovery. Spills from 
storage tank facilities must be removed from the controlled drainage area for disposal 
within 24 hours of the spill. 

 In the event of a spill, any spillage will be removed from the containment structure 
within 24 hours of the spill and disposed of properly. 
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 In the event of a spill, any spillage will be drained from the containment structure 
through a drain and valve within 24 hours of the spill and disposed of properly.  The 
drain and valve system are shown in detail on the scaled drawing. 

Site Plan Requirements 

Items 34 - 46 must be included on the Site Plan. 

34.  The Site Plan must have a minimum scale of 1" = 400'. 

Site Plan Scale: 1" =      '. 

35. 100-year floodplain boundaries:  

 Some part(s) of the project site is located within the 100-year floodplain. The floodplain 
is shown and labeled. 

 No part of the project site is located within the 100-year floodplain. 
The 100-year floodplain boundaries are based on the following specific (including date of 
material) sources(s): FEMA Flood Plain Map - Prelim Panel 48209C0120G ISSUED 
12/14/2022. 

36.  The layout of the development is shown with existing and finished contours at 
appropriate, but not greater than ten-foot contour intervals.  Lots, recreation centers, 
buildings, roads, etc. are shown on the site plan. 

 The layout of the development is shown with existing contours at appropriate, but not 
greater than ten-foot contour intervals.  Finished topographic contours will not differ 
from the existing topographic configuration and are not shown.  Lots, recreation 
centers, buildings, roads, etc. are shown on the site plan. 

37.  A drainage plan showing all paths of drainage from the site to surface streams. 

38.  The drainage patterns and approximate slopes anticipated after major grading activities. 

39.  Areas of soil disturbance and areas which will not be disturbed. 

40.  Locations of major structural and nonstructural controls.  These are the temporary and 
permanent best management practices. 

41.  Locations where soil stabilization practices are expected to occur. 

42.  Surface waters (including wetlands).  

 N/A 

43.  Locations where stormwater discharges to surface water. 

 There will be no discharges to surface water. 

44.  Temporary aboveground storage tank facilities.  

 Temporary aboveground storage tank facilities will not be located on this site. 
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or a non-residential development such as commercial, industrial, institutional, schools, 
and other sites where regulated activities occur. 

Administrative Information 

61.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.   

62.  Any modification of this Contributing Zone Plan may require TCEQ review and Executive 
Director approval prior to construction, and may require submission of a revised 
application, with appropriate fees. 

63.  The site description, controls, maintenance, and inspection requirements for the storm 
water pollution prevention plan (SWPPP) developed under the EPA NPDES general 
permits for stormwater discharges have been submitted to fulfill paragraphs 30 TAC 
§213.24(1-5) of the technical report.  All requirements of 30 TAC §213.24(1-5) have 
been met by the SWPPP document. 

 The Temporary Stormwater Section (TCEQ-0602) is included with the application.  
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ATTACHMENT A: Road Map 
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ATTACHMENT B: USGS Quadrangle Map 
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ATTACHMENT D: Factors Affecting Surface Water Quality 
 

No industrial associated activity discharges are expected for this proposed commercial development site. 

Surface water quality can be affected by disturbance during construction and by development after 

construction. Soil disturbance from clearing and grubbing and cut / fill operations can lead to discharge of 

sediment unless adequate temporary erosion control measures are in place. For this project, the use of 

silt fence, construction entrances, and rock berms will prevent sediment from leaving the site. Siltation 

collected by the control measures will be cleaned from fences, berms, etc. on a routine schedule as 

outlined in the SWPPP and contract specifications. 

During construction, surface water quality may also be affected by a spill of hydrocarbons or other 

hazardous substances used in construction. The most likely instances of a spill of hydrocarbons or 

hazardous substances are: 

a) Refueling construction equipment. 

b) Oil and grease from the asphalt pavement and vehicle traffic.  

c) Performing operator-level maintenance, including adding petroleum, oils, or lubricants. 

d) Normal silt build-up.  

e) Unscheduled or emergency repairs, such as hydraulic fluid leaks. 

f) Trash with becomes loose from subdivision residents.  
g) Fertilizers used in the landscaping around the apartment buildings.  

 

Every effort will be taken to be cautious and prevent spills. In the event of a fuel or hazardous substance 

spill as defined by the Reportable Quantities Table 1 (page 3) of the TCEQ’s Small-Business Handbook 

for Spill Response (RG-285, June 1997), the contractor is required to clean up the spill and notify the 

TCEQ as required in RG-285. During business hours report spills to the TCEQ’s Austin Regional Office at 

(512) 339-2929, after business hours call 1-800-832-8224, the Environmental Response Hotline or (512) 

463-7727, the TCEQ Spill Reporting Hotline, which is also answered 24 hours a day.  

After construction is complete, impervious cover for the tract of land is the major reason for degradation of 

water quality. Impervious cover includes the building foundations, street pavement and concrete sidewalks. 

Oil and fuel discharge from vehicles is anticipated. The proposed permanent BMPs on this project will help 

mitigate these occurrences. 
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ATTACHMENT J: BMPs for Upgradient Stormwater 
 

All stormwater from offsite drainage area DA-PR-OFF4 is being detained in Pond 4 and accounted 

for in the drainage calculations. All other offsite drainage that originates upgradient of this site is 

flowing throught the site undisturbed. 

 

No groundwater originates upgradient from the site and flows across the site.  
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ATTACHMENT M: Construction Plans 
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 Aboveground storage tanks with a cumulative storage capacity between 250 
gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 
more will be stored on the site.  An Aboveground Storage Tank Facility Plan 
application must be submitted to the appropriate regional office of the TCEQ 
prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 
taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 
storage capacity must be located a minimum horizontal distance of 150 feet from any 
domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 
processes which may be a potential source of contamination affecting surface water 
quality is attached. 

Sequence of Construction 

5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 
activities which will disturb soils for major portions of the site (grubbing, excavation, 
grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 
disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 
measures and the general timing (or sequence) during the construction process that 
the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 
receive discharges from disturbed areas of the project: Onion Creek 

Temporary Best Management Practices (TBMPs) 

Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 
stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 
construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 
basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 
structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 
measures will prevent pollution of surface water, groundwater, and stormwater.  The 
construction-phase BMPs for erosion and sediment controls have been designed to 
retain sediment on site to the extent practicable.  The following information is attached: 
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 A description of how BMPs and measures will prevent pollution of surface water, 
groundwater or stormwater that originates upgradient from the site and flows 
across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 
groundwater that originates on-site or flows off site, including pollution caused by 
contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 
surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 
maintain flow to naturally-occurring sensitive features identified in either the 
geologic assessment, TCEQ inspections, or during excavation, blasting, or 
construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 
to the Edwards Aquifer as a temporary pollution abatement measure during active 
construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 
seal a feature is attached.  The request includes justification as to why no reasonable 
and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 
site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 
used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 
discharge of pollutants from exposed areas of the site is attached.  Placement of 
structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 
requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 
used. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin or other equivalent controls are not 
attainable, but other TBMPs and measures will be used in combination to protect 
down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 
used in combination with other erosion and sediment controls within each disturbed 
drainage area. 
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 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  Erosion and sediment controls other than sediment basins or 
sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 
sediment pond or basin construction plans and design calculations for a proposed 
temporary BMP or measure have been prepared by or under the direct supervision of a 
Texas Licensed Professional Engineer.  All construction plans and design information 
must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  
Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 
temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 
necessary, retrofit is attached.  A description of the documentation procedures, 
recordkeeping practices, and inspection frequency are included in the plan and are 
specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 
with the manufacturer’s specifications and good engineering practices.  If periodic 
inspections by the applicant or the executive director, or other information indicate a 
control has been used inappropriately, or incorrectly, the applicant must replace or 
modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 
fugitive sediment in street being washed into surface streams or sensitive features by 
the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 
when design capacity has been reduced by 50%.  A permanent stake will be provided 
that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 
prevented from becoming a pollutant source for stormwater discharges (e.g., screening 
outfalls, picked up daily). 

Soil Stabilization Practices 

Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 
mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 
preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 
schedule of the interim and permanent soil stabilization practices for the site is 
attached. 
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18.  Records must be kept at the site of the dates when major grading activities occur, the 
dates when construction activities temporarily or permanently cease on a portion of the 
site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 
activities have temporarily or permanently ceased. 

Administrative Information 

20.  All structural controls will be inspected and maintained according to the submitted and 
approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 
discovered, all regulated activities near the feature will be immediately suspended.  The 
appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 
must cease and not continue until the TCEQ has reviewed and approved the methods 
proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 
constructed and maintained as appropriate to prevent pollutants from entering 
sensitive features discovered during construction. 

 

 



https://nam11.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.tceq.texas.gov%2Fresponse%2Fspills%2Fspill_rq.html&data=05%7C01%7CDean.Henry%40kimley-horn.com%7Cd53654f8b75241a0606708db19c7c5cc%7C7e220d300b5947e58a81a4a9d9afbdc4%7C0%7C0%7C638132118043577589%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=3vONSb%2BwasES7QdwTKYGYovLdTkxyU%2BoTt7bzzJqmHE%3D&reserved=0
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ATTACHMENT B: Potential Sources of Contamination 
 

No industrial associated activity discharges are expected for this proposed commercial development site. 

Surface water quality can be affected by disturbance during construction and by development after 

construction. Soil disturbance from clearing and grubbing and cut / fill operations can lead to discharge of 

sediment unless adequate temporary erosion control measures are in place. For this project, the use of 

silt fence, construction entrances, and rock berms will prevent sediment from leaving the site. Siltation 

collected by the control measures will be cleaned from fences, berms, etc. on a routine schedule as 

outlined in the SWPPP and contract specifications. 

During construction, surface water quality may also be affected by a spill of hydrocarbons or other 

hazardous substances used in construction. The most likely instances of a spill of hydrocarbons or 

hazardous substances are: 

a) Refueling construction equipment. 

b) Oil and grease from the asphalt pavement and vehicle traffic.  

c) Performing operator-level maintenance, including adding petroleum, oils, or lubricants. 

d) Normal silt build-up.  

e) Unscheduled or emergency repairs, such as hydraulic fluid leaks. 

f) Trash with becomes loose from subdivision residents.  
g) Fertilizers used in the landscaping around the apartment buildings.  

 

Every effort will be taken to be cautious and prevent spills. In the event of a fuel or hazardous substance 

spill as defined by the Reportable Quantities Table 1 (page 3) of the TCEQ’s Small-Business Handbook 

for Spill Response (RG-285, June 1997), the contractor is required to clean up the spill and notify the 

TCEQ as required in RG-285. During business hours report spills to the TCEQ’s Austin Regional Office at 

(512) 339-2929, after business hours call 1-800-832-8224, the Environmental Response Hotline or (512) 

463-7727, the TCEQ Spill Reporting Hotline, which is also answered 24 hours a day.  

After construction is complete, impervious cover for the tract of land is the major reason for degradation of 

water quality. Impervious cover includes the building foundation, street pavement and concrete sidewalks. 

Oil and fuel discharge from vehicles is anticipated. The proposed permanent BMPs on this project will 

help mitigate these occurrences.  
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ATTACHMENT C: Sequence of Major Activities 
 

SEQUENCE OF CONSTRUCTION: 
 
1) INSTALL EROSION CONTROLS PER APPROVED PLANS. 

a) This activity effects less than 0.25-arces of the site, as its mostly consentrated at the borders of 
the site. The erosion controls will be in place for the duration of the construction and until the 

permanent BMPs have been established.  

2) HOLD PRE-CONSTRUCTION CONFERENCE. 
3) DEMOLISH, REMOVE AND DISPOSE OF PROPERLY ALL EXISTING IMPROVEMENTS 

SHOWN TO BE REMOVED PER PLANS. 

a) This activity will effect approximately 0.6-acres of the site. The erosion controls initially placed 
will be maintained through this activity.  

4) ROUGH-CUT ALL REQUIRED OR NECESSARY PONDS. EITHER THE PERMANENT 

OUTLET STRUCTURE OR A TEMPORARY OUTLET MUST BE CONSTRUCTED PRIOR TO 

DEVELOPMENT OF ANY EMBANKMENT OR EXCAVATION THAT LEADS TO PONDING 
CONDITIONS. THE OUTLET SYSTEM SHALL BE PROTECTED FROM EROSION AND 

SHALL BE MAINTAINED THROUGHOUT THE COURSE OF CONSTRUCTION UNTIL 

FINAL RESTORATION IS ACHIEVED. 
a) This activity will continue to effect the 2.25-acres of the site. This activity is preparing the site for 

the designed drainage condition (grading and ponds). The erosion controls initially placed will be 

maintained through this activity.  
5) BEGIN CONSTRUCTION OF UNDER GROUND UTILITY, PAVING AND BUILDING, 

INSTALL INLET EROSION/SEDIMENTATION PROTECTION. 

a) This activity will effect approximately 22.5-acres and the erosion controls measures initially 

placed will remain.  
6) COMPLETE PERMANENT EROSION CONTROL AND SITE RESTORATION. REMOVE 

TEMPORARY EROSION/SEDIMENTATION CONTROLS AND TREE PROTECTION. 

RESTORE ANY AREAS DISTURBED DURING REMOVAL OF EROSION/SEDIMENTATION 
CONTROLS. 

a) This activity will effect approximately 3 acres and includes placement of the permanent BMPs. 

The temporary BMPs will only be removed once the permanent BMPs have been established. 

7) PROJECT ENGINEER INSPECTS JOB AND WRITES LETTER OF CONCURRENCE TO THE 
PERMITTING AUTHORITY, FINAL INSPECTION WILL BE SCHEDULED UPON RECEIPT 

OF THE LETTER. 

8) REMOVE ALL TRASH AND DEBRIS FROM THE SITE AND DISPOSE OF LEGALLY. 
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ATTACHMENT D: Temporary Best Management Practices 

and Measures 
 

As shown in the erosion and sediment control plan, to protect surface streams during 

construction activities silt fence will be placed on the downslope along the property line where 

construction activities end. In addition, a construction entrance will be utilitized to filter 

stormwater through the rock material, inlet protection will be placed at installed inlets and rock 

berms will be placed in the drainage culvert to the east of the site to protect the surface streams 

further from any sediment that does make it through the other BMP controls.  
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ATTACHMENT F: Structural Practices 
 

The plan for temporary structural controls on this site include placing silt fence at the down slope 

of the site that will collect sediment prior to entering a stream. This will allow for the sediment to 

be clean out for continued effective usage of the silt fence.  
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ATTACHMENT G: Drainage Area Map 
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ATTACHMENT I: Inspection and Maintenance for BMPs 

A. Inspection Schedule 

1. All disturbed areas, as well as all erosion and sediment control devices, will be inspected according to 

one of the following schedules: 

a) at least every seven (7) calendar days and within 24 hours after a rainfall of 0.25” or greater, or  

b) every seven (7) days on the same day of the week each week, regardless of whether or not there 

has been a rainfall event since the previous inspection. 

2. Inspections will occur on the schedule provided in this plan and any changes made to the schedule 

must adhere to the following: 

a) the schedule can change a maximum of one time each month, 

b) the schedule change must be implemented at the beginning of a calendar month, and 

c) the reason for the schedule change must be documented in this plan (an inspection schedule 

form is located below). 

B. Inspection Reports 

1. Completed inspection reports (see below) will include the following information: 

a) scope of the inspection,  

b) date of the inspection,  

c) name(s) of personnel making the inspection,  

d) reference to qualifications of inspection personnel, 

e) observed major construction activities, and  

f) actions taken as a result of the inspection.   

2. All disturbed areas (on and off-site), areas for material storage locations where vehicles enter or exit 

the site, and all of the erosion and sediment controls that were identified as part this plan must be 

inspected.  The inspection report must state whether the site was in compliance or identify any 

incidents of non-compliance.  The report will be signed by the qualified inspector in accordance with 

the TPDES general permit and filed in this plan.  A sample Inspection Report is included below along 

with an Inspector Qualification Form.  All reports and inspections required by the general construction 

permit will be completed by a duly authorized representative.   

3. The operator should correct any damage or deficiencies as soon as practicable after the inspection, 

but in no case later than seven (7) calendar days after the inspection.  If existing BMPs are modified 

or if additional BMPs are necessary, an implementation schedule must be described in this plan, and 

wherever possible, those changes implemented before the next storm event or as soon as 

practicable.  A list of maintenance guidelines are included below.   
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4. Inspection reports will be kept in the Operator’s file, along with this plan, for at least three years from 

the date that the NOT is submitted to the TCEQ for the construction site.   

C. Final Stabilization 

Final stabilization of the construction site has been achieved when all soil disturbing activities at the site 

have been completed, and a uniform (e.g., evenly distributed, without large bare areas) perennial 

vegetative cover with a density of 70 percent of the native background vegetative cover for the area has 

been established on all unpaved areas and areas not covered by permanent structures.  If a vegetative 

cover cannot be established, equivalent permanent stabilization measures (such as riprap, gabions, or 

geotextiles) can be employed.  When these conditions have been met, BMPs can be removed from the 

construction area.  
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Inspector Qualifications* 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  

 

Inspector Name:  

Qualifications (Check as appropriate and provide description):  
□  Training Course  

□  Supervised Experience  

□  Other  
 

*Personnel conducting inspections must be knowledgeable of the general permit, familiar with the 
construction site, and knowledgeable of the SWP3 for the site. 
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INSPECTION SCHEDULE 
 
Inspections must be conducted: 
 

• Option 1 – at least once every 7 calendar days and within 24 hours of the end of a storm 
event of 0.25 inch or greater 

• Option 2 – at least once every 7 calendar days, regardless of whether or not there has 
been a rainfall event since the previous inspection. 

 
Any changes to the schedule are conducted in accordance with the following: 
 

• the schedule is changed a maximum of one time each month, 

• the schedule change must be implemented at the beginning of a calendar month, and 

• the reason for the schedule change must be documented below. 
 

Date Schedule Option Reason for Schedule Change 
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Construction Site 
SWP3 Inspection Report 

S
ta

tu
s
 □ Complies 

□ Warning No. 

□ Project Shutdown 

 

S
W

P
3
 On-Site Up-to-date 

Yes No1 Yes No2 

    

 
 

G
e
n

e
ra

l 

In
fo

rm
a
ti

o
n

 Project:   Date: 

Address:  Inspector: 

 Qualifications:  see Appendix E of SWP3 

 Weather Conditions: 

Owner:   Contractor: 

 

BMP 

BMP  
In Use 

Maint. 
Req’d Comments 

Yes No Yes2 No 

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

      

1The SWP3 must be retained on-site at the construction site or, if the site is inactive or does not 
have an on-site location to store the plan, a notice must be posted describing the location of the 
SWP3. 
2Items marked in this column need to be addressed in the Actions to be Taken table. 
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ACTIONS TO BE TAKEN 
RESPONSIBLE 

PERSON(S) 
DUE DATE 

DATE 
COMPLETED 

INITIALS 

     

     

     

     

     

     

     

     

     

     

     

     

     

 

NOTE:  These reports will be kept on file as part of the Storm Water Pollution Prevention Plan for at 
least three years.  A copy of the SWP3 will be kept at the site at all times during construction. 

CERTIFICATION STATEMENT:  “I certify under penalty of law that this document and all 
attachments were prepared under my direction or supervision in accordance with a system designed 
to assure that qualified personnel properly gathered and evaluated the information submitted.  Based 
on my inquiry of the person or persons who manage the system, or those persons directly 
responsible for gathering the information, the information submitted is, to the best of my knowledge 
and belief, true, accurate, and complete.  I am aware that there are significant penalties for submitting 
false information, including the possibility of fine and imprisonment for knowing violations.” 

Name: 

Address: 

Telephone: 

Site Location: 

Inspector Signature: Date: 
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MAINTENANCE GUIDELINES 

1. Below are some maintenance practices to be used to maintain erosion and sediment 
controls: 

▪ All control measures will be inspected according to the schedule identified in Appendix 
E. 

▪ All measures will be maintained in good working order.  The operator should correct 
any damage or deficiencies as soon as practicable after the inspection, but in no case 
later than seven (7) calendar days after the inspection. 

▪ BMP Maintenance (as applicable) 
o Sediment must be removed from sediment traps and sedimentation ponds no 

later than the time that design capacity has been reduced by 50%.  For 
perimeter controls such as silt fences, berms, etc., the trapped sediment must 
be removed before it reaches 50% of the above-ground height. 

o Silt fence will be inspected for depth of sediment, tears, to see of the fabric is 
securely attached to the fence posts, and to see that the fence posts are firmly 
in the ground. 

o Drainage swale will be inspected and repaired as necessary. 
o Inlet control will be inspected and repaired as necessary. 
o Check dam will be inspected and repaired as necessary. 
o Straw bale dike will be inspected and repaired as necessary. 
o Diversion dike will be inspected and any breaches promptly repaired. 
o Temporary and permanent seeding and planting will be inspected for bare 

spots, washouts, and healthy growth. 
o If sediment escapes the site, accumulations must be removed at a frequency 

that minimizes off-site impacts, and prior to the next rain event, if feasible.  If the 
permittee does not own or operate the off-site conveyance, then the permittee 
must to work with the owner or operator of the property to remove the sediment. 

o Locations where vehicles enter or exit the site must be inspected for evidence 
of off-site sediment tracking. 

 
2. To maintain the above practices, the following will be performed: 

▪ Maintenance and repairs will be conducted before the next anticipated storm event or 
as necessary to maintain the continued effectiveness of storm water controls.  
Following an inspection, deficiencies should be corrected no later than seven (7) 
calendar days after the inspection. 

▪ Any necessary revisions to the SWP3 as a result of the inspection must be completed 
within seven (7) calendar days following the inspection.  If existing BMPs are modified 
or if additional BMPs are necessary, an implementation schedule must be described 
in the SWP3 and wherever possible those changes implemented before the next storm 
event. 

▪ Personnel selected for inspection and maintenance responsibilities must be 
knowledgeable of the general permit, familiar with the construction site, and 
knowledgeable of the SWP3 for the site. 

 

 

 




