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 Aboveground storage tanks with a cumulative storage capacity between 250 
gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 
more will be stored on the site.  An Aboveground Storage Tank Facility Plan 
application must be submitted to the appropriate regional office of the TCEQ 
prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 
taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 
storage capacity must be located a minimum horizontal distance of 150 feet from any 
domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 
processes which may be a potential source of contamination affecting surface water 
quality is attached. 

Sequence of Construction 
5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 

activities which will disturb soils for major portions of the site (grubbing, excavation, 
grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 
disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 
measures and the general timing (or sequence) during the construction process that 
the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 
receive discharges from disturbed areas of the project: Brushy Creek 

Temporary Best Management Practices (TBMPs) 
Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 
stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 
construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 
basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 
structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 
measures will prevent pollution of surface water, groundwater, and stormwater.  The 
construction-phase BMPs for erosion and sediment controls have been designed to 
retain sediment on site to the extent practicable.  The following information is attached: 
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 A description of how BMPs and measures will prevent pollution of surface water, 
groundwater or stormwater that originates upgradient from the site and flows 
across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 
groundwater that originates on-site or flows off site, including pollution caused by 
contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 
surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 
maintain flow to naturally-occurring sensitive features identified in either the 
geologic assessment, TCEQ inspections, or during excavation, blasting, or 
construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 
to the Edwards Aquifer as a temporary pollution abatement measure during active 
construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 
seal a feature is attached.  The request includes justification as to why no reasonable 
and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 
site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 
used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 
discharge of pollutants from exposed areas of the site is attached.  Placement of 
structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 
requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 
used. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin or other equivalent controls are not 
attainable, but other TBMPs and measures will be used in combination to protect 
down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 
used in combination with other erosion and sediment controls within each disturbed 
drainage area. 
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 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  Erosion and sediment controls other than sediment basins or 
sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 
sediment pond or basin construction plans and design calculations for a proposed 
temporary BMP or measure have been prepared by or under the direct supervision of a 
Texas Licensed Professional Engineer.  All construction plans and design information 
must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  
Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 
temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 
necessary, retrofit is attached.  A description of the documentation procedures, 
recordkeeping practices, and inspection frequency are included in the plan and are 
specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 
with the manufacturer’s specifications and good engineering practices.  If periodic 
inspections by the applicant or the executive director, or other information indicate a 
control has been used inappropriately, or incorrectly, the applicant must replace or 
modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 
fugitive sediment in street being washed into surface streams or sensitive features by 
the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 
when design capacity has been reduced by 50%.  A permanent stake will be provided 
that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 
prevented from becoming a pollutant source for stormwater discharges (e.g., screening 
outfalls, picked up daily). 

Soil Stabilization Practices 
Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 
mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 
preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 
schedule of the interim and permanent soil stabilization practices for the site is 
attached. 
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18.  Records must be kept at the site of the dates when major grading activities occur, the 
dates when construction activities temporarily or permanently cease on a portion of the 
site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 
activities have temporarily or permanently ceased. 

Administrative Information 
20.  All structural controls will be inspected and maintained according to the submitted and 

approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 
discovered, all regulated activities near the feature will be immediately suspended.  The 
appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 
must cease and not continue until the TCEQ has reviewed and approved the methods 
proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 
constructed and maintained as appropriate to prevent pollutants from entering 
sensitive features discovered during construction. 

 

 



ATTACHMENT “A” 
 

Spill Response Actions 
 

Occurrences contributing to a spill may occur during scheduled maintenance of construction 
equipment. There are no special potential sources of contamination with this site other than normal 
construction activities for site and building construction. Temporary BMPs including silt fence, rock 
berms, settling basin, and concrete washout will be on site prior to construction and monitored per 
SWPPP. Caution is to be exercised to prevent any existing ground surfaces, or new ground surfaces 
to become contaminated. Once the refueling staging area is no longer needed, the area is to be 
returned to its original condition, or better. Concrete curing compound and fuel leakage shall be 
contained downstream of the pond outlet structure. Contractor shall follow the steps below in 
preventing and responding to spills as outlined in TCEQ publication RG-348, Technical Guidance 
on Best Management Practices (Revised July 2005). 
 
Spill Prevention and Control: 
 
The objective of this section is to describe measures to prevent or reduce the discharge of 
pollutants to drainage systems or watercourses from leaks and spills by reducing the 
chance for spills, stopping the source of spills, containing and cleaning up spills, properly 
disposing of spill materials, and training employees. 
The following steps will help reduce the stormwater impacts of leaks and spills: 
 
Education 
 
(1) Be aware that different materials pollute in different amounts. Make sure that 
each employee knows what a “significant spill” is for each material they use, and 
what is the appropriate response for “significant” and “insignificant” spills. 
Employees should also be aware of when spill must be reported to the TCEQ. 
Information available in 30 TAC 327.4 and 40 CFR 302.4. 
(2) Educate employees and subcontractors on potential dangers to humans and the 
environment from spills and leaks. 
(3) Hold regular meetings to discuss and reinforce appropriate disposal procedures 
(incorporate into regular safety meetings). 
(4) Establish a continuing education program to indoctrinate new employees. 
(5) Have contractor’s superintendent or representative oversee and enforce proper 
spill prevention and control measures. 
 
General Measures 
 
(1) To the extent that the work can be accomplished safely, spills of oil, petroleum 
products, substances listed under 40 CFR parts 110,117, and 302, and sanitary and 
septic wastes should be contained and cleaned up immediately. 
(2) Store hazardous materials and wastes in covered containers and protect from 
vandalism. 
(3) Place a stockpile of spill cleanup materials where it will be readily accessible. 
(4) Train employees in spill prevention and cleanup. 
(5) Designate responsible individuals to oversee and enforce control measures. 



(6) Spills should be covered and protected from stormwater runon during rainfall to 
the extent that it doesn’t compromise clean up activities. 
(7) Do not bury or wash spills with water. 
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(8) Store and dispose of used clean up materials, contaminated materials, and 
recovered spill material that is no longer suitable for the intended purpose in 
conformance with the provisions in applicable BMPs. 
(9) Do not allow water used for cleaning and decontamination to enter storm drains 
or watercourses. Collect and dispose of contaminated water in accordance with 
applicable regulations. 
(10) Contain water overflow or minor water spillage and do not allow it to discharge 
into drainage facilities or watercourses. 
(11) Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, 
and spill reporting instructions for hazardous materials stored or used on the 
project site in an open, conspicuous, and accessible location. 
(12) Keep waste storage areas clean, well organized, and equipped with ample cleanup 
supplies as appropriate for the materials being stored. Perimeter controls, 
containment structures, covers, and liners should be repaired or replaced as 
needed to maintain proper function. 
 
Cleanup 
 
(1) Clean up leaks and spills immediately. 
(2) Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and 
absorbent material for larger spills. If the spilled material is hazardous, then the 
used cleanup materials are also hazardous and must be disposed of as hazardous 
waste. 
(3) Never hose down or bury dry material spills. Clean up as much of the material as 
possible and dispose of properly. See the waste management BMPs in this 
section for specific information. 
 
Minor Spills 
 
(1) Minor spills typically involve small quantities of oil, gasoline, paint, etc. which 
can be controlled by the first responder at the discovery of the spill. 
(2) Use absorbent materials on small spills rather than hosing down or burying the 
spill. 
(3) Absorbent materials should be promptly removed and disposed of properly. 
(4) Follow the practice below for a minor spill: 
(5) Contain the spread of the spill. 
(6) Recover spilled materials. 
(7) Clean the contaminated area and properly dispose of contaminated materials. 
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Semi-Significant Spills 
 
Semi-significant spills still can be controlled by the first responder along with the aid of 
other personnel such as laborers and the foreman, etc. This response may require the 
cessation of all other activities. 



Spills should be cleaned up immediately: 
(1) Contain spread of the spill. 
(2) Notify the project foreman immediately. 
(3) If the spill occurs on paved or impermeable surfaces, clean up using "dry" 
methods (absorbent materials, cat litter and/or rags). Contain the spill by 
encircling with absorbent materials and do not let the spill spread widely. 
(4) If the spill occurs in dirt areas, immediately contain the spill by constructing an 
earthen dike. Dig up and properly dispose of contaminated soil. 
(5) If the spill occurs during rain, cover spill with tarps or other material to prevent 
contaminating runoff. 
 
Significant/Hazardous Spills 
 
For significant or hazardous spills that are in reportable quantities: 
(1) Notify the TCEQ by telephone as soon as possible and within 24 hours at 512- 
339-2929 (Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. 
After hours, contact the Environmental Release Hotline at 1-800-832-8224. It is 
the contractor's responsibility to have all emergency phone numbers at the 
construction site. 
(2) For spills of federal reportable quantities, in conformance with the requirements 
in 40 CFR parts 110,119, and 302, the contractor should notify the National 
Response Center at (800) 424-8802. 
(3) Notification should first be made by telephone and followed up with a written 
report. 
(4) The services of a spills contractor or a Haz-Mat team should be obtained 
immediately. Construction personnel should not attempt to clean up until the 
appropriate and qualified staffs have arrived at the job site. 
(5) Other agencies which may need to be consulted include, but are not limited to, the 
City Police Department, County Sheriff Office, Fire Departments, etc. 
More information on spill rules and appropriate responses is available on the TCEQ 
website at: http://www.tnrcc.state.tx.us/enforcement/emergency_response.html 
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Vehicle and Equipment Maintenance 
 
(1) If maintenance must occur onsite, use a designated area and a secondary 
containment, located away from drainage courses, to prevent the runon of 
stormwater and the runoff of spills. 
(2) Regularly inspect onsite vehicles and equipment for leaks and repair immediately 
(3) Check incoming vehicles and equipment (including delivery trucks, and employee 
and subcontractor vehicles) for leaking oil and fluids. Do not allow leaking 
vehicles or equipment onsite. 
(4) Always use secondary containment, such as a drain pan or drop cloth, to catch 
spills or leaks when removing or changing fluids. 
(5) Place drip pans or absorbent materials under paving equipment when not in use. 
(6) Use absorbent materials on small spills rather than hosing down or burying the 
spill. Remove the absorbent materials promptly and dispose of properly. 
(7) Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave 
full drip pans or other open containers lying around. 



(8) Oil filters disposed of in trashcans or dumpsters can leak oil and pollute 
stormwater. Place the oil filter in a funnel over a waste oil-recycling drum to 
drain excess oil before disposal. Oil filters can also be recycled. Ask the oil 
supplier or recycler about recycling oil filters. 
(9) Store cracked batteries in a non-leaking secondary container. Do this with all 
cracked batteries even if you think all the acid has drained out. If you drop a 
battery, treat it as if it is cracked. Put it into the containment area until you are 
sure it is not leaking. 
 
Vehicle and Equipment Fueling 
 
(1) If fueling must occur on site, use designated areas, located away from drainage 
courses, to prevent the runon of stormwater and the runoff of spills. 
(2) Discourage “topping off” of fuel tanks. 
(3) Always use secondary containment, such as a drain pan, when fueling to catch 
spills/ leaks. 
 
Concrete Washout Areas 
 
The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants 
to stormwater from concrete waste by conducting washout offsite, performing onsite 
washout in a designated area, and training employees and subcontractors. 
The following steps will help reduce stormwater pollution from concrete wastes: 
 
• Incorporate requirements for concrete waste management into material supplier 
and subcontractor agreements. 
• Avoid mixing excess amounts of fresh concrete. 
• Perform washout of concrete trucks in designated areas only. 
• Do not wash out concrete trucks into storm drains, open ditches, streets, or 
streams. 
• Do not allow excess concrete to be dumped onsite, except in designated areas. 
For onsite washout: 
• Locate washout area at least 50 feet from sensitive features, storm drains, open 
ditches, or water bodies. Do not allow runoff from this area by constructing a 
temporary pit or bermed area large enough for liquid and solid waste. 
• Wash out wastes into the temporary pit where the concrete can set, be broken up, 
and then disposed properly. 
Below grade concrete washout facilities are typical. These consist of a lined excavation 
sufficiently large to hold expected volume of washout material. Above grade facilities 
are used if excavation is not practical. Temporary concrete washout facility (type above 
grade) should be constructed as shown on the details at the end of this section, with 
sufficient quantity and volume to contain all liquid and concrete waste generated by 
washout operations. Plastic lining material should be a minimum of 10 mil in 
polyethylene sheeting and should be free of holes, tears, or other defects that compromise 
the impermeability of the material. 
When temporary concrete washout facilities are no longer required for the work, the 
hardened concrete should be removed and disposed of. Materials used to construct 
temporary concrete washout facilities should be removed from the site of the work and 
disposed of. Holes, depressions or other ground disturbance caused by the removal of the 



temporary concrete washout facilities should be backfilled and repaired. 
 

 
 
Figure: Schematics of Concrete Washout Areas 

 



ATTACHMENT “B” 
 

Potential Sources of Contamination 
 

Occurrences contributing to a spill may occur during scheduled maintenance of construction 
equipment. There are no special potential sources of contamination with this site other than normal 
construction activities for site and building construction. Temporary BMPs including silt fence, rock 
berms, and concrete washout will be on site prior to construction. Caution is to be exercised to 
prevent any existing ground surfaces, or new ground surfaces to become contaminated. Once the 
refueling staging area is no longer needed, the area is to be returned to its original condition, or 
better. Concrete curing compound and fuel leakage shall be contained downstream of the pond outlet 
structure. Contractor shall follow the steps below in preventing and responding to spills as outlined 
in TCEQ publication RG-348, Technical Guidance on Best Management Practices (Revised July 
2005). 

 



ATTACHMENT “D” 
 

Temporary Best Management Practices 
 

Silt fence will be installed to intercept storm water runoff originating within the project, prior to 
discharge to existing drainage conveyances (Brushy Creek). 
 
Existing paved areas will be used as a stabilized construction entrance to minimize construction 
vehicles transporting sediment onto neighboring roadways. This site contains no surface streams.   
 



ATTACHMENT “F” 
 

Structural Practices 
 

No improvements are proposed to divert storm water run-off from its existing drainage pattern. All 
unpaved areas will be re-vegetated according to City of Round Rock & TCEQ Specifications for re-
vegetation of disturbed areas. 
 



ATTACHMENT “I” 
 

Inspection & Maintenance for Temporary BMPs 
 

SUMMARY OF EROSION AND SEDIMENT CONTROL MAINTENANCE/INSPECTION 
PROCEDURES 

 
 All control measures will be inspected at least once each week and following any storm event 

of 0.5 inches or greater. 
 

 All measures will be maintained in good working order; if a repair is necessary, it will be 
initiated within 24 hours of report. 
 

 Built-up sediment will be removed from silt fences when it has reached one-third the height 
of the fence. 
 

 Silt fences will be inspected for depth of sediment, tears, to see if the fabric is securely 
attached to the fence posts, and to see that the fence posts are firmly in the ground 
. 

 Sediment basins, if present, will be inspected for depth of sediment, and built-up sediment 
will be removed when it reaches 10% of the design capacity or at the end of the job. 
 

 Diversion dikes, if present, will be inspected and any breaches promptly repaired. 
 

 Temporary and permanent seeding and planting will be inspected for bare spots, washouts, 
and healthy growth. 
 

 A maintenance inspection report will be made after each inspection. A copy of the report 
forms to be used are included in this WPAP. 
 

 The site job superintendent will select the individuals who will be responsible for 
inspections, maintenance and repair activities, and filling out the inspection and maintenance 
reports. 
 

 Personnel selected for inspection and maintenance responsibilities will receive training from 
the site job superintendent. They will be trained in all the inspection and maintenance 
practices necessary for keeping the erosion and sediment controls used onsite in good 
working order. 

 



FINAL STABILIZATION/TERMINATION CHECKLIST 
 

1. All soil disturbing activities are complete 
 

2. Temporary erosion and sediment control measures have been removed or will be removed at 
an appropriate time. 
 

3. All areas of the construction site not otherwise covered by a permanent pavement or structure 
have been stabilized with a uniform perennial vegetative cover with a density of 70% or 
equivalent measures have been employed. 

 



WATER POLLUTION ABATEMENT PLAN (WPAP) 
INSPECTION AND MAINTENANCE REPORT FORM 

 
 

STABILIZATION MEASURES 
 
INSPECTOR: _______________________ DATE: __________________ 
 
QUALIFICATIONS OF INSPECTOR: 
 
_________________________________________________________________________________  
 
DAYS SINCE LAST RAINFALL: _________   AMOUNT OF LAST RAINFALL: _______ 
 

AREA DATE 
SINCE LAST 
RAINFALL 

DATE OF 
NEXT 

DISTURBANCE 

STABILIZED? 
(YES/NO) 

STABILIZED 
WITH 

CONDITION 

      
      
      
      
      
      
      
      

 
 
 
STABILIZATION REQUIRED: 
 
_________________________________________________________________________________  
 
TO BE PERFORMED BY: ________________________ ON OR BEFORE: __________________ 
 
 



WATER POLLUTION ABATEMENT PLAN (WPAP) 
INSPECTION AND MAINTENANCE REPORT FORM 

 
 

SILT FENCE 
 
INSPECTOR: __________________________________   DATE: __________________ 
 
QUALIFICATIONS OF INSPECTOR: 
 
_________________________________________________________________________________  
 
DAYS SINCE LAST RAINFALL: _________   AMOUNT OF LAST RAINFALL: _______ 
 
IS THE BOTTOM OF THE FABRIC STILL BURIED? _______________________ 
 
IS THE FABRIC TORN OR SAGGING? __________________________ 
 
ARE THE POSTS TIPPED OVER? ___________________________ 
 
HOW DEEP IS THE SEDIMENT? ___________________________ 
 
MAINTENANCE REQUIRED FOR SILT FENCE: ______________________________________ 
 
________________________________________________________________________________ 
 
TO BE PERFORMED BY: ________________________ ON OR BEFORE: __________________ 
 
 



WATER POLLUTION ABATEMENT PLAN (WPAP) 
INSPECTION AND MAINTENANCE REPORT FORM 

 
 

STABILIZED CONSTRUCTION EXIT 
 
INSPECTOR: __________________________________   DATE: __________________ 
 
QUALIFICATIONS OF INSPECTOR: 
 
_________________________________________________________________________________  
 
DAYS SINCE LAST RAINFALL: _________   AMOUNT OF LAST RAINFALL: _______ 
 
DOES MUCH SEDIMENT GET TRACKED ON TO ROAD? ______________________________ 
 
IS THE GRAVEL CLEAN OR FILLED WITH SEDIMENT? ______________________________ 
 
DOES ALL TRAFFIC USE THE STABILIZED EXIT TO LEAVE THE JOB SITE? ____________ 
 
IS THE CULVERT BENEATH THE EXIT WORKING? __________________________________ 
 
MAINTENANCE REQUIRED FOR STABILIZED CONSTRUCTION EXIT: _________________ 
 
________________________________________________________________________________ 
 
TO BE PERFORMED BY: ________________________ ON OR BEFORE: __________________ 
 



ATTACHMENT “J” 
 

Schedule of Interim and 
Permanent Soil Stabilization Practices 

 
All areas within the project limits that are disturbed during construction will be revegetated and 
restabilized immediately following construction activities. Stabilization measures shall be initiated 
as soon as practicable in portions of the site where construction activities have temporarily or 
permanently ceased, but in no case more than 14 days after the construction activity in that portion 
of the site has temporarily or permanently ceased. Where the initiation of stabilization measures by 
the 14th day after construction activity temporary or permanently cease is precluded by weather 
conditions, stabilization measures shall be initiated as soon as practicable. Where construction 
activity on a portion of the site is temporarily ceased, and earth disturbing activities will be resumed 
within 21 days, temporary stabilization measures do not have to be initiated on that portion of site. In 
areas experiencing droughts where the initiation of stabilization measures by the 14th day after 
construction activity has temporarily or permanently ceased is precluded by seasonal arid conditions, 
stabilization measures shall be initiated as soon as practicable. 
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 A technical guidance other than the TCEQ TGM was used to design permanent BMPs 
and measures for this site.  The complete citation for the technical guidance that 
was used is:       

 N/A 

3.  Owners must insure that permanent BMPs and measures are constructed and function 
as designed.  A Texas Licensed Professional Engineer must certify in writing that the 
permanent BMPs or measures were constructed as designed.  The certification letter 
must be submitted to the appropriate regional office within 30 days of site completion. 

 N/A 

4. Where a site is used for low density single-family residential development and has 20 % or 
less impervious cover, other permanent BMPs are not required.  This exemption from 
permanent BMPs must be recorded in the county deed records, with a notice that if the 
percent impervious cover increases above 20% or land use changes, the exemption for the 
whole site as described in the property boundaries required by 30 TAC §213.4(g) (relating to 
Application Processing and Approval), may no longer apply and the property owner must 
notify the appropriate regional office of these changes. 

 The site will be used for low density single-family residential development and has 
20% or less impervious cover. 

 The site will be used for low density single-family residential development but has 
more than 20% impervious cover. 

 The site will not be used for low density single-family residential development. 

5. The executive director may waive the requirement for other permanent BMPs for multi-
family residential developments, schools, or small business sites where 20% or less 
impervious cover is used at the site.  This exemption from permanent BMPs must be 
recorded in the county deed records, with a notice that if the percent impervious cover 
increases above 20% or land use changes, the exemption for the whole site as described in 
the property boundaries required by 30 TAC §213.4(g) (relating to Application Processing 
and Approval), may no longer apply and the property owner must notify the appropriate 
regional office of these changes. 

 Attachment A - 20% or Less Impervious Cover Waiver. The site will be used for 
multi-family residential developments, schools, or small business sites and has 20% 
or less impervious cover.  A request to waive the requirements for other permanent 
BMPs and measures is attached. 

 The site will be used for multi-family residential developments, schools, or small 
business sites but has more than 20% impervious cover. 

 The site will not be used for multi-family residential developments, schools, or small 
business sites. 

6.  Attachment B - BMPs for Upgradient Stormwater.   
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 A description of the BMPs and measures that will be used to prevent pollution of 
surface water, groundwater, or stormwater that originates upgradient from the site 
and flows across the site is attached.  

 No surface water, groundwater or stormwater originates upgradient from the site 
and flows across the site, and an explanation is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface 
water, groundwater, or stormwater that originates upgradient from the site and 
flows across the site, and an explanation is attached. 

7.  Attachment C - BMPs for On-site Stormwater. 

 A description of the BMPs and measures that will be used to prevent pollution of 
surface water or groundwater that originates on-site or flows off the site, including 
pollution caused by contaminated stormwater runoff from the site is attached. 

 Permanent BMPs or measures are not required to prevent pollution of surface water 
or groundwater that originates on-site or flows off the site, including pollution 
caused by contaminated stormwater runoff, and an explanation is attached. 

8.  Attachment D - BMPs for Surface Streams. A description of the BMPs and measures 
that prevent pollutants from entering surface streams, sensitive features, or the aquifer 
is attached.  Each feature identified in the Geologic Assessment as sensitive has been 
addressed.   

 N/A 

9.  The applicant understands that to the extent practicable, BMPs and measures must 
maintain flow to naturally occurring sensitive features identified in either the geologic 
assessment, executive director review, or during excavation, blasting, or construction. 

 The permanent sealing of or diversion of flow from a naturally-occurring sensitive 
feature that accepts recharge to the Edwards Aquifer as a permanent pollution 
abatement measure has not been proposed. 

 Attachment E - Request to Seal Features.  A request to seal a naturally-occurring 
sensitive feature, that includes, for each feature, a justification as to why no 
reasonable and practicable alternative exists, is attached.   

10.  Attachment F - Construction Plans.  All construction plans and design calculations for 
the proposed permanent BMP(s) and measures have been prepared by or under the 
direct supervision of a Texas Licensed Professional Engineer, and are signed, sealed, and 
dated.  The plans are attached and, if applicable include: 

 Design calculations (TSS removal calculations) 
 TCEQ construction notes 
 All geologic features 
 All proposed structural BMP(s) plans and specifications 

 N/A 
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11.  Attachment G - Inspection, Maintenance, Repair and Retrofit Plan. A plan for the 
inspection, maintenance, repairs, and, if necessary, retrofit of the permanent BMPs and 
measures is attached.  The plan includes all of the following: 

 Prepared and certified by the engineer designing the permanent BMPs and 
measures 

 Signed by the owner or responsible party 
 Procedures for documenting inspections, maintenance, repairs, and, if necessary 
retrofit 

 A discussion of record keeping procedures 

 N/A 

12.  Attachment H - Pilot-Scale Field Testing Plan.  Pilot studies for BMPs that are not 
recognized by the Executive Director require prior approval from the TCEQ.  A plan for 
pilot-scale field testing is attached. 

 N/A 

13.  Attachment I -Measures for Minimizing Surface Stream Contamination.  A description 
of the measures that will be used to avoid or minimize surface stream contamination 
and changes in the way in which water enters a stream as a result of the construction 
and development is attached.  The measures address increased stream flashing, the 
creation of stronger flows and in-stream velocities, and other in-stream effects caused 
by the regulated activity, which increase erosion that results in water quality 
degradation. 

 N/A 

Responsibility for Maintenance of Permanent BMP(s)  
Responsibility for maintenance of best management practices and measures after 
construction is complete. 

14.  The applicant is responsible for maintaining the permanent BMPs after construction 
until such time as the maintenance obligation is either assumed in writing by another 
entity having ownership or control of the property (such as without limitation, an 
owner’s association, a new property owner or lessee, a district, or municipality) or the 
ownership of the property is transferred to the entity.  Such entity shall then be 
responsible for maintenance until another entity assumes such obligations in writing or 
ownership is transferred. 

  N/A 

15.   A copy of the transfer of responsibility must be filed with the executive director at the 
appropriate regional office within 30 days of the transfer if the site is for use as a 
multiple single-family residential development, a multi-family residential development, 
or a non-residential development such as commercial, industrial, institutional, schools, 
and other sites where regulated activities occur. 

 N/A 



 

 

November 17, 2025 
 
Texas Commission on Environmental Quality 
Region 11 Field Office (Austin) 
2800 S. IH 35, Suite 100 
Austin, Texas  78704 
 
 
Re:  408 Fannin Ave 
  Water Pollution Abatement Plan Permit 
  Attachment F - Construction Plans 
 
 
To Whom It May Concern: 

Please see the construction plans provided with this submittal. 

If you have any questions or need further assistance, please call me at (512) 879-0400. 

Sincerely, 

 
 
11/17/2025  
 

Thomas Pharr, PE, CFM 
Director, Land/Site 
BGE, Inc. 
Office: 512-879-0400 
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Extension of Time Requests 
Project Fee 

Extension of Time Request $150 

 


