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Temporary Stormwater Section 
Texas Commission on Environmental Quality 

for Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC 

§213.5(b)(4)(A), (B), (D)(I) and (G); Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 

are complete, verify that all requested information is provided, consistently reference the 

same site and contact person in all forms in the application, and ensure forms are signed by 

the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 

more streamlined technical reviews. 

Signature 

To the best of my knowledge, the responses to this form accurately reflect all information 

requested concerning the proposed regulated activities and methods to protect the Edwards 

Aquifer.  This Temporary Stormwater Section is hereby submitted for TCEQ review and 

executive director approval.  The application was prepared by: 

Print Name of Customer/Agent: KATIE STEELE, PE 

Date: 02/16/2026 

Signature of Customer/Agent: 

 

_____________________________________ 

Regulated Entity Name: LAKELINE PARK TO WILCO TRAIL CONNECTION AND PEDESTRIAN 

BRIDGE 

Project Information 

Potential Sources of Contamination 

Examples: Fuel storage and use, chemical storage and use, use of asphaltic products, 

construction vehicles tracking onto public roads, and existing solid waste. 

1. Fuels for construction equipment and hazardous substances which will be used during 

construction:  

 The following fuels and/or hazardous substances will be stored on the site:        

These fuels and/or hazardous substances will be stored in: 

 Aboveground storage tanks with a cumulative storage capacity of less than 250 

gallons will be stored on the site for less than one (1) year.  
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 Aboveground storage tanks with a cumulative storage capacity between 250 

gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 

more will be stored on the site.  An Aboveground Storage Tank Facility Plan 

application must be submitted to the appropriate regional office of the TCEQ 

prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 

taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 

storage capacity must be located a minimum horizontal distance of 150 feet from any 

domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 

processes which may be a potential source of contamination affecting surface water 

quality is attached. 

Sequence of Construction 

5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 

activities which will disturb soils for major portions of the site (grubbing, excavation, 

grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 

disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 

measures and the general timing (or sequence) during the construction process that 

the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 

receive discharges from disturbed areas of the project: BUTTERCUP CREEK & BRUSHY 

CREEK 

Temporary Best Management Practices (TBMPs) 

Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 

stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 

construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 

basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 

structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 

measures will prevent pollution of surface water, groundwater, and stormwater.  The 

construction-phase BMPs for erosion and sediment controls have been designed to 

retain sediment on site to the extent practicable.  The following information is attached: 
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 A description of how BMPs and measures will prevent pollution of surface water, 

groundwater or stormwater that originates upgradient from the site and flows 

across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 

groundwater that originates on-site or flows off site, including pollution caused by 

contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 

surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 

maintain flow to naturally-occurring sensitive features identified in either the 

geologic assessment, TCEQ inspections, or during excavation, blasting, or 

construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 

to the Edwards Aquifer as a temporary pollution abatement measure during active 

construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 

seal a feature is attached.  The request includes justification as to why no reasonable 

and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 

site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 

used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 

discharge of pollutants from exposed areas of the site is attached.  Placement of 

structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 

requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 

used. 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a sediment basin or other equivalent controls are not 

attainable, but other TBMPs and measures will be used in combination to protect 

down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 

disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 

used in combination with other erosion and sediment controls within each disturbed 

drainage area. 
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 There are no areas greater than 10 acres within a common drainage area that will be 

disturbed at one time.  Erosion and sediment controls other than sediment basins or 

sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 

sediment pond or basin construction plans and design calculations for a proposed 

temporary BMP or measure have been prepared by or under the direct supervision of a 

Texas Licensed Professional Engineer.  All construction plans and design information 

must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  

Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 

temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 

necessary, retrofit is attached.  A description of the documentation procedures, 

recordkeeping practices, and inspection frequency are included in the plan and are 

specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 

with the manufacturer’s specifications and good engineering practices.  If periodic 

inspections by the applicant or the executive director, or other information indicate a 

control has been used inappropriately, or incorrectly, the applicant must replace or 

modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 

removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 

fugitive sediment in street being washed into surface streams or sensitive features by 

the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 

when design capacity has been reduced by 50%.  A permanent stake will be provided 

that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 

prevented from becoming a pollutant source for stormwater discharges (e.g., screening 

outfalls, picked up daily). 

Soil Stabilization Practices 

Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 

mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 

preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 

schedule of the interim and permanent soil stabilization practices for the site is 

attached. 



5 of 5 

TCEQ-0602 (Rev. 02-11-15) 

 

18.  Records must be kept at the site of the dates when major grading activities occur, the 

dates when construction activities temporarily or permanently cease on a portion of the 

site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 

activities have temporarily or permanently ceased. 

Administrative Information 

20.  All structural controls will be inspected and maintained according to the submitted and 

approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 

discovered, all regulated activities near the feature will be immediately suspended.  The 

appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 

must cease and not continue until the TCEQ has reviewed and approved the methods 

proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 

constructed and maintained as appropriate to prevent pollutants from entering 

sensitive features discovered during construction. 
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Temporary Stormwater Section (TCEQ-0602) 
Attachment A 

 
Spill Response Actions 

 
Spills will be reported to the City of Cedar Park (via 911 in emergencies).  Hydrocarbons or 
hazardous substances spilled during construction will be cleaned up immediately upon 
detection.  Waterways will be broomed and vacuumed as required.  Contaminated soil will be 
excavated and removed to a TCEQ approved disposal site.  The TCEQ will be notified 
immediately upon detection. 
 
The objective of this section is to describe measures to prevent or reduce the discharge of 
pollutants to drainage systems or watercourses from leaks and spills by reducing the chance for 
spills, stopping the source of spills, containing and cleaning up spills, properly disposing of spill 
materials, and training employees. 
 
The following steps will help reduce the stormwater impacts of leaks and spills: 
 
Education 

 
1. Be aware that different materials pollute in different amounts. Make sure that each 

employee knows what a “significant spill” is for each material they use, and what is the 
appropriate response for “significant” and “insignificant” spills. Employees should also 
be aware of when spill must be reported to the TCEQ. Information available in 30 TAC 
327.4 and 40 CFR 302.4. 

 
2. Educate employees and subcontractors on potential dangers to humans and the 

environment from spills and leaks. 
 

3. Hold regular meetings to discuss and reinforce appropriate disposal procedures 
(incorporate into regular safety meetings). 

 
4. Establish a continuing education program to indoctrinate new employees.  

 
5. Have contractor’s superintendent or representative oversee and enforce proper spill 

prevention and control measures. 
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General Measures 
 

1. To the extent that the work can be accomplished safely, spills of oil, petroleum 
products, substances listed under 40 CFR parts 110, 117, and 302, and sanitary and 
septic wastes should be contained and cleaned up immediately. 

 
2. Store hazardous materials and wastes in covered containers and protect from 

vandalism. 
 

3. Place a stockpile of spill cleanup materials where it will be readily accessible. 
 

4. Train employees in spill prevention and cleanup. 
 

5. Designate responsible individuals to oversee and enforce control measures. 
 

6. Spills should be covered and protected from stormwater runoff during rainfall to the 
extent that it doesn’t compromise clean-up activities. 

 
7. Do not bury or wash spills with water. 

 
8. Store and dispose of used clean up materials, contaminated materials, and recovered 

spill material that is no longer suitable for the intended purpose in conformance with 
the provisions in applicable BMPs. 

 
9. Do not allow water used for cleaning and decontamination to enter storm drains or 

watercourses. Collect and dispose of contaminated water in accordance with applicable 
regulations. 

 
10. Contain water overflow or minor water spillage and do not allow it to discharge into 

drainage facilities or watercourses. 
 

11. Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, and spill 
reporting instructions for hazardous materials stored or used on the project site in an 
open, conspicuous, and accessible location. 

 
12. Keep waste storage areas clean, well-organized, and equipped with ample cleanup 

supplies as appropriate for the materials being stored. Perimeter controls, containment 
structures, covers, and liners should be repaired or replaced as needed to maintain 
proper function. 
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Cleanup 
 

1. Clean up leaks and spills immediately. 
 

2. Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and 
absorbent material for larger spills. If the spilled material is hazardous, then the used 
cleanup materials are also hazardous and must be disposed of as hazardous waste. 

 
3. Never hose down or bury dry material spills. Clean up as much of the material as 

possible and dispose of properly. See the waste management BMPs in this section for 
specific information. 

 
Minor Spills 
 

1. Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be 
controlled by the first responder at the discovery of the spill.  

 
2. Use absorbent materials on small spills rather than hosing down or burying the spill. 

 
3. Absorbent materials should be promptly removed and disposed of properly. 

 
4. Follow the practice below for a minor spill: 

 
5. Contain the spread of the spill. 

 
6. Recover spilled materials. 

 
7. Clean the contaminated area and properly dispose of contaminated materials. 1-120 

 
Semi-Significant Spills 
 
Semi-significant spills still can be controlled by the first responder along with the aid of other 
personnel such as laborers and the foreman, etc. This response may require the cessation of all 
other activities. Spills should be cleaned up immediately: 
 

1. Contain spread of the spill. 
 

2. Notify the project foreman immediately. 
 

3. If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods 
(absorbent materials, cat litter and/or rags). Contain the spill by encircling with 
absorbent materials and do not let the spill spread widely. 
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4. If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen 
dike. Dig up and properly dispose of contaminated soil. 

 
5. If the spill occurs during rain, cover spill with tarps or other material to prevent 

contaminating runoff. 
 
Significant/Hazardous Spills 
 
For significant or hazardous spills that are in reportable quantities: 
 

1. Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 
(Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact 
the Environmental Release Hotline at 1-800-832-8224. It is the contractor's 
responsibility to have all emergency phone numbers at the construction site. 

 
2. For spills of federal reportable quantities, in conformance with the requirements in 40 

CFR parts 110, 119, and 302, the contractor should notify the National Response Center 
at (800) 424-8802. 

 
3. Notification should first be made by telephone and followed up with a written report. 

 
4. The services of a spills contractor or a Haz-Mat team should be obtained immediately. 

Construction personnel should not attempt to clean up until the appropriate and 
qualified staffs have arrived at the job site. 

 
5. Other agencies which may need to be consulted include, but are not limited to, the City 

Police Department, County Sheriff Office, Fire Departments, etc. More information on 
spill rules and appropriate responses is available on the TCEQ website at: 
 
http://www.tceq.texas.gov/response  

 
 
 
 
 
 
 
  

http://www.tceq.texas.gov/response
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Temporary Stormwater Section (TCEQ-0602) 
Attachment B 

 
Potential Sources of Contamination 

 
Potential sources of contamination at the site include: 
 

1. Construction vehicles tracking mud onto the roadway. 
2. Fueling of construction vehicles. 
3. Short-term storage and use of fertilizers for use in establishing vegetation. 
4. Possible littering around the construction site. 
5. Sediment caused by erosion. 

 
All activities will be conducted in a manner to minimize the potential for impact to the 
environment. 
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Temporary Stormwater Section (TCEQ-0602) 
Attachment C 

 
Sequence of Major Activities 

 
 

The following construction sequence of activities will be reflected in the plans submitted with 
this report: 
 
1. Trees will be fertilized prior to any construction activity.  

 
2. Install temporary erosion controls per the approved plan. (9.11 AC) 
 
3. Contact the Planning and Development Review Department and Environmental 

Inspection prior to construction to schedule a pre-construction conference. 
 

4. The Environmental Project Manager, and/or Site Supervisor, and/or designated 
responsible party, and the General Contractor will follow the SWPPP. 

 
5. Temporary E & S controls will be inspected and maintained weekly and prior to 

anticipated rainfall events and after rainfall events, in accordance with the SWPPP 
posted on site. 

 
6. Begin site demolition, clearing/grubbing and construction activities. (9.11 AC) 
 
7. Begin rough cut for utilities and proposed grading. Remove any associated debris. 

Dispose all demolished material to an approved off-site facility. (9.11 AC) 
 
8. Complete the proposed roadway grading and surfacing. (0.30 AC) 
 
9. Temporary controls to be inspected and maintained weekly and prior to anticipated 

rainfall events and after rainfall events, as needed. (9.11 AC) 
 
10. Complete permanent erosion control and restoration of site vegetation. (9.11 AC) 
 
11. Remove temporary erosion/sedimentation controls and tree protection. Restore any 

areas disturbed during removal of erosion/sedimentation controls. (9.11 AC) 
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Temporary Stormwater Section (TCEQ-0602) 
Attachment D 

 

Temporary Best Management Practices and Measures 
 

Temporary Erosion and Sediment Control Best Management Practices (BMPs) shall be designed 
and placed in accordance with the City of Cedar Park and TCEQ requirements.  The temporary 
BMPs shall be installed prior to any site preparation work (clearing, grubbing, or excavation). 
 

Silt Fence 
 

Silt fence shall be installed immediately down gradient of areas of soil disturbance. Silt fence 
will keep sediment and pollutants from entering zones of environmentally sensitive features 
and streams outside of the limits of construction. See City of Cedar Park Standard Detail on the 
Construction Plans for details on construction and installation.  
 

Tree Protection 
 

If applicable, tree protection shall be installed around trees to prevent tree damage and 
potential damage or disturbance of the tree’s root zone.  See the City of Cedar Park Standard 
Detail on the Construction Plans for details on construction of and installation.  
 

Dust Control 
 

Dust control can prevent blowing and movement of dust from exposed soil surfaces, reduce on-
site and off-site damage, and improve traffic safety.  Dust control will be implemented at the 
site during all phases of construction.  
 

Dust control during construction shall be done with mulch, irrigation, or an equivalent 
alternative method. 
 

Disturbed Area Minimization 
 

An effective way of minimizing potential impact from storm water runoff from construction 
sites is to minimize the area of soil disturbance.  The site will be developed in such a manner as 
to limit the necessary construction to as small an area as practical, thereby reducing the 
amount of run-off generated by a storm event.  
 

Stabilized Construction Entrance 
 

A Stabilized Construction Entrance consisting of stone will be installed at the construction 
entrance to prevent the off-site transport of sediment by construction vehicles. 
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Concrete Washout 
 
A concrete washout area will be designated and enclosed with silt fence in order to prevent the 
off-site transport of excess concrete.  
 
Rock Berm 
 
This is placed in areas of concentrated flow as a check dam to intercept sediment-laden runoff, 
detain the sediment and release the water in sheet flow. 
 
Inlet Protection 
 
Inlets that receive storm runoff from disturbed areas should be protected by temporary inlet 
protection that provide protection against silt transport or accumulation in storm sewer 
systems.  
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Temporary Stormwater Section (TCEQ-0602) 
Attachment F 

 
Structural Practices 

 
 
Temporary structural practices implemented under this application shall consist of silt fence, inlet 
protection, a concrete washout area, a temporary staging & spoils areas, and stabilized construction 
entrances, all of which will be inspected weekly and after every rain event to ensure that it is functioning 
as intended. 
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Temporary Stormwater Section (TCEQ-0602) 
Attachment G 

 
Drainage Area Map 

 
A drainage area map has been included in the construction documents that accompany this WPAP 
submittal package. 
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Temporary Stormwater Section (TCEQ-0602) 
Attachment I 

 
Inspection and Maintenance for BMP’s 

 
The following is a schedule for inspection and maintenance for Temporary BMPs: 
 
Silt Fence: Inspect daily and after every rain event any repairs 

must be done within 24 of failure. 
 
Temporary Inlet Protection: Inspect weekly and after every rain event any 

repairs must be done within 24 hours of failure. 
 
Tree Protection: Inspect weekly. 
 
 
Stabilized Construction Entrances:  Inspect weekly and after every rain event any 

repairs must be done within 24 hours of failure. 
 
Concrete Washout: Inspect daily and after every rain event any repairs 

must be done within 24 of failure. 
 
Staging and Spoils Area: Inspect weekly and after every rain event any 

repairs must be done within 24 hours of failure.  
 
All temporary BMPs will be inspected, and the inspection will be documented in an inspection 
report. Any repairs should be made if necessary following inspection. All inspection reports will 
document maintenance activities, sediment removal, and modifications to sedimentation and 
erosion control measures. 
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Attachment J 

 
Schedule of Interim and Permanent Soil Stabilization Practices 

 
The following is a schedule of interim and permanent soil stabilization practices: 
 
Prior to site disturbance: Install all temporary vegetation features. 
 
During construction: Maintain all temporary vegetation features and 

install soil stabilization matting on slopes greater 
than 3:1 as described in the Edwards Aquifer 
Technical Guidance Manual Section 1.3. Inspect all 
temporary features on a weekly basis and after all 
rain events. 

 
After completion of construction: Install all permanent vegetation and geotextile 

features. 
 
After completion of permanent Remove all temporary vegetation and soil  
Erosion and sedimentation:         stabilization matting features. 
   
If construction is temporarily stopped      If disturbed area is not to be worked on for more 
unexpectedly:       than 14 days, disturbed area needs to be stabilized 

by re-vegetation, mulch, tarp, or re-vegetation 
matting.  If construction is permanently stopped, 
install all permanent vegetation and geotextile 
features and remove all temporary vegetation and 
soil stabilization matting features. 
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          TCEQ Core Data Form  

 

For detailed instruc�ons on comple�ng this form, please read the Core Data Form Instruc�ons or call 512-239-5175. 

SECTION I: General Information 
 

1. Reason for Submission (If other is checked please describe in space provided.) 

 New Permit, Registra�on or Authoriza�on (Core Data Form should be submi�ed with the program applica�on.) 

 Renewal (Core Data Form should be submi�ed with the renewal form)    Other       

2. Customer Reference Number (if issued) Follow this link to search 

for CN or RN numbers in 

Central Registry** 

3. Regulated En�ty Reference Number (if issued) 

  CN 600407951   RN       

SECTION II: Customer Information 
 

4. General Customer Informa�on                                      5. Effec�ve Date for Customer Informa�on Updates (mm/dd/yyyy)  2/20/2026 

 New Customer                                             Update to Customer Informa�on                      Change in Regulated En�ty Ownership 

Change in Legal Name (Verifiable with the Texas Secretary of State or Texas Comptroller of Public Accounts)                            

The Customer Name submi�ed here may be updated automa�cally based on what is current and ac�ve with the Texas Secretary of State 

(SOS) or Texas Comptroller of Public Accounts (CPA). 

6. Customer Legal Name (If an individual, print last name first: eg: Doe, John) If new Customer, enter previous Customer below:   

CITY OF CEDAR PARK       

7. TX SOS/CPA Filing Number 

      

8. TX State Tax ID (11 digits) 

17461860086 

9. Federal Tax ID  

(9 digits) 

      

10. DUNS Number (if 

applicable) 

      

11. Type of Customer:    Corpora�on   Individual     Partnership:  General  Limited 

Government:  City  County  Federal  Local   State  Other          Sole Proprietorship  Other:       

12. Number of Employees 

 0-20      21-100       101-250       251-500       501 and higher 

13. Independently Owned and Operated? 

 Yes                   No 

14. Customer Role (Proposed or Actual) – as it relates to the Regulated En�ty listed on this form. Please check one of the following 

Owner                                 Operator                              Owner & Operator 

Occupa�onal Licensee        Responsible Party                VCP/BSA Applicant                       
 Other:                                                                                                       

15. Mailing  

Address:  

      

450 Cypress Creek Road, Building 1 

City  Cedar Park State  TX ZIP  78613 ZIP + 4       

16. Country Mailing Informa�on (if outside USA) 17. E-Mail Address (if applicable) 

      DUSTIN.HENRY@CEDARPARKTEXAS.ORG 

 TCEQ Use Only 
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18. Telephone Number 19. Extension or Code 20. Fax Number (if applicable) 

(  512  ) 401-5063            (       )     -       

SECTION III: Regulated Entity Information 

21. General Regulated En�ty Informa�on (If ‘New Regulated En�ty” is selected, a new permit applica�on is also required.)                              

 New Regulated En�ty       Update to Regulated En�ty Name       Update to Regulated En�ty Informa�on         

The Regulated En�ty Name submi�ed may be updated, in order to meet TCEQ Core Data Standards (removal of organiza�onal endings such 

as Inc, LP, or LLC). 

22. Regulated En�ty Name (Enter name of the site where the regulated ac�on is taking place.)  

Lakeline Park to WilCo Trail Connec�on and Pedestrian Bridge 

23. Street Address of 

the Regulated En�ty:            

(No PO Boxes) 

1902 S Bell Blvd. 

      

City  Cedar Park State  TX ZIP  78613 ZIP + 4       

24. County Williamson 

If no Street Address is provided, fields 25-28 are required. 

25. Descrip�on to  

Physical Loca�on: 

      

26. Nearest City    State Nearest ZIP Code 

               

La�tude/Longitude are required and may be added/updated to meet TCEQ Core Data Standards. (Geocoding of the Physical Address may be 

used to supply coordinates where none have been provided or to gain accuracy).   

27. La�tude (N) In Decimal:        28. Longitude (W) In Decimal:        

Degrees Minutes Seconds Degrees Minutes Seconds 

                                    

29. Primary SIC Code  

(4 digits) 

30. Secondary SIC Code  

(4 digits) 

31. Primary NAICS Code 

 (5 or 6 digits) 

32. Secondary NAICS Code 

(5 or 6 digits) 

7999      712190       

33. What is the Primary Business of this en�ty?    (Do not repeat the SIC or NAICS descrip�on.) 

Trail/ Park/ Recrea�on  

34. Mailing  

Address:  

450 Cypress Creek Road, Building 1 

      

City  Cedar Park State  TX ZIP  78613 ZIP + 4       

35. E-Mail Address:        

36. Telephone Number 37. Extension or Code 38. Fax Number (if applicable) 

(     )    -              (     )    -       
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39. TCEQ Programs and ID Numbers Check all Programs and write in the permits/registra�on numbers that will be affected by the updates submiHed on this 

form. See the Core Data Form instruc�ons for addi�onal guidance.   

 

SECTION IV: Preparer Information 

SECTION V:  Authorized Signature 

46.  By my signature below, I cer�fy, to the best of my knowledge, that the informa�on provided in this form is true and complete, and that I have signature authority 

to submit this form on behalf of the en�ty specified in Sec�on II, Field 6 and/or as required for the updates to the ID numbers iden�fied in field 39.  

 

 

 Dam Safety  Districts   Edwards Aquifer   Emissions Inventory Air  Industrial Hazardous Waste 

                               

 Municipal Solid Waste  
 New Source 

Review Air  
 OSSF   Petroleum Storage Tank   PWS 

                                

 Sludge  Storm Water  Title V Air   Tires  Used Oil 

                                 

 Voluntary Cleanup   Wastewater    Wastewater Agriculture   Water Rights  Other:       

                                 

40. Name: Kendall Hackney, EIT 41. Title:  Senior Graduate Engineer 

42. Telephone Number 43. Ext./Code 44. Fax Number 45. E-Mail Address 

( 512 ) 669-5560         (     )    -          kendall.hackney@wginc.com 

Company: WGI Engineering Job Title: Project Manager 

Name (In Print): Ka�e Steele, PE Phone: ( 512 ) 669- 5560 

Signature:  Date: 2/16/2026 



www.WGInc.com 

 


