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Texas Commission on Environmental Quality

Edwards Aquifer Application Cover Page

Our Review of Your Application

The Edwards Aquifer Program staff conducts an administrative and technical review of all
applications. The turnaround time for administrative review can be up to 30 days as outlined
in 30 TAC 213.4(e). Generally administrative completeness is determined during the intake
meeting or within a few days of receipt. The turnaround time for technical review of an
administratively complete Edwards Aquifer application is 90 days as outlined in 30 TAC
213.4(e). Please know that the review and approval time is directly impacted by the quality
and completeness of the initial application that is received. In order to conduct a timely
review, it is imperative that the information provided in an Edwards Aquifer application
include final plans, be accurate, complete, and in compliance with 30 TAC 213.

Administrative Review

1.

Edwards Aquifer applications must be deemed administratively complete before a technical review can
begin. To be considered administratively complete, the application must contain completed forms and
attachments, provide the requested information, and meet all the site plan requirements. The submitted
application and plan sheets should be final plans. Please submit one full-size set of plan sheets with the
original application, and half-size sets with the additional copies.

To ensure that all applicable documents are included in the application, the program has developed tools to
guide you and web pages to provide all forms, checklists, and guidance. Please visit the below website for
assistance: http://www.tceq.texas.gov/field/eapp.

This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in
the application and brought to the administrative review meeting.

Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their
authorized agent should call the appropriate regional office, according to the county in which the project is
located, to schedule a review. The average meeting time is one hour.

In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after.
Administrative deficiencies will cause the application to be deemed incomplete and returned.

An appointment should be made to resubmit the application. The application is re-examined to ensure all
deficiencies are resolved. The application will only be deemed administratively complete when all
administrative deficiencies are addressed.

If an application is received by mail, courier service, or otherwise submitted without a review meeting, the
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the
results of the administrative review. If the application is found to be administratively incomplete, it can be
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may
require arrangements for return shipping.

If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive”
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585
Instructions).

Technical Review

1.

When an application is deemed administratively complete, the technical review period begins. The regional
office will distribute copies of the application to the identified affected city, county, and groundwater
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ.

A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be
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clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the
alignment of the Sewage Collection System and manholes should be staked at the time the application is
submitted. If the site is not marked the application may be returned.

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to
the second notice is not received, is incomplete or inadequate, or provides new information that is
incomplete or inadequate, the application must be withdrawn or will be denied. Please note that because the
technical review is underway, whether the application is withdrawn or denied the application fee will be
forfeited.

4. The program has 90 calendar days to complete the technical review of the application. If the application is
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated
activity may not begin until an approval is issued.

Mid-Review Modifications
It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays.

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your
Edwards Aquifer application has been deemed administratively complete by TCEQ. This is considered a “Mid-
Review Modification”. Mid-Review Modifications may require redistribution of an application that includes the
proposed modifications for public comment.

If you are proposing a Mid-Review Modification, two options are available:

e Ifthe technical review has begun your application can be denied/withdrawn, your fees will be forfeited,
and the plan will have to be resubmitted.

e TCEQ can continue the technical review of the application as it was submitted, and a modification
application can be submitted at a later time.

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and
technical review processes and will be treated as a new application. The application will be redistributed to the
affected jurisdictions.

Please contact the regional office if you have questions. If your project is located in Williamson, Travis, or Hays
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina,
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096

Please fill out all required fields below and submit with your application.

1. Regulated Entity Name: Calibre Quarry 2. Regulated Entity No.: RN112251293

iL (éustomer Name: FP HACIENDA PROPERTIES 4. Customer No.: CN605334903

5. Project Type: . .

(Please circle/check one) New w Extension | Exception

6. Plan Type: (WP A?)’JZP scs |UST | asT | Exp | ExT | Technical Optional Enhanced
(Please circle/check one) w Clarification | Measures

=. Land Use: . . ol : . )

(Please circle/check one) Residential ( Non-residential 8. Site (acres): 205.44

9. Application Fee: | $10,000 10. Permanent BMP(s): Approved - Batch Detention Basin
11. SCS (Linear Ft.): [n/a 12. AST/UST (No. Tanks): | Approved - AST — 2x 6k Gal Fuel Tanks
13. County: Williamson |14. Watershed: Berry Creek

TCEQ-20705 (Rev. 02-17-17) 20f4




Application Distribution

Instructions: Use the table below to determine the number of applications required. One original and one copy
of the application, plus additional copies (as needed) for each affected incorporated city, county, and

groundwater conservation district are required. Linear projects or large projects, which cross into multiple

jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the
EAPP Boundaries” map found at:

http://www.tceq.texas.gov/assets/public/compliance/field ops/eapp/EAPP%20GWCD%20map.pdf

For more detailed boundaries, please contact the conservation district directly.

Austin Region
County: Hays Travis Williamson
Original (1 req.) _ _ _1
Region (1 req.) _ . _1
County(ies) _ _ _1_
__Edwards Aquifer
. Authority
Groundwater Conservation Barton Springs/ Barton Springs/
.. _ __Barton Springs
District(s) Edwards Aquifer Edwards Aquifer NA
___Hays Trinity
__ Plum Creek
Austi __Austin
ustin
_Buda __Austin __ Cedar Park
_D ping Sori __Bee Cave __Florence
— ~TIPPIng Springs __Pflugerville Georgetown
City(ies) Jurisdiction __Kyle . -
o __Rollingwood __Jarrell
___Mountain City _Round Rock  Leander
—S\E’m l\lilarlcos __Sunset Valley __Liberty Hill
—vimberley __ West Lake Hills Pﬂugervﬂ]e
__Woodcreek _Ro nd Rock
_ Rou
San Antonio Region
County: Bexar Comal Kinney Medina Uvalde
Original (1 req.) o . . _ _
Region (1 req.) . _ _ _ _
County(ies) _ . _ _ _
Groundwater .
Conservation — %Yﬁgist}é quifer __Edwards Aquifer Kinney __EAA __EAA
District(s) _ Trinity-Glen Rose Authority — __Medina __Uvalde
__ Castle Hills
__Fair Oaks Ranch __ Bulverde
City(ies) ___Helotes __Fair Oaks Ranch __San
Jurisdiction  |__Hill Country Village |__Garden Ridge NA Antonio ETJ | NA
Hollywood Park __New Braunfels (SAWS)
- h
_San Antonio (SAWS) | — chertz
__Shavano Park
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3. A modification of a previously approved plan is requested for (check all that apply):

[ ] Physical or operational modification of any water pollution abatement structure(s)
including but not limited to ponds, dams, berms, sewage treatment plants, and
diversionary structures;

|:| Change in the nature or character of the regulated activity from that which was
originally approved or a change which would significantly impact the ability of the
plan to prevent pollution of the Edwards Aquifer;

|E Development of land previously identified as undeveloped in the original water
pollution abatement plan;

D Physical modification of the approved organized sewage collection system;

D Physical modification of the approved underground storage tank system;

D Physical modification of the approved aboveground storage tank system.

4, |E Summary of Proposed Modifications (select plan type being modified). If the approved
plan has been modified more than once, copy the appropriate table below, as
necessary, and complete the information for each additional modification.

WPAP Modification Approved Project Proposed Modification
Summary

Acres 205.44 205.44

Type of Development Quarry Quarry

Number of Residential 0 0

Lots

Impervious Cover (acres) 10.81 11.28

Impervious Cover (% 5.26 5.49

Permanent BMPs Batch detention basin Batch detention basin
Other - -

SCS Modification Approved Project Proposed Modification
Summary

Linear Feet

Pipe Diameter
Other

2 of 3
TCEQ-0590 (Rev. 02-11-15)



AST Modification Approved Project Proposed Modification

Summary
Number of ASTs
Volume of ASTs

Other

UST Modification Approved Project Proposed Modification

Summary
Number of USTs
Volume of USTs

Other

5. |E Attachment B: Narrative of Proposed Modification. A detailed narrative description of

the nature of the proposed modification is attached. It discusses what was approved,
including any previous modifications, and how this proposed modification will change
the approved plan.

6. |E Attachment C: Current Site Plan of the Approved Project. A current site plan showing

the existing site development (i.e., current site layout) at the time this application for

modification is attached. A site plan detailing the changes proposed in the submitted

modification is required elsewhere.

|Z| The approved construction has not commenced. The original approval letter and
any subsequent modification approval letters are included as Attachment A to
document that the approval has not expired.

[ ] The approved construction has commenced and has been completed. Attachment C
illustrates that the site was constructed as approved.

[ ] The approved construction has commenced and has been completed. Attachment C
illustrates that the site was not constructed as approved.

[ ] The approved construction has commenced and has not been completed.
Attachment Cillustrates that, thus far, the site was constructed as approved.

[ ] The approved construction has commenced and has not been completed.
Attachment Cillustrates that, thus far, the site was not constructed as approved.

7. |:| The acreage of the approved plan has increased. A Geologic Assessment has been

provided for the new acreage.

|Z| Acreage has not been added to or removed from the approved plan.

8. [X] Submit one (1) original and one (1) copy of the application, plus additional copies as

needed for each affected incorporated city, groundwater conservation district, and
county in which the project will be located. The TCEQ will distribute the additional
copies to these jurisdictions. The copies must be submitted to the appropriate regional
office.

3 0of 3

TCEQ-0590 (Rev. 02-11-15)



CALIBRE QUARRY

ENGINEERING | CONSULTING
S AN D LI N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

Modification of a Previously Approved Contributing Zone Plan
(TCEQ-0590)

Attachment A:
Original Approval Letter

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com



http://www.sandlinservices.com/

Brooke T. Paup, Chairwoman
Catarina R. Gonzales, Commissioner
Tonya R. Miller, Commissioner

Kelly Keel, Executive Director

TEXAS COMMISSION ON ENVIRONMENTAL QUALITY

Protecting Texas by Reducing and Preventing Pollution

December 1, 2025

Mr. Pedro Aguado

FP Hacienda Properties, LLC
PO Box 706

Jarrell, TX 76537

Re: Approval of a Water Pollution Abatement Plan (WPAP)
Calibre Quarry; Located South of CR 239 and Ronald Reagan Blvd.; Williamson County,
Texas
Edwards Aquifer Protection Program ID: 11004529; Regulated Entity No. RN112251293

Dear Mr. Aguado:

The Texas Commission on Environmental Quality (TCEQ) has completed its review on the
application for the above-referenced project submitted to the Edwards Aquifer Protection
Program (EAPP) by Sandlin Services, LLC on behalf of the applicant, FP Hacienda Properties, LLC
on July 21, 2025. Final review of the application was completed after additional material was
received on October 10, 2025.

As presented to the TCEQ, the application was prepared in general compliance with the
requirements of 30 Texas Administrative Codes (TAC) Chapter §213. The permanent best
management practices (BMPs) and measures represented in the application were prepared by a
Texas licensed professional engineer (PE). All construction plans and design information were
sealed, signed, and dated by a Texas licensed PE. Therefore, the application for the construction
of the proposed project and methods to protect the Edwards Aquifer are approved, subject to
applicable state rules and the conditions in this letter.

This approval expires two years from the date of this letter, unless, prior to the expiration
date, more than 10 percent of the construction has commenced on the project or an extension of
time has been officially requested. This approval or extension will expire, and no extension will be
granted if more than 50 percent of the project has not been completed within ten years from the
date of this letter.

The applicant or a person affected may file with the chief clerk a motion for reconsideration of
the executive director's final action on this Edwards Aquifer protection plan. A motion for
reconsideration must be filed in accordance with 30 TAC §50.139.

PROJECT DESCRIPTION

The proposed quarry project will have an area of approximately 205.44 acres. The project will
include a 120-acre quarry, material storage, access drives, overburden placement, two ASTs
(separate approval required), a quarry office and warehouse. The impervious cover will be 10.81
acres (5.26 percent). Existing on-site sewage facilities were put in before Edwards Aquifer
Protection rules and will remain on site to use.

TCEQ Region 11 - P.O.Box 13087 - Austin, Texas 78711-3087 - 512-339-2929 - Fax 512-339-3795

Austin Headquarters: 512-239-1000 - tceq.texas.gov - How is our customer service? tceq.texas.gov/customersurvey
printed on recycled paper
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PERMANENT POLLUTION ABATEMENT MEASURES

To prevent the pollution of stormwater runoff originating on-site or upgradient of the site and
potentially flowing across and off the site after construction, a batch detention pond, designed
using the TCEQ technical guidance, RG-348, Complying with the Edwards Aquifer Rules:
Technical Guidance on Best Management Practices, will be constructed to treat stormwater
runoff. The required total suspended solids (TSS) treatment for this project is 9,413 pounds of
TSS generated from the 10.81 acres of impervious cover. The approved permanent BMPs and
measures meet the required 80 percent removal of the increased load in TSS caused by the
project.

The permanent BMPS shall be operational prior to occupancy or use of the proposed project.
Inspection, maintenance, repair, and retrofit of the permanent BMPs shall be in accordance with
the approved application.

GEOLOGY

According to the Geologic Assessment (GA) included with the application, the surficial units of
the site are the Georgetown Formation (Kgt) and Edwards Limestone (Ked). No sensitive geologic
features were identified in the GA. The site assessment conducted on September 10, 2025 by
TCEQ staff determined the site to be generally as described by the GA.

STANDARD CONDITIONS

1. The plan holder (applicant) must comply with all provisions of 30 TAC Chapter §213 and all
technical specifications in the approved plan. The plan holder should also acquire and
comply with additional and separate approvals, permits, registrations or authorizations
from other TCEQ Programs (i.e., Stormwater, Water Rights, Dam Safety, Underground
Injection Control) as required based on the specifics of the plan.

2. In addition to the rules of the Commission, the plan holder must also comply with state and
local ordinances and regulations providing for the protection of water quality as applicable.

Prior to Commencement of Construction:

3. Within 60 days of receiving written approval of an Edwards Aquifer protection plan, the
plan holder must submit to the EAPP proof of recordation of notice in the county deed
records, with the volume and page number(s) of the county record. A description of the
property boundaries shall be included in the deed recordation in the county deed records.
TCEQ form, Deed Recordation Affidavit (TCEQ-0625), may be used.

4. The plan holder of any approved Edwards Aquifer protection plan must notify the EAPP and
obtain approval from the executive director prior to initiating any modification to the
activities described in the referenced application following the date of the approval.

5. The plan holder must provide written notification of intent to commence construction,
replacement, or rehabilitation of the referenced project. Notification must be submitted to
the EAPP no later than 48 hours prior to commencement of the regulated activity.
Notification must include the date on which the regulated activity will commence, the name
of the approved plan and program ID number for the regulated activity, and the name of
the prime contractor with the name and telephone number of the contact person.

6. Temporary erosion and sedimentation (E&S) controls as described in the referenced
application, must be installed prior to construction, and maintained during construction.
Temporary E&S controls may be removed when vegetation is established, and the
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construction area is stabilized. The TCEQ may monitor stormwater discharges from the site
to evaluate the adequacy of temporary E&S control measures. Additional controls may be
necessary if excessive solids are being discharged from the site.

All borings with depths greater than or equal to 20 feet must be plugged with non-shrink
grout from the bottom of the hole to within three (3) feet of the surface. The remainder of
the hole must be backfilled with cuttings from the boring or gravel. All borings less than 20
feet must be backfilled with cuttings from the boring. All borings must be backfilled or
plugged within four (4) days of completion of the drilling operation.

During Construction:

8.

10.

11.

12.

13.

14.

This approval does not authorize the installation of temporary or permanent aboveground
storage tanks on this project that will have a total storage capacity of five hundred gallons
or more of static hydrocarbons or hazardous substances without prior approval of an
Aboveground Storage Tank facility application.

If any sensitive feature is encountered during construction, replacement, or rehabilitation
on this project, all regulated activities must be immediately suspended near it and
notification must be made to TCEQ EAPP staff. Temporary BMPs must be installed and
maintained to protect the feature from pollution and contamination. Regulated activities
near the feature may not proceed until the executive director has reviewed and approved
the methods proposed to protect the feature and the aquifer from potentially adverse
impacts to water quality.

All water wells, including injection, dewatering, and monitoring wells shall be identified in
the geologic assessment and must be in compliance with the requirements of the Texas
Department of Licensing and Regulation 16 TAC Chapter §76 and all other locally
applicable rules, as appropriate.

If sediment escapes the construction site, the sediment must be removed at a frequency
sufficient to minimize offsite impacts to water quality (e.g., fugitive sediment in street being
washed into surface streams or sensitive features by the next rain). Sediment must be
removed from sediment traps or sedimentation ponds not later than when design capacity
has been reduced by 50 percent. Litter, construction debris, and construction chemicals
shall be prevented from becoming stormwater discharge pollutants.

Intentional discharges of sediment laden water are not allowed. If dewatering becomes
necessary, the discharge must be filtered through appropriately selected BMPs.

The following records shall be maintained and made available to the executive director
upon request: the dates when major grading activities occur, the dates when construction
activities temporarily or permanently cease on a portion of the site, and the dates when
stabilization measures are initiated.

Stabilization measures shall be initiated as soon as practicable in portions of the site where
construction activities have temporarily or permanently ceased, and construction activities
will not resume within 21 days. When the initiation of stabilization measures by the 14th
day is precluded by weather conditions, stabilization measures shall be initiated as soon as
practicable.

After Completion of Construction:

15.

Owners of permanent BMPs and temporary measures must ensure that the BMPs and
measures are constructed and function as designed. A Texas licensed PE must certify in
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writing that the permanent BMPs or measures were constructed as designed. The
certification letter must be submitted to the EAPP within 30 days of site completion.

16. The applicant shall be responsible for maintaining the permanent BMPs after construction
until such time as the maintenance obligation is either assumed in writing by another entity
having ownership or control of the property or the ownership of the property is transferred
to the entity. A copy of the transfer of responsibility must be filed with the executive
director through the EAPP within 30 days of the transfer. TCEQ form, Change in
Responsibility for Maintenance on Permanent BMPs and Measures (TCEQ-10263), may be
used.

The holder of the approved Edwards Aquifer protection plan is responsible for compliance with
Chapter §213 and any condition of the approved plan through all phases of plan
implementation. Failure to comply with any condition within this approval letter is a violation
of Chapter §213 and is subject to administrative rule or orders and penalties as provided under
§213.10 of this title (relating to Enforcement). Such violations may also be subject to civil
penalties and injunction. Upon legal transfer of this property, the new owner is required to
comply with all terms of the approved Edwards Aquifer protection plan.

This action is taken as delegated by the executive director of the Texas Commission on
Environmental Quality. If you have any questions or require additional information, please
contact Ms. Jasmine Brown of the Edwards Aquifer Protection Program at 512-239-7006 or the
regional office at 512-339-2929.

Sincerely,
Monic A,W
Monica Reyes, Section Manager

Edwards Aquifer Protection Program
Texas Commission on Environmental Quality

MR/job

cC: Mr. Nicholas Sandlin, P.E., Sandlin Services, LLC
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Modification of a Previously Approved Contributing Zone Plan
(TCEQ-0590)

Attachment B:
Narrative of Proposed Modification

The previously approved WPAP (EAPP ID No. 11004529, approval letter dated December 1, 2025) is
being modified to include the addition of a new proposed driveway and associated impervious cover. The
modification will increase the proposed permanent Project Site Impervious Cover (IC) by 20,064 SF, or
approximately 0.46 AC. The total proposed permanent IC will increase from 471,075 SF (10.81 AC), or
5.26% of the project site, to 491,139 SF (11.28 AC), or 5.49% of the project site. Of the proposed IC, 3,951
SF is associated with structures and buildings, and 487,188 SF is proposed for driveways, roads, and the
storage yard.

Although the proposed WPAP Modification increases the Impervious Cover (IC) at the site, no
modification to the previously approved Permanent BMP is required. The approved Batch Detention Basin
provides treatment for the additional TSS generated by the increased impervious cover. The capture volume
required by the Batch Detention Basin BMP has increased from 57,502 CF to 76,989 CF. The previously
approved basin volume is 77,762 CF. Therefore, the approved BMP is not proposed to be modified and
maintains compliance with TCEQ load removal requirements.
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Attachment C:
Cutrrent Site Plan of the Approved Project
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7. Customer (Applicant):

Contact Person: PEDRO AGUADO

Entity: FP HACIENDA PROPERTIES LLC

Mailing Address: PO BOX 706

City, State: JARRELL, TX Zip: 76537
Telephone: 512-914-3963 FAX:

Email Address: PEDRO@COBRASTONE.COM

8. Agent/Representative (If any):

Contact Person: Nicholas Sandlin, P.E.
Entity: Sandlin Services, LLC
Mailing Address: 9111 Jollyville Rd, STE 212

City, State: Austin, Texas Zip: 78759
Telephone: (806) 679-7303 FAX:

Email Address: operations@sandlinservices.com

9. Project Location:

D The project site is located inside the city limits of .

D The project site is located outside the city limits but inside the ETJ (extra-territorial
jurisdiction) of

IX] The project site is not located within any city’s limits or ETJ.

10. [X] The location of the project site is described below. The description provides sufficient
detail and clarity so that the TCEQ’s Regional staff can easily locate the project and site
boundaries for a field investigation.

33952 Ronald Reagan Blvd, Georgetown, Texas 78633

11. |E Attachment A — Road Map. A road map showing directions to and the location of the
project site is attached. The project location and site boundaries are clearly shown on
the map.

12. |E Attachment B - USGS / Edwards Recharge Zone Map. A copy of the official 7 %2 minute
USGS Quadrangle Map (Scale: 1" = 2000') of the Edwards Recharge Zone is attached.
The map(s) clearly show:

X] Project site boundaries.

|E USGS Quadrangle Name(s).

|E Boundaries of the Recharge Zone (and Transition Zone, if applicable).

|E Drainage path from the project site to the boundary of the Recharge Zone.

13. |E The TCEQ must be able to inspect the project site or the application will be returned.
Sufficient survey staking is provided on the project to allow TCEQ regional staff to locate
the boundaries and alighnment of the regulated activities and the geologic or manmade
features noted in the Geologic Assessment.

|Z| Survey staking will be completed by this date: 8/1/2026
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14. [X] Attachment C — Project Description. Attached at the end of this form is a detailed
narrative description of the proposed project. The project description is consistent
throughout the application and contains, at a minimum, the following details:

X] Area of the site

[X] offsite areas

X Impervious cover

|E Permanent BMP(s)

X] Proposed site use

X] site history

X] Previous development
[X] Area(s) to be demolished

15. Existing project site conditions are noted below:

[ ] Existing commercial site

[ ] Existing industrial site

X Existing residential site

[ ] Existing paved and/or unpaved roads
X] undeveloped (Cleared)

|E Undeveloped (Undisturbed/Uncleared)

[ ] other:
Prohibited Activities

16. |E | am aware that the following activities are prohibited on the Recharge Zone and are not
proposed for this project:

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to
Underground Injection Control);

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3;
(3) Land disposal of Class | wastes, as defined in 30 TAC §335.1;
(4) The use of sewage holding tanks as parts of organized collection systems; and

(5) New municipal solid waste landfill facilities required to meet and comply with Type |
standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types
of Municipal Solid Waste Facilities).

(6) New municipal and industrial wastewater discharges into or adjacent to water in the
state that would create additional pollutant loading.

17. |Z| | am aware that the following activities are prohibited on the Transition Zone and are
not proposed for this project:

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground
Injection Control);

(2) Land disposal of Class | wastes, as defined in 30 TAC §335.1; and
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(3) New municipal solid waste landfill facilities required to meet and comply with Type |
standards which are defined in §330.41 (b), (c), and (d) of this title.

Administrative Information
18. The fee for the plan(s) is based on:

|E For a Water Pollution Abatement Plan or Modification, the total acreage of the site
where regulated activities will occur.

D For an Organized Sewage Collection System Plan or Modification, the total linear
footage of all collection system lines.

|E For a UST Facility Plan or Modification or an AST Facility Plan or Modification, the total
number of tanks or piping systems.

D A request for an exception to any substantive portion of the regulations related to the
protection of water quality.

|:| A request for an extension to a previously approved plan.

19. |E Application fees are due and payable at the time the application is filed. If the correct
fee is not submitted, the TCEQ is not required to consider the application until the
correct fee is submitted. Both the fee and the Edwards Aquifer Fee Form have been
sent to the Commission's:

[ ] TCEQ cashier

[X] Austin Regional Office (for projects in Hays, Travis, and Williamson Counties)

|:| San Antonio Regional Office (for projects in Bexar, Comal, Kinney, Medina, and
Uvalde Counties)

20. [X] Submit one (1) original and one (1) copy of the application, plus additional copies as
needed for each affected incorporated city, groundwater conservation district, and
county in which the project will be located. The TCEQ will distribute the additional
copies to these jurisdictions. The copies must be submitted to the appropriate regional
office.

21. |Z| No person shall commence any regulated activity until the Edwards Aquifer Protection
Plan(s) for the activity has been filed with and approved by the Executive Director.
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Attachment A:
Road Map
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USGS QUADRANGLE MAP
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Source: Portion of USGS Quadrangle Map (TX_Cobbs_Cavern_20220808_TM)

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com


http://www.sandlinservices.com/

ENGINEERING | CONSULTING

SANDLIN

SERVICES, LLC
FEMA FIRM MAP PANEL

National Flood Hazard Layer FIRMette

Legend

CALIBRE QUARRY

WATER POLLUTION ABATEMENT PLAN MODIFICATION

S7°41'17°W 30°46'21'N

OTHER AREAS OF
| FLOOD HAZARD

OTHER AREAS

GENERAL
STRUCTURES

SEE FIS REPORT FOR DETAILED LEGEND AND INDEX MAP FOR FIRM PANEL LAYOUT

Without Base Flood Elevation (BFE)
Zone AV, A99

With BFE or Depth Zone AZ A0, AW, VE AR
Regulatory Floodway

0.2% Annual Chance Flood Hazard, Areas
of 1% annual chance flood with average
depth less than one foot or with drainage
areas of less than one square mile Zone ¥
Future Conditions 1% Annual

Chance Flood Hazard Zone *

Area with Reduced Flood Risk due to
Levee. See Notes. Zuno

Area with Flood Risk due to Levee zone 1

~oscreen Area of Minimal Flood Hazard
] Effective LOMRs
Area of Undetermined Flood Hazard Zone ¢

Zono X

= === = Channel, Culvert, or Storm Sewer
f1iiin Levee, Dike, or Floodwall

Cross Sections with 1% Annual Chance
—AL2  Water Surface Elevation

k= = = Coastal Transect

wee 7w Base Flood Elevation Line (BFE)

‘=——— Limit of Study

s Jurisdiction Boundary

..... — Coastal Transect Baseline

Profile Baseline

Hydrographic Feature

WILLEIAMSON(COUNTY;

UNINCORPORATED’AREAS
481079,

AREA'OEIMINIMALREI'OOD, HAZARD &S
ZoWe X4

48491C0125F
eff. 12/20/2019

OTHER
FEATURES

Digital Data Avallable ~

-+

The pin displayed on the map is an approximate
point selected by the user and does not represent
an authoritative property location.

No Digital Data Available

MAP PANELS

()

Unmapped

This map complies with FEMA's standards for the use of
digital flood maps if it is not void as described below.
The basemap shown complies with FEMA's basemap
accuracy standards

The flood hazard information is derived directly from the
authoritative NFHL web services provided by FEMA. This map
was exported on 6,30,2025 at 9:33 PM and does not
reflect changes or amendments subsequent to this date and
time. The NFHL and effective information may change or
become superseded by new data over time.

This map image is void if the one or more of the following map
elements do not appear: basemap Imagery, flood zone labets,
legend, scale bar, map ti ity ifi

FIRM panel number, and FIRM effective date. Map images for
unmapped and unmodemized areas cannot be used for
regulatory purposes.

97°40'39"W 30°45S0"N

Feet

1:6,000
2,000

Basemap Imagery Source; USGS Natlonal Map 2023

Source: FEMA FIRMette Map Panel 48491C0125F (effective 12/20/2019)

0 250 500 1,000 1,500

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com


http://www.sandlinservices.com/

ENGINEERING | CONSULTING CALIBRE QUARRY

S AN D L I N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

warw
B
* 4 — sozso0ss T
Williamson County =
Unincorporated Areas L
48107
F + + +
1028000 £1
10280000 FT
=
1ozroone FT
| City of Jarrell
4s0111
16270000 £
ot
City of Jarrell
soinl
Williamson County
Unincorporated Areas
481079
+

h-
AN
| W

) N :
+f \
Vs
/—_‘g

?} W\

i} . S ‘l \\+/X 480111

SrEE
+ + 4 romas 2
b §

LA OF STUDY —
e

S 3130000 FT
128000 FT
orasor 3110007 1800 FT L4 "

atz0m00)
City of Georgetown
480668
FLOOD HAZARD INFORMATION NOTES TO USERS SCALE
t: R b o e e L oo NATIONAL FLOOD INSURANCE PROGRAM
e % i i P eyt A S e P ot 15 208 4203 Nt Ao Do 1963 [~ e
THE FEWA MAP (1877306 87) o0 vk o FENA Pes Wap Servce Conter wabsie a1 o
s N DIGITAL FORMAT AT - = WILLIAMSON COUNTY,
el e N| Tineh=2000 feet 124,000 1) pus é
e [) 2000 4,000 000 m g
Without Base Fload Elevation (BFE) e —— ] e 125 or 750
Vot . 450 s —— — AT
With BFE or Dapth 720 11 10, 4 12 41 = e o S0 1000 2000 = 8
Fhrat ikrarc ey #1400 €55 6630 o =
oot ol el e i bt | PANEL LOGATOR o) & radicondbciad
0.2% Annual Chance Food Hazard, Areas | ey et 5 g v = = P oomere  mmoaw
of 1% annwal chance flood with average - > WSOV COUNTY Siow am  F
depth less than one oot or with drainage. ) =
areas ofless than 0ne square mile 2:c «
+ Future Conditions 1% Annual ae |
DR Crare Flood Hazmr zone x 2 0050
v, Area with Reduced Flood Risk due to Levee E
S B ////’snm =
W/ Z0m0 0 5
WO SCREEN | Avea of Minimal Flood Hazard 7 =
OTHER
AREAS Area of Undetermined Food Hazard 7 0 =
GENERAL Channel, Culvert, or Storm Sewes
STRUCTURES " Levee, Dike, or Floodwall
{€)—22. Cross Sections with 1% Annual Chance
—1£ Water Surface Blevation
i VERSION NUMBER
e Profile Baseline 2333
Hydrographic Feature MAP NUMBER
e 3=~ Base Flood Elevation Line (BFE) 4849100125F
OTHER Limit of Study MAP REVISED
————— Jurissiction Boundary DECEMBER 20, 2019



http://www.sandlinservices.com/

ENGINEERING | CONSULTING CALIBRE QUARRY

S AN D L I N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

EDWARDS AQUIFER RECHARGE ZONE MAP

Calibre Quarry
812 r'
CALIBRE QUARRY
~ 3
8
&
(’Jb
<
%
N
s
wards Aquifer &
echarge Zone
Coffin Cave
Preserve
6/30/2025, 4:16:57 PM 1:25.680
a 7 0 0.17 0.35 07
®  ArcGIS World Geocoding Service @ : 1 L i
| TCEQ_EDWARDS_OFFICIAL_MAPS 0 03 06 1.2km
(1 7.5 Minute Quad Grid
E_] TX Counties Esd, NASA, NGA. USGS, FEMA, Sourcas: Esri, TomTom, Gamin, FAQ,

NOAA, USGS, (c) OpenSweetMap comdbutors, enc the GIS User
Community, TCEQ

Edwards Aquifer Label
World_Hillshade

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com


http://www.sandlinservices.com/

CALIBRE QUARRY

ENGINEERING | CONSULTING
S AN D LI N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

General Information Form
(TCEQ-0587)

Attachment C:
Project Description

Proposed Development

The 205.44 AC project site is located at approximately 33952 Ronald Reagan Blvd in Georgetown, Texas,
Williamson County (WCAD # R012262, R665598, & R665599). The project lies within the unincorporated
areas of Williamson County, outside of any city ET]. The project site is currently rural residential with
existing driveways, and a single-family home with the associated infrastructure on-site. The existing
structures on-site will be repurposed for quarry office and warehouse use. This project proposes the
development of the site to support a 120 AC quarry area, along with the associated material storage, access,
overburden placement, AST, and supporting infrastructure. Additionally, a storage yard is proposed which
will be treated with a Batch Detention Basin BMP. Per RG-500, a 25’ wide vegetated buffer and berm
surrounds the quarry pit adjacent to neighboring properties. Stormwater and runoff originating upstream
and from the quarry will be contained within the pit. Process water will be utilized on site for the proposed
wet saw. Please refer to the construction plans for the Sedimentation Pond details and design criteria in
accordance with RG-500, and refer to the originally approved AST for tank details (EAPP ID #11004530).

The Batch Detention Basin BMP and proposed work was approved with WPAP EAPP ID #11004529 and
AST EAPP ID#11004530. This MOD application is being submitted for the construction of a new
driveway, which increases the impervious cover by 20,064 SF. The total proposed impervious cover is now
491,139 SF. No modification is proposed to the site area, BMP, AST, or related items of the site. Refer to
the Construction Plans for the proposed driveway reconstruction.

Stite Description and History

The total 205.44 AC project site includes three properties located in Williamson County, Texas. The
properties are currently owned by FP Hacienda, LLC and include WCAD parcel numbers R012262,
R665598, and R665599.

The site contains slopes ranging from 0% to 30% and generally drains to the north toward Berry Creek. The
site ranges in elevation from approximately 810 feet above mean sea level to approximately 849 feet.

Soils on the property consist of 5.4% Brackett association, 1 to 8 percent slopes; 3.3% Denton silty clay, 0
to 1 percent slopes, 8.6% Denton silty clay, 1 to 3 percent slopes, 39.7% Doss silty clay, moist, 1 to 5
percent slopes, 15.2% Eckrant cobbly clay, 1 to 8 percent slopes, 3.0% and Georgetown clay loam, 0 to 2
percent slopes, 24.8% Georgetown stony clay loam, 1 to 3 percent slopes. 96.7 percent of the soils on site
are hydrologic soil group D, and 3.3% are type C.
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Access

Access to this quarry exists along Ronald Reagan Blvd.

Impervions Cover (IC)

The total existing area of impervious cover is approximately 43,531 sf (1.00 acre), or 0.49% of the developed
project site.

The total proposed permanent Project Site IC is 491,139 SF (11.28 AC), or 5.49% of the project site. 3,951
SF is associated with structures and buildings, and 487,188 SF of IC is proposed for driveways, roads, and
the storage yard. Existing and proposed areas of impervious cover outside of the quarry pit will be treated as
shown in the permanent stormwater section.

Watershed and FEMA Floodplain Information

The project site is within the Berry Creek Watershed, which drains to the San Gabriel River Basin. No
surface streams run across the property.

The project site is not located within the boundaries of the 100-year floodplain of any waterway that is
within the limits of the study of the Federal Emergency Insurance Administration (FEMA) FIRM Panel
#48491C0125F (Effective date: 12/20/2019).

Temporary Best Management Practices (BMPs)

Construction practices shall disturb the minimal amount of existing ground cover as required for land
clearing, grading, and construction activity for the shortest amount of time possible to minimize the
potential of erosion and sedimentation from the site.

Prior to soil disturbing construction activity, temporary BMPs will be installed. Silt fencing will be installed
along the down-gradient sides of the property to intercept and detain waterborne sediment from
unprotected areas. The silt fence shall remain in place until the disturbed area is permanently stabilized.

Permanent Best Management Practices (BMPs)

A Batch Detention Basin BMP is proposed for permanent water quality control at the developed project site
for all impervious cover outside of the proposed quarry pit. The required capture volume of the Batch
Detention Basin BMP is 76,989 cubic feet for the 34.12 AC drainage area. Refer to the Water Quality Plan
sheets for additional information.

After construction activities are complete, the permanent BMP will be maintained as described in

Attachment G of the Permanent Stormwater Section. Permanent seeding, sodding or mulching will be
utilized as described in Attachment | of the Temporary Stormwater Section. Permanent BMPs for trash,
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herbicide/pesticide use, and general maintenance of the BMPs are also described in Attachment G of the
Permanent Stormwater Section.

Offsite Areas

No offsite areas are anticipated to be affected by pre and post construction activities at the site. Temporary
BMPs will minimize any anticipated effects of the proposed construction activities. Permanent BMPs will
address any anticipated stormwater issues at the developed site.
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)

Attachment A:
Factors Affecting Surface Water Quality

Potential pollution sources during the construction phase include increased sediment erosion from disturbed
soil; oil, grease, fuel, and hydraulic fluid contamination from construction equipment and vehicles; and
miscellaneous trash and litter from construction. Potential pollution sources at the developed site include
oil, grease, fuel, and hydraulic fluid contamination from vehicles, trash, and litter.

Dust and sediment from proposed construction activities will be managed with temporary BMPs, as
described in the Temporary Best Management Practices section. Potential quarry dust onsite is monitored
and when appropriate, a water truck is used to provide dust mitigation.

Other factors that have potential impact include fuels and lubricants from vehicles and equipment and
trash/debris items. Staff will inspect Ronald Reagan Blvd on a daily basis and make sure any trash or debris
are collected off of the road. Any spills or leaks from vehicles or other equipment will be cleaned up in a
timely manner and will be disposed of propetly. Trash receptacles are onsite for use by employees and
visitors.

Port-a-potties are used by the workers around the site and these are regularly maintained by the company

leasing the equipment to this operation. These Port-a-potties will be located within temporary basins created
by constructing a perimeter earthen berm to contain potential spills.
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)

Attachment B:
Volume and Character of Stormwater

The proposed site is located within the Edwards Aquifer Recharge Zone. Stormwater from the developed
IC (outside of the quarry pit) within WQ DA-1 (34.12 AC) will be conveyed to Batch Detention Basin BMP
per the Water Quality Drainage Area Map sheets. Please see the water quality and drainage sheets of the
construction plans for calculations and details. There are no anticipated off-site impacts as the Batch
Detention Basin will detain flows to below existing conditions, and the quarry will be surrounded by a
vegetated berm adjacent to neighboring properties.
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)

Attachment C:
Suitability Letter from authorized Agent (if OSSF is proposed)
N/A
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)

Attachment D:
Exception to the Required Geologic Assessment (if requested)

N/A
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Water Pollution Abatement Plan Application Form
(TCEQ-0584)

Site Plan
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Temporary Stormwater Section
(TCEQ-0602)
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Temporary Stormwater Section
(TCEQ-0602)

Attachment A:
Spill Response Actions

Spill Response Actions

In the event of an accidental spill, immediate action shall be undertaken by the General Contractor to
contain and remove the spilled material. All hazardous materials, including contaminated soil and liquid
concrete waste (if applicable), shall be disposed of by the Contractor in the manner specified by Federal,
State and Local regulations and by the manufacturer of such products. As soon as possible, the spill shall be
reported to the appropriate agencies. As required under the provisions of the Clean Water Act, any spill or
discharge entering waters of the United States shall be properly reported. The General Contractor shall
prepare a written record of any spill and associated clean-up activities of petroleum products or hazardous
materials in excess of 1 gallon or reportable quantities, whichever is less. The General Contractor shall
provide notice to the Owner immediately upon identification of a reportable spill.

All spills of petroleum products or hazardous materials in excess of Reportable Quantities as defined by
EPA or the State or Local agency regulations, shall be immediately reported within 24 hours to the EPA
National Response Center (1-800-424-8802), TCEQ (1-800-832-8224), and local Fire Department (911).

The reportable quantity for hazardous materials can be found in 40 CFR 302:

Reportable Quantities

Material Media Released to Reportable Quantities
Engine Oil, Fuel, Hydraulic & Land 25 gallons
Brake Fluid
Engine Oil, Fuel, Hydraulic & Water Visible sheen
Brake Fluid
Antifreeze Land 100 Ibs (13 gal.)
Battery Acid Land, Water 100 Ibs
Refrigerant Air 11b
Gasoline Air, Land, Water 100 lbs
Engine Degreasers Air, Land, Water 100 Ibs

Please visit https://www.tceq.texas.gov/response/spills/spill rq.html for more information.

In order to minimize the potential for a spill of petroleum product or hazardous materials to come in
contact with stormwater, the following steps shall be implemented.

1) All materials with hazardous properties (such as pesticides, petroleum products, fertilizers,
detergents, construction chemicals, acids paints, paint solvents, additives for soil stabilization,
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concrete curing compounds and additives, etc.) shall be stored in a secure location, under cover and
in appropriate, tightly sealed containers when not in use.

The minimum practical quantity of all such materials shall be kept on the job site and scheduled for
delivery as close to the time of use as practical. Post Material Safety Data Sheets (MSDS), as well as
proper storage, cleanup, and spill reporting instructions for hazardous materials stored or used on
the project site in an open, conspicuous, and accessible location.

A spill control and containment kit (containing for example: absorbent material such as kitty litter or
sawdust, acid neutralizing agent, brooms, dust pans, mops, rags, gloves, goggles, plastic and metal
trash containers, etc.) shall be provided on the construction site and construction employees shall be
trained in when and how to use spill containment materials.

The contractor personnel will immediately clean up any oil, fuel or hydraulic fluid if observed being
released from equipment or vehicles. Vehicles or equipment will cease operation until required
repairs are made to the equipment.

All of the product in a container shall be used before the container is disposed of. All such
containers shall be triple rinsed with water prior to disposal. The rinse water used in these containers
shall be disposed of in a manner in compliance with State and Federal regulations and shall not be
allowed to mix with stormwater discharges.

All products shall be stored in and used from the original container with the original product label.

All products shall be used in strict compliance with instructions on the product label.

The disposal of the excess or used products shall be in strict compliance with instructions on the
product’s label.

Spill Prevention and Control

Education

1)

2)

3)

4)
5)

Be aware that different materials pollute in different amounts. Make sure that each employee knows
what a “significant spill” is for each material they use, and what is the appropriate response for
“significant” and “insignificant” spills. Employees should also be aware of when a spill must be
reported to the TCEQ. Information is available in 30 TAC 327.4 and 40 CFR 302.4.

Educate employees and subcontractors on potential dangers to humans and the environment from
spills and leaks.

Hold regular meetings to discuss and reinforce appropriate disposal procedures (incorporate into
regular safety meetings).

Establish a continuing education program to indoctrinate new employees.

Have contractor’s superintendent or representative oversee and enforce proper spill prevention and
control measures.
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General Measutres

)

2)
3)
4
5)
0)

7)
8)

9)

To the extent that the work can be accomplished safely, spills of oil, petroleum products, substances
listed under 40 CFR parts 110, 117, and 302, and sanitary and septic wastes should be contained and
cleaned up immediately.

Store hazardous materials and wastes in covered containers and protect from vandalism.
Place a stockpile of spill cleanup materials where it will be readily accessible.

Train employees in spill prevention and cleanup.

Designate responsible individuals to oversee and enforce control measures.

Spills should be covered and protected from stormwater run-on during rainfall to the extent that it
doesn’t compromise cleanup activities.

Do not bury or wash spills with water.

Store and dispose of used clean up materials, contaminated materials, and recovered spill material
that is no longer suitable for the intended purpose in conformance with the provisions in applicable
BMPs.

Do not allow water used for leaning and decontamination to enter storm drains or watercourses.
Collect and dispose of contaminated water in accordance with applicable regulations.

10) Contain water overflow or minor water spillage and do not allow it to discharge into drainage

facilities or watercourses.

11) Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, and spill reporting

instructions for hazardous materials stored or used on the project site in an open, conspicuous, and
accessible location.

12) Keep waste storage areas clean, well-organized, and equipped with ample cleanup supplies as

appropriate for the materials being stored. Perimeter controls, containment structures, covers, and
liners should be repaired or replaced as needed to maintain proper function.

Cleanup

P
2)

3)

Clean up leaks and spills immediately.

Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and absorbent material
for larger spills. If the spilled material is hazardous, then the used cleanup materials are also
hazardous and must be disposed of as hazardous waste.

Never hose down or bury dry material spills. Clean up as much of the material as possible and
dispose of it propetly. See the waste management BMPs in this section for specific information.

Minor Spills

1)

2)
3)

Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be controlled by
the first responder at the discovery of the spill.

Use absorbent materials on small spills rather than hosing down or burying the spill.

Absorbent materials should be promptly removed and disposed of properly.
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4) Follow the practice below for a minor spill:

5) Contain the spread of the spill.

6) Recover spilled materials.

7) Clean the contaminated area and propetly dispose of contaminated materials.

Semi-Significant Spills

Semi-significant spills still can be controlled by the first responder along with the aid of other personnel
such as laborers and the foreman, etc. This response may require the cessation of all other activities. Spills
should be cleaned up immediately.

1) Contain spread of the spill.
2) Notity the project foreman immediately.

3) If the spill occurs on paved or impermeable surfaces, clean up using “dry” methods (absorbent
materials, cat litter and/or rags). Contain the spill by encircling with absorbent materials and do not
let the spill spread widely.

4) If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen dike. Dig up
and properly dispose of contaminated soil.

5) 1If the spill occurs during rain, cover the spill with tarps or other material to prevent contaminating
runoff.

Significant/Hazardous Spills
For significant or hazardous spills that are in reportable quantities:

1) Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 (Austin) or
210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact the Environmental
Release Hotline at 1-800-832-8224. It is the contractor’s responsibility to have all emergency phone
numbers at the construction site.

2) For spills of federal reportable quantities, in conformance with the requirements in 40 CFR parts
110,009, and 302, the contractor should notify the National Response Center at (800)424-8802.

3) Notification should first be made by telephone and followed up with a written report.

4) The services of a spill’s contractor or a Haz-Mat team should be obtained immediately. Construction
personnel should not attempt to clean up until the appropriate and qualified staff have arrived at the
job site.

5) Other agencies which may need to be consulted include, but are not limited to, the City Police
Department, County sheriff Office, Fire Departments, etc.

More information on spill rules and appropriate responses is available on the TCEQ website at:
https://www.tceq.texas.gov/downloads/compliance/investigations/spills /spill-poster-x.pdf

Vehicle and Equipment Maintenance

1) If maintenance must occur onsite, use a designated area and a secondary containment, located away
from drainage course, to prevent the runon of stormwater and the runoff of spills.
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Regularly inspect onsite vehicles and equipment for leaks and repair immediately.

Check incoming vehicles and equipment (including delivery trucks, and employee and subcontractor
vehicles) for leaking oil and fluids. Do not allow leaking vehicles or equipment onsite.

Always use secondary containment, such as a drain pan or drop cloth, to catch spills or leaks when
removing or changing fluids.

Place drip pans or absorbent materials under paving equipment when not in use.

Use absorbent materials on small spills rather than hosing down or burying the spill. Remove the
absorbent materials promptly and dispose of them properly.

Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave full drip pans or
other open containers lying around.

Oil filters disposed of in trashcans or dumpsters can leak oil and pollute stormwater. Place the oil
filter in a funnel over a waste oil-recycling drum to drain excess oil before disposal. Oil filters can
also be recycled. Ask the oil supplier or recycler about recycling oil filters.

Store cracked batteries in a non-leaking secondary container. Do this with all cracked batteries even
if you think all the acid has drained out. If you drop a battery, treat it as if it is cracked. Put it into
the containment area until you are sure it is not leaking.

Vehicle and Equipment Fueling

1)

2)

If fueling must occur on site, use designated areas, located away from drainage courses, to prevent
the runon of stormwater and the runoff of spills.

Discourage ‘topping off’ of fuel tanks.

Always use secondary containment, such as a drain pan, when fueling to catch spills/leaks.

SPILL REPORT FORM

Notes to General Contractor:

Control and contain the spill.

Contact the appropriate regulatory agencies if the spill exceeds the applicable reportable quantity.
Clean up the spill and dispose of waste according to federal, state and local regulations.

Complete the Spill Report Form in full for each spill that exceeds the applicable reportable quantity
and submit to the Owner.

Call the Owner.

Resolve as appropriate and as required by regulatory authorities.
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SPILL REPORT FORM

DATE:
PROJECT:
PROJECT ADDRESS:

Spill Reported By:

Date / Time of Spill:

Describe spill location and events leading to spill:

Material Spilled:

Source of Spill:

Amount Spilled:

Amount Spilled to Waterway (Name Waterway):

Containment or Clean up Action:

Approximate depth (yards) of soil excavation:

List injuries or Personal Contamination:

Action to be taken to prevent future spills:

Agencies notified of spill:

Contractor Signature and Printed Name Date

AFTER NOTIFYING GOVERNING AUTHORITIES, IMMEDIATELY COMPLETE THIS FORM
AND CONTACT THE OWNER IF THE SPILL EXCEEDS THE REPORTABLE QUANTITY FOR
THE GOVERNING AGENCY

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com


http://www.sandlinservices.com/

ENGINEERING | CONS

CALIBRE QUARRY

S AN D L I N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

Temporary Stormwater Section
(TCEQ-0602)

Attachment B:
Potential Sources of Contamination

Potential Sources of Contamination and Preventive Measures:

Potential Source: Concrete and concrete products used on-site during construction.
Preventive Measures: Concrete washout structure will be used if necessary.

Potential Source: Oil, grease, fuel, and hydraulic fluid contamination from construction equipment and vehicle

dripping.

Preventative Measures: Vehicle maintenance will be performed at a local maintenance shop.

Potential Source: Miscellaneous trash and litter from construction workers and material wrappings.
Preventative Measures: Trash containers will be placed throughout the site to encourage proper disposal of trash.

Potential Source: Silt leaving the site.
Preventative Measures: Contractor will install all temporary best management practices prior to start of construction
including the stabilized construction entrance to prevent tracking onto adjoining streets.

Potential Source: Construction debris
Preventative Measures: Construction debris will be monitored daily by contractor. Debris will be collected weekly
and placed in disposal bins. Situations requiring immediate attention will be addressed on a case-by-case basis.

Potential Source: Soil and mud from construction vehicle tires as they leave the site.
Preventative Measures: a stabilized construction exit shall be utilized as vehicles leave the site. And soil, mud, etc.
carried from the project onto public roads shall be cleaned up within 24 hours.

Potential Source: Sediment from soil, sand, gravel, and excavated materials stockpiled on site.
Preventative Measures: Silt fence shall be installed on the downgradient side of the stockpiled materials. Reinforced

rock berms shall be installed at all downstream discharge locations.

Potential Source: Portable toilet spill
Preventative Measures: Toilets on the site will be emptied on a regular basis by the contracted toilet company.
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Temporary Stormwater Section
(TCEQ-0602)

Attachment C:
Sequence of Major Activities

The installation of erosion and sedimentation controls shall occur prior to any excavation of materials or
major disturbances on the site. The sequence of major construction activities will be as follows.
Approximate acreage (AC) expected to be disturbed is listed in parentheses next to each activity.

Intended S'chedule or Sequence of Major Activities:

1.

10.

Submit written notice of construction to TCEQ regional office at least 48 hours prior to the start of
any regulated activities. (See Permanent Stormwater Section — Attachment F)

A pre-construction conference prior to commencement of construction. All contractors conducting
regulated activities associated with this project must be provided with complete copies of the
approved Water Pollution Abatement Plan (WPAP) and the TCEQ letter indicating the specific
conditions of its approval. During the course of these regulated activities, the contractors are
required to keep on-site copies of the approved plan and approval letter.

Contractors must follow requirements as outlined in TCEQ General Construction Notes for the
Water Pollution Abatement Plan (WPAP). WPAP Construction Notes are included on the
Construction Plan sheets (See Permanent Stormwater Section — Attachment F).

Prior to beginning any construction activity, all temporary erosion and sedimentation BMPs and
control measures must be properly installed and maintained in accordance with the approved plans
and manufacturers specifications (206.36 Acres).

Evaluate temporary erosion control installation. If inspections indicate a control has been used
inappropriately, or incorrectly, the applicant must replace or modify the control for site situations.
These controls must remain in place until the disturbed areas have been permanently stabilized.
Review construction schedule and the Water Pollution Abatement Plan (WPAP) requirements.
Install the Mobile Rock Crusher equipment (94.46 Acres).

Complete Permanent BMP construction and install landscaping (206.36 Acres).

Topsolil, Irrigation and Landscaping: Revegetate all disturbed areas according to plan.

Site cleanup and removal of temporary erosion/sedimentation BMP controls. (206.36 Actes).
Maximum total construction time of permanent infrastructure is not expected to exceed 1 year.

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com



http://www.sandlinservices.com/

ENGINEERING | CONS

CALIBRE QUARRY

S AN D L I N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

Temporary Stormwater Section
(TCEQ-0602)

Attachment D:
Temporary Best Management Practices and Measures

1. There is approximately 1.86 AC of storm water that originates up gradient from the site and flows
across the site through an onsite BMP. The Batch Detention Basin BMP has been appropriately sized
to treat this offsite area.

2. Temporary BMPs will be installed prior to soil disturbing construction activity. Silt fencing will be
placed along the down-gradient sides of the property and limits of construction to prevent silt from
escaping the construction area during permanent BMP construction. Install rock berms in areas of
concentrated flow to intercept sediment and release upstream stormwater as sheet flow. Utilize rock
berms where runoff volume exceeds the effectiveness of silt fencing. Temporary rock berms shall be
removed by the contractor following construction.

3. A gravel construction entrance is proposed to reduce vehicle “tracking” onto adjoining streets. A
concrete washout pit may be used to collect all excess concrete during construction, if needed.

4. Temporary BMPs for this project will protect surface water or groundwater from turbid water,
phosphorus, sediment, oil and other contaminants, which may mobilize in stormwater flows by
slowing the flow of runoff to allow sediment and suspended solids to settle out of the runoff.

5. Practices may also be implemented on site for interim and permanent stabilization. Stabilization
practices may include but are not limited to establishment of temporary vegetation; establishment of
permanent vegetation; mulching; geotextiles; sod stabilization; vegetative buffer strips; protection of
existing trees and vegetation; and other similar measures.

0. There are no sensitive features or surface streams within the boundaries of the project that would
require temporary BMPs. The temporary onsite BMPs will be used to treat stormwater runoff before
it leaves the project and prevent pollutants from entering into surface streams or any sensitive features
down gradient of the site.
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Temporary Stormwater Section
(TCEQ-0602)

Attachment E:
Request to Temporarily Seal a Feature

(NOT APPLICABLE)

Sandlin Services, LLC | TBPELS Firm # 21356 |  P. (806) 679-7303 | www.SandlinServices.com



http://www.sandlinservices.com/

ENGINEERING | CONS

CALIBRE QUARRY

S AN D L I N WATER POLLUTION ABATEMENT PLAN MODIFICATION

SERVICES, LLC

Temporary Stormwater Section
(TCEQ-0602)

Attachment F:
Structural Practices

Structural BMPs will be used to limit runoff discharge of pollutants from exposed areas of the site. BMPs will
be installed prior to soil disturbing construction activity. Silt fencing will be placed along the down-gradient
sides of the property to prevent silt from escaping the construction area. A temporary construction entrance
will be placed at the site entry/exit point to reduce tracking onto adjoining streets. A construction staging atea
will be used onsite to perform all vehicle maintenance and for equipment and material storage. A concrete
truck washout pit will be placed on site to provide containment and easier cleanup of waste from concrete
operations. The location of all structural temporary BMPs are shown within the Site Plans.

Description of Temporary BMPs

Construction Entrance/Exit:

The purpose of a gravel construction entrance is to provide a stable entrance/exit condition from the
construction site and keep mud and sediment off public roads. A stabilized construction entrance is a
stabilized pad of crushed stone located at any point traffic will be entering or leaving the construction site
from a public right-of-way. This practice should be used at all point of construction ingress and egress.
Excessive amounts of mud can also present a safety hazard to roadway users. To minimize the amount of
sediment loss to nearby roads, access to the construction site should be limited to as few points as possible
and vegetation around the perimeter should be protected where access is not necessary. A rock stabilized
construction entrance exists and will be used at all designated access points.

Silt Fence:

The purpose of a silt fence is to intercept and detain water-borne sediment from unprotected areas of a limited
extent. Silt fence is used during the period of construction near the perimeter of a disturbed area to intercept
sediment while allowing water to percolate through. This fence should remain in place until the disturbed area
is permanently stabilized. Silt fence should not be used where there is a concentration of water in a channel
or drainage way. If concentrated flow occurs after installation, corrective action must be taken such as placing
a rock berm in the areas of concentrated flow.

Silt fencing within the site may be temporarily moved during the day to allow construction activity provided
it is replaced and propetly anchored to the ground at the end of the day. Silt fences on the perimeter of the
site or around drainage ways should not be moved at any time.

Triangular Sediment Filter Dikes
Triangular sediment filter dikes (187x18”x18” filter material with 6 square folded wire mesh frame) will be
installed downgradient of the AST construction area with filter cloth placed over any existing stormwater
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collection drains. The dike and filter cloth will be held in place with cloth sandbags. The facility existing
topography will not change as the AST will be placed on existing crushed rock.

Concrete Washout Area (if applicable)

The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants to stormwater from
concrete waste by conducting washout offsite, performing onsite washout in a designated area, and training
employees and subcontractors.

The following steps will help reduce stormwater pollution from concrete wastes:

Incorporate requirements for concrete waste management into material supplier and subcontractor
agreements.

Avoid mixing excess amounts of fresh concrete.

Perform washout of concrete trucks in designated areas only.

Do not wash out concrete trucks into storm drains, open ditches, streets, or streams.

Do not allow excess concrete to be dumped onsite, except in designated areas.

For onsite washout:

Locate washout area at least 50 feet from sensitive features, storm drains, open ditches, or water
bodies. Do not allow runoff from this area by constructing a temporary pit or bermed area large
enough for liquid and solid waste.

Wash out wastes into the temporary pit where the concrete can set, be broken up, and then disposed

properly.
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Temporary Stormwater Section
(TCEQ-0602)

Attachment G:
Drainage Area Map
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Temporary Stormwater Section
(TCEQ-0602)

Attachment H:
Temporary Sediment Pond(s) Plans and Calculations

(NOT APPLICABLE)
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Temporary Stormwater Section
(TCEQ-0602)

Attachment I:
Inspection and Maintenance for BMPs

Inspection and Maintenance Guidelines for Construction BMPs

Silt Fence — Section 1.4.3

(1) Inspect all fencing weekly, and after any rainfall.

(2) Remove sediment when buildup reaches 6 inches.

(3) Replace any torn fabric or install a second line of fencing parallel to the torn section.

(4) Replace or repair any sections crushed or collapsed in the course of construction activity. If a section of
fence is obstructing vehicular access, consider relocating it to a spot where it will provide equal protection,
but will not obstruct vehicles. A triangular filter dike may be preferable to a silt fence at common vehicle
access points.

(5) When construction is complete, the sediment should be disposed of in a manner that will not cause
additional siltation and the prior location of the silt fence should be revegetated. The fence itself should be
disposed of in an approved landfill.

Rock Berms — Section 1.4.5

(1) Inspection should be made weekly and after each rainfall by the responsible party. For installations in
streambeds, additional daily inspections should be made.

(2) Remove sediment and other debris when buildup reaches 6 inches and dispose of the accumulated silt in
an approved manner that will not cause any additional siltation.

(3) Repair any loose wire sheathing.

(4) The berm should be reshaped as needed during inspection.

(5) The berm should be replaced when the structure ceases to function as intended due to silt accumulation
among the rocks, washout, construction traffic damage, etc.

(6) The rock berm should be left in place until all upstream areas are stabilized and accumulated silt
removed.

Temporary Construction Entrance/Exit — Section 1.4.2

(1) The entrance should be maintained in a condition which will prevent tracking or flowing of sediment
onto public rights-of-way. This may require periodic top dressing with additional stone as conditions
demand and repair and/or cleanout of any measutes used to trap sediment.

(2) All sediment spilled, dropped, washed or tracked onto public rights-of-way should be removed
immediately by contractor.

(3) When necessary, wheels should be cleaned to remove sediment prior to entrance onto public right-of-
way.

(4) When washing is required, it should be done on an area stabilized with crushed stone that drains into an
approved sediment trap or sediment basin.
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(5) All sediment should be prevented from entering any storm drain, ditch or water course by using
approved methods.

Concrete Washout Area

The purpose of concrete washout areas is to prevent or reduce the discharge of pollutants to stormwater from
concrete waste by conducting washout offsite, performing onsite washout in a designated area, and training
employees and subcontractors.

The following steps will help reduce stormwater pollution from concrete wastes:
® Incorporate requirements for concrete waste management into material supplier and subcontractor
agreements.
Avoid mixing excess amounts of fresh concrete.
Perform washout of concrete trucks in designated areas only.
Do not wash out concrete trucks into storm drains, open ditches, streets, or streams.
Do not allow excess concrete to be dumped onsite, except in designated areas.
For onsite washout:

Locate washout area at least 50 feet from sensitive features, storm drains, open ditches, or water
bodies. Do not allow runoff from this area by constructing a temporary pit or bermed area large
enough for liquid and solid waste.

® Wash out waste into the temporary pit where the concrete can set, be broken up, and then disposed

properly.

Personnel Responsible for Inspections

The agent that performs the inspections should be knowledgeable of this general permit, familiar with the
construction site, and knowledgeable of the SWPPP for the site. Documentation of the inspector's
qualifications is to be included in the attached Inspector Qualifications Log.

Inspection Schedule
The primary operator is required to choose one of the two inspections listed below.

O Option 1: Once every seven calendar days. If this alternative schedule is developed, then the
inspection must occur regardless of whether or not there has been a rainfall event since the previous
inspection.

O Option 2: Once every 14 calendar days and within 24 hours of the end of a storm event of two
inches or greater.

The inspections may occur on either schedule provided that documentation reflects the current schedule
and that any changes to the schedule are conducted in accordance with the following provisions: the
schedule may be changed a maximum of one time each month, the schedule change must be implemented
at the beginning of a calendar month, and the reason for the schedule change must be documented (e.g.,
end of “dry” season and beginning of “wet” season).

If option 2 is the chosen frequency of inspections a rain gauge must be propetly maintained on site or the
storm event information from a weather station that is representative of the site location. For any day of
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rainfall during normal business hours that measures 0.25 inches or greater, proper documentation of the
total rainfall measured for that day must be recorded.

Personnel provided by the permittee must inspect:
e disturbed areas of the construction site that have not been finally stabilized,
e areas used for storage of materials that are exposed to precipitation,
e structural controls (for evidence of, or the potential for, pollutants entering the drainage system),
e sediment and erosion control measures identified in the SWP3 (to ensure they are operating
correctly), and
e locations where vehicles enter or exit the site (for evidence of off-site sediment tracking).

Reductions in Inspection Frequency

Where sites have been finally or temporarily stabilized or where runoff is unlikely due to winter conditions
(e.g., site is covered with snow, ice, or frozen ground exists), inspections must be conducted at least once
every month. In arid, semi-arid, or drought-stricken areas, inspections must be conducted at least once every
month and within 24 hours after the end of a storm event of 0.5 inches or greater. A record of the total
rainfall measured, as well as the approximate beginning and ending dates of winter or drought conditions
resulting in monthly frequency of inspections in the attached Rain Gauge Log.

In the event of flooding or other uncontrollable situations which prohibit access to the inspection sites,
inspections must be conducted as soon as access is practicable.

Inspection Report Forms

Use the Inspection Report Forms given as a checklist to ensure that all required areas of the construction
site are addressed. There is space to document the inspector’s name as well as when the inspections regularly
take place. The tables will document that the required area was inspected. (If there were any areas of
concern, briefly describe them in this space with a more detailed description in the narrative section. Use the
last table to document any discharges found during the inspections).

Describe how effective the installed BMPs are performing. Describe any BMP failures that were noted
during the investigation and describe any maintenance required due to the failure. If new BMPs are needed
as the construction site changes, the inspector can use the space at the bottom of the section to list BMPs to
be implemented before the next inspection.

Describe the inspector’s qualifications, how the inspection was conducted, and describe any areas of non-
compliance in detail. If an inspection report does not identify any incidents of non- compliance, then it must
contain a certifying signature stating that the facility or site is in compliance. The report must be signed by a
person and in a manner required by 30 TAC 305.128. There is space at the end of the form to allow for this
certifying signature.

Whenever an inspection shows that BMP modifications are needed to better control pollutants in runoff,
the changes must be completed within seven calendar days following the inspection. If existing BMPs are
modified or if additional BMPs are needed, you must describe your implementation schedule, and wherever
possible, make the required BMP changes before the next storm event.
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The Inspection Report Form functions as the required report and must be signed in accordance with TCEQ
rules at 30 TAC 305.128.

Corrective Action

Personnel Responsible for Corrective Actions

Both Primary and Secondary Operators are responsible for maintaining all necessary Corrective Actions. If
an individual is specifically identified as the responsible party for modifying the contact information for that
individual should be documented in the attached Inspector Qualifications Log.

Cortrective Action Forms

The Temporary BMPs must be modified based on the results of inspections, as necessary, to better control
pollutants in runoff. Revisions must be completed within seven (7) calendar days following the inspection. If
existing BMPs are modified or if additional BMPs are necessary, an implementation schedule must be
described in the attached forms and wherever possible those changes implemented before the next storm
event. If implementation before the next anticipated storm event is impracticable, these changes must be
implemented as soon as practicable. Actions taken as a result of inspections must be propetly documented
by completing the corrective action forms given.
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Inspector Qualifications Log*

Inspector Name:

Qualifications (Check as appropriate and provide description):
0 Training Course

0] Supervised Experience

O Other

Inspector Name:

Qualifications (Check as appropriate and provide description):

O Training Course

0 Supervised Expetience

O Other

Inspector Name:

Qualifications (Check as appropriate and provide description):
0 Training Course

0 Supervised Expetience

O Other

Inspector Name:
Qualifications (Check as appropriate and provide description):

O Training Course

0 Supervised Expetience

O Other

Inspector Name:

Qualifications (Check as appropriate and provide description):
O Training Course

0 Supervised Expetience
O Other

Inspector Name:

Qualifications (Check as appropriate and provide description):
0 Training Course

0 Supervised Expetience

O Other

*The agent that performs the inspections should be knowledgeable of this general permit, familiar with the
construction site, and knowledgeable of the SWPPP for the site. The contractor is to provide an inspector

with a CPESC, CESSWI, or CISEC certification.
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Amendment Log
.. Date of Amendment Prepared by
No. Description of the Amendment Amendment [Name(s) and Title]
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Construction Activity Sequence Log*

Name of
Operator

Projected Dates
Month/Year

Activity Disturbing Soil clearing, excavation,
etc.

Location on-site where
activity will be
conducted

Acreage
being
disturbed

*Construction activity sequences for linear projects may be conducted on a rolling basis. As a result, construction activities may be at different
stages at different locations in the project area. The Contractor is required to complete and update the schedule and adjust as necessary.




Stormwater Control Installation and Removal Log

Stormwater Control

Location On-Site

Installation Date

Removal Date




Stabilization Activities Log*

Date . e Date Activity Ceased Date When
. . o . . Description of Stabilization . e .
Activity Description of Activity . (Indicate Temporary Stabilization
. Measure and Location ..
Initiated or Permanent) Measures Initiated

*Stabilization and erosion control practices may include, but are not limited to, establishing temporary or permanent vegetation, mulching,
geotextiles, sod stabilization, vegetative buffer strips, and protecting existing trees and vegetation. List practices used where they are
located, when they will be implemented, and whether they are temporary (interim) or permanent.



Inspection Frequency Log

Date

Frequency
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Rain Gauge Log

Date Location of Rain Gauge Gauge Reading
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General Information

Name of Project | Tracking Number | | Inspection Date |

Inspector Name, Title & Contact
Information

Present Phase of Construction

Inspection Location (if multiple
inspections are required, specify location
where this inspection is being conducted)

Inspection Frequency
Standard Frequency: [ Weekly [Every 14 days and within 24 hours of a 0.25” rain

Increased Frequency: [ Every 7 days and within 24 hours of a 0.25” rain
Reduced Frequency:

O Once per month (for stabilized areas)

0 Once per month and within 24 hours of a 0.25” rain (for arid, semi-atid, or drought-stricken areas during seasonally dry petiods or during
drought)

O Once per month (for frozen conditions where earth-disturbing activities are being conducted)

Was this inspection triggered by a 0.25” storm event? [1Yes [0 No
If yes, how did you determine whether a 0.25” storm event has occurred?

O Rain gauge on site OWeather station representative of site. Specify weather station soutce.

Total rainfall amount that triggered the inspection (in inches):

Unsafe Conditions for Inspection

Did you determine that any portion of your site was unsafe for inspection? [ Yes [INo

If “yes,” complete the following:
o Describe the conditions that prevented you from conducting the inspection in this location:

o Location(s) where conditions were found:
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Condition and Effectiveness of Erosion and Sediment (E&S) Controls

Repairs or Other Date on Which
Type / Location of E&S p . Corrective Action Maintenance of
Maintenance . . . Notes

Control Needed? Required? Corrective Action

ceded: First Identified?
1. O Yes [ONo OYes [0 No
2. OYes [ONo OYes [ No
3. OYes [ONo OYes [ONo
4. OYes [ONo OYes [ONo
5. OYes [ONo OYes [ONo
6. OYes [ONo OYes [ONo
7. OYes [ONo OYes [ONo
8. OYes [ONo OYes [ONo
9. OYes [ONo OYes [ONo
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Condition and Effectiveness of Pollution Prevention (P;) Practices

Type / Location of P, Repa{rs or Other Corrective Action Identification
Practices Maintenance Required? Date Notes
rac Needed? g :
1. OYes [ONo OYes [ONo
2. O Yes [ONo O Yes [ONo
3. O Yes [ONo OYes [ONo
4. OYes [ONo O Yes [ONo
5. OYes [ONo OYes [ONo
6. OYes [ONo OYes [ONo
7. OYes [ONo OYes [ONo
8. OYes [ONo OYes [ONo
9. OYes [ONo OYes [ONo

Stabilization of Exposed Soil

Stabilization Area Stabilization Method ‘ Have you Initiated Stabilization? Notes
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L OYES ONO
If yes, provide date:
2. OYES ONO
If yes, provide date:
3. OYES ONO
If yes, provide date:
4. OYES ONO
If yes, provide date:

Description of Discharges

Was a stormwater discharge or other discharge occurring from any part of your site at the time of the inspection? O YES [ NO
If “YES,” provide the following information for each point of discharge:

Discharge Locations

Observations

1.

Describe the discharge:

At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible signs of erosion and /
or sediment accumulation that can be attributed to your discharge? I YES. [ NO

If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether modification, maintenance,
or corrective action is needed to resolve the issue:

2. Describe the discharge:
At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible signs of erosion and /
ot sediment accumulation that can be attributed to your discharge? I YES. [ NO
If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether modification, maintenance,
or cotrrective action is needed to resolve the issue:

3. Describe the discharge:

At points of discharge and the channels and banks of surface waters in the immediate vicinity, are there any visible signs of erosion and /
ot sediment accumulation that can be attributed to your discharge? O YES. [ NO

If yes, describe what you see, specify the location(s) where these conditions were found, and indicate whether modification, maintenance,
or corrective action is needed to resolve the issue:

Contractor or Subcontractor Certification and Signature
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“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to assure
that qualified personnel properly gathered and evaluated the information, submitted. Based on my inquiry of the person or persons who manage the system, or those
persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. I am,
aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.”

Signature of Contractor or Subcontractor: Date:

Printed Name and Affiliation:

Certification and Signature by Permittee

“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to assure
that qualified personnel properly gathered and evaluated the information, submitted. Based on my inquiry of the person or persons who manage the system, or those
persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. I am,
aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.”

Signature of Permittee or
“Duly Authorized Representative”: Date:

Printed Name and Affiliation:
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Section A — Initial Report
(Complete this section within 24 hours of discovering the condition that triggered corrective action.)

Name of Project: Tracking Number: Today’s Date
Date Problem First Discovered: Time Problem First Discovered:
Name of Individual Completing this Form: Contact Information:

What site conditions triggered the requirement to conduct corrective action:

O A required stormwater control was never installed, was installed incotrectly, or not in accordance with the requirements in Part 2 and/or Part 3

O The stormwater controls that have been installed and maintained are not effective enough for the dischatge to meet applicable water quality standards
[ A prohibited discharge has occurred or is occurting

Provide a description of the problem:

Deadline for completing corrective action (Enter date that is either: (1) no more than 7 calendar days after the date you discovered the problem, or (2) if it is infeasible to complete work
within the first 7 days, enter the date that is as soon as practicable following the 7t day):

If your estimated date of completion falls after the 7-day deadline, explain (1) why you believe it is infeasible to complete work within 7 days, and (2) why the date you have established
for making the new or modified stormwater control operational is the soonest practicable timeframe:

Section B — Corrective Action Progress
(Complete this section no later than 7 calendar days after discovering the condition that triggered corrective action.)

Section B.1 — Why the Problem Occurred

Cause(s) of Problem (Add an additional sheet if necessary) How This Was Determined and the Date You Determined the Cause
1. 1.
2. 2.

Section B.2 — Stormwater Control Modifications to be Implemented to Correct the Problem

List of Stormwater control Modification(s) Needed to Correct Completion Date | SWPPP Update Notes
Problem (Add an additional sheet if necessary) Necessary?
1. OYes ONo
Date:
2. OYes ONo
Date:
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Section A — Initial Report
(Complete this section within 24 hours of discovering the condition that triggered corrective action.)

Name of Project: Tracking Number: Today’s Date
Date Problem First Discovered: Time Problem First Discovered:
Name of Individual Completing this Form: Contact Information:

What site conditions triggered the requirement to conduct corrective action:

[ A required stormwater control was never installed, was installed incorrectly, or not in accordance with the requirements in Part 2 and/or Part 3

O The stormwater controls that have been installed and maintained are not effective enough for the discharge to meet applicable water quality standards
O A prohibited discharge has occurred or is occurting

Provide a description of the problem:

Deadline for completing corrective action (Enter date that is either: (1) no more than 7 calendar days after the date you discovered the problem, or (2) if it is infeasible to complete work
within the first 7 days, enter the date that is as soon as practicable following the 7t day):

If your estimated date of completion falls after the 7-day deadline, explain (1) why you believe it is infeasible to complete work within 7 days, and (2) why the date you have established
for making the new or modified stormwater control operational is the soonest practicable timeframe:

Section B — Corrective Action Progress
(Complete this section no later than 7 calendar days after discovering the condition that triggered corrective action.)

Section B.1 — Why the Problem Occurred

Cause(s) of Problem (Add an additional sheet if necessary) How This Was Determined and the Date You Determined the Cause
1. 1.
2. 2.

Section B.2 — Stormwater Control Modifications to be Implemented to Correct the Problem

List of Stormwater control Modification(s) Needed to Correct Completion Date | SWPPP Update Notes
Problem (Add an additional sheet if necessary) Necessary?
1. OYes ONo
Date:
2. OYes ONo
Date:

Contractor or Subcontractor Certification and Signature
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“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to
assure that qualified personnel propetrly gathered and evaluated the information, submitted. Based on my inquiry of the person or persons who manage the system, or
those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. I
am, awate that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.”

Signature of Contractor or Subcontractor: Date:

Printed Name and Affiliation:

Certification and Signature by Permittee

“I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to
assure that qualified personnel properly gathered and evaluated the information, submitted. Based on my inquiry of the person or persons who manage the system, or
those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. I
am, aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.”

Signature of Permittee or
“Duly Authorized Representative”: Date:

Printed Name and Affiliation:
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Temporary Stormwater Section
TCEQ-0602)

Attachment J:
Schedule of Interim and Permanent
Soil Stabilization Practices

Interim V egetative Stabilization

Interim soil stabilization will not be required.

Permanent 1 egetative Stabilization

Construction practices shall disturb the minimal amount of existing ground cover as required for land
clearing, grading, and construction activity for the shortest amount of time possible to minimize the
potential of erosion and sedimentation from the site. Existing vegetation shall be maintained and left in
place until it is necessary to disturb for construction activity. For this project, the following stabilization

practices will be implemented:

1. Hydraulic Mulch and Seeding: Disturbed areas subject to erosion shall be stabilized with hydraulic
mulch and/or seeded and watered to provide intetim stabilization.

2. Sodding and Wood Mulch: As per the project landscaping plan, sodding and wood mulch will be
applied to landscaped areas to provide permanent stabilization prior to project completion.

Records of the following shall be maintained:
1. The dates when major grading activities occut,

2. The dates when construction activities temporarily or permanently cease on a portion of the site,
and

3. The dates when stabilization measures are initiated.
Stabilization measures must be initiated as soon as practical in portions of the site where construction
activities have temporarily or permanently ceased, and except as provided in the following, must be initiated

no more than fourteen (14) days after the construction activity in that portion of the site has temporarily or
permanently ceased:
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Where the initiation of stabilization measures by the 14" day after construction activity temporarily or
permanently ceased is precluded by snow cover or frozen ground conditions, stabilization measures must be
initiated as soon as practical.

Where construction activity on a portion of the site is temporarily ceased and earth disturbing activities will
be resumed within twenty-one (21) days, temporary stabilization measures do not have to be initiated on
that portion of the site.

In arid areas (areas with an average rainfall of 0-10 inches), semiarid areas (areas with an average annual
rainfall of 10 to 20 inches), and areas experiencing droughts where the initiation of stabilization measures by
the 14" day after construction activity has temporarily or permanently ceased is precluded by seasonably arid
conditions, stabilization measures must be initiated as soon as practical.
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Permanent Stormwater Section

(TCEQ-0600)
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Permanent Stormwater Section

(TCEQ-0600)

Attachment A:
20% or Less Impervious Cover Waiver (if requested for multi-

family, school, or small business site)
N/A
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Permanent Stormwater Section

(TCEQ-0600)

Attachment B:
BMPs for Upgradient Stormwater

In the developed condition, 1.86 AC of offsite area with 0 AC of IC is routed through the site to the
proposed Batch Detention Basin BMP (OS DA-1). The Basin has been designed to treat the additional

offsite flows and impervious cover located outside of the quarry pit per the TSS Removal Calculations as
established by RG-348.
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Permanent Stormwater Section

(TCEQ-0600)

Attachment C:
BMPs for On-Site Stormwater

This quarry development will increase impervious cover (IC) and the volume of potential on-site
stormwater. The Batch Detention Pond BMP is designed to capture and mitigate potential onsite
stormwater flows.

Runoff from the WQ DA-1 (34.12 AC) developed area will be conveyed to a Batch Detention Pond BMP
that is designed to capture and detain the required water quality volume. Please refer to the approved water
quality and drainage plans and calculations for details. Upstream runoff and stormwater originating from
within the quarry will be detained within the proposed bounds of the quarry, which will be revegetated to
existing conditions following quarry activities. Earthen berms and grading will be utilized to prevent
stormwater from exiting the quarry and increasing downstream flows.
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Permanent Stormwater Section

(TCEQ-0600)

Attachment D:
BMPs for Surface Streams
N/A

No surface streams flow across the property.
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Permanent Stormwater Section

(TCEQ-0600)

Attachment E:
Request to Seal Features (if sealing a feature)

N/A
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Permanent Stormwater Section

(TCEQ-0600)

Attachment F:
Construction Plans
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Permanent Stormwater Section

(TCEQ-0600)

Attachment G:
Inspection, Maintenance, Repair and Retrofit Plan

Batch Detention Basin BMP
Recommended Maintenance Guidelines for Batch Detention Basin BMP

Batch detention basins capture and temporarily detain the water quality volume. They capture the first flush
of stormwater, allowing the solids fraction to settle, and they limit downstream erosion by controlling peak
flow rates during erosive events. A batch detention basin can be used in combination with grassy swales to
achieve water quality and drainage goals. Batch detention basins may have moderate to somewhat higher
maintenance requirements since they are active stormwater controls. There are many factors that may affect
a batch detention basin’s operation and that will be periodically checked. These factors can include mowing,
removal of accumulated bottom sediments, removal of debris from all inflow and outflow structures,
unclogging of orifice perforations, and the upkeep of all physical structures that are within the batch
detention basin area.

Inspections

The batch detention basin inspections should take place a minimum of twice a year. One inspection should
take place during wet weather to determine if the basin is meeting the target detention time of 12 hours and
a drawdown time of no more than 48 hours. The remaining inspection(s) should occur between storm
events so that manual operation of the valve and controller can be verified. The level sensor in the basin
should be inspected and any debris or sediment in the area should be removed. The outlet structure and the
trash screen should be inspected for signs of clogging. Debris and sediment should be removed from the
orifice and outlets(s) as described below. Debris obstructing the valve should be removed. During each
inspection, erosion ateas inside and downstream of the BMP should be identified and repaired/revegetated
immediately.

Mowing

The basin, basin side-slopes, and embankment of the basin must be mowed to prevent woody growth and
control weeds. A mulching mower should be used, or the grass clippings should be caught and removed.
Mowing should take place at least twice a year, or more frequently if vegetation exceeds 18 inches in height.
More frequent mowing to maintain aesthetic appeal may be necessary in landscaped areas. Basin access is
along the western portion of the water quality and detention pond, sloped at 4:1 down to the pond bottom.

Litter and Debris Removal
Litter and debris removal should take place at least twice a year, as part of the periodic mowing operations
and inspections. Debris and litter should be removed from the surface of the basin. Particular attention
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should be paid to floatable debris around the outlet structure. The outlet should be checked for possible
clogging or obstructions and any debris removed.

Erosion Control

The basin side slopes and embankment all may periodically suffer from slumping and erosion. To correct
these problems, corrective action, such as regrading and revegetation, may be necessary. Correction of
erosion control should take place whenever required based on the periodic inspections.

Nuisance Control

Standing water or soggy conditions may occur in the basin. Some standing water may occur after a storm
event since the valve may close with 2 to 3 inches of water in the basin. Some flow into the basin may also
occur between storms due to spring flow and residential water use that enters the storm sewer system.
Twice a year, the facility should be evaluated in terms of nuisance control (insects, weeds, odors, algae, etc.)
particularly in areas of permanent standing water.

Structural Repairs and Replacement

With each inspection, any damage to the structural elements of the basin (pipes, concrete drainage
structures, retaining walls, etc.) should be identified and repaired immediately. An example of this type of
repair can include patching of cracked concrete, sealing of voids, removal of vegetation from cracks and
joints. The various inlet/outlet structures in a basin will eventually detetiorate and must be replaced.

Sediment Removal

A professionally designed batch detention basin will accumulate quantities of sediment over time. The
accumulated sediment can detract from the appearance of the facility and reduce the pollutant removal
performance of the facility. The sediment also tends to accumulate near the outlet structure and can
interfere with the level sensor operation. Sediment shall be removed from the basin at least every 5 years,
when sediment depth exceeds 6 inches, when the sediment interferes with the level sensor or when the
basin does not drain within 48 hours. Care should be taken not to compromise the basin lining during
maintenance.

Logic Controller

The Logic Controller should be inspected as part of the twice-yeatly investigations. Verify that the external
indicators (active, cycle in progress) are operating propetly by turning the controller off and on, and by
initiating a cycle by triggering the level sensor in the basin. The valve should be manually opened and closed
using the open/close switch to verify valve operation and to assist in inspecting the valve for debris. The
solar panel should be inspected and any dust or debris on the panel should be carefully removed. The
controller and all other circuitry and wiring should be inspected for signs of corrosion, damage from insects,
water leaks, or other damage. At the end of the inspection, the controller should be reset.
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Record Keeping
Maintenance and inspection records should be kept on file by the Owner of the permanent BMPs for a

period of at least three (3) years. Repair and retrofit records should be kept on file by the Owner of the
permanent BMPs for a period of at least five (5) years.
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Permanent Stormwater Section

(TCEQ-0600)

Attachment H:
Pilot-Scale Field Testing Plan (if proposed)
(NOT APPLICABLE)

A pilot-scale field testing plan is not applicable. All BMP design and calculations are based on and comply
with Edwards Aquifer Technical Guidance for Edwards Aquifer Rules (RG-348, revised July 2005).
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Permanent Stormwater Section

(TCEQ-0600)

Attachment I:
Measures for Minimizing Surface Stream Contamination

No surface streams flow across the property.
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Agent Authorization Form
(TCEQ-0599)
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Application Fee Form
(TCEQ-0574)
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Check Payable to the “Texas Commission on Environmental
Quality”
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Core Data Form
(TCEQ-10400)
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