


Contributing Zone Plan Checklist 
− Edwards Aquifer Application Cover Page (TCEQ-20705) 

− Contributing Zone Plan Application (TCEQ-10257) 

Attachment A - Road Map 
Attachment B - USGS Quadrangle Map 
Attachment C - Project Narrative 
Attachment D - Factors Affecting Surface Water Quality 
Attachment E - Volume and Character of Stormwater 
Attachment F - Suitability Letter from Authorized Agent (if OSSF is proposed) 
Attachment G - Alternative Secondary Containment Methods (if AST with an alternative 
method of secondary containment is proposed) 
Attachment H - AST Containment Structure Drawings (if AST is proposed) 
Attachment I - 20% or Less Impervious Cover Declaration (if project is multi-family 
residential, a school, or a small business and 20% or less impervious cover is proposed 
for the site) 
Attachment J - BMPs for Upgradient Stormwater 
Attachment K - BMPs for On-site Stormwater 
Attachment L - BMPs for Surface Streams 
Attachment M - Construction Plans 
Attachment N - Inspection, Maintenance, Repair and Retrofit Plan 
Attachment O - Pilot-Scale Field Testing Plan, if BMPs not based on Complying with the 
Edwards Aquifer Rules: Technical Guidance for BMPs 
Attachment P - Measures for Minimizing Surface Stream Contamination 

− Storm Water Pollution Prevention Plan (SWPPP)  

-OR- 

− Temporary Stormwater Section (TCEQ-0602) 

Attachment A - Spill Response Actions 
Attachment B - Potential Sources of Contamination 
Attachment C - Sequence of Major Activities 
Attachment D - Temporary Best Management Practices and Measures 
Attachment E - Request to Temporarily Seal a Feature, if sealing a feature 
Attachment F - Structural Practices 
Attachment G - Drainage Area Map 
Attachment H - Temporary Sediment Pond(s) Plans and Calculations 
Attachment I - Inspection and Maintenance for BMPs 
Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices 

− Copy of Notice of Intent (NOI) 

− Agent Authorization Form (TCEQ-0599), if application submitted by agent 



− Application Fee Form (TCEQ-0574) 

− Check Payable to the “Texas Commission on Environmental Quality” 

− Core Data Form (TCEQ-10400) 
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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 

http://texreg.sos.state.tx.us/public/readtac$ext.ViewTAC?tac_view=4&ti=30&pt=1&ch=213
http://www.tceq.texas.gov/field/eapp/apps.html
http://www.tceq.texas.gov/goto/eapp-plan




http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf
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one tank system, the containment structure is sized to capture one and one-half (1 1/2) 
times the cumulative storage capacity of all systems. 

 Attachment G - Alternative Secondary Containment Methods.   Alternative methods 
for providing secondary containment are proposed.  Specifications showing equivalent 
protection for the Edwards Aquifer are attached. 

29. Inside dimensions and capacity of containment structure(s): 

Table 3 - Secondary Containment 

Length (L)(Ft.) Width(W)(Ft.) Height (H)(Ft.) L x W x H = (Ft3) Gallons 

                              

                              

                              

                              

Total:       Gallons 

30. Piping:  

 All piping, hoses, and dispensers will be located inside the containment structure. 
 Some of the piping to dispensers or equipment will extend outside the containment 
structure. 

 The piping will be aboveground 
 The piping will be underground 

31.  The containment area must be constructed of and in a material impervious to the 
substance(s) being stored.  The proposed containment structure will be constructed of: 
     . 

32.  Attachment H - AST Containment Structure Drawings.  A scaled drawing of the 
containment structure is attached that shows the following: 

 Interior dimensions (length, width, depth and wall and floor thickness). 
 Internal drainage to a point convenient for the collection of any spillage. 
Tanks clearly labeled 
 Piping clearly labeled 
 Dispenser clearly labeled 

33.  Any spills must be directed to a point convenient for collection and recovery. Spills from 
storage tank facilities must be removed from the controlled drainage area for disposal 
within 24 hours of the spill. 

 In the event of a spill, any spillage will be removed from the containment structure 
within 24 hours of the spill and disposed of properly. 
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Attachment A: Road Map 
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Attachment B: USGS Quad Map 
  





   

Texas Firm No. F-22872 | Hill Country Civil LLC, 391 Landa St. Ste. 1204, New Braunfels, TX78130 | Phone: (817) 659-9078 

 

 

Attachment C: Project Narrative 
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Attachment D: Factors Affecting Surface Water Quality 

  



Hays County ESD No. 4, Station 42 Application Form 
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Attachment D: Factors Affecting Surface Water Quality 

The list below are potential sources of pollution that may be reasonably expected to impact the 

quality of stormwater runoff from the site during construction.   

• Hydrocarbons from asphalt paving construction 

• Oil, fuel, grease and hydraulic fluid from construction equipment and automobiles 

• Soil erosion due to site clearing, grading and demolition activities 

• Trash, litter and construction debris from workers and construction activities 

• Concrete truck washout 

• Concrete/masonry  

• Fertilizers 

• Cleaning solvents 

The list below are potential sources of pollution that may be reasonably expected to impact the 

quality of stormwater runoff from the site after construction or after development.  

• Trash and litter typical of daily use from customers and tenants 

• Oil, fuel, grease and hydraulic fluid from vehicles parked/traveling onsite 

• Dirt and dust from landscape areas and vehicles 

• Fertilizers 

• Cleaning solvents 
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Attachment E: Volume and Character of Stormwater 
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Attachment F: Suitability Letter From Authorized Agent 
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Attachment G: Alternative Secondary Containment 

Methods 

*(NOT APPLICABLE)* 
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Attachment H: AST Containment Structure Drawings  

(If AST) 

*(NOT APPLICABLE)* 
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Attachment I: 20% or Less Impervious Cover Waiver 

*(NOT APPLICABLE)*
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Attachment J: BMPs for Upgradient Stormwater 
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Attachment K: BMPs for On-Site Stormwater 
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Calculation Sheet 
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Attachment L: BMPs for Surface Streams 

*(NOT APPLICABLE)* 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



   

Texas Firm No. F-22872 | Hill Country Civil LLC, 391 Landa St. Ste. 1204, New Braunfels, TX78130 | Phone: (817) 659-9078 

 

 

Attachment M: Construction Plans 
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Attachment N: Inspection, Maintenance, Repair, 
Retrofit Plan 

  



Hays County ESD No. 4, Station 42 Application Form 
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Attachment N: Inspection, Maintenance, Repair, Retrofit Plan 

Batch Detention Pond: 

Pest Management:  

An Integrated Pest Management Plan should be developed for vegetated areas. This plan 

should specify how problem insects and weeds will be controlled with minimal or no use of 

insecticides and herbicides. It should also address the maintaining of proper drainage for the 

site through the batch detention ponds.  

Seasonal Mowing and Lawn Care: 

The basin, basin side-slopes and embankment of the basin must be mowed to prevent woody 

growth and control weeds.  A mulching mower should be used, or the grass clippings should be 

caught and removed.  Mowing should take place at least twice a year, or more frequently if 

vegetation exceeds 18 inches in height. More frequent mowing to maintain aesthetic appeal 

may be necessary in landscaped areas.  

Inspection and Maintenance/Repair: 

Inspections should take place a minimum of twice a year. Once inspection should take place 

during wet weather to determine if the basin is meeting the target detention time of 12 hours 

and a drawdown time of no more than 48 hours.  The remaining inspections should occur 

between storm event so that manual operation of the valve and controller can be verified. The 

level sensor in the basin should be inspected and any debris or sediment in the area should be 

removed. The outlet structure and the trash screen should be inspected for signs of clogging. 

Debris and sediment should be removed from the orifice and outlet as described in previous 

sections. Debris obstructing the valve should be removed. During each inspection, erosion areas 

inside and downstream of this BMP should be identified and repaired/revegetated 

immediately.  In addition, electrical control system should be included in the inspection 

schedule.  If the valve is damaged or not functioning to achieve the required drawdown time, 

then the valve should be repaired or replaced. 

Debris and Litter Removal: 

Litter and debris removal should take place at least twice a year, as part of the periodic mowing 

operations and inspections. Debris and litter should be removed from the surface of the basin. 

Particular attention should be paid to floatable debris around the outlet structure.  The outlet 

should be checked for the possible clogging or obstructions and any debris removed.  

Sediment Removal: 

Sediment accumulating near culverts and in channels needs to be removed when they build up 

to 3 inches at any spot. Excess sediment should be removed by hand or with flat-bottomed 
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shovels. If areas are eroded, they should be filled, compacted to final grade. Sediment removal 

should be performed periodically, as determined through inspection.  

Public Education:  

The delegation of maintenance responsibilities is for the landowner. However, localities should 

provide an active educational program to encourage the recommended practices. Landscapers 

for the site will also need to be educated on the suitable practices for lawn up keep throughout 

the year with limited amount of the pesticides or fertilizer.   
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Detention Pond/BMP Records 
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Attachment P: Measures for Minimizing Surface Stream 

Contamination 

*(NOT APPLICABLE)* 
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Temporary Stormwater Section 
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Agent Authorization Form 
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Application Fee Form 
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Core Data Form 

 
 








