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 UST  Exception Request

7. Customer (Applicant): 

Contact Person: Lloyd A. Denton, Jr. 

Entity: Rogers 1604 Commercial, Ltd 

Mailing Address: 11 Lynn Batts Lane, Suite 100

City, State: San Antonio, Texas Zip: 78218

Telephone: (210)828-6131 FAX:      

Email Address: laddiedenton@bitterblue.com 

8. Agent/Representative (If any): 

Contact Person: Caleb Chance, P.E. 

Entity: Pape-Dawson Engineers, Inc. 

Mailing Address: 2000 NW Loop 410

City, State: San Antonio, Texas Zip:  78213

Telephone: (210) 375-9000 FAX: (210) 375-9010

Email Address: cchance@pape-dawson.com 

9. Project Location: 

 The project site is located inside the city limits of San Antonio. 

 The project site is located outside the city limits but inside the ETJ (extra-territorial 

jurisdiction) of      . 

 The project site is not located within any city’s limits or ETJ. 

10.  The location of the project site is described below.  The description provides sufficient 

detail and clarity so that the TCEQ’s Regional staff can easily locate the project and site 

boundaries for a field investigation.  

From TCEQ regional office, proceed approximately 2.5 miles north on Judson Road to N 

Loop 1604 W and turn left to travel west. Proeed approximately 9.1 i on TX-1604 

Loop W to Exit NW Military Hwy/Shavano Park and proceed on the Frontage Rd to 

Happys Round on the right (approximately 0.2 miles). The site is located on the 

northeast corner of Happys Round and Greenway Park 

11.  Attachment A – Road Map.  A road map showing directions to and the location of the 

project site is attached. The project location and site boundaries are clearly shown on 

the map. 

12.  Attachment B - USGS / Edwards Recharge Zone Map.  A copy of the official 7 ½ minute 

USGS Quadrangle Map (Scale: 1" = 2000') of the Edwards Recharge Zone is attached.  

The map(s) clearly show: 

 Project site boundaries. 

 USGS Quadrangle Name(s). 

 Boundaries of the Recharge Zone (and Transition Zone, if applicable). 

 Drainage path from the project site to the boundary of the Recharge Zone. 
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13.  The TCEQ must be able to inspect the project site or the application will be returned.  

Sufficient survey staking is provided on the project to allow TCEQ regional staff to locate 

the boundaries and alignment of the regulated activities and the geologic or manmade 

features noted in the Geologic Assessment.   

 Survey staking will be completed by this date: when advised of TCEQ site inspection 

14.  Attachment C – Project Description.  Attached at the end of this form is a detailed 

narrative description of the proposed project.  The project description is consistent 

throughout the application and contains, at a minimum, the following details: 

 Area of the site 

 Offsite areas 

 Impervious cover 

 Permanent BMP(s) 

 Proposed site use 

 Site history 

 Previous development 

 Area(s) to be demolished 

15. Existing project site conditions are noted below:   

 Existing commercial site 

 Existing industrial site 

 Existing residential site 

 Existing paved and/or unpaved roads 

 Undeveloped (Cleared) 

 Undeveloped (Undisturbed/Uncleared) 

 Other:       

Prohibited Activities 

16.  I am aware that the following activities are prohibited on the Recharge Zone and are not 

proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to 

Underground Injection Control); 

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3; 

(3) Land disposal of Class I wastes, as defined in 30 TAC §335.1; 

(4) The use of sewage holding tanks as parts of organized collection systems; and 

(5) New municipal solid waste landfill facilities required to meet and comply with Type I 

standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types 

of Municipal Solid Waste Facilities). 

(6) New municipal and industrial wastewater discharges into or adjacent to water in the 

state that would create additional pollutant loading. 



4 of 4 

TCEQ-0587 (Rev. 02-11-15) 

 

17.  I am aware that the following activities are prohibited on the Transition Zone and are 

not proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground 

Injection Control); 

(2) Land disposal of Class I wastes, as defined in 30 TAC §335.1; and 

(3) New municipal solid waste landfill facilities required to meet and comply with Type I 

standards which are defined in §330.41 (b), (c), and (d) of this title. 

Administrative Information 

18. The fee for the plan(s) is based on: 

 For a Water Pollution Abatement Plan or Modification, the total acreage of the site 

where regulated activities will occur. 

 For an Organized Sewage Collection System Plan or Modification, the total linear 

footage of all collection system lines. 

 For a UST Facility Plan or Modification or an AST Facility Plan or Modification, the total 

number of tanks or piping systems. 

 A request for an exception to any substantive portion of the regulations related to the 

protection of water quality. 

 A request for an extension to a previously approved plan. 

19.  Application fees are due and payable at the time the application is filed.  If the correct 

fee is not submitted, the TCEQ is not required to consider the application until the 

correct fee is submitted.  Both the fee and the Edwards Aquifer Fee Form have been 

sent to the Commission's: 

 TCEQ cashier 

 Austin Regional Office (for projects in Hays, Travis, and Williamson Counties) 

 San Antonio Regional Office (for projects in Bexar, Comal, Kinney, Medina, and 

Uvalde Counties) 

20.  Submit one (1) original and one (1) copy of the application, plus additional copies as 

needed for each affected incorporated city, groundwater conservation district, and 

county in which the project will be located.  The TCEQ will distribute the additional 

copies to these jurisdictions.  The copies must be submitted to the appropriate regional 

office. 

21.  No person shall commence any regulated activity until the Edwards Aquifer Protection 

Plan(s) for the activity has been filed with and approved by the Executive Director.  
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4.  Attachment A - Geologic Assessment Table. Completed Geologic Assessment Table (Form 
TCEQ-0585-Table) is attached. 

5.  Soil cover on the project site is summarized in the table below and uses the SCS Hydrologic 
Soil Groups* (Urban Hydrology for Small Watersheds, Technical Release No. 55, Appendix 
A, Soil Conservation Service, 1986).  If there is more than one soil type on the project site, 
show each soil type on the site Geologic Map or a separate soils map. 

Table 1 - Soil Units, Infiltration 

Characteristics and Thickness 

Soil Name Group* Thickness(feet) 

Tinn clay, 0-1% 
slopes, occasionally 
flooded (Tc) 

D 1-2 

Eckrant very cobbly 
clay, 5-15% slopes 
(TaC) 

D 1-2 

   

 

 
* Soil Group Definitions (Abbreviated) 

A. Soils having a high infiltration rate 

when thoroughly wetted. 

B. Soils having a moderate infiltration 

rate when thoroughly wetted. 

C. Soils having a slow infiltration rate 

when thoroughly wetted. 

D. Soils having a very slow infiltration 
rate when thoroughly wetted. 

6.  Attachment B – Stratigraphic Column. A stratigraphic column showing formations, 
members, and thicknesses is attached. The outcropping unit, if present, should be at the 
top of the stratigraphic column.  Otherwise, the uppermost unit should be at the top of 
the stratigraphic column. 

7.  Attachment C – Site Geology. A narrative description of the site specific geology including 
any features identified in the Geologic Assessment Table, a discussion of the potential for 
fluid movement to the Edwards Aquifer, stratigraphy, structure(s), and karst 
characteristics is attached. 

8.  Attachment D – Site Geologic Map(s). The Site Geologic Map must be the same scale as 
the applicant's Site Plan.  The minimum scale is 1”: 400'   

Applicant's Site Plan Scale: 1" = 20' 
Site Geologic Map Scale: 1" = 20' 
Site Soils Map Scale (if more than 1 soil type): 1" = 100' 

9. Method of collecting positional data: 

 Global Positioning System (GPS) technology. 
 Other method(s). Please describe method of data collection:  

10.  The project site and boundaries are clearly shown and labeled on the Site Geologic Map. 

11.  Surface geologic units are shown and labeled on the Site Geologic Map. 
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12.  Geologic or manmade features were discovered on the project site during the field 
investigation.  They are shown and labeled on the Site Geologic Map and are described in 
the attached Geologic Assessment Table. 

 Geologic or manmade features were not discovered on the project site during the field 
investigation. 

13.  The Recharge Zone boundary is shown and labeled, if appropriate. 

14. All known wells (test holes, water, oil, unplugged, capped and/or abandoned, etc.): If 
applicable, the information must agree with Item No. 20 of the WPAP Application Section. 

 There are  (#) wells present on the project site and the locations are shown and 
labeled.  (Check all of the following that apply.) 

 The wells are not in use and have been properly abandoned. 
 The wells are not in use and will be properly abandoned. 
 The wells are in use and comply with 16 TAC Chapter 76. 

 There are no wells or test holes of any kind known to exist on the project site. 

Administrative Information 

15.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional copies 
to these jurisdictions.  The copies must be submitted to the appropriate regional office.  
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Attachment B – Stratigraphic Column
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Function
Porosity

Cavern 

Development

George-

town
-- 20–30

Reddish-brown, gray to light tan, shaley mudstone and 

wackestone; commonly contains black dendrites, iron 

nodules, and iron staining; often fossiliferous with 

Plesioturrilites brazoensis , Waconella wacoensis  common

Confining MO None

Cyclic and 

marine, 

undivided

80–90

Pelletal limestone; ranges from chalk to mudstone and 

miliolid grainstone; thin to massive beds; some 

crossbedding evident; a packstone containing large 

caprinids is present near contact with the overlying 

Georgetown Formations; chert is common as beds and 

large nodules

Aquifer

MO, BU, 

VUG, BP, 

FR, CV

Many 

subsurface; 

might be 

associated with 

earlier karst 

development

Leached 

and 

collapsed, 

undivided

70–90

Hard, dense, recrystallized limestone;mudstone, 

wackestone, packstone, and grainstone; contains chert as 

beds and large nodules; heavily bioturbated with iron-

stained beds; often stromatolitic; Toucasia sp. Often 

found above contact with the underlying regional dense 

member; Montastrea roemeriana  and oysters rare

Aquifer

BU, VUG, 

FR, BP, 

BR, CV

Extensive lateral 

development; 

large rooms

Regional 

dense
20–24

Dense, shaly limestone; oyster shell mudstone and iron 

wackestone; wispy iron staining; chert nodules rarer than 

in the rest of the chert-bearing Edwards Group

Confining FR, CV

Very few; only 

vertical fracture 

enlargement

Grainstone 40–50

Hard, dense limestone that consists mostly of a tightly 

cemented miliolid skeletal fragment grainstone; contains 

interspersed chalky mudstone and wackestone; chert as 

beds and nodules; crossbedding and ripple marks are 

common primarily at the contact with the overlying 

regional dense bed

Aquifer
IP, IG, BU, 

FR, BP, CV
Few

Kirsch-berg 

Evaporite
40–50

Highly altered crystalline limestone and chalky mudstone 

with occasional grainstone associated with tidal channels; 

chert as beds and nodules, boxwork molds are common, 

matrix recrystallized to a coarse grain spar; intervals of 

collapse breccia and travertine deposits

Aquifer

IG, MO, 

VUG, FR, 

BR, CV

Probably 

extensive cave 

development

Dolomitic 90–120

Hard, dense to granular, dolomitic limestone; chert as 

beds and nodules (absent in lower 20 ft);  Toucasia  sp. 

abundant; lower three-fourths composed of sucrosic 

dolomites and grainstones with hard, dense limestones 

interspersed; upper one-fourth composed mostly of hard, 

dense mudstone, wackestone, packstone, grainstone, and 

recrystallized dolomites with bioturbated beds

Aquifer

IP, IC, IG, 

MO, BU, 

VUG, FR, 

BP, CV

Cave 

development as 

shafts with 

minor 

horizontal 

extent

Basal 

nodular
40–50

Moderately hard, shaly, nodular, burrowed mudstone to 

miliolid grainstone that also contains dolomite; contains 

dark, spherical textural features known as black rotund 

bodies; Ceratostreon texana , Caprina sp., miliolids, and 

gastropods

Aquifer, 

confining unit 

in areas 

without caves

IP, MO, 

BU, BP, 

FR, CV

Large lateral 

caves at surface 
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Source: Clark, Golab, and Morris (2016); Cavern development modified from Stein and Ozuna (1995). Porosity types - Fabric selective: IP, interparticle porosity; IG, intergranular porosity; IC, intercrystalline porosity; SH, shelter porosity; MO, 

moldic porosity; BU, burrowed porosity; FE, fenestral; BP, bedding plane porosity. Not fabric selective: FR, fracture porosity; CH, channel porosity; BR, breccia; VUG, vug porosity; CV, cave porosity.
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Attachment C – Site Geology 

SUMMARY 

The Happy’s Round Lots 6, 7 and 8 site is located at the northeast corner of Happy’s Round and Greenway 

Park in San Antonio, Bexar County, Texas. 

 

Based on the results of the field survey conducted in accordance with Instructions for Geologists for 

Geologic Assessments in the Edwards Aquifer Recharge/Transition Zones (TCEQ-0585 Instructions), no 

naturally occurring sensitive features were identified on site. No springs or streams were identified on 

site. The overall potential for fluid migration to the Edwards Aquifer for the site is low.  

 

SITE GEOLOGY 

As observed through field evidence, the geologic formation which outcrops at the surface within the 

subject site is the cyclic and marine member of the Person formation (Kepcm) and the Georgetown (Kgt) 

formation. These geologic units are described in more detail below: 

 

• The Kgt formation is characterized by reddish-brown to light tan marly limestone. Karst 

development within the Kgt generally does not occur. 

 

• The Kepcm is characterized by a mudstone to pack stone miliolid grainstone, and chert.  Karst 

development within the Kepcm is characterized by small sinkholes and caves developed as vertical 

shafts as well as lateral rooms. 

 

The predominant trend of faults in the vicinity of the site is approximately N60°E, based on faults identified 

during the previous mapping of the area. 
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FEATURE DESCRIPTIONS: 

A description of the feature observed onsite is provided below: 

 

Feature S-1 

Feature S-1 is an interformational fault that juxtaposes the Kgt to the southeast with the Kep to the 

northwest.  It was identified by review of aerial photography and published maps. Lack of evidence of 

enhanced permeability and the presence of fine-grained soil cover suggests a low probability for rapid 

infiltration. 
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 Aboveground storage tanks with a cumulative storage capacity between 250 

gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 

more will be stored on the site.  An Aboveground Storage Tank Facility Plan 

application must be submitted to the appropriate regional office of the TCEQ 

prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 

taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 

storage capacity must be located a minimum horizontal distance of 150 feet from any 

domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 

processes which may be a potential source of contamination affecting surface water 

quality is attached. 

Sequence of Construction 

5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 

activities which will disturb soils for major portions of the site (grubbing, excavation, 

grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 

disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 

measures and the general timing (or sequence) during the construction process that 

the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 

receive discharges from disturbed areas of the project: Salado Creek 

Temporary Best Management Practices (TBMPs) 

Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 

stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 

construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 

basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 

structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 

measures will prevent pollution of surface water, groundwater, and stormwater.  The 

construction-phase BMPs for erosion and sediment controls have been designed to 

retain sediment on site to the extent practicable.  The following information is attached: 
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 A description of how BMPs and measures will prevent pollution of surface water, 

groundwater or stormwater that originates upgradient from the site and flows 

across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 

groundwater that originates on-site or flows off site, including pollution caused by 

contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 

surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 

maintain flow to naturally-occurring sensitive features identified in either the 

geologic assessment, TCEQ inspections, or during excavation, blasting, or 

construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 

to the Edwards Aquifer as a temporary pollution abatement measure during active 

construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 

seal a feature is attached.  The request includes justification as to why no reasonable 

and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 

site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 

used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 

discharge of pollutants from exposed areas of the site is attached.  Placement of 

structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 

requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 

used. 

 For areas that will have more than 10 acres within a common drainage area 

disturbed at one time, a sediment basin or other equivalent controls are not 

attainable, but other TBMPs and measures will be used in combination to protect 

down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 

disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 

used in combination with other erosion and sediment controls within each disturbed 

drainage area. 
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 There are no areas greater than 10 acres within a common drainage area that will be 

disturbed at one time.  Erosion and sediment controls other than sediment basins or 

sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 

sediment pond or basin construction plans and design calculations for a proposed 

temporary BMP or measure have been prepared by or under the direct supervision of a 

Texas Licensed Professional Engineer.  All construction plans and design information 

must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  

Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 

temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 

necessary, retrofit is attached.  A description of the documentation procedures, 

recordkeeping practices, and inspection frequency are included in the plan and are 

specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 

with the manufacturer’s specifications and good engineering practices.  If periodic 

inspections by the applicant or the executive director, or other information indicate a 

control has been used inappropriately, or incorrectly, the applicant must replace or 

modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 

removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 

fugitive sediment in street being washed into surface streams or sensitive features by 

the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 

when design capacity has been reduced by 50%.  A permanent stake will be provided 

that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 

prevented from becoming a pollutant source for stormwater discharges (e.g., screening 

outfalls, picked up daily). 

Soil Stabilization Practices 

Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 

mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 

preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 

schedule of the interim and permanent soil stabilization practices for the site is 

attached. 
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18.  Records must be kept at the site of the dates when major grading activities occur, the 

dates when construction activities temporarily or permanently cease on a portion of the 

site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 

activities have temporarily or permanently ceased. 

Administrative Information 

20.  All structural controls will be inspected and maintained according to the submitted and 

approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 

discovered, all regulated activities near the feature will be immediately suspended.  The 

appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 

must cease and not continue until the TCEQ has reviewed and approved the methods 

proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 

constructed and maintained as appropriate to prevent pollutants from entering 

sensitive features discovered during construction. 
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Attachment A – Spill Response Actions 

 

In the event of an accidental leak or spill: 

 

• Spill must be contained and cleaned up immediately. 

 

• Spills will not be merely buried or washed with water. 

 

• Contractor shall take action to contain spill.  Contractor may use sand or other absorbent material 

stockpiled on site to absorb spill.  Absorbent material should be spread over the spill area to absorb 

the spilled product. 

 

• In the event of an uncontained discharge the contractor shall utilize onsite equipment to construct 

berms downgradient of the spill with sand or other absorbent material to contain and absorb the 

spilled product. 

 

• Spill containment/absorbent materials along with impacted media must be collected and stored in 

such a way so as not to continue to affect additional media (soil/water). Once the spill has been 

contained, collected material should be placed on poly or plastic sheeting until removed from the site. 

The impacted media and cleanup materials should be covered with plastic sheeting and the edges 

weighed down with paving bricks or other similarly dense objects as the material is being 

accumulated. This will prevent the impacted media and cleanup materials from becoming airborne in 

windy conditions or impacting runoff during a rain event. The stockpiled materials should not be 

located within an area of concentrated runoff such as along a curb line or within a swale. 

 

• Contaminated soils and cleanup materials will be sampled for waste characterization. When the 

analysis results are known the contaminated soils and cleanup materials will be removed from the 

site and disposed in a permitted landfill in accordance with applicable regulations. 

 

• The contractor will be required to notify the owner, who will in turn contact TCEQ to notify them in 

the event of a significant hazardous/reportable quantity spill. Additional notifications as required by 

the type and amount of spill will be conducted by owner or owner’s representative. 

 

In the event of an accidental significant or hazardous spill: 

 

The contractor will be required to report significant or hazardous spills in reportable quantities to: 

 

• Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929 (Austin) or 

210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact the Environmental Release 

Hotline at 1-800-832-8224. It is the contractor's responsibility to have all emergency phone numbers 

at the construction site. https://www.tceq.texas.gov/response/spills/spill_rq.html 

 

• For spills of federal reportable quantities, in conformance with the requirements in 40 CFR parts 

110,119, and 302, the contractor should notify the National Response Center at (800) 424-8802. 
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• Notification should first be made by telephone and followed up with a written report. 

 

• The services of a spills contractor or a Haz-Mat team should be obtained immediately. Construction 

personnel should not attempt to clean up until the appropriate and qualified staffs have arrived at 

the job site. 

 

• Other agencies which may need to be consulted include, but are not limited to, the City Police 

Department, County Sheriff Office, Fire Departments, etc. 

 

• Contaminated soils will be sampled for waste characterization.  When the analysis results are known 

the contaminated soils will be removed from the site and disposed in a permitted landfill in 

accordance with applicable regulations. 

 

Additional guidance can be obtained from TCEQ’s Technical Guidance Manual (TGM) RG-348 (2005) 

Section 1.4.16.  Contractor shall review this section. 
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Attachment B – Potential Sources of Contamination 

 

Other potential sources of contamination during construction include: 

Potential Source ● Asphalt products used on this project. 

   Preventative Measure  ■ After placement of asphalt, emulsion or 

coatings, the contractor will be responsible for 

immediate cleanup should an unexpected rain 

occur.  For the duration of the asphalt product 

curing time, the contractor will maintain standby 

personnel and equipment to contain any asphalt 

wash-off should an unexpected rain occur.  The 

contractor will be instructed not to place asphalt 

products on the ground within 48 hours of a 

forecasted rain. 

Potential Source ● Oil, grease, fuel and hydraulic fluid contamination from 

construction equipment and vehicle dripping. 

    Preventative Measure ■ Vehicle maintenance when possible will be 

performed within the construction staging area. 

       ■ Construction vehicles and equipment shall be 

checked regularly for leaks and repaired 

immediately. 

Potential Source ● Accidental leaks or spills of oil, petroleum products and 

substances listed under 40 CFR parts 110, 117, 

and 302 used or stored temporarily on site. 

    Preventative Measure ■ Contractor to incorporate into regular safety 

meetings, a discussion of spill prevention and 

appropriate disposal procedures. 

       ■ Contractor’s superintendent or representative 

overseer shall enforce proper spill prevention 

and control measures. 

       ■ Hazardous materials and wastes shall be stored 

in covered containers and protected from 

vandalism. 

       ■ A stockpile of spill cleanup materials shall be 

stored on site where it will be readily accessible. 

Potential Source ● Miscellaneous trash and litter from construction workers 

and material wrappings. 

     Preventive Measure  ■ Trash containers will be placed throughout the site to 

encourage proper trash disposal. 

Potential Source ● Construction debris. 

   Preventive Measure  ■ Construction debris will be monitored daily by 

contractor.  Debris will be collected weekly and 

placed in disposal bins.  Situations requiring 

immediate attention will be addressed on a case 

by case basis. 
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Potential Source ● Spills/Overflow of waste from portable    

 toilets 

 Preventative Measure ■ Portable toilets will be placed away from high 

traffic vehicular areas and storm drain inlets. 

 ■ Portable toilets will be placed on a level ground 

surface. 

■ Portable toilets will be inspected regularly for 
leaks and will be serviced and sanitized at time 
intervals that will maintain sanitary conditions. 
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Attachment D – Temporary Best Management Practices and Measures 

 

A description of how BMPs and measures will prevent pollution of surface water, groundwater or 

stormwater that originates upgradient from the site and flows across the site. 

 

No upgradient water will cross the site.  Upgradient water will be intercepted through earthen 

channels around the site. All TBMPs are adequate for the drainage areas they serve. 

 

b. A description of how BMPs and measures will prevent pollution of surface water or groundwater that 

originates on-site or flows off site, including pollution caused by contaminated stormwater runoff 

from the site. 

 

Site preparation, which is the initiation of all activity on the project, will disturb the largest amount 

of soil.  Therefore, before any of this work can begin, the clearing and grading contractor will be 

responsible for the installation of all on-site control measures.  The methodology for pollution 

prevention of on-site stormwater will include: (1) erection of silt fences along the downgradient 

boundary of construction activities for temporary erosion and sedimentation controls, (2) 

installation of rock berms with silt fencing downgradient from areas of concentrated stormwater 

flow for temporary erosion control, (3) Installation of gravel bags and drain inlet protection at inlets 

and downgradient areas of construction activities for sediment control (4) installation of stabilized 

construction entrance/exit(s) to reduce the dispersion of sediment from the site, and (5) installation 

of construction staging area(s). 

 

Prior to the initiation of construction, all previously installed control measures will be repaired or 

reestablished for their designed or intended purpose.  This work, which is the remainder of all 

activity on the project, may also disturb additional soil.  The construction contractor will be 

responsible for the installation of all remaining on-site control measures that includes installation 

of the concrete truck washout pit(s), as construction phasing warrants. 

 

Temporary measures are intended to provide a method of slowing the flow of runoff from the 

construction site in order to allow sediment and suspended solids to settle out of the runoff.  By 

containing the sediment and solids within the site, they will not enter surface streams and/or 

sensitive features. 

 

c. A description of how BMPs and measures will prevent pollutants from entering surface streams, 

sensitive features, or the aquifer. 

 

Temporary measures are intended to provide a method of slowing the flow of runoff from the 

construction site in order to allow sediment and suspended solids to settle out of the runoff.  By 

containing the sediment and solids within the site, they will not enter surface streams and/or 

sensitive features. 
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d. A description of how, to the maximum extent practicable, BMPs and measures will maintain flow to 

naturally-occurring sensitive features identified in either the geologic assessment, TCEQ inspections, 

or during excavation, blasting, or construction. 

 

BMP measures utilized in this plan are intended to allow stormwater to continue downstream after 

passing through the BMPs.  This will allow stormwater runoff to continue downgradient to streams 

or features that may exist downstream of the site. 
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Attachment F – Structural Practices 

 

The following structural measures will be installed prior to the initiation of site preparation activities: 

• Erection of silt fences along the downgradient boundary of construction activities and rock berms with 

silt fence for secondary protection, as located on Exhibit 1 and illustrated in Exhibit 2. 

• Installation of gravel bags and drain inlet protection at inlets and downgradient areas of construction 

activities, as located on Exhibit 1 and illustrated in Exhibit 2. 

• Installation of stabilized construction entrance/exit(s) and construction staging area(s), as located on 

Exhibit 1, and illustrated on Exhibit 2. 

 

The following structural measures will be installed at the initiation of construction activities or as 

appropriate based on the construction sequencing: 

• Installation of concrete truck washout pit(s), as required and located on Exhibit 1 and illustrated on 

Exhibit 2. 
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