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12" PERFORATED PVC STANDPIPE W/ TRASH RACK,
FLOAT SWITCH AND SEDIMENT DEPTH MARKER.

REF. SHEET C09.09 FOR DETAILS.

BATCH DETENTION POND

CONCRETE PAD W/ POWER/LOGIC CONTROLLER.
REF. SHEET C09.09 FOR DETAIL

6" PLUG VALVE W/ 24VDC ELECTRIC ACTUATOR
IN JUNCTION BOX.
REF. SHEET C09.09 FOR JUNCTION BOX/VALVE DETAIL

CONCRETE BAFFLES
REF. SHEET C09.09 FOR DETAIL

REF. SECTION DETAIL, SHEET C09.08.

CONCRETE BAFFLES
REF. SHEET C09.09 FOR DETAIL

(2) 6' WIDE GATES FOR MAINTENANCE ACCESS

REF. LANDSCAPE ARCHITECTURAL
PLANS FOR FENCE DETAILS

REF. LANDSCAPE ARCHITECTURAL
PLANS FOR FENCE DETAILS

REF. LANDSCAPE ARCHITECTURAL
PLANS FOR FENCE DETAILS

REF. LANDSCAPE ARCHITECTURAL
PLANS FOR FENCE DETAILS

12' WEIR
TOP OF WALL ELEV.: 1029.50

1' VEHICULAR
NON-ACCESS ESM'T.

16' PRIVATE DRAINAGE ESM'T.

REMAIN. PORTION OF A
DRAINAGE SAN. SWR., WATER
ELEC., GAS, TEL. & CATV ESM'T.
(VOL. 9574, PG. 61, DPR)

1' VEHICULAR
NON-ACCESS ESM'T.

REMAIN. PORTION OF A
DRAINAGE SAN. SWR., WATER
ELEC., GAS, TEL. & CATV ESM'T.
(VOL. 9574, PG. 61, DPR)
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SCALE: 1" = 10'

PROPOSED TOP OF RETAINING WALL

(REPRESENT FINISHED TOP
PROPOSED CONTOUR

TOP OF CURB

PROPOSED RIDGE

EXISTING CONTOUR

OVERLAND FLOW DIRECTION

DEFINED SWALE

GRATE

BENCHMARK

950

 100
OF PAVEMENT OR TOPSOIL)

PROPOSED BOTTOM OF RETAINING WALL

PROPOSED POND INVERT100.00 INV

798.74

798.85

798.83F

798.82T

798.73B

ASPHALT, CONCRETE, GRASS, ETC.

FLATWORK

LEGEND

PROPOSED CONCRETE CURB

EXISTING CONCRETE CURB

PROPOSED CONCRETE HEADER CURB

GUY WIRE ANCHOR

MISC.  TRAFFIC SIGN
PROPOSED FIRE HYDRANT
EXISTING FIRE HYDRANT

TRAFFIC LIGHTTL

GUARD POST

LIGHT POLE

POWER POLE

EXISTING MANHOLE

GRATE

WHEELSTOP

EXISTING FENCE

PROPOSED FENCE

OHE EXISTING OVERHEAD ELECTRIC

SAWTOOTH CURB

EXISTING CONCRETE AREAS

EXISTING WATER VALVE

LIGHT POLE

PROPOSED WATER VALVE

PROPOSED MANHOLE

CONCRETE RETAINING WALL

RETAINING WALL - MODULAR OR GRAVITY

(REF. STRUCTURAL DWGS)

(REF. STRUCTURAL DWGS)

BATCH DETENTION POND DESIGN DATA
WATERSHED AREA = 9.79 AC

WATER STORAGE ELEVATION = 1028.00 FT

POND CAPTURE VOLUME = 49,265 CF (DESIGNED)

FLOW (Q25) = 103 CFS

OVERFLOW = 5' RECT. WEIR @ ELEV. 1028.00
12' RECT. WEIR @ ELEV. 1029.50

BASIN DRAWDOWN IS APPROXIMATELY 11 HOURS AND BASED ON THE
6" Ø OUTFALL PIPE @ 0.5% SLOPE.

BATCH
DETENTION
POND PLAN

AutoCAD SHX Text
JOSEPH M. FRIESENHAHN

AutoCAD SHX Text
132150



WATER QUALITY STORAGE ELEV. = 1028.00

100 YR. W.S.E = 1030.63
25 YR. W.S.E = 1030.32

5 YR. W.S.E = 1029.90

1 YR. W.S.E = 1029.43

SLOPE: 1%

TOP OF WALL
ELEV.= 1031.00

TOP OF WALL
ELEV.= 1028.00

42" SD~25.07 LF @ 1.197%

EXIST. 8" SS

TOP OF WALL
ELEV.= 1028.00

BOTTOM OF WALL
ELEV.= 1028.10

ELEV.= 1022.60

ELEV.= 1022.70

TOP OF WALL (BEYOND)
ELEV.= 1029.50

ELEV.= 1023.00

ELEV.= 1028.00

TIE TO EXISTING
CURB INLET
INV. ELEV.= 1022.30

BATCH DETENTION POND

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

EXISTING GRADE

COMPACTED BASE OR
NATIVE MATERIAL

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

PROPOSED SIDEWALK

PROPOSED GRADE

CONCRETE WALL
REF. STRUCTURAL PLANS FOR  DETAILS

OPEN-FACE VERTICAL CUT WALL.

MODULAR BLOCK RETAINING
WALL. REF. STRUCTURAL PLANS

FOR DETAILS

CONCRETE WALL
REF. STRUCTURAL PLANS FOR  DETAILS

12" PERFORATED PVC STANDPIPE W/ TRASH RACK,
FLOAT SWITCH AND SEDIMENT DEPTH MARKER.
REF. SHEET C09.09 FOR DETAILS.

EXISTING CURB INLET
TOP ELEV.: 1026.85
INV. ELEV.: 1022.20

PROVIDE CONCRETE COLLAR
AT CONNECTION. REF.
CONCRETE COLLAR DETAIL,
SHEET ____

VEHICLE BARRIER

COMPACTED BASE OR
NATIVE MATERIAL

SLOPE: 1%

TOP OF WALL ELEVATION VARIES,
1033.30 (MIN).

5" CONCRETE RIP-RAP W/ #4
BARS @ 18" O.C.E.W.

TOP OF WALL
ELEV.= 1028.00

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

EXISTING GRADE

PROPOSED GRADE

BATCH DETENTION POND

VEHICLE BARRIER

FENCE. REFERENCE LANDSCAPE
ARCHITECT PLANS FOR DETAILS.

PROPOSED SIDEWALK

CONCRETE WALL
REF. STRUCTURAL PLANS FOR  DETAILS

OPEN-FACE VERTICAL CUT WALL.

MODULAR BLOCK RETAINING
WALL. REF. STRUCTURAL PLANS
FOR DETAILS

MODULAR BLOCK RETAINING
WALL. REF. STRUCTURAL PLANS
FOR DETAILS

CONCRETE WALL
REF. STRUCTURAL PLANS FOR  DETAILS

TOP OF WALL
ELEV.= 1028.00

COMPACTED BASE OR
NATIVE MATERIAL

SLOPE: 1%SLOPE: 1%

OPEN-FACE VERTICAL CUT WALL.

TOP OF WALL ELEVATION VARIES,
1033.30 (MIN).

TOP OF WALL ELEVATION VARIES,
1033.30 (MIN).

5" CONCRETE RIP-RAP W/ #4
BARS @ 18" O.C.E.W.

N.T.S.
SECTION "A-A"
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0.
5'

3"

INSTALL 3" WIDE
REFLECTOR

MARKER ON BASIN

SEDIMENT REMOVAL MARKER
N.T.S.

TRASH RACK

SEQUENCE OF OPERATION:

1. UPON ACTIVATION OF THE FLOAT
SWITCH, LOGIC CONTROLLER TO
START DETENTION TIMER #1

2. DETENTION TIMER #1 TO BE
MANUALLY SET TO 12 HOURS
AND TO BE USER-ADJUSTABLE.

3. WHEN DETENTION TIMER #1 HAS
ELAPSED, A 6" BUTTERFLY VALVE
IS TO OPEN AND RELEASE
DETAINED WATER FROM THE
POND.

4. UPON DEACTIVATION OF THE
FLOAT SWITCH, LOGIC
CONTROLLER TO START
DETENTION TIMER #2.

5. DETENTION TIMER #2 TO BE
MANUALLY SET TO 2 HOURS AND
BE USER-ADJUSTABLE.

6. WHEN DETENTION TIMER #2 HAS
ELAPSED, THE 6" BUTTERFLY
VALVE IS TO CLOSE.

7. VALVE TO BE ACTUATED
PERIODICALLY TO SHOW ACTIVE
REGARDLESS OF FLOAT SWITCH
OPERATION.

BAFFLE DETAIL
N.T.S.

SEDIMENT DEPTH MARKER
MOUNTED SIDE OF TRASH RACK.

REF. DETAIL, THIS SHEET.

FLOAT SWITCH MOUNTED AT
BASE OF TRASH RACK

6" SOLID PVC

CONCRETE (BASIN FLOOR)

GALVANIZED STRAP W/ ANCHOR BOLT

CONE OF 2"-3" GRAVEL
SURROUNDING BASE

REMOVABLE LE TRASH RACK
GALVANIZED WELDED WIRE FABRIC
W/ 1"X1" OPENINGS.

1-12"X1-12" GALVANIZED ANGLE SET
INTO CONCRETE PAD FOR TRASH
RACK SUPPORT.

12" Ø PERFORATED PVC PIPE W/ REMOVABLE SOLID CAP.
PERFORATIONS TO BE 1"Ø @ 6" O.C.
RISER PIPE TO BE WRAPPED IN FILTER FABRIC
(4 oz./s.y., NON-WOVEN, MIN. OPENING SIZE: 0.15mm)

FLOW

TRASH RACK DETAIL
N.T.S.

1-12"X1-12" GALVANIZED ANGLE SET
INTO CONCRETE PAD FOR TRASH
RACK SUPPORT.

3.
0'

CONCRETE (BASIN FLOOR)

FLOAT SWITCH MOUNTED AT
BASE OF TRASH RACK

6" SOLID PVC

12" Ø PERFORATED PVC PIPE W/
REMOVABLE SOLID CAP.

PERFORATIONS TO BE 1"Ø @ 6" O.C.
RISER PIPE TO BE WRAPPED IN

FILTER FABRIC
(4 oz./s.y., NON-WOVEN, MIN.

OPENING SIZE: 0.15mm)

GALVANIZED STRAP W/ ANCHOR BOLT

TOP VIEW

SIDE VIEW

24VDC LOGIC CONTROLLER IN LOCKABLE, WATERTIGHT
ENCLOSURE W/ AUDIO/VISUAL ALARM AND MANUAL
OVERRIDE CAPABILITY, SOLAR CHARGING SYSTEM,
INCLUDING BATTERIES AND CONTROLS. POWER AND
CONTROL WIRING TO PLUG VALVE W/ ACTUATOR AND
FLOAT SWITCH AS REQUIRED.

3'X3' CONCRETE PAD

SIGN W/ OWNER PHONE CONTACT INFORMATION
& TCEQ REGIONAL OFFICE PHONE CONTACT

POWER/LOGIC CONTROLLER DETAIL
N.T.S.

SITE CONCRETE DRAINAGE NOTES:

1. EXPOSED CONCRETE SURFACES SHALL BE BROOM FINISHED.

2. ANY IRREGULAR AREA SHALL BE HAND RUBBED TO A SMOOTH
FINISH.

3. ALL EXPOSED EDGES SHALL RECEIVE A 3/4" CHAMFER.

4. ALL MATERIALS AND WORKMANSHIP SHALL BE DONE IN
ACCORDANCE WITH CITY OF SAN ANTONIO STANDARD
SPECIFICATIONS, AS WELL AS ITEM 360 (TXDOT STD SPECS,
LATEST ED.)

5. JOINTS TO BE COMPLETED PRIOR TO CONCRETE SHRINKAGE
OCCURRING.

6.  CONCRETE  RIP-RAP SHALL BE CLASS "A" 3,000 PSI.

7. NEW RIP-RAP SHALL BE ATTACHED TO EXISTING RIP-RAP BY NO.
4 BARS DOWELED 6"  INTO EXISTING RIP-RAP. THESE BARS ARE TO
BE PLACED 18" O.C. AND HAVE A LENGTH OF 18"

8. CONCRETE RIP-RAP SHALL BE 5" THICK, WITH NO. 4
REINFORCING BARS AT 18" O.C.E.W. (MIN. GRADE 40 STEEL).

9.  ALL DIMENSIONS RELATING TO REINFORCING STEEL ARE TO
CENTER OF BARS UNLESS OTHERWISE SHOWN.

SUMMARY OF PERMANENT POLLUTION ABATEMENT MEASURES:

1.) TEMPORARY BMP'S WILL BE MAINTAINED UNTIL THE
RESPECTIVE WATERSHED HAS BEEN STABILIZED.

2.)  ALL AREAS OF DISTURBED SOIL WHICH WILL NOT OTHERWISE
BE STABILIZED SHALL BE REVEGETATED TO STABILIZE SOIL USING
SOLID BLOCK SOD IN A STAGGERED PATTERN. FOR AREAS
OUTSIDE THE BASINS, THE CONTRACTOR MAY SUBSTITUTE
SEED-IMPREGNATED EROSION CONTROL MATS OR HYDRAULIC
MULCHING AND WATERING UNTIL VEGETATION IS ESTABLISHED.
SEED MIXTURE AND/OR GRASS TYPE TO BE DETERMINED BY
OWNER.

3.) PERMANENT BMP'S FOR THIS SITE INCLUDE ONE (1) BATCH
DETENTION POND. THIS PERMANENT BMP HAVE BEEN DESIGNED
TO REMOVE 80% OF THE INCREASED TOTAL SUSPENDED SOLIDS
(TSS) FOR DRAINAGE AREAS "A" AND "B" (UNCAPTURED) IN
ACCORDANCE WITH THE TCEQ'S TECHNICAL GUIDANCE MANUAL
RG 348 (2005).

4.) ENERGY DISSIPATERS (TO HELP REDUCE EROSION) WILL BE
PROVIDED AT POINTS OF CONCENTRATED DISCHARGE WHERE
EXCESSIVE VELOCITIES MAY BE ENCOUNTERED.

NOTES TO CONTRACTOR:

1. THIS SHEET HAS BEEN PREPARED FOR THE PURPOSES OF
POLLUTION ABATEMENT ONLY. ALL OTHER CIVIL ENGINEERING
RELATED INFORMATION SHOULD BE ACQUIRED FROM THE
APPROPRIATE SHEET IN THE CIVIL IMPROVEMENT PLANS.
CONTRACTOR IS ADVISED THAT TCEQ DOES NOT ALLOW
CHANGES TO PERMANENT POLLUTION ABATEMENT MEASURES
WITHOUT THEIR PRIOR APPROVAL.

2. CONTRACTOR SHALL INSTALL THE PERMANENT BMP BASIN
PER CIVIL AND STRUCTURAL PLANS AT THE START OF PHASE 1
CONSTRUCTION. IN PLACE OF THE PERMANENT RISER, A
TEMPORARY RISER PIPE MAY BE INSTALLED AS SHOWN ON THE
TEMPORARY SEDIMENT POND DETAIL, SHEET C04.01.  ALSO, THE
CONTRACTOR IS TO INSTALL A SEDIMENT DEPTH MARKER AT 50%
CAPACITY OF THE TEMPORARY BASIN.  INSPECTIONS SHALL BE
MADE WEEKLY AND AFTER EACH RAINFALL.  TRASH AND OTHER
DEBRIS SHALL BE REMOVED WHEN FOUND TO PREVENT
CLOGGING OF THE OUTLET STRUCTURE.  ONCE SEDIMENT
REACHES THE 50% MARKER THEN ALL SEDIMENT SHALL BE
REMOVED FROM THE TEMPORARY BASIN.  UPON COMPLETION OF
PHASE 1 THE TEMPORARY RISER SHALL BE REPLACED WITH THE
RISER/TRASH RACK AND ELECTRIC VALVE & CONTROL SYSTEM.

3. THE CONTRACTOR SHALL COORDINATE WITH THE
OWNER/ARCHITECT PRIOR TO BID AND CONSTRUCTION
REGARDING THE  FINISH OF THE EXPOSED EXTERIOR WALLS. THE
CONCRETE WALLS SHALL BE CONSTRUCTED WITH A CHAMFERED
EDGE AT THE TOP OF WALL.

4. CONTRACTOR TO SUBMIT STRUCTURAL DESIGN FOR POND
SEALED BY LICENSED PROFESSIONAL ENGINEER.

5. CONTRACTOR SHALL NOTIFY CERTIFYING ENGINEER WHEN
BASIN CONSTRUCTION HAS PROGRESSED TO THE FOLLOWING
MILESTONES:

A.) REINFORCING STEEL FOR BASIN WALL HAS BEEN SET,
CONCRETE HAS NOT BEEN PLACED AND DRAIN PIPE IS IN
PLACE.

B.) CONCRETE WALLS IN PLACE AND UNDER DRAIN
SYSTEM IS IN PLACE WITHOUT GRAVEL.

C.) GRAVEL AROUND UNDER DRAIN SYSTEM IS IN PLACE
AND FILTER FABRIC IS INSTALLED AND
ATTACHED TO WALLS OR.

D.) SAND FILTER MEDIA HAS BEEN PLACED AND BASIN HAS
BEEN COMPLETELY FINISHED.

6. ELEVATIONS SHOWN INSIDE BASIN ARE AT BASIN FLOOR
UNLESS NOTED OTHERWISE.

7. DIMENSIONS ARE FROM FACE OF WALL. WALL THICKNESS
TO BE DETERMINED BY A STRUCTURAL ENGINEER.

8. WORK SHALL NOT CONTINUE ON THE BASIN UNTIL THE 
ENGINEER HAS HAD AN OPPORTUNITY TO OBSERVE THE STATUS
OF CONSTRUCTION AT EACH STAGE. CONTRACTOR SHALL
PROVIDE ENGINEER A MINIMUM OF 24 HOURS ADVANCE NOTICE
PRIOR TO TIME THE BASIN WILL BE AT THE REQUIRED STAGE.

9. PRIOR TO PROCEEDING TO NEXT STAGE OF CONSTRUCTION,
CONTRACTOR TO PROVIDE CERTIFYING ENGINEER WITH FIELD
SHOTS VERIFYING ELEVATIONS OF THE FOLLOWING:

-TOP OF SLOPE AT EACH CORNER OF BASIN
-TOE OF SLOPE AT EACH CORNER OF BASIN (INSIDE BASIN

TOE)
-SPLASH PAD/INLET PIPES
-OVERFLOW WEIRS

10. UPON COMPLETION OF CONSTRUCTION AND IN
ACCORDANCE WITH TCEQ REGULATIONS, ALL PERMANENT
BMP'S (BASIN) MUST BE CERTIFIED BY A LICENSED PROFESSIONAL
ENGINEER.

11. BEFORE FINAL ACCEPTANCE OF CONSTRUCTION BY THE
OWNER, THE STORM DRAIN SYSTEM MUST BE CLEAN OF ALL
SEDIMENT AND ALL TRASH, DEBRIS, AND ACCUMULATED SILT
FROM THE BASIN REMOVED AND REESTABLISHED TO THE PROPER
OPERATING CONDITION.

12. ALL AREAS DISTURBED AS PART OF CONSTRUCTION OF
BASIN SHALL BE REVEGETATED PRIOR TO COMPLETION. POND
BOTTOM AND SIDE SLOPES SHALL BE SODDED, SEEDED OR
HYDROMULCHED. CONTRACTOR TO COORDINATE WITH
LANDSCAPE ARCHITECT PLANS FOR ANY ADDITIONAL
SPECIFICATIONS. CONTRACTOR TO PROVIDE WATER AS
REQUIRED TO ESTABLISH 85% VEGETATIVE COVER PRIOR TO
ACCEPTANCE. SITE WORK CONTRACTOR SHALL CONSIDER THE
TYPE OF GRASS TO BE USED WHEN ROUGH CUTTING THE BASIN
SUCH THAT THE FINAL GRADE MATCHES THE FINISHED GRADES
SHOWN ON THIS PLAN.  SITE WORK CONTRACTOR SHALL FINE
GRADE THE BOTTOM OF THE BASIN JUST PRIOR TO GRASS
INSTALLATION TO ENSURE IT DRAINS AS INTENDED.

13. ALL FILL MATERIAL, WHICH MAY CONSIST OF APPROVED
ONSITE SOILS AND/OR OFFSITE BORROW MATERIAL, SHALL BE
FREE OF ALL DEBRIS, ORGANIC MATERIAL, AND CLUMPS AND
SHALL BE ADJUSTED TO THE PROPER MOISTURE CONTENT. ALL
FILL SHALL BE PLACED IN 8" LOOSE LIFTS AND COMPACTED TO
95% DENSITY PER ASTM D1557.

6" PLUG VALVE W/ 24VDC
ELECTRIC ACTUATOR

6" SOLID PVC 6" SOLID PVCFLOW FLOW

PROPOSED GRADE
4'X4' JUNCTION BOX

JUNCTION BOX /VALVE DETAIL
N.T.S.

TEXAS COMMISSION ON ENVIRONMENTAL QUALITY
WATER POLLUTION ABATEMENT PLAN

GENERAL CONSTRUCTION NOTES

EDWARDS AQUIFER PROTECTION PROGRAM CONSTRUCTION NOTES - LEGAL DISCLAIMER

THE FOLLOWING/LISTED “CONSTRUCTION NOTES” ARE INTENDED TO BE ADVISORY IN NATURE ONLY AND DO NOT CONSTITUTE AN APPROVAL OR CONDITIONAL

APPROVAL BY THE EXECUTIVE DIRECTOR (ED), NOR DO THEY CONSTITUTE A COMPREHENSIVE LISTING OF RULES OR CONDITIONS TO BE FOLLOWED DURING

CONSTRUCTION.  FURTHER ACTIONS MAY BE REQUIRED TO ACHIEVE COMPLIANCE WITH TCEQ REGULATIONS FOUND IN TITLE 30, TEXAS ADMINISTRATIVE CODE (TAC),

CHAPTERS 213 AND 217, AS WELL AS LOCAL ORDINANCES AND REGULATIONS PROVIDING FOR THE PROTECTION OF WATER QUALITY. ADDITIONALLY, NOTHING

CONTAINED IN THE FOLLOWING/LISTED “CONSTRUCTION NOTES” RESTRICTS THE POWERS OF THE ED, THE COMMISSION OR ANY OTHER GOVERNMENTAL ENTITY TO

PREVENT, CORRECT, OR CURTAIL ACTIVITIES THAT RESULT OR MAY RESULT IN POLLUTION OF THE EDWARDS AQUIFER OR HYDROLOGICALLY CONNECTED SURFACE

WATERS.  THE HOLDER OF ANY EDWARDS AQUIFER PROTECTION PLAN CONTAINING “CONSTRUCTION NOTES” IS STILL RESPONSIBLE FOR COMPLIANCE WITH TITLE 30,

TAC, CHAPTERS 213 OR ANY OTHER APPLICABLE TCEQ REGULATION, AS WELL AS ALL CONDITIONS OF AN EDWARDS AQUIFER PROTECTION PLAN THROUGH ALL PHASES

OF PLAN IMPLEMENTATION. FAILURE TO COMPLY WITH ANY CONDITION OF THE ED'S APPROVAL, WHETHER OR NOT IN CONTRADICTION OF ANY “CONSTRUCTION NOTES,”

IS A VIOLATION OF TCEQ REGULATIONS AND ANY VIOLATION IS SUBJECT TO ADMINISTRATIVE RULES, ORDERS, AND PENALTIES AS PROVIDED UNDER TITLE 30, TAC §

213.10 (RELATING TO ENFORCEMENT). SUCH VIOLATIONS MAY ALSO BE SUBJECT TO CIVIL PENALTIES AND INJUNCTION.  THE FOLLOWING/LISTED “CONSTRUCTION

NOTES” IN NO WAY REPRESENT AN APPROVED EXCEPTION BY THE ED TO ANY PART OF TITLE 30 TAC, CHAPTERS 213 AND 217, OR ANY OTHER TCEQ APPLICABLE

REGULATION

1. A WRITTEN NOTICE OF CONSTRUCTION MUST BE SUBMITTED TO THE TCEQ REGIONAL OFFICE AT LEAST 48 HOURS
PRIOR TO THE START OF ANY REGULATED ACTIVITIES.  THIS NOTICE MUST INCLUDE:

- THE NAME OF THE APPROVED PROJECT;
- THE ACTIVITY START DATE; AND
- THE CONTACT INFORMATION OF THE PRIME CONTRACTOR.

2. ALL CONTRACTORS CONDUCTING REGULATED ACTIVITIES ASSOCIATED WITH THIS PROJECT MUST BE PROVIDED WITH
COMPLETE COPIES OF THE APPROVED WATER POLLUTION ABATEMENT PLAN (WPAP) AND THE TCEQ LETTER
INDICATING THE SPECIFIC CONDITIONS OF ITS APPROVAL.  DURING THE COURSE OF THESE REGULATED ACTIVITIES,
THE CONTRACTORS ARE REQUIRED TO KEEP ON-SITE COPIES OF THE APPROVED PLAN AND APPROVAL LETTER.

3. IF ANY SENSITIVE FEATURE(S) (CAVES, SOLUTION CAVITY, SINK HOLE, ETC.) IS DISCOVERED DURING CONSTRUCTION,
ALL REGULATED ACTIVITIES NEAR THE SENSITIVE FEATURE MUST BE SUSPENDED IMMEDIATELY. THE APPROPRIATE
TCEQ REGIONAL OFFICE MUST BE IMMEDIATELY NOTIFIED OF ANY SENSITIVE FEATURES ENCOUNTERED DURING
CONSTRUCTION. CONSTRUCTION ACTIVITIES MAY NOT BE RESUMED UNTIL THE TCEQ HAS REVIEWED AND APPROVED
THE APPROPRIATE PROTECTIVE MEASURES IN ORDER TO PROTECT ANY SENSITIVE FEATURE AND THE EDWARDS
AQUIFER FROM POTENTIALLY ADVERSE IMPACTS TO WATER QUALITY.

4. NO TEMPORARY OR PERMANENT HAZARDOUS SUBSTANCE STORAGE TANK SHALL BE INSTALLED WITHIN 150 FEET OF
A WATER SUPPLY SOURCE, DISTRIBUTION SYSTEM, WELL, OR SENSITIVE FEATURE.

5. PRIOR TO BEGINNING ANY CONSTRUCTION ACTIVITY, ALL TEMPORARY EROSION AND SEDIMENTATION (E&S) CONTROL
MEASURES MUST BE PROPERLY INSTALLED AND MAINTAINED IN ACCORDANCE WITH THE APPROVED PLANS AND
MANUFACTURERS SPECIFICATIONS.  IF INSPECTIONS INDICATE A CONTROL HAS BEEN USED INAPPROPRIATELY, OR
INCORRECTLY, THE APPLICANT MUST REPLACE OR MODIFY THE CONTROL FOR SITE SITUATIONS. THESE CONTROLS
MUST REMAIN IN PLACE UNTIL THE DISTURBED AREAS HAVE BEEN PERMANENTLY STABILIZED.

6. ANY SEDIMENT THAT ESCAPES THE CONSTRUCTION SITE MUST BE COLLECTED AND PROPERLY DISPOSED OF BEFORE
THE NEXT RAIN EVENT TO ENSURE IT IS NOT WASHED INTO SURFACE STREAMS, SENSITIVE FEATURES, ETC.

7. SEDIMENT MUST BE REMOVED FROM THE SEDIMENT TRAPS OR SEDIMENTATION BASINS NOT LATER THAN WHEN IT
OCCUPIES 50% OF THE BASIN'S DESIGN CAPACITY.

8. LITTER, CONSTRUCTION DEBRIS, AND CONSTRUCTION CHEMICALS EXPOSED TO STORM WATER SHALL BE PREVENTED
FROM BEING DISCHARGED OFFSITE.

9. ALL SPOILS (EXCAVATED MATERIAL) GENERATED FROM THE PROJECT SITE MUST BE STORED ON-SITE WITH PROPER
E&S CONTROLS.  FOR STORAGE OR DISPOSAL OF SPOILS AT ANOTHER SITE ON THE EDWARDS AQUIFER RECHARGE
ZONE, THE OWNER OF THE SITE MUST RECEIVE APPROVAL OF A WATER POLLUTION ABATEMENT PLAN FOR THE
PLACEMENT OF FILL MATERIAL OR MASS GRADING PRIOR TO THE PLACEMENT OF SPOILS AT THE OTHER SITE.

10. IF PORTIONS OF THE SITE WILL HAVE A TEMPORARY OR PERMANENT CEASE IN CONSTRUCTION ACTIVITY LASTING
LONGER THAN 14 DAYS, SOIL STABILIZATION IN THOSE AREAS SHALL BE INITIATED AS SOON AS POSSIBLE PRIOR TO
THE 14TH DAY OF INACTIVITY.  IF ACTIVITY WILL RESUME PRIOR TO THE 21ST DAY, STABILIZATION MEASURES ARE NOT
REQUIRED.  IF DROUGHT CONDITIONS OR INCLEMENT WEATHER PREVENT ACTION BY THE 14TH DAY, STABILIZATION
MEASURES SHALL BE INITIATED AS SOON AS POSSIBLE.

11. THE FOLLOWING RECORDS SHALL BE MAINTAINED AND MADE AVAILABLE TO THE TCEQ UPON REQUEST:
- THE DATES WHEN MAJOR GRADING ACTIVITIES OCCUR;
- THE DATES WHEN CONSTRUCTION ACTIVITIES TEMPORARILY OR PERMANENTLY CEASE ON A PORTION
OF THE SITE; AND

- THE DATES WHEN STABILIZATION MEASURES ARE INITIATED.

12. THE HOLDER OF ANY APPROVED EDWARD AQUIFER PROTECTION PLAN MUST NOTIFY THE APPROPRIATE REGIONAL
OFFICE IN WRITING AND OBTAIN APPROVAL FROM THE EXECUTIVE DIRECTOR PRIOR TO INITIATING ANY OF THE
FOLLOWING:

A. ANY PHYSICAL OR OPERATIONAL MODIFICATION OF ANY WATER POLLUTION ABATEMENT STRUCTURE(S),
INCLUDING BUT NOT LIMITED TO PONDS, DAMS, BERMS, SEWAGE TREATMENT PLANTS, AND DIVERSIONARY
STRUCTURES;

B. ANY CHANGE IN THE NATURE OR CHARACTER OF THE REGULATED ACTIVITY FROM THAT WHICH WAS ORIGINALLY
APPROVED OR A CHANGE WHICH WOULD SIGNIFICANTLY IMPACT THE ABILITY OF THE PLAN TO PREVENT
POLLUTION OF THE EDWARDS AQUIFER;

C. ANY DEVELOPMENT OF LAND PREVIOUSLY IDENTIFIED AS UNDEVELOPED IN THE ORIGINAL WATER POLLUTION
ABATEMENT PLAN.

AUSTIN REGIONAL OFFICE
12100 PARK 35 CIRCLE, BUILDING A
AUSTIN, TEXAS  78753-1808
PHONE (512) 339-2929
FAX (512) 339-3795

SAN ANTONIO REGIONAL OFFICE
14250 JUDSON ROAD
SAN ANTONIO, TEXAS  78233-4480
PHONE (210) 490-3096
FAX (210) 545-4329

THESE GENERAL CONSTRUCTION NOTES MUST BE INCLUDED ON THE CONSTRUCTION PLANS PROVIDED TO THE
CONTRACTOR AND ALL SUBCONTRACTORS.
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PERMANENT STORMWATER SECTION (TCEQ-0600)
ATTACHMENTS A-I

Stone Oak Mercantile

PERMANENT STORMWATER SECTION ATTACHMENT “G” CONTINUED

SAMPLE MAINTENANCE TABLE

ITEM # DATE DESCRIPTION OF ACTION(S) TAKEN INITIALS



PERMANENT STORMWATER SECTION (TCEQ-0600)
ATTACHMENTS A-I

Stone Oak Mercantile

ATTACHMENT “H” – PILOT-SCALE FIELD TESTING PLAN

Not applicable.

ATTACHMENT “I” – MEASURE FOR MINIMIZING SURFACE STREAM
CONTAMINATION

The western pond will discharge directly to an existing underground storm drain system located adjacent
to the proposed pond outfall.
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TCEQ-0574 (Rev. 02-24-15)

Application Fee Schedule
Texas Commission on Environmental Quality
Edwards Aquifer Protection Program 30 TAC Chapter 213 (effective 05/01/2008)
Water Pollution Abatement Plans and Modifications
Contributing Zone Plans and Modifications

Project
Project Area in

Acres Fee
One Single Family Residential Dwelling < 5 $650

Multiple Single Family Residential and Parks < 5
5 < 10

10 < 40
40 < 100

100 < 500
≥ 500

$1,500
$3,000
$4,000
$6,500
$8,000

$10,000
Non-residential (Commercial, industrial, institutional,
multi-family residential, schools, and other sites
where regulated activities will occur)

< 1
1 < 5

5 < 10
10 < 40

40 < 100
≥ 100

$3,000
$4,000
$5,000
$6,500
$8,000

$10,000
Organized Sewage Collection Systems and Modifications

Project
Cost per Linear

Foot
Minimum Fee-
Maximum Fee

Sewage Collection Systems $0.50 $650 - $6,500

Underground and Aboveground Storage Tank System Facility Plans and
Modifications

Project
Cost per Tank or

Piping System
Minimum Fee-
Maximum Fee

Underground and Aboveground Storage Tank Facility $650 $650 - $6,500

Exception Requests
Project Fee

Exception Request $500

Extension of Time Requests
Project Fee

Extension of Time Request $150
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