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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 



 

TCEQ-20705 (Rev. 02-17-17)                                                                                                                                              2 of 4 

 

clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the 
alignment of the Sewage Collection System and manholes should be staked at the time the application is 
submitted. If the site is not marked the application may be returned. 

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of 
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two 
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the 
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to 
the second notice is not received, is incomplete or inadequate, or provides new information that is 
incomplete or inadequate, the application must be withdrawn or will be denied.  Please note that because the 
technical review is underway, whether the application is withdrawn or denied the application fee will be 
forfeited. 

4. The program has 90 calendar days to complete the technical review of the application.  If the application is 
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards 
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated 
activity may not begin until an approval is issued. 

Mid-Review Modifications 

It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays. 

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your 
Edwards Aquifer application has been deemed administratively complete by TCEQ.  This is considered a “Mid-
Review Modification”.  Mid-Review Modifications may require redistribution of an application that includes the 
proposed modifications for public comment.   

If you are proposing a Mid-Review Modification, two options are available: 

• If the technical review has begun your application can be denied/withdrawn, your fees will be forfeited, 
and the plan will have to be resubmitted.  

• TCEQ can continue the technical review of the application as it was submitted, and a modification 
application can be submitted at a later time. 

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and 
technical review processes and will be treated as a new application. The application will be redistributed to the 
affected jurisdictions. 

Please contact the regional office if you have questions.  If your project is located in Williamson, Travis, or Hays 
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina, 
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096 

Please fill out all required fields below and submit with your application. 

1. Regulated Entity Name: Blanco Road from Borgfeld 
Drive to Bexar/Comal County Line 

2. Regulated Entity No.: N/A 

3. Customer Name: Bexar County Public Works 
Department 

4. Customer No.: 604240044 

5. Project Type: 
(Please circle/check one) 

 New  Modification Extension Exception  

6. Plan Type: 
(Please circle/check one) 

  WPAP CZP SCS UST AST EXP EXT Technical 
Clarification 

Optional Enhanced 
Measures 

7. Land Use: 
(Please circle/check one) 

Residential   Non-residential 8. Site (acres):  35.79 

9. Application Fee: $6,500 10. Permanent BMP(s): Water Quality STUs 

11. SCS (Linear Ft.): N/A 12. AST/UST (No. Tanks): Not known AST/UST 

13. County: Bexar 14. Watershed: Indian Creek-Cibolo Creek 
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ __ 

Region (1 req.) __ __ __ 

County(ies) __ __ __ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 

__Hays Trinity 

__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer 

NA 

City(ies) Jurisdiction 

 

__Austin 

__Buda 

__Dripping Springs 

__Kyle 

__Mountain City 

__San Marcos 

__Wimberley 

__Woodcreek 

__Austin 
__Bee Cave 

__Pflugerville 

__Rollingwood 

__Round Rock 

__Sunset Valley 

__West Lake Hills 

__Austin 

__Cedar Park 

__Florence 

__Georgetown 

__Jerrell 

__Leander 

__Liberty Hill 

__Pflugerville 

__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) _X_ __ __ __ __ 

Region (1 req.) _X_ __ __ __ __ 

County(ies) _X_ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

_X_ Edwards Aquifer 
Authority 

_X_Trinity-Glen Rose 

__Edwards Aquifer 
Authority 

__Kinney 
__EAA 
__Medina 

__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 

__Fair Oaks Ranch 

__Helotes 

__Hill Country  Village 

__Hollywood Park 

_X_San Antonio (SAWS) 

__Shavano Park 

__Bulverde 

__Fair Oaks Ranch 

__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

Print Name of Customer/Authorized Agent  
 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 

Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 

Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 
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EDWARDS AQUIFER PROTECTION PROGRAM ROADWAY APPLICATION 

TCEQ-20872 

ATTACHMENT C – PROJECT DESCRIPTION 

The Blanco Road Phase III project is being constructed by the Bexar County Public Works and is 

located 7 miles north of the N Loop 1604 in San Antonio, Texas.  The southern limit of the proposed 

project will tie into the recently improved Blanco Road Phase II just North of intersection at Blanco 

Road and Borgfeld Drive while the northern limits will tie into Blanco Road just South of Bexar/Comal 

County Line. 

The existing Blanco Road consists of 2-lane rural sections within the limits of the project.  The total 

existing roadway width on Blanco Road between edges of pavement is 40-ft.    

The proposed improvements include the widening of approximately 2.15 miles of Blanco Road from 

its existing two-lane section to a typical section that will provide added capacity, operational 

improvements, and necessary drainage improvements within an existing 120-ft. (typical) Right-of-

Way (“ROW”). The project will consist of Hot Mix Asphalt Pavement, concrete curb and gutter, 

drainage and water quality improvements, grading and channel grading, topsoil work for final 

planting and seeding. There are existing culverts and ditches within the limits of the project.    

Total site area is 35.79 acres. Existing impervious cover is 11.46 acres (27%) and the proposed 

impervious area is 23.24 acres (54%). The existing impervious cover is based on 1989 land use and 

development. The roadway did not change between 1989 and now.  

Permanent water quality treatment will be provided by mechanical filtration method utilizing Jelly 

Fish designed to treat 86% of the increase in TSS caused by the project. Offsite areas are included in 

the calculations and are shown on the Site Plans. 

This project is located within the Edwards Aquifer, in both recharge and contributing zones. 

 



EDWARDS AQUIFER PROTECTION PROGRAM ROADWAY APPLICATION 

TCEQ-20872 

ATTACHMENT D – FACTORS AFFECTING WATER QUALITY 

 
I. Major Soil Disturbing Activities Include: 

a. Install erosion and sediment control BMPs down-slope of work area and initiate 

inspection and maintenance activities. 

b. Begin phased construction with interim stabilization practices. Adjust erosion and 

sedimentation controls during construction to meet requirements and changing 

conditions and as directed/approved by the Environmental Compliance Inspector or 

Environmental Compliance Manager.  

c. Major soil disturbing activities may include but are not limited to: right-of-way 

preparation, drill shafts, cut and/or fill, paving operations, final grading and placement 

of topsoil and the following: 

• Clearing and Grubbing  

• Placement of road base  

• Construction of retaining walls  

• Upgrading or replacing culverts or bridges  

• Utility Relocation  

 

II. Potential sources of contamination associated with the construction phase of this  

project that could affect storm water quality are listed as follows:  

1. Runoff and erosion of sediment and pollutants from exposed soil due to site 

preparation, including grading, excavation, trenching, drilling, boring and clearing 

vegetation.  

2. Oil and Grease from runoff pollutants associated with paving.  

3. Construction sewage leaks from sanitary facilities including portable bathrooms.  

4. Gasoline, engine coolant, transmission fluid, etc. from leaks or spills associated with 

vehicle use on site.  

5. Sediment and high pH runoff caused by concrete mixer washout.  

6. Construction product staging, storage, waste and litter.  

7. Fertilizer and pesticide used for landscaping. 

8. Building materials such as sealants leaked or spilled on site. 

9. TSS runoff loads from roadways. 

 

III. Potential sources of contamination associated with the operation phase of this project that 

could affect storm water quality are listed as follows:  

1. Surface water runoff form roadway pavement.  

2. TSS runoff loads from roadways.  

3. Runoff for fuel or hazardous material spills.  

4. Sewer lines and potential leaks. Lines within the project corridor are owned by San 

Antonio Water System (SAWS) will be submitted separately by SAWS for relocation of 

the sewer lines. 



EDWARDS AQUIFER PROTECTION PROGRAM ROADWAY APPLICATION 

TCEQ-20872 

ATTACHMENT E – BMPs FOR UPGRADIENT STORMWATER 

 
All upgradient stormwater is collected in roadside ditches and existing systems, and diverted around the 

proposed impervious cover. Upgradient stormwater may still end up in systems with water quality units 

and treated prior to discharge into culverts and eventually offsite.  In the permanent condition, all 

upgradient flow patterns will remain unchanged and TSS loading will not be increased. All on-site runoff 

affected by increased impervious cover will be treated fully before converging with upgradient 

stormwater. 
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