
TCEQ-0592 (Rev. July 15, 2015)           Page 1 of 2

 Texas Commission on Environmental Quality
Water Pollution Abatement Plan

General Construction Notes

Edwards Aquifer Protection Program Construction Notes – Legal Disclaimer

The following/listed “construction notes” are intended to be advisory in nature only and do not constitute an approval or conditional approval 
by the Executive Director (ED), nor do they constitute a comprehensive listing of rules or conditions to be followed during construction.  
Further actions may be required to achieve compliance with TCEQ regulations found in Title 30, Texas Administrative Code (TAC), Chapters 
213 and 217, as well as local ordinances and regulations providing for the protection of water quality. Additionally, nothing contained in the 
following/listed “construction notes” restricts the powers of the ED, the commission or any other governmental entity to prevent, correct, or 
curtail activities that result or may result in pollution of the Edwards Aquifer or hydrologically connected surface waters.  The holder of any 
Edwards Aquifer Protection Plan containing “construction notes” is still responsible for compliance with Title 30, TAC, Chapters 213 or any 
other applicable TCEQ regulation, as well as all conditions of an Edwards Aquifer Protection Plan through all phases of plan implementation. 
Failure to comply with any condition of the ED's approval, whether or not in contradiction of any “construction notes,” is a violation of TCEQ 
regulations and any violation is subject to administrative rules, orders, and penalties as provided under Title 30, TAC § 213.10 (relating to 
Enforcement). Such violations may also be subject to civil penalties and injunction.  The following/listed “construction notes” in no way 
represent an approved exception by the ED to any part of Title 30 TAC, Chapters 213 and 217, or any other TCEQ applicable regulation

1. A written notice of construction must be submitted to the TCEQ regional office at least 48 
hours prior to the start of any regulated activities.  This notice must include:

- the name of the approved project;
- the activity start date; and
- the contact information of the prime contractor. 

2. All contractors conducting regulated activities associated with this project must be provided 
with complete copies of the approved Water Pollution Abatement Plan (WPAP) and the TCEQ 
letter indicating the specific conditions of its approval.  During the course of these regulated 
activities, the contractors are required to keep on-site copies of the approved plan and 
approval letter.

3. If any sensitive feature(s) (caves, solution cavity, sink hole, etc.) is discovered during 
construction, all regulated activities near the sensitive feature must be suspended 
immediately. The appropriate TCEQ regional office must be immediately notified of any 
sensitive features encountered during construction. Construction activities may not be 
resumed until the TCEQ has reviewed and approved the appropriate protective measures in 
order to protect any sensitive feature and the Edwards Aquifer from potentially adverse 
impacts to water quality.  

4. No temporary or permanent hazardous substance storage tank shall be installed within 150 
feet of a water supply source, distribution system, well, or sensitive feature. 

5. Prior to beginning any construction activity, all temporary erosion and sedimentation (E&S) 
control measures must be properly installed and maintained in accordance with the approved 
plans and manufacturers specifications.  If inspections indicate a control has been used 
inappropriately, or incorrectly, the applicant must replace or modify the control for site 
situations. These controls must remain in place until the disturbed areas have been 
permanently stabilized. 

6. Any sediment that escapes the construction site must be collected and properly disposed of 
before the next rain event to ensure it is not washed into surface streams, sensitive features, 
etc. 

7. Sediment must be removed from the sediment traps or sedimentation basins not later than 
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when it occupies 50% of the basin’s design capacity. 

8. Litter, construction debris, and construction chemicals exposed to stormwater shall be 
prevented from being discharged offsite.

9. All spoils (excavated material) generated from the project site must be stored on-site with 
proper E&S controls.  For storage or disposal of spoils at another site on the Edwards Aquifer 
Recharge Zone, the owner of the site must receive approval of a water pollution abatement 
plan for the placement of fill material or mass grading prior to the placement of spoils at the 
other site.

10. If portions of the site will have a temporary or permanent cease in construction activity lasting 
longer than 14 days, soil stabilization in those areas shall be initiated as soon as possible prior 
to the 14th day of inactivity.  If activity will resume prior to the 21st day, stabilization measures 
are not required.  If drought conditions or inclement weather prevent action by the 14th day, 
stabilization measures shall be initiated as soon as possible.  

11. The following records shall be maintained and made available to the TCEQ upon request:  
- the dates when major grading activities occur; 
- the dates when construction activities temporarily or permanently cease on a portion 

of the site; and 
- the dates when stabilization measures are initiated.

12. The holder of any approved Edward Aquifer protection plan must notify the appropriate 
regional office in writing and obtain approval from the executive director prior to initiating any 
of the following:

A. any physical or operational modification of any water pollution abatement structure(s), 
including but not limited to ponds, dams, berms, sewage treatment plants, and 
diversionary structures;

B. any change in the nature or character of the regulated activity from that which was 
originally approved or a change which would significantly impact the ability of the plan 
to prevent pollution of the Edwards Aquifer;

C. any development of land previously identified as undeveloped in the original water 
pollution abatement plan.

Austin Regional Office
12100 Park 35 Circle, Building A
Austin, Texas  78753-1808
Phone (512) 339-2929
Fax (512) 339-3795

San Antonio Regional Office
14250 Judson Road
San Antonio, Texas  78233-4480
Phone (210) 490-3096
Fax (210) 545-4329

THESE GENERAL CONSTRUCTION NOTES MUST BE INCLUDED ON THE CONSTRUCTION 
PLANS PROVIDED TO THE CONTRACTOR AND ALL SUBCONTRACTORS.
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Factors Affecting Surface Water Quality 

 

Factors that could affect the quality of the water discharges for the ultimate land use are: 

• Oil, grease, and fuel from vehicle drippings; 

• Dirt from vehicles; 

• Trash and litter; 

• Hydrocarbons from asphalt paving operations. 
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Spill Report Actions 

 
The following are the material management practices that will be used to reduce the risk of spills  

or other accidental exposure of the materials and substances described above to storm water  

runoff.  

  

Education  

  

(1) Be aware that different materials pollute in different amounts. Make sure that  

each employee knows what a “significant spill” is for each material they use, and  

what is the appropriate response for “significant” and “insignificant” spills.  

Employees should also be aware of when spill must be reported to the TCEQ.  

Information available in 30 TAC 327.4 and 40 CFR 302.4.  

  

(2) Educate employees and subcontractors on potential danger to humans and the  

environment from spills and leaks.  

  

(3) Hold regular meetings to discuss and reinforce appropriate disposal procedures  

(incorporate into regular safety meetings).  

  

(4) Establish a continuing education program to indoctrinate new employees.  

  

(5) Have contractor’s superintendent or representative oversee and enforce proper  

spill prevention and control measures.  

  

General Measures  

  

(1) To the extent that the work can be accomplished safely, spills of oil, petroleum  

products, substances listed under 40 CFR parts 110, 117, and 302, and sanitary  

and septic wastes should be contained and cleaned up immediately.  

  

(2) Store hazardous materials and wastes in covered containers and protect from  

vandalism.  

  

(3) Place a stockpile of spill cleanup materials where it will be readily accessible.  

  

(4) Train employees in spill prevention and cleanup.  

  

(5) Designate responsible individuals to oversee and enforce control measures.  



  

(6) Spills should be covered and protected from stormwater run-on during rainfall  

to the extent that it doesn’t compromise cleanup activities.  

  

(7) Do not bury or wash spills with water.  

  

(8) Store and dispose of used clean up materials, contaminated materials, and  

recovered spill material that is no longer suitable for the intended purpose in  

conformance with the provisions in applicable BMPs. 

 

(9) Do not allow water used for cleaning and decontamination to enter storm drains  

or watercourses. Collect and dispose of contaminated water in accordance with  

applicable regulations.  

  

(10) Contain water overflow or minor water spillage and do not allow it to discharge  

into drainage facilities or watercourses.  

  

(11) Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup,  

and spill reporting instructions for hazardous materials stored or used on the  

project site in an open, conspicuous, and accessible location.  

  

(12) Keep waste storage areas clean, well-organized, and equipped with ample  

cleanup supplies as appropriate for the materials being stored. Perimeter  

controls, containment structures, cover, and liners should be repaired or replaced  

as needed to maintain proper function.  

  

Cleanup  

  

(1) Clean up leaks and spills immediately.  

  

(2) Use a rag for small spills on paved surfaces, a damp mop for general cleanup,  

and absorbent material for larger spills. If the spilled material is hazardous, then  

the used cleanup materials are also hazardous and must be disposed of as  

hazardous waste.  

  

(3) Never hose down or bury dry material spills. Clean up as much of the material  

as possible and dispose of properly. See the waste management BMPs in this  

section for specific information.  

  

Minor Spills  

  

(1) Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can  

be controlled by the first responder at the discovery of the spill.  

  



(2) Use absorbent materials on small spills rather than hosing down or burying the  

spill.  

  

(3) Absorbent materials should be promptly removed and disposed of properly.  

  

(4) Follow the practice below for a minor spill:  

  

(5) Contain the spread of the spill.  

  

(6) Recover spilled materials.  

  

(7) Clean the contaminated area and properly dispose of contaminated materials. 

 

Semi-Significant Spills – can be controlled by the first responder along with the aid of  

other personnel such as laborers and the foreman, etc. This response may require the  

cessation of all other activities. Spills should be cleaned up immediately:  

  

(1) Contain spread of the spill.  

  

(2) Notify the project foreman immediately.  

  

(3) If the spill occurs on paved or impermeable surfaces, clean up using “dry”  

methods (absorbent materials, cat litter and/or rags). Contain the spill by  

encircling with absorbent materials and do not let the spill spread widely.  

  

(4) If the spill occurs in dirt areas, immediately contain the spill by constructing an  

earthen dike. Dig up and properly dispose of contaminated soil.  

  

(5) If the spill occurs during rain, cover spill with tarps or other material to prevent  

contaminating runoff.  

  

Significant/Hazardous Spills  

  

For significant or hazardous spills that are in reportable quantities:  

  

(1) Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-  

339-2929 (Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM.  

After hours, contact the Environmental Release Hotline at 1-800-832-8224. It is  

the contractor’s responsibility to have all emergency phone numbers at the  

construction site.  

  

(2) For spills of federal reportable quantities, in conformance with the requirements  

on 40 CFR parts 110, 119, and 302, the contractor should notify the National  

Response Center at (800) 424-8802.  



  

(3) Notification should first be made by telephone and followed up with a written  

report.  

  

(4) The services of a spills contractor or a Haz-Mat team should be obtained  

immediately. Construction personnel should not attempt to clean up until the  

appropriate and qualified staffs have arrived at the job site.  

  

(5) Other agencies which may need to be consulted include, but are not limited to,  

the City Police Department, County Sheriff Office, Fire Departments, etc. 
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Potential Sources of Contamination 

 

Sources of contamination during construction that could potentially affect surface and groundwater 

quality are as follows: 

 

Potential Source Preventative Measure 

Asphalt Products Used on this Project After placement of Asphalt, emulsion or coatings,  

the contractor will be responsible for immediate  

cleanup should an unexpected rain occur. For the  

duration of the asphalt product curing time, the  

contractor will maintain standby personnel and  

equipment to contain any asphalt wash-off should  

an unexpected rain occur. The Contractor will be  

instructed not to place asphalt products on the  

ground within 48 hours of a forecasted rain event. 

Oil, Grease, Fuel, and Hydraulic Fluid Drippings Vehicle maintenance when possible will be 

performed within the construction staging area. 

Miscellaneous Trash and Litter Trash containers will be placed throughout the site 

to encourage proper trash disposal. 

Construction Debris Construction debris will be monitored daily by the 

contractor. Debris will be collected weekly and 

placed in disposal bins. Situations requiring 

immediate attention will be addressed on a case-

by-case basis. 
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Structural Practices 

 

The structural practices that will be used to divert and store flows and limit runoff discharge or 

pollutants will be the use of inlet protection. 
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EDWARDS AQUIFER CONTRIBUTING ZONE 

STORMWATER QUALITY MAINTENANCE PLAN 
 

 

INSTALLATION MAINTENANCE REMOVAL 

DATE 
CONTROL 

TYPE 
DATE 

CONTROL 
TYPE 

DATE 
CONTROL 

TYPE 

      

      

      

      

      

      

      

      

      

      

      

      

      

Note: Reference Contributing Zone Application Attachment N Maintenance Plan and Schedule for BMP’s 
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