Texas Commission on Environmental Quality

Edwards Aquifer Application Cover Page

Our Review of Your Application

The Edwards Aquifer Program staff conducts an administrative and technical review of all
applications. The turnaround time for administrative review can be up to 30 days as outlined
in 30 TAC 213.4(e). Generally administrative completeness is determined during the intake
meeting or within a few days of receipt. The turnaround time for technical review of an
administratively complete Edwards Aquifer application is 90 days as outlined in 30 TAC
213.4(e). Please know that the review and approval time is directly impacted by the quality
and completeness of the initial application that is received. In order to conduct a timely
review, it is imperative that the information provided in an Edwards Aquifer application
include final plans, be accurate, complete, and in compliance with 30 TAC 213.

Administrative Review

1.

Edwards Aquifer applications must be deemed administratively complete before a technical review can
begin. To be considered administratively complete, the application must contain completed forms and
attachments, provide the requested information, and meet all the site plan requirements. The submitted
application and plan sheets should be final plans. Please submit one full-size set of plan sheets with the
original application, and half-size sets with the additional copies.

To ensure that all applicable documents are included in the application, the program has developed tools to
guide you and web pages to provide all forms, checklists, and guidance. Please visit the below website for
assistance: http://www.tceq.texas.gov/field/eapp.

This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in
the application and brought to the administrative review meeting.

Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their
authorized agent should call the appropriate regional office, according to the county in which the project is
located, to schedule a review. The average meeting time is one hour.

In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after.
Administrative deficiencies will cause the application to be deemed incomplete and returned.

An appointment should be made to resubmit the application. The application is re-examined to ensure all
deficiencies are resolved. The application will only be deemed administratively complete when all
administrative deficiencies are addressed.

If an application is received by mail, courier service, or otherwise submitted without a review meeting, the
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the
results of the administrative review. If the application is found to be administratively incomplete, it can be
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may
require arrangements for return shipping.

If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive”
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585
Instructions).

Technical Review

1.

When an application is deemed administratively complete, the technical review period begins. The regional
office will distribute copies of the application to the identified affected city, county, and groundwater
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ.

A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be
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clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the
alignment of the Sewage Collection System and manholes should be staked at the time the application is
submitted. If the site is not marked the application may be returned.

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to
the second notice is not received, is incomplete or inadequate, or provides new information that is
incomplete or inadequate, the application must be withdrawn or will be denied. Please note that because the
technical review is underway, whether the application is withdrawn or denied the application fee will be
forfeited.

4. The program has 90 calendar days to complete the technical review of the application. If the application is
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated
activity may not begin until an approval is issued.

Mid-Review Modifications
It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays.

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your
Edwards Aquifer application has been deemed administratively complete by TCEQ. This is considered a “Mid-
Review Modification”. Mid-Review Modifications may require redistribution of an application that includes the
proposed modifications for public comment.

If you are proposing a Mid-Review Modification, two options are available:

e Ifthe technical review has begun your application can be denied/withdrawn, your fees will be forfeited,
and the plan will have to be resubmitted.

¢ TCEQ can continue the technical review of the application as it was submitted, and a modification
application can be submitted at a later time.

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and
technical review processes and will be treated as a new application. The application will be redistributed to the
affected jurisdictions.

Please contact the regional office if you have questions. If your project is located in Williamson, Travis, or Hays
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina,
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096

Please fill out all required fields below and submit with your application.

1. Regulated Entity Name: Vance Jackson Pre-
Owned Service Building For: Principle BMW / 2, Regulated Entity No.: RN112110481
MINI / VOLVO

3. Customer Name: Vance Jackson Office Park,
4. Customer No.:

LLC

5. Project Type: . . . .

(Please circle/check one) New @ Extension | Exception

6. Plan Type: WPAP /CZP\ scs |usT | AsT | Exp | ExT | Technical Optional Enhanced

(Please circle/check one) \_/ Clarification Measures

~. Land Use: : . o . R .

(Please circle/check one) Residential @ 8. Site (acres): 7.50 acres

9. Application Fee: |$5,000 10. Permanent BMP(s): Partial Sedimentation & Filtration
Svstem (Sand Basin)

11. SCS (Linear Ft.): 12. AST/UST (No. Tanks):
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13. County:

Bexar

14. Watershed:

Upper SAR Watershed

Application Distribution

Instructions: Use the table below to determine the number of applications required. One original and one copy
of the application, plus additional copies (as needed) for each affected incorporated city, county, and
groundwater conservation district are required. Linear projects or large projects, which cross into multiple
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the
EAPP Boundaries” map found at:

http://www.tceq.texas.gov/assets/public/compliance/field ops/eapp/EAPP%20GWCD%20map.pdf

For more detailed boundaries, please contact the conservation district directly.

Austin Region
County: Hays Travis Williamson
Original (1 req.) _ _ _
Region (1 req.) . _ _
County(ies) . _ _
__Edwards Aquifer
Authority
Groundwater Conservation . .
District(s) __Barton Springs/ __Barton Springs/ NA
Edwards Aquifer Edwards Aquifer
___Hays Trinity
__ Plum Creek
Austi ___Austin
ustin
o Austin __Cedar Park
__Buda —
Drinping Spri __Bee Cave __Florence
ripping Springs .
o e — "TIPPINg SPTIng __Pflugerville __Georgetown
City(ies) Jurisdiction __Kyle .
o __Rollingwood _ Jerrell
___Mountain City __Round Rock " Leander
_Sa'n Marcos __Sunset Valley __Liberty Hill
— Wimberley __West Lake Hills Pflugerville
__Woodcreek —
__Round Rock
San Antonio Region
County: Bexar Comal Kinney Medina Uvalde
Original (1 req.) X _ _ _ _
Region (1 req.) X _ _ _ _
County(ies) X _ _ _ _
Groundwater .
Conservation X Edwar_ds Aquifer ___Edwards Aquifer . __EAA __EAA
District(s) Authority Authority —Kinney Medina Uvalde
X_Trinity-Glen Rose — —
__ Castle Hills __ Bulverde
. __ Fair Oaks Ranch __Fair Oaks Ranch __ San
City(ies) : NA Antonio ETJ | NA
Jurisdiction __Helotes __Garden Ridge (SAWS)
__Hill Country Village —ls\fehw liraunfels
__Hollywood Park —>chertz
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(210) 485-5683

PARKING SUMMARY TABLE SURVE TABLE
CURVE # | LENGTH | RADIUS DELTA CHORD

C1 213.96'|1,957.00°| 0615'51" | 213.85'

CHORD BEARING
N 052109 W
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1. Written construction notification must be given to the appropriate TCEQ regional office NOT TO SCALE C HAI N LI N K F E N C E D ETAI L
no later than 48 hours prior to commencement of the regulated activity. Information — 6/ —| ——678—— | CONTOUR
must include the date on which the regulated activity will commence, the name of the NOT TO SCALE v 78550 SPOT ELEVATION
approved plan for the regulated activity, and the name of the prime contractor and the -
name and telephone number of the contact person. 785.50 SPOT ELEVATION/TOP OF CURB
GATE POST (STEEL 785.00 SPOT ELEVATION/GUTTER
2. Al d lated d with th b PROPOSED 10’ 6—#3 BARS 2 3/8" 0 D( 3 65)
. contractors conducting regulated activities associated with this project must be - .U, .
provided with complete copies of the approved Water Pollution Abatement Plan and m TEST METHOD M SPECIFICATION (MlN) WEIR OPENING PLACED AS SHOWN BO[I;’ %AI'II-IZ_EELG(E’IILI\I!: , LBS./L.F.) OR EQUAL SPOT ELEVATION/GUTTER
the TCEQ letter indicating the specific conditions of its approval. During the course of (227 LBS./ L.F.) | 4" GATE OPENING | SPOT ELEVATION/TOP OF WALL
;hpepsrivfgtgllit:gna(\jcg\slt)l;s\}atlr::n(::.r\tractors are required to keep on-site copies of the UN'T WE'GHT OZ/SQ YD 8 6" 10’_0" 6" TIES @ 12" CTRS. SPOT ELEVATION/BOTTOM OF WALL
. f ) » N FILTRATION RATE IN/SEC 0.08 1/2"R GATE FORK LATCH - - / HP HIGHPOINT
. any sensitive feature is discovered during construction, all regulated activities near 1029.00° T 7 X L > L I~ | mF——
the sensitive feature must be suspended immediately. The appropriate TCEQ regional PUNCTURE STRENGTH ASTM D-751 (MODl Fl ED) LB 125 N ) , ER NN %‘:%”””’%:Qg S PIE - —— | SWALE
office must be immediately notified of any sensitive features encountered during MULLEN BURST STRENGTH ASTM D—-751 PS| 400 //\/\\4\ L 1028.20 g \J QK :0:0:’0‘0’0’0’0’0.:,.:.4_:@‘0:&%:’:
construction. The regulated activities near the sensitive feature may not proceed until TENSILE STRENGTH ASTM D—1682 LB 200 PN [ A « o S 5 Y \\>/// \ ’0’0’“’0:0:0”0‘0”‘0‘0: w&;’.‘.‘. k —N— FLOW ARROW )
the TCEQ has reviewed and approved the methods proposed to protect the sensitive \ \\\ NGOG OO ) SN . 0:0:0:0:0:0",’:0:0:0:4 0:%‘:/’/‘:"
feature and the Edwards Aquifer from any potentially adverse impacts to water quality. EQU |V OPEN | NG S'ZE US STAN DARD S'EVE NO 80 5" /3;)/66/;3/\/656(;;&{'./{\/ XSRS KRNI XS ? &&&:&'&:&:‘%‘s ::z:’;“/é:‘:%
g I | K550 RIS | [KSHLRRR5EAR ”
4. No temporary aboveground hydrocarbon and hazardous substance storage tank vy ¥ &g&m‘z‘:‘% :?;“:::0‘0:::::’: i
system is installed within 150 feet of a domestic, industrial, irrigation, or public water 1 X1 DISSIPATOR NATIVE SOIL COMPACTED TO #3 BARS @ 15” 0.C i ’:’:’:W%’:’Q”:’:‘ “Oy 0300 8.
supply well, or other sensitive feature. BLOCKS. STAGGER AS 85% OF MAX DRY DENSITY o ’0"’0’0’0’0’0’0’0’%“”’4— = / GRADING NOTE: g
ROCK RUBBLE SHOWN ON PLAN. RS K
5.  Prior to commencement of construction, all temporary erosion and sedimentation (E&S) 1 NS 1. 1UNLESS NOTED OTHERWISE, ALL PARKING LOT GRADES ARE TO INVERT OF
control measures must be properly selected, installed, and maintained in accordance S ECTION D-D ; i < s !
with the manufacturers specifications and good engineering practices. ~Controls \ 'Fo57 655X =N—1_ N N\ // N // N / N \/ GUTTER. ADD 0.5° TO GUTTER GRADE FOR TOP OF CURB GRADE EXCEPT ;
specified in the temporary storm water section of the approved Edwards Aquifer CONCRETE STRENGTH \ - SCALE: N.T.S. / / / H// e WHERE CURB IS FLUSH WITH INVERT. (Y]
; ; ; : ; ; i di STRETCHER e e e ) A% AN -
Protection Plan are required during construction. If inspections indicate a control has 3000 MIN PSI AT 28 DAYS A c BAR / n
been used inappropriately, or incorrectly, the applicant must replace or modify the | l ® M/M//\ 3/16%x3/4" N AN AN \ \\H/ \\ é> 2. CONTRACTOR SHALL VERIFY EXISTING TOPOGRAPHIC INFORMATION SHOWN g
control for site situations. The controls must remain in place until disturbed areas are | / e AN AN e ON THESE PLANS WITH THE BENCHMARKS SHOWN ON THESE PLANS PRIOR
T \ \ —{1029.00 FLAT =]
revegetated and the areas have become permanently stabilized. - LW‘/ = % = = | \ . — /\/ / / // / // / //\// // / (|‘E‘ LEVEL LOOP AND SPOT CHECK GRADES) TO ANY EARTHWORK OR %
6. If sediment escapes the construction site, off-site accumulations of sediment must be _l | |:| 7 V/l \ : \ \/ \\ \/ AN \/ \\ \/ \ \/ AN { K K %RQEEKTE&UTY LINES. IF A DISCREPANCY IS FOUND NOTIFY OUR OFFICE t
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., "-;l_" 1029.00 X ¢ \4\/ ) N : 5
fugitive sediment in street being washed into surface streams or sensitive features by N - \ l l <
the next rain). L 5" 3000 PSI CONCRETE o \ EARTHEN BERM EARTHEN BERM 3. SEE SHEET C2.0 FOR POND DIMENSIONS S
/ - 1024.89 \ -0 o
7. Sediment must be removed from sediment traps or sedimentation ponds not later than ” 8"x8” 'L’ DOWEL AS SHOWN 4 REBAR - \ © &
when design capacity has been reduced by 50%. A permanent stake must be provided #‘3 BARS @ 127 0.C.E.W. (# ) B © = (g\ O;\ t\o\ \ c F IIII—J
that can indicate when the sediment occupies 50% of the basin volume. 95% COMPACTED SUBGRADE ////// O\, ‘1&"‘ oo\ % 2 2 < O O C HAI N LI N K GATE D ETAI L BENC H MARKS ; <Z:
— oo -/ < .
8. Litter, construction debris, and construction chemicals exposed to stormwater shall be '8% 2 9 ‘(2 K O //\’\ NOT TO SCALE E EI
prevented from becoming a pollutant source for stormwater discharges (e.g., screening ’ ? N Rt <| O
outfalls, picked up daily). 1 X1 EN ERGY D| SSHDATORS (BAFFLE BLOCKS DETA| L) 3 / \ ﬁ - > TBM #1: MAG NAIL IN EXISTING CONCRETE CURB LOCATED 12 FEET SOUTH 2|2
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Edwards Aquifer Recharge Zone, the owner of the site must receive approval of a w e é ﬁ ROCK RUBBLE (N 1378730_6‘36’ E %1 46807.1 7) % 7] E
water pollution abatement plan for the placement of fill material or mass grading prior to E - R R ELEVATION = 1117.22 o E E
the placement of spoils at the other site. E \/ ;/ el = X|>
° & - ( BOTTOM OF ~ TBM #2: MAG NAIL IN EXISTING CONCRETE CURB LOCATED 13 FEET EAST OF w
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where construction activities have temporarily or permanently ceased, but in no case 1029.00" , W I ﬁ \ 1024.10" ,@ ( / (N=1 3787519.29, E=21 46925_33)
more than 14 days after the construction activity in that portion of the site has : ) = 3 O - . 2 ELEVATION = 1111.05°
temporarily or permanently ceased. Where the initiation of stabilization measures by P E g :
the 14th day after construction activity temporary or permanently cease is precluded by 1024.00° | - 7 <

Where construction activity on a portion of the site is temporarily ceased, and earth R R A AT R PR TR T R R R ST AT W\M = ’1 1029.52 JCV
disturbing activities will be resumed within 21 days, temporary stabilization measures - ) 5 T T AT H P ‘ /

do not have to be initiated on that portion of site. In areas experiencing droughts where R ToP OF SAND = AL 9

the initiation of stabilization measures by the 14th day after construction activity has DETENTION POND TO BE LINED WITH A 30 MIL ! TOP OF GRAVEL 1024.00° ‘ X ®
temporarily or permanently ceased is precluded by seasonal arid conditions, PVC LINER OR APPROVED EQUAL BY TCEQ 1022.00 1022.50' - 3

RG—348 MANUAL; OVERLAIN AND STABILIZED O

= 1022.50 g T
stabilization measures shall be initiated as soon as practicable. WITH A MINIMUM OF 6” COMPACTED TOPSOIL S E CTIO N B B 1 i Ve, & 0 (e
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11. The following records shall be maintained and made available to the TCEQ upon O &
request: the dates when major grading activities occur; the dates when construction NOT TO SCALE o — By d1024.51
3 5 o

TOTAL VOLUME OF BASIN @ 1028.20 WSEL = 32,242 CU FT > 31,993 CU FT
TOTAL VOLUME OF BASIN = 42,705 CU FT > 31,993 CU FT

- GABION SEPERATOR WALL TOTAL FILTRATION AREA = 3,215 SQ FT > 2,666 SQ FT

TOTAL SEDIMENTATION AREA = 1,713 SQ FT > 667 SQ FT
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activities temporarily or permanently cease on a portion of the site; and the dates when w 4 1024.52 DETAIL
stabilization measures are initiated. §| ) LI il VOLUME AND AREA COMPLIES WITH REQUIRED MINIMUMS
. . . . El 1029.25 i NOT TO SCALE
12.  The holder of any approved Edward Aquifer protection plan must notify the appropriate ) L BAL X
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‘ = BSOS 1024.35 N / X
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Contributing Zone Plan

Attachment N — Inspection, Maintenance, Repair and Retrofit Plan

See attached Plan.
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Contributing Zone Plan

Attachment O — Pilot-Scale Field Testing Plan

The TCEQ’s TGM was used to design the BMP’s for this project.

Attachment P— Measures for Minimizing Surface Stream Contamination

Any points where discharge from this site is concentrated and erosive velocities exist will
include appropriately sized energy dissipaters to reduce velocities to non-erosive levels.
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Temporary Stormwater Section

Attachment A — Spill Response Actions

Spill Prevention and Control

The objective of this section is to describe measures to prevent or reduce the discharge of
pollutants to drainage systems or watercourses from leaks and spills by reducing the chance for
spills, stopping the source of spills, containing and cleaning up spills, properly disposing of spill
materials, and training employees.

The following steps will help reduce the storm water impacts of leaks and spills:

Education

(1)

Be aware that different materials pollute in different amounts. Make sure that each
employee knows what a “significant spill” is for each material they use, and what is the
appropriate response for “significant” and “insignificant” spills. Employees should also
be aware of when spill must be reported to the TCEQ. Information available in 30 TAC
327.4 and 40 CFR 302.4.

(2) Educate employees and subcontractors on potential dangers to humans and the
environment from spills and leaks.

3) Hold regular meetings to discuss and reinforce appropriate disposal procedures
(incorporate into regular safety meetings).

4) Establish a continuing education program to indoctrinate new employees.

(%) Have contractor's superintendent or representative oversee and enforce proper spill
prevention and control measures.

General Measures

(1) To the extent that the work can be accomplished safely, spills of oil, petroleum products,
and substances listed under 40 CFR parts 110,117, and 302, and sanitary and septic
wastes should be contained and cleaned up immediately.

(2) Store hazardous materials and wastes in covered containers and protect from vandalism.

3) Place a stockpile of spill cleanup materials where it will be readily accessible.

(4) Train employees in spill prevention and cleanup.

)

Designate responsible individuals to oversee and enforce control measures.



(6) Spills should be covered and protected from stormwater runoff during rainfall to the
extent that it doesn't compromise cleanup activities.

(7) Do not bury or wash spills with water.

(8) Store and dispose of used clean up materials, contaminated materials, and recovered spill
material that is no longer suitable for the intended purpose in conformance with the
provisions in applicable BMPs.

9) Do not allow water used for cleaning and decontamination to enter storm drains or
watercourses. Collect and dispose of contaminated water in accordance with applicable
regulations.

(10)  Contain water overflow or minor water spillage and do not allow it to discharge into
drainage facilities or watercourses.

(11)  Place Material Safety Data Sheets (MSDS), as well as proper storage, cleanup, and spill
reporting instructions for hazardous materials stored or used on the project site in an
open, conspicuous, and accessible location.

(12) Keep waste storage areas clean, well organized, and equipped with ample cleanup
supplies as appropriate for the materials being stored. Perimeter controls, containment
structures, covers, and liners should be repaired or replaced as needed to maintain proper
function.

Cleanup
(1) Clean up leaks and spills immediately.

(2) Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and
absorbent material for larger spills. If the spilled material is hazardous, then the used
cleanup materials are also hazardous and must be disposed of as hazardous waste.

(3)  Never hose down or bury dry material spills. Clean up as much of the material as possible
and dispose of properly. See the waste management BMPs in this section for specific
information.

Minor Spills

(1) Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be
controlled by the first responder at the discovery of the spill.

(2) Use absorbent materials on small spills rather than hosing down or burying the spill.

(3)  Absorbent materials should be promptly removed and disposed of properly.

4) Follow the practice below for a minor spill:



a) Contain the spread of the spill.
b) Recover spilled materials.
c) Clean the contaminated area and properly dispose of contaminated materials.

Semi-significant Spills

Semi-significant spills still can be controlled by the first responder along with the aid of other
personnel such as laborers and the foreman, etc. This response may require the cessation of all
other activities.

Spills should be cleaned up immediately:
(1) Contain spread of the spill.
(2) Notify the project foreman immediately.

3) If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods
(absorbent materials, cat litter and/or rags). Contain the spill by encircling with absorbent
materials and do not let the spill spread widely.

(4) If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen
dike. Dig up and properly dispose of contaminated soil.

(%) If the spill occurs during rain, cover spill with tarps or other material to prevent
contaminating runoff.

Significant/Hazardous Spills
For significant or hazardous spills that are in reportable quantities:

(1) Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-2929
(Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, contact
the Environmental Release Hotline at 1-800-832-8224. It is the contractor's responsibility
to have all emergency phone numbers at the construction site.

(2) For spills of federal reportable quantities, in conformance with the requirements in 40
CFR parts 110,119, and 302, the contractor should notify the National Response Center at
(800) 424-8802.

3) Notification should first be made by telephone and followed up with a written report.
4) The services of a spills contractor or a Haz-Mat team should be obtained immediately.
Construction personnel should not attempt to clean up until the appropriate and qualified

staffs have arrived at the job site.

(5) Other agencies which may need to be consulted include, but are not limited to, the City
Police Department, County Sheriff Office, Fire Departments, etc.



More information on spill rules and appropriate responses is available on the TCEQ
website at:
http://www.tnrcc.state.tx.us/enforcement/emergency_response.html.

Vehicle and Equipment Maintenance

(1)

2)

€)

(4)

)
(6)

(7)

®)

)

If maintenance must occur onsite, use a designated area and a secondary containment,
located away from drainage courses, to prevent the runon of stormwater and the runoff of
spills.

Regularly inspect onsite vehicles and equipment for leaks and repair immediately.

Check incoming vehicles and equipment (including delivery trucks, and employee and
subcontractor vehicles) for leaking oil and fluids. Do not allow leaking vehicles or
equipment onsite.

Always use secondary containment, such as a drain pan or drop cloth, to catch spills or
leaks when removing or changing fluids.

Place drip pans or absorbent materials under paving equipment when not in use.

Use absorbent materials on small spills rather than hosing down or burying the spill.
Remove the absorbent materials promptly and dispose of properly.

Promptly transfer used fluids to the proper waste or recycling drums. Don't leave full drip
pans or other open containers lying around.

Oil filters disposed of in trashcans or dumpsters can leak 03 and pollute stormwater.
Place the oil filter in a funnel over a waste oil-recycling drum to drain excess oil before
disposal. Oil filters can also be recycled. Ask the oil supplier or recycler about recycling
oil filters.

Store cracked batteries in a non-leaking secondary container. Do this with all cracked
batteries even if you & think all the acid has drained out. If you drop a battery, treat it as
if it is cracked. Put it into the containment area until you are sure it is not leaking.

Vehicle and Equipment Fueling

(1

2)
)

If fueling must occur on site, use designated areas, located away from drainage courses,
to prevent the runon of stormwater and the runoff of spills.

Discourage “topping off” of fuel tanks.

Always use secondary containment, such as a drain pan, when fueling to catch
spills/leaks.



Spill Response Actions

In the event that a spill of hydrocarbons or hazardous substances does occur, the contractor shall
be required to maintain a sufficient stockpile of sand material in the staging area. This sand
material shall be used to immediately isolate and provide containment of the spill by constructing
dikes. Furthermore, this sand material shall act as an absorbent material that can be disposed of
offsite and out of the Recharge Zone during clean-up operations. The contractor, in the event of
a spill, shall also notify the owner who shall contact TCEQ. All contaminated soils resulting
from an accidental release will be required to be removed and disposed of in accordance with all
local, state and federal regulations.

Attachment B — Potential Sources Contamination

Potential Source Oil, grease, fuel and hydraulic fluid contamination from
construction equipment and vehicle dripping.

Preventive Measure Vehicle maintenance, when possible, will be performed within a
construction staging area specified by the General Contractor.

Potential Source Miscellaneous trash and litter from construction workers and
material wrappings.

Preventive Measure Trash containers will be placed throughout the site to encourage
proper trash disposal.

Potential Source Construction debris.

Preventive Measure Construction debris will be monitored daily by contractor. Debris
will be collected weekly and placed in disposal bins. Situations
requiring immediate attention will be addressed on a case by case
basis.

Potential Source Stormwater contamination from excess application of fertilizers,
herbicides and pesticides.

Preventive Measure Fertilizers, herbicides and pesticides will be applied only when
necessary and in accordance with manufacturer’s directions.

Potential Source Soil and mud from construction vehicle tires as they leave the site.
Preventive Measure A temporary construction entrance/exit shall be utilized as vehicles
leave the site. Any soil, mud, etc. carried from the project onto

public roads shall be cleaned up within 24 hours.

Potential Source Sediment from soil, sand, gravel and excavated materials
stockpiled on site.






of 2 feet. A rock berm shall be placed at locations of the concentrated flows where the
drainage area is between 2 and 5 acres.

Inlet Protection — Placed around inlets to catch and stop sediment from entering the storm
drain system before filtration systems are in place.

Concrete Washout Pit — Designed to trap and store waste from concrete and similar
activities. This allows for safe storage and removal from the site by not allowing
contaminants to enter the storm water. Contaminants can be kept in a location that will
not allow storm water to mix and flow off the site.

Sequence of installation during construction process

1.

The Temporary Construction Entrance/Exit (Item 1) shall be installed prior to disturbing
any soil except at the location of the Temporary Construction Entrance/Exit. It shall stay
in place and be maintained until the end of the infrastructure construction.

Silt fence (Item 2) shall be installed along the western boundary of the site prior to any
disturbance of the site

Rock berms (Item 4) shall be installed around the perimeter of the project at natural low
points following rough grading of the site and shall be removed once grading to the on-
site stormwater drainage system with bagged gravel inlet filters in sump is complete.
Rock berms will also be utilized at the outlet of the pond while it is being constructed.

The TBMPs and measures utilized for the proposed project to prevent pollution of storm water,
groundwater, and surface water during the construction phase are the following:

M

Temporary Construction Entrance/Exit
Silt Fence

Concrete Washout Pit

Rock Berm

Inlet Protection
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SHOWN IN AN APPROXIMATE WAY ONLY. THE CONTRACTOR

SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING SHEET NO.

UTILITIES BEFORE COMMENCING WORK. HE AGREES TO BE
FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH

MIGHT OCCUR BY HIS FAILURE TO EXACTLY LOCATE AND

PRESERVE ANY AND ALL UNDERGROUND UTILITIES.
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SANDBAG
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TRANSITION (2 X BERM
TO ROADWAY FABRIC TOE—IN l&lmg_ PLASTIC

PLAN SECTION A-A
PLAN VIEW TYPEO"TBgl?ovSchAléiDE' NOT TO SCALE

GENERAL NOTES:

1. STONE SIZE— 4 TO 8 INCH OPEN GRADED ROCK. 6" MIN.

LENGTH— AS EFFECTIVE, BUT NOT LESS THAN 50 FEET. 10 MIL PLASTIC
TRENCH CROSS—SECTION LINING 12/03/24

2
g
— GENERAL NOTES:
3. THICKNESS— NOT LESS THAN 8 INCHES. T * \-STAKES
4. WIDTH— NOT LESS THAN FULL WIDTH OF ALL POINTS OF INGRESS OR EGRESS. 1. STEEL POSTS WHICH SUPPORT THE SILT FENCE SHALL BE INSTALLED ON A SLIGHT ANGLE (TYP-)
5

TOWARD THE ANTICIPATED RUNOFF SOURCE. POST MUST BE EMBEDDED A MINIMUM OF ONE TWO—STACKED/ \—10 MIL PLASTIC WOOD FRAME SECURELY
FOOT. 2X12 ROUGH LINING FASTENED AROUND

WOOD FRAME ENTIRE PERIMETER WITH

GEOTEXTILE FABRIC— SOIL FILTRATION MEDIA WITH AN APPROXIMATE WEIGHT OF

6 oz/yd?, A MULLEN BURST RATING OF 140 Ib/in?, AND AN EQUIVALENT TWO STAKES

y
. THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A SPADE OR MECHANICAL _
OPENING SIZE GREATER THAN NUMBER 50 SIEVE. TRENCHER, SO THAT THE DOWNSLOPE FACE OF THE TRENCH IS FLAT AND PERPENDICULAR No—ﬂ;ﬁi‘fu SEN%TTTIOOSEJAE B

WASHING— WHEN NECESSARY, WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT TO THE LINE OF FLOW. WHERE FENCE CAN NOT BE TREATED IN (e.g. pavement) WEIGHT TYPE "ABOVE GRADE"
PRIOR TO ENTRANCE ONTO PUBLIC ROADWAY. WHEN WASHING IS REQUIRED, IT FABRIC FLAP WITH WASHED GRAVEL ON UPHILL SIDE TO PREVENT FLOW UNDER FENCE.

SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE WHICH DRAINS GENERAL NOTES:
INTO AN APPROVED TRAP OR SEDIMENT BASIN. ALL SEDIMENT SHALL BE . THE TRENCH MUST BE A MINIMUM OF 6 INCHES DEEP AND 6 INCHES WIDE TO ALLOW FOR

PREVENTED FROM ENTERING ANY STORM DRAIN, DITCH, OR WATERCOURSE USING THE SILT FENCE FABRIC TO BE LAID IN THE GROUND AND BACKFILLED WITH COMPACTED 1. DETAIL ILLUSTRATES MINIMUM DIMENSIONS. PIT CAN BE INCREASED
APPROVED METHODS. MATERIAL. IN SIZE DEPENDING ON EXPECTED FREQUENCY OF USE.

MAINTENANCE— THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH . SILT FENCE SHOULD BE SECURELY FASTENED TO EACH STEEL SUPPORT POSTS OR TO

WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC ROADWAYS. WOVEN WIRE, WHICH IS IN TURN ATTACHED TO THE STEEL FENCE POST. ' yrvgsggr\?sTTgtlJT(:T?grﬁL#RiEFi_gCATED N AN AREA BASILY ACCESSIBLE
THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS INSPECTION SHALL BE MADE WEEKLY OR AFTER EACH RAINFALL EVENT AND REPAIR OR

CONDITIONS DEMAND, AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED . . WASHOUT PIT SHALL NOT BE LOCATED IN AREAS SUBJECT TO

TO TRAP SEDIMENT. ALL SEDIMENT SPILED, DROPPED, WASHED OR TRACKED REPLACEMENT SHALL BE MADE PROMPTLY AS NEEDED. INUNDATION FROM STORM WATER RUNOFF.

ONTO PUBLIC ROADWAY MUST BE REMOVED IMMEDIATELY. . SILT FENCE SHALL BE REMOVED WHEN THE SITE IS COMPLETELY STABILIZED SO AS NOT TO
DRAINAGE— ENTRANCE MUST BE PROPERLY GRADED OR INCORPORATE A BLOCK OR IMPEDE STORM FLOW OR DRAINAGE. CONCRETE TRUCK WASHOUT PIT

DRAINAGE SWALE TO PREVENT RUNOFF FROM LEAVING THE CONSTRUCTION SITE. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 6 INCHES. THE SILT NOT TO SCALE
SHALL BE DISPOSED OF IN AN APPROVED SITE AND IN SUCH A MANNER AS TO NOT

STABILIZED CONSTRUCTION ENTRANCE CONTRIBUTE TO ADDITIONAL SILTATION.
NOT TO SCALE SILT FENCE

NOT TO SCALE
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15480 VANCE JACKSON
SAN ANTONIO, TX 78249
STORM WATER POLLUTION PREVENTION details

MATERIAL

NOTES: STORAGE l%gcmu

VANCE JACKSON
REMOTE PARKING LOT

AREA
1. THIS CANISTER SHALL BE USED TO STORE ALL STORMWATER / FIELD
POLLUTION PREVENTION PLAN (SWPPP) AND ALL OTHER OFFICE
RELATED DOCUMENTS SO THAT THEY ARE AVAILABLE ON SITE
FOR THE INSPECTOR. LEGEND PLAN VIEW

sF— SILT FENCE ENTRANCE b m
THIS CANISTER SHALL BE LOCATED ON SOLID LEVEL GROUND ) /exiT \ 20" DIAMETER TREE

ADJACENT TO THE CONSTRUCTION ENTRANCE AND ON THE / FLOW ARROWS (EXAMPLE)
OPPOSITE SIDE OF THE TRUCK WASH OUT PIT. CRITICAL

S.W.P.P.P. DOCUMENT CONTAINER CONSTRUCTION STAGING AREA DETAIL
NOT TO SCALE NOT TO SCALE TREE PROTECTION CONSTRUCTION FENCE

NOT TO SCALE

DESIGNEDBY: AB

DRAWN BY: JAR

SCALE: N'E80’
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Attachment E — Request to Temporarily Seal a Feature

No sensitive features will be sealed in this project site.

Attachment F — Structural Practices

The following structural measures will be installed prior to the initiation of site preparation
activities:
« Erection of silt fences along the downgradient boundary of construction
activities and rock berms with silt fence for secondary protection, as located
on Exhibit 1 and illustrated in Exhibit 3.
« Installation of stabilized construction entrance/exit(s) and construction staging
area(s), as located on Exhibit 1, and illustrated on Exhibit 3.

The following structural measures will be installed at the initiation of construction activities or as
appropriate based on the construction sequencing:
. Installation of concrete truck washout pit(s), as required and located on
Exhibit 1 and illustrated on Exhibit 3.

Attachment G — Drainage Area Map

See Exhibit 2 — Drainage Area Map attached at the end of these attachments.
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Attachment H — Temporary Sediment Pond(s) Plans and Calculations

No temporary sediment pond required.

Attachment I — Inspection and Maintenance for TBMPs

Inspections

Designated and qualified person(s) shall inspect Pollution Control Measures weekly and within
24 hours after a storm event greater than 0.5 inches of rainfall. An inspection report that
summarizes the scope of the inspection, names and qualifications of personnel conducting the
inspection, date of the inspection, major observations, and actions taken as a result of the
inspection shall be recorded and maintained as part of Storm Water TPDES data for a period of
three years after the date o the inspection. A copy of the Inspection Report Form is provided in
this Storm Water Pollution Prevention Plan.

As a minimum, the inspector shall observe: (1) significant disturbed areas for evidence of
erosion, (2) storage areas for evidence of leakage from the exposed stored materials, (3)
structural controls (rock berm outlets, silt fences, drainage swales, etc.) for evidence of failure or
excess siltation (over 6 inches deep), (4) vehicle exit point for evidence of off-site sediment
tracking, (5) vehicle storage areas for signs of leaking equipment or spills, and (6) concrete truck
rinse-out pit for signs of potential failure. Deficiencies noted during the inspection will be
corrected and documented within seven (7) calendar days following the inspection or before the
next anticipated storm event if practicable.



Pollution B Corrective Action
Prevention é Lo Date
Measure é Description Completed
General

Revegetation

Erosion/Sediment Controls

Vehicle Exits

Material Areas

Equipment Areas

Concrete Rinse

Construction Debris

Trash Receptacles

Infrastructure

Roadway Clearing

Utility Clearing

Roadway Grading

Utility Construction

Drainage Construction

Roadway Base

Roadway Surfaces

Site Cleanups

Building

Clearing for Building

Foundation Grading

Utility Construction

Foundation Construction

Building Construction

Site Grading

Site Cleanup

*Indicate N/A where measure does not apply.

By my signature below, I certify that all items are acceptable and the project site is in compliance
with SWPPP.

Inspector’s Name Inspector’s Signature

Name of Owner/Operator (Firm) Date

Note: Inspector is to attach a brief statement of his qualifications to this report.




PROJECT MILESTONE DATES
Date when major site grading activities begin:

Construction Activity Date

Dates when construction activities temporarily or permanently cease on all or a portion of the
project:

Construction Activity Date

Date when stabilization measures are initiated:

Stabilization Activity Date




Attachment I (con’t) — Inspection and Maintenance for TBMPs

Temporary Sediment Control Fences

1

2.
3.
4.

Inspect all fencing weekly, and after any rainfall.

Remove sediment when buildup reaches 6 inches.

Replace any torn fabric or install a second line of fencing parallel to the torn section.
Replace or repair any sections crushed or collapsed in the course of construction activity.
If a section of fence is obstructing vehicular access, consider relocating it to a spot where
it will provide equal protection, but will not obstruct vehicles. A triangular filter dike
may be preferable to a silt fence at common vehicle access points.

When construction is complete, the sediment should be disposed of in a manner that will
not cause additional siltation and the prior location of silt fence should be revegetated.
The fence itself should be disposed of in an approved landfill.

Rock Berm/High Service Rock Berm

1.
2.

3.
4.

Inspections should be made weekly and after each rainfall by the responsible party.
Remove sediment and other debris when buildup reaches 6 inches and dispose of the
accumulated silt of in an approved manner.

Repair any loose wire sheathing.

The berm should be reshaped as needed during inspection.

The berm should be replaced when the structure ceases to function as intended due to silt
accumulation among the rocks, washout, construction traffic damage, etc.

The rock berm should be left in place until all upstream areas are stabilized and
accumulated silt removed.

Temporary Construction Entrance and Exits

1.

The entrance should be maintained in a condition, which will prevent tracking or
following of sediment onto public rights-of-way. This may require periodic top dressing
with additional stone as conditions demand and repair and/or cleanout of any measures
used to trap sediment.

All sediment spilled, dropped, washed or tracked on to public rights-of-ways should be
removed immediately by contractor.

When necessary, wheels should be cleaned to remove sediment prior to entrance onto
public right-of-way.

When washing is required, it should be done on an area stabilized with crushed stone that
drains into an approved sediment trap or sediment basin.

All sediment should be prevented from entering ant storm drain, ditch, or water course by
using approved methods.

Bagged Gravel Inlet Filters

1.

2.

3.

Inspections should be made weekly and after each rainfall. Repair or replacement should
be made promptly as needed by the contractor.

Remove sediment when buildup reached a depth of 3 inches. Removed sediment should
be deposited in a suitable area and in such a manner that it will not eride.

Check placement of device to prevent gaps between device and curb.



4. Inspect filter fabric and patch or replace if torn or missing.
5. Structures should be removed and the area stabilized only after the remaining drainage
area has been properly stabilized.

Temporary Sedimentation Basin

1. Inspection should be made weekly and after each rainfall. Check the embankment,
spillways, and outlet for erosion damage, and inspect the embankment for piping and
settlement. Repair should be made promptly as needed by contractor.

2. Trash and other debris should be removed after each rainfall to prevent clogging out fo
the outlet structure.

3. Accumulated silt should be removed and the basin should be re-graded to its original
dimensions at such point that the capacity of the impoundment has been reduced to 75%
of its original storage capacity.

4. The removed sediment should be stockpiled or redistributed in areas that are protected
from erosion.

Documentation Procedures
1. A copy of the inspection report is located on the following page.
2. The inspection report must be maintained on site at all times.
3. The inspection report is incorporated as part of the WPAP. The contractor is responsible
for completing and updating the form in compliance with TCEQ rules.

Attachment J — Schedule of Interim and Permanent Soil Stabilization

Interim on-site stabilization measures, which are continuous, will include minimizing soil
disturbances by exposing only the smallest practical area of land required for the shortest period
of time and maximizing use of natural vegetation. As soon as practical, all disturbed soil will be
stabilized as per project specifications in accordance with pages 1-35 to 1-60 of TCEQ's
Technical Guidance Manual (TGM) RG-348 (2005). Mulching, netting, erosion blankets and
seeding are acceptable.

Stabilization measures will be initiated as soon as practicable in portions of the site where
construction activities have temporarily or permanently ceased, and except as provided below,
will be initiated no more than fourteen (14) days after the construction activity in that portion of
the site has temporarily or permanently ceased. Where construction activity on a portion of the
site is temporarily ceased, and earth disturbing activities will be resumed within twenty-one (21)
days, temporary stabilization measures do not have to be initiated on that portion of site. In areas
experiencing droughts where the initiation of stabilization measures by the 14th day after
construction activity has temporarily or permanently ceased is precluded by seasonably arid
conditions, stabilization measures must be initiated as soon as practicable.
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LARGE CONSTRUCTION SITE NOTICE

FOR THE
Texas Commission on Environmental Quality (TCEQ)
Stormwater Program

TPDES GENERAL PERMIT TXR150000

“PRIMARY OPERATOR” NOTICE

This notice applies to construction sites operating under Part II.E.3. of the TPDES General Permit
Number TXR150000 for discharges of stormwater runoff from construction sites equal to or greater
than five acres, including the larger common plan of development. The information on this notice is
required in Part III.D.2. of the general permit. Additional information regarding the TCEQ
stormwater permit program may be found on the internet at:

https://www.tceq.texas.gov/permitting/stormwater/construction

Site-Specific TPDES Authorization Number:

Operator Name:

Contact Name and Phone Number:

15480 Vance Jackson

Project Description: Physical address or description of the San Antonio, TX 78249

site’s location, and estimated start date and projected end
date, or date that disturbed soils will be stabilized.

Job Site

Location of Stormwater Pollution Prevention Plan:








































	Attachment A - Road Map.pdf
	Sheets and Views
	Layout1


	ATTACHMENT B - USGS map.pdf
	Sheets and Views
	Layout1


	C2.1 SWPPP Details.pdf
	Sheets and Views
	C2.0


	C2.0 SWPPP.pdf
	Sheets and Views
	Layout1


	C4.1 Water Quality Pond Plan.pdf
	Sheets and Views
	C4.1 Water Quality Pond Plan


	PR Onsite 10-31-24.pdf
	Sheets and Views
	Layout1


	EX Onsite-Layout1.pdf
	Sheets and Views
	Layout1


	site plan.pdf
	Sheets and Views
	Layout1


	C2.1 SWPPP Details.pdf
	Sheets and Views
	C2.0


	C2.0 SWPPP.pdf
	Sheets and Views
	Layout1


	AerialMap-Layout1.pdf
	Sheets and Views
	Layout1


	C5.1 Water Quality Basin Plan.pdf
	Sheets and Views
	C5.1 Water Quality Basin Plan


	C2.0 SWPPP.pdf
	Sheets and Views
	Layout1


	C5.1 Water Quality Basin Plan.pdf
	Sheets and Views
	C5.1 Water Quality Basin Plan


	C5.1 Water Quality Basin Plan.pdf
	Sheets and Views
	C5.1 Water Quality Basin Plan


	Att C - C3.0 Site Plan.pdf
	Sheets and Views
	Layout1


	C3.0 Site Plan.pdf
	Sheets and Views
	Layout1


	C2.0 SWPPP.pdf
	Sheets and Views
	Layout1





