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Attachment D – Factors Affecting Surface Water Quality 

 

Potential sources of pollution that may reasonably be expected to affect the quality of storm water 

discharges from the site during construction include: 

• Soil erosion due to the demolition and clearing of the site; 

• Oil, grease, fuel and hydraulic fluid contamination from construction equipment and 

vehicle drippings; 

• Hydrocarbons from asphalt paving operations; 

• Miscellaneous trash and litter from construction workers and material wrappings; 

• Concrete truck washout. 

• Potential overflow/spills from portable toilets 

• Potential sources of pollution that may reasonably be expected to affect the quality of 

storm water discharges from the site after development include: 

• Oil, grease, fuel and hydraulic fluid contamination from vehicle drippings; 

• Dirt and dust which may fall off vehicles; and 

• Miscellaneous trash and litter. 
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Attachment M – Construction Plans 
 

Please refer to the Exhibits Section of this application for the Contributing Zone Plan Site Plans. 
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Attachment A – Spill Response Actions 

 

In the event of an accidental leak or spill: 

• Spill must be contained and cleaned up immediately. 

• Spills will not be merely buried or washed with water. 

• Contractor shall take action to contain spill.  Contractor may use sand or other absorbent 

material stockpiled on site to absorb spill.  Absorbent material should be spread over the 

spill area to absorb the spilled product. 

• In the event of an uncontained discharge the contractor shall utilize onsite equipment to 

construct berms downgradient of the spill with sand or other absorbent material to contain 

and absorb the spilled product. 

• Spill containment/absorbent materials along with impacted media must be collected and 

stored in such a way so as not to continue to affect additional media (soil/water). Once the 

spill has been contained, collected material should be placed on poly or plastic sheeting 

until removed from the site. The impacted media and cleanup materials should be covered 

with plastic sheeting and the edges weighed down with paving bricks or other similarly dense 

objects as the material is being accumulated. This will prevent the impacted media and 

cleanup materials from becoming airborne in windy conditions or impacting runoff during a 

rain event. The stockpiled materials should not be located within an area of concentrated 

runoff such as along a curb line or within a swale. 

• Contaminated soils and cleanup materials will be sampled for waste characterization. When 

the analysis results are known the contaminated soils and cleanup materials will be removed 

from the site and disposed in a permitted landfill in accordance with applicable regulations. 

• The contractor will be required to notify the owner, who will in turn contact TCEQ to notify 

them in the event of a significant hazardous/reportable quantity spill. Additional notifications 

as required by the type and amount of spill will be conducted by owner or owner’s 

representative. 
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In the event of an accidental significant or hazardous spill: 

• The contractor will be required to report significant or hazardous spills in reportable 

quantities to: 

o Notify the TCEQ by telephone as soon as possible and within 24 hours at 512-339-

2929 (Austin) or 210-490-3096 (San Antonio) between 8 AM and 5 PM. After hours, 

contact the Environmental Release Hotline at 1-800-832-8224. It is the contractor's 

responsibility to have all emergency phone numbers at the construction site. 

https://www.tceq.texas.gov/response/spills/spill_rq.html 

o For spills of federal reportable quantities, in conformance with the requirements in 

40 CFR parts 110,119, and 302, the contractor should notify the National Response 

Center at (800) 424-8802. 

o Notification should first be made by telephone and followed up with a written report. 

o The services of a spills contractor or a Haz-Mat team should be obtained 

immediately. Construction personnel should not attempt to clean up until the 

appropriate and qualified staffs have arrived at the job site. 

o Other agencies which may need to be consulted include, but are not limited to, the 

City Police Department, County Sheriff Office, Fire Departments, etc. 

o Contaminated soils will be sampled for waste characterization.  When the analysis 

results are known the contaminated soils will be removed from the site and disposed 

in a permitted landfill in accordance with applicable regulations. 

 

Additional guidance can be obtained from TCEQ’s Technical Guidance Manual (TGM) RG-348 (2005) 

Section 1.4.16.  Contractor shall review this section. 

 

 

https://nam11.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.tceq.texas.gov%2Fresponse%2Fspills%2Fspill_rq.html&data=05%7C01%7CEAAdmin%40tceq.texas.gov%7C0ce0ab355acd4260ecb708dae1d67c26%7C871a83a4a1ce4b7a81563bcd93a08fba%7C0%7C0%7C638070608578392254%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C3000%7C%7C%7C&sdata=z9SDb775XV3u6pbgrm9gew%2BtLmLuDGBCSwZEthn8vME%3D&reserved=0
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Attachment B – Potential Sources of Contamination 
 
Other potential sources of contamination during construction include: 

 
Potential Source Preventative Measure 

Asphalt products used on this project. ▪ After placement of asphalt, emulsion or 
coatings, the contractor will be responsible 
for immediate cleanup should an 
unexpected rain occur. For the duration of 
the asphalt product curing time, the 
contractor will maintain standby personnel 
and equipment to contain any asphalt 
wash-off should an unexpected rain occur. 
The contractor will be instructed not to 
place asphalt products on the ground 
within 48 hours of a forecasted rain. 

Oil, grease, fuel, and hydraulic fluid 
contamination from construction equipment 
and vehicle dripping. 

▪ Vehicle maintenance when possible, will be 
performed within the construction staging 
area. 

▪ Construction vehicles and equipment shall 
be checked regularly for leaks and repaired 
immediately. 

Accidental leaks or spills of oil, petroleum 
products, and substances listed under 40 CFR 
parts 110, 117, and 302 used or stored 
temporarily on site. 

▪ Contractor to incorporate into regular 
safety meetings, a discussion of spill 
prevention and appropriate disposal 
procedures. 

▪ Contractor’s superintendent or 
representative overseer shall enforce 
proper spill prevention and control 
measures. 

▪ Hazardous materials and wastes shall be 
stored in covered containers and protected 
from vandalism. 

▪ A stockpile of spill cleanup materials shall 
be stored on site where it will be readily 
accessible. 

Miscellaneous trash and litter from 
construction workers and material wrappings. 

▪ Trash containers will be placed throughout 
the site to encourage proper trash disposal. 

Construction debris. ▪ Construction debris will be monitored daily 
by contractor. Debris will be collected 
weekly and placed in disposal bins. 
Situations requiring immediate attention 
will be addressed on a case-by-case basis. 
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Spills/Overflow of waste from portable toilets ▪ Portable toilets will be placed away from 
high-traffic vehicular areas and storm drain 
inlets. 

▪ Portable toilets will be placed on a level 
ground surface. 

▪ Portable toilets will be inspected regularly 
for leaks and will be serviced and sanitized 
at time intervals that will maintain sanitary 
conditions. 
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Attachment D – Temporary Best Management Practices and Measures 

 

A. A description of how BMPs and measures will prevent pollution of surface water, 

groundwater or stormwater that originates upgradient from the site and flows across the site. 

 

No upgradient water will cross the site.  Upgradient water will be intercepted through 

earthen channels around the site. All TBMPs are adequate for the drainage areas they 

serve. 

 

B. A description of how BMPs and measures will prevent pollution of surface water or 

groundwater that originates on-site or flows off site, including pollution caused by 

contaminated stormwater runoff from the site. 

 

Site preparation, which is the initiation of all activity on the project, will disturb the 

largest amount of soil.  Therefore, before any of this work can begin, the clearing and 

grading contractor will be responsible for the installation of all on-site control 

measures.  The methodology for pollution prevention of on-site stormwater will include: 

(1) erection of silt fences along the downgradient boundary of construction activities for 

temporary erosion and sedimentation controls, (2) installation of rock berms with silt 

fencing downgradient from areas of concentrated stormwater flow for temporary 

erosion control, (3) Installation of gravel bags and drain inlet protection at inlets and 

downgradient areas of construction activities for sediment control (4) installation of 

stabilized construction entrance/exit(s) to reduce the dispersion of sediment from the 

site, and (5) installation of construction staging area(s). 

 

Prior to the initiation of construction, all previously installed control measures will be 

repaired or reestablished for their designed or intended purpose.  This work, which is 

the remainder of all activity on the project, may also disturb additional soil.  The 

construction contractor will be responsible for the installation of all remaining on-site 
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control measures that includes installation of the concrete truck washout pit(s), as 

construction phasing warrants. 

 

Temporary measures are intended to provide a method of slowing the flow of runoff from 

the construction site in order to allow sediment and suspended solids to settle out of 

the runoff.  By containing the sediment and solids within the site, they will not enter 

surface streams and/or sensitive features. 

 

C. A description of how BMPs and measures will prevent pollutants from entering surface 

streams, sensitive features, or the aquifer. 

 

As this site is entirely over the Edwards Aquifer Contributing Zone, a Geologic 

Assessment was not conducted and is not required; therefore, no sensitive features 

were identified. There are no surface streams on or immediately adjacent to the site. 

 

Temporary measures are intended to provide a method of slowing the flow of runoff from 

the construction site in order to allow sediment and suspended solids to settle out of 

the runoff.  By containing the sediment and solids within the site, they will not enter 

surface streams and/or sensitive features. 

 

D. A description of how, to the maximum extent practicable, BMPs and measures will maintain 

flow to naturally-occurring sensitive features identified in either the geologic assessment, 

TCEQ inspections, or during excavation, blasting, or construction. 

 

Since the project is located entirely over the Edwards Contributing Zone, a Geologic 

Assessment was not conducted and is not required by 30 TAC 213 regulations. 

Therefore, no naturally-occurring sensitive features are known to exist on the site.  30 

TAC 213(f)(2) only applies to projects over the Edwards Recharge Zone. 
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Attachment F – Structural Practices 

 

The following structural measures will be installed prior to the initiation of site preparation activities: 

• Erection of silt fences along the downgradient boundary of construction activities and rock 

berms with silt fence for secondary protection, as located on Exhibit 1 and illustrated in 

Exhibit 2. 

• Installation of gravel bags and drain inlet protection at inlets and downgradient areas of 

construction activities, as located on Exhibit 1 and illustrated in Exhibit 2. 

• Installation of stabilized construction entrance/exit(s) and construction staging area(s), as 

located on Exhibit 1, and illustrated on Exhibit 2. 

 

The following structural measures will be installed at the initiation of construction activities or as 

appropriate based on the construction sequencing: 

• Installation of concrete truck washout pit(s), as required and located on Exhibit 1 and 

illustrated on Exhibit 2. 
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Attachment G – Drainage Area Map 

 

No more than ten (10) acres will be disturbed within a common drainage area at one time as 

construction of civil infrastructure (utilities, roads, drainage, etc.) will precede multi-family building 

construction.  Refer to included exhibits for additional details. All TBMPs utilized are adequate for 

the drainage areas served. 
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Attachment I – Inspections 

 

Designated and qualified person(s) shall inspect Pollution Control Measures weekly and within 24 

hours after a storm event.  An inspection report that summarizes the scope of the inspection, names 

and qualifications of personnel conducting the inspection, date of the inspection, major 

observations, and actions taken as a result of the inspection shall be recorded and maintained as 

part of Storm Water TPDES data for a period of three years after the Notice of Termination (NOT) has 

been filed.  A copy of the Inspection Report Form is provided in this Storm Water Pollution Prevention 

Plan. 

 

As a minimum, the inspector shall observe:  (1) significant disturbed areas for evidence of erosion, 

(2) storage areas for evidence of leakage from the exposed stored materials, (3) structural controls 

(rock berm outlets, silt fences, drainage swales, etc.) for evidence of failure or excess siltation (over 

6 inches deep), (4) vehicle exit point for evidence of off-site sediment tracking, (5) vehicle storage 

areas for signs of leaking equipment or spills, (6) concrete truck rinse-out pit for signs of potential 

failure, (7) embankment, spillways, and outlet of sediment basin (where applicable) for erosion 

damage, and (8) sediment basins (where applicable) for evidence that basin has accumulated 50% 

of its volume in silt.  Deficiencies noted during the inspection will be corrected and documented 

within seven calendar days following the inspection or before the next anticipated storm event if 

practicable. 

 

Contractor shall review Sections 1.3 and 1.4 of TCEQ's Technical Guidance Manual for additional 

BMP inspection and maintenance requirements. 
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Pollution 
Prevention 
Measure 
 In

sp
ec

te
d 

in
 

C
om

pl
ia

nc
e Corrective Action Required 

Description  
(use additional sheet if necessary) 

Date 
Completed 

Best Management Practices 
Natural vegetation buffer strips    
Temporary vegetation    
Permanent vegetation    
Sediment control basin    
Silt fences    
Rock berms    
Gravel filter bags    
Drain inlet protection    
Other structural controls    
Vehicle exits (off-site tracking)    
Material storage areas (leakage)    
Equipment areas (leaks, spills)    
Concrete washout pit (leaks, failure)    
General site cleanliness    
Trash receptacles    

Evidence of Erosion 
Site preparation    
Roadway or parking lot construction    
Utility construction    
Drainage construction    
Building construction    

Major Observations 
Sediment discharges from site    
BMPs requiring maintenance    
BMPs requiring modification    
Additional BMPs required    

 

_____ A brief statement describing the qualifications of the inspector is included in this SWP3.   

 
"I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with 
a system designed to assure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the 
person or persons who manage the system, or those persons directly responsible for gathering the information, the information submitted 
is, to the best of my knowledge and belief, true, accurate, and complete.  I am aware there are significant penalties for submitting false 
information, including the possibility of fine and imprisonment for knowing violations." 

 
"I further certify I am an authorized signatory in accordance with the provisions of 30 TAC §305.128." 

 
       
Inspector's Name Inspector's Signature  Date 
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PROJECT MILESTONE DATES 
 
Date when major site grading activities begin: 
 
 Construction Activity       Date 

Installation of BMPs           
             

             

             

             

 

Dates when construction activities temporarily or permanently cease on all or a portion of the 

project: 

 Construction Activity       Date 
            

             

             

             

             
             
 

Dates when stabilization measures are initiated: 

 Stabilization Activity       Date 
             

             

             

             

             

Removal of BMPs           
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Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices 

 

Interim on-site stabilization measures, which are continuous, will include minimizing soil 

disturbances by exposing the smallest practical area of land required for the shortest period of time 

and maximizing use of natural vegetation. As soon as practical, all disturbed soil will be stabilized as 

per project specifications in accordance with pages 1-35 to 1-60 of TCEQ's Technical Guidance 

Manual (TGM) RG-348 (2005).  Mulching, netting, erosion blankets and seeding are acceptable. 

 

Stabilization measures will be initiated as soon as practicable in portions of the site where 

construction activities have temporarily or permanently ceased, and except as provided below, will 

be initiated no more than fourteen (14) days after the construction activity in that portion of the site 

has temporarily or permanently ceased.  Where construction activity on a portion of the site is 

temporarily ceased, and earth disturbing activities will be resumed within twenty-one (21) days, 

temporary stabilization measures do not have to be initiated on that portion of site.  In areas 

experiencing droughts where the initiation of stabilization measures by the 14th day after 

construction activity has temporarily or permanently ceased is precluded by seasonably arid 

conditions, stabilization measures must be initiated as soon as practicable. 
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