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Texas Commission on Environmental Quality 

Edwards Aquifer Application Cover Page  

Our Review of Your Application 

The Edwards Aquifer Program staff conducts an administrative and technical review of all 
applications. The turnaround time for administrative review can be up to 30 days as outlined 
in 30 TAC 213.4(e).  Generally administrative completeness is determined during the intake 
meeting or within a few days of receipt.  The turnaround time for technical review of an 
administratively complete Edwards Aquifer application is 90 days  as outlined in 30 TAC 
213.4(e). Please know that the review and approval time is directly impacted by the quality 
and completeness of the initial application that is received. In order to conduct a timely 
review, it is imperative that the information provided in an Edwards Aquifer application 
include final plans, be accurate, complete, and in compliance with 30 TAC 213. 

Administrative Review 

1. Edwards Aquifer applications must be deemed administratively complete before a technical review can 
begin. To be considered administratively complete, the application must contain completed forms and 
attachments, provide the requested information, and meet all the site plan requirements. The submitted 
application and plan sheets should be final plans.  Please submit one full-size set of plan sheets with the 
original application, and half-size sets with the additional copies. 

To ensure that all applicable documents are included in the application, the program has developed tools to 
guide you and web pages to provide all forms, checklists, and guidance.  Please visit the below website for 
assistance: http://www.tceq.texas.gov/field/eapp. 

2. This Edwards Aquifer Application Cover Page form (certified by the applicant or agent) must be included in 
the application and brought to the administrative review meeting.  

3. Administrative reviews are scheduled with program staff who will conduct the review. Applicants or their 
authorized agent should call the appropriate regional office, according to the county in which the project is 
located, to schedule a review. The average meeting time is one hour. 

4. In the meeting, the application is examined for administrative completeness. Deficiencies will be noted by 
staff and emailed or faxed to the applicant and authorized agent at the end of the meeting, or shortly after. 
Administrative deficiencies will cause the application to be deemed incomplete and returned.  

An appointment should be made to resubmit the application. The application is re-examined to ensure all 
deficiencies are resolved. The application will only be deemed administratively complete when all 
administrative deficiencies are addressed.  

5. If an application is received by mail, courier service, or otherwise submitted without a review meeting, the 
administrative review will be conducted within 30 days. The applicant and agent will be contacted with the 
results of the administrative review.  If the application is found to be administratively incomplete, it can be 
retrieved from the regional office or returned by regular mail. If returned by mail, the regional office may 
require arrangements for return shipping. 

6. If the geologic assessment was completed before October 1, 2004 and the site contains “possibly sensitive” 
features, the assessment must be updated in accordance with the Instructions to Geologists (TCEQ-0585 
Instructions). 

Technical Review 

1. When an application is deemed administratively complete, the technical review period begins. The regional 
office will distribute copies of the application to the identified affected city, county, and groundwater 
conservation district whose jurisdiction includes the subject site. These entities and the public have 30 days 
to provide comments on the application to the regional office. All comments received are reviewed by TCEQ. 

2. A site assessment is usually conducted as part of the technical review, to evaluate the geologic assessment 
and observe existing site conditions. The site must be accessible to our staff. The site boundaries should be 

http://texreg.sos.state.tx.us/public/readtac$ext.ViewTAC?tac_view=4&ti=30&pt=1&ch=213
http://www.tceq.texas.gov/field/eapp/apps.html
http://www.tceq.texas.gov/goto/eapp-plan


 

TCEQ-20705 (Rev. 02-17-17)                                                                                                                                              2 of 4 
 

clearly marked, features identified in the geologic assessment should be flagged, roadways marked and the 
alignment of the Sewage Collection System and manholes should be staked at the time the application is 
submitted. If the site is not marked the application may be returned. 

3. We evaluate the application for technical completeness and contact the applicant and agent via Notice of 
Deficiency (NOD) to request additional information and identify technical deficiencies. There are two 
deficiency response periods available to the applicant. There are 14 days to resolve deficiencies noted in the 
first NOD. If a second NOD is issued, there is an additional 14 days to resolve deficiencies. If the response to 
the second notice is not received, is incomplete or inadequate, or provides new information that is 
incomplete or inadequate, the application must be withdrawn or will be denied.  Please note that because the 
technical review is underway, whether the application is withdrawn or denied the application fee will be 
forfeited. 

4. The program has 90 calendar days to complete the technical review of the application.  If the application is 
technically adequate, such that it complies with the Edwards Aquifer rules, and is protective of the Edwards 
Aquifer during and after construction, an approval letter will be issued. Construction or other regulated 
activity may not begin until an approval is issued. 

Mid-Review Modifications 

It is important to have final site plans prior to beginning the permitting process with TCEQ to avoid delays. 

Occasionally, circumstances arise where you may have significant design and/or site plan changes after your 
Edwards Aquifer application has been deemed administratively complete by TCEQ.  This is considered a “Mid-
Review Modification”.  Mid-Review Modifications may require redistribution of an application that includes the 
proposed modifications for public comment.   

If you are proposing a Mid-Review Modification, two options are available: 

• If the technical review has begun your application can be denied/withdrawn, your fees will be forfeited, 
and the plan will have to be resubmitted.  

• TCEQ can continue the technical review of the application as it was submitted, and a modification 
application can be submitted at a later time. 

If the application is denied/withdrawn, the resubmitted application will be subject to the administrative and 
technical review processes and will be treated as a new application. The application will be redistributed to the 
affected jurisdictions. 

Please contact the regional office if you have questions.  If your project is located in Williamson, Travis, or Hays 
County, contact TCEQ’s Austin Regional Office at 512-339-2929. If your project is in Comal, Bexar, Medina, 
Uvalde, or Kinney County, contact TCEQ’s San Antonio Regional Office at 210-490-3096 

Please fill out all required fields below and submit with your application. 

1. Regulated Entity Name: 2. Regulated Entity No.: 

3. Customer Name: 4. Customer No.: 

5. Project Type: 
(Please circle/check one) New Modification Extension Exception  

6. Plan Type: 
(Please circle/check one) WPAP CZP SCS UST AST EXP EXT Technical 

Clarification 
Optional Enhanced 
Measures 

7. Land Use: 
(Please circle/check one) Residential Non-residential 8. Site (acres):   

9. Application Fee:  10. Permanent BMP(s):  

11. SCS (Linear Ft.):  12. AST/UST (No. Tanks):  

13. County:  14. Watershed:  

Veramendi PE - Gold Coast, LLC

Vegetative Filter Strips

8.2 ac

Comal Comal River-Guadalupe River

Veramendi Resort Lift Station

$6,500

16,641
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Application Distribution 
Instructions: Use the table below to determine the number of applications required. One original and one copy 
of the application, plus additional copies (as needed) for each affected incorporated city, county, and 
groundwater conservation district are required. Linear projects or large projects, which cross into multiple 
jurisdictions, can require additional copies. Refer to the “Texas Groundwater Conservation Districts within the 
EAPP Boundaries” map found at: 

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf 

For more detailed boundaries, please contact the conservation district directly.  

Austin Region 

County: Hays Travis Williamson 

Original (1 req.) __ __ __ 

Region (1 req.) __ __ __ 

County(ies) __ __ __ 

Groundwater Conservation 
District(s) 

 

__Edwards Aquifer   
Authority 

__Barton  Springs/
 Edwards Aquifer 
__Hays Trinity 
__Plum Creek 

__Barton  Springs/ 
 Edwards Aquifer NA 

City(ies) Jurisdiction 
 

__Austin 
__Buda 
__Dripping Springs 
__Kyle 
__Mountain City 
__San Marcos 
__Wimberley 
__Woodcreek 

__Austin 
__Bee Cave 
__Pflugerville 
__Rollingwood 
__Round Rock 
__Sunset Valley 
__West Lake Hills 

__Austin 
__Cedar Park 
__Florence 
__Georgetown 
__Jerrell 
__Leander 
__Liberty Hill 
__Pflugerville 
__Round Rock 

 
 

San Antonio Region 

County: Bexar Comal Kinney Medina Uvalde 

Original (1 req.) __ __ __ __ __ 

Region (1 req.) __ __ __ __ __ 
County(ies) __ __ __ __ __ 

Groundwater 
Conservation 

District(s) 
 

__ Edwards Aquifer 
Authority 

__Trinity-Glen Rose 

__Edwards Aquifer 
Authority __Kinney __EAA 

__Medina 
__EAA 
__Uvalde 

City(ies) 
Jurisdiction 

__Castle Hills 
__Fair Oaks Ranch 
__Helotes 
__Hill Country  Village 
__Hollywood Park 
__San Antonio (SAWS) 
__Shavano Park 

__Bulverde 
__Fair Oaks Ranch 
__Garden Ridge  
__New Braunfels 
__Schertz 

NA 
__San 
Antonio ETJ 
(SAWS) 

NA 

x
x
x

x

http://www.tceq.texas.gov/assets/public/compliance/field_ops/eapp/EAPP%20GWCD%20map.pdf
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I certify that to the best of my knowledge, that the application is complete and accurate. This 
application is hereby submitted to TCEQ for administrative review and technical review.  

 

Print Name of Customer/Authorized Agent  
 

Signature of Customer/Authorized Agent   Date 

 

**FOR TCEQ INTERNAL USE ONLY** 

   Date(s)Reviewed:  Date Administratively Complete:  

Received From:  Correct Number of Copies:    

Received By:  Distribution Date:  

EAPP File Number:  Complex:  

Admin. Review(s) (No.):  No. AR Rounds:  

Delinquent Fees (Y/N):  Review Time Spent:  

Lat./Long. Verified:  SOS Customer Verification:  

Agent Authorization 
Complete/Notarized (Y/N): 

 
Fee 
Check: 

Payable to TCEQ (Y/N): 

Core Data Form Complete (Y/N):  Signed (Y/N): 
Core Data Form Incomplete Nos.:  Less than 90 days old (Y/N): 

 

Nicholas Gower, PE.

4/8/2026
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General Information Form 
Texas Commission on Environmental Quality 

For Regulated Activities on the Edwards Aquifer Recharge and Transition Zones and Relating to 
30 TAC §213.4(b) & §213.5(b)(2)(A), (B) Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer. This General Information Form is hereby submitted for TCEQ review.  The application 
was prepared by: 

Print Name of Customer/Agent:       

Date:       

Signature of Customer/Agent: 

 

_______________________________ 
 
Project Information 
1. Regulated Entity Name:       

2. County:       

3. Stream Basin:       

4. Groundwater Conservation District (If applicable):       

5. Edwards Aquifer Zone: 

 Recharge Zone 
 Transition Zone   

6. Plan Type: 

 WPAP 
 SCS 
 Modification 

 AST 
 UST 
 Exception Request

Nicholas Gower, PE

4/8/2026

Veramendi Resort Lift Station

Comal

Blieders Creek/ Guadalupe River

X

X
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7. Customer (Applicant): 

Contact Person:       
Entity:       
Mailing Address:      
City, State:       Zip:      
Telephone:       FAX:      
Email Address:       

8. Agent/Representative (If any): 

Contact Person:       
Entity:       
Mailing Address:      
City, State:       Zip:       
Telephone:       FAX:      
Email Address:       

9. Project Location: 

 The project site is located inside the city limits of      . 
 The project site is located outside the city limits but inside the ETJ (extra-territorial 
jurisdiction) of      . 

 The project site is not located within any city’s limits or ETJ. 

10.  The location of the project site is described below.  The description provides sufficient 
detail and clarity so that the TCEQ’s Regional staff can easily locate the project and site 
boundaries for a field investigation.  

      

11.  Attachment A – Road Map.  A road map showing directions to and the location of the 
project site is attached. The project location and site boundaries are clearly shown on 
the map. 

12.  Attachment B - USGS / Edwards Recharge Zone Map.  A copy of the official 7 ½ minute 
USGS Quadrangle Map (Scale: 1" = 2000') of the Edwards Recharge Zone is attached.  
The map(s) clearly show: 

 Project site boundaries. 
 USGS Quadrangle Name(s). 
 Boundaries of the Recharge Zone (and Transition Zone, if applicable). 
 Drainage path from the project site to the boundary of the Recharge Zone. 

13.  The TCEQ must be able to inspect the project site or the application will be returned.  
Sufficient survey staking is provided on the project to allow TCEQ regional staff to locate 
the boundaries and alignment of the regulated activities and the geologic or manmade 
features noted in the Geologic Assessment.   

 Survey staking will be completed by this date:       

Garrett Mechler
Veramendi PE-Gold Coast, LLC

2168 Oak Run Parkway, Suite 101
New Braunfels, TX 78132

garrett.mechler@asaproperties.us.com
(830)643-5633

Nicholas Gower, PE.
LJA Engineering, LLC

9830 Colonnade Blvd Ste 300
San Antonio, TX 78230
210-503-2700

ngower@lja.com

New Braunfels
X

X

.8 miles north of the South Gold Coast & River Rd Intersection

X

X

X
X
X
X

X End of Day April 26, 2026
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14.  Attachment C – Project Description.  Attached at the end of this form is a detailed 
narrative description of the proposed project.  The project description is consistent 
throughout the application and contains, at a minimum, the following details: 

 Area of the site 
 Offsite areas 
 Impervious cover 
 Permanent BMP(s) 
 Proposed site use 
 Site history 
 Previous development 
 Area(s) to be demolished 

15. Existing project site conditions are noted below:   

 Existing commercial site 
 Existing industrial site 
 Existing residential site 
 Existing paved and/or unpaved roads 
 Undeveloped (Cleared) 
 Undeveloped (Undisturbed/Uncleared) 
 Other:       

Prohibited Activities 
16.  I am aware that the following activities are prohibited on the Recharge Zone and are not 

proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 of this title (relating to 
Underground Injection Control); 

(2) New feedlot/concentrated animal feeding operations, as defined in 30 TAC §213.3; 

(3) Land disposal of Class I wastes, as defined in 30 TAC §335.1; 

(4) The use of sewage holding tanks as parts of organized collection systems; and 

(5) New municipal solid waste landfill facilities required to meet and comply with Type I 
standards which are defined in §330.41(b), (c), and (d) of this title (relating to Types 
of Municipal Solid Waste Facilities). 

(6) New municipal and industrial wastewater discharges into or adjacent to water in the 
state that would create additional pollutant loading. 

17.  I am aware that the following activities are prohibited on the Transition Zone and are 
not proposed for this project: 

(1) Waste disposal wells regulated under 30 TAC Chapter 331 (relating to Underground 
Injection Control); 

(2) Land disposal of Class I wastes, as defined in 30 TAC §335.1; and 

X

X
X
X
X
X
X
X

N/A

X

X

X
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(3) New municipal solid waste landfill facilities required to meet and comply with Type I 
standards which are defined in §330.41 (b), (c), and (d) of this title. 

Administrative Information 
18. The fee for the plan(s) is based on: 

 For a Water Pollution Abatement Plan or Modification, the total acreage of the site 
where regulated activities will occur. 

 For an Organized Sewage Collection System Plan or Modification, the total linear 
footage of all collection system lines. 

 For a UST Facility Plan or Modification or an AST Facility Plan or Modification, the total 
number of tanks or piping systems. 

 A request for an exception to any substantive portion of the regulations related to the 
protection of water quality. 

 A request for an extension to a previously approved plan. 

19.  Application fees are due and payable at the time the application is filed.  If the correct 
fee is not submitted, the TCEQ is not required to consider the application until the 
correct fee is submitted.  Both the fee and the Edwards Aquifer Fee Form have been 
sent to the Commission's: 

 TCEQ cashier 
 Austin Regional Office (for projects in Hays, Travis, and Williamson Counties) 
 San Antonio Regional Office (for projects in Bexar, Comal, Kinney, Medina, and 
Uvalde Counties) 

20.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office. 

21.  No person shall commence any regulated activity until the Edwards Aquifer Protection 
Plan(s) for the activity has been filed with and approved by the Executive Director.  

X

X

X

X

X



³±46

SLE
EPY

HO
LL

O
W

LN

PINYON DR

R
O

A
R

K
 D

R

PIONEER
D

R

A
G

A
R

ITA
 TR

L

MARY P
RIE

SS D
R

VILLAG

E
INN

ROCK S
T

OAKLAW
N

DR

S
E

TT
L

E
M

E
N

T

WAY

EDWARDS BLVD

337

G
O

LD
C

O
A

ST
D

R

C
A

R
R

IAGE LOOP

EW
ELLING

 LN

P
A

IN
T

B
R

U
S

H
P

A
T

H

WORD PKWY

R
IV

ERFO
REST

DR

GRUENE RD

MARI POSA
LO

O
P

E
R

V
E

NDBERGAV
E

WINECU P PATH

RAIL
ROAD

RIADA DR

RIVER RD

EDWARDS AQUIFER
RECHARGE ZONE

EDWARDS AQUIFER
TRANSITION ZONE

PRECINCT
25 UNIT 1

PRECINCT
25 UNIT 3

PRECINCT
25 UNIT 2

PRECINCT
23 UNIT 1

PRECINCT
24 UNIT 1

PRECINCT
26 RESORT

P
at

h:
 K

:\S
A

38
56

 A
S

A
 P

ro
pe

rt
ie

s\
25

02
 R

es
or

t L
ift

 S
ta

tio
n\

G
IS

\R
es

or
t L

ift
 S

ta
tio

n.
ap

rx

THIS PRODUCT IS FOR INFORMATIONAL PURPOSES AND MAY NOT
HAVE BEEN PREPARED FOR OR BE SUITABLE FOR LEGAL,
ENGINEERING, OR SURVEYING PURPOSES. IT DOES NOT
REPRESENT AN ON-THE-GROUND SURVEY AND REPRESENTS
ONLY THE APPROXIMATE RELATIVE LOCATION OF PROPERTY
BOUNDARIES.

AERIAL PHOTOGRAPH: 2025 NEARMAP

COMAL
COUNTY

0 1,000 2,000500
FEET

²

UNIT BOUNDARIES

RESORT PARCEL
BOUNDARY

LIFT STATION ACCESS
ROAD

EASEMENTS

EDWARDS AQUIFER
RECHARGE ZONE

EDWARDS AQUIFER
TRANSITION ZONE

LEGEND

FEBRUARY 2026

EDWARDS AQUIFER ZONE EXHIBIT

CITY OF NEW BRAUNFELS ETJ

VERAMENDI RESORT
LIFT STATION



O
A

K
LAW

N
D

R

PIONEERDR

PINYON DR

D
EW

B
ER

RY LN

R
O

B
IN

H
O

O
D

 LN

DOGBANE ST

R
O

A
R

K
 D

R

S
U

N
N

Y
BELL

LN

A
G

A
R

ITA
 TR

L

OAK VIEW CT

G
R

E

EN ASH AVE

W
IN

EC
U

P
P

A
T

H

GRUENE RD

MARY P
RIE

SS D
R

EDW
ARDS B

LVD

VILLA

G
E INN

S
E

T
T

L
E

M
E

NT WAY

G
O

LD
C

O
A

ST
D

R

C
A

RRIAGE LOOP

ENTIR
E R

IO
S B

LV
D

WHITE WATER RD

R
IV

ERFO
REST

DR

P
A

IN
T

B
R

U
S

H
P

A
T

H

MAR IPOSA
LO

O
P

RIADA DR

R
A

IL
R

O
A

D

RIVER RD

PRECINCT
25 UNIT 1

PRECINCT
25 UNIT 3

PRECINCT
25 UNIT 2

PRECINCT
23 UNIT 1

PRECINCT
24 UNIT 1

PRECINCT
26 RESORT

P
at

h:
 K

:\S
A

38
56

 A
S

A
 P

ro
pe

rt
ie

s\
25

02
 R

es
or

t L
ift

 S
ta

tio
n\

G
IS

\R
es

or
t L

ift
 S

ta
tio

n.
ap

rx

THIS PRODUCT IS FOR INFORMATIONAL PURPOSES AND MAY NOT
HAVE BEEN PREPARED FOR OR BE SUITABLE FOR LEGAL,
ENGINEERING, OR SURVEYING PURPOSES. IT DOES NOT
REPRESENT AN ON-THE-GROUND SURVEY AND REPRESENTS
ONLY THE APPROXIMATE RELATIVE LOCATION OF PROPERTY
BOUNDARIES.

AERIAL PHOTOGRAPH: 2025 NEARMAP

COMAL
COUNTY

0 800 1,600400
FEET

²

UNIT BOUNDARIES

RESORT PARCEL BOUNDARY

LIFT STATION ACCESS ROAD

EASEMENTS

LEGEND

FEBRUARY 2026

LOCATION EXHIBIT

CITY OF NEW BRAUNFELS ETJ

VERAMENDI RESORT
LIFT STATION

LIFT STATION

ACCESS ROAD

EASEMENTS



Veramendi Resort Lift Station                                  SCS 

           

 

Attachment C – Project Narrative 
 
The proposed site is located 0.8 miles north of the South Gold Coast and River Rd 
intersection. Proposed use for the development will be a lift station and sewer for the 
surrounding single family subdivision as well as Resort. The site is in the New Braunfels 
ETJ. The Veramendi Resort Lift Station will be located with a future commercial site and 
have an additional 3.85 acres of offsite easement for sewer, water, electric, and force 
main. This project is proposing a lift station, a 1.07 access road to the lift station, and a 
combined 16,641 LF of 8” force main, 8” gravity sewer line, and 12” sewer line. Potable 
water and wastewater disposal are provided by the Gruene Wastewater Treatment 
Plant. Wastewater is disposed of by conveyance to the existing treatment center 
(Gruene) operated by the New Braunfels Wastewater Treatment Plant. The entire 
project site is located within the Edwards Aquifer Recharge Zone. 
 
The Permanent Pollution Abatement Measures (BMPs) for this project will consist of 
engineered vegetated filter strips built in accordance with the TCEQ Technical 
Guidance Manual to remove the increase in Total Suspended Solids (TSS) for the 
proposed improvements. 
 



1 of 10 
TCEQ-0582 (Rev. 02-11-15) 

Organized Sewage Collection System 
Application 
Texas Commission on Environmental Quality 
For Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC 
§213.5(c), Effective June 1, 1999 
To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  
Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 
Regulated Entity Name:       

1.  Attachment A – SCS Engineering Design Report.  This Engineering Design Report is 
provided to fulfill the requirements of 30 TAC Chapter 217, including 217.10 of 
Subchapter A, §§217.51 – 217.70 of Subchapter C, and Subchapter D as applicable, and 
is required to be submitted with this SCS Application Form. 

Customer Information 
2. The entity and contact person responsible for providing the required engineering 

certification of testing for this sewage collection system upon completion (including private 
service connections) and every five years thereafter to the appropriate TCEQ region office 
pursuant to 30 TAC §213.5(c) is: 

Contact Person:       
Entity:       
Mailing Address:       
City, State:        Zip:       
Telephone:       Fax:       
Email Address:       
The appropriate regional office must be informed of any changes in this information 
within 30 days of the change. 

3. The engineer responsible for the design of this sewage collection system is: 

Contact Person:       
Texas Licensed Professional Engineer's Number:       
Entity:       
Mailing Address:      
City, State:      Zip:       
Telephone:      Fax:      
Email Address:      

Veramendi Resort Lift Station

X

Garrett Mechler
Veramendi PE-Gold Coast LLC

2168 Oak Run Parkway, Suite 101
New Braunfels, TX 78132
830-643-5633

garrett.mechler@asaproperties.us.com

Nicholas Gower, PE.

9830 Colonnade Blvd, Ste 300
San Antonio, TX 78230
210-503-2700

ngower@lja.com

LJA Engineering

139260
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Project Information 
4. Anticipated type of development to be served (estimated future population to be served, 

plus adequate allowance for institutional and commercial flows): 

 Residential: Number of single-family lots:         
 Multi-family: Number of residential units:       
 Commercial 
 Industrial  
 Off-site system (not associated with any development) 
 Other:       

5. The character and volume of wastewater is shown below: 
     % Domestic 
     % Industrial 
     % Commingled 

      gallons/day 
      gallons/day 
      gallons/day 

Total gallons/day:       

6. Existing and anticipated infiltration/inflow is       gallons/day.  This will be addressed by: 
     . 

7. A Water Pollution Abatement Plan (WPAP) is required for construction of any associated 
commercial, industrial or residential project located on the Recharge Zone. 

 The WPAP application for this development was approved by letter dated      .  A 
copy of the approval letter is attached.  

 The WPAP application for this development was submitted to the TCEQ on      , but 
has not been approved. 

 A WPAP application is required for an associated project, but it has not been submitted. 
 There is no associated project requiring a WPAP application. 

8. Pipe description: 
Table 1 - Pipe Description 

Pipe 
Diameter(Inches) Linear Feet (1) Pipe Material (2) Specifications (3) 

                        

                        

                        

                        

                        

Total Linear Feet:       
(1) Linear feet - Include stub-outs and double service connections.  Do not include private 

service laterals. 
(2) Pipe Material - If PVC, state SDR value. 
(3) Specifications - ASTM / ANSI / AWWA specification and class numbers should be included.  

X

8 11,713 HDPE SDR-11 HDPE

16,641

x Lift Station/ Resort

100 200

90,000

x 400

8 4,723 PVC SDR-26

12 205 PVC SDR-26



3 of 10 
TCEQ-0582 (Rev. 02-11-15) 

9. The sewage collection system will convey the wastewater to the       (name) Treatment 
Plant. The treatment facility is: 

 Existing 
 Proposed 

10. All components of this sewage collection system will comply with: 

 The City of       standard specifications. 
 Other.  Specifications are attached. 

11.  No force main(s) and/or lift station(s) are associated with this sewage collection system. 

 A force main(s) and/or lift station(s) is associated with this sewage collection system and 
the Lift Station/Force Main System Application form (TCEQ-0624) is included with this 
application. 

Alignment 
12.  There are no deviations from uniform grade in this sewage collection system without 

manholes and with open cut construction. 

13.  There are no deviations from straight alignment in this sewage collection system 
without manholes. 

 Attachment B - Justification and Calculations for Deviation in Straight Alignment 
without Manholes. A justification for deviations from straight alignment in this sewage 
collection system without manholes with documentation from pipe manufacturer 
allowing pipe curvature is attached. 

 For curved sewer lines, all curved sewer line notes (TCEQ-0596) are included on the 
construction plans for the wastewater collection system. 

Manholes and Cleanouts 
14.  Manholes or clean-outs exist at the end of each sewer line(s).  These locations are listed 

below: (Please attach additional sheet if necessary) 
Table 2 - Manholes and Cleanouts 

Line Shown on Sheet Station 
Manhole or Clean-

out? 

            Of                   

            Of                   

            Of                   

            Of                   

            Of                   

            Of                   

            Of                   

Gruene

New Braunfels
X

X

X

X

X

X

A 19 1+52.18 MH A1

A 19 3+37.72 MH A2

A 19 6+30.92 MH A3

A 19 8+05.56 MH A4

A 20 11+28.90 MH A5

A 20 14+52.24 MH A6

A 20 17+39.23 MH A7
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Line Shown on Sheet Station 
Manhole or Clean-

out? 

            Of                   

            Of                   

            Of                   

15.  Manholes are installed at all Points of Curvature and Points of Termination of a sewer 
line. 

16.  The maximum spacing between manholes on this project for each pipe diameter is no 
greater than:

Pipe Diameter (inches) 
6 - 15 

16 - 30 
36 - 48 

≥54 

Max. Manhole Spacing (feet) 
500 
800 

1000 
2000 

 Attachment C – Justification for Variance from Maximum Manhole Spacing. The 
maximum spacing between manholes on this project (for each pipe diameter used) is 
greater than listed in the table above.  A justification for any variance from the 
maximum spacing is attached, and must include a letter from the entity which will 
operate and maintain the system stating that it has the capability to maintain lines with 
manhole spacing greater than the allowed spacing. 

17.  All manholes will be monolithic, cast-in-place concrete. 

 The use of pre-cast manholes is requested for this project. The manufacturer's 
specifications and construction drawings, showing the method of sealing the joints, are 
attached. 

Site Plan Requirements 
Items 18 - 25 must be included on the Site Plan. 

18.  The Site Plan must have a minimum scale of 1" = 400'. 

Site Plan Scale: 1" =      '. 

19.  The Site Plan must include the sewage collection system general layout, including 
manholes with station numbers, and sewer pipe stub outs (if any).  Site plan must be 
overlain by topographic contour lines, using a contour interval of not greater than ten 
feet and showing the area within both the five-year floodplain and the 100-year 
floodplain of any drainage way. 

20. Lateral stub-outs: 

 The location of all lateral stub-outs are shown and labeled. 
 No lateral stub-outs will be installed during the construction of this sewer collection 
system. 

X

50

X

X

A 20 19+11.42 MH A8

A 20 21+65.45 MH A9

A 20 23+48.22 MH A10

SEE ATTACHED
FOR TABLE 2
CONTINUATION
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21. Location of existing and proposed water lines: 

 The entire water distribution system for this project is shown and labeled. 
 If not shown on the Site Plan, a Utility Plan is provided showing the entire water and 
sewer systems. 

 There will be no water lines associated with this project. 

22. 100-year floodplain: 

 After construction is complete, no part of this project will be in or cross a 100-year 
floodplain, either naturally occurring or manmade.  (Do not include streets or concrete-
lined channels constructed above of sewer lines.) 

 After construction is complete, all sections located within the 100-year floodplain will 
have water-tight manholes.  These locations are listed in the table below and are shown 
and labeled on the Site Plan.  (Do not include streets or concrete-lined channels 
constructed above sewer lines.) 

Table 3 - 100-Year Floodplain 
Line Sheet Station 

            of             to       

            of             to       

            of             to       

            of             to       

23. 5-year floodplain: 

 After construction is complete, no part of this project will be in or cross a 5-year 
floodplain, either naturally occurring or man-made.  (Do not include streets or concrete-
lined channels constructed above sewer lines.) 

 After construction is complete, all sections located within the 5-year floodplain will be 
encased in concrete or capped with concrete.  These locations are listed in the table 
below and are shown and labeled on the Site Plan.  (Do not include streets or concrete-
lined channels constructed above sewer lines.) 

Table 4 - 5-Year Floodplain 
Line Sheet Station 

            of             to       

            of             to       

            of             to       

            of             to       

 

24.  Legal boundaries of the site are shown. 

25.  The final plans and technical specifications are submitted for the TCEQ’s review.  Each 
sheet of the construction plans and specifications are dated, signed, and sealed by the 
Texas Licensed Professional Engineer responsible for the design on each sheet. 

X

X

X

X

X
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Items 26 - 33 must be included on the Plan and Profile sheets. 

26.  All existing or proposed water line crossings and any parallel water lines within 9 feet of 
sewer lines are listed in the table below.  These lines must have the type of pressure 
rated pipe to be installed shown on the plan and profile sheets.  Any request for a 
variance from the required pressure rated piping at crossings must include a variance 
approval from 30 TAC Chapter 290. 

 There will be no water line crossings. 
 There will be no water lines within 9 feet of proposed sewer lines. 

Table 5 - Water Line Crossings 

Line 
Station or 

Closest Point 
Crossing or 

Parallel 

Horizontal 
Separation 

Distance 

Vertical 
Separation 

Distance 

                              

                              

                              

                              

                              

                              

                              

27. Vented Manholes: 

 No part of this sewer line is within the 100-year floodplain and vented manholes are not 
required by 30 TAC Chapter 217. 

 A portion of this sewer line is within the 100-year floodplain and vented manholes will 
be provided at less than 1500 foot intervals.  These water-tight manholes are listed in 
the table below and labeled on the appropriate profile sheets. 

 A portion of this sewer line is within the 100-year floodplain and an alternative means of 
venting shall be provided at less than 1500 feet intervals.  A description of the 
alternative means is described on the following page. 

 A portion of this sewer line is within the 100-year floodplain; however, there is no 
interval longer than 1500 feet located within.  No vented manholes will be used. 

Table 6 - Vented Manholes 
Line Manhole Station Sheet 

                        

                        

                        

                        

                        

X

X

B 14+08.17 Crossing 2'
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Line Manhole Station Sheet 

                        

28. Drop manholes: 

There are no drop manholes associated with this project. 
 Sewer lines which enter new or existing manholes or "manhole structures" higher than 
24 inches above the manhole invert are listed in the table below and labeled on the 
appropriate profile sheets.  These lines meet the requirements of 30 TAC 
§217.55(l)(2)(H). 

Table 7 - Drop Manholes 
Line Manhole Station Sheet 

                        

                        

                        

                        

                        

                        

29. Sewer line stub-outs (For proposed extensions): 

 The placement and markings of all sewer line stub-outs are shown and labeled. 
 No sewer line stub-outs are to be installed during the construction of this sewage 
collection system. 

30. Lateral stub-outs (For proposed private service connections): 

 The placement and markings of all lateral stub-outs are shown and labeled. 
 No lateral stub-outs are to be installed during the construction of this sewage collection 
system. 

31. Minimum flow velocity (From Appendix A) 

 Assuming pipes are flowing full; all slopes are designed to produce flows equal to or 
greater than 2.0 feet per second for this system/line. 

32. Maximum flow velocity/slopes (From Appendix A) 

 Assuming pipes are flowing full, all slopes are designed to produce maximum flows of 
less than or equal to 10 feet per second for this system/line. 

 Attachment D – Calculations for Slopes for Flows Greater Than 10.0 Feet per Second.  
Assuming pipes are flowing full, some slopes produce flows which are greater than 10 
feet per second.  These locations are listed in the table below. Calculations are attached. 

 

X

X

X

X

X
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Table 8 - Flows Greater Than 10 Feet per Second 

Line Profile Sheet Station to Station FPS % Slope 
Erosion/Shock 

Protection 

                                    

                                    

                                    

33. Assuming pipes are flowing full, where flows are ≥ 10 feet per second, the provisions noted 
below have been made to protect against pipe displacement by erosion and/or shock under  
30 TAC §217.53(l)(2)(B). 

 Concrete encasement shown on appropriate Plan and Profile sheets for the locations 
listed in the table above. 

 Steel-reinforced, anchored concrete baffles/retards placed every 50 feet shown on 
appropriate Plan and Profile sheets for the locations listed in the table above. 

 N/A 

Administrative Information 
34.  The final plans and technical specifications are submitted for TCEQ review.  Each sheet 

of the construction plans and specifications are dated, signed, and sealed by the Texas 
Licensed Professional Engineer responsible for the design on each sheet. 

35.  Standard details are shown on the detail sheets, which are dated, signed, and sealed by 
the Texas Licensed Professional Engineer, as listed in the table below: 

Table 9 - Standard Details 
Standard Details Shown on Sheet 

Lateral stub-out marking [Required]       of       

Manhole, showing inverts comply with 30 TAC §217.55(l)(2) [Required]       of       

Alternate method of joining lateral to existing SCS line for potential future 
connections [Required]       of       

Typical trench cross-sections [Required]       of       

Bolted manholes [Required]       of       

Sewer Service lateral standard details [Required]       of       

Clean-out at end of line [Required, if used]       of       

Baffles or concrete encasement for shock/erosion protection [Required, if 
flow velocity of any section of pipe >10 fps]       of       

Detail showing Wastewater Line/Water Line Crossing [Required, if 
crossings are proposed]       of       

Mandrel detail or specifications showing compliance with 30 TAC 
§217.57(b) and (c) [Required, if Flexible Pipe is used]       of       

X

X

X

N/A

N/A

N/A

19

N/A

N/A

24

N/A

N/A

N/A
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Standard Details Shown on Sheet 

Drop manholes [Required, if a pipe entering a manhole is more than 24 
inches above manhole invert]       of       

36.  All organized sewage collection system general construction notes (TCEQ-0596) are 
included on the construction plans for this sewage collection system. 

37.  All proposed sewer lines will be sufficiently surveyed/staked to allow an assessment 
prior to TCEQ executive director approval.  If the alignments of the proposed sewer lines 
are not walkable on that date, the application will be deemed incomplete and returned. 

 Survey staking was completed on this date:       

38.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office. 

39.  Any modification of this SCS application will require TCEQ approval, prior to 
construction, and may require submission of a revised application, with appropriate 
fees. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer. This Organized Sewage Collection System Application is hereby submitted for TCEQ 
review and executive director approval.  The system was designed in accordance with the 
requirements of 30 TAC §213.5(c) and 30 TAC §217 and prepared by: 
Print Name of Licensed Professional Engineer:       
Date:        
Place engineer's seal here: 
 

Signature of Licensed Professional Engineer: 

 ______________________________________ 

N/A

X

X

X

X

Nicholas Gower

4/8/2026
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Appendix A-Flow Velocity Table 
Flow Velocity (Flowing Full) All gravity sewer lines on the Edwards Aquifer Recharge Zone shall 
be designed and constructed with hydraulic slopes sufficient to give a velocity when flowing full 
of not less than 2.0 feet per second, and not greater than 10 feet per second.  The grades 
shown in the following table are based on Manning's formula and an n factor of 0.013 and shall 
be the minimum and maximum acceptable slopes unless provisions are made otherwise. 
Table 10 - Slope Velocity 

Pipe Diameter(Inches) 
% Slope required for 

minimum flow velocity of 2.0 
fps 

% Slope which produces flow 
velocity of 10.0 fps 

6 0.50 12.35 

8 0.33 8.40 

10 0.25 6.23 

12 0.20 4.88 

15 0.15 3.62 

18 0.11 2.83 

21 0.09 2.30 

24 0.08 1.93 

27 0.06 1.65 

30 0.055 1.43 

33 0.05 1.26 

36 0.045 1.12 

39 0.04 1.01 

>39 * * 

*For lines larger than 39 inches in diameter, the slope may be determined by Manning's formula 
(as shown below) to maintain a minimum velocity greater than 2.0 feet per second when 
flowing full and a maximum velocity less than 10 feet per second when flowing full. 
 

 
Figure 1 - Manning's Formula 
 
 
 

Where:  

v =  velocity (ft/sec)  
n =  Manning's roughness coefficient 
(0.013) 
Rh =  hydraulic radius (ft)  
S =  slope (ft/ft) 



Veramendi Resort Lift Station 

Table 2 - Manholes and Cleanouts 

Line Shown on Sheet Station Manhole or Clean-out 

WWL 'A' 22 27+05.92 MH A11 

WWL 'A' 22 29+68.14 MH A12 

WWL 'A' 22 33+27.47 MH A13 

WWL 'A' 22 36+02.68 MH A14 

WWL 'B' 23 3+50.00 MH B1 

WWL 'B' 23 8+38.17 MH B2 

WWL 'B' 24 12+21.23 MH B3 

WWL 'B' 24 13+88.36 MH B4 

WWL 'B' 24 16+22.72 MH B5 

 

 

 

 



         

     
   

   

      

                   
                      

                    
                   

                   
                      

                 
                      

                   
                    

                    
                    

            

      
     

       

   
          

        
           

          
           

    
    
     

      
           

            

        
      

     
  

        
      

         
          

            
      

         

Texas Commission on Environmental Quality
Organized Sewage Collection System

General Construction Notes 

Edwards Aquifer Protection Program Construction Notes – Legal Disclaimer 

The following/listed “construction notes” are intended to be advisory in nature only and do not constitute an approval or conditional approval 
by the Executive Director, nor do they constitute a comprehensive listing of rules or conditions to be followed during construction. Further 
actions may be required to achieve compliance with TCEQ regulations found in Title 30, Texas Administrative Code, Chapters 213 and 217, 
as well as local ordinances and regulations providing for the protection of water quality. Additionally, nothing contained in the following/listed 

“construction notes” restricts the powers of the Executive Director, the commission or any other governmental entity to prevent, correct, or 
curtail activities that result or may result in pollution of the Edwards Aquifer or hydrologically connected surface waters. The holder of any 

Edwards Aquifer Protection Plan containing “construction notes” is still responsible for compliance with Title 30, Texas Administrative Code, 
Chapters 213 or any other applicable TCEQ regulation, as well as all conditions of an Edwards Aquifer Protection Plan through all phases of 
plan implementation. Failure to comply with any condition of the Executive Director's approval, whether or not in contradiction of any 

“construction notes,” is a violation of TCEQ regulations and any violation is subject to administrative rules, orders, and penalties as provided 

under Title 30, Texas Administrative Code § 213.10 (relating to Enforcement). Such violations may also be subject to civil penalties and 

injunction. The following/listed “construction notes” in no way represent an approved exception by the Executive Director to any part of Title 
30 Texas Administrative Code, Chapters 213 and 217, or any other TCEQ applicable regulation. 

1. This Organized Sewage Collection System (SCS) must be constructed in accordance with 30 
Texas Administrative Code (TAC) §213.5(c), the Texas Commission on Environmental 
Quality’s (TCEQ) Edwards Aquifer Rules and any local government standard specifications. 

2. All contractors conducting regulated activities associated with this proposed regulated project 
must be provided with copies of the SCS plan and the TCEQ letter indicating the specific 
conditions of its approval. During the course of these regulated activities, the contractors must 
be required to keep on-site copies of the plan and the approval letter. 

3. A written notice of construction must be submitted to the presiding TCEQ regional office at 
least 48 hours prior to the start of any regulated activities. This notice must include: 

- the name of the approved project; 
- the activity start date; and 
- the contact information of the prime contractor. 

4. Any modification to the activities described in the referenced SCS application following the 
date of approval may require the submittal of an SCS application to modify this approval, 
including the payment of appropriate fees and all information necessary for its review and 
approval. 

5. Prior to beginning any construction activity, all temporary erosion and sedimentation (E&S) 
control measures must be properly installed and maintained in accordance with the 
manufacturers specifications. These controls must remain in place until the disturbed areas 
have been permanently stabilized. 

6. If any sensitive features are discovered during the wastewater line trenching activities, all 
regulated activities near the sensitive feature must be suspended immediately. The applicant 
must immediately notify the appropriate regional office of the TCEQ of the feature discovered. 
A geologist’s assessment of the location and extent of the feature discovered must be reported 
to that regional office in writing and the applicant must submit a plan for ensuring the structural 
integrity of the sewer line or for modifying the proposed collection system alignment around 
the feature. The regulated activities near the sensitive feature may not proceed until the 
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executive director has reviewed and approved the methods proposed to protect the sensitive 
feature and the Edwards Aquifer from any potentially adverse impacts to water quality while 
maintaining the structural integrity of the line. 

7. Sewer lines located within or crossing the 5-year floodplain of a drainage way will be protected 
from inundation and stream velocities which could cause erosion and scouring of backfill. The 
trench must be capped with concrete to prevent scouring of backfill, or the sewer lines must be 
encased in concrete. All concrete shall have a minimum thickness of 6 inches. 

8. Blasting procedures for protection of existing sewer lines and other utilities will be in 
accordance with the National Fire Protection Association criteria. Sand is not allowed as 
bedding or backfill in trenches that have been blasted. If any existing sewer lines are 
damaged, the lines must be repaired and retested. 

9. All manholes constructed or rehabilitated on this project must have watertight size on size 
resilient connectors allowing for differential settlement. If manholes are constructed within the 
100-year floodplain, the cover must have a gasket and be bolted to the ring. Where gasketed 
manhole covers are required for more than three manholes in sequence or for more than 1500 
feet, alternate means of venting will be provided. Bricks are not an acceptable construction 
material for any portion of the manhole. 

The diameter of the manholes must be a minimum of four feet and the manhole for entry must 
have a minimum clear opening diameter of 30 inches. These dimensions and other details 
showing compliance with the commission's rules concerning manholes and sewer 
line/manhole inverts described in 30 TAC §217.55 are included on Plan Sheet __ of __. 

It is suggested that entrance into manholes in excess of four feet deep be accomplished by 
means of a portable ladder.  The inclusion of steps in a manhole is prohibited. 

10. Where water lines and new sewer line are installed with a separation distance closer than nine 
feet (i.e., water lines crossing wastewater lines, water lines paralleling wastewater lines, or 
water lines next to manholes) the installation must meet the requirements of 30 TAC 
§217.53(d) (Pipe Design) and 30 TAC §290.44(e) (Water Distribution). 

11. Where sewers lines deviate from straight alignment and uniform grade all curvature of sewer 
pipe must be achieved by the following procedure which is recommended by the pipe 
manufacturer: . 

If pipe flexure is proposed, the following method of preventing deflection of the joint must be 
used: . 

Specific care must be taken to ensure that the joint is placed in the center of the trench and 
properly bedded in accordance with 30 TAC §217.54. 

12. New sewage collection system lines must be constructed with stub outs for the connection of 
anticipated extensions. The location of such stub outs must be marked on the ground such 
that their location can be easily determined at the time of connection of the extensions. Such 
stub outs must be manufactured wyes or tees that are compatible in size and material with 
both the sewer line and the extension. At the time of original construction, new stub-outs must 
be constructed sufficiently to extend beyond the end of the street pavement. All stub-outs 
must be sealed with a manufactured cap to prevent leakage. Extensions that were not 
anticipated at the time of original construction or that are to be connected to an existing sewer 
line not furnished with stub outs must be connected using a manufactured saddle and in 
accordance with accepted plumbing techniques. 
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If no stub-out is present an alternate method of joining laterals is shown in the detail on Plan 
Sheet __ of __. (For potential future laterals). 

The private service lateral stub-outs must be installed as shown on the plan and profile sheets 
on Plan Sheet __ of __ and marked after backfilling as shown in the detail on Plan 
Sheet __ of __. 

13. Trenching, bedding and backfill must conform with 30 TAC §217.54. The bedding and backfill 
for flexible pipe must comply with the standards of ASTM D-2321, Classes IA, IB, II or III. 
Rigid pipe bedding must comply with the requirements of ASTM C 12 (ANSI A 106.2) classes 
A, B or C. 

14. Sewer lines must be tested from manhole to manhole. When a new sewer line is connected to 
an existing stub or clean-out, it must be tested from existing manhole to new manhole. If a 
stub or clean-out is used at the end of the proposed sewer line, no private service attachments 
may be connected between the last manhole and the cleanout unless it can be certified as 
conforming with the provisions of 30 TAC §213.5(c)(3)(E). 

15. All sewer lines must be tested in accordance with 30 TAC §217.57. The engineer must retain 
copies of all test results which must be made available to the executive director upon request. 
The engineer must certify in writing that all wastewater lines have passed all required testing 
to the appropriate regional office within 30 days of test completion and prior to use of the new 
collection system. Testing method will be: 
(a) For a collection system pipe that will transport wastewater by gravity flow, the design 

must specify an infiltration and exfiltration test or a low-pressure air test. A test must 
conform to the following requirements: 
(1) Low Pressure Air Test. 

(A) A low pressure air test must follow the procedures described in 
American Society For Testing And Materials (ASTM) C-828, ASTM C-
924, or ASTM F-1417 or other procedure approved by the executive 
director, except as to testing times as required in Table C.3 in 
subparagraph (C) of this paragraph or Equation C.3 in subparagraph 
(B)(ii) of this paragraph. 

(B) For sections of collection system pipe less than 36 inch average inside 
diameter, the following procedure must apply, unless a pipe is to be 
tested as required by paragraph (2) of this subsection. 
(i) A pipe must be pressurized to 3.5 pounds per square inch (psi) 

greater than the pressure exerted by groundwater above the 
pipe. 

(ii) Once the pressure is stabilized, the minimum time allowable for 
the pressure to drop from 3.5 psi gauge to 2.5 psi gauge is 
computed from the following equation: 

Equation C.3 

Q
KDT 


085.0

Where: 

T = time for pressure to drop 1.0 pound per square inch gauge in 
seconds 

K = 0.000419 X D X L, but not less than 1.0 
D = average inside pipe diameter in inches 

TCEQ-0596 (Rev. July 15, 2015) Page 3 of 6 



 

                                          

         
             
      

              
            

 
   

 
  

  
 

 
 

    
    
    
    
    
    
    
    
    
    
    

 
            

           
           

           
        

        
             
        
             
          
     

             
               
               
      

              
          

             
            
             
            
      

           
            
            
      

             
            

L = length of line of same size being tested, in feet 
Q = rate of loss, 0.0015 cubic feet per minute per square foot internal 

surface 
(C) Since a K value of less than 1.0 may not be used, the minimum testing 

time for each pipe diameter is shown in the following Table C.3: 

Pipe Diameter (inches) Minimum Time 
(seconds) 

Maximum Length for 
Minimum Time (feet) 

Time for 
Longer Length 
(seconds/foot) 

6 340 398 0.855 
8 454 298 1.520 

10 567 239 2.374 
12 680 199 3.419 
15 850 159 5.342 

18 1020 133 7.693 
21 1190 114 10.471 
24 1360 100 13.676 

27 1530 88 17.309 
30 1700 80 21.369 
33 1870 72 25.856 

(D) An owner may stop a test if no pressure loss has occurred during the 
first 25% of the calculated testing time. 

(E) If any pressure loss or leakage has occurred during the first 25% of a 
testing period, then the test must continue for the entire test duration as 
outlined above or until failure. 

(F) Wastewater collection system pipes with a 27 inch or larger average 
inside diameter may be air tested at each joint instead of following the 
procedure outlined in this section. 

(G) A testing procedure for pipe with an inside diameter greater than 33 
inches must be approved by the executive director. 

(2) Infiltration/Exfiltration Test. 
(A) The total exfiltration, as determined by a hydrostatic head test, must not 

exceed 50 gallons per inch of diameter per mile of pipe per 24 hours at 
a minimum test head of 2.0 feet above the crown of a pipe at an 
upstream manhole. 

(B) An owner shall use an infiltration test in lieu of an exfiltration test when 
pipes are installed below the groundwater level. 

(C) The total exfiltration, as determined by a hydrostatic head test, must not 
exceed 50 gallons per inch diameter per mile of pipe per 24 hours at a 
minimum test head of two feet above the crown of a pipe at an upstream 
manhole, or at least two feet above existing groundwater level, 
whichever is greater. 

(D) For construction within a 25-year flood plain, the infiltration or exfiltration 
must not exceed 10 gallons per inch diameter per mile of pipe per 24 
hours at the same minimum test head as in subparagraph (C) of this 
paragraph. 

(E) If the quantity of infiltration or exfiltration exceeds the maximum quantity 
specified, an owner shall undertake remedial action in order to reduce 

TCEQ-0596 (Rev. July 15, 2015) Page 4 of 6 



 

                                          

          
             

           
          
            
        
        
              
           
          
        
             

              
               
                 
               
          
             
        
            
       
              
              
            
      
            
         
             
       
           
              
      
               
          
        
         
                
          
     
            
     
           
             
                 
  

            
      
                             

          
          

    

the infiltration or exfiltration to an amount within the limits specified. An 
owner shall retest a pipe following a remediation action. 

(b) If a gravity collection pipe is composed of flexible pipe, deflection testing is also 
required. The following procedures must be followed: 
(1) For a collection pipe with inside diameter less than 27 inches, deflection 

measurement requires a rigid mandrel. 
(A) Mandrel Sizing. 

(i) A rigid mandrel must have an outside diameter (OD) not less 
than 95% of the base inside diameter (ID) or average ID of a 
pipe, as specified in the appropriate standard by the ASTMs, 
American Water Works Association, UNI-BELL, or American 
National Standards Institute, or any related appendix. 

(ii) If a mandrel sizing diameter is not specified in the appropriate 
standard, the mandrel must have an OD equal to 95% of the ID 
of a pipe. In this case, the ID of the pipe, for the purpose of 
determining the OD of the mandrel, must equal be the average 
outside diameter minus two minimum wall thicknesses for OD 
controlled pipe and the average inside diameter for ID 
controlled pipe. 

(iii) All dimensions must meet the appropriate standard. 
(B) Mandrel Design. 

(i) A rigid mandrel must be constructed of a metal or a rigid plastic 
material that can withstand 200 psi without being deformed. 

(ii) A mandrel must have nine or more odd number of runners or 
legs. 

(iii) A barrel section length must equal at least 75% of the inside 
diameter of a pipe. 

(iv) Each size mandrel must use a separate proving ring. 
(C) Method Options. 

(i) An adjustable or flexible mandrel is prohibited. 
(ii) A test may not use television inspection as a substitute for a 

deflection test. 
(iii) If requested, the executive director may approve the use of a 

deflectometer or a mandrel with removable legs or runners on a 
case-by-case basis. 

(2) For a gravity collection system pipe with an inside diameter 27 inches and 
greater, other test methods may be used to determine vertical deflection. 

(3) A deflection test method must be accurate to within plus or minus 0.2% 
deflection. 

(4) An owner shall not conduct a deflection test until at least 30 days after the final 
backfill. 

(5) Gravity collection system pipe deflection must not exceed five percent (5%). 
(6) If a pipe section fails a deflection test, an owner shall correct the problem and 

conduct a second test after the final backfill has been in place at least 30 days. 

16. All manholes must be tested to meet or exceed the requirements of 30 TAC §217.58. 
(a) All manholes must pass a leakage test. 
(b) An owner shall test each manhole (after assembly and backfilling) for leakage, 

separate and independent of the collection system pipes, by hydrostatic exfiltration 
testing, vacuum testing, or other method approved by the executive director. 
(1) Hydrostatic Testing. 
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(A) The maximum leakage for hydrostatic testing or any alternative test 
methods is 0.025 gallons per foot diameter per foot of manhole depth 
per hour. 

(B) To perform a hydrostatic exfiltration test, an owner shall seal all 
wastewater pipes coming into a manhole with an internal pipe plug, fill 
the manhole with water, and maintain the test for at least one hour. 

(C) A test for concrete manholes may use a 24-hour wetting period before 
testing to allow saturation of the concrete. 

(2) Vacuum Testing. 
(A) To perform a vacuum test, an owner shall plug all lift holes and exterior 

joints with a non-shrink grout and plug all pipes entering a manhole. 
(B) No grout must be placed in horizontal joints before testing. 
(C) Stub-outs, manhole boots, and pipe plugs must be secured to prevent 

movement while a vacuum is drawn. 
(D) An owner shall use a minimum 60 inch/lb torque wrench to tighten the 

external clamps that secure a test cover to the top of a manhole. 
(E) A test head must be placed at the inside of the top of a cone section, 

and the seal inflated in accordance with the manufacturer’s 
recommendations. 

(F) There must be a vacuum of 10 inches of mercury inside a manhole to 
perform a valid test. 

(G) A test does not begin until after the vacuum pump is off. 
(H) A manhole passes the test if after 2.0 minutes and with all valves 
closed, the vacuum is at least 9.0 inches of mercury. 

17. All private service laterals must be inspected and certified in accordance with 30 TAC 
§213.5(c)(3)(I). After installation of and, prior to covering and connecting a private service 
lateral to an existing organized sewage collection system, a Texas Licensed Professional 
Engineer, Texas Registered Sanitarian, or appropriate city inspector must visually inspect the 
private service lateral and the connection to the sewage collection system, and certify that it is 
constructed in conformity with the applicable provisions of this section. The owner of the 
collection system must maintain such certifications for five years and forward copies to the 
appropriate regional office upon request. Connections may only be made to an approved 
sewage collection system. 

Austin Regional Office
12100 Park 35 Circle, Building A
Austin, Texas 78753-1808 
Phone (512) 339-2929 
Fax (512) 339-3795 

San Antonio Regional Office
14250 Judson Road 
San Antonio, Texas  78233-4480 
Phone (210) 490-3096 
Fax (210) 545-4329 

THESE GENERAL CONSTRUCTION NOTES MUST BE INCLUDED ON THE CONSTRUCTION 
PLANS PROVIDED TO THE CONTRACTOR AND ALL SUBCONTRACTORS. 

TCEQ-0596 (Rev. July 15, 2015) Page 6 of 6 
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Lift Station/Force Main System 

Application 
Texas Commission on Environmental Quality 

for Regulated Activities On the Edwards Aquifer Recharge Zone and Relating to 30 TAC 
§213.5(c)(3)(B)and(c), Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Regulated Entity Name: Veramendi Resort Lift Station 

Customer Information 

 (If different than customer information provided on core data form) 

1. The person(s) responsible for providing the engineering certification to the TCEQ pursuant 
to 30 TAC §213.5(f)(2)(C) during construction and 30 TAC §213.5 (c)(3)(D) upon completion 
of construction is: 

Contact Person: Garrett Mechler 
Entity: Veramendi PE-Gold Coast LLC 
Mailing Address: 2168 Oak Run Parkway, Suite 101
City, State: New Braunfels, TX Zip: 78132
Telephone: 830-643-5633 Fax:      
Email Address: garrett.mechler@asaproperties.us.com 

2. The engineer responsible for the design of this lift station and force main: 

Contact Person: Nicholas Gower 
Entity: LJA Engineering 
Mailing Address: 9830 Colonnade Blvd, Ste 300
City, State: San Antonio, TX Zip: 78230
Telephone: 210-503-2700 Fax:      
Email Address: ngower@lja.com 
Texas Licensed Professional Engineer's Serial Number: 139260 

Project Information 

3. This project is for the construction or replacement of: 

 Lift Station only. 
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 Lift Station and Force Main system. 
 Lift Station, Force Main, and Gravity system. 

4. The sewage collection system will convey the wastewater to the Gruene (name) Treatment 
Plant.  The treatment facility is: 

 Existing 
 Proposed 

5. All components of this lift station/force main system will comply with: 

 The City of New Braunfels standard specifications. 
 Other.  Specifications are attached. 

Site Plan Requirements 

Items 6-14 must be included on the Site Plan. 

6.  The Site Plan must have a minimum scale of 1" = 400'. 

Site Plan Scale: 1" = 50‘. 

7.  Lift station/force main system layout meets all requirements of 30 TAC Chapter 217. 

8. Geologic or Manmade Features: 

 No geologic or manmade features were identified in the Geologic Assessment. 
 All geologic or manmade features identified in the Geologic Assessment (caves, 
solution openings, sinkholes, fractures, joints, porous zones, etc.) which exist at the 
site of the proposed lift station and along the path(s) or within 50 feet of each side 
of a proposed force main line are shown on the Site Plan and are listed in the table 
below.  Designs used to protect the integrity of the sewer line crossing each feature 
are described and labeled on the attached page.  A detailed design drawing for each 
feature is shown on Plan Sheet       of      . 

 No Geologic Assessment is required for this project. 

Table 1 - Geologic or Manmade Features 

Line Station to Station Type of Feature 

            to             

            to             

            to             

            to             

            to             

            to             

            to             

            to             
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9.  Existing topographic contours are shown and labeled.  The contour interval is 1 feet.  
(Contour interval must not be greater than 5 feet). 

10.  Finished topographic contours are shown and labeled.  The contour interval is 1 feet.  
(Contour interval must not be greater than 5 feet). 

 Finished topographic contours will not differ from the existing topographic configuration 
and are not shown. 

11. 100-year floodplain boundaries 

 Some part(s) of the project site is located within the 100-year floodplain.  The 
floodplain is shown and labeled. 

 No part of the project site is located within the 100-year floodplain. 

The 100-year floodplain boundaries are based on the following specific (including date of 
material) sources(s):       

12. 5-year floodplain: 

 After construction is complete, no part of this project will be in or cross a 5-year 
floodplain, either naturally occurring or manmade.  (Do not include streets or 
concrete-lined channels constructed above sewer lines.) 

 After construction is complete, all sections of the force main located within the 5-
year floodplain will be encased in concrete or capped with concrete.  These locations 
are listed in the table below and are shown and labeled on the Site Plan.  (Do not 
include streets or concrete-lined channels constructed above sewer lines.) 

Table 2 - 5-Year Floodplain 

Line Sheet Station to Station 

            of             to       

            of             to       

            of             to       

            of             to       

13. All known wells (oil, water, unplugged, capped and/or abandoned, test holes, etc.): 

If applicable, this must agree with Item No. 15 on the Geologic Assessment Form. 
 There are       (#) wells present on the project site and the locations are shown and 
labeled. (Check all of the following that apply) 

 The wells are not in use and have been properly plugged. 
 The wells are not in use and will be properly plugged. 
 The wells are in use and comply with 16 TAC Chapter 76. 

 There are no wells or test holes of any kind known to exist on the project site. 

14.  Legal boundaries of the site are shown. 

 



4 of 5 
TCEQ-0624 (Rev. 02-11-15) 
 

Plan and Profile Sheets 

The construction drawings and technical specifications will not be considered for review unless 
they are the final plans and technical specifications which will be used by the contractor for 
bidding and construction. 

Items 15 – 18 must be included on the Plan and Profile sheets. 

15.  The equipment installation construction plans must have a minimum scale of 1" = 10'. 

Plan sheet scale: 1" = 4 ‘. 

16.  Locations, descriptions and elevations of all required equipment and piping for the lift 
station and force main are shown and labeled. 

17.  Air Release/Vacuum Valves will be provided at all peaks in elevation of the proposed 
force main.  These locations are listed in the table below and labeled on the appropriate 
plan and profile sheets. 

Table 3 - Air Release/Vacuum Valves 

Line Station Sheet 

      13+43.27 18 of 38 

                  of       

                  of       

                  of       

                  of       

                  of       

 

18.  The final plans and technical specifications are submitted for the TCEQ’s review.  Each 
sheet of the construction plans and specifications are dated, signed, and sealed by the 
Texas Licensed Professional Engineer responsible for the design on each sheet. 

19.  Attachment A - Engineering Design Report.  An engineering design report with the 
following required items is attached: 

 The report is dated, signed, and sealed by a Texas Licensed Professional Engineer. 
 Calculations for sizing system. 
 Pump head calculations, including, but not limited to, system head and pump 
capacity curves, head loss calculations, and minimum and maximum static head C 
values for normal and peak operational conditions. 

 100-year and 25-year flood considerations. 
 Total lift station pumping capacity with the largest pump out of service. 
 Type of pumps, including standby units. 
 Type of pump controllers, including standby air supply for bubbler controllers, as 
applicable. 
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 Pump cycle time. 
 Type of wet well ventilation; include number of air changes for mechanical 
ventilation. 

 Minimum and maximum flow velocities for the force main. 
 Lift station security. 
 Lift station emergency provisions and reliability. 

Administrative Information 

20.  Upon completion of the wet well excavation, a geologist must certify that the excavation 
was inspected for the presence of sensitive features and submit the signed, sealed, and 
dated certification to the appropriate regional office. 

21.  The TCEQ Lift Stations and Force Mains General Construction Notes (TCEQ-0591) are 
included on the General Notes Sheet of the Final Construction Plans for this lift station 
and/or force main system. 

22.  Submit one (1) original and one (1) copy of the application, plus additional copies as 
needed for each affected incorporated city, groundwater conservation district, and 
county in which the project will be located.  The TCEQ will distribute the additional 
copies to these jurisdictions.  The copies must be submitted to the appropriate regional 
office. 

23.  Any modification of this lift station/force main system application will require TCEQ 
approval, prior to construction, and may require submission of a revised application, 
with appropriate fees. 

Signature 

To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer. This Lift Station/Force Main System Application is hereby submitted for TCEQ review 
and executive director approval. The system was designed in accordance with the requirements 
of 30 TAC §213.5(c)(3)(C) and 30 TAC Chapter 217, and prepared by: 

Print Name of Licensed Professional Engineer: Nicholas Gower 

Place engineer's seal here: 

 

 

Date: 3/9/2026 

Signature of Licensed Professional Engineer: 

 

 

____________________________________ 

03/09/2026
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Temporary Stormwater Section 
Texas Commission on Environmental Quality 

for Regulated Activities on the Edwards Aquifer Recharge Zone and Relating to 30 TAC 
§213.5(b)(4)(A), (B), (D)(I) and (G); Effective June 1, 1999 

To ensure that the application is administratively complete, confirm that all fields in the form 
are complete, verify that all requested information is provided, consistently reference the 
same site and contact person in all forms in the application, and ensure forms are signed by 
the appropriate party.  

Note: Including all the information requested in the form and attachments contributes to 
more streamlined technical reviews. 

Signature 
To the best of my knowledge, the responses to this form accurately reflect all information 
requested concerning the proposed regulated activities and methods to protect the Edwards 
Aquifer.  This Temporary Stormwater Section is hereby submitted for TCEQ review and 
executive director approval.  The application was prepared by: 

Print Name of Customer/Agent:       

Date:       

Signature of Customer/Agent: 

 

_____________________________________ 

Regulated Entity Name:       

Project Information 

Potential Sources of Contamination 
Examples: Fuel storage and use, chemical storage and use, use of asphaltic products, 
construction vehicles tracking onto public roads, and existing solid waste. 

1. Fuels for construction equipment and hazardous substances which will be used during 
construction:  

 The following fuels and/or hazardous substances will be stored on the site:        

These fuels and/or hazardous substances will be stored in: 

 Aboveground storage tanks with a cumulative storage capacity of less than 250 
gallons will be stored on the site for less than one (1) year.  

Nicholas Gower, PE

4/8/2026

Veramendi Resort Lift Station
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 Aboveground storage tanks with a cumulative storage capacity between 250 
gallons and 499 gallons will be stored on the site for less than one (1) year. 

 Aboveground storage tanks with a cumulative storage capacity of 500 gallons or 
more will be stored on the site.  An Aboveground Storage Tank Facility Plan 
application must be submitted to the appropriate regional office of the TCEQ 
prior to moving the tanks onto the project. 

 Fuels and hazardous substances will not be stored on the site. 

2.  Attachment A - Spill Response Actions.  A site specific description of the measures to be 
taken to contain any spill of hydrocarbons or hazardous substances is attached. 

3.  Temporary aboveground storage tank systems of 250 gallons or more cumulative 
storage capacity must be located a minimum horizontal distance of 150 feet from any 
domestic, industrial, irrigation, or public water supply well, or other sensitive feature. 

4.  Attachment B - Potential Sources of Contamination. A description of any activities or 
processes which may be a potential source of contamination affecting surface water 
quality is attached. 

Sequence of Construction 
5.  Attachment C - Sequence of Major Activities.  A description of the sequence of major 

activities which will disturb soils for major portions of the site (grubbing, excavation, 
grading, utilities, and infrastructure installation) is attached.   

 For each activity described, an estimate (in acres) of the total area of the site to be 
disturbed by each activity is given. 

 For each activity described, include a description of appropriate temporary control 
measures and the general timing (or sequence) during the construction process that 
the measures will be implemented. 

6.  Name the receiving water(s) at or near the site which will be disturbed or which will 
receive discharges from disturbed areas of the project:       

Temporary Best Management Practices (TBMPs) 
Erosion control examples: tree protection, interceptor swales, level spreaders, outlet 
stabilization, blankets or matting, mulch, and sod.  Sediment control examples: stabilized 
construction exit, silt fence, filter dikes, rock berms, buffer strips, sediment traps, and sediment 
basins.  Please refer to the Technical Guidance Manual for guidelines and specifications.  All 
structural BMPs must be shown on the site plan. 

7.  Attachment D – Temporary Best Management Practices and Measures.  TBMPs and 
measures will prevent pollution of surface water, groundwater, and stormwater.  The 
construction-phase BMPs for erosion and sediment controls have been designed to 
retain sediment on site to the extent practicable.  The following information is attached: 

 

X

X

X

X

X

X

X
Blieders Creek

X
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 A description of how BMPs and measures will prevent pollution of surface water, 
groundwater or stormwater that originates upgradient from the site and flows 
across the site. 

 A description of how BMPs and measures will prevent pollution of surface water or 
groundwater that originates on-site or flows off site, including pollution caused by 
contaminated stormwater runoff from the site. 

 A description of how BMPs and measures will prevent pollutants from entering 
surface streams, sensitive features, or the aquifer. 

 A description of how, to the maximum extent practicable, BMPs and measures will 
maintain flow to naturally-occurring sensitive features identified in either the 
geologic assessment, TCEQ inspections, or during excavation, blasting, or 
construction. 

8.  The temporary sealing of a naturally-occurring sensitive feature which accepts recharge 
to the Edwards Aquifer as a temporary pollution abatement measure during active 
construction should be avoided. 

 Attachment E - Request to Temporarily Seal a Feature.   A request to temporarily 
seal a feature is attached.  The request includes justification as to why no reasonable 
and practicable alternative exists for each feature. 

 There will be no temporary sealing of naturally-occurring sensitive features on the 
site. 

9.  Attachment F - Structural Practices.  A description of the structural practices that will be 
used to divert flows away from exposed soils, to store flows, or to otherwise limit runoff 
discharge of pollutants from exposed areas of the site is attached.  Placement of 
structural practices in floodplains has been avoided. 

10.  Attachment G - Drainage Area Map.  A drainage area map supporting the following 
requirements is attached: 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin will be provided. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a smaller sediment basin and/or sediment trap(s) will be 
used. 

 For areas that will have more than 10 acres within a common drainage area 
disturbed at one time, a sediment basin or other equivalent controls are not 
attainable, but other TBMPs and measures will be used in combination to protect 
down slope and side slope boundaries of the construction area. 

 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  A smaller sediment basin and/or sediment trap(s) will be 
used in combination with other erosion and sediment controls within each disturbed 
drainage area. 

X

X

X

X

X

X

X

X

X
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 There are no areas greater than 10 acres within a common drainage area that will be 
disturbed at one time.  Erosion and sediment controls other than sediment basins or 
sediment traps within each disturbed drainage area will be used. 

11.  Attachment H - Temporary Sediment Pond(s) Plans and Calculations. Temporary 
sediment pond or basin construction plans and design calculations for a proposed 
temporary BMP or measure have been prepared by or under the direct supervision of a 
Texas Licensed Professional Engineer.  All construction plans and design information 
must be signed, sealed, and dated by the Texas Licensed Professional Engineer.  
Construction plans for the proposed temporary BMPs and measures are attached.  

 N/A 

12.  Attachment I - Inspection and Maintenance for BMPs.  A plan for the inspection of each 
temporary BMP(s) and measure(s) and for their timely maintenance, repairs, and, if 
necessary, retrofit is attached.  A description of the documentation procedures, 
recordkeeping practices, and inspection frequency are included in the plan and are 
specific to the site and/or BMP. 

13.  All control measures must be properly selected, installed, and maintained in accordance 
with the manufacturer’s specifications and good engineering practices.  If periodic 
inspections by the applicant or the executive director, or other information indicate a 
control has been used inappropriately, or incorrectly, the applicant must replace or 
modify the control for site situations. 

14.  If sediment escapes the construction site, off-site accumulations of sediment must be 
removed at a frequency sufficient to minimize offsite impacts to water quality (e.g., 
fugitive sediment in street being washed into surface streams or sensitive features by 
the next rain). 

15.  Sediment must be removed from sediment traps or sedimentation ponds not later than 
when design capacity has been reduced by 50%.  A permanent stake will be provided 
that can indicate when the sediment occupies 50% of the basin volume. 

16.  Litter, construction debris, and construction chemicals exposed to stormwater shall be 
prevented from becoming a pollutant source for stormwater discharges (e.g., screening 
outfalls, picked up daily). 

Soil Stabilization Practices 
Examples:  establishment of temporary vegetation, establishment of permanent vegetation, 
mulching, geotextiles, sod stabilization, vegetative buffer strips, protection of trees, or 
preservation of mature vegetation. 

17.  Attachment J - Schedule of Interim and Permanent Soil Stabilization Practices.  A 
schedule of the interim and permanent soil stabilization practices for the site is 
attached. 

X

X

X

X

X

X
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18.  Records must be kept at the site of the dates when major grading activities occur, the 
dates when construction activities temporarily or permanently cease on a portion of the 
site, and the dates when stabilization measures are initiated. 

19.  Stabilization practices must be initiated as soon as practicable where construction 
activities have temporarily or permanently ceased. 

Administrative Information 
20.  All structural controls will be inspected and maintained according to the submitted and 

approved operation and maintenance plan for the project. 

21.  If any geologic or manmade features, such as caves, faults, sinkholes, etc., are 
discovered, all regulated activities near the feature will be immediately suspended.  The 
appropriate TCEQ Regional Office shall be immediately notified.  Regulated activities 
must cease and not continue until the TCEQ has reviewed and approved the methods 
proposed to protect the aquifer from any adverse impacts. 

22.  Silt fences, diversion berms, and other temporary erosion and sediment controls will be 
constructed and maintained as appropriate to prevent pollutants from entering 
sensitive features discovered during construction. 
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