Class I Well Permit Application
GKS Project No. 240068PKT
July 2025

ATTACHMENT E

PLAIN LANGUAGE SUMMARY

Pursuant to 30 TAC §39.405(k) Kleberg Sequestration Hub, LLC submits this Plain-Language
Summary of the application including the following information:
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the applicant/operator name;

the type of application;

the type of waste;

the type of facility;

the facility name and location;

the function of the proposed plant or facility;

the expected output of the proposed plant or facility;

the expected pollutants that may be emitted or discharged by the proposed plant or facility
which require an injection well permit; and

how the applicant will control those pollutants, so that the proposed plant will not have an
adverse impact on human health or the environment.

Notice in an alternative language is not required in accordance with 30 TAC §39.426, however,
due to the location of the facilities a Spanish language summary will be provided.

In addition, provide a copy of the plain-language summaries in pdf clearly labeled on a flash drive.
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ENGLISH
Kleberg Sequestration Hub, LLC, will operate five (5) injection facilities, each with one injection
well in Kleberg County. The purpose of these new underground injection control (UIC) facilities
is to dispose of process water from raw water treatment and direct air capture facilities associated
with the construction and operation of the sequestration site. The names and locations (all on King

Ranch property) of the facilities are as follows:

Farm_Tract_ SWD G: from Bishop, Texas 78343, head northeast on US-77 Business North
toward East 3rd Street for 0.8 miles. Turn right onto FM 70 South and drive 9.5 miles. Take a
slight right and continue for 0.5 miles, then turn right and go another 0.5 miles. Turn right again
and drive for 2.9 miles. Finally, turn left onto a partially restricted usage road and continue

approximately 2.5 miles to reach the facility location.

Maria_Trap_SWD I: from Bishop, Texas 78343, head northeast on US-77 Business North
toward East 3rd Street and continue for 0.8 miles. Turn right onto FM 70 South and drive for 18.1
miles. Then, turn right onto County Road 51, which is partially restricted, and continue for 3.2
miles. Turn left onto a restricted usage road and proceed for 0.5 miles. Take a slight right onto
another restricted usage road and continue for 2.3 miles. Finally, turn right onto a restricted usage

road and drive approximately 0.8 miles to reach the facility location.

Becerra SWD J: from Bishop, Texas 78343, head northeast on US-77 Business North toward
East 3rd Street for 0.8 miles. Turn right onto FM 70 South and continue for 18.1 miles. Turn right
onto County Road 51, which is partially restricted, and drive for 3.2 miles. Turn left onto a
restricted usage road and go 0.5 miles. Then, take a slight right onto another restricted usage road

and continue for approximately 2.7 miles to the facility location.

Becerra_SWD K: from Bishop, Texas 78343, head northeast on US-77 Business North toward
East 3rd Street for 0.8 miles, then turn right onto FM 70 South and continue for 9.5 miles.
Afterward, take a slight right and go 0.5 miles, then turn right and drive another 0.5 miles. Turn
left and continue for 4.7 miles, then turn left onto a restricted usage road and proceed for 1.7
miles. Next, turn right onto another restricted usage road and drive 3.4 miles. Finally, turn left

onto a restricted usage road and continue for approximately 2.5 miles to the facility location.
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Farm_Tract_SWD L: From Bishop, Texas 78343, head northeast on US-77 Business North
toward East 3rd Street for 0.8 miles. Turn right onto FM 70 South and continue for 9.5 miles.
Take a slight right and drive 0.5 miles, then turn right and go another 0.5 miles. Turn right again
and continue for 2.9 miles. Turn left onto a partially restricted usage road and proceed for 5.0
miles. Finally, turn right onto a restricted usage road and approximately drive 2.1 miles to reach

the facility location.

This is a new permit application for five injection wells (one per facility) which have not been

permitted or drilled as of the date of this publication, as this is an initial application.

Kleberg Sequestration Hub is a disposal unit designed to intake and dispose of waters associated
with the Kleberg Sequestration Project’s Class VI (Carbon Storage) activities. Water is a
byproduct from process water treatment and direct air capture facilities. The process water is non-
hazardous and is being sent via pipeline to an injection well for deep disposal into Oakville and
Catahoula Formations. The facilities will not generate a waste stream, nor will the facilities inject

hazardous materials.

The proposed injection wells have been designed and will be installed according to Texas agency
laws and regulations. The annual amount of waste to be injected will not exceed 1,161,576,000
gallons per year (i.e. cumulative for all wells). The injection wells will be equipped with inner and
outer casings made with corrosion-resistant materials cemented to surface, an annulus space
maintained under constant pressure, and sophisticated monitoring systems. Annual mechanical
integrity tests will be conducted to confirm that no failure of the protective casing or other
equipment has occurred. The injected waste streams are monitored for flow, pH, specific gravity,
and constituents. Finally, the injection wells will be fitted with automatic alarms and shutdown
systems, that can stop operations immediately if certain operating conditions are encountered or if

monitoring equipment has failed.
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SPANISH

Kleberg Sequestration Hub, LLC operara cinco (5) instalaciones de inyeccion, cada una con un
pozo de inyeccion en el Condado de Kleberg. El propdsito de estas nuevas plantas de control de
inyeccion subterranea (UIC por su siglas en Ingles) es disponer agua proveniente del tratamiento
de agua cruda y de las plantas de captura directa de aire asociadas con la construccion y operacion
del sitio de secuestro. Los nombres y ubicaciones (todas en la propiedad de King Ranch) de las

plantas son los siguientes:

Farm_Tract SWD G: desde Bishop, Texas 78343, dirijase al noreste por US-77 Business North
hacia East 3rd Street por 0.8 millas. Gire a la derecha en FM 70 South y conduzca 9.5 millas. Tome
una ligera derecha y contintie por 0.5 millas, luego gire a la derecha y avance otras 0.5 millas. Gire
nuevamente a la derecha y conduzca 2.9 millas. Finalmente, gire a la izquierda en un camino de
uso parcialmente restringido y continiie aproximadamente 2.5 millas hasta llegar a la ubicacion de

la planta.

Maria_Trap_ SWD I: desde Bishop, Texas 78343, dirijase al noreste por US-77 Business North
hacia East 3rd Street y continte por 0.8 millas. Gire a la derecha en FM 70 South y conduzca 18.1
millas. Luego, gire a la derecha en County Road 51 (uso parcialmente restringido) y contintie por
3.2 millas. Gire a la izquierda en un camino de uso restringido y avance 0.5 millas. Tome una
ligera derecha en otro camino de uso restringido y continte por 2.3 millas. Finalmente, gire a la
derecha en un camino de uso restringido y conduzca aproximadamente 0.8 millas hasta llegar a la

planta.

Becerra_SWD J: desde Bishop, Texas 78343, dirijase al noreste por US-77 Business North hacia
East 3rd Street por 0.8 millas. Gire a la derecha en FM 70 South y contintie por 18.1 millas. Gire
a la derecha en County Road 51 (uso parcialmente restringido) y conduzca 3.2 millas. Gire a la
izquierda en un camino de uso restringido y avance 0.5 millas. Luego, tome una ligera derecha en

otro camino de uso restringido y continte aproximadamente 2.7 millas hasta la planta.

Becerra_ SWD K: desde Bishop, Texas 78343, dirijase al noreste por US-77 Business North hacia
East 3rd Street por 0.8 millas, luego gire a la derecha en FM 70 South y contintie por 9.5 millas.

Después, tome una ligera derecha y avance 0.5 millas, luego gire a la derecha y conduzca otras 0.5
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millas. Gire a la izquierda y continte por 4.7 millas, luego gire a la izquierda en un camino de uso
restringido y avance 1.7 millas. A continuacion, gire a la derecha en otro camino de uso restringido
y conduzca 3.4 millas. Finalmente, gire a la izquierda en un camino de uso restringido y contintie

aproximadamente 2.5 millas hasta la planta.

Farm_Tract SWD L: desde Bishop, Texas 78343, dirijase al noreste por US-77 Business North
hacia East 3rd Street por 0.8 millas. Gire a la derecha en FM 70 South y contintie por 9.5 millas.
Tome una ligera derecha y conduzca 0.5 millas, luego gire a la derecha y avance otras 0.5 millas.
Gire nuevamente a la derecha y contintie por 2.9 millas. Gire a la izquierda en un camino de uso
parcialmente restringido y avance 5.0 millas. Finalmente, gire a la derecha en un camino de uso

restringido y conduzca aproximadamente 2.1 millas hasta la planta.

Esta es una nueva solicitud de permiso para cinco pozos de inyeccion (uno por planta) que no han

sido autorizados ni perforados a la fecha de esta publicacion, ya que se trata de una solicitud inicial.

El Centro de Kleberg Sequestration es una unidad de disposicion disefiada para recibir y eliminar
las aguas asociadas con las actividades del proyecto Clase VI (Almacenamiento de Carbono) que
lleva a cabo Kleberg Sequestration Hub, LLC. El agua a ser dispuesta es un producto secundario
proveniente del proceso de tratamiento de aguas y de las planta de captura directa de aire. El agua
proveniente del proceso no es peligrosa y se envia por tuberias a un pozo de inyeccion para su
disposicion profunda en las formaciones Oakville y Catahoula. Las plantas no generaran flujo de

residuos ni inyectaran materiales peligrosos.

Los pozos de inyeccion propuestos han sido disefiados y se instalaran de acuerdo con las leyes y
regulaciones de las agencias de Texas. La cantidad anual de residuos a inyectar no excedera los
1,161,576,000 galones por afio (es decir, acumulado para todos los pozos). Los pozos de inyeccion
estaran equipados con revestimientos internos y externos hechos de materiales resistentes a la
corrosion cementados hasta la superficie, un espacio anular mantenido bajo presion constante y
sistemas de monitoreo sofisticados. Se realizaran pruebas anuales de integridad mecénica para
confirmar que no ha ocurrido ninguna falla en el revestimiento protector u otro equipo. Las
corrientes de residuos inyectadas se monitorean por flujo, pH, gravedad especifica y componentes.

Finalmente, los pozos de inyeccidon estardn equipados con alarmas automaticas y sistemas de
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apagado que pueden detener las operaciones inmediatamente si se presentan ciertas condiciones

operativas o si falla el equipo de monitoreo..
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