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ATTACHMENT E

PLAIN LANGUAGE SUMMARY

Sasol Chemicals USA (CN600360622) operates the Greens Bayou Plant (RN100214576), which 

produces phenol, cresols, xylenols, blends of cresylic acids, and sodium carbonate solutions.. The 

facility is located at 1914 Haden Road, Houston, Texas 77015. This application is to renew the 

currently active Class I Injection Well permits for WDW147 and WDW319.

The Greens Bayou Plant generates nonhazardous and hazardous waste that are disposed of on-site 

via injection wells rather than being transported offsite. Sasol Chemicals USA generates 

wastewater as a result of their manufacturing process. The phenolic products produced by the 

facility are highly versatile materials that are used as intermediates in the manufacture of a wide 

variety of industrial products such as resins, flame retardants, antioxidants, and insulating 

varnishes. Phenolics production is essentially a purification and fractionation operation. The waste 

stream also contains wastes associated with, activities related to maintenance, storage, 

transportation, and support necessary for such operations. The principal products produced at the 

Greens Bayou Plant are Phenol, Cresols, Xylenols, and Cresylic Acid. 

The existing injection wells (WDW147 and WDW319) are designed and installed according to 

Texas agency guidance and regulations. The annual output of waste to be injected for the Greens 

Bayou Plant is will not exceed 394,200,000 gallons per year.

The injection wells are equipped with inner and outer casings made with corrosion-resistant 

materials, an annulus space maintained under constant pressure, and sophisticated monitoring 

systems.  Annual mechanical integrity tests are conducted to ensure that no failure of the protective 

casing or other equipment has occurred. The injected waste streams are monitored for flow, pH, 

specific gravity, and constituents.  Finally, the injection wells are fitted with automatic alarms and 

shutdowns, that can cease operations immediately, if needed.
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ANEXO E 

RESUMEN EN LENGUAJE SENCILLO

Sasol Chemicals USA (CN600360622) opera la planta Greens Bayou (RN100214576), que 

produce fenol, cresoles, xilenoles, mezclas de ácidos cresílicos y soluciones de carbonato de sodio. 

La instalación está ubicada en 1914 Haden Road, Houston, Texas 77015.  Esta solicitud es para 

renovar los permisos de pozos de inyección de Clase I actualmente activos para WDW147 y 

WDW319. 

La planta Greens Bayou genera desechos peligrosos y no peligrosos que se eliminan en el sitio a 

través de pozos de inyección en lugar de transportarse fuera del sitio. Sasol Chemicals USA genera 

aguas residuales como resultado de su proceso de fabricación. Los productos fenólicos producidos 

por la instalación son materiales altamente versátiles que se utilizan como intermedios en la 

fabricación de una amplia variedad de productos industriales como resinas, retardantes de llama, 

antioxidantes y barnices aislantes. La producción de fenólicos es esencialmente una operación de 

purificación y fraccionamiento. El flujo de desechos también contiene desechos asociados con 

actividades relacionadas con el mantenimiento, almacenamiento, transporte y el apoyo necesarios

para tales operaciones.  Los principales productos producidos en la planta Greens Bayou son fenol, 

cresoles, xilenoles y ácido cresílico. 

Los pozos de inyección existentes (WDW147 y WDW319) están diseñados e instalados de acuerdo 

con las pautas y regulaciones de la agencia de Texas. La producción anual de desechos que se 

inyectarán para la planta de Greens Bayou no excederá los 394,200,000 galones por año.

Los pozos de inyección están equipados con carcasas interiores y exteriores fabricadas con 

materiales resistentes a la corrosión, un espacio anular mantenido bajo presión constante y 

sofisticados sistemas de monitoreo.  Se realizan pruebas anuales de integridad mecánica para 

garantizar que no se haya producido ninguna falla en la carcasa protectora u otro equipo.  Los 

flujos de desechos inyectados se monitorean para determinar el flujo, el pH, la gravedad específica 

y los componentes.  Finalmente, los pozos de inyección están equipados con alarmas y paradas 

automáticas, que pueden cesar sus operaciones de inmediato, si es necesario.


