ENGLISH LANGUAGE TEMPLATE FOR CAFO PERMIT APPLICATIONS
The following summary is provided for this pending water quality permit application being reviewed by the Texas Commission on Environmental Quality as required by the TCEQ Public Participation Plan and Language Access Plan. The information provided in this summary may change during the technical review of the application and is not a federal enforceable representation of the permit application.
1) Applicant’s Name: Dean Cluck Feedyard, Inc
2) Enter : CN603413972
3) Name of facility: Dimmitt Feed Yard
4) Enter  RN102599768
5) Provide your permit Number: TX921182
6) Facility Business: Beef Cattle Feeding Operation
7) Facility Location: 1575 FM 1055, Dimmitt, TX 79027
8) Application Type: Substantial Change
9) Description of your request: The facility is adding land, wells and increasing the mortality burial site area.
10) [bookmark: _Hlk106343234]Potential pollutant sources at the facility include (list the pollutant sources): manure and manure stockpiles, compost, wastewater, sludge, dust, pesticides/fertilizers, lubricants, cleaning products, fuel storage tanks and animal mortalities.
11) The following best management practices will be implemented at the site to manage pollutants from the listed pollutant sources (describe the best management practices that are used): : process generated wastewater and stormwater are stored in two lagoons (RCS) if land applied it would be through irrigation, and manure and sludge are stockpiled in the drainage area of the RCS or in bermed area until land applied or hauled offsite for beneficial use. Manure, sludge, and wastewater generated by the CAFO is retained and used in accordance with a certified nutrient management plan; and wastewater will be contained in RCSs that are properly designed according to the provisions of the general permit.  Dust generated by the CAFO is managed by controlling the speed around the facility, regular pen maintenance, and feed ingredient management. All pesticides, lubricants, fertilizers, and cleaning products shall be stored under roof and handled according to specified label directions. For fuel tanks, the facility shall provide secondary containment where applicable. Animal mortalities are buried onsite in the designated approved burial area.
Unless otherwise limited, manure, sludge, or wastewater will not be discharged from a land management unit (LMU) or a retention control structure (RCS) into or adjacent to water in the state from a CAFO except resulting from any of the following conditions:
1) a discharge of manure, sludge, or wastewater that the permittee cannot reasonably prevent or control resulting from a catastrophic condition other than a rainfall event;
2) overflow of manure, sludge, or wastewater from a RCS resulting from a chronic/catastrophic rainfall event; or
3) a chronic/catastrophic rainfall discharge from a LMU that occurs because the permittee takes measures to de-water the RCS if the RCS is in danger of imminent overflow.
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