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Section 5. Community and Demographic Information 

Community information can be found using EPA’s EJ Screen, U.S. Census Bureau information, or 
generally available demographic tools. 

Information gathered in this section can assist with the determination of whether alternative 
language notice is necessary. Please provide the following information. 

(City) 

(County)  

(Census Tract)  
Please indicate which of these three is the level used for gathering the following information. 

City    County     Census Tract 

(a) Percent of people over 25 years of age who at least graduated from high school

(b) Per capita income for population near the specified location

(c) Percent of minority population and percent of population by race within the specified location

(d) Percent of Linguistically Isolated Households by language within the specified location

(e) Languages commonly spoken in area by percentage

(f) Community and/or Stakeholder Groups

(g) Historic public interest or involvement

TCEQ-20960 (02-09-2023) Page 3 of 4 

Sarah Johnson
Line



Sarah Johnson
Line





























































































 

 

Attachment M – Water Balance (Flow Diagram) 
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Attachment N – Safety Data Sheets 



Version:  1.0

Effective Date:  Aug-03-2015

Previous Date:  Oct-16-2014

SAFETY DATA SHEET

BETZ*DEARBORN DCL30

1. Identification

Product identifier BETZDEARBORN DCL30

Other means of identification None.

Recommended use Dechlorination agent

Recommended restrictions None known.

GE Betz, Inc.

4636 Somerton Road

Trevose, PA  19053

T 215 355 3300, F 215 953 5524

 

Emergency telephone

(800) 877 1940

 

 

Company/undertaking identification

2. Hazard(s) identification

Not classified.Physical hazards

Category 2BSerious eye damage/eye irritationHealth hazards

Category 3 respiratory tract irritationSpecific target organ toxicity, single exposure

Not classified.OSHA defined hazards

Label elements

Signal word Warning

Hazard statement Causes eye irritation. May cause respiratory irritation.

Precautionary statement

Prevention Avoid breathing mist or vapor. Wash  thoroughly after handling. Use only outdoors or in a
well-ventilated area.

Response If inhaled: Remove person to fresh air and keep comfortable for breathing. If in eyes: Rinse cautiously
with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. Call
a poison center/doctor// if you feel unwell. If eye irritation persists: Get medical advice/attention.

Storage Store in a well-ventilated place. Keep container tightly closed. Store locked up.

Disposal Dispose of contents/container in accordance with local/regional/national/international regulations.
Dispose of contents/container to .

Hazard(s) not otherwise classified

(HNOC)
None known.

Supplemental information None.

3. Composition/information on ingredients

Mixtures
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Components CAS # Percent

7631-90-5 20 - 40Sodium bisulphite

*Designates that a specific chemical identity and/or percentage of composition has been withheld as a trade secret.

Composition comments Information for specific product ingredients as required by the U.S. OSHA HAZARD COMMUNICATION
STANDARD is listed. Refer to additional sections of this SDS for our assessment of the potential hazards
of this formulation.

4. First-aid measures

Inhalation Remove victim to fresh air and keep at rest in a position comfortable for breathing. Call a POISON
CENTER or doctor/physician if you feel unwell.

Skin contact Rinse skin with water/shower.

Eye contact Immediately flush eyes with plenty of water for at least 15 minutes. Remove contact lenses, if present
and easy to do. Continue rinsing. Get medical attention if irritation develops and persists.

Ingestion Rinse mouth. If ingestion of a large amount does occur, call a poison control center immediately.

Most important

symptoms/effects, acute and

delayed

Exposed individuals may experience eye tearing, redness, and discomfort. Irritation of eyes and mucous
membranes. May cause respiratory irritation. Skin irritation.

Indication of immediate medical

attention and special treatment

needed

Provide general supportive measures and treat symptomatically. Keep victim under observation.
Symptoms may be delayed.

General information Ensure that medical personnel are aware of the material(s) involved, and take precautions to protect
themselves.

5. Fire-fighting measures

Suitable extinguishing media Water fog. Foam. Dry chemical powder. Carbon dioxide (CO2).

Unsuitable extinguishing media Water. Do not use water jet as an extinguisher, as this will spread the fire.

Specific hazards arising from the

chemical

During fire, gases hazardous to health may be formed.

Special protective equipment and

precautions for firefighters

Wear full protective clothing, including helmet, self-contained positive pressure or pressure demand
breathing apparatus, protective clothing and face mask.

Fire fighting

equipment/instructions

In case of fire and/or explosion do not breathe fumes. Use standard firefighting procedures and consider
the hazards of other involved materials. Move containers from fire area if you can do so without risk.
Cool containers / tanks with water spray.

Specific methods Use standard firefighting procedures and consider the hazards of other involved materials.

General fire hazards No unusual fire or explosion hazards noted.

6. Accidental release measures

Personal precautions, protective

equipment and emergency

procedures

Keep unnecessary personnel away. Keep people away from and upwind of spill/leak. Keep out of low
areas. Wear appropriate protective equipment and clothing during clean-up. Avoid inhalation of vapors
or mists. Do not touch damaged containers or spilled material unless wearing appropriate protective
clothing. Ensure adequate ventilation. Local authorities should be advised if significant spillages cannot
be contained. For personal protection, see section 8 of the SDS.

Methods and materials for

containment and cleaning up

Large Spills: Stop the flow of material, if this is without risk. Dike the spilled material, where this is
possible. Cover with plastic sheet to prevent spreading. Absorb in vermiculite, dry sand or earth and
place into containers. Prevent entry into waterways, sewer, basements or confined areas. Following
product recovery, flush area with water.

Small Spills: Wipe up with absorbent material (e.g. cloth, fleece). Clean surface thoroughly to remove
residual contamination.

Never return spills to original containers for re-use. For waste disposal, see section 13 of the SDS.

Environmental precautions Avoid discharge into drains, water courses or onto the ground. Water contaminated with this product
may be sent to a sanitary sewer treatment facility, or a permitted waste treatment facility, in
accordance with any local agreements.

7. Handling and storage

Precautions for safe handling Vent carefully before opening. Sulfur dioxide can be formed during the normal use and handling of this
product. Avoid breathing mist or vapor. Avoid contact with eyes. Avoid prolonged exposure. Provide
adequate ventilation. Wear appropriate personal protective equipment. Observe good industrial hygiene
practices. Use care in handling/storage.
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Conditions for safe storage,

including any incompatibilities

Store locked up. Store in original tightly closed container. Store away from incompatible materials (see
Section 10 of the SDS). Store in accordance with local/regional/national/international regulation. Avoid
freezing. If frozen, thaw completely and mix thoroughly prior to use.

8. Exposure controls/personal protection

Occupational exposure limits

US. ACGIH Threshold Limit Values

ValueComponents Type

TWA 5 mg/m3Sodium bisulphite (CAS
7631-90-5)

US. NIOSH: Pocket Guide to Chemical Hazards

ValueComponents Type

TWA 5 mg/m3Sodium bisulphite (CAS
7631-90-5)

Biological limit values No biological exposure limits noted for the ingredient(s).

Appropriate engineering controls Good general ventilation (typically 10 air changes per hour) should be used. Ventilation rates should be
matched to conditions. If applicable, use process enclosures, local exhaust ventilation, or other
engineering controls to maintain airborne levels below recommended exposure limits. If exposure limits
have not been established, maintain airborne levels to an acceptable level. Provide eyewash station.

Individual protection measures, such as personal protective equipment

Eye/face protection Chemical goggles are recommended.

Skin protection

Hand protection Chemical resistant gloves. The choice of an appropriate glove does not only depend on its material but
also on other quality features and is different from one producer to the other. Glove selection must take
into account any solvents and other hazards present.

Other Wear appropriate chemical resistant clothing. Use of an impervious apron is recommended.

Respiratory protection Chemical respirator with organic vapor cartridge and full facepiece. A RESPIRATORY PROTECTION
PROGRAM THAT MEETS OSHA'S 29 CFR 1910.134 AND ANSI Z88.2 REQUIREMENTS MUST BE FOLLOWED
WHENEVER  WORKPLACE CONDITIONS WARRANT A RESPIRATOR'S USE.

Thermal hazards Wear appropriate thermal protective clothing, when necessary.

General hygiene considerations Always observe good personal hygiene measures, such as washing after handling the material and
before eating, drinking, and/or smoking.  Routinely wash work clothing and protective equipment to
remove contaminants.

9. Physical and chemical properties

Appearance

Color Colorless to light yellow

Physical state Liquid

Odor Strong

Odor threshold Not available.

pH (concentrated product) 4.5

pH in aqueous solution 4.9 (5% SOL.)

Melting point/freezing point 18 °F (-8 °C)

Initial boiling point and boiling

range

220 °F (104 °C)

Flash point Not applicable.

Evaporation rate < 1 (Ether = 1)

Flammability (solid, gas) Not available.

Upper/lower flammability or explosive limits

Flammability limit - lower (%) Not available.

Flammability limit - upper

(%)

Not available.

Explosive limit - lower (%) Not available.

Explosive limit - upper (%) Not available.

Vapor pressure 18 mm Hg
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Vapor pressure temp. 70 °F (21 °C)

Vapor density < 1 (Air = 1)

Relative density 1.27

Relative density temperature 70 °F (21 °C)

Solubility(ies)

Solubility (water) 100 %

Partition coefficient

(n-octanol/water)

Not available.

Auto-ignition temperature Not available.

Decomposition temperature Not available.

Viscosity 6 cps

Viscosity temperature 70 °F (21 °C)

Other information

Percent volatile 0 (Calculated)

Pour point 23 °F (-5 °C)

Specific gravity 1.27

10. Stability and reactivity

Reactivity The product is stable and non-reactive under normal conditions of use, storage and transport.

Chemical stability Material is stable under normal conditions.

Possibility of hazardous reactions No dangerous reaction known under conditions of normal use.

Conditions to avoid Contact with incompatible materials. None under normal conditions.

Incompatible materials Strong oxidizing agents.

Hazardous decomposition

products

Oxides of sulphur evolved in fire.

11. Toxicological information

Information on likely routes of exposure

Inhalation May cause irritation to the respiratory system. Prolonged inhalation may be harmful.

Skin contact No adverse effects due to skin contact are expected.

Eye contact Causes eye irritation.

Ingestion Expected to be a low ingestion hazard.

Symptoms related to the physical,

chemical and toxicological

characteristics

Irritation of eyes and mucous membranes. Exposed individuals may experience eye tearing, redness,
and discomfort. May cause respiratory irritation. Skin irritation.

Information on toxicological effects

Acute toxicity May cause respiratory irritation.

Test ResultsProduct Species

BETZDEARBORN DCL30 (CAS Mixture)

LD50 Rabbit

Dermal

Acute

> 5000 mg/kg, (Calculated according to GHS
additivity formula)

LC50 Rat

Inhalation

> 5 mg/l, 4 hours, (Calculated according to
GHS additivity formula)

LD50 Rat

Oral

3320 mg/kg, (Calculated according to GHS
additivity formula)
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Test ResultsComponents Species

Sodium bisulphite (CAS 7631-90-5)

LD50 Rabbit

Dermal

Acute

> 2000 mg/kg

LC50 Rat

Inhalation

> 5.5 mg/l, 4 Hour

LD50 Rat

Oral

1420 mg/kg

* Estimates for product may be based on additional component data not shown.

Skin corrosion/irritation Prolonged skin contact may cause temporary irritation.

Serious eye damage/eye irritation Causes eye irritation.

Respiratory or skin sensitization

Respiratory sensitization Not available.

Skin sensitization This product is not expected to cause skin sensitization.

Germ cell mutagenicity No data available to indicate product or any components present at greater than 0.1% are mutagenic or
genotoxic.

Carcinogenicity This product is not considered to be a carcinogen by IARC, ACGIH, NTP, or OSHA.

IARC Monographs. Overall Evaluation of Carcinogenicity

Sodium bisulphite (CAS 7631-90-5) 3 Not classifiable as to carcinogenicity to humans.

OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050)

Not listed.

US. National Toxicology Program (NTP) Report on Carcinogens

Not available.

Reproductive toxicity This product is not expected to cause reproductive or developmental effects.

Specific target organ toxicity -

single exposure

May cause respiratory irritation.

Specific target organ toxicity -

repeated exposure

Not available.

Aspiration hazard Not available.

Chronic effects Prolonged inhalation may be harmful.

12. Ecological information

Ecotoxicity

Product Test ResultsSpecies

BETZDEARBORN DCL30 (CAS Mixture)

LC50 225 mg/L, Static Renewal Bioassay, 96
hour

Fathead Minnow

930 mg/L, Static Acute Bioassay, 96 hour,
(pH adjusted)

Menidia beryllina (Silversides)

370 mg/L, Static Acute Bioassay, 48 hour,
(pH adjusted)

Mysid Shrimp

NOEL 160 mg/L, Static Renewal Bioassay, 96
hour

Fathead Minnow

156 mg/L, Static Acute Bioassay, 96 hour,
(pH adjusted)

Menidia beryllina (Silversides)

156 mg/L, Static Acute Bioassay, 48 hour,
(pH adjusted)

Mysid Shrimp

Aquatic

LC50Crustacea 225 mg/L, Static Renewal Bioassay, 48
hour

Daphnia magna

NOEL 160 mg/L, Static Renewal Bioassay, 48
hour

Daphnia magna
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Product Test ResultsSpecies

0% MortalityFish 100 mg/L, Static Screen, 48 hourRainbow Trout

* Estimates for product may be based on additional component data not shown.

100% Mortality 500 mg/L, Static Screen, 48 hourRainbow Trout

Bioaccumulative potential No data available.

Mobility in soil No data available.

Other adverse effects Not available.

Persistence and degradability

-  COD   (mgO2/g) 49 (calculated data)

13. Disposal considerations

Disposal instructions Collect and reclaim or dispose in sealed containers at licensed waste disposal site. Dispose of
contents/container in accordance with local/regional/national/international regulations.

Local disposal regulations Dispose in accordance with all applicable regulations.

Hazardous waste code The waste code should be assigned in discussion between the user, the producer and the waste disposal
company.

Waste from residues / unused

products

Dispose of in accordance with local regulations. Empty containers or liners may retain some product
residues. This material and its container must be disposed of in a safe manner (see: Disposal
instructions).

Contaminated packaging Empty containers should be taken to an approved waste handling site for recycling or disposal. Since
emptied containers may retain product residue, follow label warnings even after container is emptied.

14. Transport information

DOT

UN3082UN number

ENVIRONMENTALLY HAZARDOUS SUBSTANCES, LIQUID, N.O.S. (SODIUM BISULFITE SOLUTION), RQUN proper shipping name

9Class

Transport hazard class(es)

-Subsidiary risk

IIIPacking group

Read safety instructions, SDS and emergency procedures before handling.Special precautions for user

171ERG number

Some containers may be exempt from Dangerous Goods/Hazmat Transport Regulations, please check BOL for exact container
classification.

IATA

Not regulated as dangerous goods.

IMDG

UN3082UN number

ENVIRONMENTALLY HAZARDOUS SUBSTANCES, LIQUID, N.O.S. (SODIUM BISULFITE SOLUTION), RQUN proper shipping name

8Class

Transport hazard class(es)

-Subsidiary risk

IIIPacking group

No.Marine pollutant

Environmental hazards

Not available.EmS

Read safety instructions, SDS and emergency procedures before handling.Special precautions for user
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DOT

IMDG

15. Regulatory information

US federal regulations This product is a "Hazardous Chemical" as defined by the OSHA Hazard Communication Standard, 29
CFR 1910.1200.
All components are on the U.S. EPA TSCA Inventory List.

TSCA Section 12(b) Export Notification (40 CFR 707, Subpt. D)

Not regulated.

CERCLA Hazardous Substance List (40 CFR 302.4)

Sodium bisulphite (CAS 7631-90-5) Listed.

SARA 304 Emergency release notification

Not regulated.

OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050)

Not listed.

Superfund Amendments and Reauthorization Act of 1986 (SARA)

Hazard categories Immediate Hazard - Yes
Delayed Hazard - No
Fire Hazard - No
Pressure Hazard - No
Reactivity Hazard - No

SARA 302 Extremely hazardous substance

Not listed.

SARA 311/312 Hazardous

chemical

No

SARA 313 (TRI reporting)

Not regulated.

Other federal regulations

Clean Air Act (CAA) Section 112 Hazardous Air Pollutants (HAPs) List

Not regulated.

Clean Air Act (CAA) Section 112(r) Accidental Release Prevention (40 CFR 68.130)

Not regulated.

Safe Drinking Water Act

(SDWA)

Not regulated.

Inventory status

Country(s) or region Inventory name On inventory (yes/no)*

YesCanada Domestic Substances List (DSL)

NoCanada Non-Domestic Substances List (NDSL)
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Country(s) or region Inventory name On inventory (yes/no)*

YesUnited States & Puerto Rico Toxic Substances Control Act (TSCA) Inventory

*A "Yes" indicates that all components of this product comply with the inventory requirements administered by the governing country(s)
A "No" indicates that one or more components of the product are not listed or exempt from listing on the inventory administered by the governing
country(s).

NSF Registered and/or meets

USDA (according to 1998

guidelines):

Registration No. –  147820
 Category Code(s):
 G5  Cooling and retort water treatment products
 G6  Boiler treatment products, steam line products – food contact

US state regulations

US - Massachusetts RTK - Substance List

Sodium bisulphite (CAS 7631-90-5)

US - Pennsylvania RTK - Hazardous Substances

Sodium bisulphite (CAS 7631-90-5)

US - Rhode Island RTK

Sodium bisulphite (CAS 7631-90-5)

US. California Controlled Substances. CA Department of Justice (California Health and Safety Code Section 11100)

Not listed.

US. New Jersey Worker and Community Right-to-Know Act

Sodium bisulphite (CAS 7631-90-5)

US. Pennsylvania Worker and Community Right-to-Know Law

Sodium bisulphite (CAS 7631-90-5)

US. California Proposition 65

California Safe Drinking Water and Toxic Enforcement Act of 1986 (Proposition 65): This material is not known to contain any
chemicals currently listed as carcinogens or reproductive toxins.

US - California Proposition 65 - CRT: Listed date/Carcinogenic substance

No ingredient listed.

US - California Proposition 65 - CRT: Listed date/Developmental toxin

No ingredient listed.

US - California Proposition 65 - CRT: Listed date/Female reproductive toxin

No ingredient listed.

US - California Proposition 65 - CRT: Listed date/Male reproductive toxin

No ingredient listed.

16. Other information, including date of preparation or last revision

Issue date Oct-16-2014

Revision date Aug-03-2015

Version # 1.0

List of abbreviations

CAS: Chemical Abstract Service Registration Number
TWA: Time Weighted Average
STEL: Short Term Exposure Limit
LD50: Lethal Dose, 50%
LC50: Lethal Concentration, 50%
EC50: Effect Concentration, 50%
NOEL: No Observed Effect Level
COD: Chemical Oxygen Demand
BOD: Biochemical Oxygen Demand
TOC: Total Organic Carbon
CEN: European Committee for Standardisation
IATA: International Air Transport Association
IMDG: International Maritime Dangerous Goods Code
NFPA: National Fire Protection Association
ACGIH: American Conference of Governmental Industrial Hygienists
TSRN indicates a Trade Secret Registry Number is used in place of the CAS number.

References: No data available
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Disclaimer The information provided in this Safety Data Sheet is correct to the best of our knowledge, information
and belief at the date of its publication. The information given is designed only as a guidance for safe
handling, use, processing, storage, transportation, disposal and release and is not to be considered a
warranty or quality specification. The information relates only to the specific material designated and
may not be valid for such material used in combination with any other materials or in any process,
unless specified in the text.

Revision Information Hazard(s) identification: Hazard statement
Hazard(s) identification: Prevention
Composition/information on ingredients: Composition comments
First-aid measures: Skin contact
First-aid measures: Most important symptoms/effects, acute and delayed
Handling and storage: Precautions for safe handling
Physical & Chemical Properties: Multiple Properties
Toxicological Information: Toxicological Data
Toxicological information: Reproductive toxicity
Toxicological information: Inhalation
Toxicological information: Symptoms related to the physical, chemical and toxicological characteristics
Other information, including date of preparation or last revision: Prepared by
GHS: Classification

Prepared by This SDS has been prepared by GE Water & Process Technologies Regulatory Department
(1-215-355-3300).

* Trademark of General Electric Company. May be registered in one or more countries.
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MATERIAL SAFETY DATA SHEET

Section 1. Chemical Product and Company Identification

Product Name: ChemTreat DT9056
Product Use: Dust Control
Supplier’s Name: ChemTreat, Inc.
Emergency Telephone Number: (800) 424−9300 (Toll Free)

(703) 527−3887
Address (Corporate Headquarters): 5640 COX ROAD

Glen Allen, VA 23060
Telephone Number for Information: (800) 648−4579
Date of MSDS: October 10, 2013

Section 2. Hazard(s) Identification

Signal Word: WARNING

Hazard Statement(s): May be harmful in contact with skin.
May be harmful if inhaled.
May be harmful if swallowed.
Harmful to aquatic life.

Precautionary Statement(s): Avoid release into the environment.

Section 3. Composition/Hazardous Ingredients

 Component  CAS Registry #  Wt.%
 There are no hazardous ingredients in this product as defined
 in 29 CFR 1910.1200.

 N/A
  

 N/A
  

Section 4. First Aid Measures

Inhalation: Remove to fresh air and keep at rest in a position comfortable for
breathing. Call a poison center or doctor/physician if you feel
unwell.

Eyes: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing. If eye irritation
persists, get medical advice/attention.

Skin: Wash with plenty of soap and water. Call a poison center or
doctor/physician if you feel unwell.
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Ingestion: DO NOT INDUCE VOMITING. Rinse mouth. Call a POISON
CENTER or doctor/physician if you feel unwell.

Notes to Physician: N/A

Additional First Aid Remarks: N/A

Section 5. Fire Fighting Measures

Flammability of the Product: Not flammable.

Suitable Extinguishing Media: Use extinguishing media suitable to surrounding fire.

Specific Hazards Arising from Use water spray to keep containers cool.
the Chemical:

Protective Equipment: If product is involved in a fire, wear full protective clothing
including a positive−pressure, NIOSH approved, self−contained
breathing apparatus.

Section 6. Accidental Release Measures

Personal Precautions: Use appropriate Personal Protective Equipment (PPE).

Environmental Precautions: Avoid dispersal of spilled material and runoff and contact with soil,
waterways, drains, and sewers.

Methods for Cleaning up: Contain and recover liquid when possible. Flush spill area with water
spray.

Other Statements: None.

Section 7. Handling and Storage

Handling: Wear appropriate Personal Protective Equipment (PPE) when
handling this product. Do not get in eyes, or on skin and clothing.
Wash thoroughly after handling. Do not ingest. Avoid breathing
vapors, mist or dust.

Storage: Store away from incompatible materials (see Section 10). Store at
ambient temperatures. Keep container securely closed when not in use.
Label precautions also apply to empty container. Recondition or
dispose of empty containers in accordance with government regulations.
For Industrial use only.
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Protect from heat and sources of ignition.

Section 8. Exposure Controls/Personal Protection

Exposure Limits

 Component  Source  Exposure Limits 
 There are no hazardous ingredients in this product
 as defined in 29 CFR 1910.1200.

  
  

 N/E
  

Carcinogenicity Category

 Component  Source  Code  Brief Description
 There are no hazardous ingredients in this product
 as defined in 29 CFR 1910.1200.

  
  

  
  

 N/E
  

Engineering Controls: Use only with adequate ventilation. The use of local ventilation is
recommended to control emission near the source.

Personal Protection

Eyes: Wear chemical splash goggles or safety glasses with full−face
shield. Maintain eyewash fountain in work area.

Skin: Maintain quick−drench facilities in work area.
Wear butyl rubber or neoprene gloves. Wash them after each use and
replace as necessary. If conditions warrant, wear protective clothing
such as boots, aprons, and coveralls to prevent skin contact.

Respiratory: If misting occurs, use NIOSH approved organic vapor/acid gas dual
cartridge respirator with a dust/mist prefilter in accordance with 29
CFR 1910.134.

Section 9. Physical and Chemical Properties

Physical State and Appearance: Liquid, Amber, Slightly Hazy
Specific Gravity: 1.260 @ 20°C
pH: 6.0 @ 20°C, 100.0%
Freezing Point: N/D
Flash Point: >130°F
Odor: Mild
Melting Point: N/A
Boiling Point: N/D
Solubility in Water: Complete
Evaporation Rate: N/D
Vapor Density: N/D
Molecular Weight: N/D
Viscosity: N/D
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Flammable Limits: N/A
Autoignition Temperature: N/A
Density: 10.51 lb/ga
Vapor Pressure: N/D
% VOC: N/D

Section 10. Stability and Reactivity

Chemical Stability: Stable at normal temperatures and pressures.

Incompatibility with Various Strong oxidizers, Strong bases
Substances:

Hazardous Decomposition None known.
Products:

Possibility of Hazardous None known.
Reactions:

Section 11. Toxicological Information

 Chemical Name  Exposure  Type of Effect  Concentration  Species
 N/D         

Comments: None.

Section 12. Ecological Information

 Species  Duration  Type of Effect  Test Results
 Ceriodaphnia dubia  48h  LC50  12.7 mg/l
 Fathead Minnow  96h  LC50  101 mg/l

Comments: None.
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Section 13. Disposal Considerations

Dispose of in accordance with local, state and federal regulations.

Section 14. Transport Information

DOT

Proper Shipping Name: COMPOUND, INDUSTRIAL WATER TREATMENT, LIQUID
Technical Name: N/A
Hazard Class: Not D.O.T. Regulated
UN/NA#: N/A
Packing Group: N/A

TDG

Proper Shipping Name: COMPOUND, INDUSTRIAL WATER TREATMENT, LIQUID
Technical Name: N/A
Hazard Class: Not D.O.T. Regulated
UN/NA#: N/A
Packing Group: N/A

ICAO

Proper Shipping Name: COMPOUND, INDUSTRIAL WATER TREATMENT, LIQUID
Technical Name: N/A
Hazard Class: Not D.O.T. Regulated
UN/NA#: N/A
Packing Group: N/A

Section 15. Regulatory Information

Inventory Status

United States (TSCA): All ingredients listed.
Canada (DSL/NDSL): All ingredients listed.
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Federal Regulations

SARA Title III Rules

Sections 311/312 Hazard Classes

Fire Hazard: No
Reactive Hazard: No
Release of Pressure: No
Acute Health Hazard: Yes
Chronic Health Hazard: No

Other Sections

  
 Component 

 Section 313
 Toxic Chemical

 Section 302 EHS
 TPQ

  
 CERCLA RQ

 There are no hazardous ingredients in this product
 as defined in 29 CFR 1910.1200.

 N/A
  

 N/A
  

 N/A
  

Comments: None.

State Regulations

California Proposition 65: None known.

Special Regulations

 Component  States
 There are no hazardous ingredients in this product as
 defined in 29 CFR 1910.1200.

 None
  

International Regulations

Canada

WHMIS Classification: N/A

Controlled Product Regulations N/A
(CPR):
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Section 16. Other Information

HMIS Hazard Rating

Health: 1
Flammability: 1
Physical Hazard: 0
PPE: X

Notes: The PPE rating depends on circumstances of use. See
Section 8 for recommended PPE.
The Hazardous Material Information System (HMIS) is a
voluntary, subjective alpha−numeric symbolic system for
recommending hazard risk and personal protection equipment
information. It is a subjective rating system based on the
evaluator’s understanding of the chemical associated risks.
The end−user must determine if the code is appropriate for
their use.

NSF: N/A

FDA/USDA/GRAS: N/A

KOSHER: This product has not been evaluated for Kosher approval.

FIFRA: N/A

Other: None

Abbreviations

 Abbreviation  Definition
 <  Less Than
 >  Greater Than
 ACGIH  American Conference of Governmental Industrial Hygienists
 EHS  Environmental Health and Safety Dept
 N/A  Not Applicable
 N/D  Not Determined
 N/E  Not Established
 OSHA  Occupational Health and Safety Dept
 PEL  Personal Exposure Limit
 STEL  Short Term Exposure Limit
 TLV  Threshold Limit Value
 TWA  Time Weight Average
 UNK  Unknown

Prepared by: Regulatory Affairs Department
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Disclaimer

Although the information and recommendations set forth herein (hereinafter "information") are presented in good faith and believed to be correct as of the date hereof,
ChemTreat, Inc. makes no representations as to the completeness or accuracy thereof. Information is supplied upon the condition that the persons receiving same will make
their own determination as to its suitability for their purposes prior to use. In no event will ChemTreat, Inc. be responsible for damages of any nature whatsoever
resulting from the use or reliance upon information. No representation or warranties, either expressed or implied, of merchantability, fitness for a particular purpose, or
of any other nature are made hereunder with respect to information or the product to which information refers.
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SAFETY DATA SHEET

Section 1. Chemical Product and Company Identification

Product Name: Chemical Treatment CL41
Product Use: Cooling Water Microbiocide
Supplier’s Name: ChemTreat, Inc.
Emergency Telephone Number: (800)424−9300 (Toll Free)
Address (Corporate Headquarters): 5640 Cox Road

Glen Allen, VA 23060
Telephone Number for Information: (800)648−4579
Date of MSDS: September 14, 2015
Revision Date: September 14, 2015
Revision Number: 15091401AN

Section 2. Hazard(s) Identification

Signal Word: WARNING

GHS Classification(s): Eye damage/irritation − Category 2b
Acute Toxicity Dermal − Category 5
Acute Toxicity Inhalation − Category 4
Acute Toxicity Oral − Category 4

Hazard Statement(s): Causes eye irritation.
May be harmful in contact with skin.
Harmful if inhaled.
Harmful if swallowed.

Precautionary Statement(s): Wash thoroughly after handling.
Do not breathe dust/fume/gas/mist/vapors/spray.
Use only outdoors or in a well−ventilated area.
Do not eat, drink, or smoke when using this product.

System of Classification Used: Classification under 2012 OSHA Hazard Communication Standard
(29 CFR 1910.1200).

Hazards Not Otherwise None.
Classified:
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Section 3. Composition/Hazardous Ingredients

 Component  CAS Registry #  Wt.%
 Sodium bromide  7647−15−6  40

Comments If chemical identity and/or exact percentage of composition has been
withheld, this information is considered to be a trade secret.

Section 4. First Aid Measures

Inhalation: Remove to fresh air and keep at rest in a position comfortable for
breathing. Call a poison center or doctor/physician if you feel
unwell.

Eyes: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing. If eye irritation
persists, get medical advice/attention.

Skin: Wash with plenty of soap and water. Call a poison center or
doctor/physician if you feel unwell.

Ingestion: DO NOT INDUCE VOMITING. Rinse mouth. Call a POISON
CENTER or doctor/physician.

Notes to Physician: N/A

Additional First Aid Remarks: Have the product container, label or MSDS with you when calling a
poison control center or doctor, or when going for treatment.

Section 5. Fire Fighting Measures

Flammability of the Product: Not flammable.

Suitable Extinguishing Media: Use extinguishing media suitable to surrounding fire.

Specific Hazards Arising from Containers exposed in a fire should be cooled with water to prevent
the Chemical: vapor pressure build−up leading to rupture.

Protective Equipment: If product is involved in a fire, wear full protective clothing
including a positive−pressure, NIOSH approved, self−contained
breathing apparatus.
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Section 6. Accidental Release Measures

Personal Precautions: Use appropriate Personal Protective Equipment (PPE).

Environmental Precautions: This pesticide is toxic to fish and aquatic organisms.
Do not discharge effluent containing this product into lakes, ponds,
streams, estuaries, oceans or public waters unless in accordance with
the requirements of a National Pollutant Discharge Elimination
System (NPDES) permit, and the permitting authority has been
notified in writing prior to discharge. Do not discharge effluent
containing this product to sewer systems without previously notifying
the local sewage treatment plant authority. For guidance contact
your State Water Board or Regional Office of the EPA.

Methods for Cleaning up: Contain and recover liquid when possible. Flush spill area with water
spray.

Other Statements: None.

Section 7. Handling and Storage

Handling: Wear appropriate Personal Protective Equipment (PPE) when
handling this product. Do not get in eyes, or on skin and clothing.
Wash thoroughly after handling. Do not ingest. Avoid breathing
vapors, mist or dust.

Storage: Store away from incompatible materials (see Section 10). Store at
ambient temperatures. Keep container securely closed when not in use.
Label precautions also apply to empty container. Recondition or
dispose of empty containers in accordance with government regulations.
For Industrial use only.
Store above Freeze Point.

Section 8. Exposure Controls/Personal Protection

Exposure Limits

 Component  Source  Exposure Limits 
 Sodium bromide  N/E  N/E
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Engineering Controls: Use only with adequate ventilation. The use of local ventilation is
recommended to control emission near the source.

Personal Protection

Eyes: Wear chemical splash goggles or safety glasses with
full−face shield. Maintain eyewash fountain in work area.

Skin: Maintain quick−drench facilities in work area.
Wear butyl rubber or neoprene gloves. Wash them after each
use and replace as necessary. If conditions warrant, wear
protective clothing such as boots, aprons, and coveralls to
prevent skin contact.

Respiratory: If misting occurs, use NIOSH approved organic vapor/acid
gas dual cartridge respirator with a dust/mist prefilter in
accordance with 29 CFR 1910.134.

Section 9. Physical and Chemical Properties

Physical State and Appearance: Liquid, Colorless, Clear
Specific Gravity: 1.432 @ 20°C
pH: 7.5 @ 20°C, 100.0%
Freezing Point: <−11°F
Flash Point: N/D
Odor: Odorless
Melting Point: N/D
Initial Boiling Point and Boiling Range: N/D
Solubility in Water: N/D
Evaporation Rate: N/A
Vapor Density: N/D
Molecular Weight: N/D
Viscosity: <100 CPS @ 20°C
Flammability (solid, gas): N/D
Flammable Limits: N/A
Autoignition Temperature: N/A
Density: 11.94 LB/GA
Vapor Pressure: N/D
% VOC: 0
Odor Threshold N/D
n−octanol Partition Coefficient N/D
Decomposition Temperature N/D
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Section 10. Stability and Reactivity

Chemical Stability: Stable at normal temperatures and pressures.

Incompatibility with Various Strong acids, Strong oxidizers.
Substances:

Hazardous Decomposition Hydrogen, Bromine.
Products:

Possibility of Hazardous None known.
Reactions:

Section 11. Toxicological Information

 Chemical Name  Exposure  Type of Effect  Concentration  Species
 Chemical Treatment CL41  Oral  LD50  >5000 MG/KG  Rat

 Dermal  LD50  >2000 MG/KG  Rabbit

Carcinogenicity Category

 Component  Source  Code  Brief Description
 Sodium bromide  N/E  N/E  N/E

Comments: None.

Section 12. Ecological Information

 Species  Duration  Type of Effect  Test Results
 Bluegill Sunfish  96h  LC50  >1000 mg/l
 Daphnia magna  48h  EC50  >1000 mg/l
 Rainbow Trout  96h  LC50  >1000 mg/l

Comments: Based on active ingredient
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Section 13. Disposal Considerations

PESTICIDE DISPOSAL: Pesticide wastes are toxic. Improper disposal of excess pesticide, spray mixture, or
rinsate is a violation of Federal Law. If these wastes cannot be disposed of by use according to label
instructions, contact your State Pesticide or Environmental Control Agency, or the Hazardous Waste
representative at the nearest EPA Regional Office for guidance.
CONTAINER DISPOSAL: Non−refillable container. Do not reuse or refill this container. Triple rinse or
pressure rinse container (or equivalent) promptly after emptying. Then offer for recycling or reconditioning,
or puncture and dispose of in a sanitary landfill, or by procedures approved by state and local authorities.

Section 14. Transport Information

 Controlling
 Regulation

  
 UN/NA#:

  
 Proper Shipping Name:

  
 Technical Name:

  
 Hazard Class:

 Packing
 Group:

 DOT
  

 N/A
  

 COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A
  

 N/A
  

 N/A
  

 IMDG
  

 N/A
  

 COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A
  

 N/A
  

 N/A
  

 TDG
  

 N/A
  

 COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A
  

 N/A
  

 N/A
  

 ICAO
  

 N/A
  

 COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A
  

 N/A
  

 N/A
  

Note: N/A

Section 15. Regulatory Information

Inventory Status

United States (TSCA): All ingredients listed.
Canada (DSL/NDSL): All ingredients listed.
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Federal Regulations

SARA Title III Rules

Sections 311/312 Hazard Classes

Fire Hazard: No
Reactive Hazard: No
Release of Pressure: No
Acute Health Hazard: Yes
Chronic Health Hazard: No

Other Sections

  
 Component 

 Section 313
 Toxic Chemical

 Section 302
 EHS TPQ

  
 CERCLA RQ

 Sodium bromide  N/A  N/A  N/A

Comments: None.

State Regulations

California Proposition 65: None known.

Special Regulations

 Component  States
 Sodium bromide  None.

International Regulations

Canada

WHMIS Classification: N/A

Controlled Product Regulations N/A
(CPR):

Compliance Information

NSF: N/A

FDA/USDA/GRAS: N/A

KOSHER: This product is certified by the Orthodox Union as Kosher
for Passover and year−round use.
Only when prepared by the following ChemTreat facilities:
Ashland, VA; Eldridge, IA; Nederland, TX; Vernon, CA.
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FIFRA: Registered pesticide under 40 CFR 152.10, Federal
Insecticide, Fungicide and Rodenticide Act (FIFRA),
EPA Registration Number: 15300−26.

Other: PMRA biocide registration NO. 30146.

Comments: None.

Section 16. Other Information

HMIS Hazard Rating

Health: 1
Flammability: 0
Physical Hazard: 0
PPE: X

Notes: The PPE rating depends on circumstances of use. See
Section 8 for recommended PPE.
The Hazardous Material Information System (HMIS) is a
voluntary, subjective alpha−numeric symbolic system for
recommending hazard risk and personal protection equipment
information. It is a subjective rating system based on the
evaluator’s understanding of the chemical associated risks.
The end−user must determine if the code is appropriate for
their use.

Abbreviations

 Abbreviation  Definition
 <  Less Than
 >  Greater Than
 ACGIH  American Conference of Governmental Industrial Hygienists
 EHS  Environmental Health and Safety Dept
 N/A  Not Applicable
 N/D  Not Determined
 N/E  Not Established
 OSHA  Occupational Health and Safety Dept
 PEL  Personal Exposure Limit
 STEL  Short Term Exposure Limit
 TLV  Threshold Limit Value
 TWA  Time Weight Average
 UNK  Unknown

Prepared by: Product Compliance Department; ProductCompliance@chemtreat.com

Revision Date: September 14, 2015
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Disclaimer

Although the information and recommendations set forth herein (hereinafter "information") are presented in good faith and believed to be correct as of the date hereof,
ChemTreat, Inc. makes no representations as to the completeness or accuracy thereof. Information is supplied upon the condition that the persons receiving same will make their
own determination as to its suitability for their purposes prior to use. In no event will ChemTreat, Inc. be responsible for damages of any nature whatsoever resulting from the
use or reliance upon information. No representation or warranties, either expressed or implied, of merchantability, fitness for a particular purpose, or of any other nature are
made hereunder with respect to information or the product to which information refers.
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Product Name: ChemTreat P893L
Product Use: Water Clarification Agent
Supplier’s Name: ChemTreat, Inc.
Emergency Telephone Number: (800)424−9300 (Toll Free)
Address (Corporate Headquarters): 5640 Cox Road

Glen Allen, VA 23060
Telephone Number for Information: (800)648−4579
Date of SDS: May 19, 2016
Revision Date: May 19, 2016
Revision Number: 16051902AN
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Signal Word: WARNING

GHS Classification(s): Acute Toxicity Dermal − Category 5
Acute Toxicity Inhalation − Category 5
Acute Toxicity Oral − Category 5

Hazard Statement(s): H313 May be harmful in contact with skin.
H333 May be harmful if inhaled.
H303 May be harmful if swallowed.

Precautionary Statement(s):

Prevention: None.

Response: P312 Call a POISON CENTER or doctor/physician if
you feel unwell.

Storage: None.

Disposal: None.

System of Classification Used: Classification under 2012 OSHA Hazard Communication Standard
(29 CFR 1910.1200).

Hazards Not Otherwise None.
Classified:



16051902AN 05/19/16 ChemTreat P893LPage 2 of 10

��������	�
���
�����
�����
���	���	�
�����������������
��������� ����!��	��������

 Component  CAS Registry #  Wt.%
 Polyaluminum chloride  1327−41−9  60 − 100

Comments If chemical identity and/or exact percentage of composition has been
withheld, this information is considered to be a trade secret.
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Inhalation: Remove to fresh air and keep at rest in a position comfortable for
breathing. Call a poison center or doctor/physician if you feel
unwell.

Eyes: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing. If eye
irritation persists, get medical advice/attention.

Skin: Wash with plenty of soap and water. Call a poison center or
doctor/physician if you feel unwell.

Ingestion: DO NOT INDUCE VOMITING. Rinse mouth. Call a POISON
CENTER or doctor/physician if you feel unwell.

Most Important Symptoms: N/D

Indication of Immediate N/A
Medical Attention and
Special Treatment Needed, If
Necessary:
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Flammability of the Product: Not flammable.

Suitable Extinguishing Media: Use extinguishing media suitable to surrounding fire.

Specific Hazards Arising from Containers exposed in a fire should be cooled with water to prevent
the Chemical: vapor pressure build−up leading to rupture.



16051902AN 05/19/16 ChemTreat P893LPage 3 of 10

Protective Equipment: If product is involved in a fire, wear full protective clothing
including a positive−pressure, NIOSH approved, self−contained
breathing apparatus.
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Personal Precautions: Use appropriate Personal Protective Equipment (PPE).

Environmental Precautions: Avoid dispersal of spilled material and runoff and contact with
soil, waterways, drains, and sewers.

Methods for Cleaning up: Contain and recover liquid when possible. Flush spill area with
water spray.

Other Statements: None.
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Handling: Wear appropriate Personal Protective Equipment (PPE) when
handling this product. Do not get in eyes, or on skin and clothing.
Wash thoroughly after handling. Do not ingest. Avoid breathing
vapors, mist or dust.

Storage: Store away from incompatible materials (see Section 10). Store
at ambient temperatures. Keep container securely closed when not in
use. Label precautions also apply to empty container. Recondition
or dispose of empty containers in accordance with government
regulations. For Industrial use only.
Protect from heat and sources of ignition.
Do not store or handle in aluminum, steel, copper, or their alloys.
Do not freeze. Store above Freeze Point. If freezes, then
mechanical mixing is required.
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Exposure Limits

 Component  Source  Exposure Limits 
 Polyaluminum chloride  N/E  N/E

Engineering Controls: Use only with adequate ventilation. The use of local ventilation is
recommended to control emission near the source.
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Personal Protection

Eyes: Wear chemical splash goggles or safety glasses with
full−face shield. Maintain eyewash fountain in work area.

Skin: Maintain quick−drench facilities in work area.
Wear butyl rubber or neoprene gloves. Wash them after
each use and replace as necessary. If conditions warrant,
wear protective clothing such as boots, aprons, and
coveralls to prevent skin contact.

Respiratory: If misting occurs, use NIOSH approved organic vapor/acid
gas dual cartridge respirator with a dust/mist prefilter in
accordance with 29 CFR 1910.134.
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Physical State and Appearance: Liquid, Colorless, Clear
Specific Gravity: 1.176 @ 20°C
pH: 4.0 @ 20°C, 100.0%
Freezing Point: 34°F
Flash Point: N/D
Odor: Mild
Melting Point: N/A
Initial Boiling Point and Boiling Range: N/D
Solubility in Water: Soluble
Evaporation Rate: N/D
Vapor Density: N/D
Molecular Weight: N/D
Viscosity: N/A
Flammability (solid, gas): N/D
Flammable Limits: N/A
Autoignition Temperature: N/A
Density: 9.81 LB/GA
Vapor Pressure: N/D
% VOC: N/D
Odor Threshold N/D
n−octanol Partition Coefficient N/D
Decomposition Temperature N/D
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Chemical Stability: Stable at normal temperatures and pressures.

Incompatibility with Various Strong oxidizers, Strong bases.
Substances:

Hazardous Decomposition Oxides of carbon, Oxides of nitrogen, Hydrogen chloride.
Products:

Possibility of Hazardous None known.
Reactions:

Reactivity: N/D

Conditions To Avoid: N/D
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Acute Toxicity

 Chemical Name  Exposure  Type of Effect  Concentration  Species
 N/D  N/D  N/D  N/D  N/D

Carcinogenicity Category

 Component  Source  Code  Brief Description
 Polyaluminum chloride  N/E  N/E  N/E

Likely Routes of Exposure: N/D

Symptoms

Inhalation: N/D

Eye Contact: N/D

Skin Contact: N/D

Ingestion: N/D

Skin Corrosion/Irritation: N/D
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Serious Eye Damage/Eye N/D
Irritation:

Sensitization: N/D

Germ Cell Mutagenicity: N/D

Reproductive/Developmental N/D
Toxicity:

Specific Target Organ Toxicity

Single Exposure: N/D

Repeated Exposure: N/D

Aspiration Hazard: N/D

Comments: None.
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Ecotoxicity

 Species  Duration  Type of Effect  Test Results
 Daphnia magna  48h  LC50  2.56 mg/l
 Ceriodaphnia dubia  48h  LC50  1.148 mg/l

 48h  LC50  0.34 mg/l
 Fathead Minnow  96h  LC50  4.218 mg/l

 96h  LC50  4.1 mg/l

Persistence and N/D
Biodegradability:

Bioaccumulative Potential: N/D

Mobility In Soil: N/D

Other Adverse Effects: N/D

Comments: Water clarification polymers function by multipoint adsorption and
charge neutralization with suspended solids. Polymers inherently
migrate with solids in the separation process and with the exception
of uneconomic overdose do not remain in the clarified waters.
Aquatic toxicity determinations in test method protocol waters
without suspended solids overestimate the toxicity compared to
natural receiving waters.
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Dispose of in accordance with local, state and federal regulations.
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 Controlling
 Regulation  UN/NA#:  Proper Shipping Name:  Technical Name:  Hazard Class:

 Packing
 Group:

 DOT  N/A  COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A  N/A  N/A

 IMDG  UN3264  CORROSIVE LIQUID, ACIDIC,
 INORGANIC, N.O.S.

 (POLYALUMINUM CHLORIDE)  8  PGIII

 ICAO  UN3264  CORROSIVE LIQUID, ACIDIC,
 INORGANIC, N.O.S.

 (POLYALUMINUM CHLORIDE)  8  PGIII

 TDG  N/A  COMPOUND, INDUSTRIAL
 WATER TREATMENT, LIQUID

 N/A  N/A  N/A

Note: When shipped by ground in the U.S., by exception 49 CFR
173.154 (d) (1) not subject to transport as a hazardous
material when in authorized packaging that will not react
dangerously or be degraded by the corrosive material.
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Inventory Status

United States (TSCA): All ingredients listed.
Canada (DSL/NDSL): All ingredients listed.
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Federal Regulations

SARA Title III Rules

Sections 311/312 Hazard
Classes

Fire Hazard: No
Reactive Hazard: No
Release of Pressure: No
Acute Health Hazard: Yes
Chronic Health Hazard: No

Other Sections

 Component 
 Section 313
 Toxic Chemical

 Section 302 EHS
 TPQ  CERCLA RQ

 Polyaluminum chloride  N/A  N/A  N/A

Comments: None.

State Regulations

California Proposition 65: None known.

Special Regulations

 Component  States
 Polyaluminum chloride  None.

International Regulations

Canada

WHMIS Classification: E (Corrosive Material)

Controlled Product Regulations This product has been classified in accordance with
(CPR): the hazard criteria of the Controlled Products

Regulations (CPR) and the MSDS contains all
the information required by the CPR.
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Compliance Information

NSF: Certified to NSF/ANSI Standard 60
Maximum use rate for potable water − 40 mg/L
This product ships as NSF from:
Ashland, VA
Nederland, TX
Facility #4 USA
Facility #7 USA

Food Regulations: N/A

KOSHER: This product has not been evaluated for Kosher approval.

FIFRA: N/A

Other: None

Comments: None.
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HMIS Hazard Rating

Health: 1
Flammability: 0
Physical Hazard: 0
PPE: X

Notes: The PPE rating depends on circumstances of use. See
Section 8 for recommended PPE.
The Hazardous Material Information System (HMIS) is a
voluntary, subjective alpha−numeric symbolic system for
recommending hazard risk and personal protection equipment
information. It is a subjective rating system based on the
evaluator’s understanding of the chemical associated risks.
The end−user must determine if the code is appropriate for
their use.

Abbreviations

 Abbreviation  Definition
 <  Less Than
 >  Greater Than
 ACGIH  American Conference of Governmental Industrial Hygienists
 EHS  Environmental Health and Safety Dept
 N/A  Not Applicable
 N/D  Not Determined
 N/E  Not Established
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 Abbreviation  Definition
 OSHA  Occupational Health and Safety Dept
 PEL  Personal Exposure Limit
 STEL  Short Term Exposure Limit
 TLV  Threshold Limit Value
 TWA  Time Weight Average
 UNK  Unknown

Prepared by: Product Compliance Department; ProductCompliance@chemtreat.com

Revision Date: May 19, 2016
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Although the information and recommendations set forth herein (hereinafter "information") are presented in good faith and believed to be correct as of the date
hereof, ChemTreat, Inc. makes no representations as to the completeness or accuracy thereof. Information is supplied upon the condition that the persons receiving
same will make their own determination as to its suitability for their purposes prior to use. In no event will ChemTreat, Inc. be responsible for damages of any
nature whatsoever resulting from the use or reliance upon information. No representation or warranties, either expressed or implied, of merchantability, fitness for
a particular purpose, or of any other nature are made hereunder with respect to information or the product to which information refers.



 

  

Material Safety Data Sheet  
Issue Date:  11-MAR-2011 
Supercedes:  12-MAR-2009 

CORTROL OS7780 

1   Identification
Identification of substance or preparation
CORTROL OS7780 

Product Application Area
Water based dissolved oxygen scavenger/metal passivator. 

Company/Undertaking Identification
GE Betz, Inc.
4636 Somerton Road
Trevose, PA  19053
T 215 355-3300, F 215 953 5524 

Emergency Telephone
(800) 877-1940 

Prepared by Product Stewardship Group: T 215-355-3300     Prepared on: 11-MAR-2011 

2   Hazard(s) identification 

                                                                                
********************************************************************************
                                      EMERGENCY OVERVIEW                        
                                                                                 
  WARNING                                                                       
                                                                                 
        May cause slight irritation to the skin. Skin sensitizer. May cause     
        moderate irritation to the eyes. Mists/aerosols may cause               
        irritation to upper respiratory tract.                                  
                                                                                 
        DOT hazard is not applicable                                            
        Odor: Slight; Appearance: Colorless To Brown, Liquid                    
                                                                                 
        Fire fighters should wear positive pressure self-contained breathing    
        apparatus(full face-piece type). Proper fire-extinguishing media:       
        dry chemical, carbon dioxide, foam or water                             
********************************************************************************
                                                                                 
                            POTENTIAL HEALTH EFFECTS                            
                                                                                 
     ACUTE SKIN EFFECTS:                                                        
        Primary route of exposure; May cause slight irritation to the skin.     
        Skin sensitizer.                                                        
                                                                                 
     ACUTE EYE EFFECTS:                                                         
        May cause moderate irritation to the eyes.                              
                                                                                 
     ACUTE RESPIRATORY EFFECTS:                                                 
        Mists/aerosols may cause irritation to upper respiratory tract.         
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     INGESTION EFFECTS:                                                         
        May cause gastrointestinal irritation. Very large doses may cause       
        diarrhea, depression, colic and death. May also cause severe            
        allergic reactions in sensitive individuals.                            
                                                                                 
     TARGET ORGANS:                                                             
        Prolonged or repeated exposures may cause primary irritant              
        dermatitis, skin sensitization, impaired vision, and/or toxicity to     
        the blood.                                                              
                                                                                 
     MEDICAL CONDITIONS AGGRAVATED:                                             
        Not known.                                                              
                                                                                 
     SYMPTOMS OF EXPOSURE:                                                      
        Prolonged, repeated exposure may result in brownish discoloration       
        of the conjunctiva and changes in the cornea which may lead to          
        decreased visual acuity.                                                
 

3   Composition / information on ingredients 

                                                                                
     Information for specific product ingredients as required by the            
     U.S. OSHA HAZARD COMMUNICATION STANDARD is listed. Refer to                
     additional sections of this MSDS for our assessment of the potential       
     hazards of this formulation. This product is subject to the Pennsylvania   
     and New Jersey Worker and Community Right to Know Law.                     
                                                                                 
     HAZARDOUS INGREDIENTS:                                                     
                                                                                 
     Cas#         Chemical Name                                    Range(w/w%)  
                                                                                 
     123-31-9     HYDROQUINONE (1,4-BENZENEDIOL)                        1-5     
                  Toxic (by ingestion); irritant (eyes); potential              
                  sensitizer (skin); IARC=3 (carcinogen status not              
                  classifiable)                                                 
     NON-HAZARDOUS INGREDIENTS:                                                 
                                                                                 
     CAS#                   CHEMICAL NAME                                       
                                                                                 
     7732-18-5              WATER                                               
 

4   First-aid measures 

                                                                                
     SKIN CONTACT:                                                              
        Wash thoroughly with soap and water. Remove contaminated clothing.      
        Thoroughly wash clothing before reuse. Get medical attention if         
        irritation develops or persists.                                        
     EYE CONTACT:                                                               
        Remove contact lenses. Hold eyelids apart. Immediately flush eyes       
        with plenty of low-pressure water for at least 15 minutes. Get          
        immediate medical attention.                                            
     INHALATION:                                                                
        If nasal, throat or lung irritation develops - remove to fresh air      
        and get medical attention.                                              
     INGESTION:                                                                 
        Do not feed anything by mouth to an unconscious or convulsive           
        victim. Do not induce vomiting. Immediately contact physician.          
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        Dilute contents of stomach using 2-8 fluid ounces (60-240 mL) of        
        milk or water.                                                          
     NOTES TO PHYSICIANS:                                                       
        No special instructions

5   Fire-fighting measures 

                                                                                
     FIRE FIGHTING INSTRUCTIONS:                                                
        Fire fighters should wear positive pressure self-contained breathing    
        apparatus (full face-piece type).                                       
     EXTINGUISHING MEDIA:                                                       
        dry chemical, carbon dioxide, foam or water                             
     HAZARDOUS DECOMPOSITION PRODUCTS:                                          
        oxides of carbon                                                        
     FLASH POINT:                                                               
        > 200F   > 93C SETA(CC)                                                 
 

6   Accidental release measures 

                                                                                
     PROTECTION AND SPILL CONTAINMENT:                                          
        Ventilate area. Use specified protective equipment. Contain and         
        absorb on absorbent material. Place in waste disposal container.        
        Flush area with water. Wet area may be slippery. Spread sand/grit.      
     DISPOSAL INSTRUCTIONS:                                                     
        Water contaminated with this product may be sent to a sanitary sewer    
        treatment facility,in accordance with any local agreement,a permitted   
        waste treatment facility or discharged under a permit. Product          
        as is - Incinerate or land dispose in an approved landfill.

7   Handling and storage 

                                                                                
     HANDLING:                                                                  
        Normal chemical handling.                                               
     STORAGE:                                                                   
        Keep containers closed when not in use. Store with minimum exposure     
        to light. Shelf life 270 days. Protect from freezing. If frozen,        
        thaw completely and mix thoroughly prior to use.

8   Exposure controls / personal protection 

                                                                                
                                     EXPOSURE LIMITS                            
     CHEMICAL NAME                                                              
                                                                                 
     HYDROQUINONE (1,4-BENZENEDIOL)                                             
        PEL (OSHA):  2 MG/M3                                                    
        TLV (ACGIH): 2 MG/M3                                                    
                                                                                 
     ENGINEERING CONTROLS:                                                      
        Adequate ventilation to maintain air contaminants below exposure        
        limits.                                                                 
     PERSONAL PROTECTIVE EQUIPMENT:                                             
        Use protective equipment in accordance with 29CFR 1910 Subpart I        
           RESPIRATORY PROTECTION:                                              
              A RESPIRATORY PROTECTION PROGRAM THAT MEETS OSHA’S 29 CFR         
              1910.134 AND ANSI Z88.2 REQUIREMENTS MUST BE FOLLOWED WHENEVER    
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              WORKPLACE CONDITIONS WARRANT A RESPIRATOR’S USE.                  
              USE AIR PURIFYING RESPIRATORS WITHIN USE LIMITATIONS ASSOCIATED   
              WITH THE EQUIPMENT OR ELSE USE SUPPLIED AIR-RESPIRATORS.          
              If air-purifying respirator use is appropriate, use any of        
              the following particulate respirators: N95, N99, N100, R95,       
              R99, R100, P95, P99 or P100.                                      
           SKIN PROTECTION:                                                     
              gauntlet-type butyl or neoprene gloves, chemical resistant        
              apron -- Wash off after each use. Replace as necessary.           
           EYE PROTECTION:                                                      
              splash proof chemical goggles, face shield                        
 

9   Physical and chemical properties 

                                                                                
 Spec. Grav.(70F,21C)    1.002           Vapor Pressure (mmHG)     18.0         
 Freeze Point (F)        32              Vapor Density (air=1)   > 1.00         
 Freeze Point (C)         0                                                     
 Viscosity(cps 70F,21C)      7           % Solubility (water)     100.0         
                                                                                 
 Odor                                Slight                                     
 Appearance                          Colorless To Brown                         
 Physical State                      Liquid                                     
 Flash Point          SETA(CC)       > 200F  > 93C                              
 pH As Is (approx.)                  7.5                                        
 Evaporation Rate (Ether=1)          < 1.00                                     
 Percent VOC:                         0.0                                       
                                                                                 
 NA = not applicable    ND = not determined                                     
 

10  Stability and reactivity 

                                                                                
     CHEMICAL STABILITY:                                                        
        Stable under normal storage conditions.                                 
     POSSIBILITY OF HAZARDOUS REACTIONS:                                        
        Contact with water reactive compounds may cause fire or explosion.      
     INCOMPATIBILITIES:                                                         
        May react with strong oxidizers.                                        
     DECOMPOSITION PRODUCTS:                                                    
        oxides of carbon

11  Toxicological information 

                                                                                
  Oral LD50 RAT:                       >5,000 mg/kg                             
        NOTE - Estimated value                                                  
  Dermal LD50 RABBIT:                  >5,000 mg/kg                             
        NOTE - Estimated value

12  Ecological information 

                                                                                
     AQUATIC TOXICOLOGY                                                         
           Daphnia magna 48 Hour Static Renewal Bioassay                        
              LC50= 8.7; No Effect Level= 4.9 mg/L                              
           Fathead Minnow 96 Hour Static Renewal Bioassay                       
              LC50= 8.2; No Effect Level= 3.1 mg/L                              
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           Rainbow Trout 96 Hour Static Acute Bioassay                          
              LC50= 6.3; No Effect Level= 3.7 mg/L                              
                                                                                 
     BIODEGRADATION                                                             
           BOD-28 (mg/g):  27                                                   
           BOD-5 (mg/g):  27                                                    
           COD (mg/g):  52                                                      
           TOC (mg/g):  16

13  Disposal considerations 

                                                                                
        If this undiluted product is discarded as a waste, the US RCRA          
        hazardous waste identification number is :                              
        Not applicable.                                                         
                                                                                 
        Please be advised; however, that state and local requirements for       
        waste disposal may be more restrictive or otherwise different from      
        federal regulations. Consult state and local regulations regarding      
        the proper disposal of this material.

14  Transport information 

                                                                                
     Transportation Hazard: Not Applicable                                      
     DOT:   ENVIRONMENTALLY HAZARDOUS SUBSTANCE LIQUID,                         
            N.O.S.(HYDROQUINONE)                                                
            9, NA 3082, PG III, RQ                                              
     DOT EMERGENCY RESPONSE GUIDE #: 171                                        
     Note: Some containers may be DOT exempt, please check BOL for              
     exact container classification                                             
     IATA:  Not Regulated                                                       
                                                                                 
     IMDG:  ENVIRONMENTALLY HAZARDOUS SUBSTANCE LIQUID,                         
            N.O.S.(HYDROQUINONE)                                                
            9, NA 3082, PG III, RQ                                              
 

15  Regulatory information 

                                                                                
     TSCA:                                                                      
           All components of this product are included on or are in             
           compliance with the U.S. TSCA regulations.                           
     CERCLA AND/OR SARA REPORTABLE QUANTITY (RQ):                               
           479 gallons due to HYDROQUINONE (1,4-BENZENEDIOL);                   
     FOOD AND DRUG ADMINISTRATION:                                              
           All ingredients in this product are authorized in 21 CFR176.170      
           for use in boilers where the steam will be used for                  
           manufacturing paper or paperboard.                                   
     NSF Registered and/or meets USDA (according to 1998 Guidelines):           
           Registration number: Not Registered                                  
           G7                                                                   
     SARA SECTION 312 HAZARD CLASS:                                             
           Immediate(acute);Delayed(Chronic)                                    
     SARA SECTION 302 CHEMICALS:                                                
        CAS#                   CHEMICAL NAME                                    
        123-31-9               HYDROQUINONE (1,4-BENZENEDIOL)                   
     SARA SECTION 313 CHEMICALS:                                                
        CAS#                   CHEMICAL NAME                       RANGE        
        123-31-9               HYDROQUINONE (1,4-BENZENEDIOL)     2.0-5.0%      
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 CALIFORNIA REGULATORY INFORMATION                                              
                                                                                 
     CALIFORNIA SAFE DRINKING WATER AND TOXIC                                   
     ENFORCEMENT ACT (PROPOSITION 65):                                          
        This product contains one or more ingredients at trace levels known     
        to the state of California to cause cancer.                             
 MICHIGAN REGULATORY INFORMATION                                                
                                                                                 
        CAS#                   CHEMICAL NAME                                    
        123-31-9               HYDROQUINONE (1,4-BENZENEDIOL)                   
 

16  Other information 

                                                                                
       HMIS vII                                      CODE TRANSLATION    
                                                                                 
     Health                      1        Slight Hazard                         
     Fire                        0        Minimal Hazard                        
     Reactivity                  0        Minimal Hazard                        
     Special                     NONE     No special Hazard                     
     (1) Protective Equipment    D        Goggles,Face Shield,Gloves,Apron      
                                                                                 
        (1) refer to section 8 of MSDS for additional protective equipment      
        recommendations.                                                        
                                                                                 
   CHANGE LOG                                                                   
                                                                                 
                EFFECTIVE                                                       
                  DATE       REVISIONS TO SECTION:      SUPERCEDES              
                ---------    ---------------------      ----------              
   MSDS status: 21-JUL-1997                             ** NEW **               
                28-SEP-1999  2                          21-JUL-1997             
                02-AUG-2006  4,7,16                     28-SEP-1999             
                20-OCT-2008  3,5,14                     02-AUG-2006             
                12-MAR-2009  14                         20-OCT-2008             
                11-MAR-2011  4,5,7,8,10,15              12-MAR-2009             
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Product Name: ChemTreat PB807
Product Use: Biological Wastewater Treatment Aid
Supplier’s Name: ChemTreat, Inc.
Emergency Telephone Number: (800)424−9300 (Toll Free)
Address (Corporate Headquarters): 5640 Cox Road

Glen Allen, VA 23060
Telephone Number for Information: (800)648−4579
Date of SDS: March 7, 2017
Revision Date: March 7, 2017
Revision Number: 17030701AN

Signal Word: WARNING

GHS Classification(s): Combustible Dusts

Hazard Statement(s): May form combustible dust concentrations in air.

Precautionary Statement(s): Prevent dust accumulation.

Prevention: None.

Response: None.

Storage: None.

Disposal: None.

System of Classification Used: Classification under 2012 OSHA Hazard Communication Standard
(29 CFR 1910.1200).

Hazards Not Otherwise Fine dust clouds may form explosive mixtures with air. Handling
Classified: and/or processing of this material may generate a dust which can

cause mechanical irritation of the eyes, skin, nose and throat.
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 Component  CAS Registry #  Wt.%
 Components not listed are either non hazardous or in concentration of
 less than 1%

 N/A
  

 N/A
  

Comments If chemical identity and/or exact percentage of composition has been
withheld, this information is considered to be a trade secret.

Inhalation: Call a POISON CENTER or doctor/physician if you feel unwell.

Eyes: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing. If eye
irritation persists, get medical advice/attention.

Skin: Call a poison center or doctor/physician if you feel unwell.

Ingestion: Rinse mouth. Call a poison center or doctor/physician if you feel
unwell.

Most Important Symptoms: N/D

Indication of Immediate N/A
Medical Attention and
Special Treatment Needed, If
Necessary:

Flammability of the Product: Not flammable.

Suitable Extinguishing Media: Use extinguishing media suitable to surrounding fire.

Specific Hazards Arising from Fine dust clouds may form explosive mixtures with air.
the Chemical:

Protective Equipment: If product is involved in a fire, wear full protective clothing
including a positive−pressure, NIOSH approved, self−contained
breathing apparatus.
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Personal Precautions: Use appropriate Personal Protective Equipment (PPE).

Environmental Precautions: Avoid dispersal of spilled material and runoff and contact with
soil, waterways, drains, and sewers.

Methods for Cleaning up: Carefully shovel or sweep up spilled material and place in suitable
container.
Avoid generating dust.

Other Statements: None.

Handling: Wear appropriate Personal Protective Equipment (PPE) when
handling this product. Do not get in eyes, or on skin and clothing.
Wash thoroughly after handling. Do not ingest. Avoid breathing
vapors, mist or dust.

Storage: Store away from incompatible materials (see Section 10). Store
at ambient temperatures. Keep container securely closed when not in
use. Label precautions also apply to empty container. Recondition
or dispose of empty containers in accordance with government
regulations. For Industrial use only.
Do not freeze. Store above Freeze Point. If freezes, then product
is unusable.

Exposure Limits

 Component  Source  Exposure Limits 
 Components not listed are either non hazardous or in
 concentration of less than 1%

 N/E
  

 N/E
  

Engineering Controls: Use only with adequate ventilation. The use of local ventilation is
recommended to control emission near the source.
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Personal Protection

Eyes: Safety glasses are recommended if risk of eye contact.

Skin: Wear butyl rubber or neoprene gloves. Wash them after
each use and replace as necessary. If conditions warrant,
wear protective clothing such as boots, aprons, and
coveralls to prevent skin contact.

Respiratory: If dust is present during handling, wear a dust mask.

Physical State and Appearance: Granular Solid, Brown, Opaque
Specific Gravity: N/D
pH: N/D
Freezing Point: 32°F
Flash Point: N/D
Odor: Strong
Melting Point: N/D
Initial Boiling Point and Boiling Range: N/D
Solubility in Water: Dispersible
Evaporation Rate: N/D
Vapor Density: N/D
Molecular Weight: N/D
Viscosity: N/A
Flammability (solid, gas): N/D
Flammable Limits: N/A
Autoignition Temperature: N/A
Density: N/A
Vapor Pressure: N/D
% VOC: 0
Odor Threshold N/D
n−octanol Partition Coefficient N/D
Decomposition Temperature N/D

Chemical Stability: Stable at normal temperatures and pressures.

Incompatibility with Various Strong oxidizers.
Substances:

Hazardous Decomposition Oxides of carbon.
Products:
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Possibility of Hazardous None known.
Reactions:

Reactivity: N/D

Conditions To Avoid: N/D

Acute Toxicity

 Chemical Name  Exposure  Type of Effect  Concentration  Species
 N/D  N/D  N/D  N/D  N/D

Carcinogenicity Category

 Component  Source  Code  Brief Description
 Components not listed are either non hazardous or in
 concentration of less than 1%

 N/E
  

 N/E
  

 N/E
  

Likely Routes of Exposure: N/D

Symptoms

Inhalation: N/D

Eye Contact: N/D

Skin Contact: N/D

Ingestion: N/D

Skin Corrosion/Irritation: N/D

Serious Eye Damage/Eye N/D
Irritation:

Sensitization: N/D

Germ Cell Mutagenicity: N/D

Reproductive/Developmental N/D
Toxicity:
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Enterprise Products Operating LLC 
 
whose mailing address is  
 
P.O. Box 4324 
Houston, Texas 77210 
 
is authorized to treat and discharge wastes from Mont Belvieu Hatcherville Complex, a propane 
dehydrogenation, isobutane dehydrogenation, and natural gas liquids fractionation plant) (SIC 2869 
and 1321) 
 
located at 12901 Hatcherville Road, near the City of Baytown, in Chambers County, Texas 77521 
 
via Outfalls 001, 002, 003, 004, 005, and 006 to an unnamed ditch, thence to a ditch adjacent to 
Coastal Industrial Water Authority (CIWA) Canal, thence to Cedar Bayou Above Tidal in Segment No. 
0902 of the Trinity-San Jacinto Coastal Basin 
 
only according to effluent limitations, monitoring requirements, and other conditions set forth in this 
permit, as well as the rules of the Texas Commission on Environmental Quality (TCEQ), the laws of the 
State of Texas, and other orders of the TCEQ. The issuance of this permit does not grant to the permittee 
the right to use private or public property for conveyance of wastewater along the discharge route 
described in this permit. This includes, but is not limited to, property belonging to any individual, 
partnership, corporation, or other entity. Neither does this permit authorize any invasion of personal 
rights nor any violation of federal, state, or local laws or regulations. It is the responsibility of the 
permittee to acquire property rights as may be necessary to use the discharge route. 
 
This permit shall expire at midnight, five years from the date of permit issuance. 
 
ISSUED DATE: 
 
 

____________________________________ 
 For the Commission 

TPDES PERMIT NO. 
WQ0005014000 
[For TCEQ office use only - 
EPA I.D. No. TX0134465] 

This major amendment with 
renewal replaces TPDES Permit No. 
WQ0005014000, issued on July 7, 
2021. 

TEXAS COMMISSION ON ENVIRONMENTAL QUALITY 

P.O. Box 13087 

Austin, Texas 78711-3087 

PERMIT TO DISCHARGE WASTES 

under provisions of 

Section 402 of the Clean Water Act, 

Chapter 26 of the Texas Water Code, 

and 40 CFR Part 414 



 

 

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 001 

 
1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge previously monitored effluent (treated process wastewater, treated miscellaneous wastewater 1, and treated process 
area stormwater from internal Outfall 101) and utility wastewater 1 subject to the following effluent limitations: 

 
The daily average flow of effluent shall not exceed 1.85 million gallons per day (MGD). The daily maximum flow shall not exceed 3.5 MGD. 

Effluent Characteristics 
 Discharge Limitations  Minimum Self-Monitoring Requirements 

 Daily Average Daily Maximum Single Grab  Report Daily Average and Daily Maximum 
 lbs/day mg/L lbs/day mg/L mg/L  Measurement Frequency Sample Type 

        
Flow  1.85 MGD 3.5 MGD N/A  Continuous  Record 
Total Suspended Solids  543 35.2 1,793 116 232  2/week Composite 
Biochemical Oxygen Demand,  

5-day 
 

189 12.2 521 33.7 67.2  2/week Composite 

Total Organic Carbon  N/A 30 N/A 75 150  1/week Composite 
Oil and Grease  N/A 15 N/A 20 20  1/week Grab 
Total Dissolved Solids   16,102 Report 34,057 Report 3,129  1/week Composite 
Sulfate 2  3,743 Report 7,903 Report 1,000  1/week Composite 
Sulfate 3  3,706 Report 7,827 Report 720  1/week Composite 
Ammonia Nitrogen 4  N/A N/A Report Report N/A  1/month Composite 
Free Cyanide  N/A N/A N/A Report N/A  1/month Grab 

Benzo(a)anthracene  0.000628 
0.0407 

µg/L 
0.00133 

0.0862 
µg/L 

0.005  1/year Composite 

Benzo(a)pyrene  0.0000628 
0.00407 

µg/L 
0.000133 

0.00862 
µg/L 

0.005  1/year Composite 

Bis(2-ethylhexyl)phthalate  0.190 12.3 µg/L 0.401 26.0 µg/L 0.052  1/year Composite 
Chrysene  0.0633 4.10 µg/L 0.134 8.70 µg/L 0.017  1/year Composite 

Hexachlorobenzene  0.0000170 
0.00111 

µg/L 
0.0000355 

0.00234 
µg/L 

0.005  1/year Composite 

Hexachlorobutadiene  0.00554 0.359 µg/L 0.0117 0.759 µg/L 0.010  1/year Composite 
Hexachloroethane  0.0587 3.80 µg/L 0.124 8.03 µg/L 0.020  1/year Composite 

 
2. The pH shall not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored 1/day by grab sample. 
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 001 (continued) 
 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 001, at a sampling point located downstream from the wastewater 

sump and prior to entering the unnamed ditch. 
 
 
 1 See Other Requirement No. 6 for additional information regarding the defined sources. 

 2 Effective beginning upon the date of permit issuance and lasting for a period of two (2) years and 365 days. See Other Requirement No. 9. 

 3 Effective beginning three (3) years after permit date of permit issuance and lasting through date of permit expiration. 

 4 The monitoring requirements expire one month prior to the date of permit expiration.  
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 101 

 
1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge treated wastewater, treated miscellaneous wastewater 1, and treated process area stormwater 1 subject to the 
following effluent limitations: 

 
The daily average flow of effluent shall not exceed 0.538 million gallons per day (MGD). The daily maximum flow shall not exceed 0.823 MGD. 
 

Effluent Characteristics 
 Discharge Limitations  Minimum Self-Monitoring Requirements 
 Daily Average Daily Maximum Single Grab  Report Daily Average and Daily Maximum 
 lbs/day lbs/day mg/L  Measurement Frequency Sample Type 

Flow  0.538 MGD 0.823 MGD N/A  Continuous  Record 
Biochemical Oxygen Demand, 5-day 153  414  184  2/week Composite 
Total Suspended Solids  224  730  325  2/week Composite 
Acenaphthene  0.095  0.254  0.118  1/year Composite 
Acenaphthylene  0.095  0.254  0.118  1/year Composite 
Acrylonitrile  0.413  1.040  0.484  1/year Composite 
Anthracene  0.095  0.254  0.118  1/year Composite 
Benzene  0.159  0.584  0.272  1/year Composite 
3,4-Benzofluoranthene  0.099  0.262  0.122  1/year Composite 
Benzo(k)fluoranthene  0.095  0.254  0.122  1/year Composite 
Carbon Tetrachloride  0.077  0.163  0.076  1/year Composite 
Chlorobenzene  0.064  0.120  0.056  1/year Composite 
Chloroethane  0.447  1.152  0.536  1/year Composite 
Chloroform  0.090  0.198  0.092  1/year Composite 
2-Chlorophenol  0.133  0.421  0.196  1/year Composite 
1,2-Dichlorobenzene  0.331  0.701  0.326  1/year Composite 
1,3-Dichlorobenzene  0.133  0.189  0.088  1/year Composite 
1,4-Dichlorobenzene  0.064  0.120  0.056  1/year Composite 
1,1-Dichloroethane  0.095  0.254  0.118  1/year Composite 
1,2-Dichloroethane  0.292  0.907  0.422  1/year Composite 
1,1-Dichloroethylene  0.069  0.107  0.050  1/year Composite 
1,2-trans Dichloroethylene  0.090  0.232  0.108  1/year Composite 
2,4-Dichlorophenol  0.168  0.481  0.224  1/year Composite 
1,2-Dichloropropane  0.658  0.988  0.460  1/year Composite 
1,3-Dichloropropylene  0.125  0.189  0.088  1/year Composite 
Diethyl phthalate  0.348  0.872  0.406  1/year Composite 
2,4-Dimethylphenol  0.077  0.155  0.072  1/year Composite 
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 101 (continued) 
 

Effluent Characteristics 
 Discharge Limitations  Minimum Self-Monitoring Requirements 
 Daily Average Daily Maximum Single Grab  Report Daily Average and Daily Maximum 
 lbs/day lbs/day mg/L  Measurement Frequency Sample Type 

Dimethyl phthalate  0.082  0.202  0.094  1/year Composite 
Di-n-butyl phthalate  0.116  0.245  0.114  1/year Composite 
4,6-Dinitro-o-cresol  0.335  1.190  0.454  1/year Composite 
2,4-Dinitrophenol  0.305  0.529  0.246  1/year Composite 
2,4-Dinitrotoluene  0.486  1.225  0.570  1/year Composite 
2,6-Dinitrotoluene  1.096  2.755  1.28  1/year Composite 
Ethylbenzene  0.138  0.464  0.216  1/year Composite 
Fluoranthene  0.107  0.292  0.136  1/year Composite 
Fluorene  0.095  0.254  0.118  1/year Composite 
Methyl Chloride  0.370  0.817  0.380  1/year Composite 
Methylene Chloride  0.172  0.382  0.178  1/year Composite 
Naphthalene  0.095  0.254  0.118  1/year Composite 
Nitrobenzene  0.116  0.292  0.136  1/year Composite 
2-Nitrophenol  0.176  0.297  0.138  1/year Composite 
4-Nitrophenol  0.309  0.533  0.248  1/year Composite 
Phenanthrene  0.095  0.254  0.118  1/year Composite 
Phenol  0.064  0.112  0.052  1/year Composite 
Pyrene  0.107  0.288  0.134  1/year Composite 
Tetrachloroethylene  0.095  0.241  0.112  1/year Composite 
Toluene  0.112  0.344  0.160  1/year Composite 
1,2,4-Trichlorobenzene  0.292  0.602  0.280  1/year Composite 
1,1,1-Trichloroethane  0.090  0.232  0.108  1/year Composite 
1,1,2-Trichloroethane  0.090  0.232  0.108  1/year Composite 
Trichloroethylene  0.090  0.232  0.108  1/year Composite 
Vinyl Chloride  0.447  1.152  0.536  1/year Composite 
1 Units generating sources of the authorized waste streams include, but are not limited to, the following: the Propane Dehydrogenation (PDH) I 
unit, PDH II unit, the natural gas liquids (NGL) fractionation (Frac) units (Frac IX, X,XI, XII, XIV, and XV units), the isobutane 
Dehydrogenation (iBDH) unit, the deisobutanizer (DIB) units II and III, and the Hydrotreater Unit. See Other Requirement No. 6 for additional 
information regarding the defined sources. 

 
2. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 

3. Effluent monitoring samples shall be taken at the following location: At internal Outfall 101, at a point after the wastewater treatment system 
and prior to the wastewater sump.  
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS       Outfall Number 002 

 
1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge non-process area stormwater 1, post first-flush stormwater 1, hydrostatic test water 2, raw water analyzer flow, and 
allowable non-stormwater waste streams 1 subject to the following effluent limitations:  

 
Volume: intermittent and flow-variable 

 

Effluent Characteristics 
Discharge Limitations Minimum Self-Monitoring Requirements 

Daily Average Daily Maximum Single Grab Report Daily Average and Daily Maximum 
mg/L mg/L mg/L Measurement Frequency Sample Type 

Flow Report (MGD) Report (MGD) N/A 1/week 3 Estimate 
Total Organic Carbon N/A 75 75 1/week 3 Grab 
Oil and Grease N/A 15 15 1/week 3 Grab 

1 See Other Requirement No. 6 for additional information regarding the defined sources. 

2 Hydrostatic test water from vessels or pipelines not previously in service or from vessels or pipelines that previously contained raw or 
potable water. See Other Requirement No. 4 for additional requirements. 

3 When discharge occurs. 
 
2. The pH must not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored 1/day, by grab sample, when 

discharge occurs. 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 002, at a sampling station following the PDH stormwater 

detention basin. 
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 003 

 
1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge utility wastewater 1 subject to the following effluent limitations: 
 

The daily average flow of effluent shall not exceed 0.346 million gallons per day (MGD). The daily maximum flow shall not exceed 0.65 MGD. 

Effluent Characteristics 
Discharge Limitations Minimum Self-Monitoring Requirements 

Daily Average Daily Maximum Single Grab Report Daily Average and Daily Maximum 
mg/L mg/L mg/L Measurement Frequency Sample Type 

Flow 0.346 MGD 0.65 MGD N/A Continuous  Record 
Total Suspended Solids 30 100 100 2/week  Grab 
Oil and Grease 15 20 20 1/week Grab 

 

1 Frac Units generating utility wastewaters include, but are not limited to, Frac Units 9-12 and 14-15. See Other Requirement No. 6 for 
additional information regarding the acknowledged utility wastewater sources. 

  2  The monitoring requirements expire one month prior to the permit expiration.   

 
2. The pH must not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored 1/day by grab sample. 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 003, at the south end of the facility at a point prior to discharging 

to the unnamed ditch. During heavy rain events, an approved alternate sampling location is at the Frac 9/10 treated water sump. 
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EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS Outfall Number 004 

 
1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge non-process area stormwater 1, post first-flush stormwater 1, hydrostatic test water 2, and allowable non-
stormwater 1 subject to the following effluent limitations:   

 
Volume: intermittent and flow-variable 

 

Effluent Characteristics 
Discharge Limitations Minimum Self-Monitoring Requirements 

Daily Average Daily Maximum Single Grab Report Daily Average and Daily Maximum 
mg/L mg/L mg/L Measurement Frequency Sample Type 

Flow Report (MGD) Report (MGD) N/A 1/week 3 Estimate 
Total Organic Carbon N/A 75 75 1/week 3 Grab 
Oil and Grease N/A 15 15 1/week 3 Grab 

 

1 Generating sources of the authorized wastestreams include, but are not limited to, Frac Units 9-12 and 14-15, the deisobutanizer unit III 
(DIB III),  and hydrotreater unit. See Other Requirement No. 6 for additional information regarding the defined sources. 

2 Hydrostatic test water from vessels or pipelines not previously in service or from vessels or pipelines that previously contained raw or 
potable water. See Other Requirement No. 4 for additional requirements. 

3 When discharge occurs. 
 
2. The pH must not be less than 6.5 standard units nor greater than 9.0 standard units and shall be monitored 1/day, by grab sample, when 

discharge occurs. 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 004, at the southwest corner of the Frac stormwater detention 

basin prior to entering the unnamed ditch. 
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1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge non-process area stormwater 1, allowable non-stormwater 1, and hydrostatic test water from the isoButane 
Dehydrogenation unit subject to the following effluent limitations: 

 
Volume: Intermittent and flow-variable 

 

Effluent Characteristics 
Discharge Limitations Minimum Self-Monitoring Requirements 

Daily Average Daily Maximum Single Grab Report Daily Average and Daily Maximum 
mg/L mg/L mg/L Measurement Frequency Sample Type 

Flow Report (MGD) Report (MGD) N/A 1/week 2 Estimate 
Total Organic Carbon N/A 75 75 1/week 2 Grab 
Oil and Grease N/A 15 15 1/week 2 Grab 
 

1 See Other Requirement No. 6 for additional information regarding the defined sources. 

2 When discharge occurs. 
 
2. The pH must not be less than 6.0 standard units nor greater than 9.0 standard units and shall be monitored 1/day, by grab sample, when 

discharge occurs. 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 005, at the sampling point near the northeast corner of the 

isoButane Dehydrogenation detention pond. 
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1. During the period beginning upon the date of permit issuance and lasting through the date of permit expiration, the permittee is 

authorized to discharge utility wastewater 1 and stormwater from chemical area sumps subject to the following effluent limitations:  
 

The daily average dry-weather flow 2 of effluent shall not exceed 0.072 million gallons per day. The daily maximum dry-weather flow 2 shall not 
exceed 0.15 MGD. 

 

Effluent Characteristics 

Discharge Limitations Minimum Self-Monitoring Requirements 
Daily Average Daily Maximum Single Grab Report Daily Average and Daily Maximum 

mg/L mg/L mg/L Measurement Frequency Sample Type 

Dry-Weather Flow 2 0.072 MGD 0.15 MGD N/A Continuous 2 Record 2 
Total Suspended Solids 30 100 100 2/week Grab 
Oil and Grease 15 20 20 1/week Grab 

1 See Other Requirement No. 6 for additional information regarding the acknowledged utility wastewater sources. 

2 The permittee shall continuously record flow via a flow meter. Compliance with the flow limitations will be based upon days in which 
there is dry-weather flow only. For the purpose of this outfall, dry-weather flow is defined as days in which the total flow at this 
outfall consists of utility wastewater and stormwater runoff resulting from rainfall less than 0.1 inches in a 24-hour period. The 
permittee shall install and maintain a permanent rain gage at the plant site and keep daily records of rainfall and the resulting flow at 
this outfall. Flow at this outfall during days when the rainfall exceeds 0.1 inch during any 24-hour period must not be used in 
calculating the daily average or daily maximum flows to be submitted on the monthly effluent report forms. 

 
2. The pH must not be less than 6.0 standard units nor greater than 9.0 standard units and shall be monitored 1/day, by grab sample. 
 
3. There shall be no discharge of floating solids or visible foam in other than trace amounts and no discharge of visible oil. 
 
4. Effluent monitoring samples shall be taken at the following location: Outfall 006, at the sampling point downstream of the water 

neutralization sump prior to entering the unnamed ditch. 
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DEFINITIONS AND STANDARD PERMIT CONDITIONS 
 
As required by Title 30 Texas Administrative Code (TAC) Chapter 305, certain regulations appear as 
standard conditions in waste discharge permits. 30 TAC §§305.121 - 305.129 (relating to Permit 
Characteristics and Conditions) as promulgated under the Texas Water Code (TWC) §§5.103 and 
5.105, and the Texas Health and Safety Code (THSC) §§361.017 and 361.024(a), establish the 
characteristics and standards for waste discharge permits, including sewage sludge, and those sections 
of 40 Code of Federal Regulations (CFR) Part 122 adopted by reference by the Commission. The 
following text includes these conditions and incorporates them into this permit. All definitions in 
Texas Water Code §26.001 and 30 TAC Chapter 305 shall apply to this permit and are incorporated by 
reference. Some specific definitions of words or phrases used in this permit are as follows: 
 
1. Flow Measurements 
 

a. Annual average flow - the arithmetic average of all daily flow determinations taken within the 
preceding 12 consecutive calendar months. The annual average flow determination shall 
consist of daily flow volume determinations made by a totalizing meter, charted on a chart 
recorder, and limited to major domestic wastewater discharge facilities with a one million 
gallons per day or greater permitted flow. 

 
b. Daily average flow - the arithmetic average of all determinations of the daily flow within a 

period of one calendar month. The daily average flow determination shall consist of 
determinations made on at least four separate days. If instantaneous measurements are used 
to determine the daily flow, the determination shall be the arithmetic average of all 
instantaneous measurements taken during that month. Daily average flow determination for 
intermittent discharges shall consist of a minimum of three flow determinations on days of 
discharge. 

 
c. Daily maximum flow - the highest total flow for any 24-hour period in a calendar month. 

 
d. Instantaneous flow - the measured flow during the minimum time required to interpret the 

flow measuring device. 
 

e. 2-hour peak flow (domestic wastewater treatment plants) - the maximum flow sustained for a 
two-hour period during the period of daily discharge. The average of multiple measurements 
of instantaneous maximum flow within a two-hour period may be used to calculate the 2-hour 
peak flow. 

 
f. Maximum 2-hour peak flow (domestic wastewater treatment plants) - the highest 2-hour peak 

flow for any 24-hour period in a calendar month. 
 
2. Concentration Measurements 
 

a. Daily average concentration - the arithmetic average of all effluent samples, composite or grab 
as required by this permit, within a period of one calendar month, consisting of at least four 
separate representative measurements.  

i. For domestic wastewater treatment plants - When four samples are not available in a 
calendar month, the arithmetic average (weighted by flow) of all values in the previous four 
consecutive month period consisting of at least four measurements shall be utilized as the 
daily average concentration. 

ii. For all other wastewater treatment plants - When four samples are not available in a 
calendar month, the arithmetic average (weighted by flow) of all values taken during the 
month shall be utilized as the daily average concentration. 

 
b. 7-day average concentration - the arithmetic average of all effluent samples, composite or grab 

as required by this permit, within a period of one calendar week, Sunday through Saturday. 
 

c. Daily maximum concentration - the maximum concentration measured on a single day, by the 
sample type specified in the permit, within a period of one calendar month. 

 
d. Daily discharge - the discharge of a pollutant measured during a calendar day or any 24-hour 

period that reasonably represents the calendar day for purposes of sampling. For pollutants 
with limitations expressed in terms of mass, the “daily discharge” is calculated as the total 
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mass of the pollutant discharged over the sampling day. For pollutants with limitations 
expressed in other units of measurement, the “daily discharge” is calculated as the average 
measurement of the pollutant over the sampling day. 

The “daily discharge” determination of concentration made using a composite sample shall be 
the concentration of the composite sample. When grab samples are used, the “daily discharge” 
determination of concentration shall be the arithmetic average (weighted by flow value) of all 
samples collected during that day. 

 
e. Bacteria concentration (Fecal coliform, E. coli, or Enterococci) – the number of colonies of 

bacteria per 100 milliliters effluent. The daily average bacteria concentration is a geometric 
mean of the values for the effluent samples collected in a calendar month. The geometric mean 
shall be determined by calculating the nth root of the product of all measurements made in a 
calendar month, where n equals the number of measurements made; or computed as the 
antilogarithm of the arithmetic mean of the logarithms of all measurements made in a 
calendar month. For any measurement of bacteria equaling zero, a substitute value of one shall 
be made for input into either computation method. If specified, the 7-day average for bacteria 
is the geometric mean of the values for all effluent samples collected during a calendar week. 

 
f. Daily average loading (lbs/day) - the arithmetic average of all daily discharge loading 

calculations during a period of one calendar month. These calculations must be made for each 
day of the month that a parameter is analyzed. The daily discharge, in terms of mass (lbs/day), 
is calculated as (Flow, MGD × Concentration, mg/L × 8.34). 

 
g. Daily maximum loading (lbs/day) - the highest daily discharge, in terms of mass (lbs/day), 

within a period of one calendar month. 
 
3. Sample Type 

a. Composite sample - For domestic wastewater, a composite sample is a sample made up of a 
minimum of three effluent portions collected in a continuous 24-hour period or during the 
period of daily discharge if less than 24 hours, and combined in volumes proportional to flow, 
and collected at the intervals required by 30 TAC §319.9(a). For industrial wastewater, a 
composite sample is a sample made up of a minimum of three effluent portions collected in a 
continuous 24-hour period or during the period of daily discharge if less than 24 hours, and 
combined in volumes proportional to flow, and collected at the intervals required by 30 TAC 
§319.9(c). 

b.  Grab sample - an individual sample collected in less than 15 minutes. 
 
4. Treatment Facility (facility) - wastewater facilities used in the conveyance, storage, treatment, 

recycling, reclamation or disposal of domestic sewage, industrial wastes, agricultural wastes, 
recreational wastes, or other wastes including sludge handling or disposal facilities under the 
jurisdiction of the Commission. 

 
5. The term “sewage sludge” is defined as solid, semi-solid, or liquid residue generated during the 

treatment of domestic sewage in 30 TAC Chapter 312. This includes the solids that have not been 
classified as hazardous waste separated from wastewater by unit processes. 

 
6. Bypass - the intentional diversion of a waste stream from any portion of a treatment facility. 
 
MONITORING AND REPORTING REQUIREMENTS 
 
1. Self-Reporting 

 
Monitoring results shall be provided at the intervals specified in the permit. Unless otherwise 
specified in this permit or otherwise ordered by the Commission, the permittee shall conduct 
effluent sampling and reporting in accordance with 30 TAC §§319.4 - 319.12. Unless otherwise 
specified, effluent monitoring data shall be submitted each month, to the Enforcement Division 
(MC 224), by the 20th day of the following month for each discharge that is described by this 
permit whether or not a discharge is made for that month. Monitoring results must be submitted 
online using the NetDMR reporting system available through the TCEQ website unless the 
permittee requests and obtains an electronic reporting waiver. Monitoring results must be signed 
and certified as required by Monitoring and Reporting Requirements No. 10.  
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As provided by state law, the permittee is subject to administrative, civil and criminal penalties, as 
applicable, for negligently or knowingly violating the Clean Water Act; TWC Chapters 26, 27, and 
28; and THSC Chapter 361, including but not limited to knowingly making any false statement, 
representation, or certification on any report, record, or other document submitted or required to 
be maintained under this permit, including monitoring reports or reports of compliance or 
noncompliance, or falsifying, tampering with or knowingly rendering inaccurate any monitoring 
device or method required by this permit or violating any other requirement imposed by state or 
federal regulations. 

 
2. Test Procedures 

 
a. Unless otherwise specified in this permit, test procedures for the analysis of pollutants shall 

comply with procedures specified in 30 TAC §§319.11 - 319.12. Measurements, tests, and 
calculations shall be accurately accomplished in a representative manner. 

 
b. All laboratory tests submitted to demonstrate compliance with this permit must meet the 

requirements of 30 TAC Chapter 25, Environmental Testing Laboratory Accreditation and 
Certification. 

 
3. Records of Results 
 

a. Monitoring samples and measurements shall be taken at times and in a manner so as to be 
representative of the monitored activity. 

 
b. Except for records of monitoring information required by this permit related to the permittee's 

sewage sludge use and disposal activities, which shall be retained for a period of at least five 
years (or longer as required by 40 CFR Part 503), monitoring and reporting records, including 
strip charts and records of calibration and maintenance, copies of all records required by this 
permit, records of all data used to complete the application for this permit, and the 
certification required by 40 CFR §264.73(b)(9) shall be retained at the facility site, or shall be 
readily available for review by a TCEQ representative for a period of three years from the date 
of the record or sample, measurement, report, application or certification. This period shall be 
extended at the request of the Executive Director. 

 
c. Records of monitoring activities shall include the following: 

  i. date, time, and place of sample or measurement; 
 ii. identity of individual who collected the sample or made the measurement; 
iii. date and time of analysis; 
iv. identity of the individual and laboratory who performed the analysis; 
 v. the technique or method of analysis; and 
vi. the results of the analysis or measurement and quality assurance/quality control records. 

The period during which records are required to be kept shall be automatically extended to the 
date of the final disposition of any administrative or judicial enforcement action that may be 
instituted against the permittee. 

 
4. Additional Monitoring by Permittee 

 
If the permittee monitors any pollutant at the location(s) designated herein more frequently than 
required by this permit using approved analytical methods as specified above, all results of such 
monitoring shall be included in the calculation and reporting of the values submitted on the 
approved self-report form. Increased frequency of sampling shall be indicated on the self-report 
form. 

 
5. Calibration of Instruments  

 
All automatic flow measuring or recording devices and all totalizing meters for measuring flows 
shall be accurately calibrated by a trained person at plant start-up and as often thereafter as 
necessary to ensure accuracy, but not less often than annually unless authorized by the Executive 
Director for a longer period. Such person shall verify in writing that the device is operating 
properly and giving accurate results. Copies of the verification shall be retained at the facility site 
or shall be readily available for review by a TCEQ representative for a period of three years. 
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6. Compliance Schedule Reports 

Reports of compliance or noncompliance with, or any progress reports on, interim and final 
requirements contained in any compliance schedule of the permit shall be submitted no later than 
14 days following each schedule date to the regional office and the Enforcement Division (MC 
224). 

 
7. Noncompliance Notification 
 

a. In accordance with 30 TAC §305.125(9) any noncompliance that may endanger human health 
or safety, or the environment shall be reported by the permittee to the TCEQ. Report of such 
information shall be provided orally or by facsimile transmission (FAX) to the regional office 
within 24 hours of becoming aware of the noncompliance. A written submission of such 
information shall also be provided by the permittee to the regional office and the Enforcement 
Division (MC 224) within five working days of becoming aware of the noncompliance. For 
Publicly Owned Treatment Works (POTWs), effective September 1, 2020, the permittee must 
submit the written report for unauthorized discharges and unanticipated bypasses that exceed 
any effluent limit in the permit using the online electronic reporting system available through 
the TCEQ website unless the permittee requests and obtains an electronic reporting waiver. 
The written submission shall contain a description of the noncompliance and its cause; the 
potential danger to human health or safety, or the environment; the period of noncompliance, 
including exact dates and times; if the noncompliance has not been corrected, the time it is 
expected to continue; and steps taken or planned to reduce, eliminate, and prevent recurrence 
of the noncompliance, and to mitigate its adverse effects. 

 
b. The following violations shall be reported under Monitoring and Reporting Requirement 7.a.: 

  i. unauthorized discharges as defined in Permit Condition 2(g). 
 ii. any unanticipated bypass that exceeds any effluent limitation in the permit. 
iii. violation of a permitted maximum daily discharge limitation for pollutants listed 

specifically in the Other Requirements section of an Industrial TPDES permit. 
 

c. In addition to the above, any effluent violation that deviates from the permitted effluent 
limitation by more than 40% shall be reported by the permittee in writing to the regional office 
and the Enforcement Division (MC 224) within 5 working days of becoming aware of the 
noncompliance. 

 
d. Any noncompliance other than that specified in this section, or any required information not 

submitted or submitted incorrectly, shall be reported to the Enforcement Division (MC 224) as 
promptly as possible. For effluent limitation violations, noncompliances shall be reported on 
the approved self-report form. 

 
8. In accordance with the procedures described in 30 TAC §§35.301 - 35.303 (relating to Water 

Quality Emergency and Temporary Orders) if the permittee knows in advance of the need for a 
bypass, it shall submit prior notice by applying for such authorization. 
 

9.   Changes in Discharges of Toxic Substances 
 
All existing manufacturing, commercial, mining, and silvicultural permittees shall notify the 
regional office, orally or by facsimile transmission within 24 hours, and both the regional office 
and the Enforcement Division (MC 224) in writing within five (5) working days, after becoming 
aware of or having reason to believe: 

a. That any activity has occurred or will occur that would result in the discharge, on a routine or 
frequent basis, of any toxic pollutant listed at 40 CFR Part 122, Appendix D, Tables II and III 
(excluding Total Phenols) that is not limited in the permit, if that discharge will exceed the 
highest of the following “notification levels”: 

  i. one hundred micrograms per liter (100 μg/L); 
 ii. two hundred micrograms per liter (200 μg/L) for acrolein and acrylonitrile; five hundred 

micrograms per liter (500 μg/L) for 2,4-dinitrophenol and for 2-methyl-4,6-dinitrophenol; 
and one milligram per liter (1 mg/L) for antimony; 

iii. five (5) times the maximum concentration value reported for that pollutant in the permit 
application; or 

iv. the level established by the TCEQ. 
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b. That any activity has occurred or will occur that would result in any discharge, on a nonroutine 
or infrequent basis, of a toxic pollutant that is not limited in the permit, if that discharge will 
exceed the highest of the following “notification levels”: 

  i. five hundred micrograms per liter (500 μg/L); 
 ii. one milligram per liter (1 mg/L) for antimony; 
iii. ten (10) times the maximum concentration value reported for that pollutant in the permit 

application; or 
iv. the level established by the TCEQ. 

 
10. Signatories to Reports 

 
All reports and other information requested by the Executive Director shall be signed by the 
person and in the manner required by 30 TAC §305.128 (relating to Signatories to Reports). 

 
11. All POTWs must provide adequate notice to the Executive Director of the following: 
 

a. any new introduction of pollutants into the POTW from an indirect discharger that would be 
subject to CWA §301 or §306 if it were directly discharging those pollutants; 

 
b. any substantial change in the volume or character of pollutants being introduced into that 

POTW by a source introducing pollutants into the POTW at the time of issuance of the permit; 
and 

 
c. for the purpose of this paragraph, adequate notice shall include information on: 

 
 i. the quality and quantity of effluent introduced into the POTW; and 
ii. any anticipated impact of the change on the quantity or quality of effluent to be discharged 

from the POTW. 
 
PERMIT CONDITIONS 
 
1. General 
 

a. When the permittee becomes aware that it failed to submit any relevant facts in a permit 
application, or submitted incorrect information in an application or in any report to the 
Executive Director, it shall promptly submit such facts or information. 

 
b. This permit is granted on the basis of the information supplied and representations made by 

the permittee during action on an application, and relying upon the accuracy and completeness 
of that information and those representations. After notice and opportunity for a hearing, this 
permit may be modified, suspended, or revoked, in whole or in part, in accordance with 30 
TAC Chapter 305, Subchapter D, during its term for good cause including, but not limited to, 
the following: 

 
  i. violation of any terms or conditions of this permit; 
 ii. obtaining this permit by misrepresentation or failure to disclose fully all relevant facts; or 
iii. a change in any condition that requires either a temporary or permanent reduction or 

elimination of the authorized discharge. 
 

c. The permittee shall furnish to the Executive Director, upon request and within a reasonable 
time, any information to determine whether cause exists for amending, revoking, suspending, 
or terminating the permit. The permittee shall also furnish to the Executive Director, upon 
request, copies of records required to be kept by the permit. 

 
2. Compliance 
 

a. Acceptance of the permit by the person to whom it is issued constitutes acknowledgment and 
agreement that such person will comply with all the terms and conditions embodied in the 
permit, and the rules and other orders of the Commission. 

b. The permittee has a duty to comply with all conditions of the permit. Failure to comply with 
any permit condition constitutes a violation of the permit and the Texas Water Code or the 
Texas Health and Safety Code, and is grounds for enforcement action, for permit amendment, 
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revocation, or suspension, or for denial of a permit renewal application or an application for a 
permit for another facility. 

 
c. It shall not be a defense for a permittee in an enforcement action that it would have been 

necessary to halt or reduce the permitted activity in order to maintain compliance with the 
conditions of the permit. 

 
d. The permittee shall take all reasonable steps to minimize or prevent any discharge or sludge 

use or disposal or other permit violation that has a reasonable likelihood of adversely affecting 
human health or the environment. 

 
e. Authorization from the Commission is required before beginning any change in the permitted 

facility or activity that may result in noncompliance with any permit requirements. 
 

f. A permit may be amended, suspended and reissued, or revoked for cause in accordance with 
30 TAC §§305.62 and 305.66 and TWC §7.302. The filing of a request by the permittee for a 
permit amendment, suspension and reissuance, or termination, or a notification of planned 
changes or anticipated noncompliance, does not stay any permit condition. 

 
g. There shall be no unauthorized discharge of wastewater or any other waste. For the purpose of 

this permit, an unauthorized discharge is considered to be any discharge of wastewater into or 
adjacent to water in the state at any location not permitted as an outfall or otherwise defined in 
the Other Requirements section of this permit. 

 
h. In accordance with 30 TAC §305.535(a), the permittee may allow any bypass to occur from a 

TPDES permitted facility that does not cause permitted effluent limitations to be exceeded or 
an unauthorized discharge to occur, but only if the bypass is also for essential maintenance to 
assure efficient operation. 

 
i. The permittee is subject to administrative, civil, and criminal penalties, as applicable, under 

Texas Water Code §§7.051 - 7.075 (relating to Administrative Penalties), 7.101 - 7.111 (relating 
to Civil Penalties), and 7.141 - 7.202 (relating to Criminal Offenses and Penalties) for violations 
including, but not limited to, negligently or knowingly violating the federal CWA §§301, 302, 
306, 307, 308, 318, or 405, or any condition or limitation implementing any sections in a 
permit issued under the CWA §402, or any requirement imposed in a pretreatment program 
approved under the CWA §§402(a)(3) or 402(b)(8). 

 
3. Inspections and Entry 
 

a. Inspection and entry shall be allowed as prescribed in the TWC Chapters 26, 27, and 28, and 
THSC Chapter 361. 

 
b. The members of the Commission and employees and agents of the Commission are entitled to 

enter any public or private property at any reasonable time for the purpose of inspecting and 
investigating conditions relating to the quality of water in the state or the compliance with any 
rule, regulation, permit, or other order of the Commission. Members, employees, or agents of 
the Commission and Commission contractors are entitled to enter public or private property at 
any reasonable time to investigate or monitor or, if the responsible party is not responsive or 
there is an immediate danger to public health or the environment, to remove or remediate a 
condition related to the quality of water in the state. Members, employees, Commission 
contractors, or agents acting under this authority who enter private property shall observe the 
establishment’s rules and regulations concerning safety, internal security, and fire protection, 
and if the property has management in residence, shall notify management or the person then 
in charge of his presence and shall exhibit proper credentials. If any member, employee, 
Commission contractor, or agent is refused the right to enter in or on public or private 
property under this authority, the Executive Director may invoke the remedies authorized in 
TWC §7.002. The statement above, that Commission entry shall occur in accordance with an 
establishment’s rules and regulations concerning safety, internal security, and fire protection, 
is not grounds for denial or restriction of entry to any part of the facility, but merely describes 
the Commission’s duty to observe appropriate rules and regulations during an inspection. 
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4. Permit Amendment or Renewal 
 

a. The permittee shall give notice to the Executive Director as soon as possible of any planned 
physical alterations or additions to the permitted facility if such alterations or additions would 
require a permit amendment or result in a violation of permit requirements. Notice shall also 
be required under this paragraph when: 

  i. the alteration or addition to a permitted facility may meet one of the criteria for 
determining whether a facility is a new source in accordance with 30 TAC §305.534 
(relating to New Sources and New Dischargers); or 

 ii. the alteration or addition could significantly change the nature or increase the quantity of 
pollutants discharged. This notification applies to pollutants that are subject neither to 
effluent limitations in the permit, nor to notification requirements in Monitoring and 
Reporting Requirements No. 9; or 

iii. the alteration or addition results in a significant change in the permittee’s sludge use or 
disposal practices, and such alteration, addition, or change may justify the application of 
permit conditions that are different from or absent in the existing permit, including 
notification of additional use or disposal sites not reported during the permit application 
process or not reported pursuant to an approved land application plan. 

 
b. Prior to any facility modifications, additions, or expansions that will increase the plant capacity 

beyond the permitted flow, the permittee must apply for and obtain proper authorization from 
the Commission before commencing construction. 

 
c. The permittee must apply for an amendment or renewal at least 180 days prior to expiration of 

the existing permit in order to continue a permitted activity after the expiration date of the 
permit. If an application is submitted prior to the expiration date of the permit, the existing 
permit shall remain in effect until the application is approved, denied, or returned. If the 
application is returned or denied, authorization to continue such activity shall terminate upon 
the effective date of the action. If an application is not submitted prior to the expiration date of 
the permit, the permit shall expire and authorization to continue such activity shall terminate. 

 
d. Prior to accepting or generating wastes that are not described in the permit application or that 

would result in a significant change in the quantity or quality of the existing discharge, the 
permittee must report the proposed changes to the Commission. The permittee must apply for 
a permit amendment reflecting any necessary changes in permit conditions, including effluent 
limitations for pollutants not identified and limited by this permit. 

 
e. In accordance with the TWC §26.029(b), after a public hearing, notice of which shall be given 

to the permittee, the Commission may require the permittee, from time to time, for good 
cause, in accordance with applicable laws, to conform to new or additional conditions. 

 
f. If any toxic effluent standard or prohibition (including any schedule of compliance specified in 

such effluent standard or prohibition) is promulgated under CWA §307(a) for a toxic pollutant 
that is present in the discharge and that standard or prohibition is more stringent than any 
limitation on the pollutant in this permit, this permit shall be modified or revoked and 
reissued to conform to the toxic effluent standard or prohibition. The permittee shall comply 
with effluent standards or prohibitions established under CWA §307(a) for toxic pollutants 
within the time provided in the regulations that established those standards or prohibitions, 
even if the permit has not yet been modified to incorporate the requirement. 

 
5. Permit Transfer 
 

a. Prior to any transfer of this permit, Commission approval must be obtained. The Commission 
shall be notified in writing of any change in control or ownership of facilities authorized by this 
permit. Such notification should be sent to the Applications Review and Processing Team (MC 
148) of the Water Quality Division. 

 
b. A permit may be transferred only according to the provisions of 30 TAC §305.64 (relating to 

Transfer of Permits) and 30 TAC §50.133 (relating to Executive Director Action on Application 
or WQMP update). 
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6. Relationship to Hazardous Waste Activities 
 
This permit does not authorize any activity of hazardous waste storage, processing, or disposal 
that requires a permit or other authorization pursuant to the Texas Health and Safety Code. 

 
7. Relationship to Water Rights 

 
Disposal of treated effluent by any means other than discharge directly to water in the state must 
be specifically authorized in this permit and may require a permit pursuant to Texas Water Code 
Chapter 11. 

 
8. Property Rights  

 
A permit does not convey any property rights of any sort, or any exclusive privilege. 

 
9. Permit Enforceability 

 
The conditions of this permit are severable, and if any provision of this permit, or the application 
of any provision of this permit to any circumstances, is held invalid, the application of such 
provision to other circumstances, and the remainder of this permit, shall not be affected thereby. 

 
10. Relationship to Permit Application 

 
The application pursuant to which the permit has been issued is incorporated herein; provided, 
however, that in the event of a conflict between the provisions of this permit and the application, 
the provisions of the permit shall control. 

 
11. Notice of Bankruptcy. 
 

a. Each permittee shall notify the Executive Director, in writing, immediately following the filing 
of a voluntary or involuntary petition for bankruptcy under any chapter of Title 11 
(Bankruptcy) of the United States Code (11 USC) by or against: 

 
  i. the permittee; 
 ii.  an entity (as that term is defined in 11 USC, §101(15)) controlling the permittee or listing 

the permit or permittee as property of the estate; or 
iii. an affiliate (as that term is defined in 11 USC, §101(2)) of the permittee. 

 
b. This notification must indicate: 
 

  i. the name of the permittee; 
 ii.  the permit number(s); 
iii. the bankruptcy court in which the petition for bankruptcy was filed; and 
iv. the date of filing of the petition. 

 
OPERATIONAL REQUIREMENTS 
 
1. The permittee shall at all times ensure that the facility and all of its systems of collection, 

treatment, and disposal are properly operated and maintained. This includes, but is not limited to, 
the regular, periodic examination of wastewater solids within the treatment plant by the operator 
in order to maintain an appropriate quantity and quality of solids inventory as described in the 
various operator training manuals and according to accepted industry standards for process 
control. Process control, maintenance, and operations records shall be retained at the facility site, 
or shall be readily available for review by a TCEQ representative, for a period of three years. 

 
2. Upon request by the Executive Director, the permittee shall take appropriate samples and provide 

proper analysis in order to demonstrate compliance with Commission rules. Unless otherwise 
specified in this permit or otherwise ordered by the Commission, the permittee shall comply with 
all applicable provisions of 30 TAC Chapter 312 concerning sewage sludge use and disposal and 30 
TAC §§319.21 - 319.29 concerning the discharge of certain hazardous metals. 
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3. Domestic wastewater treatment facilities shall comply with the following provisions: 
 

a. The permittee shall notify the Municipal Permits Team, Industrial Wastewater Section (MC 
148) of the Water Quality Division, in writing, of any facility expansion at least 90 days prior to 
conducting such activity. 

 
b. The permittee shall submit a closure plan for review and approval to the Municipal Permits 

Team, Industrial Wastewater Section (MC 148) of the Water Quality Division, for any closure 
activity at least 90 days prior to conducting such activity. Closure is the act of permanently 
taking a waste management unit or treatment facility out of service and includes the 
permanent removal from service of any pit, tank, pond, lagoon, surface impoundment or other 
treatment unit regulated by this permit. 

 
4. The permittee is responsible for installing prior to plant start-up, and subsequently maintaining, 

adequate safeguards to prevent the discharge of untreated or inadequately treated wastes during 
electrical power failures by means of alternate power sources, standby generators, or retention of 
inadequately treated wastewater. 

 
5. Unless otherwise specified, the permittee shall provide a readily accessible sampling point and, 

where applicable, an effluent flow measuring device or other acceptable means by which effluent 
flow may be determined. 

 
6. The permittee shall remit an annual water quality fee to the Commission as required by 30 TAC 

Chapter 21. Failure to pay the fee may result in revocation of this permit under TWC §7.302(b)(6). 
 
7. Documentation 

 
For all written notifications to the Commission required of the permittee by this permit, the 
permittee shall keep and make available a copy of each such notification under the same 
conditions as self-monitoring data are required to be kept and made available. Except for 
information required for TPDES permit applications, effluent data, including effluent data in 
permits, draft permits and permit applications, and other information specified as not confidential 
in 30 TAC §1.5(d), any information submitted pursuant to this permit may be claimed as 
confidential by the submitter. Any such claim must be asserted in the manner prescribed in the 
application form or by stamping the words “confidential business information” on each page 
containing such information. If no claim is made at the time of submission, information may be 
made available to the public without further notice. If the Commission or Executive Director 
agrees with the designation of confidentiality, the TCEQ will not provide the information for public 
inspection unless required by the Texas Attorney General or a court pursuant to an open records 
request. If the Executive Director does not agree with the designation of confidentiality, the person 
submitting the information will be notified. 

 
8. Facilities that generate domestic wastewater shall comply with the following provisions; domestic 

wastewater treatment facilities at permitted industrial sites are excluded. 
 

a. Whenever flow measurements for any domestic sewage treatment facility reach 75% of the 
permitted daily average or annual average flow for three consecutive months, the permittee 
must initiate engineering and financial planning for expansion or upgrading of the domestic 
wastewater treatment or collection facilities. Whenever the flow reaches 90% of the permitted 
daily average or annual average flow for three consecutive months, the permittee shall obtain 
necessary authorization from the Commission to commence construction of the necessary 
additional treatment or collection facilities. In the case of a domestic wastewater treatment 
facility that reaches 75% of the permitted daily average or annual average flow for three 
consecutive months, and the planned population to be served or the quantity of waste 
produced is not expected to exceed the design limitations of the treatment facility, the 
permittee shall submit an engineering report supporting this claim to the Executive Director of 
the Commission. 
 
If in the judgment of the Executive Director the population to be served will not cause permit 
noncompliance, then the requirement of this section may be waived. To be effective, any 
waiver must be in writing and signed by the Director of the Enforcement Division (MC 219) of 
the Commission, and such waiver of these requirements will be reviewed upon expiration of 
the existing permit; however, any such waiver shall not be interpreted as condoning or 
excusing any violation of any permit parameter. 
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b. The plans and specifications for domestic sewage collection and treatment works associated 
with any domestic permit must be approved by the Commission, and failure to secure approval 
before commencing construction of such works or making a discharge is a violation of this 
permit and each day is an additional violation until approval has been secured. 

 
c. Permits for domestic wastewater treatment plants are granted subject to the policy of the 

Commission to encourage the development of area-wide waste collection, treatment, and 
disposal systems. The Commission reserves the right to amend any domestic wastewater 
permit in accordance with applicable procedural requirements to require the system covered 
by this permit to be integrated into an area-wide system, should such be developed; to require 
the delivery of the wastes authorized to be collected in, treated by or discharged from said 
system, to such area-wide system; or to amend this permit in any other particular to effectuate 
the Commission's policy. Such amendments may be made when the changes required are 
advisable for water quality control purposes and are feasible on the basis of waste treatment 
technology, engineering, financial, and related considerations existing at the time the changes 
are required, exclusive of the loss of investment in or revenues from any then existing or 
proposed waste collection, treatment or disposal system. 

 
9. Domestic wastewater treatment plants shall be operated and maintained by sewage plant 

operators holding a valid certificate of competency at the required level as defined in 30 TAC 
Chapter 30. 

 
10. For Publicly Owned Treatment Works (POTWs), the 30-day average (or monthly average) percent 

removal for BOD and TSS shall not be less than 85%, unless otherwise authorized by this permit. 
 
11. Facilities that generate industrial solid waste as defined in 30 TAC §335.1 shall comply with these 

provisions: 
 

a. Any solid waste, as defined in 30 TAC §335.1 (including but not limited to such wastes as 
garbage, refuse, sludge from a waste treatment, water supply treatment plant or air pollution 
control facility, discarded materials, discarded materials to be recycled, whether the waste is 
solid, liquid, or semisolid), generated by the permittee during the management and treatment 
of wastewater, must be managed in accordance with all applicable provisions of 30 TAC 
Chapter 335, relating to Industrial Solid Waste Management. 

 
b. Industrial wastewater that is being collected, accumulated, stored, or processed before 

discharge through any final discharge outfall, specified by this permit, is considered to be 
industrial solid waste until the wastewater passes through the actual point source discharge 
and must be managed in accordance with all applicable provisions of 30 TAC Chapter 335. 

 
c. The permittee shall provide written notification, pursuant to the requirements of 30 TAC 

§335.8(b)(1), to the Corrective Action Section (MC 127) of the Remediation Division informing 
the Commission of any closure activity involving an Industrial Solid Waste Management Unit, 
at least 90 days prior to conducting such an activity. 

 
d. Construction of any industrial solid waste management unit requires the prior written 

notification of the proposed activity to the Registration and Reporting Section (MC 129) of the 
Permitting and Remediation Support Division. No person shall dispose of industrial solid 
waste, including sludge or other solids from wastewater treatment processes, prior to fulfilling 
the deed recordation requirements of 30 TAC §335.5. 

 
e. The term “industrial solid waste management unit” means a landfill, surface impoundment, 

waste-pile, industrial furnace, incinerator, cement kiln, injection well, container, drum, salt 
dome waste containment cavern, or any other structure vessel, appurtenance, or other 
improvement on land used to manage industrial solid waste. 

 
f. The permittee shall keep management records for all sludge (or other waste) removed from 

any wastewater treatment process. These records shall fulfill all applicable requirements of 30 
TAC Chapter 335 and must include the following, as it pertains to wastewater treatment and 
discharge: 

 
  i. volume of waste and date(s) generated from treatment process; 
 ii. volume of waste disposed of on-site or shipped off-site; 
iii. date(s) of disposal; 
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iv. identity of hauler or transporter; 
 v. location of disposal site; and 
vi. method of final disposal. 

 
The above records shall be maintained on a monthly basis. The records shall be retained at the 
facility site, or shall be readily available for review by authorized representatives of the TCEQ 
for at least five years. 

 
12. For industrial facilities to which the requirements of 30 TAC Chapter 335 do not apply, sludge and 

solid wastes, including tank cleaning and contaminated solids for disposal, shall be disposed of in 
accordance with THSC Code Chapter 361. 

 
 
 
TCEQ Revision 05/2021 
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OTHER REQUIREMENTS 

1. Violations of daily maximum limitations for the following pollutants shall be reported orally 
or by facsimile to TCEQ Region 12 within 24 hours from the time the permittee becomes 
aware of the violation, followed by a written report within five working days to TCEQ Region 
12 and the Enforcement Division (MC 224):  

 
Acenaphthene 1,1-Dichloroethane Hexachlorobutadiene 
Acenaphthylene 1,2-Dichloroethane Hexachloroethane 
Acrylonitrile 1,1-Dichloroethylene Methyl Chloride 
Anthracene 1,2-trans-Dichloroethylene Methylene Chloride 
Benzene 2,4-Dichlorophenol Naphthalene 
Benzo(a)anthracene 1,2-Dichloropropane Nitrobenzene 
Benzo(a)pyrene 1,3-Dichloropropylene 2-Nitrophenol 
3,4-Benzofluoranthene Diethyl Phthalate 4-Nitrophenol 
Benzo(k)fluoranthene Dimethyl Phthalate Phenanthrene 
Bis(2-Ethylhexyl)phthalate 2,4-Dimethylphenol Phenol 
Carbon Tetrachloride Di-n-Butyl Phthalate Pyrene 
Chlorobenzene 4,6-Dinitro-o-Cresol Tetrachloroethylene 
Chloroethane 2,4-Dinitrophenol Toluene 
Chloroform 2,4-Dinitrotoluene 1,2,4-Trichlorobenzene 
2-Chlorophenol 2,6-Dinitrotoluene 1,1,1-Trichloroethane 
Chrysene Ethylbenzene 1,1,2-Trichloroethane 
1,2-Dichlorobenzene Fluoranthene Trichloroethylene 
1,3-Dichlorobenzene Fluorene Vinyl Chloride 
1,4-Dichlorobenzene Hexachlorobenzene  

 
Test methods used must be sensitive enough to demonstrate compliance with the permit effluent 
limitations. If an effluent limit for a pollutant is less than the MAL, then the test method for that 
pollutant must be sensitive enough to demonstrate compliance at the MAL. Permit 
compliance/noncompliance determinations will be based on the effluent limitations contained in 
this permit, with consideration given to the MAL for the pollutants specified below. 

 

Pollutant 
MAL 

(mg/L) 
 

Pollutant 
MAL 

(mg/L) 

Acenaphthene 0.01  Di-n-Butyl Phthalate 0.01 

Acenaphthylene 0.01  4,6-Dinitro-o-Cresol 0.05 

Acrylonitrile 0.05  2,4-Dinitrophenol 0.05 

Anthracene 0.01  2,4-Dinitrotoluene 0.01 

Benzene 0.01  2,6-Dinitrotoluene 0.01 

Benzo(a)anthracene 0.005  Ethylbenzene 0.01 

Benzo(a)pyrene 0.005  Fluoranthene 0.01 

3,4-Benzofluoranthene 0.01  Fluorene 0.01 

Benzo(k)fluoranthene 0.005  Hexachlorobenzene 0.005 

Bis(2-Ethylhexyl)phthalate 0.01  Hexachlorobutadiene 0.01 

Carbon Tetrachloride 0.002  Hexachloroethane 0.02 

Chlorobenzene 0.01  Methyl Chloride 0.05 

Chloroethane 0.05  Methylene Chloride 0.02 

Chloroform 0.01  Naphthalene 0.01 

2-Chlorophenol 0.01  Nitrobenzene 0.01 
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Pollutant 
MAL 

(mg/L) 
 

Pollutant 
MAL 

(mg/L) 

Chrysene 0.005  2-Nitrophenol 0.02 

1,2-Dichlorobenzene 0.01  4-Nitrophenol 0.05 

1,3-Dichlorobenzene 0.01  Phenanthrene 0.01 

1,4-Dichlorobenzene 0.01  Phenol 0.01 

1,1-Dichloroethane 0.01  Pyrene 0.01 

1,2-Dichloroethane 0.01  Tetrachloroethylene 0.01 

1,1-Dichloroethylene 0.01  Toluene 0.01 

1,2-trans-Dichloroethylene 0.01  1,2,4-Trichlorobenzene 0.01 

2,4-Dichlorophenol 0.01  1,1,1-Trichloroethane 0.01 

1,2-Dichloropropane 0.01  1,1,2-Trichloroethane 0.01 

1,3-Dichloropropylene 0.01  Trichloroethylene 0.01 

Diethyl Phthalate 0.01  Vinyl Chloride 0.01 

Dimethyl Phthalate 0.01  Free Cyanide 0.01 

2,4-Dimethylphenol 0.01    

 
When an analysis of an effluent sample for any of the parameters listed above indicates no 
detectable levels above the MAL and the test method detection level is as sensitive as the specified 
MAL, a value of zero (0) shall be used for that measurement when making calculations for the self-
reporting form. This applies to determinations of daily maximum concentration, calculations of 
loading and daily averages, and other reportable results. 
 
When a reported value is zero (0) based on this MAL provision, the permittee shall submit the 
following statement with the self-reporting form either as a separate attachment to the form or as a 
statement in the comments section of the form: 

 
“The reported value(s) of zero (0) for          [list pollutant(s)]         on the self-reporting form for 
[monitoring period date range]        is based on the following conditions: 1) the analytical 
method used had a method detection level as sensitive as the MAL specified in the permit, 
and 2) the analytical results contained no detectable levels above the specified MAL.” 

 
When an analysis of an effluent sample for a pollutant indicates no detectable levels and the test 
method detection level is not as sensitive as the MAL specified in the permit, or an MAL is not 
specified in the permit for that pollutant, the level of detection achieved shall be used for that 
measurement when making calculations for the self-reporting form. A zero (0) may not be used. 
 

2. There is no mixing zone established for discharges made via Outfalls 001, 003, or 006 to an 
intermittent stream. Acute toxic criteria apply at the point of discharge. 

 
3. DISCHARGE PROHIBITIONS 

A. This permit does not authorize the discharge of treated first-flush stormwater via Outfalls 
002, 003, 004, 005, or 006. 

B. This permit does not authorize the discharge of domestic wastewater. All domestic 
wastewater must be disposed of in an approved manner, such as routing to an approved 
on-site septic tank and drainfield system or to an authorized third party for treatment and 
disposal. 
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4. HYDROSTATIC TEST WATER 

A. This permit authorizes the discharge of hydrostatic test water via Outfalls 001, 002, 003, 
004, 005, and 006 only. 

B. Hydrostatic test water from “vessels or pipelines not previously in service” discharged via 
Outfalls 001, 002, 003, 004, 005, or 006 without treatment must not contain 
hydrocarbons.   

C. Hydrostatic test water containing hydrocarbons must be routed to the wastewater 
treatment system and receive treatment prior to being discharged via Outfall 001.  

D. The flow of all hydrostatic test water must be controlled to prevent flooding or erosion (or 
both) of the immediate area or the areas adjacent to where hydrostatic testing occurs and 
conveyances in route to the outfall(s) where discharge will occur.   

E. Discharges of hydrostatic test water must not cause any nuisance conditions to adjacent 
landowners along the discharge route.   

F. The permittee shall take all steps necessary to prevent any adverse effect to human health 
or safety or to the environment when discharging hydrostatic test water.   

 
5. POND REQUIREMENTS 

A wastewater pond must comply with the following requirements. A wastewater pond (or lagoon) 
is an earthen structure used to evaporate, hold, store, or treat water that contains a waste or 
pollutant or that would cause pollution upon discharge as those terms are defined in Texas Water 
Code § 26.001, but does not include a pond that contains only stormwater. 
 
A. A wastewater pond subject to 4o CFR Part 257, Subpart D (related to coal combustion 

residuals) must comply with those requirements in lieu of the requirements in B through G 
of POND REQUIREMENTS. N/A 

 
B. An existing wastewater pond must be maintained to meet or exceed the original approved 

design and liner requirements; or, in the absence of original approved requirements, must be 
maintained to prevent unauthorized discharges of wastewater into or adjacent to water in the 
state. The permittee shall maintain copies of all liner construction and testing documents at 
the facility or in a reasonably accessible location and make the information available to the 
executive director upon request. 

C. A new wastewater pond constructed after the issuance date of this permit must be lined in 
compliance with one of the following requirements if it will contain process wastewater as 
defined in 40 CFR § 122.2. The executive director will review ponds that will contain only 
non-process wastewater on a case-by-case basis to determine whether the pond must be 
lined. If a pond will contain only non-process wastewater, the owner shall notify the 
Industrial Permits Team (MC 148) to obtain a written determination at least 90 days before 
the pond is placed into service and copy the TCEQ Enforcement Division (MC 224) and 
regional office. The permittee must submit all information about the proposed pond 
contents that is reasonably necessary for the executive director to make a determination. If 
the executive director determines that a pond does not need to be lined, then the pond is 
exempt from C(1) through C(3) and D through G of POND REQUIREMENTS. 

A wastewater pond that only contains domestic wastewater must comply with the design 
requirements in 30 TAC Chapter 217 and 30 TAC § 309.13(d) in lieu of items C(1) through 
C(3) of this subparagraph. 
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(1) Soil liner: The soil liner must contain clay-rich soil material (at least 30% of the liner 
material passing through a #200 mesh sieve, liquid limit greater than or equal to 30, 
and plasticity index greater than or equal to 15) that completely covers the sides and 
bottom of the pond. The liner must be at least 3.0 feet thick. The liner material must 
be compacted in lifts of no more than 8 inches to 95% standard proctor density at the 
optimum moisture content in accordance with ASTM D698 to achieve a permeability 
less than or equal to 1 × 10-7 (≤ 0.0000001) cm/sec. For in-situ soil material that 
meets the permeability requirement, the material must be scarified at least 8 inches 
deep and then re-compacted to finished grade. 

(2) Synthetic membrane: The liner must be a synthetic membrane liner at least 40 mils in 
thickness that completely covers the sides and the bottom of the pond. The liner 
material used must be compatible with the wastewater and be resistant to degradation 
(e.g., from ultraviolet light, chemical reactions, wave action, erosion, etc.). The liner 
material must be installed and maintained in accordance with the manufacturer’s 
guidelines. A wastewater pond with a synthetic membrane liner must include an 
underdrain with a leak detection and collection system. 

(3) Alternate liner: The permittee shall submit plans signed and sealed by a Texas-
licensed professional engineer for any other equivalently protective pond lining 
method to the TCEQ Industrial Permits Team (MC 148) and copy the regional office 

 
D. For a pond that must be lined according to subparagraph C (including ponds with in-situ soil 

liners), the permittee shall provide certification, signed and sealed by a Texas-licensed 
professional engineer, stating that the completed pond lining and any required underdrain 
with leak detection and collection system for the pond meet the requirements in 
subparagraph C(1) – C(3) before using the pond. The certification shall include the following 
minimum details about the pond lining system: (1) pond liner type (in-situ soil, amended in-
situ soil, imported soil, synthetic membrane, or alternative), (2) materials used, (3) thickness 
of materials, and (4) either permeability test results or a leak detection and collection system 
description, as applicable. 

 The certification must be provided to the TCEQ Water Quality Assessment Team (MC 150), 
Industrial Permits Team (MC 148), and regional office. A copy of the liner certification and 
construction details (i.e., as-built drawings, construction QA/QC documentation, and post 
construction testing) must be kept on-site or in a reasonably accessible location (in either 
hardcopy or digital format) until the pond is closed. 

 
E. Protection and maintenance requirements for a pond subject to subparagraph B or C 

(including ponds with in-situ soil liners). 

(1) The permittee shall maintain a liner to prevent the unauthorized discharge of 
wastewater into or adjacent to water in the state. 

(2) A liner must be protected from damage caused by animals. Fences or other protective 
devices or measures may be used to satisfy this requirement. 

(3)  The permittee shall maintain the structural integrity of the liner and shall keep the 
liner and embankment free of woody vegetation, animal burrows, and excessive 
erosion. 
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(4) The permittee shall inspect each pond liner and each leak detection system at least 
once per month. Evidence of damage or unauthorized discharge must be evaluated by 
a Texas-licensed professional engineer or Texas-licensed professional geoscientist 
within 30 days. The permittee is not required to drain an operating pond or to inspect 
below the waterline during these routine inspections. 

a. A Texas-licensed professional engineer or Texas-licensed professional 
geoscientist must evaluate damage to a pond liner, including evidence of an 
unauthorized discharge without visible damage. 

b. Pond liner damage must be repaired at the recommendation of a Texas-licensed 
professional engineer or Texas-licensed professional geoscientist. If the damage is 
significant or could result in an unauthorized discharge, then the repair must be 
documented and certified by a Texas-licensed professional engineer. Within 60 
days after a repair is completed, the liner certification must be provided to the 
TCEQ Industrial Permits Team (MC 150) and regional office. A copy of the liner 
certification must be maintained at the facility or in a reasonably accessible 
location and made available to the executive director upon request. 

c. A release determination and subsequent corrective action will be based on 40 CFR 
Part 257 or the Texas Risk Reduction Program (30 TAC Chapter 350), as 
applicable. If evidence indicates that an unauthorized discharge occurred, including 
evidence that the actual permeability exceeds the design permeability, the matter 
may also be referred to the TCEQ Enforcement Division to ensure the protection of 
the public and the environment. 

F. For a pond subject to subparagraph B or C (including ponds with in-situ soil liners), the 
permittee shall have a Texas-licensed professional engineer perform an evaluation of each 
pond that requires a liner at least once every five years. The evaluation must include: (1) a 
physical inspection of the pond liner to check for structural integrity, damage, and evidence 
of leaking; (2) a review of the liner documentation for the pond; and (3) a review of all 
documentation related to liner repair and maintenance performed since the last evaluation. 
For the purposes of this evaluation, evidence of leaking also includes evidence that the actual 
permeability exceeds the design permeability. The permittee is not required to drain an 
operating pond or to inspect below the waterline during the evaluation. A copy of the 
engineer's evaluation report must be maintained at the facility or in a reasonably accessible 
location and made available to the executive director upon request. 

 
G. For a pond subject to subparagraph B or C (including ponds with in-situ soil liners), the 

permittee shall maintain at least 2.0 feet of freeboard in the pond except when: 

(1) the freeboard requirement temporarily cannot be maintained due to a large storm 
event that requires the additional retention capacity to be used for a limited period of 
time; 

(2) the freeboard requirement temporarily cannot be maintained due to upset plant 
conditions that require the additional retention capacity to be used for treatment for 
a limited period of time; or 

(3) the pond was not required to have at least 2.0 feet of freeboard according to the 
requirements at the time of construction. 
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6. DEFINITIONS 

Allowable Non-Stormwater 

May include any combination of the following sources of non-stormwater: 

• discharges from emergency firefighting activities and uncontaminated fire hydrant 
flushings (excluding discharges of hyperchlorinated water); 

• potable water sources (excluding discharges of hyperchlorinated water); 

• irrigation drainage, provided that all pesticides, herbicides, and fertilizer have been 
applied in accordance with the approved labeling; 

• water from the routine external washing of buildings, conducted without the use of 
detergents or other chemicals; 

• water from the routine washing of pavement conducted without the use of detergents 
or other chemicals and where spills or leaks of toxic or hazardous materials have not 
occurred (unless all spilled material has been removed); 

• uncontaminated air conditioner condensate, compressor condensate, and steam 
condensate, and condensate from the outside storage of refrigerated gases or liquids; 

• uncontaminated water from foundation or footing drains; 

• uncontaminated water used for dust suppression; 

• water from springs and other uncontaminated groundwater; and 

• incidental windblown mist from cooling towers that collects on rooftops or adjacent 
portions of the facility, but excluding intentional discharges from the cooling tower, 
including cooling tower blowdown. 

Miscellaneous Wastewaters   

Miscellaneous wastewaters are intermittently present and are commingled with process 
wastewater for treatment in the wastewater treatment unit prior to being monitored at 
internal Outfall 101 and discharged via Outfall 001. Miscellaneous wastewaters may be 
present in any combination or quantity and may come into contact with process materials 
and wastes. The following is a list of miscellaneous wastewaters that are intermittently 
present in effluent monitored at internal Outfall 101: 

• spent caustic; 

• hydrostatic test waters from vessels or pipelines that have been in hydrocarbon service; 

• heat exchanger bundle cleaning water; 

• stormwater from catalyst handling (loading, changing) activities; 

• stormwater runoff from non-process areas that requires treatment (as needed) prior to 
discharging; 

• water from the washing of process units, pavement, buildings, equipment 
(internal/external), and vehicles;  

• wastewater from tank draws, tank bottoms, and vessel or pipeline wastes from 
maintenance activities, including the same types of wastewaters from off-site terminals 
operated by Enterprise and its associated companies, provided those waste streams are 
similar in nature to those generated at the PDH Units, the iBDH Units, or the Frac 
Units; 

• caustic and amine stripping or scrubbing; 

• water from firefighting activities; 

• seal water; 

• laboratory wastewater; 

• wastewater from sludge treatment units; and 

• wastewater generated during spill clean-up. 



Enterprise Products Operating LLC TPDES Permit No. WQ0005014000 
 

 
 Page 20 

Non-Process Area Stormwater  

Outfall 002: Stormwater discharged via Outfall 002 may consist of stormwater from non-
process areas, runoff from paved and unpaved areas, and post-first flush stormwater from 
curbed process areas within the PDH Units. 

Outfall 004: Stormwater discharged via Outfall 004 may consist of stormwater from non-
process areas, runoff from paved and unpaved areas, and post-first flush stormwater 
process areas within the Frac Units (including, but not limited to, Fracs 9, 10, 11, 12, and 
14-15) and the Hydrotreater Unit. 

Outfall 005: Stormwater discharged via Outfall 005 may consist of stormwater from non-
process areas, runoff from paved and unpaved areas, and post-first flush stormwater from 
curbed process areas within the iBDH Unit. 

Post First-Flush Stormwater  

Post first-flush stormwater is stormwater that runs off from the curbed process areas of the 
facility and that is generated by rainfall that occurs after one inch of rain has fallen.   

Outfall 002: Post first-flush stormwater discharged via Outfall 002 comes from the curbed 
process areas within the PDH Units.   

Outfall 004: Post first-flush stormwater discharged via Outfall 004 comes from the curbed 
process areas within the Frac Units (including, but not limited to Fracs 9, 10, 11, 12, and 14-
15) and the Hydrotreater Unit.   

Outfall 005: Post first-flush stormwater discharged via Outfall 005 comes from the curbed 
process areas within the iBDH Unit.   

Process Area Stormwater   

Stormwater discharged via Outfall 001 consists of first-flush stormwater, which is 
stormwater that is generated by the first inch of rainfall from a storm event, and that runs 
off from the curbed process areas of the PDH Units, the iBDH Unit, the Frac Units 
(including, but not limited to Fracs 9, 10, 11, 12, and 14-15), the Hydrotreater Unit, the DIB 
III Unit,  as applicable. 

Utility Wastewater   

Outfall 001: Utility wastewaters in discharges via Outfall 001 include, but are not limited 
to, any combination of the following waste streams: 

• cooling tower blowdown; 

• boiler blowdown (routed to cooling tower basins prior to discharge); 

• demineralizer neutralized wastewater; 

• cooling tower filter backwash; 

• neutralized wastewaters from acid or caustic sumps; 

• air conditioner condensate, compressor condensate, and steam condensate; 

• potable and raw water line and fire protection system leaks, testing activities, and 
flushings performed during maintenance activities; 

• water treatment wastes from potable and industrial water treatment units;  

• raw water treatment belt return;  

• hydrostatic test waters, from vessels or pipelines not previously in service or from 
vessels or pipelines that previously contained raw or potable water; and 

• water treatment wastes which include, but are not limited to, cold lime water treatment 
wastes, demineralizer backwash, filter backwash, ion exchange water treatment system 
wastes, membrane regeneration wastes, and reverse osmosis reject water. 
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Outfall 003: Utility wastewaters in discharges via Outfall 003 include, but are not limited 
to, any combination of the following waste streams: 

• wet surface air cooler (WSAC) blowdown (reflux and condensate); 

• boiler blowdown (from temporary boilers used on-site during maintenance, 
turnaround, or construction activities); 

• demineralizer neutralization tank effluent; 

• cooling tower filter backwash; 

• neutralized wastewaters from acid or caustic sumps; 

• air conditioner condensate, compressor condensate, and steam condensate; 

• potable and raw water line and fire protection system leaks, testing activities, and 
flushings performed during maintenance activities; 

• potable water treatment wastes; 

• hydrostatic test waters, from vessels or pipelines not previously in service or from 
vessels or pipelines that previously contained raw or potable water; and  

• water treatment wastes which include, but are not limited to, cold lime water treatment 
wastes, demineralizer backwash, filter backwash, ion exchange water treatment system 
wastes, membrane regeneration wastes, and reverse osmosis reject water. 

Outfall 006: Utility wastewaters in discharges via Outfall 006 include, but are not limited 
to, any combination of the following waste streams: 

• wet surface air cooler (WSAC) blowdown (reflux and condensate); 

• boiler blowdown (from temporary boilers used on-site during maintenance, 
turnaround, or construction activities); 

• demineralizer neutralization tank effluent; 

• cooling tower filter backwash; 

• neutralized wastewaters from acid or caustic sumps; 

• air conditioner condensate, compressor condensate, and steam condensate; 

• potable and raw water line and fire protection system leaks, testing activities, and 
flushings performed during maintenance activities; 

• potable water treatment wastes;  

• hydrostatic test waters from vessels or pipelines not previously in service or from 
vessels or pipelines that previously contained raw or potable water; and 

• water treatment wastes which include, but are not limited to, cold lime water treatment 
wastes, demineralizer backwash, filter backwash, ion exchange water treatment system 
wastes, membrane regeneration wastes, and reverse osmosis reject water. 

7. The permittee shall provide written notification to the TCEQ Industrial Permits Team (MC 148) 
and Region 12 Office of any changes in the method by which the facility obtains water for cooling 
purposes. This notification must be submitted 30 days prior to any such change and must 
include a description of the planned changes. The TCEQ may, upon review of the notification, 
reopen the permit to include additional terms and conditions as necessary. 

8. The permittee is authorized to discharge wastewater generated from off-site associated facilities 
(including, but not limited to, pipeline, terminals, and plants) provided the waste streams are 
similar in nature to the wastewater generated, treated, and discharged at the facility via Outfalls 
001 and 101 of this permit. 

9. This permit does not provide authorization for the permittee to accept wastewaters from third 
party sources, nor does it prohibit acceptance of such wastewaters. This permit only provides the 
authorization to discharge these wastes. Should authorization to accept third party waste be 
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required, it is the obligation of the permittee to obtain such authorization from the appropriate 
regulatory authority. 

 
The permittee shall comply with the following schedule of activities for the attainment of water 
quality-based final effluent limitations for sulfate at Outfall 001: 

 
a. Determine exceedance cause(s); 
b. Develop control options; 
c. Evaluate and select control mechanisms; 
d. Implement corrective action; and 
e. Attain final effluent limitations no later than three years from the date of permit issuance. 
 
The permittee shall submit quarterly progress reports in accordance with the following schedule.  
The requirement to submit quarterly progress reports expires three years from the date of 
permit issuance. 

 
PROGRESS REPORT DATE 

January 1 
April 1 
July 1 
October 1 

 
The quarterly progress reports must include a discussion of the interim requirements that have 
been completed at the time of the report and must address the progress towards attaining the 
water quality-based final effluent limitations for sulfate at Outfall 001 no later than three years 
from the date of permit issuance. 
 
Reports of compliance or noncompliance with, or any progress reports on, interim and final 
requirements contained in any compliance schedule of this permit must be submitted no later 
than 14 days following each schedule date. Any reports of noncompliance shall include the cause 
of noncompliance, any remedial actions taken, and the probability of meeting the next scheduled 
requirement. 
 
All reports must be submitted to the TCEQ Region 12 Office and to the Enforcement Division 
(MC-224). 
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CHRONIC BIOMONITORING REQUIREMENTS: FRESHWATER 
 
The provisions of this section apply to Outfall 001 for whole effluent toxicity (WET) testing. 
 
1. Scope, Frequency, and Methodology 
 

a. The permittee shall test the effluent for toxicity in accordance with the provisions 
below. Such testing will determine if an appropriately dilute effluent sample adversely 
affects the survival, reproduction, or growth of the test organisms. 

 
b. The permittee shall conduct the following toxicity tests using the test organisms, 

procedures, and quality assurance requirements specified in this part of this permit and 
in accordance with “Short-Term Methods for Estimating the Chronic Toxicity of 
Effluents and Receiving Waters to Freshwater Organisms,” fourth edition (EPA-821-R-
02-013) or its most recent update: 

 
1) Chronic static renewal survival and reproduction test using the water flea 

(Ceriodaphnia dubia) (Method 1002.0). This test should be terminated when 
60% of the surviving adults in the control produce three broods or at the end of 
eight days, whichever occurs first. This test shall be conducted once per quarter. 

 
2) Chronic static renewal 7-day larval survival and growth test using the fathead 

minnow (Pimephales promelas) (Method 1000.0). A minimum of five replicates 
with eight organisms per replicate shall be used in the control and in each 
dilution.  This test shall be conducted once per quarter. 

 
The permittee must perform and report a valid test for each test species during the 
prescribed reporting period. An invalid test must be repeated during the same 
reporting period. An invalid test is defined as any test failing to satisfy the test 
acceptability criteria, procedures, and quality assurance requirements specified in the 
test methods and permit. 

  
c. The permittee shall use five effluent dilution concentrations and a control in each 

toxicity test. These effluent dilution concentrations are 30%, 40%, 51%, 71%, and 95% 
effluent.  The critical dilution, defined as 95% effluent, is the effluent concentration 
representative of the proportion of effluent in the receiving water during critical low 
flow or critical mixing conditions.  

 
d. This permit may be amended to require a WET limit, a chemical-specific effluent limit, 

a best management practice, or other appropriate actions to address toxicity. The 
permittee may be required to conduct a toxicity reduction evaluation (TRE) after 
multiple toxic events. 

 
e. Testing Frequency Reduction 

 
1) If none of the first four consecutive quarterly tests demonstrates significant 

toxicity, the permittee may submit this information in writing and, upon 
approval, reduce the testing frequency to once per six months for the 
invertebrate test species and once per year for the vertebrate test species. 

  
2) If one or more of the first four consecutive quarterly tests demonstrates 

significant toxicity, the permittee shall continue quarterly testing for that 
species until this permit is reissued. If a testing frequency reduction had been 
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previously granted and a subsequent test demonstrates significant toxicity, the 
permittee shall resume a quarterly testing frequency for that species until this 
permit is reissued. 

 
2. Required Toxicity Testing Conditions 
 

a. Test Acceptance - The permittee shall repeat any toxicity test, including the control and 
all effluent dilutions, which fail to meet the following criteria: 

 
1) a control mean survival of 80% or greater; 

 
2) a control mean number of water flea neonates per surviving adult of 15 or 

greater; 
 

3) a control mean dry weight of surviving fathead minnow larvae of 0.25 mg or 
greater; 

 
4) a control coefficient of variation percent (CV%) of 40 or less in between 

replicates for the young of surviving females in the water flea test; and the 
growth and survival endpoints in the fathead minnow test; 

 
5) a critical dilution CV% of 40 or less for the young of surviving females in the 

water flea test; and the growth and survival endpoints for the fathead minnow 
test. However, if statistically significant lethal or nonlethal effects are exhibited 
at the critical dilution, a CV% greater than 40 shall not invalidate the test; 

 
6) a percent minimum significant difference of 47 or less for water flea 

reproduction; and 
 

7)     a percent minimum significant difference of 30 or less for fathead minnow 
growth. 

 
b. Statistical Interpretation 

 
1) For the water flea survival test, the statistical analyses used to determine if there 

is a significant difference between the control and an effluent dilution shall be 
the Fisher’s exact test as described in the manual referenced in in Part 1.b. 

 
2) For the water flea reproduction test and the fathead minnow larval survival and 

growth tests, the statistical analyses used to determine if there is a significant 
difference between the control and an effluent dilution shall be in accordance 
with the manual referenced in Part 1.b. 

 
3) The permittee is responsible for reviewing test concentration-response 

relationships to ensure that calculated test-results are interpreted and reported 
correctly. The document entitled “Method Guidance and Recommendation for 
Whole Effluent Toxicity (WET) Testing (40 CFR Part 136)” (EPA 821-B-00-
004) provides guidance on determining the validity of test results. 

 
4) If significant lethality is demonstrated (that is, there is a statistically significant 

difference in survival at the critical dilution when compared to the survival in 
the control), the conditions of test acceptability are met, and the survival of the 
test organisms are equal to or greater than 80% in the critical dilution and all 
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dilutions below that, then the permittee shall report a survival No Observed 
Effect Concentration (NOEC) of not less than the critical dilution for the 
reporting requirements. 

 
5) The NOEC is defined as the greatest effluent dilution at which no significant 

effect is demonstrated. The Lowest Observed Effect Concentration (LOEC) is 
defined as the lowest effluent dilution at which a significant effect is 
demonstrated.  A significant effect is defined as a statistically significant 
difference between the survival, reproduction, or growth of the test organism in 
a specified effluent dilution when compared to the survival, reproduction, or 
growth of the test organism in the control. 

 
6) The use of NOECs and LOECs assumes either a monotonic (continuous) 

concentration-response relationship or a threshold model of the concentration-
response relationship. For any test result that demonstrates a non-monotonic 
(non-continuous) response, the NOEC should be determined based on the 
guidance manual referenced in Item 3. 

 
7) Pursuant to the responsibility assigned to the permittee in Part 2.b.3), test 

results that demonstrate a non-monotonic (non-continuous) concentration-
response relationship may be submitted, prior to the due date, for technical 
review. The guidance manual referenced in Item 3 will be used when making a 
determination of test acceptability. 

 
8) TCEQ staff will review test results for consistency with rules, procedures, and 

permit requirements. 
 

c. Dilution Water 
 

1) Dilution water used in the toxicity tests must be the receiving water collected at 
a point upstream of the discharge point as close as possible to the discharge 
point but unaffected by the discharge. Where the toxicity tests are conducted on 
effluent discharges to receiving waters that are classified as intermittent 
streams, or where the toxicity tests are conducted on effluent discharges where 
no receiving water is available due to zero flow conditions, the permittee shall: 

 
a)  substitute a synthetic dilution water that has a pH, hardness, and 

alkalinity similar to that of the closest downstream perennial water 
unaffected by the discharge; or 

 
b)  use the closest downstream perennial water unaffected by the discharge. 

 
2) Where the receiving water proves unsatisfactory as a result of pre-existing 

instream toxicity (i.e. fails to fulfill the test acceptance criteria of Part 2.a.), the 
permittee may substitute synthetic dilution water for the receiving water in all 
subsequent tests provided the unacceptable receiving water test met the follow-
ing stipulations: 

 
a) a synthetic lab water control was performed (in addition to the receiving 

water control) which fulfilled the test acceptance requirements of Part 
2.a;  

 
b) the test indicating receiving water toxicity was carried out to completion 
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(i.e., 7 days); and 
 

c) the permittee submitted all test results indicating receiving water 
toxicity with the reports and information required in Part 3.  

 
3) The synthetic dilution water shall consist of standard, moderately hard, 

reconstituted water. Upon approval, the permittee may substitute other 
appropriate dilution water with chemical and physical characteristics similar to 
that of the receiving water. 

 
d. Samples and Composites 
 

1) The permittee shall collect a minimum of three composite samples from Outfall 
001. The second and third composite samples will be used for the renewal of the 
dilution concentrations for each toxicity test. 

 
2) The permittee shall collect the composite samples such that the samples are 

representative of any periodic episode of chlorination, biocide usage, or other 
potentially toxic substance being discharged on an intermittent basis. 

 
3) The permittee shall initiate the toxicity tests within 36 hours after collection of 

the last portion of the first composite sample. The holding time for any 
subsequent composite sample shall not exceed 72 hours.  Samples shall be 
maintained at a temperature of 0-6 degrees Centigrade during collection, 
shipping, and storage. 

 
4) If Outfall 001 ceases discharging during the collection of effluent samples, the 

requirements for the minimum number of effluent samples, the minimum 
number of effluent portions, and the sample holding time are waived during 
that sampling period.  However, the permittee must have collected an effluent 
composite sample volume sufficient to complete the required toxicity tests with 
renewal of the effluent.  When possible, the effluent samples used for the 
toxicity tests shall be collected on separate days if the discharge occurs over 
multiple days. The sample collection duration and the static renewal protocol 
associated with the abbreviated sample collection must be documented in the 
full report. 

 
3. Reporting 
 

All reports, tables, plans, summaries, and related correspondence required in this section shall 
be submitted to the attention of the Standards Implementation Team (MC 150) of the Water 
Quality Division.  

 
a. The permittee shall prepare a full report of the results of all tests conducted in 

accordance with the manual referenced in Part 1.b. for every valid and invalid toxicity 
test initiated whether carried to completion or not. 

 
b. The permittee shall routinely report the results of each biomonitoring test on the Table 

1 forms provided with this permit. 
 

1) Annual biomonitoring test results are due on or before January 20th for 
biomonitoring conducted during the previous 12-month period. 
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2) Semiannual biomonitoring test results are due on or before July 20th and 
January 20th for biomonitoring conducted during the previous 6-month period. 

 
3) Quarterly biomonitoring test results are due on or before April 20th, July 20th, 

October 20th, and January 20th for biomonitoring conducted during the 
previous calendar quarter. 

 
4) Monthly biomonitoring test results are due on or before the 20th day of the 

month following sampling. 
 

c. Enter the following codes for the appropriate parameters for valid tests only: 
 

1) For the water flea, Parameter TLP3B, enter a “1” if the NOEC for survival is less 
than the critical dilution; otherwise, enter a “0.” 

 
2) For the water flea, Parameter TOP3B, report the NOEC for survival. 

 
3) For the water flea, Parameter TXP3B, report the LOEC for survival. 

 
4) For the water flea, Parameter TWP3B, enter a “1” if the NOEC for reproduction 

is less than the critical dilution; otherwise, enter a “0.” 
 

5) For the water flea, Parameter TPP3B, report the NOEC for reproduction. 
 

6) For the water flea, Parameter TYP3B, report the LOEC for reproduction. 
 

7) For the fathead minnow, Parameter TLP6C, enter a “1” if the NOEC for survival 
is less than the critical dilution; otherwise, enter a “0.” 

 
8) For the fathead minnow, Parameter TOP6C, report the NOEC for survival. 

 
9) For the fathead minnow, Parameter TXP6C, report the LOEC for survival. 

 
10) For the fathead minnow, Parameter TWP6C, enter a “1” if the NOEC for growth 

is less than the critical dilution; otherwise, enter a “0.” 
 

11) For the fathead minnow, Parameter TPP6C, report the NOEC for growth. 
 

12) For the fathead minnow, Parameter TYP6C, report the LOEC for growth. 
 

d. Enter the following codes for retests only: 
 

1) For retest number 1, Parameter 22415, enter a “1” if the NOEC for survival is 
less than the critical dilution; otherwise, enter a “0.” 

 
2) For retest number 2, Parameter 22416, enter a “1” if the NOEC for survival is 

less than the critical dilution; otherwise, enter a “0.” 
 
4. Persistent Toxicity 
 

The requirements of this part apply only when a test demonstrates a significant effect at the 
critical dilution. Significant lethality and significant effect were defined in Part 2.b. Significant 
sublethality is defined as a statistically significant difference in growth/reproduction at the 
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critical dilution when compared to the growth/reproduction in the control. 
 

a. The permittee shall conduct a total of 2 additional tests (retests) for any species that 
demonstrates a significant effect (lethal or sublethal) at the critical dilution. The two 
retests shall be conducted monthly during the next two consecutive months. The 
permittee shall not substitute either of the two retests in lieu of routine toxicity testing.  
All reports shall be submitted within 20 days of test completion. Test completion is 
defined as the last day of the test. 

 
b. If the retests are performed due to a demonstration of significant lethality, and one or 

both of the two retests specified in Part 4.a. demonstrates significant lethality, the 
permittee shall initiate the TRE requirements as specified in Part 5. The provisions of 
Part 4.a. are suspended upon completion of the two retests and submittal of the TRE 
action plan and schedule defined in Part 5. 

 
If neither test demonstrates significant lethality and the permittee is testing under the 
reduced testing frequency provision of Part 1.e., the permittee shall return to a 
quarterly testing frequency for that species. 

 
c. If the two retests are performed due to a demonstration of significant sublethality, and 

one or both of the two retests specified in Part 4.a. demonstrates significant lethality, 
the permittee shall again perform two retests as stipulated in Part 4.a.  

 
d. If the two retests are performed due to a demonstration of significant sublethality, and 

neither test demonstrates significant lethality, the permittee shall continue testing at 
the quarterly frequency. 

 
e. Regardless of whether retesting for lethal or sublethal effects, or a combination of the 

two, no more than one retest per month is required for a species. 
 
5. Toxicity Reduction Evaluation 

 
a. Within 45 days of the retest that demonstrates significant lethality, or within 45 days of 

being so instructed due to multiple toxic events, the permittee shall submit a general 
outline for initiating a TRE. The outline shall include, but not be limited to, a 
description of project personnel, a schedule for obtaining consultants (if needed), a 
discussion of influent and effluent data available for review, a sampling and analytical 
schedule, and a proposed TRE initiation date. 

 
b. Within 90 days of the retest that demonstrates significant lethality, or within 90 days of 

being so instructed due to multiple toxic events, the permittee shall submit a TRE 
action plan and schedule for conducting a TRE. The plan shall specify the approach and 
methodology to be used in performing the TRE. A TRE is a step-wise investigation 
combining toxicity testing with physical and chemical analyses to determine actions 
necessary to eliminate or reduce effluent toxicity to a level not effecting significant 
lethality at the critical dilution. The TRE action plan shall describe an approach for the 
reduction or elimination of lethality for both test species defined in Part 1.b. At a 
minimum, the TRE action plan shall include the following: 
 
1) Specific Activities - The TRE action plan shall specify the approach the 

permittee intends to utilize in conducting the TRE, including toxicity 
characterizations, identifications, confirmations, source evaluations, treatability 
studies, and alternative approaches. When conducting characterization 
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analyses, the permittee shall perform multiple characterizations and follow the 
procedures specified in the document entitled “Toxicity Identification Evalua-
tion: Characterization of Chronically Toxic Effluents, Phase I” (EPA/600/6-
91/005F) or alternate procedures. The permittee shall perform multiple 
identifications and follow the methods specified in the documents entitled 
“Methods for Aquatic Toxicity Identification Evaluations: Phase II Toxicity 
Identification Procedures for Samples Exhibiting Acute and Chronic Toxicity” 
(EPA/600/R-92/080) and “Methods for Aquatic Toxicity Identification 
Evaluations: Phase III Toxicity Confirmation Procedures for Samples Exhibiting 
Acute and Chronic Toxicity” (EPA/600/R-92/081). All characterization, 
identification, and confirmation tests shall be conducted in an orderly and 
logical progression;   

 
2) Sampling Plan - The TRE action plan should describe sampling locations, 

methods, holding times, chain of custody, and preservation techniques. The 
effluent sample volume collected for all tests shall be adequate to perform the 
toxicity characterization/identification/confirmation procedures and chemical-
specific analyses when the toxicity tests show significant lethality. Where the 
permittee has identified or suspects a specific pollutant and source of effluent 
toxicity, the permittee shall conduct, concurrent with toxicity testing, chemical-
specific analyses for the identified and suspected pollutant and source of 
effluent toxicity; 

 
3) Quality Assurance Plan - The TRE action plan should address record keeping 

and data evaluation, calibration and standardization, baseline tests, system 
blanks, controls, duplicates, spikes, toxicity persistence in the samples, 
randomization, reference toxicant control charts, and mechanisms to detect 
artifactual toxicity; and 

 
4) Project Organization - The TRE action plan should describe the project staff, 

project manager, consulting engineering services (where applicable), consulting 
analytical and toxicological services, etc.    

 
c. Within 30 days of submittal of the TRE action plan and schedule, the permittee shall 

implement the TRE. 
 

d. The permittee shall submit quarterly TRE activities reports concerning the progress of 
the TRE. The quarterly reports are due on or before April 20th, July 20th, October 
20th, and January 20th. The report shall detail information regarding the TRE activi-
ties including: 

 
1) results and interpretation of any chemical-specific analyses for the identified 

and suspected pollutant performed during the quarter;  
 

2) results and interpretation of any characterization, identification, and 
confirmation tests performed during the quarter;  

 
3) any data and substantiating documentation which identifies the pollutant(s) 

and source of effluent toxicity; 
 

4) results of any studies/evaluations concerning the treatability of the facility’s 
effluent toxicity;  
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5) any data that identifies effluent toxicity control mechanisms that will reduce 
effluent toxicity to the level necessary to meet no significant lethality at the 
critical dilution; and 

 
6) any changes to the initial TRE plan and schedule that are believed necessary as 

a result of the TRE findings. 
 
e. During the TRE, the permittee shall perform, at a minimum, quarterly testing using the 

more sensitive species. Testing for the less sensitive species shall continue at the 
frequency specified in Part 1.b. 

 
f. If the effluent ceases to effect significant lethality, i.e., there is a cessation of lethality, 

the permittee may end the TRE. A cessation of lethality is defined as no significant 
lethality for a period of 12 consecutive months with at least monthly testing. At the end 
of the 12 months, the permittee shall submit a statement of intent to cease the TRE and 
may then resume the testing frequency specified in Part 1.b.  

 
This provision accommodates situations where operational errors and upsets, spills, or 
sampling errors triggered the TRE, in contrast to a situation where a single toxicant or 
group of toxicants cause lethality. This provision does not apply as a result of corrective 
actions taken by the permittee. Corrective actions are defined as proactive efforts that 
eliminate or reduce effluent toxicity. These include, but are not limited to, source 
reduction or elimination, improved housekeeping, changes in chemical usage, and 
modifications of influent streams and effluent treatment.   

 
The permittee may only apply this cessation of lethality provision once. If the effluent 
again demonstrates significant lethality to the same species, the permit will be 
amended to add a WET limit with a compliance period, if appropriate. However, prior 
to the effective date of the WET limit, the permittee may apply for a permit amendment 
removing and replacing the WET limit with an alternate toxicity control measure by 
identifying and confirming the toxicant and an appropriate control measure. 

 
g. The permittee shall complete the TRE and submit a final report on the TRE activities 

no later than 28 months from the last test day of the retest that confirmed significant 
lethal effects at the critical dilution. The permittee may petition the Executive Director 
(in writing) for an extension of the 28-month limit. However, to warrant an extension 
the permittee must have demonstrated due diligence in its pursuit of the toxicity 
identification evaluation/TRE and must prove that circumstances beyond its control 
stalled the toxicity identification evaluation/TRE. The report shall provide information 
pertaining to the specific control mechanism selected that will, when implemented, 
result in the reduction of effluent toxicity to no significant lethality at the critical 
dilution. The report shall also provide a specific corrective action schedule for 
implementing the selected control mechanism. 

 
h. Based on the results of the TRE and proposed corrective actions, this permit may be 

amended to modify the biomonitoring requirements, where necessary, require a 
compliance schedule for implementation of corrective actions, specify a WET limit, 
specify a best management practice, and specify a chemical-specific limit. 

 
i. Copies of any and all required TRE plans and reports shall also be submitted to the U.S. 

EPA Region 6 office, 6WQ-PO. 
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TABLE 1   (SHEET 1 OF 4) 
 
 BIOMONITORING REPORTING 
 
 CERIODAPHNIA DUBIA SURVIVAL AND REPRODUCTION 
 

    Date      Time      Date       Time 
Dates and Times No. 1   FROM: _________________   TO: ____________________ 
Composites 
Collected  No. 2   FROM: _________________   TO: ____________________ 
 

No. 3   FROM:_________________   TO: ____________________ 
 
 Test initiated: ________________________am/pm _______________________date 
 
 Dilution water used:   _______ Receiving water         ______ Synthetic Dilution water 
 
 NUMBER OF YOUNG PRODUCED PER ADULT AT END OF TEST 
  

 
REP 

Percent effluent 

0% 30% 40% 51% 71% 95% 

A  
 

 
 

 
 

 
 

 
 

 
 

B  
 

 
 

 
 

 
 

 
 

 
 

C  
 

 
 

 
 

 
 

 
 

 
 

D  
 

 
 

 
 

 
 

 
 

 
 

E  
 

 
 

 
 

 
 

 
 

 
 

F  
 

 
 

 
 

 
 

 
 

 
 

G  
 

 
 

 
 

 
 

 
 

 
 

H  
 

 
 

 
 

 
 

 
 

 
 

I  
 

 
 

 
 

 
 

 
 

 
 

J  
 

 
 

 
 

 
 

 
 

 
 

Survival 
Mean 

 
 

 
 

 
 

 
 

 
 

 
 

Total 
Mean 

 
 

 
 

 
 

 
 

 
 

 
 

CV%*  
 

 
 

 
 

 
 

 
 

 
 

PMSD  
 

 
 

 
*Coefficient of Variation = standard deviation x 100/mean (calculation based on young of the 
surviving adults) 
Designate males (M), and dead females (D), along with number of neonates (x) released prior to 
death.   
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 TABLE 1   (SHEET 2 OF 4) 
 
 CERIODAPHNIA DUBIA SURVIVAL AND REPRODUCTION TEST 
 
1. Dunnett’s Procedure or Steel’s Many-One Rank Test or Wilcoxon Rank Sum Test (with 

Bonferroni adjustment) or t-test (with Bonferroni adjustment) as appropriate: 
 

Is the mean number of young produced per adult significantly less than the number of young 
per adult in the control for the % effluent corresponding to significant nonlethal effects? 

 
CRITICAL DILUTION    (95%):  ______ YES ______ NO 

 
 
 PERCENT SURVIVAL 
   

 
 

Percent effluent 

Time of Reading 0% 30% 40% 51% 71% 95% 

24h  
 

 
 

 
 

 
 

 
 

 
 

48h  
 

 
 

 
 

 
 

 
 

 
 

End of Test  
 

 
 

 
 

 
 

 
 

 
 

 
2.  Fisher’s Exact Test: 
 

Is the mean survival at test end significantly less than the control survival for the % effluent 
corresponding to lethality? 

 
CRITICAL DILUTION    (95%):  ______ YES ______ NO 

 
 
3. Enter percent effluent corresponding to each NOEC\LOEC below: 
 

a.) NOEC survival = _________% effluent 
 

b.) LOEC survival = _________% effluent 
 

c.) NOEC reproduction = _________% effluent 
 

d.) LOEC reproduction = _________% effluent 
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 TABLE 1   (SHEET 3 OF 4) 
 
 BIOMONITORING REPORTING 
 
 FATHEAD MINNOW LARVAE GROWTH AND SURVIVAL 
  
 

       Date     Time                          Date       Time 
Dates and Times No. 1   FROM: ____________________   TO: ____________________ 
Composites 
Collected  No. 2   FROM: ____________________   TO: ____________________ 
 

No. 3   FROM: ____________________   TO: ____________________ 
 
 Test initiated: _______________________am/pm ______________________date 
 
 Dilution water used:  ________ Receiving water     ________ Synthetic dilution water 
 
 
 FATHEAD MINNOW GROWTH DATA 
 

Effluent 
Concentration 

Average Dry Weight in replicate chambers Mean 
Dry 

Weight 
CV%* 

A B C D E 

0%  
 

 
 

 
 

 
 

 
 

 
 

 
 

30%  
 

 
 

 
 

 
 

 
 

 
 

 
 

40%  
 

 
 

 
 

 
 

 
 

 
 

 
 

51%  
 

 
 

 
 

 
 

 
 

 
 

 
 

71%  
 

 
 

 
 

 
 

 
 

 
 

 
 

95%  
 

 
 

 
 

 
 

 
 

 
 

 
 

PMSD  
 

 
 

 
* Coefficient of Variation = standard deviation x 100/mean 
 
1. Dunnett’s Procedure or Steel’s Many-One Rank Test or Wilcoxon Rank Sum Test (with 

Bonferroni adjustment) or t-test (with Bonferroni adjustment) as appropriate: 
 

Is the mean dry weight (growth) at 7 days significantly less than the control’s dry weight 
(growth) for the % effluent corresponding to significant nonlethal effects? 

 
CRITICAL DILUTION    (95%):  ______ YES ______ NO 
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 TABLE 1   (SHEET 4 OF 4) 
 
 BIOMONITORING REPORTING 
 
 FATHEAD MINNOW GROWTH AND SURVIVAL TEST 
 
 FATHEAD MINNOW SURVIVAL DATA 
 

Effluent 
Concentration 

Percent Survival in replicate chambers Mean percent survival 
CV%* 

A B C D E 24h 48h 7 day 

0%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

30%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

40%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

51%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

71%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

95%  
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
* Coefficient of Variation = standard deviation x 100/mean      
 

2. Dunnett’s Procedure or Steel’s Many-One Rank Test or Wilcoxon Rank Sum Test (with 
Bonferroni adjustment) or t-test (with Bonferroni adjustment) as appropriate: 

 
Is the mean survival at 7 days significantly less than the control survival for the % 
effluent corresponding to lethality? 

 
CRITICAL DILUTION    (95%):  ______ YES ______ NO 

     
3. Enter percent effluent corresponding to each NOEC\LOEC below: 

 
a.) NOEC survival = _________% effluent 

 
b.) LOEC survival = _________% effluent 

 
c.) NOEC growth = _________% effluent 

 
d.) LOEC growth = _________% effluent 
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24-HOUR ACUTE BIOMONITORING REQUIREMENTS: FRESHWATER 
 
The provisions of this section apply to Outfall 001 for whole effluent toxicity (WET) testing. 
 
1. Scope, Frequency, and Methodology 

 
a. The permittee shall test the effluent for lethality in accordance with the provisions in 

this section. Such testing will determine compliance with Texas Surface Water Quality 
Standard 30 TAC § 307.6(e)(2)(B), which requires greater than 50% survival of the 
appropriate test organisms in 100% effluent for a 24-hour period. 

 
b. The toxicity tests specified shall be conducted once per six months. The permittee shall 

conduct the following toxicity tests using the test organisms, procedures, and quality 
assurance requirements specified in this section of the permit and in accordance with 
“Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to 
Freshwater and Marine Organisms,” fifth edition (EPA-821-R-02-012) or its most 
recent update: 
 
1) Acute 24-hour static toxicity test using the water flea (Daphnia pulex or 

Ceriodaphnia dubia). A minimum of five replicates with eight organisms per 
replicate shall be used in the control and each dilution.  

 
2) Acute 24-hour static toxicity test using the fathead minnow (Pimephales 

promelas). A minimum of five replicates with eight organisms per replicate 
shall be used in the control and each dilution.  

 
The permittee must perform and report a valid test for each test species during the 
prescribed reporting period. An invalid test must be repeated during the same 
reporting period. An invalid test is defined as any test failing to satisfy the test 
acceptability criteria, procedures, and quality assurance requirements specified in the 
test methods and permit. 

 
c. In addition to an appropriate control, a 100% effluent concentration shall be used in 

the toxicity tests. The control and dilution water shall consist of standard, synthetic, 
moderately hard, reconstituted water.  

 
d. This permit may be amended to require a WET limit, a best management practice, a 

chemical-specific limit, or other appropriate actions to address toxicity. The permittee 
may be required to conduct a toxicity reduction evaluation (TRE) after multiple toxic 
events. 

 
2. Required Toxicity Testing Conditions 
 

a. Test Acceptance – The permittee shall repeat any toxicity test, including the control, if 
the control fails to meet a mean survival equal to or greater than 90%.  

 
b. Dilution Water - In accordance with Part 1.c., the control and dilution water shall 

consist of standard, synthetic, moderately hard, reconstituted water. 
 
c. Samples and Composites 

 
1) The permittee shall collect one composite sample from Outfall 001. 
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2) The permittee shall collect the composite sample such that the sample is 
representative of any periodic episode of chlorination, biocide usage, or other 
potentially toxic substance being discharged on an intermittent basis. 

 
3) The permittee shall initiate the toxicity tests within 36 hours after collection of 

the last portion of the composite sample. The sample shall be maintained at a 
temperature of 0-6 degrees Centigrade during collection, shipping, and storage. 

 
4) If Outfall 001 ceases discharging during the collection of the effluent composite 

sample, the requirements for the minimum number of effluent portions are 
waived. However, the permittee must have collected a composite sample 
volume sufficient for completion of the required test. The abbreviated sample 
collection, duration, and methodology must be documented in the full report. 

 
3. Reporting 
 

All reports, tables, plans, summaries, and related correspondence required in this section shall 
be submitted to the attention of the Standards Implementation Team (MC 150) of the Water 
Quality Division. 
 
a. The permittee shall prepare a full report of the results of all tests conducted pursuant to 

this permit in accordance with the manual referenced in Part 1.b. for every valid and 
invalid toxicity test initiated. 

 
b. The permittee shall routinely report the results of each biomonitoring test on the Table 

2 forms provided with this permit. 
 
1) Semiannual biomonitoring test results are due on or before July 20th and 

January 20th for biomonitoring conducted during the previous 6-month period. 
 
2) Quarterly biomonitoring test results are due on or before April 20th, July 20th, 

and October 20th, and January 20th for biomonitoring conducted during the 
previous calendar quarter. 

 
c. Enter the following codes for the appropriate parameters for valid tests only: 

 
1) For the water flea, Parameter TIE3D, enter a “0” if the mean survival at 24 

hours is greater than 50% in the 100% effluent dilution; if the mean survival is 
less than or equal to 50%, enter “1.” 

 
2) For the fathead minnow, Parameter TIE6C, enter a “0” if the mean survival at 

24 hours is greater than 50% in the 100% effluent dilution; if the mean survival 
is less than or equal to 50%, enter “1.” 

 
d. Enter the following codes for retests only: 

 
1) For retest number 1, Parameter 22415, enter a “0” if the mean survival at 24 

hours is greater than 50% in the 100% effluent dilution; if the mean survival is 
less than or equal to 50%, enter “1.” 

 
2) For retest number 2, Parameter 22416, enter a “0” if the mean survival at 24 

hours is greater than 50% in the 100% effluent dilution; if the mean survival is 
less than or equal to 50%, enter “1.” 
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4. Persistent Mortality 
 

The requirements of this part apply when a toxicity test demonstrates significant lethality, 
which is defined as a mean mortality of 50% or greater of organisms exposed to the 100% 
effluent concentration for 24 hours. 

 
a. The permittee shall conduct 2 additional tests (retests) for each species that 

demonstrates significant lethality. The two retests shall be conducted once per week for 
2 weeks. Five effluent dilution concentrations in addition to an appropriate control 
shall be used in the retests. These effluent concentrations are 6%, 13%, 25%, 50%, and 
100% effluent. The first retest shall be conducted within 15 days of the laboratory 
determination of significant lethality. All test results shall be submitted within 20 days 
of test completion of the second retest. Test completion is defined as the 24th hour. 

 
b. If one or both of the two retests specified in Part 4.a. demonstrates significant lethality, 

the permittee shall initiate the TRE requirements as specified in Part 5. 
 
5. Toxicity Reduction Evaluation 

 
a. Within 45 days of the retest that demonstrates significant lethality, the permittee shall 

submit a general outline for initiating a TRE. The outline shall include, but not be 
limited to, a description of project personnel, a schedule for obtaining consultants (if 
needed), a discussion of influent and effluent data available for review, a sampling and 
analytical schedule, and a proposed TRE initiation date. 

 
b. Within 90 days of the retest that demonstrates significant lethality, the permittee shall 

submit a TRE action plan and schedule for conducting a TRE. The plan shall specify the 
approach and methodology to be used in performing the TRE. A TRE is a step-wise 
investigation combining toxicity testing with physical and chemical analyses to 
determine actions necessary to eliminate or reduce effluent toxicity to a level not 
effecting significant lethality at the critical dilution. The TRE action plan shall lead to 
the successful elimination of significant lethality for both test species defined in Part 
1.b. At a minimum, the TRE action plan shall include the following: 
 
1) Specific Activities - The TRE action plan shall specify the approach the 

permittee intends to utilize in conducting the TRE, including toxicity 
characterizations, identifications, confirmations, source evaluations, treatability 
studies, and alternative approaches.  When conducting characterization 
analyses, the permittee shall perform multiple characterizations and follow the 
procedures specified in the document entitled “Methods for Aquatic Toxicity 
Identification Evaluations: Phase I Toxicity Characterization Procedures” 
(EPA/600/6-91/003) or alternate procedures. The permittee shall perform 
multiple identifications and follow the methods specified in the documents 
entitled “Methods for Aquatic Toxicity Identification Evaluations: Phase II 
Toxicity Identification Procedures for Samples Exhibiting Acute and Chronic 
Toxicity” (EPA/600/R-92/080) and “Methods for Aquatic Toxicity 
Identification Evaluations: Phase III Toxicity Confirmation Procedures for 
Samples Exhibiting Acute and Chronic Toxicity” (EPA/600/R-92/081). All 
characterization, identification, and confirmation tests shall be conducted in an 
orderly and logical progression;   

 
2) Sampling Plan - The TRE action plan should describe sampling locations, 
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methods, holding times, chain of custody, and preservation techniques. The 
effluent sample volume collected for all tests shall be adequate to perform the 
toxicity characterization/identification/confirmation procedures and chemical-
specific analyses when the toxicity tests show significant lethality. Where the 
permittee has identified or suspects a specific pollutant and source of effluent 
toxicity, the permittee shall conduct, concurrent with toxicity testing, chemical-
specific analyses for the identified and suspected pollutant and source of 
effluent toxicity; 

 
3) Quality Assurance Plan - The TRE action plan should address record keeping 

and data evaluation, calibration and standardization, baseline tests, system 
blanks, controls, duplicates, spikes, toxicity persistence in the samples, 
randomization, reference toxicant control charts, and mechanisms to detect 
artifactual toxicity; and 

 
4) Project Organization - The TRE Action Plan should describe the project staff, 

manager, consulting engineering services (where applicable), consulting 
analytical and toxicological services, etc.    

 
c. Within 30 days of submittal of the TRE action plan and schedule, the permittee shall 

implement the TRE. 
 
d. The permittee shall submit quarterly TRE activities reports concerning the progress of 

the TRE. The quarterly TRE Activities Reports are due on or before April 20th, July 
20th, October 20th, and January 20th. The report shall detail information regarding 
the TRE activities including: 
 
1) results and interpretation of any chemical-specific analyses for the identified 

and suspected pollutant performed during the quarter;  
 
2) results and interpretation of any characterization, identification, and 

confirmation tests performed during the quarter;  
 
3) any data and substantiating documentation that identifies the pollutant and 

source of effluent toxicity; 
 
4) results of any studies/evaluations concerning the treatability of the facility’s 

effluent toxicity;  
 
5) any data that identifies effluent toxicity control mechanisms that will reduce 

effluent toxicity to the level necessary to eliminate significant lethality; and 
 
6) any changes to the initial TRE plan and schedule that are believed necessary as 

a result of the TRE findings. 
 
e. During the TRE, the permittee shall perform, at a minimum, quarterly testing using the 

more sensitive species. Testing for the less sensitive species shall continue at the 
frequency specified in Part 1.b. 

 
f. If the effluent ceases to effect significant lethality, i.e., there is a cessation of lethality, 

the permittee may end the TRE. A cessation of lethality is defined as no significant 
lethality for a period of 12 consecutive weeks with at least weekly testing. At the end of 
the 12 weeks, the permittee shall submit a statement of intent to cease the TRE and 
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may then resume the testing frequency specified in Part 1.b. 
 
 This provision accommodates situations where operational errors and upsets, spills, or 

sampling errors triggered the TRE, in contrast to a situation where a single toxicant or 
group of toxicants cause lethality. This provision does not apply as a result of corrective 
actions taken by the permittee. Corrective actions are defined as proactive efforts that 
eliminate or reduce effluent toxicity. These include, but are not limited to, source 
reduction or elimination, improved housekeeping, changes in chemical usage, and 
modifications of influent streams and effluent treatment.   

 
 The permittee may only apply this cessation of lethality provision once. If the effluent 

again demonstrates significant lethality to the same species, the permit will be 
amended to add a WET limit with a compliance period, if appropriate. However, prior 
to the effective date of the WET limit, the permittee may apply for a permit amendment 
removing and replacing the WET limit with an alternate toxicity control measure by 
identifying and confirming the toxicant and an appropriate control measure. 

 
g. The permittee shall complete the TRE and submit a final report on the TRE activities 

no later than 18 months from the last test day of the retest that demonstrates 
significant lethality. The permittee may petition the Executive Director (in writing) for 
an extension of the 18-month limit. However, to warrant an extension the permittee 
must have demonstrated due diligence in its pursuit of the toxicity identification 
evaluation/TRE and must prove that circumstances beyond its control stalled the 
toxicity identification evaluation/TRE.  The report shall specify the control mechanism 
that will, when implemented, reduce effluent toxicity as specified in Part 5.h. The 
report shall also specify a corrective action schedule for implementing the selected 
control mechanism. 

 
h. Within 3 years of the last day of the test confirming toxicity, the permittee shall comply 

with 30 TAC § 307.6(e)(2)(B), which requires greater than 50% survival of the test 
organism in 100% effluent at the end of 24-hours.  The permittee may petition the 
Executive Director (in writing) for an extension of the 3-year limit.  However, to 
warrant an extension the permittee must have demonstrated due diligence in its 
pursuit of the toxicity identification evaluation/TRE and must prove that 
circumstances beyond its control stalled the toxicity identification evaluation/TRE. 

 
 The permittee may be exempted from complying with 30 TAC § 307.6(e)(2)(B) upon 

proving that toxicity is caused by an excess, imbalance, or deficiency of dissolved salts.  
This exemption excludes instances where individually toxic components (e.g., metals) 
form a salt compound. Following the exemption, this permit may be amended to 
include an ion-adjustment protocol, alternate species testing, or single species testing. 

 
i. Based upon the results of the TRE and proposed corrective actions, this permit may be 

amended to modify the biomonitoring requirements where necessary, require a 
compliance schedule for implementing corrective actions, specify a WET limit, specify a 
best management practice, and specify a chemical-specific limit. 

 
j. Copies of any and all required TRE plans and reports shall also be submitted to the U.S. 

EPA Region 6 office, 6WQ-PO. 
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 TABLE 2 (SHEET 1 OF 2) 
 
 WATER FLEA SURVIVAL 
 
 
 
 GENERAL INFORMATION 
 

 
 

 
Time 

 
Date 

 
Composite Sample Collected 

 
 

 
 

 
Test Initiated 

 
 

 
 

 
 

PERCENT SURVIVAL 
 

 
Time 

 
Rep 

 
Percent effluent 

 
0% 

 
6% 

 
13% 

 
25% 

 
50% 

 
100% 

 
 
 

24h 

 
A 

 
 

 
 

 
 

 
 

 
 

 
 

 
B 

 
 

 
 

 
 

 
 

 
 

 
 

 
C 

 
 

 
 

 
 

 
 

 
 

 
 

 
D 

 
 

 
 

 
 

 
 

 
 

 
 

 
E 

 
 

 
 

 
 

 
 

 
 

 
 

 
MEAN* 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 Enter percent effluent corresponding to the LC50 below: 
 
              24 hour LC50 =                % effluent 
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 TABLE 2 (SHEET 2 OF 2) 
 
 FATHEAD MINNOW SURVIVAL 
  
 
 
 
 GENERAL INFORMATION 
 

 
 Time Date 

 
Composite Sample Collected 

 
 

 
 

 
Test Initiated 

 
 

 
 

 
 

PERCENT SURVIVAL 
 

Time Rep 
Percent effluent 

0% 6% 13% 25% 50% 100% 

24h 

A   
 

 
 

 
 

 
 

 
 

B   
 

 
 

 
 

 
 

 
 

C   
 

 
 

 
 

 
 

 
 

D   
 

 
 

 
 

 
 

 
 

E   
 

 
 

 
 

 
 

 
 

MEAN   
 

 
 

 
 

 
 

 
 

 
 
 Enter percent effluent corresponding to the LC50 below: 
 
              24 hour LC50 =                % effluent 
 
 
 
 
 



 

 

FACT SHEET AND EXECUTIVE DIRECTOR’S PRELIMINARY DECISION 
 

 

For draft Texas Pollutant Discharge Elimination System (TPDES) Permit No. WQ0005014000, U.S. 
Environmental Protection Agency (EPA) ID No. TX0134465, to discharge to water in the state 
 
Issuing Office: Texas Commission on Environmental Quality (TCEQ) 
 P.O. Box 13087 
 Austin, Texas 78711-3087 
 
Applicant: Enterprise Products Operating LLC 
 P.O. Box 4324 
 Houston, Texas 77210 
 
Prepared By: Ruiqiang Zong 
 Industrial Wastewater Section 
 Water Quality Division 
 (512) 239-4589 
 
Date: May 4, 2026   
 
Permit Action:  Major amendment with renewal; TEDES Permit No. WQ0005014000 
 
 
I. EXECUTIVE DIRECTOR RECOMMENDATION 

The Executive Director has made a preliminary decision that this permit, if issued, meets all 
statutory and regulatory requirements. The draft permit will expire at midnight, five years from 
the date of permit issuance according to the requirements of 30 Texas Administrative Code 
(TAC) §305.127(1)(C)(i). 

II. APPLICANT ACTIVITY 

The applicant currently operates Mont Belvieu Hatcherville Complex, a propane 
dehydrogenation, isobutane dehydrogenation, deisobutanizer, hydrotreater, and natural gas 
liquids fractionation plant. 

III. DISCHARGE LOCATION 

As described in the application, the facility is located at 12901 Hatcherville Road, near the City of 
Baytown, Chambers County, Texas 77521. Discharge is via Outfalls 001, 002, 003, 004, 005, and 
006 to an unnamed ditch, thence to a ditch adjacent to Coastal Industrial Water Authority 
(CIWA) Canal, thence to Cedar Bayou Above Tidal in Segment No. 0902 of the Trinity-San 
Jacinto Coastal Basin. 

IV. RECEIVING STREAM USES 

The unclassified receiving water uses are minimal aquatic life use for the unnamed ditch and the 
ditch adjacent to CIWA Canal. The designated uses for Segment No. 0902 are primary contact 
recreation and high aquatic life use. 

V. STREAM STANDARDS 

The general criteria and numerical criteria that make up the stream standards are provided in 30 
TAC §§ 307.1 - 307.10. 
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VI. DISCHARGE DESCRIPTION 

The following is a quantitative description of the discharge described in the monthly effluent 
report data for the period January 2021 through February 2026. The “average of daily average” 
values presented in the following table are the average of all daily average values for the 
reporting period for each pollutant. The “maximum of daily maximum” values presented in the 
following table are the individual maximum values for the reporting period for each pollutant. 
Flows are expressed in million gallons per day (MGD). All pH values are expressed in standard 
units (SU). Mg/L represents milligrams per liter; µg/L represents micrograms per liter; and 
lbs/day represents pounds per day. 
A. Flow 

Outfall Frequency 
Average of  

Daily Average 
Maximum of  

Daily Maximum 
001 Continuous 0.977 MGD 1.63 MGD 
101 Continuous 0.19 MGD 0.50 MGD 
002 Intermittent 1.18 MGD 4.93 MGD 
003 Continuous 0.20 MGD 0.37 MGD 
004 Intermittent 0.31 MGD 2.49 MGD 
005 Intermittent 1.24 MGD 4.39 MGD 
006 Continuous 0.047 MGD 0.15 MGD 

 
B. Effluent Characteristics 

Outfall Pollutant 
Average of  

Daily Average 
Maximum of  

Daily Maximum 
001 Biochemical Oxygen Demand (5-day) 

(BOD5) 
23.11 lbs/day 

2.84 mg/L 
115.7 lbs/day 

13 mg/L 
 Total Suspended Solids (TSS) 51.60 lbs/day 

6.21 mg/L 
1,136 lbs/day 
114.8 mg/L 

 Total Organic Carbon (TOC) 21.25 mg/L 54 mg/L 
 Oil and Grease 4.59 mg/L 5 mg/L 
 Cyanide, available  N/A 0.1024 mg/L 
 Total Dissolved Solids (TDS) 8,185 lbs/day 

1,086 mg/L 
39,886 lbs/day 

7,513 mg/L 
 Sulfate 2,567 lbs/day 

355 mg/L 
4,473 lbs/day 
5,250 mg/L 

 Ammonia Nitrogen 2.77 lbs/day 
0.26 mg/L 

167.2 lbs/day 
2.77 mg/L 

 Benzo(a)anthracene 0 lbs/day 
0 mg/L 

0 lbs/day 
0 mg/L 

 Benzo(a)pyrene 0 lbs/day 
0 mg/L 

0 lbs/day 
0 mg/L 

 Bis(2-ethylhexyl)phthalate 0.04 lbs/day 
1.58 µg/L 

0.04 lbs/day 
1.58 µg/L 

 Chrysene 0.0032 lbs/day 
0.22 µg/L 

0.0032 lbs/day 
0.22g µg/L 

 Hexachlorobenzene 0 lbs/day 
0 mg/L 

0 lbs/day 
0 mg/L 

 Hexachlorobutadiene 0 lbs/day 
0 µg/L 

0 lbs/day 
 0 µg/L 

 Hexachloroethane 0 lbs/day 
0 µg/L 

0 lbs/day 
0 µg/L 
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B. Effluent Characteristics 

Outfall Pollutant 
Average of  

Daily Average 
Maximum of  

Daily Maximum 
001 Chrysene 0 lbs/day 

0 µg/L 
0 lbs/day 

0 µg/L 
 pH 6.6 SU (min) 8.6 SU 
    

101 BOD5 6.0 lbs/day 100 lbs/day 
 TSS  16.14 lbs/day 295.3 lbs/day 
 Acenaphthene 0 lbs/day 0 lbs/day 
 Acenaphthylene 0 lbs/day 0 lbs/day 
 Acrylonitrile 0 lbs/day 0 lbs/day 
 Benzene 0 lbs/day 0 lbs/day 
 3,4-Benzofluoranthene 0 lbs/day 0 lbs/day 
 Benzo(k)fluoranthene 0 lbs/day 0 lbs/day 
 Carbon Tetrachloride 0 lbs/day 0 lbs/day 
 Chlorobenzene 0 lbs/day 0 lbs/day 
 Chloroethane 0 lbs/day 0 lbs/day 
 Chloroform 0 lbs/day 0 lbs/day 
 2-Chlorophenol 0 lbs/day 0 lbs/day 
 1,2-Dichloroethane 0 lbs/day 0 lbs/day 
 1,2-Dichloropropane 0 lbs/day 0 lbs/day 
 1,2-Dichlorobenzene 0 lbs/day 0 lbs/day 
 1,3-Dichlorobenzene 0 lbs/day 0 lbs/day 
 1,4-Dichlorobenzene 0 lbs/day 0 lbs/day 
 1,1-Dichloroethane 0 lbs/day 0 lbs/day 
 1,1-Dichloroethylene 0 lbs/day 0 lbs/day 
 1,2-trans-Dichloroethylene 0 lbs/day 0 lbs/day 
 2,4-Dichlorophenol 0 lbs/day 0 lbs/day 
 1,3-Dichloropropylene 0 lbs/day 0 lbs/day 
 Diethyl phthalate 0 lbs/day 0 lbs/day 
 2,4-Dimethylphenol 0 lbs/day 0 lbs/day 
 Dimethyl phthalate 0 lbs/day 0 lbs/day 
 Di-n-butyl phthalate 0 lbs/day 0 lbs/day 
 4,6-Dinitro-o-cresol 0 lbs/day 0 lbs/day 
 2,4-Dinitrophenol 0 lbs/day 0 lbs/day 
 2,4-Dinitrotoluene 0 lbs/day 0 lbs/day 
 2,6-Dinitrotoluene 0 lbs/day 0 lbs/day 
 Ethylbenzene 0 lbs/day 0 lbs/day 
 Fluoranthene 0 lbs/day 0 lbs/day 
 Fluorene 0 lbs/day 0 lbs/day 
 Hexachlorobutadiene 0 lbs/day 0 lbs/day 
 Hexachloroethane 0 lbs/day 0 lbs/day 
 Methylene Chloride 0 lbs/day 0 lbs/day 
 Methyl Chloride 0 lbs/day 0 lbs/day 
 Naphthalene 0 lbs/day 0 lbs/day 
 Nitrobenzene 0 lbs/day 0 lbs/day 
 2-Nitrophenol 0 lbs/day 0 lbs/day 
 4-Nitrophenol 0 lbs/day 0 lbs/day 
 Phenanthrene 0 lbs/day 0 lbs/day 
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B. Effluent Characteristics 

Outfall Pollutant 
Average of  

Daily Average 
Maximum of  

Daily Maximum 
101 Phenol 0 lbs/day 0 lbs/day 

 Pyrene 0 lbs/day 0 lbs/day 
 Tetrachloroethylene 0 lbs/day 0 lbs/day 
 Toluene 0 lbs/day 0 lbs/day 
 1,2,4-Trichlorobenzene 0 lbs/day 0 lbs/day 
 1,1,1-Trichloroethane 0 lbs/day 0 lbs/day 
 1,1,2-Trichloroethane 0 lbs/day 0 lbs/day 
 Vinyl Chloride 0 lbs/day 0 lbs/day 
    

002 TOC N/A 39 mg/L 
 Oil and Grease N/A 5.8 mg/L 
 pH 6.6 SU (min) 9.3 SU 
    

003 TSS 23.62 mg/L 122 mg/L 
 Oil and Grease 4.64 mg/L 7.0 mg/L 
 Total Zinc 0.18 mg/L 3.943 mg/L 
 pH 6.5 SU (min) 9.0 SU 
    

004 TOC N/A 40 mg/L 
 Oil and Grease N/A 5.7 mg/L 
 pH 7.1 SU 9.0 SU 
    

005 TOC N/A 42 mg/L 
 Oil and Grease N/A < 5 mg/L 
 pH 6.1 SU (min) 10.6 (su) 
    

006 Total Suspended Solids 13.51 mg/L 267 mg/L 
 Oil and Grease 4.63 mg/L 10.1 mg/L 
 pH 6.0 SU (min) 9.1 SU 

 
Effluent limit violations documented in the monthly effluent reports are summarized in the 
following table. 

 
D. Effluent Limitation Violations 

Outfall Pollutant (units) 
Month/ 

Year 

Daily Average Daily Maximum 
Limit Reported Limit Reported 

001 TOC (mg/L) 6/2021 30 33.9 - - 
  7/2023 30 35.6 - - 
  9/2023 30 32 - - 
 TDS (lbs/day) 7/2025 - - 33,224 39,886 
 TSS (mg/L) 11/2024 - - 113 114.8 
 Sulfate (lbs/day) 8/2024 3,743 3,777 - - 

002 pH (SU) 6/2021 - - 9.0 9.3 
003 TSS (mg/L) 2/2021 30 30.33 - - 

  8/2021 30 36 - - 
  9/2021 30 53.9 100 119 
  6/2022 30 33.8 100 115 
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D. Effluent Limitation Violations 

Outfall Pollutant (units) 
Month/ 

Year 

Daily Average Daily Maximum 
Limit Reported Limit Reported 

003 TSS (mg/L) 10/2022 30 40.8 100 122 
  11/2022 30 39.9 - - 
  12/2022 30 32 - - 
  2/2023 30 41.6 - - 
  1/2024 30 30.7 - - 
  2/2024 30 43.2 100 111 
  4/2024 30 31.2 - - 
  5/2024 30 35.1 - - 
  12/2024 30 39.4 - - 
  1/2025 30 40.3 - - 

005 pH (SU) 12/2022 - - 9.0 10.6 
006 pH (SU) 5/2021 - - 9.0 9.1 

 TSS (mg/L) 2/2022 30 37.3 100 111 
  12/2022 30 45.9 100 267 
  1/2023 30 47.4 100 177 

 
The draft permit was not changed to address these effluent limit violations. Although there 
were frequent effluent limitation violations for TSS at Outfall 003, the permittee has taken 
action to meet the TSS limitation, and no violations were reported during past year. In 
addition, there are two active ADMINORDER 2023-1365-IWD-E and ADMINORDER 2024-
0039-IWD-E to resolve the effluent limitations violations. No change was made to the 
violations of TOC, TDS, TSS, and sulfate at Outfall 001, and pH at Outfall 005, pH and TSS at 
Outfall 006 because the violations do not indicate a pattern of non-compliance.  

 
VII. DRAFT EFFLUENT LIMITATIONS 

 Effluent limitations are established in the draft permit as follows: 

Outfall Pollutant Daily Average Daily Maximum 

001 Flow 1.85 MGD 3.5 MGD 

 BOD5  189 lbs/day 
12.2 mg/L 

521 lbs/day 
33.7 mg/L 

 TSS  543 lbs/day 
35.2 mg/L 

1,793 lbs/day 
116 mg/L 

 TOC  30 mg/L 75 mg/L 

 Oil and Grease 15 mg/L 20 mg/L 

 TDS  16,102 lbs/day 
1,043 mg/L 

34,057 lbs/day 
2,206 mg/L 

 Sulfate 1 3,743 lbs/day 
Report, mg/L 

7,903 lbs/day 
Report, mg/L 

 Sulfate 2 3,706 lbs/day 
240 mg/L 

7,827 lbs/day 
508 mg/L 

 Ammonia (as Nitrogen) Report, lbs/day  
Report, mg/L 

Report, lbs/day  
Report, mg/L 

 Free Cyanide N/A Report, mg/L 

 Benzo(a)anthracene 
 

0.000628 lbs/day 
0.0407 µg/L 

0.00133 lbs/day 
0.0862 µg/L 
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Outfall Pollutant Daily Average Daily Maximum 

 Benzo(a)pyrene 
 

0.0000628 lbs/day 
0.00407 µg/L 

0.000133 lbs/day 
0.00862 µg/L 

 Bis(2-ethylhexyl)phthalate 
 

0.190 lbs/day 
12.3 µg/L 

0.401 lbs/day 
26.0 µg/L 

 Chrysene 
 

0.0633 lbs/day 
4.10 µg/L 

0.134 lbs/day 
8.70 µg/L 

 
Hexachlorobenzene 
 

0.0000170 lbs/day 
0.00111 µg/L 

0.0000355 
lbs/day 

0.00234 µg/L 
 Hexachlorobutadiene 

 
0.00554 lbs/day 

0.359 µg/L 
0.0117 lbs/day 

0.759 µg/L 
 Hexachloroethane 

 
0.0587 lbs/day 

3.80 µg/L 
0.124 lbs/day 

8.03 µg/L 
 pH 6.5 SU (min) 9.0 SU 

    
101 Flow 0.538 MGD 0.823 MGD 

 BOD5  153 lbs/day 414 lbs/day 

 TSS  224 lbs/day 730 lbs/day 

 Acenaphthene 0.095 lbs/day 0.254 lbs/day 
 Acenaphthylene 0.095 lbs/day 0.254 lbs/day 
 Acrylonitrile 0.413 lbs/day 1.040 lbs/day 
 Anthracene 0.095 lbs/day 0.254 lbs/day 

 Benzene 0.159 lbs/day 0.584 lbs/day 

 3,4-Benzofluoranthene 0.099 lbs/day 0.262 lbs/day 

 Benzo(k)fluoranthene 0.095 lbs/day 0.254 lbs/day 

 Carbon Tetrachloride 0.077 lbs/day 0.163 lbs/day 

 Chlorobenzene 0.064 lbs/day 0.120 lbs/day 

 Chloroethane 0.447 lbs/day 1.152 lbs/day 

 Chloroform 0.090 lbs/day 0.198 lbs/day 

 2-Chlorophenol 0.133 lbs/day 0.421 lbs/day 

 1,2-Dichlorobenzene 0.331 lbs/day 0.701 lbs/day 

 1,3-Dichlorobenzene 0.133 lbs/day 0.189 lbs/day 

 1,4-Dichlorobenzene 0.064 lbs/day 0.120 lbs/day 

 1,1-Dichloroethane 0.095 lbs/day 0.254 lbs/day 

 1,2-Dichloroethane 0.292 lbs/day 0.907 lbs/day 

 1,1-Dichloroethylene 0.069 lbs/day 0.107 lbs/day 

 1,2-trans Dichloroethylene 0.090 lbs/day 0.232 lbs/day 

 2,4-Dichlorophenol 0.168 lbs/day 0.481 lbs/day 

 1,2-Dichloropropane 0.658 lbs/day 0.988 lbs/day 

 1,3-Dichloropropylene 0.125 lbs/day 0.189 lbs/day 

 Diethyl phthalate 0.348 lbs/day 0.872 lbs/day 

 2,4-Dimethylphenol 0.077 lbs/day 0.155 lbs/day 

 Dimethyl phthalate 0.082 lbs/day 0.202 lbs/day 

 Di-n-butyl phthalate 0.116 lbs/day 0.245 lbs/day 

 4,6-Dinitro-o-cresol 0.335 lbs/day 1.190 lbs/day 
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Outfall Pollutant Daily Average Daily Maximum 

101 2,4-Dinitrophenol 0.305 lbs/day 0.529 lbs/day 

 2,4-Dinitrotoluene 0.486 lbs/day 1.225 lbs/day 

 2,6-Dinitrotoluene 1.096 lbs/day 2.755 lbs/day 

 Ethylbenzene 0.138 lbs/day 0.464 lbs/day 

 Fluoranthene 0.107 lbs/day 0.292 lbs/day 

 Fluorene 0.095 lbs/day 0.254 lbs/day 

 Methyl Chloride 0.370 lbs/day 0.817 lbs/day 

 Methylene Chloride 0.172 lbs/day 0.382 lbs/day 

 Naphthalene 0.095 lbs/day 0.254 lbs/day 

 Nitrobenzene 0.116 lbs/day 0.292 lbs/day 

 2-Nitrophenol 0.176 lbs/day 0.297 lbs/day 

 4-Nitrophenol 0.309 lbs/day 0.533 lbs/day 

 Phenanthrene 0.095 lbs/day 0.254 lbs/day 

 Phenol 0.064 lbs/day 0.112 lbs/day 

 Pyrene 0.107 lbs/day 0.288 lbs/day 

 Tetrachloroethylene 0.095 lbs/day 0.241 lbs/day 

 Toluene 0.112 lbs/day 0.344 lbs/day 

 1,2,4-Trichlorobenzene 0.292 lbs/day 0.602 lbs/day 

 1,1,1-Trichloroethane 0.090 lbs/day 0.232 lbs/day 

 1,1,2-Trichloroethane 0.090 lbs/day 0.232 lbs/day 

 Trichloroethylene 0.090 lbs/day 0.232 lbs/day 

 Vinyl Chloride 0.447 lbs/day 1.152 lbs/day 

    
002 Flow Report (MGD) Report (MGD) 

 TOC N/A 75 mg/L 

 Oil and Grease N/A 15 mg/L 

 pH 6.5 SU (min) 9.0 SU 

    

003 Flow 0.346 MGD 0.65 MGD 

 TSS 30 mg/L 100 mg/L 

 Oil and Grease 15 mg/L 20 mg/L 

 pH 6.5 SU (min) 9.0 SU 

    

004 Flow Report (MGD) Report (MGD) 

 TOC N/A 75 mg/L 

 Oil and Grease N/A 15 mg/L 

 pH 6.5 SU (min) 9.0 SU 

    

005 Flow Report (MGD) Report (MGD) 

 TOC N/A 75 mg/L 

 Oil and Grease N/A 15 mg/L 

 pH 6.0 SU (min) 9.0 SU 

    

006 Dry-Weather Flow 0.072 MGD 0.15 MGD 
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Outfall Pollutant Daily Average Daily Maximum 

006 TSS 30 mg/L 100 mg/L 

 Oil and Grease 15 mg/L 20 mg/L 

 pH 6.0 SU (min) 9.0 SU 

  1 Beginning upon permit issuance and lasting for two (2) years and 365 days. 
  2 Becoming effective three (3) years after permit issuance and lasting through permit 
      expiration. 

OUTFALL LOCATIONS  

Outfall Latitude Longitude 

001 29.869663 N 94.924884 W 

002 29.868258 N 94.924924 W 

003 29.866667 N 94.928056 W 

004 29.866945 N 94.927778 W 

005 29.871284 N 94.924641 W 

006 29.872122 N 94.923991 W 

 
VIII. SUMMARY OF CHANGES FROM APPLICATION 

A. The applicant requested the following amendments that the executive director is proposing 
not to grant: 

The permittee requested to remove ammonia nitrogen reporting requirements at Outfall 001. 

The segment receiving the discharge is listed as an impaired and threatened waters (2024 
CWA Section 303(d) list) for depressed dissolved oxygen. Ammonia nitrogen is one of 
oxygen-demanding constituents that may contribute to the impairment of dissolved oxygen 
in the segment. The monitoring requirements remain necessary given the planned facility 
expansion, therefore, following the recommendation from Water Quality Assessment Team, 
existing monitoring requirements for ammonia nitrogen are continued in the draft permit 
and expired one month prior to the permit expiration.   

B. The following changes have been made from the application that make the draft permit more 
stringent: 

1. The newly calculated water quality-based effluent limitation for Benzo(a)anthracene, 
Benzo(a)pyrene, Bis(2-ethylhexyl) phthalate, Chrysene, Hexachlorobenzene, 
Hexachlorobutadiene, and Hexachloroethane are more stringent than existing limits at 
Outfall 001. Those new limits are proposed at Outfall 001 and will become effective upon 
permit issuance based on the review of DMR data. 

2. Based on the screening, the newly calculated mass loadings of 3,706 lbs/day for daily 
average and 7,843 lbs/day for daily maximum for sulfate are more stringent than existing 
limits which have been proposed in the draft permit.  



Enterprise Products Operating LLC TPDES Permit No. WQ0005014000 
 

FACT SHEET AND EXECUTIVE DIRECTOR’S PRELIMINARY DECISION 
 

 

Page 9 

3. The concentration-based effluent limits for BOD5 at Outfall 001 have been reduced due to the 
increase of flow and corresponding mass loading remains unchanged. 

IX. SUMMARY OF CHANGES FROM EXISTING PERMIT 

The permittee requested the following amendments that the Executive Director recommends 
granting: 

1. The applicant requested to remove whole effluent toxicity (WET) limits at Outfall 001. 

Based on the application, the permittee has identified key considerations that can impact 
discharge toxicity and implemented appropriate strategies. The permittee has assessed 
the impact of process unit upsets on the wastewater treatment plant, used alternative 
chemical additives with lower toxicity impact, evaluated WET testing laboratory vendors, 
and reduced TDS concentration in the effluent. As a result, there have been no failures 
for testing species (water flea and fathead minnow) in the past three years.  

The removal of the WET limits is in accordance with the EPA Region 6 WET letter, 
TCEQ letter to the EPA dated December 28, 2015, and approved by the EPA in a letter 
dated December 28, 2015, which concurs with TCEQ’s policy which states that WET 
limits may be removed from a permit after three years of compliance with the limit. 
Pursuant to CWA § 402(0)(2)(B)(i) and 40 CFR § 122.44(l)(2)(i)(B)(1), a permit may be 
reissued containing effluent limitations that are less stringent than comparable effluent 
limitations in the previous permit if information is available which was not available at 
the time of permit issuance. In addition, anti-degradation reviews have been conducted 
that existing water quality uses will not be impaired by this permit action and there is no 
significant degradation of water quality is expected by the permit action. These would 
have justified the removal of WET limits from the draft permit. The test results submitted 
by the permittee during the past three years warrant the removal of the lethal WET 
limits. Therefore, the removal of WET limits is not considered against the EPA’s anti-
backsliding policy in 40 CFR Part 122.44 (l)(1). 

2. The permittee has requested a daily average flow increase to 1.85 MGD at Outfall 001 and to 
0.538 MGD at internal Outfall 101 to accommodate new wastestreams from a new facility, 
Frac XV. This request includes an update to the water balance and contributing flows for 
Outfall 001, as well as the application of revised technology-based effluent limits (TBELs) 
corresponding to the higher flow volume. The mass loadings of TDS at Outfall 001 have also 
been increased based on the flow increase.  

Based on 40 CFR Part 122.44(L)(2)(i)(A), material and substantial alternations or 
additions to the permitted facility occurred after permit issuance which justify the 
application of a less stringent effluent limitation. The applicant requested to add a new 
facility which will generate additional wastestreams and the additional pollutants 
loadings are proposed at Outfalls 001 and 101 respectively. Therefore, this proposed 
increase of pollutant loading or effluent limitations in the permit action are not against 
EPA’s anti-backsliding policy in 40 CFR Part 122.44 (l)(1) for reissued permits. 

3. The permittee requested to remove the total zinc limits at Outfall 003. 

The total zinc limits had been added to Outfall 003 during last permit action due to the 
reported analytical data exceeding 85% of water quality-based screening values. Based on 
the previous permit application, the high total zinc levels during the last permit action 
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resulted from the boiler start-up activities, where galvanized metal components were 
likely to contribute to the source of zinc. A review of past three years (January 2023-
February 2026) of DMR data indicates an average of daily average total zinc 
concentration of 0.0763 mg/L at Outfall 003, well below the newly calculated daily 
average water quality-based effluent limit (WQBEL) value of 0.263 mg/L. Additionally, 
the reported average analytical data for total zinc at Outfall 003 is 0.0028 mg/L which is 
well blow the 70% of the daily average WQBEL value.  

Based on 40 CFR Part 122.44(l)(i)(B)(1), information is available which was not available 
at the time of permit issuance and which would have justified the application of a less 
stringent effluent limitation at the time of permit issuance. The source of total zinc has 
not been identified in the last permit action, and the information is available in current 
application. In addition, anti-degradation reviews have been conducted that existing 
water quality uses will not be impaired by this permit action and there is no significant 
degradation of water quality is expected by the permit action. Therefore, the removal of 
total zinc from Outfall 003 is not against EPA’s anti-backsliding policy in  40 CFR Part 
122.44 (l)(1). 

4. The permittee requested to add language to the Other Requirements Section for the 
discharge of off-site wastes. 

The requested language “The permittee is authorized to discharge wastewater generated 
off-site at associated facilities (including, but not limited to, pipeline, terminals, and 
plants) provided the waste streams are similar in nature to the wastewater generated, 
treated, and discharged at the facility via Outfalls 001 and 101 of this permit.” has been 
adopted in Other Requirement No. 8 as following: 

The permittee is authorized to discharge wastewater generated off-site associated 
facilities (including, but not limited to, pipeline, terminals, and plants) provided the 
waste streams are similar in nature to the wastewater generated, treated, and 
discharged at the facility via Outfalls 001 and 101 of this permit. 

 This permit does not provide authorization for the permittee to accept wastewaters 
from third party sources, nor does it prohibit acceptance of such wastewaters. This 
permit only provides the authorization to discharge these wastes. Should authorization 
to accept third party waste be required, it is the obligation of the permittee to obtain 
such authorization from the appropriate regulatory authority. 

5. The permittee requested to reduce the monitoring frequency for ammonia to 1/month. 

Ammonia monitoring is required solely for data collection to support the Water Quality 
Assessment (WQA) Section, which previously utilized five years of weekly data to 
conduct dissolved oxygen modeling for the impaired receiving water segment. The five 
years of ammonia data has already been received, and the WQA used that data in the 
dissolved oxygen modeling. Continuing monitoring is recommended by the WQA for 
further data collection for next permit application. The requested monitoring of 1/month 
would be enough to guarantee data collection. Therefore, the current monitoring 
frequency of 1/week is proposed to change to 1/month. Based on 40 CFR 
122.44(l)(2)(i)(B)(1), the information for ammonia was not available at the time of 
permit issuance, the higher monitoring frequency is appropriate. The newly proposed 
monitoring frequency of 1/month in this application becomes appropriate after five years 
higher frequency of monitoring.   
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 The following additional changes have been made to the draft permit: 

1. Pages 3-13 were updated (May 2021 version). 

2. The regulated facility physical location has been updated for brevity. 

3. The “sample type” for flow at Outfalls 001, 101, and 003 have been changed to “record” 
based on the application. The application indicates flow meters are used for 
measurement at Outfalls 001, 101, and 003. 

4. The single grab concentrations for regulated pollutants at internal Outfall 101 have 
been updated based on the TCEQ’s current practices.  

5. Existing Other Requirement No. 1 has been revised to remove total zinc. 

6. Existing Other Requirement No. 2 has been revised to remove information for Outfalls 
002, 004, and 005 because water quality-based effluent limitations are not applicable 
to the three outfalls.  

7. Existing Other Requirement No. 8 has been removed because it’s no longer applicable. 

8. The description of the facility on the permit first page has been updated based on this 
application. 

9. These dilution series for effluent concentrations for biomonitoring have been changed 
to 30%, 40%, 53%, 71%, and 95%. The low-flow effluent concentration (critical 
dilution) has been changed to 95% effluent. 

10. The daily average monitoring for ammonia nitrogen has been removed because the 
monitoring is proposed to be reduced to 1/month. The daily average monitoring will 
serve no purpose as the monitoring frequency as 1/month. 

X. DRAFT PERMIT RATIONALE 

The following section sets forth the statutory and regulatory requirements considered in 
preparing the draft permit. Also set forth are any calculations or other necessary explanations of 
the derivation of specific effluent limitations and conditions, including a citation to the 
applicable effluent limitation guidelines and water quality standards. 

A. REASON FOR PERMIT ISSUANCE 

The applicant applied to the TCEQ for a major amendment to TPDES Permit No. 
WQ0005014000 to remove the numeric whole effluent toxicity limits at Outfall 001; 
remove the ammonia nitrogen reporting requirements at Outfall 001; remove the total 
zinc limits at Outfall 003; increase the daily average flow at Outfall 001 from 1.725 MGD 
to 1.85 MGD and authorized pollutant loading associated with the flow increase; and add 
language to the Other Requirements Section for the authorization to discharge off-site 
generated wastes. The draft permit authorizes the discharge of previously monitored 
effluent (treated process wastewater, treated miscellaneous wastewaters, and treated 
process area stormwater from internal Outfall 101) and utility wastewater at a daily 
average flow not to exceed 1.85 MGD; non-process area stormwater, post first-flush 
stormwater, hydrostatic test water, raw water analyzer flow, and allowable non-
stormwater on intermittent and flow-variable basis via Outfall 002; utility wastewater at 
a daily average flow not to exceed 0.346 MGD via Outfall 003; non-process area 
stormwater, post first-flush stormwater, hydrostatic test water, and allowable non-
stormwater on intermittent and flow-variable basis via Outfall 004; non-process area 
stormwater, allowable non-stormwater, and hydrostatic test water from the isobutane 
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Dehydrogenation unit on intermittent and flow-variable basis via Outfall 005; and utility 
wastewater and stormwater from chemical area sumps at a daily average dry-weather 
flow not to exceed 0.072 MGD via Outfall 006. 

B. WATER QUALITY SUMMARY 

Discharge Route(s) 
The discharge route is via Outfalls 001, 002, 003, 004, 005, and 006 to an unnamed 
ditch, thence to a ditch adjacent to Coastal Industrial Water Authority (CIWA) Canal, 
thence to Cedar Bayou Above Tidal in Segment No. 0902 of the Trinity-San Jacinto 
Coastal Basin. The unclassified receiving water uses are minimal aquatic life use for the 
unnamed ditch and the ditch adjacent to CIWA Canal. The designated uses for Segment 
No. 0902 are primary contact recreation and high aquatic life use. Effluent limitations 
and conditions established in the draft permit comply with state water quality standards 
and the applicable water quality management plan. The effluent limits in the draft permit 
will maintain and protect the existing instream uses. Additional discussion of the water 
quality aspects of the draft permit can be found at Section X.D. of this fact sheet. 

Antidegradation Review 
In accordance with 30 TAC § 307.5 and TCEQ’s Procedures to Implement the Texas 
Surface Water Quality Standards (June 2010), an antidegradation review of the 
receiving waters was performed. A Tier 1 antidegradation review has preliminarily 
determined that existing water quality uses will not be impaired by this permit action. 
Numerical and narrative criteria to protect existing uses will be maintained. A Tier 2 
review has preliminarily determined that no significant degradation of water quality is 
expected in Cedar Bayou Above Tidal, which has been identified as having high aquatic 
life use. Existing uses will be maintained and protected. The preliminary determination 
can be reexamined and may be modified if new information is received. 

Endangered Species Review 
The discharge from this permit is not expected to have an effect on any federal 
endangered or threatened aquatic or aquatic-dependent species or proposed species or 
their critical habitat. This determination is based on the United States Fish and Wildlife 
Service’s (USFWS) biological opinion on the State of Texas authorization of the TPDES 
(September 14, 1998; October 21, 1998 update). To make this determination for TPDES 
permits, TCEQ and EPA only considered aquatic or aquatic-dependent species occurring 
in watersheds of critical concern or high priority as listed in Appendix A of the USFWS’s 
biological opinion. The determination is subject to reevaluation due to subsequent 
updates or amendments to the biological opinion. Though the piping plover, Charadrius 
melodus Ord, can occur in Chambers County, the county is north of Copano Bay and not 
a watershed of high priority per Appendix A of the biological opinion. The determination 
is subject to reevaluation due to subsequent updates or amendments to the biological 
opinion. The permit does not require EPA review with respect to the presence of 
endangered or threatened species. 

Impaired Water Bodies 
Segment No. 0902 is currently listed on the State’s inventory of impaired and threatened 
waters (the 2024 Clean Water Act Section 303(d) list). The listing is for depressed 
dissolved oxygen and bacteria from a point 2.2 km upstream of IH 10 to a point 7.4 km 
upstream of FM 1960 (AU 0902_01). This discharge is to a tributary that enters the 
dissolved oxygen impaired portion of the segment. Because of the 303(d) listing, 
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additional loadings of oxygen-demanding constituents that may further contribute to the 
dissolved oxygen impairment of Cedar Bayou Above Tidal cannot be authorized. 

The draft permit does not authorize the discharge of domestic wastewater, in addition, 
there is no other known source of bacteria expected in the effluent, therefore, the permit 
action is not anticipated to contribute the impairment of bacteria in the segment. 

The draft permit proposes maintaining the existing BOD5 mass loading limits despite the 
authorized flow increase. Therefore, the permit action is not expected to contribute the 
impairment of depressed dissolved oxygen in the segment.  

Completed Total Maximum Daily Loads (TMDLs) 
There are no completed TMDLs for Segment No. 0902. 

C. TECHNOLOGY-BASED EFFLUENT LIMITATIONS/CONDITIONS 

1. GENERAL COMMENTS 

Regulations in Title 40 of the Code of Federal Regulations (40 CFR) require that 
technology-based limitations be placed in wastewater discharge permits based on 
effluent limitations guidelines, where applicable, or on best professional 
judgment (BPJ) in the absence of guidelines. 

The draft permit authorizes the discharge of previously monitored effluent 
(treated process wastewater, treated miscellaneous wastewaters, and treated 
process area stormwater from internal Outfall 101) and utility wastewater at a 
daily average flow not to exceed 1.85 MGD via Outfall 001; non-process area 
stormwater, post first-flush stormwater, hydrostatic test water, raw water 
analyzer flow, and allowable non-stormwater on an intermittent and flow-
variable basis via Outfall 002; utility wastewater at a daily average flow not to 
exceed 0.346 MGD via Outfall 003; non-process area stormwater, post first-flush 
stormwater, hydrostatic test water, and allowable non-stormwater on an 
intermittent and flow-variable basis via Outfall 004; non-process area 
stormwater, allowable non-stormwater, and hydrostatic test water from the 
isobutane Dehydrogenation unit on an intermittent and flow-variable basis via 
Outfall 005; and utility wastewater and stormwater from chemical area sumps at 
a daily average dry-weather flow not to exceed 0.072 MGD via Outfall 006. 

The discharge of treated process wastewater, treated miscellaneous wastewater, 
and treated process area stormwater via Outfall 001 from this facility is subject to 
federal effluent limitation guidelines at 40 CFR Part 414, Subparts F, G, and I. A 
new source determination was performed, and the discharge of these wastewaters 
is a new source as defined at 40 CFR §122.2. Therefore, new source performance 
standards (NSPS) are required for this discharge. 

The discharge of utility wastewater via Outfalls 001, 003, and 006; and 
stormwater (combinations of non-process area stormwater, post first-flush 
stormwater, and allowable non-stormwater), and hydrostatic test water via 
Outfalls 002, 004, 005, and 006 is not subject to federal effluent limitation 
guidelines and any technology-based effluent limitations were originally based on 
BPJ. 
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The Complex consists of the Propane Dehydrogenation (PDH) Unit (PDH I), 
PDH II Unit, isobutane Dehydrogenation (iBDH) Unit, Deisobutanizer (DIB) 
Units II and III, Hydrotreater, and multiple natural gas liquid (NGL) 
Fractionation (Frac) Units, Frac IX, X, XI, XII, XIV Units, and future Frac XV 
Unit. 

The process wastewaters, miscellaneous wastewater, and contaminated 
stormwater from the process areas are combined for treatment in a single 
wastewater treatment system. The treated effluent is combined with utility 
wastewaters prior to discharge via Outfall 001. 

The draft permit does not authorize the discharge of domestic wastewater, 
domestic wastewater is routed a wastewater treatment plant permitted to receive 
domestic sewage for treatment, disposal, or both. Currently, domestic sewage is 
routed to Washburn Tunnel Facility-Gulf Coast Authority (TPDES Permit No. 
WQ0001740000).  

Outfall 001 

Wastewater authorized for discharge via Outfall 001 includes treated wastewater 
from the PDH Units, the iBDH Unit, DIB II, and the Frac Units (previously 
monitored effluent from internal Outfall 101 – treated process wastewater, 
treated miscellaneous wastewaters, and treated process area stormwater); and 
utility wastewater. The proposed daily average flow for Outfall 001 is 1.85 MGD, 
and the proposed daily average flow for internal Outfall 101 is 0.538 MGD. The 
treated effluent from internal Outfall 101 commingles with utility wastewaters, 
which receive pH neutralization and dechlorination as needed at the wastewater 
sump, prior to discharge via Outfall 001. 

Process area stormwater consists of first-flush stormwater from the curbed 
process areas within all units. First-flush stormwater is the runoff produced from 
the first inch of rainfall from a storm event.   

Miscellaneous wastewaters also receive treatment in the wastewater treatment 
system. Miscellaneous wastewaters that may be intermittently present may 
contain any combination or quantity of the following waste streams: spent 
caustic; hydrostatic test waters from vessels or pipelines that have been in 
hydrocarbon service; heat exchanger bundle cleaning water; stormwater from 
catalyst handling (loading, changing) activities, stormwater runoff from non-
process areas that requires treatment (as needed) prior to discharging; water 
from the washing of process units, pavement, buildings, equipment 
(internal/external), and vehicles; wastewater from the raw water treatment belt 
return; wastewater from tank draws, tank bottoms, and vessel or pipeline wastes 
from maintenance activities, including the same types of wastewaters from off-
site terminals operated by Enterprise and its associated companies, provided 
those waste streams are similar in nature to those generated at the PDH Units; 
caustic and amine stripping or scrubbing; water from firefighting activities; seal 
water; laboratory wastewater; wastewater from sludge treatment units; and 
wastewater generated during spill clean-up. 

Utility wastewater include, but not limited to, cooling tower blowdown; reverse 
osmosis regeneration, boiler blowdown; demineralizer neutralized wastewater; 
cooling tower filter backwash; neutralized wastewaters from acid and caustic 
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sumps; air conditioner condensate; compressor condensate, and steam 
condensate; potable, raw waterline and fire protection system leaks, testes, and 
flushings performed during maintenance activities; water treatment wastes from 
potable and industrial water treatment units; raw water treatment belt return; 
and hydrostatic test waters, intermittently from vessels or pipelines not 
previously in service and previously in service. 

Outfall 002 

Wastewater authorized for discharge via Outfall 002 consists of non-process area 
stormwater, post first-flush stormwater, and allowable non-stormwater, 
hydrostatic test water, and raw water analyzer flow. 

Allowable non-stormwater receive pH neutralization at the South Detention 
Basin prior to being routed directly to Outfall 002 for discharge.  

Stormwater from non-process areas of the PDH Unit and post-first flush run-off 
from the PDH Unit process areas are routed to a series of two stormwater 
impoundments. The stormwater flows either by gravity or is pumped to the first, 
lined PDH retention pond. If the water is free of evidence of contamination, the 
lined pond can be drained to the unlined South Detention Basin. Some PDH 
curbed paved areas and PDH sumps also discharge to the PDH lined retention 
pond after visual inspection. Run-off from PDH paved areas, including post first-
flush run-off from PDH process areas, is routed to the PDH lined retention pond. 
The PDH lined pond discharges to one of two hydraulically interconnected 
detention basins (PDH North and South Detention Basins) which also receive 
stormwater run-off from unpaved areas of the PDH facility. Some curbed areas 
and bulk chemical unloading areas that are provided with valved curbed 
containment drain to one of the unlined ponds. These areas are inspected to 
confirm no contamination prior to opening containment valves and releasing 
accumulated stormwater to one of the unlined detention basins. If inspection 
indicates contamination of stormwater from within these curbed areas, 
contaminated water will be removed for alternate disposal. The PDH unlined 
detention basins discharge to Outfall 002. In the event of spills or contamination, 
stormwater can be held in the impoundments. Contaminated water can be routed 
to the wastewater treatment system from the PDH lined retention pond on an as-
needed basis. 

Outfall 003 

Utility wastewaters discharged via Outfall 003 may contain any combination of  
the following waste streams: raw water, clarified water, wet surface air cooler 
(WSAC) blowdown (reflux and condensate); boiler blowdown (from temporary 
boilers used on-site during maintenance, turnaround, or construction activities); 
demineralizer neutralization tank effluent; neutralized wastewaters from acid or 
caustic sumps; air conditioner condensate, compressor condensate, and steam 
condensate; potable and raw water line and fire protection system leaks, testing 
activities, and flushings performed during maintenance activities; potable water 
treatment wastes; and hydrostatic test waters from vessels or pipelines not 
previously in service. The utility wastewaters listed above may be generated 
during operation of any of the Frac or Hydrotreater Units. 

Outfall 004 
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Wastewater authorized for discharge via Outfall 004 consists of non-process area 
stormwater, post first-flush stormwater, and allowable non-stormwater, and 
hydrostatic test water. 

Stormwater and allowable non-stormwater are routed to either the retention or 
detention pond prior to discharge via Outfall 004.  

Stormwater from non-process areas of the Frac and Hydrotreater Units and post-
first flush run-off from process areas are routed to a series of two stormwater 
impoundments. The stormwater flows either by gravity or is pumped to the first, 
lined retention pond. If the water is free of evidence of contamination, the lined 
pond can be drained to a second, unlined detention basin. The unlined basin also 
receives stormwater run-off from unpaved areas of the Frac and Hydrotreater 
Units. The unlined basin discharges to Outfall 004. In the event of spills or 
contamination, the stormwater can be held in either impoundment. 
Contaminated water can be routed to the wastewater treatment system on an as-
needed basis. 

Outfall 005 

Stormwater (including allowable non-stormwater) from non-process areas of the 
isoButane Dehydrogenation (iBDH) Unit is routed to a series of two stormwater 
impoundments. The stormwater flows either by gravity or is pumped to the first, 
lined retention pond. If the water is free of evidence of contamination, the lined 
pond can be drained to a stormwater sump and then to a second, unlined 
detention basin. The unlined basin also receives stormwater run-off from 
unpaved areas of the iBDH Unit. The unlined basin discharges to Outfall 005. In 
the event of spills or contamination, the stormwater can be held in the 
impoundment. Contaminated water can be routed from the iBDH Stormwater 
Retention Pond to the iBDH Wastewate Surge Tank and then to the PDH 
wastewater treatment system on an as-needed basis. 

Intermittently, hydrostatic test water may be discharged from pipes or vessels not 
previously in hydrocarbon service. 

Outfall 006 

Utility wastewaters discharged via Outfall 006 may contain any combination of  
the following waste streams: WSAC blowdown; reverse-osmosis reject water; 
boiler blowdown (from temporary boilers utilized during maintenance, 
turnaround, or construction activities); air conditioner condensate; compressor 
condensate; steam condensate; waterline and fire-protection system leaks, tests, 
and flushings performed during maintenance activities; potable water treatment 
wastes and hydrostatic test waters from vessels or pipelines not previously in 
service. 

Stormwater is from the chemical storage area and the SCR ammonia area. 

Flows are routed to the Neutralization Sump for flow equalization and pH 
neutralization. 
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2. CALCULATIONS 

See Appendix A of this fact sheet for calculations and further discussion of 
technology-based effluent limitations proposed in the draft permit. 

Technology-based effluent limitations for flow at Outfalls 001, 101, and 003, and 
dry-weather flow at Outfall 006 are based on BPJ and are derived from the flow 
limitations requested in the application for the respective outfalls. 

Monitoring requirements for flow at Outfalls 002, 004, and 005 are continued 
from the existing permit as required by EPA anti-backsliding regulations [40 CFR 
122.44(l)] and are based on BPJ. 

Technology-based mass effluent limitations for TSS at Outfall 001 are calculated 
based on the 40 CFR Part 414 effluent limitation guideline allocations for process 
wastewaters and BPJ allocations for non-process wastewaters. The current 
technology-based daily maximum effluent limitation for BOD5 is continued in the 
draft permit based on BPJ due to the depressed oxygen demand level in the 
receiving water segment. Concentration effluent limitations for TSS and BOD5 at 
Outfall 001 are continued from the existing permit as required by EPA anti-
backsliding regulations [40 CFR 122.44(l)] and are based on BPJ.  

Technology-based effluent limitations for BOD5 and TSS at internal Outfall 101 
are calculated based on the 40 CFR Part 414 effluent limitation guideline 
allocations for process wastewaters and BPJ allocations for non-process 
wastewaters. 

Technology-based effluent limitations for acenaphthene; acenaphthylene; 
acrylonitrile; anthracene; benzene; 3,4-benzofluoranthene; 
benzo(k)fluoranthene; carbon tetrachloride; chlorobenzene; chloroethane; 
chloroform; 2-chlorophenol; 1,2-dichlorobenzene; 1,3-dichlorobenzene; 1,4-
dichlorobenzene; 1,1-dichloroethane; 1,2-dichloroethane; 1,1-dichloroethylene; 
1,2-trans dichloroethylene; 2,4-dichlorophenol; 1,2-dichloropropane; 1,3-
dichloropropylene; diethyl phthalate; 2,4-dimethylphenol; dimethyl phthalate; 
di-n-butyl phthalate; 4,6-dinitro-o-cresol; 2,4-dinitrophenol; 2,4-dinitrotoluene; 
2,6-dinitrotoluene; ethylbenzene; fluoranthene; fluorene; methyl chloride; 
methylene chloride; naphthalene; nitrobenzene; 2-nitrophenol; 4-nitrophenol; 
phenanthrene; phenol; pyrene’ tetrachloroethylene; toluene; 1,2,4-
trichlorobenzene; 1,1,1-trichloroethane; 1,1,2-trichloroethane; trichloroethylene; 
and vinyl chloride at internal Outfall 101 are based on 40 CFR 414.91. 

Technology-based effluent limitations for TOC, oil and grease, and pH at Outfall 
001 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 

Technology-based effluent limitations for TOC, oil and grease, and pH at Outfall 
002 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 

Technology-based effluent limitations for TSS, oil and grease, and pH at Outfall 
003 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 
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Technology-based effluent limitations for TOC, oil and grease, and pH at Outfall 
004 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 

Technology-based effluent limitations for TOC, oil and grease, and pH at Outfall 
005 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 

Technology-based effluent limitations for TSS, oil and grease, and pH at Outfall 
006 are continued from the existing permit as required by EPA anti-backsliding 
regulations [40 CFR 122.44(l)] and are based on BPJ. 

The following technology-based effluent limitations are proposed in the draft 
permit: 

Outfall Pollutant Daily Average Daily Maximum 
001 Flow 1.85 MGD 3.5 MGD 

 TSS  543 lbs/day 
35.2 mg/L 

1,793 lbs/day 
116 mg/L 

 TOC  30 mg/L 75 mg/L 
 Oil and Grease 15 mg/L 20 mg/L 
 pH 6.5 SU (min) 9.0 SU 
    

101 Flow 0.538 MGD 0.828 MGD 
 BOD5  153 lbs/day 414 lbs/day 
 TSS  224 lbs/day 730 lbs/day 
 Acenaphthene 0.095 lbs/day 0.254 lbs/day 
 Acenaphthylene 0.095 lbs/day 0.254 lbs/day 
 Acrylonitrile 0.413 lbs/day 1.040 lbs/day 
 Anthracene 0.095 lbs/day 0.254 lbs/day 
 Benzene 0.159 lbs/day 0.584 lbs/day 
 3,4-Benzofluoranthene 0.099 lbs/day 0.262 lbs/day 
 Benzo(k)fluoranthene 0.095 lbs/day 0.254 lbs/day 
 Carbon Tetrachloride 0.077 lbs/day 0.163 lbs/day 
 Chlorobenzene 0.064 lbs/day 0.120 lbs/day 
 Chloroethane 0.447 lbs/day 1.152 lbs/day 
 Chloroform 0.090 lbs/day 0.198 lbs/day 
 2-Chlorophenol 0.133 lbs/day 0.421 lbs/day 
 1,2-Dichlorobenzene 0.331 lbs/day 0.701 lbs/day 
 1,3-Dichlorobenzene 0.133 lbs/day 0.189 lbs/day 
 1,4-Dichlorobenzene 0.064 lbs/day 0.120 lbs/day 
 1,1-Dichloroethane 0.095 lbs/day 0.254 lbs/day 
 1,2-Dichloroethane 0.292 lbs/day 0.907 lbs/day 
 1,1-Dichloroethylene 0.069 lbs/day 0.107 lbs/day 
 1,2-trans Dichloroethylene 0.090 lbs/day 0.232 lbs/day 
 2,4-Dichlorophenol 0.168 lbs/day 0.481 lbs/day 
 1,2-Dichloropropane 0.658 lbs/day 0.988 lbs/day 
 1,3-Dichloropropylene 0.125 lbs/day 0.189 lbs/day 
 Diethyl phthalate 0.348 lbs/day 0.872 lbs/day 
 2,4-Dimethylphenol 0.077 lbs/day 0.155 lbs/day 
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Outfall Pollutant Daily Average Daily Maximum 
 Dimethyl phthalate 0.082 lbs/day 0.202 lbs/day 
 Di-n-butyl phthalate 0.116 lbs/day 0.245 lbs/day 
 4,6-Dinitro-o-cresol 0.335 lbs/day 1.190 lbs/day 
 2,4-Dinitrophenol 0.305 lbs/day 0.529 lbs/day 

101 2,4-Dinitrotoluene 0.486 lbs/day 1.225 lbs/day 
 2,6-Dinitrotoluene 1.096 lbs/day 2.755 lbs/day 
 Ethylbenzene 0.138 lbs/day 0.464 lbs/day 
 Fluoranthene 0.107 lbs/day 0.292 lbs/day 
 Fluorene 0.095 lbs/day 0.254 lbs/day 
 Methyl Chloride 0.370 lbs/day 0.817 lbs/day 
 Methylene Chloride 0.172 lbs/day 0.382 lbs/day 
 Naphthalene 0.095 lbs/day 0.254 lbs/day 
 Nitrobenzene 0.116 lbs/day 0.292 lbs/day 
 2-Nitrophenol 0.176 lbs/day 0.297 lbs/day 
 4-Nitrophenol 0.309 lbs/day 0.533 lbs/day 
 Phenanthrene 0.095 lbs/day 0.254 lbs/day 
 Phenol 0.064 lbs/day 0.112 lbs/day 
 Pyrene 0.107 lbs/day 0.288 lbs/day 
 Tetrachloroethylene 0.095 lbs/day 0.241 lbs/day 
 Toluene 0.112 lbs/day 0.344 lbs/day 
 1,2,4-Trichlorobenzene 0.292 lbs/day 0.602 lbs/day 
 1,1,1-Trichloroethane 0.090 lbs/day 0.232 lbs/day 
 1,1,2-Trichloroethane 0.090 lbs/day 0.232 lbs/day 
 Trichloroethylene 0.090 lbs/day 0.232 lbs/day 
 Vinyl Chloride 0.447 lbs/day 1.152 lbs/day 
    

002 Flow Report (MGD) Report (MGD) 
 Total Organic Carbon N/A 75 mg/L 
 Oil and Grease N/A 15 mg/L 
 pH 6.5 SU (min) 9.0 SU 

003 Flow 0.346 MGD 0.65 MGD 
 Total Suspended Solids 30 mg/L 100 mg/L 
 Oil and Grease 15 mg/L 20 mg/L 
 pH 6.5 SU (min) 9.0 SU 
    

004 Flow Report (MGD) Report (MGD) 
 Total Organic Carbon N/A 75 mg/L 
 Oil and Grease N/A 15 mg/L 
 pH 6.5 SU (min) 9.0 SU 

005 Flow Report (MGD) Report (MGD) 
 Total Organic Carbon N/A 75 mg/L 
 Oil and Grease N/A 15 mg/L 
 pH 6.0 SU (min) 9.0 SU 
    

006 Dry-Weather Flow 0.072 MGD 0.15 MGD 
 Total Suspended Solids 30 mg/L 100 mg/L 
 Oil and Grease 15 mg/L 20 mg/L 
 pH 6.0 SU (min) 9.0 SU 
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3. 316(B) COOLING WATER INTAKE STRUCTURES  

a. SCREENING 

The facility obtains water from the City of Houston, a public water 
system (PWS No. TX1010013), for cooling purposes. The use of water 
obtained from a public water system for cooling purposes does not 
constitute the use of a cooling water intake structure; therefore, the 
facility is not subject to Section 316(b) of the CWA or 40 CFR Part 125, 
Subpart J. 

b. PERMIT ACTION 

Existing Other Requirement No. 7 has been continued in the draft permit. 

D. WATER QUALITY-BASED EFFLUENT LIMITATIONS/CONDITIONS 

1. GENERAL COMMENTS 

The Texas Surface Water Quality Standards found at 30 TAC Chapter 307 state 
that surface waters will not be toxic to man from ingestion of water, consumption 
of aquatic organisms, or contact with the skin, or to terrestrial or aquatic life. The 
methodology outlined in the TCEQ guidance document Procedures to 
Implement the Texas Surface Water Quality Standards (IPs) is designed to 
ensure compliance with 30 TAC Chapter 307. Specifically, the methodology is 
designed to ensure that no source will be allowed to discharge any wastewater 
that (1) results in instream aquatic toxicity; (2) causes a violation of an applicable 
narrative or numerical state water quality standard; (3) results in the 
endangerment of a drinking water supply; or (4) results in aquatic 
bioaccumulation that threatens human health. Calculated water quality-based 
effluent limits can be found in Appendix B of this fact sheet. 

TPDES permits contain technology-based effluent limits reflecting the best 
controls available. Where these technology-based permit limits do not protect 
water quality or the designated uses, additional water quality-based effluent 
limitations or conditions are included. State narrative and numerical water 
quality standards are used in conjunction with EPA criteria and other toxicity 
databases to determine the adequacy of technology-based permit limits and the 
need for additional water quality-based controls. A comparison of technology-
based effluent limits and calculated water quality-based effluent limits can be 
found in Appendix D of this fact sheet. 

2. AQUATIC LIFE CRITERIA 

a. SCREENING 

Water quality-based effluent limitations are calculated from freshwater 
aquatic life criteria found in Table 1 of the Texas Surface Water Quality 
Standards (30 TAC Chapter 307). 

1) Outfall 001 
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There is no mixing zone or zone of initial dilution for this discharge 
directly to an unnamed ditch, an intermittent stream; acute 
freshwater criteria apply at the end of pipe. Chronic freshwater 
criteria are applied in Cedar Bayou Above Tidal, the perennial 
freshwater stream. 

For the intermittent stream, the percent effluent for acute protection 
of aquatic life is 100% because the seven-day, two-year low-flow (7Q2) 
of the intermittent stream is 0.0 cfs. This effluent percentage also 
provides acute protection of aquatic life in the perennial stream. 
TCEQ uses the mass balance equation to estimate dilution in the 
perennial stream during critical conditions. The estimated dilution for 
chronic protection of aquatic life is calculated using the permitted 
daily average flow 1.85 MGD and the 7Q2 of 0.16 cfs for Cedar Bayou 
Above Tidal. The following critical effluent percentages are being 
used: 

Acute Effluent % 100% Chronic Effluent %  94.71% 

2) Outfall 002 

Discharges are stormwater predominately (over 99.9 %) and 
commingling with de minimis qualities of hydrostatic test water (less 
than 0.1%), raw water analyzer return flow, and allowable non-
stormwater. Discharges comprised primarily of stormwater are not 
typically screened against water quality criteria. Therefore, no water 
quality-based screening is considered and performed for the 
application. 

3) Outfall 003 

There is no mixing zone or zone of initial dilution for this discharge 
directly to an unnamed ditch, an intermittent stream; acute 
freshwater criteria apply at the end of pipe. Chronic freshwater 
criteria are applied in Cedar Bayou Above Tidal, the perennial 
freshwater stream. 

For the intermittent stream, the percent effluent for acute protection 
of aquatic life is 100% because the 7Q2 of the intermittent stream is 
0.0 cfs. This effluent percentage also provides acute protection of 
aquatic life in the perennial stream. TCEQ uses the mass balance 
equation to estimate dilution in the perennial stream during critical 
conditions. The estimated dilution for chronic protection of aquatic 
life is calculated using two year maximum flow of 0.24 MGD and the 
7Q2 of 0.16 cfs for Cedar Bayou Above Tidal. The following critical 
effluent percentages are being used: 

Acute Effluent % 100% Chronic Effluent %  69.89% 

4) Outfall 004 

Discharge are stormwater predominantly and commingling with 
intermittent and de minimis qualities of hydrostatic test water and 



Enterprise Products Operating LLC TPDES Permit No. WQ0005014000 
 

FACT SHEET AND EXECUTIVE DIRECTOR’S PRELIMINARY DECISION 
 

 

Page 22 

allowable non-stormwater. Discharge comprised primarily of 
stormwater are not typically screened against water quality criteria. 
Therefore, no water quality-based screening is considered and 
performed for the application. 

5) Outfall 005 

Discharges are stormwater predominantly and commingling with 
intermittent and de minimis qualities of hydrostatic test water and 
allowable non-stormwater. Discharge comprised primarily of 
stormwater are not typically screened against water quality criteria. 
Therefore, no water quality-based screening is considered and 
performed for the application. 

6) Outfall 006 

There is no mixing zone or zone of initial dilution for this discharge 
directly to an unnamed ditch, an intermittent stream; acute 
freshwater criteria apply at the end of pipe. Chronic freshwater 
criteria are applied in Cedar Bayou Above Tidal, the perennial 
freshwater stream. 

For the intermittent stream, the percent effluent for acute protection 
of aquatic life is 100% because the 7Q2 of the intermittent stream is 
0.0 cfs. This effluent percentage also provides acute protection of 
aquatic life in the perennial stream. TCEQ uses the mass balance 
equation to estimate dilution in the perennial stream during critical 
conditions. The estimated dilution for chronic protection of aquatic 
life is calculated using the permitted, dry weather flow of 0.072 MGD 
and the 7Q2 of 0.16 cfs for Cedar Bayou Above Tidal. The following 
critical effluent percentages are being used: 

Acute Effluent % 100% Chronic Effluent %  41.05% 

General Screening Procedures  
Wasteload allocations (WLAs) are calculated using the above estimated 
effluent percentages, criteria outlined in the Texas Surface Water Quality 
Standards, and partitioning coefficients for metals (when appropriate and 
designated in the implementation procedures). The WLA is the end-of-
pipe effluent concentration that can be discharged when, after mixing in 
the receiving stream, the instream numerical criteria will not be exceeded.  

From the WLA, a long-term average (LTA) is calculated using a lognormal 
probability distribution, a given coefficient of variation (0.6), and a 90th 
percentile confidence level. The LTA is the long-term average effluent 
concentration for which the WLA will never be exceeded using a selected 
percentile confidence level.  

The lower of the two LTAs (acute and chronic) is used to calculate a daily 
average and daily maximum effluent limitation for the protection of 
aquatic life using the same statistical considerations with the 99th 
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percentile confidence level and a standard number of monthly effluent 
samples collected (12). 

Assumptions used in deriving the effluent limitations include segment-
specific values for TSS, pH, hardness, and chloride according to the IPs. 
The segment values are 4.0 mg/L for TSS, 7.1 standard units for pH, 90 
mg/L for hardness (as calcium carbonate, CaCO3), and 88 mg/L for 
chloride. For additional details on the calculation of water quality-based 
effluent limitations, refer to the IPs. 

TCEQ practice for determining significant potential is to compare the 
reported analytical data against percentages of the calculated daily 
average water quality-based effluent limitation. Permit limitations are 
required when analytical data reported in the application equals or 
exceeds 85 percent of the calculated daily average water quality-based 
effluent limitation. Monitoring and reporting is required when analytical 
data reported in the application equals or exceeds 70 percent of the 
calculated daily average water quality-based effluent limitation. 

b. PERMIT ACTION 

Analytical data reported in the application was screened against 
calculated water quality-based effluent limitations for the protection of 
aquatic life at Outfalls 001, 003, and 006.  

Reported analytical data at Outfall 001 does not exceed 70 percent of the 
calculated daily average water quality-based effluent limitation for aquatic 
life protection. No additional limits or monitoring and reporting 
requirements have been added to the draft permit. 

Reported analytical data at Outfall 003 does not exceed 70 percent of the 
calculated daily average water quality based effluent limitation for aquatic 
life protection. No additional limits or monitoring and reporting 
requirements have been added to the draft permit. 

Reported analytical data at Outfall 006 does not exceed 70 percent of the 
calculated daily average water quality based effluent limitation for aquatic 
life protection. No additional limits or monitoring and reporting 
requirements have been added to the draft permit. 

Calculated water quality-based effluent limitations at Outfall 001 were 
also compared to the required technology-based effluent limitations at 
internal Outfall 101. No water quality-based effluent limitations (for the 
protection of aquatic life) are required as a result of this comparison. 

3. WHOLE EFFLUENT TOXICITY (BIOMONITORING) CRITERIA  

a. SCREENING AND REASONABLE POTENTIAL ANALYSIS 

The existing permit includes chronic freshwater biomonitoring 
requirements at Outfall 001. 
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In the past three years, the permittee has performed twenty-four chronic 
tests, with zero demonstrations of significant toxicity (i.e., zero failures). 

A reasonable potential determination was performed in accordance with 
40 CFR §122.44(d)(1)(ii) to determine whether the discharge will 
reasonably be expected to cause or contribute to an exceedance of a state 
water quality standard or criterion within that standard.  Each test species 
is evaluated separately. The RP determination is based on representative 
data from the previous three years of chronic WET testing.  This 
determination was performed in accordance with the methodology 
outlined in the TCEQ letter to the EPA dated December 28, 2015, and 
approved by the EPA in a letter dated December 28, 2015. 

With zero failures, a determination of no RP was made.  WET limits are 
not required, and the permittee may be eligible for the testing frequency 
reduction after one year of quarterly testing. 

All test data results were used for this determination. 

b. PERMIT ACTION 

At the permittee’s request, the chronic WET limits for both test species 
are removed. The removal of the WET limits is in accordance with the 
EPA Region 6 WET letter (see reference above), which concurs with 
TQEQ’s policy (see reference above), which states that WET limits may 
be removed from a permit after three years of compliance with the limit. 
Pursuant to CWA § 402(0)(2)(B)(i) and 40 CFR § 122.44(l)(2)(i)(B)(1), a 
permit may be reissued containing effluent limitations that are less 
stringent than comparable effluent limitations in the previous permit if 
information is available which was not available at the time of permit 
issuance, and which would have justified the application of a less 
stringent effluent limitation at the time of permit issuance.  In addition, 
anti-degradation reviews have been conducted that existing water quality 
uses will not be impaired by this permit action and there is no significant 
degradation of water quality is expected by the permit action. These 
would have justified the removal of WET limits from the draft permit. 
The test results submitted by the permittee during the past three years 
warrant the removal of the lethal WET limits. 

   The provisions of this section apply to Outfall 001. 

Based on information contained in the permit application, the TCEQ has 
determined that there may be pollutants present in the effluent(s) that 
may have the potential to cause toxic conditions in the receiving stream. 

Whole effluent toxicity testing (biomonitoring) is the most direct measure 
of potential toxicity, which incorporates the effects of synergism of 
effluent components and receiving stream water quality characteristics. 
Biomonitoring of the effluent is, therefore, required as a condition of this 
permit to assess potential toxicity. The biomonitoring procedures 
stipulated as a condition of this permit are as follows: 
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i) Chronic static renewal survival and reproduction test using the 
water flea (Ceriodaphnia dubia). The frequency of the testing 
shall be once per quarter 

ii) Chronic static renewal 7-day larval survival and growth test using 
the fathead minnow (Pimephales promelas). The frequency of 
testing shall be once per quarter 

Toxicity tests shall be performed in accordance with protocols described 
in Short-Term Methods for Estimating the Chronic Toxicity of Effluents 
and Receiving Waters to Freshwater Organisms, Fourth Edition (EPA-
821-R-02-013) or the latest revision. The stipulated test species are 
appropriate to measure the toxicity of the effluent consistent with the 
requirements of the state water quality standards. The biomonitoring 
frequency has been established to reflect the likelihood of ambient toxicity 
and to provide data representative of the toxic potential of the facility’s 
discharge. 

This permit may be reopened to require effluent limits, additional testing, 
or other appropriate actions to address toxicity if biomonitoring data 
show actual or potential ambient toxicity to be the result of the 
permittee’s discharge to the receiving stream or water body. 

If none of the first four consecutive quarterly tests demonstrates 
significant lethal or sublethal effects, the permittee may submit this 
information in writing and, upon approval, reduce the testing frequency 
to once per six months for the invertebrate test species and once per year 
for the vertebrate test species. If one or more of the first four consecutive 
quarterly tests demonstrates significant sublethal effects, the permittee is 
required by the permit to continue quarterly testing for that species until 
four consecutive quarterly tests demonstrate no significant sublethal 
effects. At that time, the permittee may apply for the appropriate testing 
frequency reduction for that species. If one or more of the first four 
consecutive quarterly tests demonstrates significant lethal effects, the 
permittee is required by the permit to continue quarterly testing for that 
species until the permit is reissued. 

c. DILUTION SERIES 

The permit requires five (5) dilutions in addition to the control (0% 
effluent) to be used in the toxicity tests. These additional effluent 
concentrations shall be 30%, 40%, 53%, 71%, and 95%. The low-flow 
effluent concentration (critical dilution) is defined as 95% effluent. 

The dilution series outlined above was calculated using a 0.75 factor 
applied to the critical dilution. The critical dilution is the estimated 
effluent dilution at the edge of the aquatic life mixing zone, which is 
discussed in Section X.D.2.a. of this fact sheet. 
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4. AQUATIC ORGANISM TOXICITY CRITERIA (24-HOUR ACUTE) 

a. SCREENING 

The existing permit includes 24-hour acute freshwater biomonitoring 
requirements for Outfall 001. In the past three years, the permittee has 
performed ten24-hour acute tests, with zero demonstrations of significant 
mortality (i.e., zero failures). Minimum 24-hour acute freshwater 
biomonitoring requirements are proposed in the draft permit as outlined 
below. 

b. PERMIT ACTION 

Twenty-four-hour 100% acute biomonitoring tests are required at Outfall 
001 at a frequency of once per six months for the life of the permit. 

The biomonitoring procedures stipulated as a condition of this permit are 
as follows: 

i) Acute 24-hour static toxicity test using the water flea 
(Ceriodaphnia dubia or Daphnia pulex). A minimum of five (5) 
replicates with eight (8) organisms per replicate shall be used for 
this test. 

ii) Acute 24-hour static toxicity test using the fathead minnow 
(Pimephales promelas). A minimum of five (5) replicates with 
eight (8) organisms per replicate shall be used for this test. 

Toxicity tests shall be performed in accordance with protocols described 
in Methods for Measuring the Acute Toxicity of Effluents and Receiving 
Waters to Freshwater and Marine Organisms, Fifth Edition (EPA-821-
R-02-012) or the latest revision. 

5. AQUATIC ORGANISM BIOACCUMULATION CRITERIA 

a. SCREENING 

Water quality-based effluent limitations for the protection of human 
health are calculated using criteria for the consumption of fish tissue 
found in Table 2 of the Texas Surface Water Quality Standards (30 TAC 
Chapter 307). 

1) Outfall 001 

Fish tissue bioaccumulation criteria are applied for human health 
protection in the perennial stream. TCEQ uses the mass balance equation 
to estimate dilution in the perennial stream during average flow 
conditions. The estimated dilution for human health protection is 
calculated using the permitted daily average flow of 1.85 MGD and the 
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harmonic mean flow of 0.55 cfs for Cedar Bayou Above Tidal. The 
following critical effluent percentage is being used: 

Human Health Effluent %: 83.882% 

2) Outfall 002 

  Discharges are stormwater predominately (over 99.9 %) and commingling 
with de minimis qualities of hydrostatic test water (less than 0.1%), raw 
water analyzer return flow, and allowable non-stormwater waste stream. 
Discharges comprised primarily of stormwater are not typically screened 
against water quality criteria. Therefore, no water quality-based screening 
is considered and performed for the application. 

3) Outfall 003 

Fish tissue bioaccumulation criteria are applied for human health 
protection in the perennial stream. TCEQ uses the mass balance equation 
to estimate dilution in the perennial stream during average flow 
conditions. The estimated dilution for human health protection is 
calculated using the two year daily average flow of 0.2 MGD and the 
harmonic mean flow of 0.55 cfs for Cedar Bayou Above Tidal. The 
following critical effluent percentage is being used: 

Human Health Effluent %: 36.005% 

4) Outfall 004 

Discharge are stormwater predominantly and commingling with 
intermittent and de minimis qualities of hydrostatic test water and 
allowable non-stormwater. Discharge comprised primarily of stormwater 
are not typically screened against water quality criteria. Therefore, no 
water quality-based screening is considered and performed for the 
application. 

5) Outfall 005 

Discharge are stormwater predominantly and commingling with 
intermittent and de minimis qualities of hydrostatic test water and 
allowable non-stormwater. Discharge comprised primarily of stormwater 
are not typically screened against water quality criteria. Therefore, no 
water quality-based screening is considered and performed for the 
application. 

6) Outfall 006  

Fish tissue bioaccumulation criteria are applied for human health 
protection in the perennial stream. TCEQ uses the mass balance equation 
to estimate dilution in the perennial stream during average flow 
conditions. The estimated dilution for human health protection is 
calculated using the permitted, dry weather flow of 0.072 MGD and the 
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harmonic mean flow of 0.55 cfs for Cedar Bayou Above Tidal. The 
following critical effluent percentage is being used: 

Human Health Effluent %: 16.843% 

Water quality-based effluent limitations for human health protection 
against the consumption of fish tissue are calculated using the same 
procedure as outlined for calculation of water quality-based effluent 
limitations for aquatic life protection. A 99th percentile confidence level 
in the long-term average calculation is used, with only one long-term 
average value being calculated. 

Significant potential is again determined by comparing reported 
analytical data against 70 percent and 85 percent of the calculated daily 
average water quality-based effluent limitation. 

b. PERMIT ACTION 

Analytical data reported in the application was screened against 
calculated water quality-based effluent limitations for the protection of 
human health.  

Reported analytical data at Outfalls 001, 003, and 006 do not exceed 70 
percent of the calculated daily average water quality-based effluent 
limitation for human health protection. No additional limits or 
monitoring and reporting requirements have been added to the draft 
permit. 

Calculated water quality-based effluent limitations at Outfall 001 were 
also compared to the required technology-based effluent limitations at 
internal Outfall 101 and existing effluent limits at Outfall 001. The newly 
calculated water quality-based concentrations for Benzo(a)anthracene, 
Benzo(a)pyrene, Bis(2-ethylhexyl) phthalate, Chrysene, 
Hexachlorobenzene, Hexachlorobutadiene, and Hexachloroethane are 
more stringent for human health protection (using consumption of fish 
tissue criteria). 

The following effluent limitations are proposed in the draft permit as a 
result of this comparison for the protection of human health: 
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Outfall Pollutant Daily Avg Daily Max 
001 Benzo(a)anthracene 

 
0.000628 lbs/day 

0.0407 µg/L 
0.00133 lbs/day 

0.0862 µg/L 
 

Benzo(a)pyrene 
 

0.0000628 
lbs/day 

0.00407 µg/L 

0.000133 
lbs/day 

0.0086 µg/L 
 Bis(2-

ethylhexyl)phthalate 
 

0.190 lbs/day 
12.3 µg/L 

0.401 lbs/day 
26.0 µg/L 

 Chrysene 
 

0.0633 lbs/day 
4.10 µg/L 

0.134 lbs/day 
8.70 µg/L 

 
Hexachlorobenzene 
 

0.0000170 lbs/day 
0.00111 µg/L 

0.0000355 
lbs/day 

0.00234 µg/L 
 Hexachlorobutadiene 

 
0.00554 lbs/day 

0.359 µg/L 
0.0117 lbs/day 

0.759 µg/L 
 Hexachloroethane 

 
0.0587 lbs/day 

3.80 µg/L 
0.124 lbs/day 

8.03 µg/L 

The proposed effluent limitations will become effective upon the permit 
issuance based on the review of the DMR data for these pollutants. 

6. DRINKING WATER SUPPLY PROTECTION 

a. SCREENING 

Segment No. 0902, which receives the discharge from this facility, is not 
designated as a public water supply. Screening reported analytical data 
of the effluent against water quality-based effluent limitations calculated 
for the protection of a drinking water supply is not applicable. 

b. PERMIT ACTION 

None. 

7. TOTAL DISSOLVED SOLIDS, CHLORIDE, AND SULFATE STANDARDS 
PROTECTION  

a. SCREENING 

1) Outfall 001 

The average concentrations of total dissolved solids, chloride, and sulfate 
in the effluent for Outfall 001 are greater than the segment criterion. 
Screening procedures and effluent limitations for [total dissolved solids, 
chloride, and/or sulfate] are calculated using the methodology in the IPs 
and criteria in the Texas Surface Water Quality Standards (30 TAC 
Chapter 307). Detailed calculations are presented in Appendix C. 

2) Outfall 002 

 Discharges are stormwater predominately (over 99.9 %) and commingling 
with de minimis qualities of hydrostatic test water (less than 0.1%), raw 
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water analyzer return flow, and allowable non-stormwater. Discharges 
comprised primarily of stormwater are not typically screened against 
water quality criteria. Therefore, no water quality-based screening is 
considered and performed for the application. 

3) Outfall 003 

The average concentrations of total dissolved solids, chloride, and sulfate 
in the effluent for Outfall 003 are greater than the segment criterion. 
Screening procedures and effluent limitations for [total dissolved solids, 
chloride, and/or sulfate] are calculated using the methodology in the IPs 
and criteria in the Texas Surface Water Quality Standards (30 TAC 
Chapter 307). Detailed calculations are presented in Appendix C. 

4) Outfalls 004 and 005 

Discharge are stormwater predominantly and commingling with 
intermittent and de minimis qualities of hydrostatic test water and 
allowable non-stormwater. Discharge comprised primarily of stormwater 
are not typically screened against water quality criteria. Therefore, no 
water quality-based screening is considered and performed for the 
application. 

5) Outfall 006 

The average concentrations of total dissolved solids and sulfate in the 
effluent for Outfall 006 are greater than the segment criterion. Screening 
procedures and effluent limitations for [total dissolved solids, chloride, 
and/or sulfate] are calculated using the methodology in the IPs and 
criteria in the Texas Surface Water Quality Standards (30 TAC Chapter 
307). Detailed calculations are presented in Appendix C. 

b. PERMIT ACTION 

1) Outfall 001 

Based on the screening, the newly calculated mass loadings of 16,102 
lbs/day (1,043 mg/L) for daily average and 34,057 lbs/day (2,206 mg/L) 
for daily maximum for TDS; and 3706 lbs/day (240 mg/L) for daily 
average and 7,843 lbs/day (508 mg/L) for daily maximum for sulfate are 
considered corresponding to flow increase request. Therefore, the mass 
loadings of 16, 102 lbs/day for daily average and 34,057 lbs/day for daily 
maximum for TDS are proposed at Outfall 001 in the draft permit. The 
newly calculated mass loadings of 3,706 lbs/day for daily average and 
7,843 lbs/day for daily maximum for sulfate are more stringent than 
existing limits which have been proposed in the draft permit. A three-year 
compliance period has been proposed for sulfate because the newly 
proposed water quality-based effluent limitations for sulfate restrict mass 
loading more as flow increase, the three-year period provides the 
applicant sufficient time to evaluate and adjust their treatment processes 
to achieve the final sulfate limits.  
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2) Outfalls 003 and 006 

Based on the screening, no effluent limitations are needed for TDS, 
sulfate, and chloride for Outfalls 003 and 006. 

3) Outfalls 002, 004, and 005 

None. 

8. PROTECTION OF pH STANDARDS 

a. SCREENING 

The existing permit includes pH limits of 6.5 – 9.0 standard units at 
Outfalls 001, 002, 003, and 004; which discharge into an unclassified 
water body. Consistent with the procedures for pH screening that were 
submitted to EPA with a letter dated May 28, 2014, and approved by EPA 
in a letter dated June 2, 2014, requiring a discharge to an unclassified 
water body to meet pH limits within the range of 6.0 – 9.0 standard units 
reasonably ensures instream compliance with Texas Surface Water 
Quality Standards pH criteria. 

The existing permit includes pH limits of 6.0 – 9.0 standard units at 
Outfalls 005 and 006, which discharge into an unclassified water body. 
Consistent with the procedures for pH screening that were submitted to 
EPA with a letter dated May 28, 2014, and approved by EPA in a letter 
dated June 2, 2014, requiring a discharge to an unclassified water body to 
meet pH limits of 6.0 – 9.0 standard units reasonably ensures instream 
compliance with Texas Surface Water Quality Standards pH criteria. 

b. PERMIT ACTION 

The existing pH limits of 6.5 – 9.0 standard units at Outfalls 001, 002, 
003, and 004; and 6.0 – 9.0 standard units at Outfalls 005 and 006 are 
carried forward in the draft permit. 

9. DISSOLVED OXYGEN PROTECTION  

a. SCREENING 

The following determination was summarized in the TCEQ Interoffice 
Memorandum (IOM) dated March 4,2026. 

Only Outfall 001 is expected to discharge wastewater with significant 
concentrations of oxygen-demanding constituents. A dissolved oxygen 
analysis of the proposed flow along with the existing permitted (loading-
based) effluent limits for Outfall 001 was conducted using a default 
QUAL-TX model in combination with a calibrated QUAL-TX documented 
in the Waste Load Evaluation for Dissolved Oxygen in Cedar Bayou in the 
Trinity-San Jacinto Coastal Basin.  
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Segment No. 0902 is currently listed on the State’s inventory of impaired 
and threatened waters (the 2024 Clean Water Act Section 303(d) list). 
The listing is for depressed dissolved oxygen and bacteria from a point 2.2 
km upstream of IH 10 to a point 7.4 km upstream of FM 1960 (AU 
0902_01). This discharge is to a tributary that enters the dissolved oxygen 
impaired portion of the segment. Because of the 303(d) listing, additional 
loadings of oxygen-demanding constituents that may further contribute to 
the dissolved oxygen impairment of Cedar Bayou Above Tidal cannot be 
authorized. 

The BOD5 loading limit included in the existing permit represents an 
existing authorization, and that same loading limit may be included in the 
amended permit at the proposed increased flow. An increased BOD5 
loading limit would not comply with the permitting constraints associated 
with the dissolved oxygen impairment listing. The existing BOD5 effluent 
limit for Outfall 001 (189 lbs/day) modeled with 6.078 mg/L of the 
maximum self-reported daily average NH3-N and 2.0 mg/L dissolved 
oxygen for the proposed flow of 1.85 MGD is predicted to be adequate to 
ensure that dissolved oxygen levels will be maintained above the criteria 
established by the Standards Implementation Team for the drainage ditch  

b. PERMIT ACTION 

The existing effluent limitations for BOD5 and monitoring requirement 
for ammonia nitrogen are continued. The draft permit includes the 
following effluent for protection of the dissolved oxygen criteria. 

Outfall Pollutant Daily Avg Daily Max 
001 BOD5 189 lbs/day 

12.2 mg/L 
521 lbs/day 
33.7 mg/L 

 Ammonia nitrogen Report, lbs/day 
Report, mg/L 

Report, lbs/day 
Report, mg/L 

 

10. BACTERIA STANDARDS PROTECTION  

a. SCREENING 

Domestic wastewater is routed to a wastewater treatment plant permitted 
to receive domestic sewage for treatment, disposal, or both. Currently, the 
domestic sewage is routed to Washburn Tunnel Facility – Gulf Coast 
Authority (TPDES Permit No. WQ 0001740000) for treatment and 
discharge. 
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b. PERMIT ACTION 

The prohibition of domestic wastewater via this permit is continued in 
the draft permit. 

11. THERMAL STANDARDS PROTECTION  

a. SCREENING 

The reported temperature values in the application were all below the 
temperature criteria for Segment No. 0902 in 30 TAC §307.10(1) 
Appendix A. There is no demonstration of reasonable potential for the 
discharges from this facility to exceed the segment criterion of 90 oF. 

b. PERMIT ACTION 

None. 

XI. PRETREATMENT REQUIREMENTS 

This facility is not defined as a publicly owned treatment works. Pretreatment requirements are 
not proposed in the draft permit. 

XII. VARIANCE REQUESTS 

No variance requests have been received. 

XIII. PROCEDURES FOR FINAL DECISION 

When an application is declared administratively complete, the Chief Clerk sends a letter to the 
applicant advising the applicant to publish the Notice of Receipt of Application and Intent to 
Obtain Permit in the newspaper. In addition, the Chief Clerk instructs the applicant to place a 
copy of the application in a public place for reviewing and copying in the county where the 
facility is or will be located. This application will be in a public place throughout the comment 
period. The Chief Clerk also mails this notice to any interested persons and, if required, to 
landowners identified in the permit application. This notice informs the public about the 
application and provides that an interested person may file comments on the application or 
request a contested case hearing or a public meeting. 

Once a draft permit is completed, it is sent, along with the Executive Director’s preliminary 
decision, as contained in the technical summary or fact sheet, to the Chief Clerk. At that time, the 
Notice of Application and Preliminary Decision will be mailed to the same people and published 
in the same newspaper as the prior notice. This notice sets a deadline for making public 
comments. The applicant must place a copy of the Executive Director’s preliminary decision and 
draft permit in the public place with the application. 

Any interested person may request a public meeting on the application until the deadline for 
filing public comments. A public meeting is intended for the taking of public comment and is not 
a contested case proceeding. 

After the public comment deadline, the Executive Director prepares a response to all significant 
public comments on the application or the draft permit raised during the public comment 
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period. The Chief Clerk then mails the Executive Director’s response to comments and final 
decision to people who have filed comments, requested a contested case hearing, or requested to 
be on the mailing list. This notice provides that if a person is not satisfied with the Executive 
Director’s response and decision, they can request a contested case hearing or file a request to 
reconsider the Executive Director’s decision within 30 days after the notice is mailed. 

The Executive Director will issue the permit unless a written hearing request or request for 
reconsideration is filed within 30 days after the Executive Director’s response to comments and 
final decision is mailed. If a hearing request or request for reconsideration is filed, the Executive 
Director will not issue the permit and will forward the application and request to the TCEQ 
commissioners for their consideration at a scheduled commission meeting. If a contested case 
hearing is held, it will be a legal proceeding similar to a civil trial in state district court. 

If the Executive Director calls a public meeting or the commission grants a contested case 
hearing as described above, the commission will give notice of the date, time, and place of the 
meeting or hearing. If a hearing request or request for reconsideration is made, the commission 
will consider all public comments in making its decision and shall either adopt the Executive 
Director’s response to public comments or prepare its own response. 

For additional information about this application, contact Ruiqiang Zong at (512) 239-4589. 

XIV. ADMINISTRATIVE RECORD 

The following section is a list of the fact sheet citations to applicable statutory or regulatory 
provisions and appropriate supporting references. 

A. PERMIT(S) 

TPDES Permit No. WQ0005014000 issued on July 7, 2021. 

B. APPLICATION 

TPDES wastewater permit application received on January 7, 2026 and additional 
information received on April 1, 2026. 

C. 40 CFR CITATION(S) 

40 CFR Part 414 (NSPS). 

D. LETTERS/MEMORANDA/RECORDS OF COMMUNICATION 

Letter dated April 29, 2014, from L’Oreal W. Stepney, P.E., Deputy Director, Office of 
Water, TCEQ, to Bill Honker, Director, Water Quality Protection Division, EPA (TCEQ 
proposed development strategy for thermal evaluation procedures). 

Letter dated May 12, 2014, from William K. Honker, P.E., Director, Water Quality 
Protection Division, EPA, to L’Oreal W. Stepney, P.E., Deputy Director, Office of Water, 
TCEQ (Approval of TCEQ proposed development strategy for thermal evaluation 
procedures). 

Letter dated May 28, 2014, from L’Oreal W. Stepney, P.E., Deputy Director, Office of 
Water, TCEQ, to Bill Honker, Director, Water Quality Protection Division, EPA (TCEQ 
proposed development strategy for pH evaluation procedures). 
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Letter dated June 2, 2014, from William K. Honker, P.E., Director, Water Quality 
Protection Division, EPA, to L’Oreal W. Stepney, P.E., Deputy Director, Office of Water, 
TCEQ (Approval of TCEQ proposed development strategy for pH evaluation 
procedures). 

Letter dated December 28, 2015, from L’Oreal Stepney, P.E., Deputy Director, Office of 
Water, TCEQ, to Bill Honker, Director, Water Quality Protection Division, EPA (TCEQ 
proposed development strategy for procedures to determine reasonable potential for 
whole effluent toxicity limitations). 

Letter dated December 28, 2015, from William K. Honker, P.E., Director, Water 
Quality Protection Division, EPA, to L’Oreal W. Stepney, P.E., Deputy Director, Office 
of Water, TCEQ (Approval of TCEQ proposed development strategy for procedures to 
determine reasonable potential for whole effluent toxicity limitations). 

TCEQ Interoffice Memorandum dated February 17, 2026, from Jeff Paull of the 
Standards Implementation Team, Water Quality Assessment Section, to the Industrial 
Permits Team, Industrial Wastewater Section (Standards Memo). 

TCEQ Interoffice Memorandum dated April 3, 2026, from Sarah Musgrove of the Water 
Quality Assessment Team, Water Quality Assessment Section, to the Industrial Permits 
Team, Industrial Wastewater Section (Critical Conditions Memo). 

TCEQ Interoffice Memorandum dated March 4, 2026, from Mara Guerin of the Water 
Quality Assessment Team, Water Quality Assessment Section, to the Industrial Permits 
Team, Industrial Wastewater Section (Modeling Memo). 

TCEQ Interoffice Memorandum dated March 3, 2026, from Brad Caston of the 
Standards Implementation Team, Water Quality Assessment Section, to the Industrial 
Permits Team, Industrial Wastewater Section (Biomonitoring Memo). 

Electronic mail dated April 8, 2026, from Ruiqiang Zong of the Industrial Permits Team, 
Industrial Wastewater Section, to Daniel Quesada, Enterprise Products Operating LLC, 
Senior Environmental Engineer, for the typo in the DMR data. 

E. MISCELLANEOUS 

The State of Texas 2022 Integrated Report – Texas 303(d) List (Category 5), TCEQ, July 
7, 2022. 

Texas Surface Water Quality Standards, 30 TAC §§307.1 - 307.10, TCEQ, effective 
March 1, 2018, as approved by EPA Region 6. 

Texas Surface Water Quality Standards, 30 TAC §§307.1 - 307.10, TCEQ, effective 
March 6, 2014, as approved by EPA Region 6, for portions of the 2018 standards not 
approved by EPA Region 6. 

Texas Surface Water Quality Standards, 30 TAC §§307.1 - 307.10, TCEQ, effective July 
22, 2010, as approved by EPA Region 6, for portions of the 2014 standards not yet 
approved by EPA Region 6. 

Texas Surface Water Quality Standards, 30 TAC §§307.1 - 307.10, TCEQ, effective 
August 17, 2000, and Appendix E, effective February 27, 2002, for portions of the 2010 
standards not yet approved by EPA Region 6. 

Short-Term Methods for Estimating the Chronic Toxicity of Effluents and Receiving 
Waters to Freshwater Organisms, Fourth Edition (EPA-821-R-02-013). 
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Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to 
Freshwater and Marine Organisms, Fifth Edition (EPA-821-R-02-012). 

Procedures to Implement the Texas Surface Water Quality Standards, TCEQ, June 
2010, as approved by EPA Region 6. 

Procedures to Implement the Texas Surface Water Quality Standards, TCEQ, January 
2003, for portions of the 2010 IPs not approved by EPA Region 6. 

Guidance Document for Establishing Monitoring Frequencies for Domestic and 
Industrial Wastewater Discharge Permits, TCEQ Document No. 98-001.000-OWR-
WQ, May 1998. 
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Appendix A 
Calculated Technology-Based Effluent Limits 

 
 
The draft permit authorizes the discharge of previously monitored effluent from internal Outfall 101 
(treated process wastewater, treated miscellaneous wastewaters, and treated process area stormwater) 
and utility wastewater at a daily average flow not to exceed 1,850,000 gallons per day via Outfall 001; 
non-process area stormwater, post first-flush stormwater, hydrostatic test water, raw water analyzer 
flow, and allowable non-stormwater on an intermittent and flow-variable basis via Outfall 002; utility 
wastewater at a daily average flow not to exceed 346,000 gallons per day via Outfall 003; non-process 
area stormwater, post first-flush stormwater, hydrostatic test water, and allowable non-stormwater on 
an intermittent and flow-variable basis via Outfall 004; non-process area stormwater, allowable non-
stormwater, and hydrostatic test water from the isoButane Dehydrogenation Unit on an intermittent 
and flow-variable basis via Outfall 005; and utility wastewater and stormwater from chemical area 
sumps at a daily average dry-weather flow not to exceed 72,000 gallons per day via Outfall 006.  
 
The application indicates that the construction of the facility commenced in the year 2014; which is 
after the new source promulgation date of November. 5, 1987. The facility is a new source and subject 
to the applicable New Source Performance Standards in 40 CFR Part 414 for the Organic Chemicals, 
Plastics, and Synthetic Fibers [OCPSF] manufacturing category. 
 
Technology-based effluent limitations for Outfalls 001 and 101 have been recalculated based on the 
updated flows for contributing sources and the applicable effluent limitation guidelines [ELGs] or 
applicable BPJ criteria. 
 
 A. PROCESS WASTEWATER - CONVENTIONAL POLLUTANTS 
 

The concentration criteria for biochemical oxygen demand (5-day) [BOD5] and total 
suspended solids [TSS] are derived from pro-rating the criteria from the applicable ELGs 
based on the proportional production output of the respective ELG regulated processes. 

 
  Commodity Organic Chemicals (414.64 – Subpart F)     5.4%  
  Bulk Organic Chemicals (414.74 - Subpart G)   94.6% 

     
BOD5-Avg   
 Sub-F  (30 mg/L) * (0.054) =   1.62 mg/L 
 Sub-G   (34 mg/L) * (0.946) = 32.164 mg/L  
 TOTAL  33.784 mg/L 
BOD5-Max   
 Sub-F  (80 mg/L) * (0.054) =    4.32 mg/L 
 Sub-G   (92 mg/L) * (0.946) = 87.032 mg/L  
 TOTAL  91.352 mg/L 
TSS-Avg   
 Sub-F  (46 mg/L) * (0.054) =   2.484 mg/L 
 Sub-G   (49 mg/L) * (0.946) = 46.354 mg/L  
 TOTAL  48.838 mg/L 
TSS-Max   
 Sub-F  (149 mg/L) * (0.054) =  8.046 mg/L 
 Sub-G   (159 mg/L) * (0.946) = 150.414 mg/L  
 TOTAL  158.46 mg/L 
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  Mass loading allocations are calculated as follows based on the prorated ELG criteria 
derived above and the daily average process wastewater flow of 0.515 MGD (on page 9 
in the application). 

   
BOD5 AVG  33.784 mg/L * 0.515 MGD * 8.345 = 145.19 lbs/day 
BOD5 MAX 91.352 mg/L * 0.515 MGD * 8.345 =  392.60 lbs/day 
TSS AVG  48.838 mg/L * 0.515 MGD * 8.345 =  209.89 lbs/day 
TSS MAX  158.46 mg/L * 0.515 MGD * 8.345 =  681.01 lbs/day 

 
B. REVERSE-OSMOSIS REGENERATE WASTEWATER - CONVENTIONAL 

POLLUTANT ALLOCATIONS 
 

Mass loading allocations are calculated as follows based on BPJ criteria and the daily 
average reverse-osmosis regenerate wastewater flow of 0.022 MGD. 

 
BOD5 AVG  10 mg/L * 0.022 MGD * 8.345 =     1.84 lbs/day 
BOD5 MAX 20 mg/L * 0.022 MGD * 8.345 =    3.67 lbs/day 
TSS AVG  30 mg/L * 0.022 MGD * 8.345 =    5.11 lbs/day 
TSS MAX  100 mg/L * 0.022 MGD * 8.345 =  18.36 lbs/day 

 
 C. UTILITY WASTEWATER - CONVENTIONAL POLLUTANT ALLOCATIONS 
 

Mass loading allocations are calculated as follows based on BPJ criteria and the daily 
average utility wastewater flow of 1.3104 MGD. 

 
BOD5 AVG  10 mg/L * 1.3104 MGD * 8.345 =   109.35 lbs/day 
BOD5 MAX 20 mg/L * 1.3104 MGD * 8.345 =  218.71 lbs/day 
TSS AVG  30 mg/L * 1.3104 MGD * 8.345 =  328.06 lbs/day 
TSS MAX  100 mg/L * 1.3104MGD * 8.345 =  1093.53 lbs/day 

 
 D. OUTFALL 001 - CONVENTIONAL POLLUTANTS SUMMATIONS 

 
The contributing wastestreams were summed (added together) to calculate the 
technology-based mass effluent limitations. 

 
   DLY AVG 

LBS/DAY 
DLY MAX 
LBS/DAY 

BOD5   
 Process Wastewater  145.19 392.60 
 RO Regenerate Wastewater 1.84 3.67 
 Utility Wastewater  109.35 218.71 
   TOTAL 256.38 

 
 ~ 256 lbs/day 

614.98 
 

 ~ 615 lbs/day 
   
TSS   
 Process Wastewater  209.89 681.01 
 RO Regenerate Wastewater 5.11 18.36 
 Utility Wastewater  328.06 1093.53 
   TOTAL 543.06 

 
~ 543 lbs/day 

1792.9 
 

~ 1793 lbs/day 
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 E. OUTFALL 101 - CONVENTIONAL POLLUTANTS SUMMATIONS 

 
The contributing waste streams were summed (added together) to calculate the 
technology-based mass effluent limitations. 

 
   DLY AVG 

LBS/DAY 
DLY MAX 
LBS/DAY 

BOD5   
 Process Wastewater  151.65 410.06 
 RO Regenerate Wastewater    1.84     3.67  
   TOTAL 153.49 

 
~ 153 lbs/day 

413.73 
 

~ 414 lbs/day 
   
TSS   
 Process Wastewater  219.22 711.29 
 RO Regenerate Wastewater    5.11    18.36  
 TOTAL 224.33 

 
~ 224 lbs/day 

729.65 
 

~ 730 lbs/day 
   

 
F. OCPSF - TOXIC POLLUTANT STANDARDS 

 

BAT Effluent Limitations for the OCPSF Point Source Category40 CFR 414.91 
(Subpart I) - Federal Register Vol. 58, No. 130, July 9, 1993 

  
Total Flow from Outfall 101 0.5379MGD 
Process Wastewater Flow 0.515 MGD 
Metal Bearing Wastewater Flow 0 MGD 
Cyanide Bearing Wastewater Flow 0 MGD 

  
  Mass limit (Lbs/day) = [concentration limit (ug/L)/1000] x [0.515 MGD] x [8.345] 
 

Pollutant 
Daily 

Average 
(µg/L) 

Daily 
Maximum 

(µg/L) 

Daily 
Average 

(lbs/day) 

Daily 
Maximum 
(lbs/day) 

Chromium 1110 2770 0 0 

Zinc 1050 2610 0 0 

Copper 1450 3380 0 0 

Lead 320 690 0 0 

Nickel 1690 3980 0 0 

Cyanide 420 1200 0 0 

Acenaphthene 22 59 0.095 0.254 

Acenaphthylene 22 59 0.095 0.254 

Acrylonitrile 96 242 0.413 1.040 

Anthracene 22 59 0.095 0.254 

Benzene 37 136 0.159 0.584 

Benzo(a)anthracene 22 59 0.095 0.254 
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Pollutant 
Daily 

Average 
(µg/L) 

Daily 
Maximum 

(µg/L) 

Daily 
Average 

(lbs/day) 

Daily 
Maximum 
(lbs/day) 

Benzo(a)pyrene 23 61 0.099 0.262 

3,4-Benzofluoranthene 23 61 0.099 0.262 

Benzo(k)fluoranthene 22 59 0.095 0.254 

Bis(2-ethylhexyl)phthalate 103 279 0.443 1.199 

Carbon Tetrachloride 18 38 0.077 0.163 

Chlorobenzene 15 28 0.064 0.120 

Chloroethane 104 268 0.447 1.152 

Chloroform 21 46 0.090 0.198 

2-Chlorophenol 31 98 0.133 0.421 

Chrysene 22 59 0.095 0.254 

1,2-Dichlorobenzene 77 163 0.331 0.701 

1,3-Dichlorobenzene 31 44 0.133 0.189 

1,4-Dichlorobenzene 15 28 0.064 0.120 

1,1-Dichloroethane 22 59 0.095 0.254 

1,2-Dichloroethane 68 211 0.292 0.907 

1,1-Dichloroethylene 16 25 0.069 0.107 

1,2-trans Dichloroethylene 21 54 0.090 0.232 

2,4-Dichlorophenol 39 112 0.168 0.481 

1,2-Dichloropropane 153 230 0.658 0.988 

1,3-Dichloropropylene 29 44 0.125 0.189 

Diethyl phthalate 81 203 0.348 0.872 

2,4-Dimethylphenol 18 36 0.077 0.155 

Dimethyl phthalate 19 47 0.082 0.202 

Di-n-butyl phthalate 27 57 0.116 0.245 

4,6-Dinitro-o-cresol 78 277 0.335 1.190 

2,4-Dinitrophenol 71 123 0.305 0.529 

2,4-Dinitrotoluene 113 285 0.486 1.225 

2,6-Dinitrotoluene 255 641 1.096 2.755 

Ethylbenzene 32 108 0.138 0.464 

Fluoranthene 25 68 0.107 0.292 

Fluorene 22 59 0.095 0.254 

Hexachlorobenzene 15 28 0.064 0.120 

Hexachloroethane 21 54 0.090 0.232 

Hexachlorobutadiene 20 49 0.086 0.211 

Methyl Chloride 86 190 0.370 0.817 

Methylene Chloride 40 89 0.172 0.382 

Naphthalene 22 59 0.095 0.254 

Nitrobenzene 27 68 0.116 0.292 

2-Nitrophenol 41 69 0.176 0.297 

4-Nitrophenol 72 124 0.309 0.533 

Phenanthrene 22 59 0.095 0.254 

Phenol 15 26 0.064 0.112 
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Pollutant 
Daily 

Average 
(µg/L) 

Daily 
Maximum 

(µg/L) 

Daily 
Average 

(lbs/day) 

Daily 
Maximum 
(lbs/day) 

Pyrene 25 67 0.107 0.288 

Tetrachloroethylene 22 56 0.095 0.241 

Toluene 26 80 0.112 0.344 

1,2,4-Trichlorobenzene 68 140 0.292 0.602 

1,1,1-Trichloroethane 21 54 0.090 0.232 

1,1,2-Trichloroethane 21 54 0.090 0.232 

Trichloroethylene 21 54 0.090 0.232 

Vinyl Chloride 104 268 0.447 1.152 
 

H. CALCULATED TECHNOLOGY-BASED EFFLUENT LIMITATIONS 
 

 
Outfall 

 
Pollutant 

Daily AVG 
lbs/day 

Daily MAX 
lbs/day 

001 Biochemical Oxygen Demand (5-day) 256 615 
 Total Suspended Solids 543 1,793 
    
101 Biochemical Oxygen Demand (5-day) 153 414 
 Total Suspended Solids 224 730 
 Acenaphthene 0.095 0.254 
 Acenaphthylene 0.095 0.254 
 Acrylonitrile 0.413 1.040 
 Anthracene 0.095 0.254 
 Benzene 0.159 0.584 
 Benzo(a)anthracene 0.095 0.254 
 Benzo(a)pyrene 0.099 0.262 
 3,4-Benzofluoranthene 0.099 0.262 
 Benzo(k)fluoranthene 0.095 0.254 
 Bis(2-ethylhexyl)phthalate 0.443 1.199 
 Carbon Tetrachloride 0.077 0.163 
 Chlorobenzene 0.064 0.120 
 Chloroethane 0.447 1.152 
 Chloroform 0.090 0.198 
 2-Chlorophenol 0.133 0.421 
 Chrysene 0.095 0.254 
 1,2-Dichlorobenzene 0.331 0.701 
 1,3-Dichlorobenzene 0.133 0.189 
 1,4-Dichlorobenzene 0.064 0.120 
 1,1-Dichloroethane 0.095 0.254 
 1,2-Dichloroethane 0.292 0.907 
 1,1-Dichloroethylene 0.069 0.107 
 1,2-trans Dichloroethylene 0.090 0.232 
 2,4-Dichlorophenol 0.168 0.481 
 1,2-Dichloropropane 0.658 0.988 
 1,3-Dichloropropylene 0.125 0.189 
 Diethyl phthalate 0.348 0.872 
 2,4-Dimethylphenol 0.077 0.155 
 Dimethyl phthalate 0.082 0.202 
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Outfall 

 
Pollutant 

Daily AVG 
lbs/day 

Daily MAX 
lbs/day 

101 Di-n-butyl phthalate 0.116 0.245 
 4,6-Dinitro-o-cresol 0.335 1.190 
 2,4-Dinitrophenol 0.305 0.529 
 2,4-Dinitrotoluene 0.486 1.225 
 2,6-Dinitrotoluene 1.096 2.755 
 Ethylbenzene 0.138 0.464 
 Fluoranthene 0.107 0.292 
 Fluorene 0.095 0.254 
 Hexachlorobenzene 0.064 0.120 
 Hexachloroethane 0.090 0.232 
 Hexachlorobutadiene 0.086 0.211 
 Methyl Chloride 0.370 0.817 
 Methylene Chloride 0.172 0.382 
 Naphthalene 0.095 0.254 
 Nitrobenzene 0.116 0.292 
 2-Nitrophenol 0.176 0.297 
 4-Nitrophenol 0.309 0.533 
 Phenanthrene 0.095 0.254 
 Phenol 0.064 0.112 
 Pyrene 0.107 0.288 
 Tetrachloroethylene 0.095 0.241 
 Toluene 0.112 0.344 
 1,2,4-Trichlorobenzene 0.292 0.602 
 1,1,1-Trichloroethane 0.090 0.232 
 1,1,2-Trichloroethane 0.090 0.232 
 Trichloroethylene 0.090 0.232 
 Vinyl Chloride 0.447 1.152 
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Appendix B 
Calculated Water Quality-Based Effluent Limits 

TEXTOX MENU #2 - INTERMITTENT STREAM WITHIN 3 MILES OF A FRESHWATER PERENNIAL STREAM/RIVER    
    
The water quality-based effluent limitations developed below are calculated using:    
    
Table 1, 2014 Texas Surface Water Quality Standards (30 TAC 307) for Freshwater Aquatic Life    
Table 2, 2018 Texas Surface Water Quality Standards for Human Health    
"Procedures to Implement the Texas Surface Water Quality Standards," TCEQ, June 2010    
        
PERMIT INFORMATION     
Permittee Name: Enterprise Products Operating LLC    
TPDES Permit No.: WQ0005014000    
Outfall No.: Outfall 001    
Prepared by: RUIQIANG ZONG    
Date: April 9. 2026    
        
DISCHARGE INFORMATION     
Intermittent Receiving Waterbody: unnamed ditch    
Perennial Stream/River within 3 Miles: Cedar Bayou Above Tidal    
Segment No.: 0902       
TSS (mg/L): 4       
pH (Standard Units): 7.1       
Hardness (mg/L as CaCO3): 90       
Chloride (mg/L): 88       
Effluent Flow for Aquatic Life (MGD): 1.85       
Critical Low Flow [7Q2] (cfs) for intermittent: 0       
Critical Low Flow [7Q2] (cfs) for perennial: 0.16       
% Effluent for Chronic Aquatic Life (Mixing Zone): 94.71       
% Effluent for Acute Aquatic Life (ZID): 100       
Effluent Flow for Human Health (MGD): 1.85       
Harmonic Mean Flow (cfs) for perennial: 0.55       
% Effluent for Human Health: 83.882       
Human Health Criterion (select: PWS, FISH, or INC) FISH       
        
CALCULATE DISSOLVED FRACTION (AND ENTER WATER EFFECT RATIO IF APPLICABLE): 

Stream/River Metal 
Intercept     

(b) 
Slope        
(m) 

Partition 
Coefficient 

(Kp) 

Dissolved 
Fraction 
(Cd/Ct) Source 

Water 
Effect 
Ratio 
(WER) Source 

Aluminum N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Arsenic 5.68 -0.73 173978.75 0.590   1.00 Assumed 

Cadmium 6.60 -1.13 831136.22 0.231   1.00 Assumed 

Chromium (total) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (trivalent) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (hexavalent) N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Copper 6.02 -0.74 375383.87 0.400   1.00 Assumed 

Lead 6.45 -0.80 929719.64 0.212   1.00 Assumed 

Mercury N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Nickel 5.69 -0.57 222241.83 0.529   1.00 Assumed 

Selenium N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Silver 6.38 -1.03 575278.59 0.303   1.00 Assumed 

Zinc 6.10 -0.70 477043.53 0.344   1.00 Assumed 
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AQUATIC LIFE 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS: 

Parameter 

FW Acute 
Criterion 

(µg/L) 

FW 
Chronic 

Criterion  
(µg/L) 

WLAa    
(µg/L) 

WLAc      
(µg/L) 

LTAa   
(µg/L) 

LTAc      
(µg/L) 

Daily 
Avg. 

(µg/L) 

Daily 
Max. 
(µg/L) 

Aldrin 3.0 N/A 3.0 N/A 1.72 N/A 2.53 5.35 

Aluminum  991 N/A 991 N/A 568 N/A 835 1766 

Arsenic  340 150 577 269 330 207 304 643 

Cadmium  7.7 0.229 33.5 1.04 19.2 0.80 1.18 2.50 

Carbaryl 2.0 N/A 2.0 N/A 1.15 N/A 1.68 3.56 

Chlordane 2.4 0.004 2.4 0.0042 1.38 0.0033 0.0048 0.0101 

Chlorpyrifos 0.083 0.041 0.083 0.043 0.048 0.033 0.049 0.104 

Chromium (trivalent) 523 68 2430 334 1392 257 378 799 

Chromium (hexavalent) 15.7 10.6 15.7 11.2 9.00 8.6 12.7 26.8 

Copper  12.9 8.7 32.2 22.9 18.4 17.6 25.9 55 

Cyanide (free)  45.8 10.7 45.8 11.3 26.2 8.7 12.8 27.1 

4,4'-DDT 1.1 0.001 1.1 0.0011 0.630 0.0008 0.0012 0.0025 

Demeton N/A 0.1 N/A 0.106 N/A 0.081 0.120 0.253 

Diazinon 0.17 0.17 0.17 0.180 0.097 0.138 0.143 0.303 

Dicofol [Kelthane] 59.3 19.8 59.3 20.9 34.0 16.1 23.7 50.1 

Dieldrin 0.24 0.002 0.24 0.0021 0.138 0.0016 0.0024 0.0051 

Diuron 210 70 210 74 120 57 84 177 

Endosulfan I (alpha) 0.22 0.056 0.22 0.059 0.126 0.046 0.067 0.142 

Endosulfan II (beta) 0.22 0.056 0.22 0.059 0.126 0.046 0.067 0.142 

Endosulfan sulfate 0.22 0.056 0.22 0.059 0.126 0.046 0.067 0.142 

Endrin 0.086 0.002 0.086 0.0021 0.049 0.0016 0.0024 0.0051 

Guthion [Azinphos Methyl] N/A 0.01 N/A 0.011 N/A 0.008 0.012 0.025 

Heptachlor 0.52 0.004 0.52 0.0042 0.298 0.0033 0.0048 0.0101 

Hexachlorocyclohexane (gamma) [Lindane] 1.126 0.08 1.126 0.084 0.645 0.065 0.096 0.202 

Lead  58 2.24 272 11.2 156 8.6 12.7 27 

Malathion N/A 0.01 N/A 0.011 N/A 0.008 0.012 0.025 

Mercury 2.4 1.3 2.4 1.37 1.38 1.06 1.55 3.29 

Methoxychlor N/A 0.03 N/A 0.032 N/A 0.024 0.036 0.076 

Mirex N/A 0.001 N/A 0.0011 N/A 0.0008 0.0012 0.0025 

Nickel  428 47.6 809 95 464 73 107 227 

Nonylphenol 28 6.6 28 7.0 16.0 5.37 7.9 16.7 

Parathion (ethyl) 0.065 0.013 0.065 0.014 0.037 0.011 0.016 0.033 

Pentachlorophenol 9.6 7.4 9.6 7.8 5.5 6.0 8.1 17.2 

Phenanthrene 30 30 30 31.7 17.2 24.4 25.3 53.5 

Polychlorinated Biphenyls [PCBs] 2.0 0.014 2.0 0.015 1.15 0.011 0.017 0.035 

Selenium 20 5 20 5.28 11.5 4.07 6.0 12.6 

Silver 0.8 N/A 19.45 N/A 11.15 N/A 16.39 34.7 

Toxaphene 0.78 0.0002 0.78 0.00021 0.447 0.00016 0.00024 0.00051 

Tributyltin [TBT] 0.13 0.024 0.13 0.025 0.074 0.020 0.029 0.061 

2,4,5 Trichlorophenol 136 64 136 68 77.9 52.0 76 162 

Zinc 107 108 312 332 179 255 263 555 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily 
Avg. 

(µg/L) 

Daily 
Max. 
(µg/L) 

Acrylonitrile 1.0 115 1150 137.10 127.50 187.43 396.53 

Aldrin 1.146E-05 
1.147E-

05 1.147E-04 1.37E-05 1.27E-05 1.87E-05 3.95E-05 

Anthracene 1109 1317 13170 1570 1460 2146 4541 

Antimony 6 1071 10710 1276.8 1187.4 1745.5 3692.9 

Arsenic  10 N/A N/A N/A N/A N/A N/A 

Barium  2000 N/A N/A N/A N/A N/A N/A 

Benzene 5 581 5810 692.6 644.2 946.9 2003.3 

Benzidine 0.0015 0.107 1.07 0.1276 0.1186 0.1744 0.3689 

Benzo(a)anthracene 0.024 0.025 0.25 0.030 0.028 0.0407 0.0862 

Benzo(a)pyrene 0.0025 0.0025 0.025 0.0030 0.0028 0.00407 0.00862 

Bis(chloromethyl)ether 0.0024 0.2745 2.745 0.3272 0.3043 0.447 0.946 

Bis(2-chloroethyl)ether 0.60 42.83 428.3 51.06 47.49 69.80 147.68 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 6 7.55 75.5 9.0 8.4 12.3 26.0 

Bromodichloromethane [Dichlorobromomethane] 10.2 275 2750 327.8 304.9 448.2 948 

Bromoform [Tribromomethane] 66.9 1060 10600 1264 1175 1728 3655 

Cadmium 5 N/A N/A N/A N/A N/A N/A 

Carbon Tetrachloride 4.5 46 460 54.8 51.0 75.0 158.6 

Chlordane 0.0025 0.0025 0.025 0.0030 0.0028 0.004 0.009 

Chlorobenzene 100 2737 27370 3263 3035 4461 9437 

Chlorodibromomethane [Dibromochloromethane] 7.5 183 1830 218.2 202.9 298.3 631.0 

Chloroform [Trichloromethane] 70 7697 76970 9176 8534 12544 26540 

Chromium (hexavalent) 62 502 5020 598 557 818 1731 

Chrysene 2.45 2.52 25.2 3.00 2.79 4.1 8.7 

Cresols [Methylphenols] 1041 9301 93010 11088 10312 15159 32070 

Cyanide (free)  200 N/A N/A N/A N/A N/A N/A 

4,4'-DDD 0.002 0.002 0.02 0.0024 0.0022 0.0033 0.0069 

4,4'-DDE 0.00013 0.00013 0.0013 0.00015 0.00014 0.00021 0.00045 

4,4'-DDT 0.0004 0.0004 0.004 0.0005 0.0004 0.0007 0.0014 

2,4'-D 70 N/A N/A N/A N/A N/A N/A 

Danitol [Fenpropathrin] 262 473 4730 564 524 771 1631 

1,2-Dibromoethane [Ethylene Dibromide] 0.17 4.24 42.4 5.055 4.701 6.910 14.62 

m-Dichlorobenzene [1,3-Dichlorobenzene] 322 595 5950 709 660 970 2052 

o-Dichlorobenzene [1,2-Dichlorobenzene] 600 3299 32990 3933 3658 5377 11375 

p-Dichlorobenzene [1,4-Dichlorobenzene] 75 N/A N/A N/A N/A N/A N/A 

3,3'-Dichlorobenzidine 0.79 2.24 22.4 2.67 2.48 3.65 7.72 

1,2-Dichloroethane 5 364 3640 433.9 403.6 593.2 1255.1 

1,1-Dichloroethylene [1,1-Dichloroethene] 7 55114 551140 65704.1 61104.8 89824.1 190036.0 

Dichloromethane [Methylene Chloride] 5 13333 133330 15894.9 14782.3 21730.0 45972.9 

1,2-Dichloropropane 5 259 2590 308.8 287.2 422.1 893.0 

1,3-Dichloropropene [1,3-Dichloropropylene] 2.8 119 1190 141.87 131.94 193.9 410.3 

Dicofol [Kelthane] 0.30 0.30 3 0.36 0.333 0.49 1.03 

Dieldrin 2.0E-05 2.0E-05 2.0E-04 0.000024 0.000022 0.000033 0.000069 

2,4-Dimethylphenol 444 8436 84360 10057 9353 13749 29088 

Di-n-Butyl Phthalate 88.9 92.4 924 110 102 151 319 

Dioxins/Furans [TCDD Equivalents] 7.80E-08 7.97E-08 7.97E-07 9.50E-08 8.84E-08 1.30E-07 2.75E-07 

Endrin 0.02 0.02 0.2 0.024 0.022 0.033 0.069 

Epichlorohydrin 53.5 2013 20130 2400 2232 3281 6941 

Ethylbenzene 700 1867 18670 2226 2070 3043 6438 

Ethylene Glycol 46744 1.68E+07 1.68E+08 20028106 18626139 27380424 57927292 

Fluoride 4000 N/A N/A N/A N/A N/A N/A 

Heptachlor 8.0E-05 0.0001 0.001 0.00012 0.00011 0.00016 0.00034 

Heptachlor Epoxide 0.00029 0.00029 0.0029 0.0003 0.0003 0.0005 0.0010 

Hexachlorobenzene 0.00068 0.00068 0.0068 0.0008 0.0008 0.00111 0.00234 

Hexachlorobutadiene 0.21 0.22 2.2 0.262 0.244 0.359 0.759 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily 
Avg. 

(µg/L) 

Daily 
Max. 
(µg/L) 

Hexachlorocyclohexane (alpha) 0.0078 0.0084 0.084 0.010 0.009 0.014 0.029 

Hexachlorocyclohexane (beta) 0.15 0.26 2.6 0.310 0.288 0.424 0.90 

Hexachlorocyclohexane (gamma) [Lindane] 0.2 0.341 3.41 0.407 0.378 0.556 1.18 

Hexachlorocyclopentadiene 10.7 11.6 116 13.8 12.9 18.9 40 

Hexachloroethane 1.84 2.33 23.3 2.78 2.58 3.80 8.03 

Hexachlorophene 2.05 2.90 29 3.46 3.22 4.73 10.0 

4,4'-Isopropylidenediphenol [Bisphenol A] 1092 15982 159820 19053 17719 26047 55107 

Lead  1.15 3.83 38.3 21.5 20.0 29.5 62.3 

Mercury 0.0122 0.0122 0.122 0.015 0.014 0.020 0.042 

Methoxychlor 2.92 3.0 30 3.6 3.33 4.9 10.3 

Methyl Ethyl Ketone 13865 9.92E+05 9.92E+06 1182612 1099829 1616749 3420469 

Methyl tert-butyl ether [MTBE] 15 10482 104820 12496.1 11621.4 17083.4 36142 

Nickel 332 1140 11400 2567 2387 3510 7425 

Nitrate-Nitrogen (as Total Nitrogen) 10000 N/A N/A N/A N/A N/A N/A 

Nitrobenzene 45.7 1873 18730 2233 2077 3053 6458 

N-Nitrosodiethylamine 0.0037 2.1 21 2.504 2.328 3.423 7.241 

N-Nitroso-di-n-Butylamine 0.119 4.2 42 5.007 4.657 6.845 14.48 

Pentachlorobenzene 0.348 0.355 3.55 0.42 0.39 0.58 1.22 

Pentachlorophenol 0.22 0.29 2.9 0.346 0.322 0.47 1.00 

Polychlorinated Biphenyls [PCBs] 6.4E-04 6.4E-04 6.40E-03 0.0008 0.0007 0.0010 0.0022 

Pyridine 23 947 9470 1129.0 1049.9 1543 3265 

Selenium 50 N/A N/A N/A N/A N/A N/A 

1,2,4,5-Tetrachlorobenzene 0.23 0.24 2.4 0.286 0.266 0.39 0.83 

1,1,2,2-Tetrachloroethane 1.64 26.35 263.5 31.41 29.21 42.94 90.9 

Tetrachloroethylene [Tetrachloroethylene] 5 280 2800 333.8 310.4 456.3 965.5 

Thallium 0.12 0.23 2.3 0.274 0.255 0.375 0.79 

Toluene 1000 N/A N/A N/A N/A N/A N/A 

Toxaphene 0.011 0.011 0.11 0.013 0.012 0.018 0.038 

2,4,5-TP [Silvex] 50 369 3690 440 409 601 1272 

1,1,1-Trichloroethane 200 784354 7843540 935067 869612 1278330 2704494 

1,1,2-Trichloroethane 5 166 1660 197.9 184.0 270.5 572.4 

Trichloroethylene [Trichloroethene] 5 71.9 719 85.7 79.7 117.2 247.9 

2,4,5-Trichlorophenol 1039 1867 18670 2226 2070 3043 6438 

TTHM [Sum of Total Trihalomethanes] 80 N/A N/A N/A N/A N/A N/A 

Vinyl Chloride 0.23 16.5 165 19.670 18.294 26.89 56.89 
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CALCULATE 70% AND 85% OF DAILY AVERAGE EFFLUENT LIMITATIONS: 

   

Aquatic Life 
70% of      

Daily Avg. 
85% of     

Daily Avg. 

Parameter (µg/L) (µg/L) 

Aldrin 1.77 2.15 

Aluminum  584 710 

Arsenic  213 258 

Cadmium  0.83 1.00 

Carbaryl 1.18 1.43 

Chlordane 0.0033 0.0041 

Chlorpyrifos 0.034 0.042 

Chromium (trivalent) 264 321 

Chromium (hexavalent) 8.87 10.8 

Copper  18.1 22.0 

Cyanide (free)  9.0 10.9 

4,4'-DDT 0.0008 0.0010 

Demeton 0.084 0.102 

Diazinon 0.100 0.122 

Dicofol [Kelthane] 16.6 20.1 

Dieldrin 0.0017 0.0020 

Diuron 59 71 

Endosulfan I (alpha) 0.047 0.057 

Endosulfan II (beta) 0.047 0.057 

Endosulfan sulfate 0.047 0.057 

Endrin 0.0017 0.0020 

Guthion [Azinphos Methyl] 0.008 0.010 

Heptachlor 0.0033 0.0041 

Hexachlorocyclohexane (gamma) [Lindane] 0.067 0.081 

Lead  8.9 10.8 

Malathion 0.008 0.010 

Mercury 1.09 1.32 

Methoxychlor 0.025 0.030 

Mirex 0.0008 0.0010 

Nickel  75 91 

Nonylphenol 5.52 6.7 

Parathion (ethyl) 0.011 0.013 

Pentachlorophenol 5.7 6.9 

Phenanthrene 17.7 21.5 

Polychlorinated Biphenyls [PCBs] 0.012 0.014 

Selenium 4.18 5.08 

Silver 11.47 13.93 

Toxaphene 0.00017 0.00020 

Tributyltin [TBT] 0.020 0.024 

2,4,5 Trichlorophenol 53.5 65.0 

Zinc 184 223 
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Human Health 
70% of      

Daily Avg. 

85% of     
Daily 
Avg. 

Parameter (µg/L) (µg/L) 

Acrylonitrile 131.20 159.31 

Aldrin 0.000013 0.000016 

Anthracene 1503 1824 

Antimony 1221.9 1483.7 

Arsenic  N/A N/A 

Barium  N/A N/A 

Benzene 662.8 804.9 

Benzidine 0.1221 0.1482 

Benzo(a)anthracene 0.029 0.035 

Benzo(a)pyrene 0.0029 0.0035 

Bis(chloromethyl)ether 0.3132 0.3803 

Bis(2-chloroethyl)ether 48.86 59.33 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 8.6 10.5 

Bromodichloromethane [Dichlorobromomethane] 313.7 381.0 

Bromoform [Tribromomethane] 1209 1468 

Cadmium N/A N/A 

Carbon Tetrachloride 52.5 63.7 

Chlordane 0.0029 0.0035 

Chlorobenzene 3123 3792 

Chlorodibromomethane [Dibromochloromethane] 208.8 253.5 

Chloroform [Trichloromethane] 8781 10663 

Chromium (hexavalent) 573 695 

Chrysene 2.87 3.49 

Cresols [Methylphenols] 10611 12885 

Cyanide (free)  N/A N/A 

4,4'-DDD 0.0023 0.0028 

4,4'-DDE 0.00015 0.00018 

4,4'-DDT 0.0005 0.0006 

2,4'-D N/A N/A 

Danitol [Fenpropathrin] 540 655 

1,2-Dibromoethane [Ethylene Dibromide] 4.837 5.874 

m-Dichlorobenzene [1,3-Dichlorobenzene] 679 824 

o-Dichlorobenzene [1,2-Dichlorobenzene] 3764 4570 

p-Dichlorobenzene [1,4-Dichlorobenzene] N/A N/A 

3,3'-Dichlorobenzidine 2.56 3.10 

1,2-Dichloroethane 415.3 504.3 

1,1-Dichloroethylene [1,1-Dichloroethene] 62876.9 76350.5 

Dichloromethane [Methylene Chloride] 15211.0 18470.5 

1,2-Dichloropropane 295.5 358.8 

1,3-Dichloropropene [1,3-Dichloropropylene] 135.76 164.9 

Dicofol [Kelthane] 0.342 0.42 

Dieldrin 0.000023 0.000028 

2,4-Dimethylphenol 9624 11687 

Di-n-Butyl Phthalate 105 128 

Dioxins/Furans [TCDD Equivalents] 9.09E-08 1.10E-07 

Endrin 0.023 0.028 

Epichlorohydrin 2297 2789 

Ethylbenzene 2130 2586 

Ethylene Glycol 19166297 23273361 

Fluoride N/A N/A 

Heptachlor 0.00011 0.00014 

Heptachlor Epoxide 0.0003 0.0004 

Hexachlorobenzene 0.0008 0.0009 

Hexachlorobutadiene 0.251 0.305 

Hexachlorocyclohexane (alpha) 0.010 0.012 

Hexachlorocyclohexane (beta) 0.297 0.360 

Hexachlorocyclohexane (gamma) [Lindane] 0.389 0.472 

Hexachlorocyclopentadiene 13.2 16.1 
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Human Health 
70% of      

Daily Avg. 

85% of     
Daily 
Avg. 

Parameter (µg/L) (µg/L) 

Hexachloroethane 2.66 3.23 

Hexachlorophene 3.31 4.02 

4,4'-Isopropylidenediphenol [Bisphenol A] 18233 22140 

Lead  20.6 25.0 

Mercury 0.014 0.017 

Methoxychlor 3.42 4.2 

Methyl Ethyl Ketone 1131724 1374237 

Methyl tert-butyl ether [MTBE] 11958.4 14520.9 

Nickel 2457 2983 

Nitrate-Nitrogen (as Total Nitrogen) N/A N/A 

Nitrobenzene 2137 2595 

N-Nitrosodiethylamine 2.396 2.909 

N-Nitroso-di-n-Butylamine 4.792 5.818 

Pentachlorobenzene 0.41 0.49 

Pentachlorophenol 0.331 0.402 

Polychlorinated Biphenyls [PCBs] 0.0007 0.0009 

Pyridine 1080.4 1311.9 

Selenium N/A N/A 

1,2,4,5-Tetrachlorobenzene 0.274 0.332 

1,1,2,2-Tetrachloroethane 30.06 36.50 

Tetrachloroethylene [Tetrachloroethylene] 319.4 387.9 

Thallium 0.262 0.319 

Toluene N/A N/A 

Toxaphene 0.013 0.015 

2,4,5-TP [Silvex] 421 511 

1,1,1-Trichloroethane 894831 1086581 

1,1,2-Trichloroethane 189.4 230.0 

Trichloroethylene [Trichloroethene] 82.0 99.6 

2,4,5-Trichlorophenol 2130 2586 

TTHM [Sum of Total Trihalomethanes] N/A N/A 

Vinyl Chloride 18.824 22.858 
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Mass Limit (lbs/day) = [Concentration Limit (µg/L)/1000] x [1.85 MGD] x [8.345] 
 

POLLUTANT 
Daily Avg 

µg/L 
Daily Max 

µg/L 
Daily Avg 
lbs/day 

Daily Max 
lbs/day 

Acrylonitrile 187 397 2.887 6.129 

Anthracene 2,146 4,541 33.13 70.105 

Benzene 947 2,003 14.62 30.92 

Benzo(a)anthracene 0.041 0.086 0.000628 0.00133 

Benzo(a)pyrene 0.0041 0.0086 0.0000628 0.000133 

Bis(2-ethylhexyl)phthalate 12.3 26 0.190 0.401 

Carbon Tetrachloride 75 159 1.158 2.455 

Chlorobenzene 4,461 9,437 68.9 146 

Chloroform 12,544 26,540 194 410 

Chrysene 4.1 8.7 0.0633 0.134 

m-Dichlorobenzene 970 2,052 14.98 31.68 

o-Dichlorobenzene 5,377 11,375 83.01 175.6 

1,2-Dichloroethane 593 1255 9.155 19.375 

1,1-Dichloroethylene 89,824 190,036 1387 2934 

Dichloromethane (Methylene Chloride) 21,730 45,973 335 710 

1,2-Dichloropropane 422 893 6.515 13.786 

1,3-Dichloropropene (1,3- Dichloropropylene) 194 410 2.995 6.330 

2,4-Dimethylphenol 13,749 29,088 212 449 

Di-n-Butyl Phthalate 151 319 2.331 4.925 

Ethylbenzene 3,042 6,438 46.96 99.39 

Hexachlorobenzene 0.0011 0.0023 0.0000170 0.0000355 

Hexachlorobutadiene 0.359 0.759 0.00554 0.0117 

Hexachloroethane 3.8 8 0.0587 0.124 

Nitrobenzene 3,053 6,458 47.13 99.7 

Phenanthrene 25.3 53.5 0.391 0.826 

Tetrachloroethylene 456 966 7.04 14.91 

1,1,1-Trichloroethane 1,278,330 2,704,494 19735 41753 

1,1,2-Trichloroethane 271 572 4.184 8.831 

Trichloroethylene 117 248 1.806 3.829 

Vinyl Chloride 26.9 56.9 0.415 0.878 

Aluminum 835 1766 12.89 27.26 

Copper  25.9 55 0.400 0.849 

Lead  12.7 27 0.196 0.417 

Mercury 0.02 0.042 0.000309 0.00065 

Nickel 107 227 1.652 3.504 

Zinc  263 555 4.060 8.568 

Cyanide, Available 12.8 27.1 0.198 0.418 
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Table 1, 2014 Texas Surface Water Quality Standards (30 TAC 307) for Freshwater Aquatic Life    
Table 2, 2018 Texas Surface Water Quality Standards for Human Health    
"Procedures to Implement the Texas Surface Water Quality Standards," TCEQ, June 2010    
        
PERMIT INFORMATION     
Permittee Name: Enterprise Products Operating LLC    
TPDES Permit No.: WQ0005014000    
Outfall No.: Outfall 003    
Prepared by: RUIQIANG ZONG    
Date: May 7. 2026    
        
DISCHARGE INFORMATION     
Intermittent Receiving Waterbody: unnamed ditch    
Perennial Stream/River within 3 Miles: Cedar Bayou Above Tidal    
Segment No.: 0902       
TSS (mg/L): 4       
pH (Standard Units): 7.1       
Hardness (mg/L as CaCO3): 90       
Chloride (mg/L): 88       
Effluent Flow for Aquatic Life (MGD): 0.24       
Critical Low Flow [7Q2] (cfs) for intermittent: 0       
Critical Low Flow [7Q2] (cfs) for perennial: 0.16       
% Effluent for Chronic Aquatic Life (Mixing Zone): 69.89       
% Effluent for Acute Aquatic Life (ZID): 100       
Effluent Flow for Human Health (MGD): 0.2       
Harmonic Mean Flow (cfs) for perennial: 0.55       
% Effluent for Human Health: 36.005       
Human Health Criterion (select: PWS, FISH, or INC) FISH       
        
CALCULATE DISSOLVED FRACTION (AND ENTER WATER EFFECT RATIO IF APPLICABLE): 

Stream/River Metal 
Intercept     

(b) 
Slope        
(m) 

Partition 
Coefficient 

(Kp) 

Dissolved 
Fraction 
(Cd/Ct) Source 

Water 
Effect 
Ratio 
(WER) Source 

Aluminum N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Arsenic 5.68 -0.73 173978.75 0.590   1.00 Assumed 

Cadmium 6.60 -1.13 831136.22 0.231   1.00 Assumed 

Chromium (total) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (trivalent) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (hexavalent) N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Copper 6.02 -0.74 375383.87 0.400   1.00 Assumed 

Lead 6.45 -0.80 929719.64 0.212   1.00 Assumed 

Mercury N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Nickel 5.69 -0.57 222241.83 0.529   1.00 Assumed 

Selenium N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Silver 6.38 -1.03 575278.59 0.303   1.00 Assumed 

Zinc 6.10 -0.70 477043.53 0.344   1.00 Assumed 
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AQUATIC LIFE 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS: 

Parameter 

FW Acute 
Criterion 

(µg/L) 

FW 
Chronic 

Criterion  
(µg/L) 

WLAa    
(µg/L) 

WLAc      
(µg/L) 

LTAa   
(µg/L) 

LTAc      
(µg/L) 

Daily 
Avg. 

(µg/L) 

Daily 
Max. 
(µg/L) 

Aldrin 3.0 N/A 3.0 N/A 1.72 N/A 2.53 5.35 

Aluminum  991 N/A 991 N/A 568 N/A 835 1766 

Arsenic  340 150 577 364 330 280 412 872 

Cadmium  7.7 0.229 33.5 1.41 19.2 1.09 1.60 3.39 

Carbaryl 2.0 N/A 2.0 N/A 1.15 N/A 1.68 3.56 

Chlordane 2.4 0.004 2.4 0.0057 1.38 0.0044 0.0065 0.0137 

Chlorpyrifos 0.083 0.041 0.083 0.059 0.048 0.045 0.066 0.140 

Chromium (trivalent) 523 68 2430 452 1392 348 512 1083 

Chromium (hexavalent) 15.7 10.6 15.7 15.2 9.00 11.7 13.2 28.0 

Copper  12.9 8.7 32.2 31.0 18.4 23.9 27.1 57 

Cyanide (free)  45.8 10.7 45.8 15.3 26.2 11.8 17.3 36.7 

4,4'-DDT 1.1 0.001 1.1 0.0014 0.630 0.0011 0.0016 0.0034 

Demeton N/A 0.1 N/A 0.143 N/A 0.110 0.162 0.343 

Diazinon 0.17 0.17 0.17 0.243 0.097 0.187 0.143 0.303 

Dicofol [Kelthane] 59.3 19.8 59.3 28.3 34.0 21.8 32.1 67.8 

Dieldrin 0.24 0.002 0.24 0.0029 0.138 0.0022 0.0032 0.0069 

Diuron 210 70 210 100 120 77 113 240 

Endosulfan I (alpha) 0.22 0.056 0.22 0.080 0.126 0.062 0.091 0.192 

Endosulfan II (beta) 0.22 0.056 0.22 0.080 0.126 0.062 0.091 0.192 

Endosulfan sulfate 0.22 0.056 0.22 0.080 0.126 0.062 0.091 0.192 

Endrin 0.086 0.002 0.086 0.0029 0.049 0.0022 0.0032 0.0069 

Guthion [Azinphos Methyl] N/A 0.01 N/A 0.014 N/A 0.011 0.016 0.034 

Heptachlor 0.52 0.004 0.52 0.0057 0.298 0.0044 0.0065 0.0137 

Hexachlorocyclohexane (gamma) [Lindane] 1.126 0.08 1.126 0.114 0.645 0.088 0.130 0.274 

Lead  58 2.24 272 15.1 156 11.7 17.1 36 

Malathion N/A 0.01 N/A 0.014 N/A 0.011 0.016 0.034 

Mercury 2.4 1.3 2.4 1.86 1.38 1.43 2.02 4.28 

Methoxychlor N/A 0.03 N/A 0.043 N/A 0.033 0.049 0.103 

Mirex N/A 0.001 N/A 0.0014 N/A 0.0011 0.0016 0.0034 

Nickel  428 47.6 809 129 464 99 146 308 

Nonylphenol 28 6.6 28 9.4 16.0 7.27 10.7 22.6 

Parathion (ethyl) 0.065 0.013 0.065 0.019 0.037 0.014 0.021 0.045 

Pentachlorophenol 9.6 7.4 9.6 10.6 5.5 8.2 8.1 17.2 

Phenanthrene 30 30 30 42.9 17.2 33.1 25.3 53.5 

Polychlorinated Biphenyls [PCBs] 2.0 0.014 2.0 0.020 1.15 0.015 0.023 0.048 

Selenium 20 5 20 7.15 11.5 5.51 8.1 17.1 

Silver 0.8 N/A 19.45 N/A 11.15 N/A 16.39 34.7 

Toxaphene 0.78 0.0002 0.78 0.00029 0.447 0.00022 0.00032 0.00069 

Tributyltin [TBT] 0.13 0.024 0.13 0.034 0.074 0.026 0.039 0.082 

2,4,5 Trichlorophenol 136 64 136 92 77.9 70.5 104 219 

Zinc 107 108 312 450 179 346 263 555 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily 
Avg. 

(µg/L) 
Daily Max. 

(µg/L) 

Acrylonitrile 1.0 115 1150 319.40 297.04 436.65 923.80 

Aldrin 1.146E-05 
1.147E-

05 1.147E-04 3.19E-05 2.96E-05 4.36E-05 9.21E-05 

Anthracene 1109 1317 13170 3658 3402 5001 10579 

Antimony 6 1071 10710 2974.6 2766.4 4066.5 8603.4 

Arsenic  10 N/A N/A N/A N/A N/A N/A 

Barium  2000 N/A N/A N/A N/A N/A N/A 

Benzene 5 581 5810 1613.7 1500.7 2206.0 4667.2 

Benzidine 0.0015 0.107 1.07 0.2972 0.2764 0.4063 0.8595 

Benzo(a)anthracene 0.024 0.025 0.25 0.069 0.065 0.095 0.201 

Benzo(a)pyrene 0.0025 0.0025 0.025 0.0069 0.0065 0.009 0.020 

Bis(chloromethyl)ether 0.0024 0.2745 2.745 0.7624 0.7090 1.042 2.205 

Bis(2-chloroethyl)ether 0.60 42.83 428.3 118.96 110.63 162.62 344.05 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 6 7.55 75.5 21.0 19.5 28.7 60.6 

Bromodichloromethane [Dichlorobromomethane] 10.2 275 2750 763.8 710.3 1044.2 2209 

Bromoform [Tribromomethane] 66.9 1060 10600 2944 2738 4025 8515 

Cadmium 5 N/A N/A N/A N/A N/A N/A 

Carbon Tetrachloride 4.5 46 460 127.8 118.8 174.7 369.5 

Chlordane 0.0025 0.0025 0.025 0.0069 0.0065 0.009 0.020 

Chlorobenzene 100 2737 27370 7602 7070 10392 21986 

Chlorodibromomethane [Dibromochloromethane] 7.5 183 1830 508.3 472.7 694.8 1470.0 

Chloroform [Trichloromethane] 70 7697 76970 21377 19881 29225 61830 

Chromium (hexavalent) 62 502 5020 1394 1297 1906 4033 

Chrysene 2.45 2.52 25.2 7.00 6.51 9.6 20.2 

Cresols [Methylphenols] 1041 9301 93010 25832 24024 35315 74715 

Cyanide (free)  200 N/A N/A N/A N/A N/A N/A 

4,4'-DDD 0.002 0.002 0.02 0.0056 0.0052 0.0076 0.0161 

4,4'-DDE 0.00013 0.00013 0.0013 0.00036 0.00034 0.00049 0.00104 

4,4'-DDT 0.0004 0.0004 0.004 0.0011 0.0010 0.0015 0.0032 

2,4'-D 70 N/A N/A N/A N/A N/A N/A 

Danitol [Fenpropathrin] 262 473 4730 1314 1222 1796 3800 

1,2-Dibromoethane [Ethylene Dibromide] 0.17 4.24 42.4 11.776 10.952 16.099 34.06 

m-Dichlorobenzene [1,3-Dichlorobenzene] 322 595 5950 1653 1537 2259 4780 

o-Dichlorobenzene [1,2-Dichlorobenzene] 600 3299 32990 9163 8521 12526 26501 

p-Dichlorobenzene [1,4-Dichlorobenzene] 75 N/A N/A N/A N/A N/A N/A 

3,3'-Dichlorobenzidine 0.79 2.24 22.4 6.22 5.79 8.51 17.99 

1,2-Dichloroethane 5 364 3640 1011.0 940.2 1382.1 2924.0 

1,1-Dichloroethylene [1,1-Dichloroethene] 7 55114 551140 153072.5 142357.4 209265.4 442731.7 

Dichloromethane [Methylene Chloride] 5 13333 133330 37030.8 34438.7 50624.8 107104.2 

1,2-Dichloropropane 5 259 2590 719.3 669.0 983.4 2080.6 

1,3-Dichloropropene [1,3-Dichloropropylene] 2.8 119 1190 330.51 307.37 451.8 955.9 

Dicofol [Kelthane] 0.30 0.30 3 0.83 0.775 1.14 2.41 

Dieldrin 2.0E-05 2.0E-05 2.0E-04 0.000056 0.000052 0.000076 0.000161 

2,4-Dimethylphenol 444 8436 84360 23430 21790 32031 67767 

Di-n-Butyl Phthalate 88.9 92.4 924 257 239 351 742 

Dioxins/Furans [TCDD Equivalents] 7.80E-08 7.97E-08 7.97E-07 2.21E-07 2.06E-07 3.03E-07 6.40E-07 

Endrin 0.02 0.02 0.2 0.056 0.052 0.076 0.161 

Epichlorohydrin 53.5 2013 20130 5591 5200 7643 16170 

Ethylbenzene 700 1867 18670 5185 4822 7089 14998 

Ethylene Glycol 46744 1.68E+07 1.68E+08 46659984 43393785 63788864 134954672 

Fluoride 4000 N/A N/A N/A N/A N/A N/A 

Heptachlor 8.0E-05 0.0001 0.001 0.00028 0.00026 0.00038 0.00080 

Heptachlor Epoxide 0.00029 0.00029 0.0029 0.0008 0.0007 0.0011 0.0023 

Hexachlorobenzene 0.00068 0.00068 0.0068 0.0019 0.0018 0.0026 0.0055 

Hexachlorobutadiene 0.21 0.22 2.2 0.611 0.568 0.835 1.767 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily 
Avg. 

(µg/L) 
Daily Max. 

(µg/L) 

Hexachlorocyclohexane (alpha) 0.0078 0.0084 0.084 0.023 0.022 0.032 0.067 

Hexachlorocyclohexane (beta) 0.15 0.26 2.6 0.722 0.672 0.987 2.09 

Hexachlorocyclohexane (gamma) [Lindane] 0.2 0.341 3.41 0.947 0.881 1.295 2.74 

Hexachlorocyclopentadiene 10.7 11.6 116 32.2 30.0 44.0 93 

Hexachloroethane 1.84 2.33 23.3 6.47 6.02 8.85 18.7 

Hexachlorophene 2.05 2.90 29 8.05 7.49 11.01 23.3 

4,4'-Isopropylidenediphenol [Bisphenol A] 1092 15982 159820 44388 41281 60683 128384 

Lead  1.15 3.83 38.3 50.2 46.7 68.6 145.2 

Mercury 0.0122 0.0122 0.122 0.034 0.032 0.046 0.098 

Methoxychlor 2.92 3.0 30 8.3 7.75 11.4 24.1 

Methyl Ethyl Ketone 13865 9.92E+05 9.92E+06 2755161 2562300 3766581 7968752 

Methyl tert-butyl ether [MTBE] 15 10482 104820 29112.5 27074.6 39799.7 84202 

Nickel 332 1140 11400 5981 5562 8176 17298 

Nitrate-Nitrogen (as Total Nitrogen) 10000 N/A N/A N/A N/A N/A N/A 

Nitrobenzene 45.7 1873 18730 5202 4838 7112 15046 

N-Nitrosodiethylamine 0.0037 2.1 21 5.832 5.424 7.974 16.869 

N-Nitroso-di-n-Butylamine 0.119 4.2 42 11.665 10.848 15.947 33.74 

Pentachlorobenzene 0.348 0.355 3.55 0.99 0.92 1.35 2.85 

Pentachlorophenol 0.22 0.29 2.9 0.805 0.749 1.10 2.33 

Polychlorinated Biphenyls [PCBs] 6.4E-04 6.4E-04 6.40E-03 0.0018 0.0017 0.0024 0.0051 

Pyridine 23 947 9470 2630.2 2446.1 3596 7607 

Selenium 50 N/A N/A N/A N/A N/A N/A 

1,2,4,5-Tetrachlorobenzene 0.23 0.24 2.4 0.667 0.620 0.91 1.93 

1,1,2,2-Tetrachloroethane 1.64 26.35 263.5 73.18 68.06 100.05 211.7 

Tetrachloroethylene [Tetrachloroethylene] 5 280 2800 777.7 723.2 1063.1 2249.2 

Thallium 0.12 0.23 2.3 0.639 0.594 0.873 1.85 

Toluene 1000 N/A N/A N/A N/A N/A N/A 

Toxaphene 0.011 0.011 0.11 0.031 0.028 0.042 0.088 

2,4,5-TP [Silvex] 50 369 3690 1025 953 1401 2964 

1,1,1-Trichloroethane 200 784354 7843540 2178449 2025958 2978158 6300728 

1,1,2-Trichloroethane 5 166 1660 461.0 428.8 630.3 1333.5 

Trichloroethylene [Trichloroethene] 5 71.9 719 199.7 185.7 273.0 577.6 

2,4,5-Trichlorophenol 1039 1867 18670 5185 4822 7089 14998 

TTHM [Sum of Total Trihalomethanes] 80 N/A N/A N/A N/A N/A N/A 

Vinyl Chloride 0.23 16.5 165 45.827 42.619 62.65 132.54 
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CALCULATE 70% AND 85% OF DAILY AVERAGE EFFLUENT LIMITATIONS: 

   

Aquatic Life 
70% of      

Daily Avg. 
85% of     

Daily Avg. 

Parameter (µg/L) (µg/L) 

Aldrin 1.77 2.15 

Aluminum  584 710 

Arsenic  288 350 

Cadmium  1.12 1.36 

Carbaryl 1.18 1.43 

Chlordane 0.0045 0.0055 

Chlorpyrifos 0.046 0.056 

Chromium (trivalent) 358 435 

Chromium (hexavalent) 9.26 11.2 

Copper  19.0 23.0 

Cyanide (free)  12.1 14.7 

4,4'-DDT 0.0011 0.0014 

Demeton 0.113 0.138 

Diazinon 0.100 0.122 

Dicofol [Kelthane] 22.4 27.3 

Dieldrin 0.0023 0.0028 

Diuron 79 96 

Endosulfan I (alpha) 0.063 0.077 

Endosulfan II (beta) 0.063 0.077 

Endosulfan sulfate 0.063 0.077 

Endrin 0.0023 0.0028 

Guthion [Azinphos Methyl] 0.011 0.014 

Heptachlor 0.0045 0.0055 

Hexachlorocyclohexane (gamma) [Lindane] 0.091 0.110 

Lead  12.0 14.6 

Malathion 0.011 0.014 

Mercury 1.42 1.72 

Methoxychlor 0.034 0.041 

Mirex 0.0011 0.0014 

Nickel  102 124 

Nonylphenol 7.48 9.1 

Parathion (ethyl) 0.015 0.018 

Pentachlorophenol 5.7 6.9 

Phenanthrene 17.7 21.5 

Polychlorinated Biphenyls [PCBs] 0.016 0.019 

Selenium 5.67 6.88 

Silver 11.47 13.93 

Toxaphene 0.00023 0.00028 

Tributyltin [TBT] 0.027 0.033 

2,4,5 Trichlorophenol 72.6 88.1 

Zinc 184 223 
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Human Health 
70% of      

Daily Avg. 

85% of     
Daily 
Avg. 

Parameter (µg/L) (µg/L) 

Acrylonitrile 305.65 371.15 

Aldrin 0.000030 0.000037 

Anthracene 3500 4251 

Antimony 2846.6 3456.6 

Arsenic  N/A N/A 

Barium  N/A N/A 

Benzene 1544.2 1875.1 

Benzidine 0.2844 0.3453 

Benzo(a)anthracene 0.066 0.081 

Benzo(a)pyrene 0.0066 0.0081 

Bis(chloromethyl)ether 0.7296 0.8859 

Bis(2-chloroethyl)ether 113.84 138.23 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 20.1 24.4 

Bromodichloromethane [Dichlorobromomethane] 730.9 887.5 

Bromoform [Tribromomethane] 2817 3421 

Cadmium N/A N/A 

Carbon Tetrachloride 122.3 148.5 

Chlordane 0.0066 0.0081 

Chlorobenzene 7275 8833 

Chlorodibromomethane [Dibromochloromethane] 486.4 590.6 

Chloroform [Trichloromethane] 20458 24841 

Chromium (hexavalent) 1334 1620 

Chrysene 6.70 8.13 

Cresols [Methylphenols] 24721 30018 

Cyanide (free)  N/A N/A 

4,4'-DDD 0.0053 0.0065 

4,4'-DDE 0.00035 0.00042 

4,4'-DDT 0.0011 0.0013 

2,4'-D N/A N/A 

Danitol [Fenpropathrin] 1257 1527 

1,2-Dibromoethane [Ethylene Dibromide] 11.269 13.684 

m-Dichlorobenzene [1,3-Dichlorobenzene] 1581 1920 

o-Dichlorobenzene [1,2-Dichlorobenzene] 8768 10647 

p-Dichlorobenzene [1,4-Dichlorobenzene] N/A N/A 

3,3'-Dichlorobenzidine 5.95 7.23 

1,2-Dichloroethane 967.5 1174.8 

1,1-Dichloroethylene [1,1-Dichloroethene] 146485.8 177875.6 

Dichloromethane [Methylene Chloride] 35437.4 43031.1 

1,2-Dichloropropane 688.4 835.9 

1,3-Dichloropropene [1,3-Dichloropropylene] 316.29 384.1 

Dicofol [Kelthane] 0.797 0.97 

Dieldrin 0.000053 0.000065 

2,4-Dimethylphenol 22422 27226 

Di-n-Butyl Phthalate 246 298 

Dioxins/Furans [TCDD Equivalents] 2.12E-07 2.57E-07 

Endrin 0.053 0.065 

Epichlorohydrin 5350 6497 

Ethylbenzene 4962 6026 

Ethylene Glycol 44652205 54220535 

Fluoride N/A N/A 

Heptachlor 0.00027 0.00032 

Heptachlor Epoxide 0.0008 0.0009 

Hexachlorobenzene 0.0018 0.0022 

Hexachlorobutadiene 0.585 0.710 

Hexachlorocyclohexane (alpha) 0.022 0.027 

Hexachlorocyclohexane (beta) 0.691 0.839 

Hexachlorocyclohexane (gamma) [Lindane] 0.906 1.101 

Hexachlorocyclopentadiene 30.8 37.4 
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Human Health 
70% of      

Daily Avg. 

85% of     
Daily 
Avg. 

Parameter (µg/L) (µg/L) 

Hexachloroethane 6.19 7.52 

Hexachlorophene 7.71 9.36 

4,4'-Isopropylidenediphenol [Bisphenol A] 42478 51581 

Lead  48.0 58.3 

Mercury 0.032 0.039 

Methoxychlor 7.97 9.7 

Methyl Ethyl Ketone 2636606 3201593 

Methyl tert-butyl ether [MTBE] 27859.8 33829.7 

Nickel 5724 6950 

Nitrate-Nitrogen (as Total Nitrogen) N/A N/A 

Nitrobenzene 4978 6045 

N-Nitrosodiethylamine 5.582 6.778 

N-Nitroso-di-n-Butylamine 11.163 13.555 

Pentachlorobenzene 0.94 1.15 

Pentachlorophenol 0.771 0.936 

Polychlorinated Biphenyls [PCBs] 0.0017 0.0021 

Pyridine 2517.0 3056.4 

Selenium N/A N/A 

1,2,4,5-Tetrachlorobenzene 0.638 0.775 

1,1,2,2-Tetrachloroethane 70.03 85.04 

Tetrachloroethylene [Tetrachloroethylene] 744.2 903.7 

Thallium 0.611 0.742 

Toluene N/A N/A 

Toxaphene 0.029 0.036 

2,4,5-TP [Silvex] 981 1191 

1,1,1-Trichloroethane 2084710 2531434 

1,1,2-Trichloroethane 441.2 535.8 

Trichloroethylene [Trichloroethene] 191.1 232.1 

2,4,5-Trichlorophenol 4962 6026 

TTHM [Sum of Total Trihalomethanes] N/A N/A 

Vinyl Chloride 43.855 53.252 
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TEXTOX MENU #2 - INTERMITTENT STREAM WITHIN 3 MILES OF A FRESHWATER PERENNIAL STREAM/RIVER    
    
The water quality-based effluent limitations developed below are calculated using:    
    
Table 1, 2014 Texas Surface Water Quality Standards (30 TAC 307) for Freshwater Aquatic Life    
Table 2, 2018 Texas Surface Water Quality Standards for Human Health    
"Procedures to Implement the Texas Surface Water Quality Standards," TCEQ, June 2010    
        
PERMIT INFORMATION     
Permittee Name: Enterprise Products Operating LLC    
TPDES Permit No.: WQ0005014000    
Outfall No.: Outfall 006    
Prepared by: RUIQIANG ZONG    
Date: April 9. 2026    
        
DISCHARGE INFORMATION     
Intermittent Receiving Waterbody: unnamed ditch    
Perennial Stream/River within 3 Miles: Cedar Bayou Above Tidal    
Segment No.: 0902       
TSS (mg/L): 4       
pH (Standard Units): 7.1       
Hardness (mg/L as CaCO3): 90       
Chloride (mg/L): 88       
Effluent Flow for Aquatic Life (MGD): 0.072       
Critical Low Flow [7Q2] (cfs) for intermittent: 0       
Critical Low Flow [7Q2] (cfs) for perennial: 0.16       
% Effluent for Chronic Aquatic Life (Mixing Zone): 41.05       
% Effluent for Acute Aquatic Life (ZID): 100       
Effluent Flow for Human Health (MGD): 0.072       
Harmonic Mean Flow (cfs) for perennial: 0.55       
% Effluent for Human Health: 16.843       
Human Health Criterion (select: PWS, FISH, or INC) FISH       
        
CALCULATE DISSOLVED FRACTION (AND ENTER WATER EFFECT RATIO IF APPLICABLE): 

Stream/River Metal 
Intercept     

(b) 
Slope        
(m) 

Partition 
Coefficient 

(Kp) 

Dissolved 
Fraction 
(Cd/Ct) Source 

Water 
Effect 
Ratio 
(WER) Source 

Aluminum N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Arsenic 5.68 -0.73 173978.75 0.590   1.00 Assumed 

Cadmium 6.60 -1.13 831136.22 0.231   1.00 Assumed 

Chromium (total) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (trivalent) 6.52 -0.93 912187.69 0.215   1.00 Assumed 

Chromium (hexavalent) N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Copper 6.02 -0.74 375383.87 0.400   1.00 Assumed 

Lead 6.45 -0.80 929719.64 0.212   1.00 Assumed 

Mercury N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Nickel 5.69 -0.57 222241.83 0.529   1.00 Assumed 

Selenium N/A N/A N/A 1.00 Assumed 1.00 Assumed 

Silver 6.38 -1.03 575278.59 0.303   1.00 Assumed 

Zinc 6.10 -0.70 477043.53 0.344   1.00 Assumed 
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AQUATIC LIFE 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS: 

Parameter 

FW Acute 
Criterion 

(µg/L) 

FW 
Chronic 

Criterion  
(µg/L) 

WLAa    
(µg/L) 

WLAc      
(µg/L) 

LTAa   
(µg/L) 

LTAc      
(µg/L) 

Daily 
Avg. 

(µg/L) 

Daily 
Max. 
(µg/L) 

Aldrin 3.0 N/A 3.0 N/A 1.72 N/A 2.53 5.35 

Aluminum  991 N/A 991 N/A 568 N/A 835 1766 

Arsenic  340 150 577 620 330 477 486 1028 

Cadmium  7.7 0.229 33.5 2.41 19.2 1.85 2.73 5.77 

Carbaryl 2.0 N/A 2.0 N/A 1.15 N/A 1.68 3.56 

Chlordane 2.4 0.004 2.4 0.0097 1.38 0.0075 0.0110 0.0233 

Chlorpyrifos 0.083 0.041 0.083 0.100 0.048 0.077 0.070 0.148 

Chromium (trivalent) 523 68 2430 770 1392 593 872 1844 

Chromium (hexavalent) 15.7 10.6 15.7 25.8 9.00 19.9 13.2 28.0 

Copper  12.9 8.7 32.2 52.7 18.4 40.6 27.1 57 

Cyanide (free)  45.8 10.7 45.8 26.1 26.2 20.1 29.5 62.4 

4,4'-DDT 1.1 0.001 1.1 0.0024 0.630 0.0019 0.0028 0.0058 

Demeton N/A 0.1 N/A 0.244 N/A 0.188 0.276 0.583 

Diazinon 0.17 0.17 0.17 0.414 0.097 0.319 0.143 0.303 

Dicofol [Kelthane] 59.3 19.8 59.3 48.2 34.0 37.1 49.9 105.7 

Dieldrin 0.24 0.002 0.24 0.0049 0.138 0.0038 0.0055 0.0117 

Diuron 210 70 210 171 120 131 177 374 

Endosulfan I (alpha) 0.22 0.056 0.22 0.136 0.126 0.105 0.154 0.327 

Endosulfan II (beta) 0.22 0.056 0.22 0.136 0.126 0.105 0.154 0.327 

Endosulfan sulfate 0.22 0.056 0.22 0.136 0.126 0.105 0.154 0.327 

Endrin 0.086 0.002 0.086 0.0049 0.049 0.0038 0.0055 0.0117 

Guthion [Azinphos Methyl] N/A 0.01 N/A 0.024 N/A 0.019 0.028 0.058 

Heptachlor 0.52 0.004 0.52 0.0097 0.298 0.0075 0.0110 0.0233 

Hexachlorocyclohexane (gamma) [Lindane] 1.126 0.08 1.126 0.195 0.645 0.150 0.221 0.467 

Lead  58 2.24 272 25.8 156 19.9 29.2 62 

Malathion N/A 0.01 N/A 0.024 N/A 0.019 0.028 0.058 

Mercury 2.4 1.3 2.4 3.17 1.38 2.44 2.02 4.28 

Methoxychlor N/A 0.03 N/A 0.073 N/A 0.056 0.083 0.175 

Mirex N/A 0.001 N/A 0.0024 N/A 0.0019 0.0028 0.0058 

Nickel  428 47.6 809 219 464 169 248 524 

Nonylphenol 28 6.6 28 16.1 16.0 12.38 18.2 38.5 

Parathion (ethyl) 0.065 0.013 0.065 0.032 0.037 0.024 0.036 0.076 

Pentachlorophenol 9.6 7.4 9.6 18.0 5.5 13.9 8.1 17.2 

Phenanthrene 30 30 30 73.1 17.2 56.3 25.3 53.5 

Polychlorinated Biphenyls [PCBs] 2.0 0.014 2.0 0.034 1.15 0.026 0.039 0.082 

Selenium 20 5 20 12.18 11.5 9.38 13.8 29.2 

Silver 0.8 N/A 19.45 N/A 11.15 N/A 16.39 34.7 

Toxaphene 0.78 0.0002 0.78 0.00049 0.447 0.00038 0.00055 0.00117 

Tributyltin [TBT] 0.13 0.024 0.13 0.058 0.074 0.045 0.066 0.140 

2,4,5 Trichlorophenol 136 64 136 156 77.9 120.1 115 242 

Zinc 107 108 312 766 179 589 263 555 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily Avg. 
(µg/L) 

Daily Max. 
(µg/L) 

Acrylonitrile 1.0 115 1150 682.77 634.98 933.42 1974.79 

Aldrin 1.146E-05 
1.147E-

05 1.147E-04 6.81E-05 6.33E-05 9.31E-05 1.97E-04 

Anthracene 1109 1317 13170 7819 7272 10690 22616 

Antimony 6 1071 10710 6358.7 5913.6 8693.0 18391.3 

Arsenic  10 N/A N/A N/A N/A N/A N/A 

Barium  2000 N/A N/A N/A N/A N/A N/A 

Benzene 5 581 5810 3449.5 3208.0 4715.8 9977.0 

Benzidine 0.0015 0.107 1.07 0.6353 0.5908 0.8685 1.8374 

Benzo(a)anthracene 0.024 0.025 0.25 0.148 0.138 0.203 0.429 

Benzo(a)pyrene 0.0025 0.0025 0.025 0.0148 0.0138 0.020 0.043 

Bis(chloromethyl)ether 0.0024 0.2745 2.745 1.6298 1.5157 2.228 4.714 

Bis(2-chloroethyl)ether 0.60 42.83 428.3 254.29 236.49 347.64 735.48 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 6 7.55 75.5 44.8 41.7 61.3 129.6 

Bromodichloromethane [Dichlorobromomethane] 10.2 275 2750 1632.7 1518.4 2232.1 4722 

Bromoform [Tribromomethane] 66.9 1060 10600 6293 5853 8604 18202 

Cadmium 5 N/A N/A N/A N/A N/A N/A 

Carbon Tetrachloride 4.5 46 460 273.1 254.0 373.4 789.9 

Chlordane 0.0025 0.0025 0.025 0.0148 0.0138 0.020 0.043 

Chlorobenzene 100 2737 27370 16250 15113 22215 47000 

Chlorodibromomethane [Dibromochloromethane] 7.5 183 1830 1086.5 1010.4 1485.4 3142.5 

Chloroform [Trichloromethane] 70 7697 76970 45698 42499 62474 132173 

Chromium (hexavalent) 62 502 5020 2980 2772 4075 8620 

Chrysene 2.45 2.52 25.2 14.96 13.91 20.5 43.3 

Cresols [Methylphenols] 1041 9301 93010 55222 51356 75493 159717 

Cyanide (free)  200 N/A N/A N/A N/A N/A N/A 

4,4'-DDD 0.002 0.002 0.02 0.0119 0.0110 0.0162 0.0343 

4,4'-DDE 0.00013 0.00013 0.0013 0.00077 0.00072 0.00106 0.00223 

4,4'-DDT 0.0004 0.0004 0.004 0.0024 0.0022 0.0032 0.0069 

2,4'-D 70 N/A N/A N/A N/A N/A N/A 

Danitol [Fenpropathrin] 262 473 4730 2808 2612 3839 8122 

1,2-Dibromoethane [Ethylene Dibromide] 0.17 4.24 42.4 25.174 23.411 34.415 72.81 

m-Dichlorobenzene [1,3-Dichlorobenzene] 322 595 5950 3533 3285 4829 10217 

o-Dichlorobenzene [1,2-Dichlorobenzene] 600 3299 32990 19587 18216 26777 56651 

p-Dichlorobenzene [1,4-Dichlorobenzene] 75 N/A N/A N/A N/A N/A N/A 

3,3'-Dichlorobenzidine 0.79 2.24 22.4 13.30 12.37 18.18 38.47 

1,2-Dichloroethane 5 364 3640 2161.1 2009.8 2954.5 6250.6 

1,1-Dichloroethylene [1,1-Dichloroethene] 7 55114 551140 327221.0 304315.5 447343.8 946421.3 

Dichloromethane [Methylene Chloride] 5 13333 133330 79160.2 73619.0 108220.0 228955.2 

1,2-Dichloropropane 5 259 2590 1537.7 1430.1 2102.2 4447.6 

1,3-Dichloropropene [1,3-Dichloropropylene] 2.8 119 1190 706.52 657.07 965.9 2043.5 

Dicofol [Kelthane] 0.30 0.30 3 1.78 1.656 2.44 5.15 

Dieldrin 2.0E-05 2.0E-05 2.0E-04 0.000119 0.000110 0.000162 0.000343 

2,4-Dimethylphenol 444 8436 84360 50086 46580 68472 144864 

Di-n-Butyl Phthalate 88.9 92.4 924 549 510 750 1587 

Dioxins/Furans [TCDD Equivalents] 7.80E-08 7.97E-08 7.97E-07 4.73E-07 4.40E-07 6.47E-07 1.37E-06 

Endrin 0.02 0.02 0.2 0.119 0.110 0.162 0.343 

Epichlorohydrin 53.5 2013 20130 11952 11115 16339 34567 

Ethylbenzene 700 1867 18670 11085 10309 15154 32060 

Ethylene Glycol 46744 1.68E+07 1.68E+08 99744400 92762292 136360569 288490728 

Fluoride 4000 N/A N/A N/A N/A N/A N/A 

Heptachlor 8.0E-05 0.0001 0.001 0.00059 0.00055 0.00081 0.00172 

Heptachlor Epoxide 0.00029 0.00029 0.0029 0.0017 0.0016 0.0024 0.0050 

Hexachlorobenzene 0.00068 0.00068 0.0068 0.0040 0.0038 0.0055 0.0117 

Hexachlorobutadiene 0.21 0.22 2.2 1.306 1.215 1.786 3.778 
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HUMAN HEALTH 

CALCULATE DAILY AVERAGE AND DAILY MAXIMUM EFFLUENT LIMITATIONS:  

Parameter 

Water and 
Fish 

Criterion 
(µg/L) 

Fish Only 
Criterion  

(µg/L) 

Incidental 
Fish 

Criterion  
(µg/L) 

WLAh    
(µg/L) 

LTAh      
(µg/L) 

Daily Avg. 
(µg/L) 

Daily Max. 
(µg/L) 

Hexachlorocyclohexane (alpha) 0.0078 0.0084 0.084 0.050 0.046 0.068 0.144 

Hexachlorocyclohexane (beta) 0.15 0.26 2.6 1.544 1.436 2.110 4.46 

Hexachlorocyclohexane (gamma) [Lindane] 0.2 0.341 3.41 2.025 1.883 2.768 5.86 

Hexachlorocyclopentadiene 10.7 11.6 116 68.9 64.1 94.2 199 

Hexachloroethane 1.84 2.33 23.3 13.83 12.87 18.91 40.0 

Hexachlorophene 2.05 2.90 29 17.22 16.01 23.54 49.8 

4,4'-Isopropylidenediphenol [Bisphenol A] 1092 15982 159820 94888 88246 129721 274444 

Lead  1.15 3.83 38.3 107.3 99.8 146.7 310.4 

Mercury 0.0122 0.0122 0.122 0.072 0.067 0.099 0.209 

Methoxychlor 2.92 3.0 30 17.8 16.56 24.4 51.5 

Methyl Ethyl Ketone 13865 9.92E+05 9.92E+06 5889669 5477392 8051767 17034691 

Methyl tert-butyl ether [MTBE] 15 10482 104820 62233.4 57877.0 85079.3 179998 

Nickel 332 1140 11400 12785 11890 17479 36979 

Nitrate-Nitrogen (as Total Nitrogen) 10000 N/A N/A N/A N/A N/A N/A 

Nitrobenzene 45.7 1873 18730 11120 10342 15203 32163 

N-Nitrosodiethylamine 0.0037 2.1 21 12.468 11.595 17.045 36.061 

N-Nitroso-di-n-Butylamine 0.119 4.2 42 24.936 23.191 34.090 72.12 

Pentachlorobenzene 0.348 0.355 3.55 2.11 1.96 2.88 6.10 

Pentachlorophenol 0.22 0.29 2.9 1.722 1.601 2.35 4.98 

Polychlorinated Biphenyls [PCBs] 6.4E-04 6.4E-04 6.40E-03 0.0038 0.0035 0.0052 0.0110 

Pyridine 23 947 9470 5622.5 5228.9 7687 16262 

Selenium 50 N/A N/A N/A N/A N/A N/A 

1,2,4,5-Tetrachlorobenzene 0.23 0.24 2.4 1.425 1.325 1.95 4.12 

1,1,2,2-Tetrachloroethane 1.64 26.35 263.5 156.44 145.49 213.88 452.5 

Tetrachloroethylene [Tetrachloroethylene] 5 280 2800 1662.4 1546.0 2272.7 4808.2 

Thallium 0.12 0.23 2.3 1.366 1.270 1.867 3.95 

Toluene 1000 N/A N/A N/A N/A N/A N/A 

Toxaphene 0.011 0.011 0.11 0.065 0.061 0.089 0.189 

2,4,5-TP [Silvex] 50 369 3690 2191 2037 2995 6336 

1,1,1-Trichloroethane 200 784354 7843540 4656840 4330862 6366367 13468980 

1,1,2-Trichloroethane 5 166 1660 985.6 916.6 1347.4 2850.6 

Trichloroethylene [Trichloroethene] 5 71.9 719 426.9 397.0 583.6 1234.7 

2,4,5-Trichlorophenol 1039 1867 18670 11085 10309 15154 32060 

TTHM [Sum of Total Trihalomethanes] 80 N/A N/A N/A N/A N/A N/A 

Vinyl Chloride 0.23 16.5 165 97.963 91.106 133.93 283.34 

  



Enterprise Products Operating LLC TPDES Permit No. WQ0005014000 
 

FACT SHEET AND EXECUTIVE DIRECTOR’S PRELIMINARY DECISION 
 

 

Page 62 

CALCULATE 70% AND 85% OF DAILY AVERAGE EFFLUENT LIMITATIONS: 

   

Aquatic Life 
70% of      

Daily Avg. 
85% of     

Daily Avg. 

Parameter (µg/L) (µg/L) 

Aldrin 1.77 2.15 

Aluminum  584 710 

Arsenic  340 413 

Cadmium  1.91 2.32 

Carbaryl 1.18 1.43 

Chlordane 0.0077 0.0094 

Chlorpyrifos 0.049 0.059 

Chromium (trivalent) 610 741 

Chromium (hexavalent) 9.26 11.2 

Copper  19.0 23.0 

Cyanide (free)  20.7 25.1 

4,4'-DDT 0.0019 0.0023 

Demeton 0.193 0.234 

Diazinon 0.100 0.122 

Dicofol [Kelthane] 35.0 42.5 

Dieldrin 0.0039 0.0047 

Diuron 124 150 

Endosulfan I (alpha) 0.108 0.131 

Endosulfan II (beta) 0.108 0.131 

Endosulfan sulfate 0.108 0.131 

Endrin 0.0039 0.0047 

Guthion [Azinphos Methyl] 0.019 0.023 

Heptachlor 0.0077 0.0094 

Hexachlorocyclohexane (gamma) [Lindane] 0.154 0.188 

Lead  20.4 24.8 

Malathion 0.019 0.023 

Mercury 1.42 1.72 

Methoxychlor 0.058 0.070 

Mirex 0.0019 0.0023 

Nickel  173 211 

Nonylphenol 12.74 15.5 

Parathion (ethyl) 0.025 0.030 

Pentachlorophenol 5.7 6.9 

Phenanthrene 17.7 21.5 

Polychlorinated Biphenyls [PCBs] 0.027 0.033 

Selenium 9.65 11.72 

Silver 11.47 13.93 

Toxaphene 0.00039 0.00047 

Tributyltin [TBT] 0.046 0.056 

2,4,5 Trichlorophenol 80.2 97.4 

Zinc 184 223 
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Human Health 
70% of      

Daily Avg. 
85% of     

Daily Avg. 

Parameter (µg/L) (µg/L) 

Acrylonitrile 653.39 793.41 

Aldrin 0.000065 0.000079 

Anthracene 7483 9086 

Antimony 6085.1 7389.0 

Arsenic  N/A N/A 

Barium  N/A N/A 

Benzene 3301.1 4008.4 

Benzidine 0.6079 0.7382 

Benzo(a)anthracene 0.142 0.172 

Benzo(a)pyrene 0.0142 0.0172 

Bis(chloromethyl)ether 1.5596 1.8938 

Bis(2-chloroethyl)ether 243.35 295.49 

Bis(2-ethylhexyl) phthalate [Di(2-ethylhexyl) 
phthalate] 42.9 52.1 

Bromodichloromethane [Dichlorobromomethane] 1562.5 1897.3 

Bromoform [Tribromomethane] 6023 7313 

Cadmium N/A N/A 

Carbon Tetrachloride 261.4 317.4 

Chlordane 0.0142 0.0172 

Chlorobenzene 15551 18883 

Chlorodibromomethane [Dibromochloromethane] 1039.7 1262.6 

Chloroform [Trichloromethane] 43732 53103 

Chromium (hexavalent) 2852 3463 

Chrysene 14.32 17.39 

Cresols [Methylphenols] 52845 64169 

Cyanide (free)  N/A N/A 

4,4'-DDD 0.0114 0.0138 

4,4'-DDE 0.00074 0.00090 

4,4'-DDT 0.0023 0.0028 

2,4'-D N/A N/A 

Danitol [Fenpropathrin] 2687 3263 

1,2-Dibromoethane [Ethylene Dibromide] 24.090 29.253 

m-Dichlorobenzene [1,3-Dichlorobenzene] 3381 4105 

o-Dichlorobenzene [1,2-Dichlorobenzene] 18744 22760 

p-Dichlorobenzene [1,4-Dichlorobenzene] N/A N/A 

3,3'-Dichlorobenzidine 12.73 15.45 

1,2-Dichloroethane 2068.1 2511.3 

1,1-Dichloroethylene [1,1-Dichloroethene] 313140.7 380242.3 

Dichloromethane [Methylene Chloride] 75754.0 91987.0 

1,2-Dichloropropane 1471.6 1786.9 

1,3-Dichloropropene [1,3-Dichloropropylene] 676.12 821.0 

Dicofol [Kelthane] 1.705 2.07 

Dieldrin 0.000114 0.000138 

2,4-Dimethylphenol 47931 58202 

Di-n-Butyl Phthalate 525 637 

Dioxins/Furans [TCDD Equivalents] 4.53E-07 5.50E-07 

Endrin 0.114 0.138 

Epichlorohydrin 11437 13888 

Ethylbenzene 10608 12881 

Ethylene Glycol 95452398 115906484 

Fluoride N/A N/A 

Heptachlor 0.00057 0.00069 

Heptachlor Epoxide 0.0016 0.0020 

Hexachlorobenzene 0.0039 0.0047 

Hexachlorobutadiene 1.250 1.518 

Hexachlorocyclohexane (alpha) 0.048 0.058 

Hexachlorocyclohexane (beta) 1.477 1.794 

Hexachlorocyclohexane (gamma) [Lindane] 1.937 2.353 

Hexachlorocyclopentadiene 65.9 80.0 
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Human Health 
70% of      

Daily Avg. 
85% of     

Daily Avg. 

Parameter (µg/L) (µg/L) 

Hexachloroethane 13.24 16.08 

Hexachlorophene 16.48 20.01 

4,4'-Isopropylidenediphenol [Bisphenol A] 90805 110263 

Lead  102.7 124.7 

Mercury 0.069 0.084 

Methoxychlor 17.05 20.7 

Methyl Ethyl Ketone 5636237 6844002 

Methyl tert-butyl ether [MTBE] 59555.5 72317.4 

Nickel 12235 14857 

Nitrate-Nitrogen (as Total Nitrogen) N/A N/A 

Nitrobenzene 10642 12922 

N-Nitrosodiethylamine 11.932 14.488 

N-Nitroso-di-n-Butylamine 23.863 28.977 

Pentachlorobenzene 2.02 2.45 

Pentachlorophenol 1.648 2.001 

Polychlorinated Biphenyls [PCBs] 0.0036 0.0044 

Pyridine 5380.6 6533.5 

Selenium N/A N/A 

1,2,4,5-Tetrachlorobenzene 1.364 1.656 

1,1,2,2-Tetrachloroethane 149.71 181.79 

Tetrachloroethylene [Tetrachloroethylene] 1590.9 1931.8 

Thallium 1.307 1.587 

Toluene N/A N/A 

Toxaphene 0.062 0.076 

2,4,5-TP [Silvex] 2097 2546 

1,1,1-Trichloroethane 4456457 5411412 

1,1,2-Trichloroethane 943.2 1145.3 

Trichloroethylene [Trichloroethene] 408.5 496.1 

2,4,5-Trichlorophenol 10608 12881 

TTHM [Sum of Total Trihalomethanes] N/A N/A 

Vinyl Chloride 93.748 113.837 
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Appendix C 
TDS, Chloride, and Sulfate Screening Calculations 

Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate  
Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial Stream  

  

Screen the Perennial Stream  
   

Applicant Name: Enterprise Products Operating LLC 

Permit Number, Outfall: 05014000 

Segment Number: 0902 

      

Enter values needed for screening:     Data Source (edit if different) 

QE - Average effluent flow 1.85 MGD proposed. 2026 CC memo 

QS - Perennial stream harmonic mean flow 0.55 cfs   

QE - Average effluent flow 2.8624 cfs Calculated 

     

CA - TDS - ambient segment concentration 373 mg/L 2010 IP, Appendix D 

CA - chloride - ambient segment concentration 83 mg/L 2010 IP, Appendix D 

CA - sulfate - ambient segment concentration 17 mg/L 2010 IP, Appendix D 

     

CC - TDS - segment criterion 700 mg/L Latest approved TSWQS, Appendix A 

CC - chloride - segment criterion 200 mg/L Latest approved TSWQS, Appendix A 

CC - sulfate - segment criterion 150 mg/L Latest approved TSWQS, Appendix A 

     

CE - TDS - average effluent concentration 921 mg/L Permit application 

CE - chloride - average effluent concentration 139.5 mg/L Permit application 

CE - sulfate - average effluent concentration 306.5 mg/L Permit application 

       

Screening Equation      

CC ≥ [(QS)(CA) + (QE)(CE)]/[QE + QS]      

      

No further screening for TDS needed if: 832.67 ≤ 700   

No further screening for chloride needed if: 130.39 ≤ 200   

No further screening for sulfate needed if: 259.84 ≤ 150   

      

Permit Limit Calculations      

      

TDS           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 762.83  
Calculate the LTA LTA = WLA * 0.93  709.43  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  1042.87  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  2206.34  

Calculate 70% of the daily average 70% of Daily Avg. =  730.01  
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Calculate 85% of the daily average 85% of Daily Avg. =  886.44  

      

No permit limitations needed if: 921 ≤ 730.01   

Reporting needed if: 921 > 730.01 but ≤ 886.44 

Permit limits may be needed if: 921 > 886.44     

      

Permit limits may be needed for TDS      

      

Chloride           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 222.48  
Calculate the LTA LTA = WLA * 0.93  206.91  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  304.15  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  643.48  

Calculate 70% of the daily average 70% of Daily Avg. =  212.91  
Calculate 85% of the daily average 85% of Daily Avg. =  258.53  

      

No permit limitations needed if: 139.5 ≤ 212.91   

Reporting needed if: 139.5 > 212.91 but ≤ 258.53 

Permit limits may be needed if: 139.5 > 258.53     

      

No permit limitations needed for chloride      

      

Sulfate           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 175.56  
Calculate the LTA LTA = WLA * 0.93  163.27  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  240.00  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  507.76  

Calculate 70% of the daily average 70% of Daily Avg. =  168.00  
Calculate 85% of the daily average 85% of Daily Avg. =  204.00  

      

No permit limitations needed if: 306.5 ≤ 168.00   

Reporting needed if: 306.5 > 168.00 but ≤ 204.00 

Permit limits may be needed if: 306.5 > 204.00     

      

Permit limits may be needed for sulfate      
 
  



Enterprise Products Operating LLC TPDES Permit No. WQ0005014000 
 

FACT SHEET AND EXECUTIVE DIRECTOR’S PRELIMINARY DECISION 
 

 

Page 67 

 

Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate 

Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial Stream 

        

Screen the Intermittent Stream 

     

Applicant Name: Enterprise Products Operating LLC  
Permit Number, Outfall: 05014000  
Segment Number: 0902  

            

Enter values needed for screening:       Data Source (edit if different) 

TDS CC - segment 
criterion - TDS   700 mg/L 

Latest approved TSWQS, 
Appendix A 

Cl CC - segment criterion - chloride  200 mg/L 
Latest approved TSWQS, 
Appendix A 

SO4 CC - segment criterion - sulfate  150 mg/L 
Latest approved TSWQS, 
Appendix A 

       
TDS CE - average effluent concentration - 
TDS  921 mg/L Permit application 

Cl CE - average effluent concentration - chloride 139.5 mg/L Permit application 

SO4 CE - average effluent concentration - sulfate 306.5 mg/L Permit application 

        

TDS Screening              
The TDS screening value is determined by first calculating an initial TDS concentration, CTDS,  
as follows:  

 CTDS = (TDS CC / 500 mg/L) * 2,500 mg/L    

        

Where: CTDS = TDS concentration used to determine Csv screening value    

  
TDS CC = TDS criterion at the first downstream 
segment      

  500 mg/L = the median TDS concentration in Texas streams    
  2,500 mg/L = the minimum TDS screening value      

        

 CTDS = 3500 mg/L     

        

The next step is to use the initial CTDS to set the actual TDS screening value, TDS Csv, using the  
following table:        

 If CTDS   Then TDS Csv    

 ≤ 2,500 mg/L = 2,500 mg/L    

 > 2,500 mg/L but ≤ 6,000 mg/L = CTDS    

 > 6,000 mg/L = 6,000 mg/L    

        

Some specific types of intermittent streams have alternative screening values (Csv):  
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Specific Type of Intermittent Stream   If CTDS is   Default Csv =   

Dry except for short-term flow in   < 4,000 mg/L   4,000 mg/L     

immediate response to 
rainfall.      ≥ 4,000 mg/L CTDS   
                

Constructed ditch conveying stormwater 
and   < 4,000 mg/L   4,000 mg/L     

wastewater, considered water in the 
state.    ≥ 4,000 mg/L CTDS   
                

Within 3 miles of tidal 
waters.     —   6,000 mg/L   

        
Once TDS Csv is established, the next step is to compare the effluent TDS 
concentration,     

TDS CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for TDS if the effluent TDS is greater than the screening value.  

  
Values needed for 
Screening         Data Source    
TDS CE - average effluent TDS 
concentration  921 mg/L Permit application  
TDS Csv - TDS screening 
value     3500 mg/L Determined above  

        
No control measures 
needed if:  921 ≤ 3500    
Consider control 
measures if:  921 > 3500    

        

No control measures needed for TDS      

        

When effluent limitations are established in the permit, the daily average TDS limit is typically   

set equal to the TDS screening value. The daily maximum TDS limit is calculated as 2.12 times   

the daily average limit.        

        

  Total Dissolved Solids      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Chloride Screening              
If TDS limits are necessary or there are concerns about chloride, additional screening can be  
performed for chloride. First calculate the screening value for chloride, Cl Csv, as follows:  

        

 Cl Csv = (TDS Csv /TDS CC) * Cl CC     
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Where: Cl Csv = chloride screening value        

  
TDS Csv = TDS screening 
value          

  
TDS CC = TDS criterion at the first downstream 
segment      

  
Cl CC - chloride criterion at the first 
downstream segment      

        

 Cl Csv = 1000 mg/L     

        

Once the Cl Csv is established, the next step is to compare the effluent chloride concentration,    

Cl CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for chloride if the effluent chloride is greater than the screening value.  

        
Values needed for 
Screening         Data Source    
Cl CE - average effluent chloride 
concentration  139.5 mg/L Permit application  
Cl Csv - chloride 
screening value     1000 mg/L Determined above  

        
No control measures 
needed if:  139.5 ≤ 1000    
Consider control 
measures if:  139.5 > 1000    

        

No control measures needed for chloride      

        
When effluent limitations are established in the permit, the daily average 
chloride limit is    
typically set equal to the chloride screening value. The daily maximum 
chloride limit is    
calculated as 2.12 times the daily average 
limit.       

        

  Chloride      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Sulfate Screening              
If TDS limits are necessary or there are concerns about sulfate, additional screening can be  
performed for sulfate. First calculate the screening value for sulfate, SO4 Csv, as follows:  

        

 SO4 Csv = (TDS Csv /TDS CC) * SO4 CC    

        

Where: SO4 Csv = sulfate screening value        
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TDS Csv = TDS screening 
value          

  
TDS CC = TDS criterion at the first downstream 
segment      

  
SO4 CC - sulfate criterion at the first 
downstream segment      

        

 SO4 Csv = 750 mg/L     

        

Once the SO4 Csv is established, the next step is to compare the effluent sulfate concentration,    

SO4 CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for sulfate if the effluent sulfate is greater than the screening value.  

        
Values needed for 
Screening         Data Source    
SO4 CE - average effluent sulfate 
concentration  306.5 mg/L Permit application  
SO4 Csv - sulfate screening value   750 mg/L Determined above  

        
No control measures 
needed if:  306.5 ≤ 750    
Consider control 
measures if:  306.5 > 750    

        

No control measures needed for sulfate      
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Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate  
Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial 

Stream  

  

Screen the Perennial Stream  
   

Applicant Name: Enterprise Products Operating LLC 

Permit Number, Outfall: WQ0005014000, Outfall 003 

Segment Number: 0902 

      

Enter values needed for screening:     Data Source (edit if different) 

QE - Average effluent flow 0.2 MGD 2yr avg. 2026 CC memo 

QS - Perennial stream harmonic mean flow 0.55 cfs   

QE - Average effluent flow 0.3094 cfs Calculated 

     

CA - TDS - ambient segment concentration 373 mg/L 2010 IP, Appendix D 

CA - chloride - ambient segment concentration 83 mg/L 2010 IP, Appendix D 

CA - sulfate - ambient segment concentration 17 mg/L 2010 IP, Appendix D 

     

CC - TDS - segment criterion 700 mg/L Latest approved TSWQS, Appendix A 

CC - chloride - segment criterion 200 mg/L Latest approved TSWQS, Appendix A 

CC - sulfate - segment criterion 150 mg/L Latest approved TSWQS, Appendix A 

     

CE - TDS - average effluent concentration 960 mg/L Permit application 

CE - chloride - average effluent concentration 160 mg/L Permit application 

CE - sulfate - average effluent concentration 315 mg/L Permit application 

       
Screening Equation      

CC ≥ [(QS)(CA) + (QE)(CE)]/[QE + QS]      

      

No further screening for TDS needed if: 584.35 ≤ 700   

No further screening for chloride needed if: 110.72 ≤ 200   

No further screening for sulfate needed if: 124.30 ≤ 150   

      

Permit Limit Calculations      

      

TDS           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 1281.20  
Calculate the LTA LTA = WLA * 0.93  1191.52  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  1751.53  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  3705.61  

Calculate 70% of the daily average 70% of Daily Avg. =  1226.07  
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Calculate 85% of the daily average 85% of Daily Avg. =  1488.80  

      

No permit limitations needed if: 960 ≤ 1226.07   

Reporting needed if: 960 > 1226.07 but ≤ 1488.80 

Permit limits may be needed if: 960 > 1488.80     

      

No permit limitations needed for TDS      

      

Chloride           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 407.95  
Calculate the LTA LTA = WLA * 0.93  379.40  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  557.71  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  1179.92  

Calculate 70% of the daily average 70% of Daily Avg. =  390.40  
Calculate 85% of the daily average 85% of Daily Avg. =  474.05  

      

No permit limitations needed if: 160 ≤ 390.40   

Reporting needed if: 160 > 390.40 but ≤ 474.05 

Permit limits may be needed if: 160 > 474.05     

      

No permit limitations needed for chloride      

      

Sulfate           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 386.39  
Calculate the LTA LTA = WLA * 0.93  359.34  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  528.23  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  1117.56  

Calculate 70% of the daily average 70% of Daily Avg. =  369.76  
Calculate 85% of the daily average 85% of Daily Avg. =  449.00  

      

No permit limitations needed if: 315 ≤ 369.76   

Reporting needed if: 315 > 369.76 but ≤ 449.00 

Permit limits may be needed if: 315 > 449.00     

      

No permit limitations needed for sulfate      
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Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate 

Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial Stream 

        

Screen the Intermittent Stream 

     

Applicant Name: Enterprise Products Operating LLC  
Permit Number, Outfall: WQ0005014000, Outfall 003  
Segment Number: 0902  

            

Enter values needed for screening:       
Data Source (edit if 
different) 

TDS CC - segment criterion 
- TDS   700 mg/L 

Latest approved 
TSWQS, Appendix A 

Cl CC - segment criterion - chloride  200 mg/L 
Latest approved 
TSWQS, Appendix A 

SO4 CC - segment criterion - sulfate  150 mg/L 
Latest approved 
TSWQS, Appendix A 

       

TDS CE - average effluent concentration - TDS  960 mg/L Permit application 

Cl CE - average effluent concentration - chloride 160 mg/L Permit application 

SO4 CE - average effluent concentration - sulfate 315 mg/L Permit application 

        

TDS Screening              
The TDS screening value is determined by first calculating an initial TDS concentration, CTDS,  
as follows:  

 CTDS = (TDS CC / 500 mg/L) * 2,500 mg/L    

        

Where: CTDS = TDS concentration used to determine Csv screening value    
  TDS CC = TDS criterion at the first downstream segment      
  500 mg/L = the median TDS concentration in Texas streams    
  2,500 mg/L = the minimum TDS screening value      

        

 CTDS = 3500 mg/L     

        

The next step is to use the initial CTDS to set the actual TDS screening value, TDS Csv, using the  
following table:        

 If CTDS   
Then TDS 

Csv    

 ≤ 2,500 mg/L = 
2,500 
mg/L    

 > 2,500 mg/L but ≤ 6,000 mg/L = CTDS    

 > 6,000 mg/L = 
6,000 
mg/L    
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Some specific types of intermittent streams have alternative screening values (Csv):  

        

Specific Type of Intermittent Stream   If CTDS is   Default Csv =   

Dry except for short-term flow in   
< 4,000 
mg/L   

4,000 
mg/L     

immediate response to 
rainfall.      ≥ 4,000 mg/L CTDS   
                

Constructed ditch conveying stormwater and   
< 4,000 
mg/L   

4,000 
mg/L     

wastewater, considered water in the state.    ≥ 4,000 mg/L CTDS   
                

Within 3 miles of tidal 
waters.     —   6,000 mg/L   

        
Once TDS Csv is established, the next step is to compare the effluent TDS 
concentration,     

TDS CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for TDS if the effluent TDS is greater than the screening value.  

  
Values needed for 
Screening         

Data 
Source    

TDS CE - average effluent TDS concentration  960 mg/L 
Permit 
application  

TDS Csv - TDS screening 
value     3500 mg/L 

Determined 
above  

        
No control measures 
needed if:  960 ≤ 3500    
Consider control measures 
if:  960 > 3500    

        

No control measures needed for TDS      

        

When effluent limitations are established in the permit, the daily average TDS limit is typically   

set equal to the TDS screening value. The daily maximum TDS limit is calculated as 2.12 times   

the daily average limit.        

        

  Total Dissolved Solids      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Chloride Screening              
If TDS limits are necessary or there are concerns about chloride, additional screening can be  
performed for chloride. First calculate the screening value for chloride, Cl Csv, as follows:  
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 Cl Csv = (TDS Csv /TDS CC) * Cl CC     

        

Where: Cl Csv = chloride screening value        
  TDS Csv = TDS screening value          
  TDS CC = TDS criterion at the first downstream segment      

  
Cl CC - chloride criterion at the first downstream 
segment      

        

 Cl Csv = 1000 mg/L     

        

Once the Cl Csv is established, the next step is to compare the effluent chloride concentration,    

Cl CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for chloride if the effluent chloride is greater than the screening value.  

        
Values needed for 
Screening         

Data 
Source    

Cl CE - average effluent chloride concentration  160 mg/L 
Permit 
application  

Cl Csv - chloride screening 
value     1000 mg/L 

Determined 
above  

        
No control measures 
needed if:  160 ≤ 1000    
Consider control measures 
if:  160 > 1000    

        

No control measures needed for chloride      

        
When effluent limitations are established in the permit, the daily average chloride 
limit is typically set equal to the chloride screening value. The daily maximum chloride 
limit is calculated as 2.12 times the daily average limit. 

   

   

       

  Chloride      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Sulfate Screening              
If TDS limits are necessary or there are concerns about sulfate, additional screening can be  
performed for sulfate. First calculate the screening value for sulfate, SO4 Csv, as follows:  

        

 SO4 Csv = (TDS Csv /TDS CC) * SO4 CC    

        

Where: SO4 Csv = sulfate screening value        
  TDS Csv = TDS screening value          
  TDS CC = TDS criterion at the first downstream segment      
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SO4 CC - sulfate criterion at the first downstream 
segment      

        

 SO4 Csv = 750 mg/L     

        

Once the SO4 Csv is established, the next step is to compare the effluent sulfate concentration,    

SO4 CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for sulfate if the effluent sulfate is greater than the screening value.  

        
Values needed for 
Screening         

Data 
Source    

SO4 CE - average effluent sulfate 
concentration  315 mg/L 

Permit 
application  

SO4 Csv - sulfate screening value   750 mg/L 
Determined 
above  

        
No control measures 
needed if:  315 ≤ 750    
Consider control measures 
if:  315 > 750    

        

No control measures needed for sulfate      
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Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate  
Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial 

Stream  

  

Screen the Perennial Stream  
   

Applicant Name: Enterprise Products Operating LLC 

Permit Number, Outfall: WQ0005014000, Outfall 006 

Segment Number: 0902 

      

Enter values needed for screening:     Data Source (edit if different) 

QE - Average effluent flow 0.072 MGD 
permitted dry weather. 2026 CC 
memo 

QS - Perennial stream harmonic mean flow 0.55 cfs   

QE - Average effluent flow 0.1114 cfs Calculated 

     

CA - TDS - ambient segment concentration 373 mg/L 2010 IP, Appendix D 

CA - chloride - ambient segment 
concentration 83 mg/L 2010 IP, Appendix D 

CA - sulfate - ambient segment concentration 17 mg/L 2010 IP, Appendix D 

     

CC - TDS - segment criterion 700 mg/L Latest approved TSWQS, Appendix A 

CC - chloride - segment criterion 200 mg/L Latest approved TSWQS, Appendix A 

CC - sulfate - segment criterion 150 mg/L Latest approved TSWQS, Appendix A 

     

CE - TDS - average effluent concentration 1325 mg/L Permit application 

CE - chloride - average effluent concentration 212.5 mg/L Permit application 

CE - sulfate - average effluent concentration 525 mg/L Permit application 

       

Screening Equation      

CC ≥ [(QS)(CA) + (QE)(CE)]/[QE + QS]      

      

No further screening for TDS needed if: 533.35 ≤ 700   

No further screening for chloride needed if: 104.81 ≤ 200   

No further screening for sulfate needed if: 102.56 ≤ 150   

      

Permit Limit Calculations      

      

TDS           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 2314.44  
Calculate the LTA LTA = WLA * 0.93  2152.43  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  3164.08  
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Calculate the daily maximum 
Daily Max. = LTA * 
3.11  6694.07  

Calculate 70% of the daily average 70% of Daily Avg. =  2214.85  
Calculate 85% of the daily average 85% of Daily Avg. =  2689.47  

      

No permit limitations needed if: 1325 ≤ 2214.85   

Reporting needed if: 1325 > 2214.85 but ≤ 2689.47 

Permit limits may be needed if: 1325 > 2689.47     

      

No permit limitations needed for TDS      

      

Chloride           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 777.65  
Calculate the LTA LTA = WLA * 0.93  723.21  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  1063.12  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  2249.18  

Calculate 70% of the daily average 70% of Daily Avg. =  744.18  
Calculate 85% of the daily average 85% of Daily Avg. =  903.65  

      

No permit limitations needed if: 212.5 ≤ 744.18   

Reporting needed if: 212.5 > 744.18 but ≤ 903.65 

Permit limits may be needed if: 212.5 > 903.65     

      

No permit limitations needed for chloride      

      

Sulfate           

Calculate the WLA WLA= [CC(QE+QS) - (QS)(CA)]/QE 806.64  
Calculate the LTA LTA = WLA * 0.93  750.17  

Calculate the daily average 
Daily Avg. = LTA * 
1.47  1102.76  

Calculate the daily maximum 
Daily Max. = LTA * 
3.11  2333.04  

Calculate 70% of the daily average 70% of Daily Avg. =  771.93  
Calculate 85% of the daily average 85% of Daily Avg. =  937.34  

      

No permit limitations needed if: 525 ≤ 771.93   

Reporting needed if: 525 > 771.93 but ≤ 937.34 

Permit limits may be needed if: 525 > 937.34     

      

No permit limitations needed for sulfate      
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Screening Calculations for Total Dissolved Solids, Chloride, and Sulfate 

Menu 2 - Discharge to an Intermittent Stream within 3 Miles of a Perennial Stream 

        

Screen the Intermittent Stream 

     

Applicant Name: Enterprise Products Operating LLC  
Permit Number, Outfall: WQ0005014000, Outfall 006  
Segment Number: 0902  

            

Enter values needed for screening:       
Data Source (edit if 
different) 

TDS CC - segment criterion - 
TDS   700 mg/L 

Latest approved TSWQS, 
Appendix A 

Cl CC - segment criterion - chloride  200 mg/L 
Latest approved TSWQS, 
Appendix A 

SO4 CC - segment criterion - sulfate  150 mg/L 
Latest approved TSWQS, 
Appendix A 

       

TDS CE - average effluent concentration - TDS  1325 mg/L Permit application 

Cl CE - average effluent concentration - chloride 212.5 mg/L Permit application 

SO4 CE - average effluent concentration - sulfate 525 mg/L Permit application 

        

TDS Screening              
The TDS screening value is determined by first calculating an initial TDS concentration, CTDS,  
as follows:  

 CTDS = (TDS CC / 500 mg/L) * 2,500 mg/L    

        

Where: CTDS = TDS concentration used to determine Csv screening value    

  
TDS CC = TDS criterion at the first downstream 
segment      

  500 mg/L = the median TDS concentration in Texas streams    
  2,500 mg/L = the minimum TDS screening value      

        

 CTDS = 3500 mg/L     

        

The next step is to use the initial CTDS to set the actual TDS screening value, TDS Csv, using the  
following table:        

 If CTDS   Then TDS Csv    

 ≤ 2,500 mg/L = 2,500 mg/L    

 > 2,500 mg/L but ≤ 6,000 mg/L = CTDS    

 > 6,000 mg/L = 6,000 mg/L    

        

Some specific types of intermittent streams have alternative screening values (Csv):  
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Specific Type of Intermittent Stream   
If CTDS 
is   Default Csv =   

Dry except for short-term flow in   
< 4,000 
mg/L   4,000 mg/L     

immediate response to 
rainfall.      ≥ 4,000 mg/L CTDS   
                

Constructed ditch conveying stormwater and   
< 4,000 
mg/L   4,000 mg/L     

wastewater, considered water in the state.    ≥ 4,000 mg/L CTDS   
                

Within 3 miles of tidal 
waters.     —   6,000 mg/L   

        
Once TDS Csv is established, the next step is to compare the effluent TDS 
concentration,     

TDS CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for TDS if the effluent TDS is greater than the screening value.  

  
Values needed for 
Screening         Data Source    
TDS CE - average effluent TDS concentration  1325 mg/L Permit application  
TDS Csv - TDS screening 
value     3500 mg/L Determined above  

        
No control measures 
needed if:  1325 ≤ 3500    
Consider control measures 
if:  1325 > 3500    

        

No control measures needed for TDS      

        

When effluent limitations are established in the permit, the daily average TDS limit is typically   

set equal to the TDS screening value. The daily maximum TDS limit is calculated as 2.12 times   

the daily average limit.        

        

  Total Dissolved Solids      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Chloride Screening              
If TDS limits are necessary or there are concerns about chloride, additional screening can be  
performed for chloride. First calculate the screening value for chloride, Cl Csv, as follows:  

        

 Cl Csv = (TDS Csv /TDS CC) * Cl CC     
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Where: Cl Csv = chloride screening value        

  
TDS Csv = TDS screening 
value          

  
TDS CC = TDS criterion at the first downstream 
segment      

  
Cl CC - chloride criterion at the first downstream 
segment      

        

 Cl Csv = 1000 mg/L     

        

Once the Cl Csv is established, the next step is to compare the effluent chloride concentration,    

Cl CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for chloride if the effluent chloride is greater than the screening value.  

        
Values needed for 
Screening         Data Source    
Cl CE - average effluent chloride concentration  212.5 mg/L Permit application  
Cl Csv - chloride screening 
value     1000 mg/L Determined above  

        
No control measures 
needed if:  212.5 ≤ 1000    
Consider control measures 
if:  212.5 > 1000    

        

No control measures needed for chloride      

        
When effluent limitations are established in the permit, the daily average 
chloride limit is typically set equal to the chloride screening value. The daily 
maximum chloride limit is calculated as 2.12 times the daily average limit 

   

   

        

  Chloride      
          

Daily Average = N/A mg/L     
Daily Maximum = N/A mg/L      

        

Sulfate Screening              
If TDS limits are necessary or there are concerns about sulfate, additional screening can be  
performed for sulfate. First calculate the screening value for sulfate, SO4 Csv, as follows:  

        

 SO4 Csv = (TDS Csv /TDS CC) * SO4 CC    

        

Where: SO4 Csv = sulfate screening value        

  
TDS Csv = TDS screening 
value          

  
TDS CC = TDS criterion at the first downstream 
segment      
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SO4 CC - sulfate criterion at the first 
downstream segment      

        

 SO4 Csv = 750 mg/L     

        

Once the SO4 Csv is established, the next step is to compare the effluent sulfate concentration,    

SO4 CE, to the screening value. Control measures, which may include effluent limitations, are   

considered for sulfate if the effluent sulfate is greater than the screening value.  

        
Values needed for 
Screening         Data Source    
SO4 CE - average effluent sulfate 
concentration  525 mg/L Permit application  
SO4 Csv - sulfate screening value   750 mg/L Determined above  

        
No control measures 
needed if:  525 ≤ 750    
Consider control measures 
if:  525 > 750    

        

No control measures needed for sulfate      
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Appendix D 
Comparison of Effluent Limits  

 
The permit action is a major amendment which involves the increase of pollutant loadings. The following table is a summary of technology-based 
effluent limitations calculated/assessed in the draft permit (Technology-Based), calculated/ assessed water quality-based effluent limitations (Water 
Quality-Based), and effluent limitations proposed in the draft permit.  
 

Outfall Pollutant 

Technology-Based Water Quality-Based Draft Permit 

Daily Avg Daily Max Daily Avg Daily Max Daily Avg Daily Max 

lbs/day mg/L lbs/day mg/L lbs/day mg/L lbs/day mg/L lbs/day mg/L lbs/day mg/L 

001 Flow 1.85 MGD 3.5 MGD - - - - 1.85 MGD 3.5 MGD 

 BOD5 - - 521 36 189 12.2 - - 189 12.2 521 33.7 

 TSS 543 35.2 1,793 116 - - - - 543 35.2 1,793 116 

 TOC - 30 - 75 - - - - - 30  75 

 Oil and Grease - 15 - 30 - - - - - 15  30 

 TDS  - - - - 16,102 1,043 34,057 2,206 16,102 Report 34,057 Report 

 Sulfate 2 - - - - 3,743 - 7,903 - 3,705 Report 7,903 Report 

 Sulfate 3 - - - - - 240 - 508 3,149 Report 7,842 Report 

 Ammonia Nitrogen - - - - N/A N/A Report Report N/A N/A Report Report 

 Free Cyanide - - - - - - - Report - - - Report 

 Benzo(a)anthracene 0.095 - 0.254 - 0.000628 0.04071 0.00133 0.08621 0.000628 0.04071 0.00133 0.08621 

 Benzo(a)pyrene 0.099 - 0.262 - 0.0000628 0.004071 0.000133 0.008621 0.0000628 0.004071 0.000133 0.008621 

 
Bis(2-ethylhexyl) 
 phthalate 

0.443 - 1.199 - 0.190 12.31 0.401 26.01 0.190 12.31 0.401 26.01 

 Chrysene 0.095 - 0.254 - 0.0663 4.101 
0.134 8.701 0.0663 4.11 0.134 8.701 

 
Hexachlorobenzene 

 
0.064 

- 0.120 - 0.0000170 0.001111 0.000035

5 
0.002341 0.0000170 0.001111 0.000035

5 
0.002341 

 Hexachlorobutadiene 0.086 - 0.211 - 0.00554 0.3591 0.0117 0.7591 0.00554 0.3591 0.0117 0.7591 

 Hexachloroethane 0.090 - 0.232 - 0.0587 3.801 
0.124 8.031 0.0587 3.801 0.124 8.031 

 pH 6.0 SU (min) 9.0 SU 6.0 SU (min) 9.0 SU 6.5 SU (min) 9.0 SU 

 
1 µg/L. 

2 beginning upon the permit issuance and lasting for two (2) years and 365 days. 

3 becoming effective three years after permit issuance and lasting for permit expiration.  
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Outfall Pollutant 

Technology-Based Water Quality-Based Draft Permit 

Daily Avg Daily Max Daily Avg Daily Max Daily Avg Daily Max 

lbs/day lbs/day lbs/day lbs/day lbs/day lbs/day 

101 Flow 0.538 MGD 0.823 MGD - - 0.538 MGD 0.823 MGD 

 BOD5  153  414  - - 153  414  

 TSS  224  730  - - 224  730  

 Acenaphthene 0.095  0.254  - - 0.095  0.254  

 Acenaphthylene 0.095  0.254  - - 0.095  0.254  

 Acrylonitrile 0.413  1.040  - - 0.413  1.040  

 Anthracene 0.095  0.254  - - 0.095  0.254  

 Benzene 0.159  0.584  - - 0.159  0.584  

 3,4-Benzofluoranthene 0.099  0.262  - - 0.099  0.262  

 Benzo(k)fluoranthene 0.095  0.254  - - 0.095  0.254  

 Carbon Tetrachloride 0.077  0.163  - - 0.077  0.163  

 Chlorobenzene 0.064  0.120  - - 0.064  0.120  

 Chloroethane 0.447  1.152  - - 0.447  1.152  

 Chloroform 0.090  0.198  - - 0.090  0.198  

 2-Chlorophenol 0.133  0.421  - - 0.133  0.421  

 1,2-Dichlorobenzene 0.331  0.701  - - 0.331  0.701  

 1,3-Dichlorobenzene 0.133  0.189  - - 0.133  0.189  

 1,4-Dichlorobenzene 0.064  0.120  - - 0.064  0.120  

 1,1-Dichloroethane 0.095  0.254  - - 0.095  0.254  

 1,2-Dichloroethane 0.292  0.907  - - 0.292  0.907  

 1,1-Dichloroethylene 0.069  0.107  - - 0.069  0.107  

 1,2-trans Dichloroethylene 0.090  0.232  - - 0.090  0.232  

 2,4-Dichlorophenol 0.168  0.481  - - 0.168  0.481  

 1,2-Dichloropropane 0.658  0.988  - - 0.658  0.988  

 1,3-Dichloropropylene 0.125  0.189  - - 0.125  0.189  

 Diethyl phthalate 0.348  0.872  - - 0.348  0.872  

 2,4-Dimethylphenol 0.077  0.155  - - 0.077  0.155  

 Dimethyl phthalate 0.082  0.202  - - 0.082  0.202  

 Di-n-butyl phthalate 0.116  0.245  - - 0.116  0.245  

 4,6-Dinitro-o-cresol 0.335  1.190  - - 0.335  1.190  

 2,4-Dinitrophenol 0.305  0.529  - - 0.305  0.529  

 2,4-Dinitrotoluene 0.486  1.225  - - 0.486  1.225  

 2,6-Dinitrotoluene 1.096  2.755  - - 1.096  2.755  

 Ethylbenzene 0.138  0.464  - - 0.138  0.464  
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Outfall Pollutant 

Technology-Based Water Quality-Based Draft Permit 

Daily Avg Daily Max Daily Avg Daily Max Daily Avg Daily Max 

lbs/day lbs/day lbs/day lbs/day lbs/day lbs/day 

101 Fluoranthene 0.107  0.292  - - 0.107  0.292  

 Fluorene 0.095  0.254  - - 0.095  0.254  

 Methyl Chloride 0.370  0.817  - - 0.370  0.817  

 Methylene Chloride 0.172  0.382  - - 0.172  0.382  

 Naphthalene 0.095  0.254  - - 0.095  0.254  

 Nitrobenzene 0.116  0.292  - - 0.116  0.292  

 2-Nitrophenol 0.176  0.297  - - 0.176  0.297  

 4-Nitrophenol 0.309  0.533  - - 0.309  0.533  

 Phenanthrene 0.095  0.254  - - 0.095  0.254  

 Phenol 0.064  0.112  - - 0.064  0.112  

 Pyrene 0.107  0.288  - - 0.107  0.288  

 Tetrachloroethylene 0.095  0.241  - - 0.095  0.241  

 Toluene 0.112  0.344  - - 0.112  0.344  

 1,2,4-Trichlorobenzene 0.292  0.602  - - 0.292  0.602  

 1,1,1-Trichloroethane 0.090  0.232  - - 0.090  0.232  

 1,1,2-Trichloroethane 0.090  0.232  - - 0.090  0.232  

 Trichloroethylene 0.090  0.232  - - 0.090  0.232  

 Vinyl Chloride 0.447  1.152  - - 0.447  1.152  
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Outfall Pollutant 

Technology-Based Water Quality-Based Draft Permit 

Daily Avg Daily Max Daily Avg Daily Max Daily Avg Daily Max 

mg/L mg/L mg/L mg/L mg/L mg/L 

002 Flow Report, MGD Report, MGD - - Report, MGD Report, MGD 

 TOC - 75 - - - 75 

 Oil and Grease - 15 - - - 15 

 pH 6.0 SU (min) 9.0 SU - - 6.5 SU (min) 9.0 SU 

        

003 Flow 0.346 MGD 0.65 MGD - - 0.346 MGD 0.65 MGD 

 TSS 30 100 - - 30 100 

 TOC 30 75 - - 30 75 

 Oil and Grease 15 20 - - 15 20 

 pH 6.0 SU (min) 9.0 SU - - 6.5 SU (min) 9.0 SU 

        

004 Flow Report, MGD Report, MGD - - Report, MGD Report, MGD 

 TOC - 75 - - - 75 

 Oil and Grease - 15 - - - 75 

 pH 6.0 SU (min) 9.0 SU - - 6.5 SU (min) 9.0 SU 

        

005 Flow Report, MGD Report, MGD - - Report, MGD Report, MGD 

 TOC - 75 - - - 75 

 Oil and Grease - 15 - - - 15 

 pH 6.0 SU (min) 9.0 SU - - 6.0 SU (min) 9.0 SU 

        

006 Flow (dry-weather) 0.072 MGD 0.15 MGD - - 0.072 MGD 0.15 MGD 

 TSS 30 100 - - 30 100 

 Oil and Grease 15 20 - - 15 20 

 pH 6.0 SU (minimum) 9.0 SU (maximum) - - 6.0 SU (min) 9.0 SU 
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